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Preface 


The problem of the cremations at Auschwitz — one of the most important and 
still unresolved questions in the orthodox historiography of that camp — started to 
come out of the general hysteria to which it had been relegated for decades and 
to take on some scientific qualities only in 1989, thanks to Jean-Claude Pressac 
(Pressac 1989). The merits of the French researcher, however, stopped there: 
while he did indeed try to approach the problem from a scientific standpoint, his 
argumentative procedure and his conclusions make a rigorous scientific treatment 
of the matter all the more pressing (cf. Mattogno 2010, esp. chapter 9); his severe 
lack of technical training shows through also in his second work on Auschwitz 
(Pressac 1993; cf. Mattogno 2011). 

This deficiency has become even more serious, because now that Pressac is 
no longer with us, the problem of the Auschwitz cremations has relapsed into the 
propagandistic hysteria of the immediate post-war years, as is highlight by a num- 
ber of pseudo-scientific works on the issue: 
> The first case in point is Robert Jan van Pelt’s study on Auschwitz (van Pelt 

2002), which I have dealt with thoroughly elsewhere (Mattogno 2010, esp. 

chapter 12). 
> The collective work by Assmann et al. of the same year about the Topf com- 

pany, which had supplied the cremation furnaces for Auschwitz, is absolutely 

devoid of any technical and scientific character and supplies no new infor- 
mation on the Topf furnaces at Auschwitz (Assmann/Hiddemann/Schwarzen- 

berger 2002). 
> The recent Encyclopedia of Cremation (Davies/Mates 2005), though claiming 

to be scientific, devotes to “Auschwitz” one purely propagandistic page (p. 

66) which is based on the works of Danuta Czech, Franciszek Piper and Jean- 

Claude Pressac! 
> Just as inconsistent are the pages which Norbert Fischer devoted to Auschwitz 

and the other German concentration camps in a text on cremations in Germany 

(Fischer 1996, ch. 5.3b, pp. 260-265). 

The only really substantial source is the website on Topf, which provides various 
significant documents (www. TopfundSoehne.de). 

Personally, I started to become generally involved in the study of cremations 
in the summer of 1987. The following year brought the onset of the valuable co- 
operation with Franco Deana, doctor of engineering, which was essential for the 
technical foundation of this study. In the intensive correspondence that ensued, 
he has always been a rich source of explanations and of technical arguments for 
the many points of discussion. His name must therefore stand on the front page 
of this work, together with that of the author. Sadly, Franco Deana passed away 
in 2005. Just as precious has been the support of the German engineer H.N. who 
unfortunately passed away already in 1991. Thanks to him, as well as others, I 
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was able to visit, for the first time, the camps of Buchenwald, Dachau, Mau- 
thausen and Gusen. 

Initially my studies centered upon such technical problems as the duration of 
the cremation process and the corresponding requirements for fuel. The publica- 
tion of Pressac’s first book in 1989 prompted me to widen the perspective of my 
approach and to include the historical context as well. 

When the work had been completed in 1993, Pressac, in his second book, 
brought to light the enormous amount of documentary evidence concerning the 
Auschwitz crematoria that had been preserved in the Moscow archives of Vi- 
borgskaya. An update of my study on the basis ofthe new documents that Pressac 
had identified (some of which I had already seen as copies in the Auschwitz Mu- 
seum’s archive) appeared a year later (Gauss 1994, pp. 281-320). 

In 1995, together with Jürgen Graf and the late Russell Granata, I was able to 
view, in the Moscow archives, the collection of some 88,200 pages of documents 
stemming from the Auschwitz Central Construction Office (Zentralbauleitung). 
The collection contains a massive correspondence between that office and the 
Topf & Söhne Company of Erfurt, which had built the Auschwitz cremation fur- 
naces. In 1997 and 1998 I found further important documents in Poland and Hol- 
land. In the spring of 1999 I visited, among many other sites, the Museum and 
the crematorium at Terezin (Theresienstadt), which both turned out to be of con- 
siderable importance for the purposes of the problem dealt with here. During the 
summer of that year I examined the files kept in the municipal archives of the city 
of Erfurt which, since 5 August 1996, has been preserving a highly informative 
documentation on all the activities of the Topf Co., not limited to the mere ques- 
tion of crematoria. An overview of this documentation was published as an article 
in 2000 (Gauss 2000, pp. 373-412; Rudolf 2003, ditto) and a more extensive sum- 
mary followed in 2009 (Mattogno 2009, pp. 210-294; English 2010, 229-320). 

With the passage of time, the initial scope of the study broadened considera- 
bly, both into the historical domain and into the field of technology, and a publi- 
cation in separate volumes thus became necessary: one for the text as such (the 
present Part 1) and the two others for the corresponding voluminous documents 
(Part 2, in black & white) and the photographs (Part 3, in color). 

Various difficulties and obstacles have delayed the publication of this study 
until today. In the meantime, though, I have continued to search for and collect 
more sources and documents. 

The cremation furnaces of Auschwitz, fired by means of coke-fed gasifiers, 
constituted a development — or rather a simplification — of the civilian types; how- 
ever (as I found out in the early stages of my work) it is difficult to locate detailed 
information on these furnaces even in the specialized literature. I therefore de- 
cided to place, at the head of the specific topic of the present study, a rigorous 
introductory treatment of those furnaces as Section I of Part 1 of this study. 

Furthermore, in view of the fact that cremation furnaces are, fundamentally 
speaking, nothing but combustion devices, I felt that it would be helpful for the 
reader to become, on the one hand, acquainted with the general principles of com- 
bustion technology and the chemical processes which come into play during a 
cremation, and on the other hand with the theoretical and structural principles of 
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a cremation furnace with a coke-fed gasifier, supplemented by a detailed descrip- 
tion of its structure and its operation. In this way the reader will come to a better 
understanding of cremation technology, and a better ability to evaluate the Holo- 
caust accounts of cremations at Auschwitz. 

Finally, as the Auschwitz cremation furnaces were products of the technology 
of their era, I felt that it would be useful to present an overview of the history of 
cremation in modern times with a particular emphasis on furnaces with coke-fed 
gasifiers such as those at Auschwitz, but without leaving aside systems based on 
other energy sources — gas, naphtha (oil) or electricity. In this way the reader can 
appreciate the technological development of these combustion devices from the 
latter decades of the 19th century through the Second World War, with all the 
technical problems which had to be solved. This historical presentation of crema- 
tion furnaces is complemented by a parallel study of devices for mass cremations 
for sanitary and hygienic reasons (in connection with wars or epidemics) and 
finds its conclusion in a brief analysis of the cremation furnaces of today. 

The scientific cremation experiments carried out in Germany (and in Switzer- 
land) at the end of the 1920s provide us with a solid experimental basis for tack- 
ling and resolving the essential questions of the duration and the corresponding 
fuel consumption for a cremation in a cremation furnace with a coke-fed gasifier; 
these aspects will be analyzed in detail in two specific chapters. 

Aiming for a comprehensive presentation of the subject of this book, I have 
not neglected the legal and statistical aspects of cremation, especially for the case 
of Germany. The above topics are presented in Section I of the present volume; 
by their very nature, these topics extend into the present, therefore the treatment 
of the problems will often refer to our day and age, especially when it comes to 
the description of the various devices. 

In Section II, I have primarily outlined the activities of the Topf company in 
the field of the design and construction of civilian cremation furnaces and other 
combustion devices, describing in detail the structure and the operation of the 
various types of Topf cremation furnaces, heated by means of coke, gas or elec- 
tricity. I have also presented the numerous patents (and patent applications) 
granted, acquired or filed between the 1920s and the 1950s. 

After this general introduction concerning the Topf line of cremation furnaces 
for civilian use, I have taken up the cremation devices which the company sup- 
plied or designed for the concentration camps, starting with those for Dachau and 
Gusen (furnaces with two muffles, ie. cremation chambers, heated with oil 
(naphtha) and later converted to coke). 

At this point we enter the core topic of the present work, which begins with a 
documented history of the construction of cremation furnaces at Auschwitz- 
Birkenau. It is followed by a detailed technical description of the structure and 
the operation of these devices — the furnaces with two, three and eight muffles — 
and a survey of the Topf projects for mass incineration in that camp. 

The three fundamental questions — the duration of the cremation process, the 
capacity of the furnaces and the fuel consumption — will then be treated for the 
Topf cremation furnaces at Auschwitz-Birkenau in a scientifically rigorous fash- 
ion on the basis of a wide variety of documents. 
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For the determination of the duration of the cremation process, I have based 
myself primarily on experimental data, in particular those resulting from the cre- 
mation experiments with a coke-fired furnace undertaken by the engineer R. 
Kessler in Germany at the end of the 1920s and those stemming from the exper- 
iments with a gas-fired furnace done by Dr. E. Jones in England in the 1970s, as 
well as on the detailed description of 15 cremations carried out in a modern gas- 
fired furnace as part of a study in forensic medicine. 

I have also taken into account a large portion of a list of cremations at Gusen 
and the nearly complete list of cremations at the Westerbork crematorium. The 
name lists of cremations in the Terezin (Theresienstadt) crematorium (a vast sam- 
pling of 717 cremations carried out between 3 October and 15 November 1943, 
over 41 days of operation) furnish us, moreover, with a very useful account inas- 
much as the average duration resulting for these cases constitutes the lower doc- 
umented limit that could be achieved in the cremation devices of that period. 

The result of the study — that the average duration of the cremation process 
was one hour — is confirmed also by the statements given by the Topf engineer 
Kurt Prüfer, the designer of the furnaces with three and with eight muffles, and 
by Karl Schultze, who had designed and built the blower for the former. 

The section dealing with the capacity of the crematoria at Auschwitz-Birke- 
nau contains a preliminary evaluation of the limits to the continuous operation of 
the devices (imposed by the unavoidable formation and the necessary removal of 
slag from the hearth) and to the loading of the muffles, i.e. an evaluation of the 
possibility of burning simultaneously, in a useful manner, more than one corpse 
in one muffle. This possibility is ruled out on the basis of experimental data (tests 
run in the crematoria at Westerbork and Gusen, as well as in slaughterhouses). 

The Topf furnaces at Auschwitz-Birkenau were designed for individual cre- 
mations, and attempts at extending their technical limits provided no advantage 
with respect to the economy of the cremation. The Polish and Soviet expert re- 
ports on the coke-fired cremation furnaces of the Lublin-Majdanek, Sachsen- 
hausen and Stutthof concentration camps, which are presented here for the first 
time in English translation and with their propagandistic embellishments re- 
moved, supply us with an indirect confirmation of this view. 

In the present treatise I have not limited myself to the mere verification of 
numerical data, but I have also examined the historical question of the purpose of 
the design and the construction of the crematoria furnaces at Auschwitz-Birke- 
nau. 

The heat balance — i.e. the calculation of the coke consumption of the furnaces 
- 18 based on a sound experimental footing: the consumption of the Topf double- 
muffle furnace in the crematorium at Gusen with its average consumption of 30.6 
kg of coke for 677 individual cremations. Compared to my summary of 1994 
(Gauss 1994 pp. 281-320), the heat balance presented today has a foundation 
which is methodically superior: whereas the former was based on a theoretical 
calculation corrected for the experimental data of the Gusen furnace, the balance 
offered here analyzes and explains those very data which constitute the departure 
point of the calculation; this has led to results diverging from those previously 
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published, but to an almost insignificant degree (the standard deviation is less 
than 8%). 

The calculation takes into account the technical data concerning coke, the fur- 
naces (with a detailed computation of the hourly heat loss by radiation and con- 
duction of the Gusen furnace and of the double- and triple-muffle furnaces at 
Auschwitz-Birkenau) and the corpses, which are divided into three types: normal, 
average and lean. The fuel consumption (including total combustion air, theoret- 
ical air consumption and excess air) is derived for each type of furnace and for 
each type of corpse. 

The analysis of the thermal balance of the Auschwitz-Birkenau furnaces, 
moreover, evidences a design error for the triple muffle furnace, on account of 
which the combustion gases fed to or forming in the central muffle did not have 
enough dwell time to burn completely but were sucked up by the chimney draft 
and finished burning in the flue ducts. This phenomenon caused serious damage 
to the refractory lining of the flue ducts and of the chimney of Crematorium II at 
Birkenau in March 1943. 

But could this surge of flames also show on the outside and produce the phe- 
nomenon of flaming chimneys? On the basis of calculations, these flames should 
have exhausted themselves within the smoke ducts of the crematoria. However, 
in order to verify this experimentally, I have conducted two experiments with 
animal grease in a simple furnace I built for the purpose. The experimental results 
fully bore out the theoretical data. 

For a better judgment regarding the Topf cremation furnaces at Auschwitz- 
Birkenau I have also made an extensive analysis of the oil- and coke-fired fur- 
naces supplied to the concentration camps by Topf’s major competitor, the Hans 
Kori Co. of Berlin, as well as those installed at the Terezin camp by Ignis-Hüt- 
tenbau Co., undoubtedly the most efficient devices built anywhere in Europe in 
the 1940s. 

The final problem dealt with in Section II concerns the legal dispositions re- 
garding the cremations in the concentration camps and the compatibility of the 
furnaces in use there with those requirements. In that context, I have quoted in 
extenso the important “Decree concerning the conduct of cremations in the crem- 
atorium of the Sachsenhausen concentration camp” issued by Himmler on 28 
February 1940, showing that — initially at least — the customary use of coffins and 
urns for the ashes was the rule. 

To make the text more easily readable, I have added an Appendix which con- 
tains the long lists of cremation statistics for Westerbork and Terezin (altogether 
41 tables), a synopsis of the activities of the Topf Co. at Auschwitz-Birkenau, 
and a list of the patents as well as patent applications and patent descriptions of 
the Topf Co. 

As the translation of German technical terms in the field of furnace technology 
sometimes presents difficulties even for persons fluent in the language, I have 
added a glossary, which also contains the essential explanations. As far as the 
administrative terms which appear in this work are concerned, I refer the reader 
to the glossary of my study on the Central Construction Office at Auschwitz (Mat- 
togno 2005, pp. 163-172). 
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The present work is strictly based on unimpeachable primary sources. Pub- 
lished sources are listed in the bibliography, whereas the documentary references 
are given in the footnotes. 

I have, above all, brought together the German historical and technical litera- 
ture which exists on this subject, supplementing it with the patents concerning 
civilian systems to the extent that such documents still exist (many have been lost 
on account of Allied air raids). At the same time I have been in touch with various 
manufacturers of cremation equipment and have personally visited several crem- 
atoria in Italy and France. 

For a better understanding of the functioning of the Topf and the Kori systems, 
I have studied the available German documents, especially those of the Central 
Construction Office at Auschwitz as well as other documents preserved in various 
European archives. Аз а result, Part 2 of this study contains 300 documents, many 
of which heretofore unpublished or unknown even to specialists. The first 109 
documents concern civilian cremation systems, nos. 110 through 162 refer to the 
civilian activities of the Topf Co., and under nos. 163 through 300, finally, we 
have a selection of the most important documents regarding the Topf cremation 
systems at Mauthausen, Gusen, Buchenwald and Auschwitz-Birkenau (plans, 
drawings, proposals, cost estimates, shipping documents, invoices, operating in- 
structions, diagrams etc.), regarding the Kori systems in the camps mentioned 
(especially original drawings and very detailed drawings prepared by the Soviet 
experts), regarding technical and administrative questions, and on the bureau- 
cratic formalities for cremations in the concentration camps. 

In addition to my archival studies, I have also inspected and taken photos of 
devices still existing in German concentration camps at: 
> Auschwitz: 2 double-muffle Topf furnaces poorly rebuilt by the Poles; the 

mobile oil-fired Kori furnace; 
> Buchenwald: 2 coke-fired triple-muffle Topf furnaces (one adapted for op- 

tional use with oil) identical to those installed in Crematoria П and Ш at Birke- 
nau; 
> Dachau: | double-muffle coke-fired Topf furnace, originally a mobile furnace 
fired with oil; 4 coke-fired Kori furnaces; 
> Gusen: | double-muffle coke-fired Topf furnace, originally a mobile furnace 
fired with oil; 
> Mauthausen: 1 double-muffle coke-fired furnace identical to the 3 double- 
muffle furnaces installed at Crematorium 1 of the Auschwitz main camp: 1 
coke-fired Kori furnace; 
Gross-Rosen: | mobile oil-fired Kori furnace: 
Lublin: 5 coke-fired Kori furnaces; 1 mobile naphtha-fired Kori furnace; 
Stutthof: 2 coke-fired Kori furnaces; 1 mobile oil-fired Kori furnace; 
> Terezin: 4 stationary oil-fired Ignis-Hiittenbau furnaces. 
In Part 3 of this work I have extensively illustrated the description of these de- 
vices with 370 photos — most of them in color — divided into twelve sections, each 
one corresponding to a specific device. This collection contains illustrations of 
devices heretofore unknown (the furnaces of the Terezín crematorium Photos 
345-362) or unfamiliar even to specialists, such as the photos of the furnaces at 
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Gusen (Photos 1-35), Gross-Rosen (Photos 332-334), Stutthof (Photos 270-284 
and 328f.), as well as Lublin-Majdanek (Photos 285-327). However, even the 
photos of the well-known devices constitute a relevant contribution inasmuch as 
they depict, for the first time, the essential components of these units, which is 
indispensable for an understanding of their structure and their way of operation. 
Although intended mainly for the specialist, this three-volume study will also 
allow the interested layman to become acquainted with the problems treated here; 
even though he may not have the specific prerequisites in this field, he will thus 
be given all the tools needed for a verification of the soundness of the conclusions 
drawn. 
Carlo Mattogno 
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Section I: Modern Cremation 


with Particular Emphasis 
on Furnaces Using a Coke-Fed Gasifier 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 21 


1. The Cremation 


11. General Principles of Combustion Technology! 


From the physico-chemical point of view, the cremation of a corpse is a nor- 
mal combustion process. In fact, the combustible substances of the human body 
are the same as those of wood, coal or any other type of combustible: carbon and 
hydrogen (and, to a very small extent, sulfur). The difference resides only in their 
respective ratios and in their ratios with respect to the other components making 
up a human body (oxygen, nitrogen, ash), as well as in the fact that all these sub- 
stances are, as it were, immersed in water, which accounts for some 60-65 % of 
the total mass of the human body.” Thus, the same physico-chemical laws that 
govern a normal combustion also apply essentially to a cremation. 

By combustion we understand the combination of an appropriate substance 
(the fuel or combustible) with the oxygen of the air (the combustion agent)? under 
conditions of ignition (ignition temperature) with the generation of heat, normally 
accompanied by the visible phenomenon of a flame, which is characteristic of 
any live combustion. 

The combustible is any substance rich in hydrogen or carbon, or both, which, 
in the presence of oxygen or air and a suitable igniter, burns with the generation 
of heat. For this to occur, it is also necessary that the combustion agent (oxygen, 
air) be present in an amount adequate for the amount of combustible. In practice, 
the combustion oxygen is furnished by air, which has the following composition: 


Component Mass % 
Oxygen 21 23 
Nitrogen 794 77 


Air 100.0 100.0 


Assuming as units of ratio the volume and the mass of oxygen, we have 


Component rel. Mass 


Oxygen 1.00 


1.00 
Nitrogen 3.78 3.34 


Air 4.34 








' This subchapter is based on, i.a., Pierini 1977, pp. 209-214; Salvi 1972, pp. 72f., 76; Enciclopedia 
Curcio... 1973, vol. 3, entry “Combustione,” pp. 1165f.; Giua/Giua-Lollini 1948, entry “Combustibili 
e combustione," vol. I, pp. 991 ff. Hütte 1931, vol. I, pp. 561 ff. 

Although green wood can contain between 30 and 200% of water as well; see Forest Products Labor- 

atory 2010. 

3 In certain installations, for example in steel works or in refuse incinerators etc. operating at high tem- 
peratures, the combustion agent is pure oxygen, which allows the necessary temperatures to be 
reached. 

^ Correctly speaking there is only 78.1% of nitrogen in the air plus 0.9% of Argon, but the difference is 
marginal and negligible within the error margins of the subsequent calculations. 


m 
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The volume is expressed in normal cubic meters (Nm?), the mass in kilograms 
(kg). One Nm? is equal to 1 m? of a gaseous substance at the temperature of 0°C 
and a pressure of 760 mm Hg (mercury) (Torr), which is 1 atm or 1013.25 mbar 
(10 m water column); one Nm? of air has a mass of about 1.293 ke" Throughout 
this study, when I speak of m?, one should always read normal cubic meters, un- 
less indicated otherwise. 

The reaction of the complete combustion of carbon is: 


C +О»— CO; + heat 


i.e. one atom of carbon, of a molar mass of 12 g/mol, combines with one molecule 
(two atoms) of oxygen, of a molar mass of 32 g/mol, to form one molecule of 
carbon dioxide as well as heat. 

The reaction of the combustion of hydrogen is 


Н+ % O2 — H20 + heat 


i.e. one molecule of hydrogen, of the relative mass 2 g/mol, combines with half a 
molecule (one atom) of oxygen, of the relative mass 16 g/mol, to form water, of 
the relative mass 18 g/mol, as well as heat. 

In practical terms, taking kg as a unit of mass, we һауе: 


12 kg С + 32 kg O2 — 44 kg СО» + heat 
2 kg Н + 16 kg O2 > 18 kg H20 + heat 


It follows that for the combustion of 1 kg of carbon or hydrogen, the following 
amounts of oxygen are needed, with the amount of energy in form of heat released 
as indicated by the term kcal (thousands of calories):’ 


1 kg C + 22/15 kg Оз > "/1? kg CO» + 8,130 kcal 
1 kg Н, + 19% kg Оз > 18/2 kg H2O + 34,500 kcal 


Hence, for the complete combustion of 1 kg of carbon we need 22/|; = 2.667 kg 
of oxygen, i.e. 2.667 · 4.34 = 11.57 kg of air, whereas for 1 kg of hydrogen we 
need 8 kg of oxygen, i.e. 8 · 4.34 = 34.72 kg of air. 

The combustion reaction of hydrogen set out above, in which the water pro- 
duced is assumed to be in the liquid state, yields the so-called upper heating value 
(u.h.v.). If the combustion produces water vapor, the evaporation of this water 
requires a certain amount of heat. As the combustion of 1 kg of hydrogen pro- 
duces 9 kg of water, and considering that the evaporation of 1 kg of water at 
atmospheric pressure and 100?C requires 639.4 kcal, one kilogram of hydrogen 
produces 34,500 — (639.4 - 9) — 28,745.4 or ca. 28,700 kcal. This amount of heat 
represents the lower heating value (l.h.v.) of the fuel, which can be calculated by 
using the following equation (all rounded factors in kcal/kg): 


L.h.v. = 8,100 - C + 28,700 - (H-°/s) + 2,210 - S — 600 · M, [1] 


5 With 22.4 liters per mol of ideal gas (at 0°C and 1,023.25 mbar), dry air with 28.956 g/mol results in 
1.293 g/m’. 

6 Тһе respective equation for sulfur is: 32.1 kg S + 32 kg O; — 64.1 kg SO; + heat 

7 For sulfur: 1 kg S + 1 kg О — 2 kg SO; + 2,210 kcal; see Salvi 1972, pp. 72f. 
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where С and S represent the mass of the respective element, H—°/s is the mass of 
hydrogen to be burned reduced by an eighth of the mass of the oxygen already 
contained in the combustible,? and M is the liquid water (Moisture) content of the 
fuel, all in kg. 

The theoretical quantity of air (А4) needed for the complete combustion of 1 
kg of fuel is arrived at by means of the following equations: 


At = 11.49 С + 34.46 (H-°/s) + 4.33 S in kg [2] 
At 8.93 C + 26.79 (H-°/s) + 3.35 S in Nm? [3] 


In practice, however, if a complete combustion is to be attained, it is necessary to 
use an amount of air larger than the theoretical value: this extra air, which depends 
on the type of fuel and the type of hearth or burner used, is called “excess air” 
(m) and is quantified with a coefficient or an index. The excess air ratio is given 
by the ratio of the effective amount of air (Ae) and the theoretical amount of com- 
bustion air (АҘ, as 


SE [4] 


or by the ratio of the theoretical amount of CO» produced, (CO) and the effective 
amount of СО» (CO»,), i.e. 


СО» 
т = Соз [5] 





If the quantity of combustion air is insufficient for the amount of fuel, we will 
have incomplete combustion. The reaction of the carbon would then be: 


C + %2 O2 э CO + heat 
If we use masses for this case, we have: 
12 kg C+ 16 kg O» — 28 kg CO + heat 
and, for 1 kg C: 
1 kg C+ 16/1 kg O2 — 28/12 kg CO + 2,449 kcal 


Thus, from the combustion of 1 kg of carbon with 1.333 kg of oxygen we obtain 
2.333 kg of carbon monoxide and only 2,449 kcal of heat, instead of the 8,130 
kcal that would be yielded by the complete combustion. 

The theoretical amount of dry exhaust gases (Fis) produced by the combustion 
of 1 kg of fuel can be calculated in the following way:” 


Fis = 12.49 C + 26.46 (H-9/4) + 5.31 S +N in kg [6] 
Fs = 8.93 C + 21.17 (H-9%) + 3.35 S+ 0.796N in Nm? [7] 


A correction necessary to take into account that some of the matter in the combustible is already oxy- 
genated to some degree. 

Since the oxidation products of organic nitrogen compounds (N) are very diverse, this is not treated in 
detail here. These and the previous equations are taken again from Salvi 1972, pp. 72f. 
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The quantity of water vapor (V) in the exhaust gases can be arrived at by using 
the equations: 
V=9H+M inkg [8] 
V=11.19H + 1.244 M іп Nm? [9] 


Combining the two equations, the total amount of theoretical exhaust gases (Е) 
becomes: 


Fı = 12.49 C + 35.46 H - 2646 °/s + 3.5] S+N +M in kg [10] 
F: = 8.93 C + 32.36 H - 21.17 °% + 3.35 S + 0.796 N + 1.244 M 
in Nm? [11] 


The efficiency (11) of a combustion device — and this applies obviously to a cre- 
mation furnace as well — is the ratio of the heat supplied to the heat generated. If 
there were no heat losses, the efficiency would be equal to 1, or 100%; yet since 
heat losses will inevitably occur, the efficiency is necessarily less than 1, or below 
100%. Needless to say, the efficiency increases progressively as we approach the 
100% limit. 

The heat losses, which influence the efficiency of the device in a major way, 

can be identified as four factors: 

1) the excess air; 

2) the temperature of the exhaust gases; 

3) the unburned components in the exhaust gases and in the slag from the hearth; 
4) the heat losses of the device by radiation and conduction. 

The heat loss due to excess air arises from the fact that, if the amount of combus- 
tion air is increased, the quantity of exhaust gases increases proportionally, but 
since the heat generated by the fuel remains unchanged, the temperature of the 
exhaust gases will drop; furthermore, as the amount of discharged gas increases, 
the heat lost through the chimney rises as well because of the sensible heat of the 
discharged gases. 

For example, a fossil coal with an 1.h.v. of 7,500 kcal/kg would have a theo- 
retical combustion temperature of 2,280°C; if the gases leave the system at 
500°C, there is a heat loss of 19.2% of the 1.h.v. of the fuel, and we would thus 
have an efficiency of the fuel of 7,500 - (1-0.192) = 6,060 kcal/kg. If, instead, we 
assume an excess-air ratio of m = 3, the theoretical combustion temperature drops 
to 915?C and the heat losses due to the exhaust gases rises to 52.8% (Hütte 1931, 
vol. I, p. 578). In this case, the efficiency of the fuel would amount to 7,500 - (1 
— 0.528) = 3,540 kcal/kg. 

The gases leaving the chimney contain heat, called their sensible heat content, 
which is determined by their specific heat!” and their temperature: the higher the 
temperature, the higher the sensible heat of the gases and the higher the heat loss. 
For example, the heat lost by 100 Nm? of air at 500?C, with an average specific 
heat (Cpm) of 0.312 kcal Nm? °C"! (Recknagel-Sprenger, р. 47), amounts to 100 





10 The number of kcal needed to raise the temperature of 1 kg (or here 1 Nm?) of a substance by 1°C. 
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Nm? · (0.312 kcal Nm? °C"! - 500°C) = 15,600 kcal; at 800°C, instead, it amounts 
to 100-(0.331-800) = 26,480 kcal. 

For the computation of the heat loss due to the sensible heat of the exhaust 
gases through a chimney a specific equation exists, which we will consider in 
Chapter 7. Тһе one given below (cf. Document 91) takes into account the СО» 
and the water vapor (which stems from the combustion of hydrogen and from the 
water content of the fuel) in the exhaust gases: 


C 100 
(0.32 0536760; + 0.0048 (9H + w] (Tr — to) 7, [12] 


with № = water vapor 

Tr = temperature of exhaust gas 
to = temperature of outside air 
Н, = Lh.v. of fuel 


The equation allows us to determine the percentage of heat loss for 1 kg of fuel. 
Assuming the values of C, CO», Н, W and H, presented in Chapter 7, the heat loss 
for Tr = 500°C amounts to 27.87% of the 1.h.v. of the fuel, whereas for Tr = 
800°C it is 44.93%. 

The effective l.h.v. of a solid fuel is always less than the theoretical value 
arrived at by means of the above equation, because a small portion of the fuel 
(unburnt solids on the hearth) and of the gases which form during the gasification 
of the coke (unburnt gases) escapes from the combustion process. For the deter- 
mination of the heat lost, a chemical analysis is needed. Experience tells us that 
the unburnt fuel on the hearth contributes some 4-5%. The heat loss due to un- 
burnt gases is given by 


Fs (3,050 CO + 2,580 H2) 
Lh.v. [13] 


Where Е; corresponds to the dry exhaust gases in one Nm’. 

If we assume an l.h.v. of 6,470 kcal/kg, At 7.17 Nm?/kg, СО» = 13%, hence 
m = 1.57, with a mere 1% of unburnt CO and H, this would bring about a heat 
loss of 


1.57 · 7.17 (3,050 < 1 4 2,580 : 1) 


6.470 = 9.78%. [14] 


The heat loss бу conduction and radiation is determined by the temperature dif- 
ference between the inner wall of the furnace and the outside. If the mass of the 
refractory brickwork of the furnace is, for example, 6,000 kg, the heat required 
(i.e. lost) to bring this mass up to an average operating temperature of 800°C can 
be evaluated according to the equation cp ` Р. (Tm - to), where ср = specific heat 
of the brickwork = 0.21, Р = mass of the brickwork, Tm = mean temperature of 
the brickwork = 800°C, to = ambient temperature = 20°C, which turns out to be 
0.21 - 6,000 - (800 — 20) = 982,800 kcal. 

A certain amount of heat escapes by conduction through the wall of the fur- 
nace from the inside to the outside and is then lost by radiation and convection. 
This heat loss depends therefore on the mean temperature in the refractory wall 
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of the furnace, on its thermal insulation and, of course, on the time considered. 
The heat lost in this way is given by the following equation: 
С= 0:8: (Та) :7 [15] 
With С = heat loss (in kcal) 
a = heat transfer coefficient (in kcal m? °С! hr’) 
S = surface area of the furnace (in m?) 
Tm = mean temperature of the refractory brickwork (°C) 


to = ambient temperature in the room (°C) 
Z -time considered in hours 


If we assume, as an example, a uniform a = 0.7 kcal m? °С! hr!, S = 50 m, Tm 
= 800°C, to = 20°C, Z = 1 hour, the heat loss would be: 


0.7 kcal m? °C"! hr! - 50 m? - (800°C — 20°C) · 1 hr = 27,300 kcal. 


Before electric pyrometers came into use, the temperature of a furnace was deter- 
mined by Seger cones, made of mixtures of silicates and fluxes in the form of a 
pyramid with a triangular base; there were 59 types, each with different melting 
temperatures. They were used mainly in the ceramics industry to determine the 
temperature within a furnace on the basis of the melting point of a particular cone. 

Sometimes, when Seger cones were unavailable, the temperature would be 
estimated on the basis of the color of the refractory material according to the fol- 
lowing table (Bordoni 1918, p. 13): 














Color Temperature | Color Temperature 
Incipient red 525°C Dark orange 1,100°C 
Bright red 700°C Bright orange 1,200°C 
Incipient cherry red 800°C White 1,300°C 
Bright cherry red 1,000°C Gleaming white 1,500°C 





In German usage, incipient cherry red (800°C) was simply referred to as red. 


1.2. The Chemical Processes during Cremations 


Opinions diverge considerably with respect to the chemical composition of 
the human body. Some cremation specialists (cf. Chapter 7) assert that a human 
body of mass 70 kg is made up of 





10.92 kg of carbon 3.57 kg of nitrogen 
1.47 kg of hydrogen 45.50 kg of water 
4.83 kg of oxygen 3.50 kg of ash 
0.21 kg of sulfur Total: 70.00 kg 


Engineer Wilhelm Heepke assumed that the human body is made up of 65% wa- 
ter, 30% combustible substances (mainly fat and protein) and 5% incombustibles 
(ash; see Chapter 7). For the combustible substances he gave the following chem- 
ical composition: 


Carbon: 52% Sulfur: 196 
Hydrogen: 7% ` Nitrogen: 1796 
Oxygen: 23% | Total: 100% 
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On the basis ofthese data, abody of 70 kg contains 


70 - 0.65 = 45.5 kg of water 

70: 0.30 = 21.0 kg of combustible substances 
70: 0.05 = 3.5 kg of ash 

Total: 70.0 kg 





The combustible substances are made up of 


21 0.52 = 10.92 kg of carbon 
21 - 0.07 = 1.47 kg of hydrogen 
21 - 0.23 = 4.83 kg of oxygen 
21 - 0.01 = 0.21 kg of sulfur 

21 - 0.17 = 3.57 kg of nitrogen 
Total: 21.00 kg 





The percentage composition of the human body therefore results as: 


10.92--70:100- 15.6% of carbon 
1.47 =70:100= 2.1% of hydrogen 
4.83 — 70:100— 6.9% of oxygen 
0.21 — 70- 100— 0.3% of sulfur 
3.57 +70:100= 5.1% of nitrogen 

65.0% of water 

5.096 of ash 
Total: 100.0% 





Heepke further indicated the composition of the combustible substances: 15% of 
proteins, 12% of fat and 3% of other substances (primarily sugars). The fat has 
an average chemical composition of: 


79.10% of carbon 
11.15% of hydrogen 
9.75% of oxygen 
Total: 100.0096 


The average composition of the proteins (on the basis of fibrin which does not 
differ materially from that of the other proteins) is the following: 


52.70% of carbon 
6.90% of hydrogen 
15.40% of nitrogen 
23.80% of oxygen 
1.20% of sulfur 
Total: | 100.0095! ! 


The l.h.v. of 1 kg of fat thus results as 








! Fleck 1874, рр. 1635; for fibrin, Giua/Giua Lollini (1948, vol. П, p. 295) give a practically identical 
composition: C = 53%; Н = 796; О = 23%; N = 17%; S = 1%. 
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8,100 · 0.791 + 28,700 (0.1115 — 0.0975 / 8) = 9,257 kcal.? [16] 
The l.h.v. of 1 kg of proteins, on the other hand, is 
8,100 - 0.527 + 28,700 (0.069—0.238—8) + 2,210 - 0.012 = 5,422 kcal. [17] 


Now, if a body of mass 70 kg is made up of 12% fat and 15% protein, the I.h.v. 
of its solid matter amounts to 


70 (0.12 - 9,257 + 0.15 · 5,422) = 134,690 kcal, [18] 


While not taking into account the remaining 3% of sugars and other combustible 
substances. However, the chemical composition mentioned initially would result 
in an l.h.v. of 


8,100 - 10.92 + 28,700 (1.47-4.83+8) + 2,210 - 0.21 = 113,777 kcal. [19] 


In view of the fact that these two values diverge considerably, it is clear that the 
chemical composition mentioned initially is low іп combustible matters. Actu- 
ally, these percentages depend essentially on the fat and the proteins present in 
the human body, but even in this respect, the data differ: Schläpfer, for example, 
speaks of 10% fat and 20% proteins (as well as 1% of sugars; Schläpfer 1937, p. 
10), whereas Fleck has 20% fat and 10% proteins (Fleck 1874, p. 163). In this 
study we shall henceforth assume values of 12% fat and 18% proteins for our 
calculations. On the basis of these assumptions, a human body of 70 kg would be 
made up of 


70 - 0.18 = 12.6 kg of protein 
70 - 0.12 = 84 kg of fat 


The 12.6 kg of protein therefore contain: 


12.6: 0.527 — 6.6402 kg of carbon 
12.6 - 0.069 — 0.8694 kg of hydrogen 
12.6: 0.154 = 1.9404 kg of nitrogen 
12.6 - 0.238 — 2.9988 kg of oxygen 
12.6: 0.012 = 0.1512 kg of sulfur 
Total: 12.6000 kg 


And the 8.4 kg of fat contain: 


8.4 - 0.7910 = 6.6444 kg of carbon 
8.4 - 0.1115 = 0.9366 kg of hydrogen 
8.4 - 0.0975 - 0.8190 kg of oxygen 
Total: 8.4000 kg 








A body having a mass of 70 kg thus contains (as kg and 96) 





7 According to another source, the value for animal fat is = 9.500 kcal/kg (DeHaan 1999, p. 28). 
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C = 6.6402 + 6.6444 = 13.2846 Ко = 13.2846 + 70 · 100— 18.978% 
Н = 0.8694 + 0.9366 = 1.8060 kg= 1.8060 — 70 · 100= 2.580% 
О = 2.9988 + 0.8190 = 3.8178 kg= 3.8178 — 70: 100= 5.454% 


= 1.9404 kg= 1.9404 — 70: 100= 2.772% 
= 0.1512 Ке = 0.151270 :100= 0.216% 


Total: 21.0000 kg = 30.000% 
The l.h.v. of the dry solids thus results as 
12.6 : 5,422 + 8.4 - 9,257 = 146,076 kcal. [20] 


However, the body also contains 45.5 kg of water, which has to be evaporated, 
subtracting (45.5 · 600 =) 27,300 kcal, and the 1.h.v. of the entire body hence 
becomes 146,076 — 27,300 = 118,776 kcal, or 118,776 + 70 = 1,697 kcal/kg, 
which is an intermediate value between the values arrived at by Schlapfer (1937, 
р. 10: 1,600 kcal/kg) and those by Kraupner (1970: 1,800 kcal/kg). 

According to most recent evaluations, the human corpse consists of 15.3% 
proteins, 14% fat and 64% water (Davies/Mates 2005, p. 134); from this results 
a 1.һ.у. of 1,741 kcal/kg, which confirms my assumed value. 

This having been established, let us now move on to the chemical processes 
which occur during a cremation (cf. Kraupner/Puls 1970; Löffler 1926, pp. 3Ғ): 


1 kg of C burns to СО» with 2.667 kg or 1.867 Nn? of O 
1 kg of C burns to CO with 1.333 kg or 0.933 Nm? of O 
1 kg of S burns to SO2 with 1.000 kg or 0.700 Nm? of O 
1 kg of H burns to H20 with 8.000 kg or 5.600 Nm? of O 


We therefore have as products from 


1 kg of C: 1.867 Nnm? of CO; [21] 
1 kg of C: 1.867 Nm? of CO 

1 kg of S: 0.700 Nn? of SO? 

1 kgofH: 11.200 Nm? of HO 


The specific volumes, i.e. the volumes of one kg of each substance, are as follows: 


CO; 0.509 Nm?/kg О 0.700 Nm*/kg 
co 0.800 Nm*/kg N 0.800 Nm*/kg 
SO; 0.350 Nm’/kg HO 1.244 Nm’/kg 
H 11.200 Nm’/kg 


One Nm? of air contains 0.209 Nm? of O and 0.791 Nm? of N. With the above 
values, the theoretical oxygen requirements are as follows: 


for С to СО»: 13.2846 - 1.867 = 24.8023 Nn? 
for H to H20: 1.8060 · 5.600 = 10.1136 Nm? 
for S to SO»: 0.1512: 0.700- 0.1058 Nm? 

Total = 35.0217 Nm? 
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of which (3.8178 · 0.7 =) 2.6724 are supplied by the corpse itself, so that the 
effective theoretical oxygen requirement is 35.0217 — 2.6724 = 32.3493 Nm? of 
О, corresponding to 


32.3493 - 100 + 20.9 = 154.78 Nm? of air [22] 
containing 
79.1: 154.78 + 100 = 122.43 Nm? of nitrogen. [23] 


Therefore, the following quantities of moist combustion gases are generated dur- 
ing the cremation ofa 70 kg corpse: 


from 13.2846 kg of C: 13.2856: 1.867= 24.80 Nm? of СО» 





from 1.8060 kg of H: 1.8060 : 11.200= 20.22 Nm? of H,0* 
from 1.9404 kg of N: 1.9404- 0.800 = 1.55 Nm? of N 
from 0.1512 kg of S: 0.1512: 0.700 = 0.10 Nm? of SO: 
from 45.5000 kg of H20: 45.5000: 1.244- 56.60 Nm’ of HO" 
Subtotal: 103.27 * as vapor 
Plus М from the air: 122.43 
Total: 225.70 Nm? 


Applying the equations arrived at in section 1, we have: 
1. Theoretical necessary air: 

At = 8.93 · 13.2856 + 26.77 · (1.806 — 3.817848) + 3.35 · 0.1512 = 

154.71 Nm? [24] 

Theoretical moist exhaust gases: 

F,= 8.93 · 13.2856+32.36 - 1.806—21.17 · 3.817848 + 3.35 · 0.1512 

+ 0.796 · 1.9404 + 1.244 · 45.5 = 225.62 Nm? [25] 
The norm volume of dry exhaust gases then is: 

225.70 — (20.22 + 56.60) = 148.88 Nm? [26] 
The maximum percentage of CO2 becomes: 

24.80 - 100 + 148.88 = 16.65% [27] 


1.3. The Cremation Process 


The cremation of a corpse proceeds in four functionally distinct, yet not tem- 
porally separated phases in the following sequence: 

1. desiccation (evaporation of water) 

2. the gasification (evaporation of combustible gases) 

3. the combustion 

4. the incineration 
A human body contains a large amount of water and cannot burn spontaneously, 
no matter what the temperature to which it is exposed. Before the corpse reaches 
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the temperature at which the gases formed during the gasification phase will ig- 
nite, the water it contains must first be evaporated, a process which takes place at 
about 100°C. Once the water has evaporated, the temperature will increase to 
around 400-500°C, at which point combustible constituents of the corpse, i.e. fat 
and protein, begin to decompose. During this process gases like carbon monoxide 
and hydrocarbons are released which burn in the presence of sufficient oxygen. 
However, before this combustion can occur, these gases must be brought to their 
ignition temperatures. The less-flammable gases, i.e. the heavier hydrocarbons, 
have ignition temperatures of around 650-700°C. The proteins, on the other hand, 
as has been pointed out by Klettner (Bundesrepublik Deutschland 1953, see Doc- 
ument 160), have a relatively high nitrogen content and tend to resist combustion; 
their ignition temperature — or rather the temperature at which the nitrogen splits 
off from the hydrocarbon portion — is on the order of 800°C (cf. Chapter 6). 

After the combustion of the volatile, flammable substances of the corpse, there 
is a post-combustion and incineration phase of the non-volatile remnants, during 
which these glowing, mainly carbonaceous particles are transformed into СО» 
and ash (Maccone 1932, p. 104). 

As established by de Pietra Santa already at the end of the 19" century (1889, 
pp. 18f.), the whole process extends over something like one hour, with the indi- 
vidual phases lasting approximately: 

> 30 minutes for the desiccation 

> 15 minutes for the gasification and combustion 

> 15 minutes for the post-combustion (incineration proper) 

The cremation of a corpse in a cremation furnace with a gasifier proceeds in the 
following steps: 

The skin and the long muscles burn first, followed by the heart and the lungs, 
with the spleen and the liver being consumed last. The parts of the face that are 
exposed to the high temperature gases from the gasifier carbonize quickly, the 
hairy scalp detaches from the skull and burns rapidly. The cranial bones separate, 
the seams between them split, and the brain, appearing as a carbonized black 
mass, burns slowly. The lower jaw falls off and even the teeth, somewhat pro- 
tected in their cavities, are reduced to ash. The long bones are disarticulated. The 
articulations of the hand and of the fingers come apart and are consumed. The 
body parts resting on the grate burn less rapidly. The combustion of the skeleton 
proceeds from the head to the feet in keeping with the direction of the flow of the 
gases from the gasifier (normally corpses are loaded into the furnace head first). 
The bones are calcined by the high temperature of the furnace, the organic matter 
is destroyed. Only ash remains, which is primarily composed of calcium car- 
bonate and calcium phosphate as well as magnesium, iron, sodium and potassium 
salts which resist the obtained high temperatures (Maccone 1932, рр. 104Ғ; 
Küchenmeister 1875, pp. 74f.). 

The mass of the ash is about 5% of the corpse’s mass, its density approxi- 
mately 0.5 g/cm? (Davies/Mates 2005, p. 134; Enciclopedia Italiana 1949, vol. 
XI, p. 825; Huber 1903, p. 17). 

The furnace will generally be operated in the following way: 
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Before the coffin is introduced into the cremation chamber or muffle, the pilot 
hearth is lit and the air vents, the damper and the hearth door are opened. At the 
normal operating temperature of 800-900°C the coffin ignites already as it is in- 
troduced into the muffle. After closing the muffle door, the furnace generally 
needs only little air and not much draft, because initially the coffin burns only on 
its relatively small surface. After a short time, the hull of the coffin will break 
apart in a number of places and the burning surface increases considerably. At 
this point it is therefore necessary to provide for maximum draft and maximum 
air, which is achieved by opening up the air vents and the damper. At this phase 
of the process of cremation so much gas is generated within the muffle that the 
air feed becomes insufficient for a complete combustion: Hence the muffle is 
filled with glowing fumes, and black smoke develops. More air must now be fed 
in. If this is done in an adequate way, the smoke will clear almost instantly. 

For this reason it is important that the furnace be equipped with measuring 
instruments to alert the operator as soon as smoke begins to form. If smoke de- 
velops, the combustion will be incomplete, heat generation and СО» content will 
decrease and the temperature will fall. Additional air has to be fed at a sufficient 
rate if an excessive cooling of the furnace is to be avoided. 

As a next step the evaporation of corpse’s water will start soon. As a conse- 
quence the muffle tends to cool, combustion slows down and smoke reappears. 
Therefore the open cross-section of the air vents must now be reduced. Simulta- 
neously there is incipient gasification which follows closely the desiccation pro- 
cess of the tissues layer by layer, from the outside to the inside as the evaporation 
proceeds. At this point only little air is required, and the vents have to be almost 
totally closed, as otherwise smoke will develop because of excessive cooling due 
to relatively cold аіг!? entering the muffle through the vents. In this case, the 
smoke is caused by the fact that the muffle cools to a temperature below the ig- 
nition point of the heavier hydrocarbons that form during the gasification. An- 
other contribution to the cooling tendency comes from gasification itself, an en- 
dothermic process, which means that it absorbs heat. 

Normally the combustion of the corpse will then, for a while, become some- 
what more pronounced, as desiccation and gasification proceed, resulting in the 
demand for more air and hence a stronger draft. Slowly, though, as the cremation 
advances, combustion will gradually die down. When combustion has come to a 
stop, the glowing ash is removed from the inclined plane of the muffle into the 
ash chamber for the final burnout, and another coffin can be introduced into the 
combustion chamber. 

Cremation must be carried out between well-defined thermal limits: at tem- 
peratures beyond 1100-1200°C, sintering will occur, i.e. the bones of the corpse 
and the refractory material will soften and fuse; at temperatures below 700-600°C 
there is only carbonization of the corpse. The optimum temperature for the intro- 
duction of the coffin has been found by experiments to lie between 850 and 900°C 
(Kessler 1930, pp. 136f.). The maximum temperature that could be registered in 





13 As compared to the temperature of the muffle. 
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a muffle, but only for a few moments, was on the order of 1100°C (see Chapter 
4). 


2. Cremation Technology of Coke-Fired Furnaces 


2.1. Structure and Operation 


Documents 1 and 2 (Figures 1-4) show the typical structure of a cremation 
furnace with a coke-fired gasifier. The drawings are those ofthe Wilhelm Rupp- 
mann Company of Stuttgart (Germany) for the furnace installed at Biel!^ (Swit- 
zerland) in 1911.? 

The furnace consisted of gasifier A (Generator), a cremation chamber L (Ver- 
brennungsraum, also called muffle) with its post-combustion chamber below (Na- 
chglühraum) and the heat recuperator (Rekuperator). In front of the chimney 
there is also a pilot hearth (Lockfeuer), also called chimney hearth (Kaminfeuer) 
— not shown in the drawings — which served mainly to activate and reinforce the 
draft and for the post-combustion of the flue gases. 

The operation of the device under normal conditions was as follows: Before 
the gasifier was hit, the damper S of the flue duct was opened and the pilot hearth 
was lit. Next some wood and a little coke were lit on the grate М of the gasifier. 
Once the coke had started to glow, more fuel was added through the loading chute 
B. Heating of the initially cold furnace up to the temperature at which the corpse 
would be loaded (800?C) took about 3 hours and required some 260 kg of coke. 

During the preheating phase the air vents stayed closed, and only vent T of 
the hearth was open. The gases from the gasifier entered the muffle through the 
outlet of the gasifier, flowed into the post-combustion chamber and duct Z and 
then onward into the heat recuperator and from there via the flue into the chimney. 
The heat recuperator consisted of a number of channels made of refractory brick, 
some of which were traversed by the exhaust gases in a downward direction while 
the others were traversed by the incoming combustion air in an upward direction. 

When the furnace had reached its operating temperature, door K was opened 
and the coffin introduced into the muffle. The coffin was placed onto the muffle 
grate, which consisted of 9 transversal and 2 longitudinal bars of refractory clay. 
Because of the high temperature of the muffle, the coffin caught fire as soon as it 
was introduced into the chamber and burned rapidly, leaving the corpse on the 
grate exposed to the flow of the combustion gases from the gasifier, which trav- 
eled through the muffle with a high temperature. 

At that time the evaporation and gasification of the corpse began, followed by 
the combustion as such. The combustion residues fell through the grate into the 
post-combustion chamber, where they continued to burn. When the flames had 
died down, the glowing cinders, by means of a rake introduced through the upper 


14 The French name of the town is Bienne, as it appears in Documents 54 and 56. 
'S Cf. the account of the test cremation for this furnace in Chapter 2.2.6. 
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opening of the ash chamber, were raked forward from the inclined plane into the 
receptacle H, where they burned out little by little. 

The operation of the furnace was controlled by means of a number of devices 
(air vents, fire doors, dampers of the flue ducts, and the pilot fire). During their 
passage through the heat recuperator the hot combustion gases transmitted some 
of their heat to the brickwork, heating it up. The combustion air entering the re- 
cuperator through the air vents at D warmed up in the upper part of the furnace, 
traveled through duct E, and then a part of it entered the muffle through openings 
F, whereas the remainder entered the top of the gasifier through the openings G. 
Here the air mixed with the igniting combustible gases produced during the gas- 
ification, and the mixture of burning gasses and flames then flowed into the muf- 
fle striking the coffin and the corpse. 

In order to prevent the formation of slag, vessel P, located beneath the hearth 
grate, is filled with water. This water evaporates and rises as vapor through the 
hearth grate and the glowing coke; the heat breaks up the water vapor, and sub- 
sequently both the grate and the ash cool down. JP thus preventing the formation 
of slag. In this way, water gas is also generated in the gasifier (see next section): 


C+ H20 = СО + Н 


2.2. General Theoretical апа Structural Principles 
2.2.1. The Gasifier!’ 


The gasifier is a vertical chamber lined with refractory material on the inside. 
The hearth is in its lower part and consists ofthe grate and the door for the primary 
air and the removal of ashes and slag. In its upper part the chamber tapers off on 
one side into a duct (the neck of the gasifier) through which the products of the 
coke gasification enter the muffle and, on the other side into a vertical or slanted 
chute connected to the outside through which the coke is fed into the gasifier. 

The function of the gasifier is the gasification of coke, i.e. its transformation 
into combustible gases, in this case into generator gas or water gas. 

The generator gas is formed during the incomplete combustion of the coke, 
according to the following reaction: 


С + 5 O: s СО + 29.2 kcal 


This is brought about by having air pass through a layer of coke. Initially, in the 
lower layers of the coke, carbon dioxide forms in the presence of sufficient oxy- 
gen according to the following reactions: 


C+0 СО» + 97.2 kcal 
2 CO + C + СО» + 40.9 kcal 


In the upper layers, on the other hand, carbon monoxide is formed due to the 
deficiency of oxygen according to the following reaction: 





16 The evaporation of 1 kg of water absorbs about 3,800 kcal. 
17 Тһе following description is based on Enciclopedia Curcio..., vol. 5, p. 1842; Giua 1948, vol. II, p. 
382; Bordoni 1918, pp. 51-54; НеерКе 1905b, рр. 31ff. 
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СО» + C s 2 CO - 38.8 kcal 


Thus CO is produced by the direct reaction of C and O and by the reduction of 
CO». The CO of the generator gas formed in this way leaves through the neck of 
the gasifier and — just before it enters the muffle — reacts with the preheated out- 
side air (secondary combustion air) to form CO» once again, giving up part of its 
heat to the muffle. Then the combusted gases pass through the post-combustion 
chamber, enter into the recuperator, then the flue and finally the chimney. 

The composition of the coke depends, of course, upon the type of coal from 
which it was made and upon the type of coking. 

Leaving aside the minute quantities of hydrogen, oxygen, nitrogen and sulfur 
which the coke still contains and considering only the carbon, 1 kg of C requires 
2.667 kg of O and hence 


100 


2.667 53 —11.59 kg of air, [28] 


assuming a composition of air as being 23 kg of O2 and 77 kg of N2 for 100 kg of 
air. Thus, the 11.59 kg of air contain 


11.59 — 2.667 = 8.923 kg of No [29] 


In the lower layers of the glowing coke in the gasifier, the gas is therefore gener- 
ated according to the reaction 


1 kg of C+ 11.59 kg of air > 3.667 kg of CO2 + 8.923 kg of No. 
In successive layers we have accordingly the transformation of CO» to CO: 
3.667 kg CO» + 8.923 kg № + 1 kg C > 4.667 kg CO + 8.923 kg №, 


and the pure generator gas therefore contains, in theory, 


4.667 · = 34.34% of CO [30] 


100 
(4.667 + 8.923) 


and 
100 — 34.34 = 65.66 % of No. [31] 


Normally, though, one obtains from the coke a generator gas having the following 
average composition: CO = 26%, N2 = 65%, CO» = 2.8%, SO» = 0.2%, CH4 = 
1.5%, H2 = 0.5%. The Lh.v. of this gas is about 1,000 kcal/Nm?, the density is 
about 0.97 relative to air. 

Thus, 2 kg of C will produce 4.667 kg of CO, but if we assume an effective 
yield of 2695, we obtain only 


4.667 · 26 


34134 = 3.53 kg of CO. [32] 


Exactly 0.5714 kg of O are needed for the complete combustion of 1 kg of CO 
into СО», i.e. 


0.5714: 100 


23 = 2.484 kg of air. [33] 
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The products from this combustion are 
1 kg of CO + 0.5714 kg of O2 — 1.5714 kg of CO; 
2.484 kg of air — 0.5714 kg of O2 — 1.9126 kg of N2 


With preheated air and perfect mixing, the theoretical excess air for the combus- 
tion of CO into CO» is at most 10%, but in practice the excess air is over 50 
percent. 

If 1 kg of CO is completely converted into СО» by combustion, 2,449 kcal are 
generated. If a reservoir of water is placed under the grate of the hearth, the gas- 
ifier will produce water gas. 

Water gas is a mixture of carbon monoxide and hydrogen and results from 
steam being passed through a coal bed heated to around 1,000°C. The correspond- 
ing reaction is as follows: 


C + H20 = CO + Н, - 28.6 kcal 
Below 600°C, the reaction produces a mixture of СО» and H3: 
C+ 2 НО = СО» + 2 Н, - 18.0 kcal. 


In order to keep the latter from happening, it is necessary to maintain the bed 
of coal at a sufficiently high temperature. The water gas which is generated ac- 
cording to the first of the above two equations would theoretically be a mixture 
of equal volumes of carbon monoxide and hydrogen with a calorific value of 
2,810 kcal/Nm?. Under actual conditions, however, it has the following compo- 
sition (by volume): CO = 38.5%; H5 = 52%; CH4 = 1%; СО» = 4.5%; H5S = 0.2%; 
№ = 3.8% and a calorific value of 2,650 kcal/Nm?. Its density is 0.5330 relative 
to air; one Nm? has a mass of 0.689 kg. 

In a device like the Schneider furnace (cf. Chapter 3) with a vessel of some 
0.2-0.4 m? placed beneath the hearth grate, an increase of 5-15% in the calorific 
value of the gasifier gas was obtained. 


2.2.2. The Cremation Chamber or Muffle 


The muffle is a horizontal combustion chamber, the upper part and ceiling of 
which are made of refractory bricks. In the earliest models its dimensions were 
as follows (cf. Document 3): 

Width: 850 — 1,000 mm 

Height 800- 900 mm 

Length: 2,200 — 2,500 mm 
The “Norms for the construction and operation of furnaces for the cremation of 
human corpses” of 1937 specified the following minimum dimensions (cf. Chap- 
ter 8): 

Width: 900 mm 

Height: 900mm 

Length: 2,500 mm. 
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The muffle is closed at its front end by a door made ofrefractory clay which slides 
sideways along a special track. An outer door is located in front of that sliding 
door. 

Because the front end ofthe coffin caught fire as soon as it entered the muffle 
and because smoke formed on account ofthe varnish, later models were equipped 
with a hood above the door which sucked up this smoke while the coffin was 
introduced and discharged it to the exterior. 

In its rear portion the muffle is linked to the gasifier by means of the gasifier 
neck. Its bottom consists of a grate of refractory clay, usually with longitudinal 
and transversal bars on which the coffin rests. 

Beneath this grate is located the inclined plane on which the residues of the 
corpse burn out completely after having fallen through the openings of the grate. 
This inclined plane for the ash has at its front end a space for the ash container. 
The ash is moved into this container by means of a suitable rake. 

In the 1930s a post-combustion grate for the ash was placed at the front end 
of the inclined plane. 

The walls of the muffle underneath the grate of refractory clay are inclined 
towards the center, thus forming a small chamber (post-combustion chamber) 
which receives the remains of the corpse. The walls of this chamber have perfo- 
rations for the discharge channels through which the exhaust gases flow into the 
recuperator. 

Some systems with an indirect heating system had furnaces with a shutter 
made of refractory material which closed the opening leading from the gasifier to 
the muffle. The gasifier gas could thus be diverted through appropriate channels 
around the muffle in order to heat the latter merely indirectly from the outside. 
This device served to keep the combustion gases from coming into direct contact 
with the corpse in accordance with Prussian legislation in force until 24 October 
1924 (cf. Chapter 4). 


2.2.3. Тһе Recuperator 


The recuperator (cf. Documents | and 2, Figures | and 3) is a heat exchanger 
made of refractory material with a mass of 7,000 to 8,000 kg, placed in the lower 
part of the furnace, with usually two levels. It consisted of two counterflow sys- 
tems of intertwined channels with an appropriate upper opening in the muffle and 
the lower opening at the furnace’s bottom. The exhaust gasses from the muffle 
flowed in a downward direction while the combustion air from the outside flowed 
in an upward direction. In that process the combustion gases transferred some of 
their heat to the channel walls. As a result of this, the heat dispersed throughout 
the entire recuperator by way of conduction, with its temperature varying between 
400 and 600°C or higher. 

In older furnaces equipped with an entirely indirect heating system, the recu- 
perator was preheated, just like the muffle, to a temperature of 1,000°C, after 
which the arrival of the combustion products of the gasifier into the muffle was 
stopped. The combustion air moved upwards through the recuperator while get- 
ting heated and entered the muffle at basically the same temperature. 
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In the furnaces ofthe 1920s and 1930s, which usually worked with semi-direct 
or direct ргосеѕѕеѕ,! the recuperator was heated to a considerably lower temper- 
ature, and the heat needed to bring the cremation to an end was provided by the 
radiation from the muffle walls and by the gas coming from the gasifier. 

In the Klingenstierna furnace (cf. Chapter 3) the recuperator consisted of a 
bank of metal tubes directly exposed to the flames and the exhaust gases from the 
muffle, thereby becoming red-hot, with the combustion air flowing through the 
tubes; in the modified type produced by Gebriider Beck of Offenbach, the tubes 
were replaced by a recuperator of refractory clay. 

The Siemens furnace of the Gotha crematorium (cf. Chapter 3) did not have a 
recuperator, but a regenerator. A regenerator is a heat exchanger working inter- 
mittently and consisting of a structure of refractory bricks with a system of chan- 
nels linking the muffle and the flue duct as in the case of the recuperator, but — as 
opposed to the latter — a// channels are alternately traversed by either the exhaust 
gases from the gasifier in a downward direction or by the combustion air in an 
upward direction. Not having separate channels for the exhaust gases and the 
combustion air, the regenerator is operated discontinuously, with alternating heat- 
ing and cooling phases. The exhaust gases from the gasifier flow through it only 
while the furnace is being heated up. When the latter has reached its operating 
temperature and the coffin is introduced into the muffle, the combustion gases are 
shunted directly to the chimney through appropriate channels. Combustion air is 
then heated by being made to flow upwards through the regenerator. It strikes the 
coffin and the corpse at a temperature of 900-1000°C. During this process the 
regenerator cools down and has to be heated up again before the next cremation 
(Schläpfer 1937, р. 8; Kaiserliches Patentamt, 1913b). 

In order to allow such a system to operate continuously, two regenerators 
working in tandem are necessary, as in F. Siemens’s patent referred to above (cf. 
Chapter 3). Here, the exhaust gases from the muffle and from the gasifier are 
discharged through a second regenerator that heats up while the combustion air 
flows into the muffle through the first regenerator, cooling it down. In this way 
one of the regenerators is always hot in each of the phases of the cremation. 

Because of the impracticality of such a system, nearly all cremation furnaces 
operate using a recuperator. 

During the cremation experiments run in the Biel crematorium by the engineer 
Richard Kessler at the end of the 1920s, it was established that the recuperator 
had another important function: the post-combustion of gases leaving the muffle 
not completely burned (cf. Chapter 4). 


2.2.4. The Chimney” 


The discharge of the exhaust gases from the furnace is assured by a system 
consisting of a flue (Fuchs) and the chimney (Schornstein), sometimes supple- 
mented by a pilot flame (Lockfeuer) or a forced-draft device (Saugzuganlage). 


'8 For the definition of these terms see Chapter 4. 

19 This subchapter is based on: Beutinger 1911, рр. 143-146; Heepke 1905b, pp. 67-75; Bordoni 1918, 
pp. 43, 56-62, 224-225, 230-234; Lebrasseur 1922 , pp. 56f.; Salvi 1972, pp. 617-622; Enciclopedia 
Curcio... 1973, vol. 8, p. 3247. 
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In accordance with the findings of the furnace-specialist Beutinger, the flue 
duct, i.e. the link between the furnace itself and the chimney, must be lined in- 
ternally with refractory material. It must also have a sufficient number of open- 
ings for cleaning; wherever possible, these apertures must be equipped with a 
double lid to avoid leakage of fresh air from the outside into the duct. 

At the point where the flue duct enters the chimney or possibly even upstream 
of this point, Beutinger recommends the installation of a damper, moving verti- 
cally, which allows control of the draft by increasing or decreasing the cross- 
section of the duct in keeping with the operating conditions. 

The pilot flame must be placed at the bottom of the chimney; its function is to 
heat the layers of cold air above it and to draw up the cold air which is in the duct 
and the furnace itself. Besides activating the draft when the furnace is cold or has 
difficulties on account of adverse atmospheric conditions, this flame also serves 
for the post-combustion of the smoke. 

In the furnaces built in the 1920s and 1930s, the pilot flame was usually re- 
placed by a forced-draft device, a blower placed at the base of the chimney in 
such a way that it created a lower pressure in the flue compared to the furnace. 
Such an effect could be achieved in one of two ways (Enciclopedia Curcio... 
1973, vol. 8, p. 3247): 

“Опе can either have all the combustion products pass through the blower, or 
one can place the blower in a shunt. It would then draw in only a portion of the 
flue gases, ejecting them at high velocity into the base of the chimney, which has 
to have a converging/diverging shape, like an ejector. The jet produced by the 
blower drags the flue gases along at a high speed; in the diverging part of the 
duct the air velocity drops, and the kinetic energy is transformed into pressure 
energy. The output pressure of the blower has to be such that it overcomes the 
resistance in the duct caused by friction, by elbows etc.” 

If several furnaces operating simultaneously are to be installed, it is necessary to 
build separate chimneys; a common chimney is not advisable because in the case 
of partial operation its cross-section and hence the cooling effect would be too 
large, especially if one furnace is taken out of service. 

In some cases, a rotary valve can be installed in the upper part of the chimney 
to prevent cold air and humidity from entering. Large irregularities at the head of 
the chimney should be avoided because they can lead to a reduction in the draft, 
mainly through the formation of air eddies and downdrafts beneath any such large 
protuberances. If the chimney does not have an outside brick covering, it must 
have a layer of insulation on the inside, possibly made of refractory material. If 
the temperature of the gases at the bottom of the chimney is expected to reach 
500°C, the chimney has to be clad internally, over the lower third of its height, 
by a layer of refractory bricks joined with refractory mortar. 

In the case of a cremation furnace with a coke-fired generator the main func- 
tion of the chimney is not the discharge of the exhaust gases but the creation of 
sufficient draft to provide enough combustion air at the grate of the hearth. In 
fact, the highest resistance that the combustion air encounters resides in the grate 
and the layer of coke. The resistance of the grate depends on the air flow-rate and 
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on the open cross-sectional area of the grate. A theoretical equation has been pro- 
posed by M. Lebrasseur: 
H-y: V?(N?-1) [34] 
with H = resistance 

ү =specific density of the air 

V =air velocity 

N = open cross-sectional area of the grate 
The resistance of the layer of coke on the grate depends on the mass of the coke 
and the thickness of the layer. According to M. Lebrasseur, this resistance, H, can 
be expressed as 
cel- Pe 

100 





H= [35] 
where c is a factor taking into account the size of the pieces of coke, 1 is the 
thickness of the layer and P the mass of coke on 1 m? of grate surface (Lebrasseur 
1922, pp. 56f.). 

The draft of the chimney can be natural or artificial. Natural draft is caused by 
the density difference — and hence by the temperature difference — of the fumes 
entering the chimney at its base and the ambient air. The hot gases, having a lower 
specific density than the surrounding air, causes an updraft which in turn creates 
a low pressure at the base of the chimney. 

The draft is measured in mm of water column, 1 mm of water column being 
equivalent to a pressure of 1 kg per square meter (10 m of water column roughly 
equals the average atmospheric pressure). The measuring instrument is called a 
vacuum indicator. In its simplest form, it is a glass U-tube filled to half its height 
with colored water. One extremity of the tube is connected to the inside of the 
chimney. The level difference between the two parts of the glass tube represents 
the draft of the chimney and is given in mm of water column (mm Wassersäule, 
mmWs, in the German literature). The draft can also be measured electrically by 
means of an instrument with a scale in the form of the arc of a circle (Cantagalli 
1940, p. 86). 

According to Heepke, for cremation furnaces with coke-fed gasifiers the min- 
imum allowable draft is 10 mm of water column, the maximum 30 mm. The draft 
is a function of the height of the chimney according to Salvi’s equation: 


— MEM СЕЛЕР 1 . 
ECT ( +0.00367° 1 0.0387) he Be] 


with Е = draft 
h.= height of chimney 
t, = temperature of ambient air 
tr = temperature of fumes 


This equation also allows calculating the height of a chimney as a function of its 
draft: 


E 
eg [37] 


1.29: ( 1+0.00367-ta 1-<0.00367. 7) 
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For example, assuming he = 20 m, ta = 10°C, te = 300°C, the draft would be equal 
to 12.6 mm of water column. With such temperatures, the height of the chimney 
should be at least 16 m for a draft of 10 mm of water column to be attained. In 
practice, however, the height should be greater in order to overcome the pressure 
losses in the flue and the chimney. 

The cross-sectional area ofthe chimney is also very important, because it de- 
termines the velocity of the gases passing through the chimney. This velocity 
varies with the square root of the draft, and normally has an order of magnitude 
of 3-5 meters per second, depending on the size of the plant. 

The recommended cross-sectional area of the chimney can be derived from 
Colombo’s equation: 


_F-V-(_+a°t) 
q= 3,600 sec/hr у [38] 


with q = cross-sectional area of the chimney, in m? 
F = fuel consumption in kg/hr 
| М 273 ec | 
t = fume temperature at the chimney base іп °C 
У = volume of the fumes in Nm?/kg fuel 
у = exit speed of the fumes at the chimney top, m/sec. 


Heepke proposes the following equation for the calculation of the exit velocity of 
the gases discharged: 


G-B-(1* at) 


~ 1293 - 3,600 sec/hr q y [39] 


У 


with G= mass of gas generated by combusting 
1 kg of coke (with air excess ratio m = 2) 
B= mass of the coke in kg 
q = cross-sectional area of chimney 
y = density of the gas 


2.2.5. Drying a New Furnace 


The drying of a newly built cremation furnace is a rather delicate operation. 
If it is done poorly, it can lead to damage in the wall structure of the plant. In his 
classic work on cremation, Beutinger describes it as follows (1911, p. 127): 
“During the construction of the furnaces, a large quantity of water remains in 
the body of the furnace, together with the building materials; it is therefore nec- 
essary to carry out a careful drying after the completion of the work, including 
the flue duct and the chimney. The drying operation must be done slowly, because 
an intensive and rapid heating would lead to the generation of large quantities of 
water vapor, the pressure of which, under these conditions, could cause the for- 
mation of cracks in various parts of the furnace, which could eventually lead to 
the discharge of gas or smoke from the furnace. Even the most solid structure and 
the best anchoring themselves could be damaged. Therefore, the drying should be 
left to the builder of the furnace; it always takes several weeks: the slower it oc- 
curs, the better the probable future behavior of the furnace. In the beginning, only 
very small shavings of wood must be used for the fire; a little later, from the third 
day onward, one may add small pieces of wood. After the first week, a more sub- 
stantial charge of wood is indicated; as before, the draft must be completely open 
in order to allow the hot air to remove the water vapor which forms. As the heat 
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load is increased by adding to the logs progressively increasing quantities ofcoke, 
the furnace will dry out completely.” 


2.2.6. Test Cremations 


The test cremation is a means for testing the proper functioning ofthe furnace. 
In this respect, architect Beutinger writes (ibid., pp. 127f.): 

“Before the test cremation it is necessary to check the furnace thoroughly, 
including the control devices, the closures, the introduction trolley, etc. If the fur- 
nace has been standing idle for some time, the chimney has to be prewarmed by 
means of the pilot fire to ensure a good draft. The test run must be made by the 
builder of the furnace who will also train the operating personnel at the same 
time. Minutes of the test cremation and its results will be kept, recording the var- 
ious phases of the combustion and their progression. The generation of smoke and 
the quality of the ash must be recorded. With respect to the development of smoke 
from the chimney, it must be remembered that, for all such systems, smoke is fa- 
vored both by a lack of air and by an excess of air, because the latter state will 
lead to a lowering of the furnace temperature and hence to a decrease in the abil- 
ity of the gases to rise. For the heating and the cremation test, the furnace will be 
warmed up in accordance with its operating instructions and brought to its proper 
temperature. The weight and the quality of the fuel used for lighting [the fire] and 
for the cremation as such must be checked and recorded. For the cremation any 
kind of animal carcass can be used, for example a horse, whose overall size and 
whose weight percentage of flesh, bones and also of the parts which burn rather 
poorly, such as the heart, the lungs, the liver, correspond roughly to the propor- 
tions in the corpse of a human adult. The carcass is placed in a coffin-shaped box 
made of dry wooden unplaned boards, 15-18 mm thick, like those used for coffins, 
1.90 m in length, 0.60 m wide and 0.50 m high. It is best to use a coffin made 
according to the general practice. The weight of the carcass, its type and the var- 
ious portions of its individual parts such as bones, flesh, heart, lungs, fat etc., as 
well as the weight of the coffin must be recorded and the various phases of the 
combustion verified during the entire process of the cremation. Seger cones for 
temperatures between 900 and 1100°C must be placed at appropriate locations 
in the cremation chamber to establish the temperatures reached on the basis of 
their fusion. When the inside of the furnace has reached the temperature neces- 
sary for the cremation, the carcass will be introduced and must be observed per- 
manently through the inspection opening. The ash will be collected in the space 
provided, and its quality will be examined. The test cremation must be carried out 
in the actual presence of the supervising authority. Depending on the outcome of 
the cremation, for which minutes will be drawn up and signed by the public au- 
thorities present, the use of the furnace for the cremation of human corpses will 
be authorized.” 

As an example I reproduce the minutes of the test cremation of the Ruppmann- 
type cremation furnace with a coke-fed gasifier at the Biel crematorium (Nagel 
1922, p. 40): 

“Protocol of the test cremation carried out in the crematorium at Biel at 2 
p.m. on Friday, 25 August 1911. The president of the cremation association of 
[the city of] Biel reads to those present the text of the supply contract. Then, 
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around 2:25 p.m., a coffin filled with animal remains is introduced into the fur- 
nace. The furnace had been lit at 10 a.m. and had been ready for use for two 
hours. The experts ascertained a temperature of around 1000°C on the basis of 
the Seger cones placed inside it. The coffin contained some 80 kg of meat supplied 
by the administration of the Biel slaughterhouse, consisting of 85% of soft tissue 
and 15% of bones. The introduction of the coffin by means of the Ruppmann trol- 
ley was very easy. The closure plate works well and shuts immediately upon in- 
troduction of the coffin into the cremation chamber. The doors of the furnace were 
closed. Through the inspection ports in the front of the furnace one can see that 
the coffin catches fire immediately and intense flames develop. At that moment a 
little smoke can be observed above the chimney. Later, too, there is at times a 
little smoke, but it is barely visible. Around 5:25 p.m. it can be seen that the con- 
tents of the coffin, except for a few small pieces, have been completely reduced to 
ash. In the post-combustion chamber the bones can be seen, i.e. the incinerated 
remains of the bones, in an incandescent state. Mister Lanz, as a member of the 
commission for sanitation, is asked to examine the ashes the next day, after the 
time specified. The management [of the crematorium] finds that the furnace is 
working well and that the large masses and the very dense pieces of flesh have 
been destroyed by the flames in a rather quick way. 

Biel, 25 August 1911. 

The Biel Association for Cremation 

The President: (signed) Albrecht 

The Secretary: (signed) Fehlmann.” 


3. Origin and Development of Modern Cremation 
Furnaces 


Corpse cremation was practiced in Europe as early as a thousand years before 
Homer (Schuchhardt 1920, p. 502) and continued to be practiced up to the year 
785 AD, when it was prohibited, under pain of death, by the Paderborn Decree 
(Capitulare Paderbrunnense) of Charlemagne (Pauly 1904, p. 8). Over the fol- 
lowing centuries the cremation of corpses fell completely into disuse as a funerary 
habit throughout Christian Europe. 

The idea of cremation of corpses arose again during the French Revolution, 
but did not take hold before the second half of the 19th century. In its session of 
the 14th Floréal of year ҮП (3 May 1799), the central administration of the Seine 
Department promulgated a decree giving complete freedom to the citizens to have 
their own corpses buried or cremated, and even proposed to have a “resting field” 
arranged on Montmartre where solemn incinerations of corpses could be prac- 
ticed without the use of wood, but using “furnaces ingeniously prepared by mod- 
ern сһешівігу.”20 Two drawings of this monumental crematorium (before the 
word came into use) have survived (Documents 4 and 5; Reber 1908, pp. 26-29). 





? On the Seine Department's decree see in detail Lacassagne/Dubuisson 1874, pp. 32-35. 
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The birth of the movement for the cremation of corpses can be traced back to 
1849, when the philologist Jakob Grimm gave a memorable speech on this sub- 
ject at the Berlin Academy of Sciences.”! The idea was picked up by Prof. Jakob 
Moleschott in 1852 and by Dr. Francesco Coletti in 1857 (cf. his Memoria) and 
enthusiastically spread by untiring pioneers such as Army Surgeon J.P. Trusen, 
Prof. Richter, Prof. Reclam and Prof. Ktichenmeister, and in Italy by Du Jardin, 
Bertani, Castiglioni and by the selfsame Coletti during various conventions which 
took place between 1858 and 1869. 

In this chapter I do not wish to describe the history of modern cremation — a 
great many books have already been published on this topic as listed in the present 
book’s bibliography — but rather a specific history of cremation installations. I 
shall therefore limit myself to the essential historical points. 

In Europe, the first cremation in a cremation furnace took place at Dresden on 
9 October 1874 in an experimental furnace built by Siemens. At that time the 
corpse was that of an Englishwoman, Lady Dilke, the wife of the Secretary of 
State Dilke. It was followed on 6 November by the cremation of the wife of the 
Medical Councillor D. Thilenius of Wiesbaden as well as several other crema- 
tions before such experimental incinerations were stopped by the government of 
Saxony (Pauly 1904 p. 18). 

Italy soon placed herself in the vanguard of the modern cremation movement, 
both from the legal and the technical point of view. The principle of corpse cre- 
mation was recognized in that country by the sanitary regulations of 6 September 
1874 (Pini 1885, p. 16). 

Cremations spread rapidly in the United States. The first crematory was 
erected in Washington D.C. in 1876. In 1895 already 19 crematories existed there 
(Probst/Chairman 1895; Guilbert 1895). 

In France cremations were once more legalized on 15 November 1887, but 
effectively only on 27 April 1889 with the promulgation of specific regulations.” 

The 1870s saw a massive amount of work being done in this field, theoretical 
as well as experimental, and various types of furnaces were built. Modern crema- 
tion had to fulfill numerous ethical, esthetic and economic requirements. The gen- 
eral congress on cremations held at Dresden on 7 June 1876 specified the follow- 
ing principles (Pauly 1904, pp. 14f.): 

“]) Cremation must be complete and must not leave any carbonized remains. 

2) Cremation of corpses must be carried out only in installations expressly 
built for this purpose. 

3) No malodorous gases must be generated; cremation must hence be odor- 
less. 

4) The ashes must be white, clean and easy to collect. 

5) The cost of the equipment and of the cremation must be as low as possible. 

6) The equipment must be in a position to allow several cremations in rapid 
succession.” 





?! The speech, entitled Ueber das Verbrennen der Leichen (On the cremation of corpses) was published 
the year AFTER (Grimm 1850). 

“La crémation a Paris” 1891. About the early history of cremations in France see “La crémation des 
morts...” 1888 (twice); “Crémation” 1889; Salomon 1893; “La crémation” 1890; Rochard 1890; 
“Crémation” 1892. 


22 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 45 


The first European crematorium was built in Milan in 1875. It was equipped with 
a Polli-Clericetti furnace inaugurated on 22 January 1876 with the cremation of 
the corpse of Alberto Keller (Pini 1885, p. 30). The first crematorium in Germany 
went into service at Gotha on 10 December 1878. 

The pioneers of cremation were confronted with a serious problem. The hopes 
and the disappointments that accompanied the first experiments using animal car- 
casses are vividly described by the words of Dr. Gaetano Pini (ibid., p. 128): 

“We, who were present at the first experiments of Polli (12 June and 12 De- 
cember 1872) and of Gorini (1 September 1872), have not forgotten the illusions 
and the discouragements we experienced, shut in for hours as we were in that 
small space as we anxiously and restlessly awaited the results of the trials with 
animals. How long it took to burn that beast! What a foul smell there was! How 
much smoke! And yet, at each step, not knowing what sort of difficulties still lay 
ahead of us, we thought we had reached our goal.” 

Soon, the first experimenters realized that the cremation of a human corpse was 
an even more difficult problem. Dr. Pini wrote in this regard (ibid., p. 129): 

“The disappointments began with the first tentative incinerations of human 
corpses. Experience then taught us that there was still a long road ahead of us 
before we would be able to burn a human body in a short time and at little cost.” 

The first types of cremation equipment used in Italy employed muffles. The 
corpse had to be placed into a metal cylinder heated on the outside by coke (Du 
Jardin, 1867) or city gas (РоШ).2° 

Brunetti’s device (1873) consisted of four little walls of ordinary brick, mak- 
ing up the hearth, upon which was placed a thin sheet of steel which covered only 
a small part of the hearth. Above it was a large hood linked to the chimney. The 
corpse was tied to the steel plate with wire to keep it from falling off on account 
of sudden muscular contractions during the burning. On the hearth, below the 
steel sheet, a fire of wooden logs was lit. The flames caused the steel sheet to 
glow and surrounded the corpse from both sides. Cremation took about 6 hours.”4 

The Polli-Clericetti furnace, enclosed in an urn in the form of an antique sar- 
cophagus (Document 7), consisted of a cremation chamber with a horizontal grate 
on which the corpse was placed. It had 217 nozzles of air and gas, the jet-like 
flames of which impinged directly on the corpse and heated the chamber to a 
temperature of 1,100?C. This furnace was set up in the Milan crematorium and 
used for the cremation of Alberto Keller? and for another two cremations.”° On 





Ibid., pp. 130f. A detailed description is given by Wegmann-Ercolani 1874, pp. 30-33. In this work 
one can also find the drawing which I have reproduced as Document 6. 

Pini 1885, p. 132. The first experiments by Lodovico Brunetti are described in detail in Pini 1973; the 
following has been taken from Pini 1885, pp. 128-171, unless otherwise stated. Cf. also de Cristoforis 
1890, рр. 56-135; de Pietra Santa/de Nansouty 1881; Vallin 1880, pp. 854Ғ.; Maccone 1932, рр. 102- 
124; Eassie 1875 presented an accurate description of the early years of cremations in Italy, Switzer- 
land, France, Belgium, Austria, Germany, the U.S. and England (pp. 68-88) and of the first cremation 
devices with special reference to the Siemens furnace (pp. 89-126). See also Rolants 1910; du Mesnil 
1877; de Pietra Santa 1888a-c. 

Polli 18762; “La prima cremazione...” 1876. The cremation lasted one hour and 30 min.; the corpses 
weighed 60 kg and resulted in 3 kg of ashes. 

26 Тһе second cremation was that of the corpse of Anna Pozzi Locatelli, who weighed 50 kg and pro- 
duced 3.6 kg of ashes. The cremation took one hour and 45 min. Polli 1876b; “Га seconda crema- 
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account of its excessively high costs, it was dismantled afterwards and replaced 
by a Betti-Terruzzi furnace in 1877. 

This device was a muffle furnace consisting оҒа cast-iron cylinder located in 
the center of a large coke-fired furnace. When the cylinder started to glow, the 
corpse was introduced through a kind of steel guide-rail. Cremation was fairly 
complete, but the process took at least 5 hours and the costs were high. After nine 
cremations this type, too, was demolished. 

The Cadet furnace (Document 8), another muffle device, was used only for 
experiments with animal carcasses. 

The Muller-Fichet furnace (Document 9), shown at the Paris Universal Exhi- 
bition of 1878, consisted of a muffle made of refractory brick (f) into which the 
coffin (g) was placed. It was lined below and on the sides with refractory bricks 
(e) which acted as heat accumulators. The muffle was made white-hot by means 
of the combustion products coming from a large gasifier (a) with a stepped grate, 
and then the coffin was introduced. 

The Lagénardiére furnace (Document 10) with its central muffle and two lat- 
eral coal-fed hearths and a recovery system for the hot gases was never used for 
cremation experiments. 

The Kopp furnace was based on the same principle as the Betti-Terruzzi type, 
but had a muffle made of refractory brick. It was set up in the Washington, D.C., 
crematorium. 6 hours were needed for a complete cremation. 

The Gorini furnace (Document 11), called “Lodi furnace," was based on the 
principle of direct combustion with live flames. It worked in the following way: 
after placing the corpse in the cremation chamber (C) through the door (£), a 
small auxiliary fire was lit on hearth (G) which burned throughout the duration 
of the cremation, first as a pilot flame, later as a post-combustion fire for the 
exhaust gases. After three or four minutes, furnace (4) with its grate and ash re- 
ceptacle (B) was lit. The flames from the fuel, normally consisting of bundles of 
wood, struck the corpse lengthwise. The combustion products flowed down into 
the discharge duct (F) through the auxiliary furnace (G) where any unburnt gases 
were consumed and then left through the chimney (Н). The cremation chamber 
had lateral ports (Z) for the direct induction of combustion air. The draft of the 
furnace was controlled by a damper located in the chimney. The prototype of this 
furnace was inaugurated in the Riolo crematorium on 6 September 1877. The 
duration of one cremation was generally between one and a half and two hours, 
with a wood consumption of 100-150 kg. The Gorini furnace inaugurated on 15 
December 1887 at the cemetery of Pére-la-Chaise?' in Paris (Document 12), used 
300 to 450 kg of wood for one cremation, which lasted on average one hour and 
45 min.”® 


zione..." 1876. The third cremation was that of the corpse of a man of 71 years of age from а hospi- 
tal; the cremation took two hours and 30 min.; the corpse weighed 43 kg and left 2.3 kg of ashes. G. 
Polli 1877. 

Today it is spelled Pére-Lachaise. 

“Га crémation à Paris" 1890. The device and the first three experimental cremations, including an 
analysis of the fumes, were accurately described by du Mesnil 1888. 
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The Venini device was the first Italian crematorium using a gasifier. As can 
be seen from the drawings (Document 13), it was a rather complex piece of equip- 
ment. The cremation was brought about by the flames coming from a mobile gas- 
ifier and reaching the cremation chamber after having passed through a connect- 
ing duct; they struck the corpse directly. The introduction temperature was 
800°C, and the duration of a cremation was normally one hour and a quarter. 

The mobile Rey furnace (Document 14) was practically a Gorini furnace 
mounted on a sheet-metal cart, lined internally with refractory brick and having 
a hearth at its far end. The corpse was fed into the front end by means ofa suitable 
metal trolley. 

Another mobile cremation furnace, although never used, was presented during 
the Brussels Hygiene Exposition in 1876 by Kuborn & Jacques (Documents 15, 
15a). It consisted of a sort of railroad engine that could also move on roads. It 
was internally lined with refractory material, which contained two inclined 
ledges. Below them were two adjacent hearths, and the smoke conduit connected 
to a vertical chimney stuck out of the car’s roof. The plant could cremate a dozen 
corpses at a time. The first hearth heated the ledges with the corpses, and the 
combustion products passed on to the second hearth, which burned them com- 
pletely; then they went out the chimney (du Mesnil 1877). 

The Guzzi furnace (Document 16) brought together the principles of direct 
cremation by means of live flames and of indirect cremation by means of clean 
hot air, of which we shall speak later. In this device, the cremation chamber (A) 
was heated either by the combustion products coming from the hearth (D) or by 
hot air heated in the regenerator (B). The primary combustion air entered the fur- 
nace at the front, ahead of the introduction damper (V), through an opening (К) 
linked to a channel running above the cremation chamber (L), and fed, pre-heated, 
into the ash-box (N) beneath the grate (Е) of the hearth. The grate was in a slanted 
position and rested on a water-filled vessel (H) which cooled it. A secondary 
combustion chamber (C) ensured the post-combustion of any unspent gases com- 
ing from the cremation chamber. 

The Spasciani-Mesmer furnace (Documents 17, 17a and 17b) installed at Leg- 
horn and Venice was a device with a gasifier (G) having a horizontal grate and a 
feeding chute (7) for the fuel. The combustion gases produced there fed into a 
channel (D) placed above the cremation chamber (C), which had four openings 
(Б) with control vanes allowing the body to be struck by four jets of flame at the 
head, on the chest, on the abdomen and on the legs. The control vanes allowed 
the fire to be aimed and concentrated on those parts of the body that offered the 
greatest resistance to the cremation. The corpse was introduced into the chamber 
on a trolley, the upper surface of which was made of refractory brick and closed 
off the lower portion of the cremation chamber in such a way that the metal parts 
of the trolley were protected from the high temperature of the cremation chamber. 
It took 8-10 hours to heat the furnace and some 2,000 kg of coke were needed for 
this phase; one cremation then consumed 200-300 kg of coke. 

The Toisoul-Fradet furnace (Document 18) was a device using a gasifier and 
having three levels: the gasifier (A) was in the basement, the recuperator (£) at 
ground level and the cremation chamber (G) on the floor above. Cremation took 
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about one hour and coke consumption was 100 kg. This plant was inaugurated in 
Paris on 5 August 1889. Its schema (Document 19) shows a large gasifier (A) 
with the loading funnel (C) and the opening for the stoker (D), the sloping hearth 
grille and an ash extraction door (B). A long vertical shaft leads the fuel gas pro- 
duced in the gasifier to the back of the cremation chamber (G), called the “labor- 
atory,” but before entering they are ignited by two burners (F). The cremation 
chamber is closed at the front with door (H). The coffin (M) was introduced by 
the load cart (K). Inside the cremation chamber the coffin (M) is engulfed by the 
flames, and the combustion products descend through the recuperator (E) into the 
flue (I), while the outside air flows countercurrently, gets heated to a high tem- 
perature and exits into the burner (F). 

The furnaces considered so far operated on the basis of the principle of total 
direct combustion, i.e. the corpse was struck directly by the flames generated on 
a hearth (as in the Gorini furnace) or by the products of a gasifier (as in the Venini 
furnace). The system invented by Friedrich Siemens introduced the process of 
totally indirect combustion by means of clean hot air, which dominated in Ger- 
many unchallenged until 1924. This new process, as we have seen, rested on the 
principle that the cremation was effected by clean air heated to 1000°C in a re- 
generator or recuperator. 

The prototype of the Siemens furnace (Document 20) was used for the first 
time with animal carrion on 2 June 1874 in the presence of the professors Fleck, 
Küchenmeister, Roth and other celebrities of the medical field. The inventor de- 
scribed it as follows (Küchenmeister 1875, рр. 70f.): 

“The entire device consists of three separate parts: 1) a gasifier outside the 
building, 2) the furnace proper with the regenerator and the cremation chamber 
inside the building, 3) the chimney for the discharge of the combustion products. 
[...] The cremation process runs as follows: the gasifier is operated in such a way 
that new fuel — hard coal, lignite, turf or wood — replacing the fuel consumed, is 
added through the feeding device every few hours. The gases formed are led 
through a channel (a) equipped with controls into the regenerator where they 
meet with a controllable air-stream (b) and turn into flames. The flames formed 
in this way traverse the regenerator chamber (R) and heat to white heat the bricks 
stacked there in layers. The residual heat contained in the flames still serves to 
preheat to red heat the furnace and the chamber (K) destined to receive the 
corpse; the flames then disappear through channel (c) into the chimney. As soon 
as the furnace has reached this state, the process of cremation can begin. The 
door (D) of the furnace is raised or opened by the person assigned, and the body 
to be burned is introduced into the cremation chamber. After the furnace has been 
closed, the body is exposed to the effect of the red heat, losing its water content, 
i.e. drying out, over a certain period of time which depends upon its physical 
structure. Once this part of the cremation is over — which usually takes about a 
quarter of an hour — the gas valve is closed. Now only air enters the cremation 
chamber through the regenerator. This air heats up in the regenerator to almost 
white heat and strikes the preheated and largely desiccated body at this tempera- 
ture, provoking a rapid decomposition of all its combustible parts. The incombus- 
tible parts decompose under the effect of heat as іп a chemical process: СО» es- 
capes and the calcium remains in the form of powder, falling through the grate 
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into the ash chamber (A), where it can be easily collected by means of a special 

tool placed there and then extracted through the port located at that point. In this 

way, as has been explained above, the remaining ash can be handed to the family 
in an urn or other container for burial or other type of conservation. The entire 
process lasts approximately one hour, with a consumption of 100 kg of lignite or 

50 kg of hard coal, not counting the initial heating phase; this would also be the 

total fuel consumption if several cremations were to be carried out in succession. 

If that is not possible, a proportionately larger amount of fuel is consumed during 

the idle periods [...]. Furthermore, there is also a gas conduit (f) through which 

the gas can enter the upper part of the regenerator (h). The gas entering here 
serves to protect the cremation chamber (K) from excessive cooling in the case of 

a cremation taking longer, e.g. the cremation of an entire animal.” 

With some modifications this Siemens furnace was installed in 1878 only at the 
Gotha crematorium (Documents 21-23), but its performance did not come up to 
the expectations of its inventor. Actually, according to Heepke, a cremation in 
that furnace generally took two hours and a quarter; 1,500 kg of lignite were 
needed for a first cremation and 250-300 kg for each subsequent one.” 

The Klingenstierna furnace (Document 24) was a major improvement of the 
Siemens model. It had a main hearth (4) and a secondary hearth (H) which served 
mainly as an after-burner for the fumes; the combustion air was heated in a recu- 
perator made of metal tubes (J). The corpse was introduced into the cremation 
chamber (F) by means of a cart (О) which stayed in the chamber throughout the 
duration of the process. 

In Germany this Swedish design was perfected by E. Dorovius and built by 
the Gebrüder Beck Co. of Offenbach. The first models, installed at Heidelberg in 
1891 and at Jena in 1898, still had the trolley for the introduction of the coffin, 
but for the furnace set up at Offenbach in 1899 this detail was eliminated. The 
cremation chamber was given a grate made of refractory clay, below which two 
funnel-shaped inclined planes made the ashes move into the ash receptacle. 

The Mainz version of 1903 had a single inclined plane beneath the grate, as 
did all the later furnaces, but was still equipped with a recuperator having metal 
tubes (Heepke 1905b, pp. 45f.). This type of recuperator was subsequently re- 
placed by one of refractory brickwork, and the furnace took on the typical shape 
of German cremation furnaces with coke-fed gasifiers (Document 25). 

The furnace was arranged on two levels: The hearth and the recuperator were 
in the basement, the cremation chamber on the ground floor. The device operated 
in the following way: The hearth (Feuerung) had two doors, one for loading the 
fuel, the other for removing the slag. The water container for cooling the slanting 
grate was at the bottom. The combustion gases, which formed in the gasifier, left 
through a vertical duct (Feuerhals) and mixed with the combustion air on entering 
the cremation chamber (Verbrennungsraum). The combustion air came from two 
lateral openings connected to a network of channels into which the air entered 


? Heepke 1905b, p. 20. This work contains a very detailed description of the Siemens, Klingenstierna 
and Schneider furnaces with very accurate technical drawings, pp. 41-58. For these furnaces, beyond 
Beutinger's study mentioned above, cf. also von Engerth 1892 & 1897; as an appendix in Ortloff 
1907: "Das Verbrennungssystem Rich. Schneider, vorm. Dresden, jetzt Berlin," pp. 60-73. 
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through a control device located in the upper part of the furnace, above the peep- 
hole (Schau-Öffnung). The gases produced by the cremation ofthe corpse passed 
through the ash chamber (Aschenraum), entered the lateral channels of the recu- 
perator flowing downwards into the flue duct (Fuchs) and then left through the 
chimney (Schornstein). 

Тһе recuperator consisted of a refractory body with three channels (Document 
26): the discharge gases traveled downwards through the two lateral ducts trans- 
ferring part of their heat content to the brickwork, whereas the combustion air for 
the corpse traveled upwards through the central channel while heating up along 
the way. The combustion air entered the recuperator through an opening at the 
base of the furnace. 

The remains of the corpse fell through the bars of the grate onto the inclined 
plane of the ash chamber (Aschenraum), from which it was removed by means of 
a rake into the collection bin (Pfanne), which was then taken out through the door 
of the ash chamber. 

The first cremation required some 300 kg of coke including the preheating of 
the furnace, the subsequent ones 50-100 kg each. The duration of a cremation 
generally took one hour to one hour and a half.?? 

This type, together with the Schneider furnace that we shall look at presently, 
had all the essential features of the coke-fired cremation furnace with a gasifier 
from which all furnaces of this type built in Germany through the 1930s were 
derived. 

The prototype of the Schneider furnace (Document 27) was built for the Ham- 
burg crematorium in 1892. Its structure was very similar to that of the Klingen- 
stierna-Beck model. The most significant innovations concerned the hearth, 
which had a horizontal grate and a primary combustion air vent below it; the gas- 
ifier was placed vertically above the grate and had a coke-feeding chute in the 
upper part of the furnace. The combustion air for the gasifier entered through two 
controllable openings located on either side of the hearth door, flowed through 
appropriate channels in the gasifier wall, heating itself up and emerged from both 
sides into the neck of the gasifier. The combustion air for the corpse entered the 
channels of the recuperator through two controllable openings located in the base 
of the recuperator at the front of the furnace, passed through the recuperator, 
where it warmed up to 1,000?C and emerged from two lateral openings near the 
top of the gasifier neck into the cremation chamber, striking the corpse. The com- 
bustion products were led through the ash chamber, entered the channels of the 
recuperator through suitable openings, flowed downwards through them while 
losing some of their heat and reached the chimney through the flue duct. 

Preheating the furnace took about three and a half hours. Some 45-90 minutes 
were needed for one cremation, with a coke consumption of 250-300 kg for a 
single cremation and 50-100 kg for any succeeding ones. 

The Ruppmann furnace (Document 28) was described in detail in Chapter 2. 
Although this device, like all other German furnaces so far examined, had been 





? Beutinger 1911, pp. 107-110. This work devotes a chapter of considerable interest to the cremation 
furnaces, with detailed technical drawings (pp. 94-127). The information which follows has been 
taken from that source. 
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conceived as ап indirect hot-air furnace, it could also be operated for direct cre- 
mation. Actually, the cremation process depended not so much upon the structure 
of the furnace as upon its operation, which had to satisfy the local legal require- 
ments. For a direct cremation, all that was needed was to have the combustion 
products from the gasifier arrive directly in the cremation chamber, as during the 
preheating phase. In that case, heating the recuperator to 1,000°C became super- 
fluous, because the heat necessary for the cremation and for maintaining the ther- 
mal equilibrium of the furnace came from the gasifier; the heat consumption thus 
decreased correspondingly. The description of the Ruppmann furnace given in 
Chapter 2 is based specifically on the direct cremation process. 

The Swedish Knös furnace (Documents 29 & 29a) brought along more im- 
provements on the Klingenstierna-Beck furnace. The passage of the gas from the 
gasifier was controlled by two valves (a and b). During the preheating phase, 
valve b was closed, and valve a was open. The gases entered into two channels 
which ended in the side walls of the inclined ash plane. The hot air channels for 
the air coming from the recuperator also opened into those channels causing the 
combustion of the gases from the gasifier. The ensuing flames and combusted 
gases entered the ash chamber with its inclined plane, passed through the grate 
into the cremation chamber, flowed out into two ducts having their openings in 
the side walls at the far end of the chamber, traveled downwards through two 
vertical channels and then entered the recuperator; after having passed through it, 
they arrived in the flue duct and left through the chimney. 

During the cremation, however, valve b was open and valve a closed. The 
gases from the gasifier flowed directly into the recuperator, mixing with the ex- 
haust gases from the combustion of the corpse and burning up any uncombusted 
gases. The combustion air for the corpse entered the recuperator through two lat- 
eral openings at the base of the furnace, passed through it in an upward direction, 
entered the two channels mentioned previously and flowed out into the ash cham- 
ber with its inclined plane, striking the corpse from below. The products of the 
combustion of the corpse followed the path already described. 

Coke consumption was about 300 kg for the preheating phase and the first 
cremation, and 50-90 kg for any subsequent ones. The rights to this furnace for 
Germany belonged to the Gebrüder Beck Co. of Offenbach. 

The Fichet furnace was inaugurated at the crematorium of Paris on 19 January 
1891 (Document 30). The combustion gases of the large gas generator located in 
the basement (with its feed chute at ground level) climbed down a vertical shaft 
and entered from a lateral opening into the cremation chamber located on the first 
floor, then through two openings in the ceiling of the cremation chamber, next to 
the corpse introduction door, into two channels, which first ran above and then 
behind the cremation chamber and entered the long recuperator, heating up its 
channels, and flowed from there into the flue and the chimney. Through a channel 
that ran beneath the gasifier, the combustion air entering the regenerator, was 
warmed up along the channels and entered in the cremation chamber at high tem- 
perature from an opening on its left side. The combustion products left through 
another opening on the right side and followed the path of the gasifier’s combus- 
tion gasses. 
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The Swiss Bourry furnace was equipped with a lateral gasifier and with a re- 
cuperator beneath the cremation chamber sporting a closed floor to accommodate 
the corpse. It took 8-9 hours to heat the furnace, and a cremation lasted two hours 
and a half to three hours, with a consumption of 1,250 kg of coke. 

The furnace by Simon & Bourry installed in the crematorium at Manchester 
was characterized by the fact that the combustion gases of the gasifier with a 
stepped hearth entered the cremation chamber from the bottom. By getting mixed 
with the combustion air preheated in the recuperator, it produced a flame that 
enveloped both sides of the chamber floor and the coffin on it. The exhaust gases 
left through two openings in the ceiling of the cremation chamber. Introducing 
preheated combustion air beneath the chamber’s ceiling guaranteed the complete 
combustion of the fumes. The exhaust fumes then left through two vertical chan- 
nels located on both sides of the furnace, flowed through the recuperator and from 
there into the chimney. The chamber floor had slits through which the corpse 
remnants fell into a post-combustion chamber below, from which their ashes were 
extracted. The duration of the cremation ranged from one hour to one hour and 
twenty minutes, and the coke consumption was 1,000 kg for the first cremation 
and 100-150 kg for subsequent cremations. 

The American cremation furnaces had several heating systems. The furnace 
in Boston was equipped with oil burners of the Ames Oil Burner Company, North 
Easton, Massachusetts. Three burners were located in the cremation chamber and 
a fourth at the base of the chimney to initiate a draft and for post-combusting the 
flue gasses. A 6-hp steam engine drove a blower and an oil pump. The cremation 
lasted on average an hour to an hour and a half. 

The furnace by Engle Sanitary & Cremation Co., Ltd. of Des Moines, Iowa, 
also worked with oil and consumed 1.5 to 2 barrels of fuel for one cremation. The 
crematorium in Pittsburgh used natural gas, which burned in separate special 
combustion chambers placed beneath and behind the cremation chamber. The 
combustion products entered the cremation chamber through a grille-like wall 
and left through openings in its side walls. The cremation lasted an hour and a 
quarter, with a consumption of 300-425 cubic meters of gas. 

The Davies furnace installed in crematories at Lancaster, Philadelphia, Balti- 
more and Davenport, an anthracite hearth heated the cremation chamber directly, 
and the combustion products went through the hearth before leaving through the 
chimney (Freygang 1908). 

Toisoul and Fradet improved the process employing city gas already put to 
use in the Polli-Clericetti furnace in 1876. Their furnace (Document 31) had gas 
burners instead of the gasifier, but also operated according to the clean-hot-air 
principle. The air was provided by a recuperator made of metal tubes instead of 
refractory brick. A furnace of this type was set up at the Dessau crematorium in 
1910. The operating temperature of 1,000°C was reached after two and a half to 
three hours of preheating. Consumption was 215 m? of gas for each cremation. 

The first European experiments with naphtha-fired furnaces were run at the 
Jena crematorium in 1913 (Phoenix 1913), but such a heating system was not 
really introduced until the 1920s. 
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Document 32 shows the vertical, longitudinal and transverse sections of the 
naphtha-fired cremation furnace conceived by Rothenbach & Co. of Bern (Swiss 
patent 86533). The later naphtha-fired furnaces were derived from this very mod- 
ern design. The description of the device is as follows (Georgius 1923, p. 56): 

“The upper part of the furnace consists of a cremation chamber (1) separated 
by a grate of refractory clay (2) from the ash space (3). The latter has an inclined 
plane and an opening (4) for the removal of the ash. Two burners (5) emerge from 
the side walls of the cremation chamber. The cremation chamber has a double 
ceiling whose hollow space acts as preheater for the compressed air fed to the 
burners. In the lower part of the furnace is the recuperator (10) in which the air 
is heated along a serpentine line. Above the air preheater is a hot-air-collection 
space (11) to which the air channels (12) are connected; they сап be suitably 
controlled in the upper portion and open up to the sides of the cremation chamber 
(1). The air is controlled and fed to the recuperator via the inlet (13). A second 
set of burners, consisting of at least one burner (15), is connected to the air pre- 
heater. 

When the furnace is used, initially the two upper burners are used. The naph- 
tha fed to the burners is injected at a pressure of 300 mm of water column. After 
having been vaporized, the fuel mixes with the preheated air coming from the two 
air channels (12). The combustible gases then enter the cremation chamber (1), 
where complete combustion takes place on account of the mixing with the com- 
bustion air coming from the channels (12). Through channels (20) the combusted 
gases from the burners (5) reach the ducts of the air preheater and preheat the 
air. 

In this way, the walls of the cremation chamber (1) heat up to a high temper- 
ature, whereas the very hot combusted gases are used to heat the space of the air 
preheater. When the furnace reaches the required temperature and the air coming 
from the preheater has a temperature of 800°C, the cremation of the corpse can 
start. The upper burners (5) are shut off, but the lower burner (15) is started up 
in this phase of the activity of the furnace to prevent as much as possible any 
cooling of the furnace during the cremation. The cold air entering inlet (13) 
through the disc valve now open spreads into the air channels (10) and, rising 
countercurrently in natural convection because of its increasing temperature, 
reaches the hot-air-collection space (11) from where it flows through the channels 
(12) into the cremation chamber.” 

Electricity as a heat source was introduced only in the 1930s. The experimental 
furnace shown in Document 33 was realized at the beginning of the 20th century 
as a small-scale model by the Frankfurt Prometheus Co. and was used merely for 
experimental incinerations involving a few kilograms of animal flesh. 

Document 34 shows vertical, longitudinal and transversal sections of the elec- 
trically heated Conley experimental cremation furnace (U.S. Patent 988862 of 4 
April 1911). The very elaborate device was characterized by three fundamental 
elements: a muffle enclosed by a triple wall with insulating air spaces. This triple 
wall was penetrated by eight series of three carbon electrodes each, converging 
towards the center of the muffle. They could be retracted and controlled individ- 
ually by means of cams and cogwheels. Discharge of the combustion gas took 
place at the top, directly into the chimney (ibid., p. 57). 
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The early 20th century was a period of intense activity in the development of 
new cremation furnaces, as witnessed by a series of patents I have been able to 
identify. 

Figures 1,2 and 3 of Document 35 illustrate a patent dated 19 December 1912 
concerning a “Cremation furnace with gasifier connected to the combustion 
chamber at the front and a regenerator” This patent, granted to Wilhelm Sauerland 
of Dresden, is interesting in particular because it clearly shows the functioning of 
a regenerator. The description of the furnace and of the cremation process is as 
follows (Kaiserliches... 1915): 

"The gasifier (a) is directly linked, in the upper part of its front side, with the 
cremation chamber (e) by means of the burner (d) which becomes smaller in its 
front section and is fed with heated secondary air at (b) and (c) in the cladding of 
the gasifier. The combustion chamber (e) has a perforated floor, below which is 
the ash chamber (f) with its opening (t), whereas the regenerator (g), built in the 
usual way, is located beneath the ash chamber. Some slits or apertures (h) in both 
sidewalls of the combustion chamber are linked with the channels (i) arranged 
vertically in the lateral brickwork and with the regenerator (g). The ash chamber 
(f) is also linked with the latter through slits or openings (j). From the ash cham- 
ber (f) several discharge channels (k) lead to the discharge channels (I) located 
under the floor; these open into the chimney duct (m) and can be closed by means 
of valves (n). Underneath the regenerator (g) is the discharge channel (о) which, 
when valve (p) is opened, can be connected to the chimney duct, and, when aper- 
ture (q) is opened, can be connected to the atmosphere. 

To start up the furnace, valve (p) is opened and valves (n) are closed. Then 
gas is produced in the gasifier in the usual way and is burned with the warm air 
entering at (b) and (c). The flame thus produced thins down in burner (d) and 
darts as a clean bright flame into the combustion chamber (e). From here the 
combusted gases pass partly through the slits (h) and partly through the perfo- 
rated floor into ash chamber (f) and along its slits (j) into the channels (i) of the 
regenerator (g), flowing from top to bottom through its content, and then travel 
through the discharge duct (o) into the chimney duct (m). When the combusted 
gases have given up a sufficient portion of their heat content to the walls they 
strike and to the packing of the regenerator causing them to glow, valve (p) is 
closed. By closing the door of the ash chamber of the gasifier, gas production is 
stopped. Any gas still present continues to burn in burner (d). By slightly opening 
valves (n), these combusted gases are channeled through the draft channels (k) of 
the ash chamber into the draft channels (1) under the floor and into the chimney 
duct m. 

Now the corpse to be cremated is introduced into the combustion chamber (e), 
valves (n) are closed almost completely and the inlet air vent (q) is opened. The 
air entering here rises towards the channel (о) through regenerator (g) filled with 
the glowing bricks, enters the channels (i) and leaves at high temperature into the 
ash chamber (f) through the slits (j). The combustion of the corpse or rather of 
the coffin begins immediately, because from both sides several jets of heated air 
strike it over its total length, and from above, from burner (d), air heated to a high 
temperature is ejected. 

The combusted gases flow down into the ash chamber (f) where they are 
burned to the greatest extent possible by the high-temperature air entering 
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through slits (j); they travel through the discharge channels (k) into the discharge 

channels (l) ofthe ash chamber and into the chimney duct (m). After the complete 

combustion of the corpse, the inlet air vent (4) is closed and the ash is taken out 
through damper (t). Then the door of the ash chamber of the gasifier and valve 

(p) are opened, whereas valves (n) are closed, and the furnace is ready for the 

subsequent cremation. ” 

As I have already explained, the regenerator cools down during the cremation, 
transferring to the combustion air the heat stored during the heating phase. It must 
thus be heated again before a subsequent cremation. Hence it was not possible to 
carry out continual cremations. To remove this inconvenience, Friedrich Siemens 
patented a furnace on 18 August 1911 with two regenerators (Figures 1, 2 and 3 
of Document 36; Kaiserliches... 1913b), whose operation can be summarized in 
the following way: 

During the warm-up phase of the cremation chamber a and the regenerator b, 
the air enters through inlet c, travels through channel d and through another chan- 
nel — not shown — behind channel d and behind the lower part of regenerator b 
into regenerator e from bottom to top. It leaves in the upper part through the two 
channels f. There it meets the gas coming through the openings g from the gasifier 
h via channels i and valve k, which is open in this phase, and flows through chan- 
nels /. The flame which forms travels through the cremation chamber a, leaves 
through aperture m and arrives in channel n. Because the valve o of the gasifier 
is closed in this phase, the combusted gases enter regenerator b through channel 
n heating it up to a high temperature and leave through channel d into the dis- 
charge duct p. 

When vent c is opened, the air enters channel d, heats up in the regenerator b, 
leaves through channel n and reaches channel m together with the combustion 
gases arriving in channel m through channel q, because valve kis now closed and 
valve o is open. The developing flame travels through the cremation chamber a 
and flows via the two channels finto the regenerator e and the chimney duct p. 

When the cremation chamber and the two regenerators, having gone through 
this cycle several times, have become sufficiently hot, the cremation can begin. 

The air entering through inlet c heats up in regenerator e, rises and arrives in 
the cremation chamber a via channels f. In this phase, valve k is closed to prevent 
the gas from entering through opening g. Leaving the cremation chamber a, the 
hot air takes along the gases which form during the cremation of the corpse. These 
gases mix in channel m, and a flame develops, heating regenerator b. The com- 
busted gases leave from the lower part of the regenerator and travel along channel 
d into the discharge channel p. 

When the heat of the regenerator e has been used in this way, the air flow is 
inverted; it now travels through opening c into channel d, passes through the re- 
generator b and enters the cremation chamber through channels n and m. On leav- 
ing it through openings f it mixes with the gas arriving at opening f from the 
gasifier through valve k and channels / and g. The flame which forms heats up 
regenerator e. From there the exhaust gases flow to the chimney through the 
chimney duct p. In this way, one of the regenerators is always hot and the furnace 
can handle one cremation after another without interruption. 
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The patent of Max J. Kergel of Beuthen (Upper Silesia) presents amore mod- 
ern furnace concept (Figures 1-3 of Documents 37, 37a), although it is a few years 
older (4 October 1908). His furnace, in fact, has a recuperator instead of the one 
or two regenerators and an ingenious heating system from the outside for the 
muffle. These ideas will be picked up and improved on in later years. This is the 
description of the device (Kaiserliches... 1910): 

“The invention consists in the fact that around the cremation chamber (a) 
there are heating chambers (b) and, above them, channels or air chambers (c). 
The latter are directly linked to the cremation chamber such that the air that has 
been heated to a high temperature in chambers (c) on account of a combustion of 
gas in the heating chambers (b) flows continuously through the cremation cham- 
ber (a). Under the cremation chamber is the recuperator consisting of heating 
channels (e) and air channels (f). The air channels (f) are linked to the air chan- 
nels (c) which surround the cremation chamber. The combustion gas is fed 
through channel (g) whence the gas reaches the channels (h) and (h'). The oper- 
ation of the furnace is as follows: 

First of all, gas is fed to the cremation chamber (a) through the central chan- 
nel (h) and at the same time air from channels (c) is brought in as well. The com- 
busted gases of this mixture arrive through the grate on the inclined plane (d) for 
the ashes and leave via channel (i) for the heating channels (e). When the crema- 
tion chamber is sufficiently hot, the central channel (h) is closed and the two side- 
channels (h!) are opened. Now the combustion of the gases takes place in the 
heating chambers (b), because they ignite on the hot walls. In this way, there is 
simultaneous heating of the outside wall of the cremation chamber (a) and of the 
air flowing through channels (c). The combusted gases from the heating chamber 
(b) reach the air feed channels (f) in such a way that the air which is to be fed to 
channels (с) is preheated.” 

The patent of *Bunzlauer Werke Lengersdorff & Comp." of Bunzlau (Silesia) 
dated 6 July 1911 (Documents 38, 38a-c) concerned a new distribution system 
for both the discharge gas and the combustion air for the gases of the gasifier and 
the corpse. This air was fed through the gaps of the refractory grate. The claims 
of the patent are the following (Kaiserliches... 1913c): 

“1. A process for the cremation of corpses with combustible gases and air 
preheated by a heat source characterized by the fact that the heated air is parti- 
tioned and the amount of air needed for the combustion of the carbon monoxide 
is brought to the combustion chamber of the gasifier, and the air which mainly 
serves for the cremation is brought directly to the cremation chamber. 

2. A system for the realization of the process characterized by the fact that the 
discharge gases are partitioned and taken, for the recovery of their heat content, 
to separate recuperators that can be connected one to the other by means of a 
control device. 

3. A furnace for the process according to claims 1 and 2 characterized by the 
fact that for the combusted gases discharge channels are provided, one feeding 
into the cremation chamber and another into the ash chamber. 

4. A device for the realization of the process according to claims 1 and 2 char- 
acterized by the fact that the hot air is fed into the cremation chamber through the 
refractory grate toward the coffin.” 
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The system of feeding the combustion air through the bars ofthe grate was further 
developed in a subsequent patent (9 September 1933) taken over by the J.A. Topf 
& Söhne Company of Erfurt on 27 November 1937 (see Section II, Chapter 3). 

The patent of a “cremation furnace for corpses with naphtha combustion” of 
the Körting brothers at Linden (30 June 1911; Kaiserliches... 1913a) does not 
concern the substitution of a naphtha burner for the gasifier - obviously already 
protected — but a post-combustion system for the fumes based on the suction pro- 
duced by the flame of the burner. Figure 1 (Document 39) shows a typical reali- 
zation of the system, which resembles a pilot hearth for the chimney. The gases 
burned in burner A diffuse into the post-combustion chamber b and enter via ap- 
ertures c into the cremation chamber a. The gases resulting from the combustion 
of the corpse are sucked up by the draft due to the auxiliary burner i through 
channel d and enter into the combustion chamber e where they mix with the gases 
from the burner and burn to completion; they then leave through the discharge 
channel f, g. 

In Figure 2 the gases stemming from the combustion of the corpse are drawn 
in directly by the main burner, enter into the combustion chamber b and pass into 
the cremation chamber, where they burn completely due to the combustion air for 
the corpse. 

The “Cremation furnace for corpses using naphtha or gas heating with a col- 
lection vessel for the ashes beneath the cremation chamber having slanted walls" 
was patented by Wilhelm Buess on 22 August 1913 (Kaiserliches... 1914). The 
furnace (Documents 40 and 40a) consists of a cremation chamber closed by valve 
a and having as a floor grate b below which there are two inclined planes c which 
end in funnel d. Beneath funnel d is a cylindrical shaft e with a bottom f which 
can be moved up and down, in which there is the crucible g which is directly 
connected to the funnel. Between the crucible and the bottom there is the support 
h which acts as a distributor for the flame coming out of nozzle i. The bottom of 
the crucible is perforated; above the hole there is a lid k with a channeled rim. 
Beneath the hole of the crucible, within the support h, there is a vertical duct h’ 
with a run-off channel f". 

The operation of the device is as follows: 

The flame projected from nozzle i is distributed by support Ah; the combustion 
gases leave along channel e and enter the cremation chamber through the open- 
ings m, striking the coffin and the corpse from behind. The combustion products 
pass through the grate downwards and enter into slit п located in the walls oppo- 
site the two inclined planes. These slits are connected to two channels o which 
envelop the cremation chamber completely from both sides and lead into the 
chimney p. The ash of the corpse falls through the grate b onto the two inclined 
planes c below, from which they slide via the funnel d into the crucible g. If a 
zinc coffin is used, the molten metal flows into the crucible and enters into the 
vertical duct Л! via the channels on lid k; it can be retrieved at the outlet of the 
run-off channel f". 

The ashes of the corpse float on the molten metal and settle on the bottom of 
the crucible when the metal has flowed out completely. Any uncombusted parts 
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will burn completely in the crucible which is heated directly by the flame coming 
out ofthe nozzle i. 

At the end of the cremation, bottom f of the cylindrical shaft e is lowered; the 
crucible g with the ashes of the corpse can be removed and another crucible put 
in its place. The bottom is then raised, and the furnace is ready for another cre- 
mation. 

According to the inventor, this furnace could be used as a mobile device in 
times of war or epidemics. 

The electric furnace for the cremation of corpses invented by the American 
Lawson Henry Giddings (Document 41) was patented in Germany on 11 April 
1911 (Kaiserliches... 1912). It was a device in which the electrical heating ele- 
ments, besides heating the walls of the furnace, heated also the combustion air 
for the corpse. The cremation process was completely indirect. 

In the upper part of the furnace, combustion air enters via the aperture 3, which 
could be regulated by means of valve 7. This opening is connected to the air 
channels 4, which cover the cremation chamber 2 above, on the sides and in the 
rear. The floor and the side walls of the cremation chamber are provided with 
longitudinal air channels // and /6 — connected to a transverse channel /0, which 
in turn is connected to the air channels 4 — in which the electrical heating elements 
are located. The air channels /0 and 11 are closed above by means of a cover & 
made of refractory material, which extends almost to the door 6 of the cremation 
chamber. The lateral ribs /3 and the curled-up edges /4 retain the ashes and the 
molten metal parts of the coffin. The cremation chamber 2 is connected to the 
chimney /5 via opening /7. 

To carry out a cremation, the coffin is moved into the cremation chamber 
through the chamber door. Then valve 7 is opened and switch 78 is pressed, al- 
lowing current to flow to the electrical heating elements. The combustion air en- 
ters the air channels 4 through opening 3, moves on to channel /0 and then into 
the channels 77, where the glowing electrical elements are located. The air then 
enters the cremation chamber at a high temperature through the slit located in 
front of the chamber door and strikes the coffin with the corpse. The combustion 
products enter into opening /7 situated in the rear portion of the cremation cham- 
ber and from there into the chimney. This process was never used in Germany. 


4. Cremation Experiments in Germany in the 1920s 


After the end of the First World War, the reduction in coal production due to 
the loss of major coal-producing territories and the forced supply of coal to the 
victorious powers imposed by the treaty of Versailles made it imperative for Ger- 
many to use its remaining coal resources with great economy. For that reason, in 
the years following the war, German industry strove to optimize all of its instal- 
lations consuming coal or coal derivatives in an effort to obtain the greatest pos- 
sible efficiency. 
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This need for scrupulous heat management concerned also the cremation fur- 
naces. This had become inevitable, because the Prussian law of 14 September 
1911 accepted only cremation systems using clean air (completely indirect pro- 
cesses), such as those invented by Friedrich Siemens, in which the corpse was 
consumed by air heated to 1,000°C in a recuperator without having contact with 
the gases produced in the gasifier. The “Directive for the application of the law 
concerning cremation of 14 September 1911” issued by the Prussian Ministry of 
the Interior on 29 September 1911, in fact, stated in this respect (Lohmann 1912, 
pp. 54f.): 

“Cremation must not take place by direct contact with the fuel, but only in 
special cremation chambers separated from the hearth. The combustion products 
of the hearth must not enter into the cremation chamber directly during the cre- 
mation and must not heat it indirectly. The cremation must instead be executed in 
the cremation chamber heated to the proper temperature by sufficient combustion 
air preheated to high temperature.” 

This system of cremation was not only enormously expensive, it did not even 
guarantee a thorough result. Its justification was an “esthetic” one, i.e. the asso- 
ciation of the Prussian societies for cremation considered it to be improper that 
the corpse be touched by the flames and by the spent gases coming from the gas- 
ifier — that was barbaric, a return to the pyres of old. 

At a time when the cremation movement was still assertive against opposition, 
these considerations also contained a certain element of public relations which 
aimed for a description of the process of cremation as being the most agreeable — 
or the least disagreeable — possible and which went as far as giving a false de- 
scription of what was really happening: it was asserted, in fact, that in the case of 
a completely indirect process the corpse in the muffle did not actually burn, but 
was gradually consumed by the hot air which struck it. 

By 1924 German engineer Hans Kori had three decades of experience in the 
design and construction of incinerators for slaughterhouses which used a totally 
direct process, i.e. the combustion products from the hearth struck directly the 
animal carcasses to be incinerated. This afforded a significant reduction in fuel 
requirements compared to the indirect process. 

In February of that year Kori approached the police authorities of Berlin- 
Schöneberg with a proposal for the revision of the law of 14 September 1911. 
Hans Kori stressed the inconsistency in the claim of a flameless consumption of 
the corpse by pointing out that the body was normally introduced into the furnace 
enclosed by a coffin which obviously burned and thus generated flames, and by 
stating that the corpse itself, after desiccation, burned generating its own flames. 
Finally, in the case of a completely indirect process, a strong temperature drop 
occurred during the evaporation of the water contained in the corpse which could 
only be counteracted by feeding into the muffle the combustion products from 
the gasifier. Hence, Kori proposed acceptance of the direct cremation process as 
legal. 

The Berlin police authorities turned to the Ministry of the Interior, which was 
so interested in the matter that on 19 July 1924 Kori submitted to it a detailed 
presentation of his proposal (Kori 1924). 
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The question was examined by the Berlin study group for energy conservation 
(Arbeitsgemeinschaft für Brennstoffersparnis), which drew up an opinion accept- 
ing Kori’s proposal and ending with the following recommendation (Arbeitsge- 
meinschaft... 1924): 

“For reasons of heat technology and in the interest of fuel savings it is recom- 
mended to modify the legal requirements of 14 September 1911 for the construc- 
tion and operation of crematoria in the sense that, as a rule, the addition to the 
hot air of combusted gases without fly ash is accepted.” 

This recommendation was taken up by the Prussian Ministry of the Interior which 
gave out the following decree on 24 October 1924 (“Amtliches...” 1925): 

“Іп the directive of 29 September 1911 concerning the application of the Prus- 
sian Law on cremations dated 14 September 1911, (Statutes p. 193) in Section II, 
Number 3, Paragraph 7b etc. it is stated that cremation must not occur under the 
direct effect of fuel, but only in special cremation chambers separated from the 
hearth. By a regional state legal authority we have been made aware of the fact 
that it is often insufficient to conduct a cremation under total exclusion of com- 
busted gases, i.e. when several corpses must be incinerated in the same device in 
succession. The reports that, in consequence, have been requested by the regional 
state police have been submitted to the Berlin study group for energy conservation 
for an opinion. I have the honor to attach a copy of this opinion for kind consid- 
eration. We have therefore no objection to rule against a temporary influx of gas- 
ifier gases into the corpse chamber. For the moment we desist from a modification 
of the application dispositions.” 

On 9 October 1925 the association of Prussian societies for cremation objected 
to this decree which accepted a mixed or semi-direct cremation process. The ob- 
jection was examined by the Berlin study group for fuel savings, which rejected 
it in another opinion (22 December 1925) restating the reasoning already laid out 
in the previous opinion and arguing that such a cremation process had been used 
in Prussia, in practice, for quite some time, and it was now only a matter of legal- 
izing the state of things (Arbeitsgemeinschaft... 1926a). 

But previously, on 29 December 1924, an objection against the decree of the 
Prussian Ministry of the Interior had already been filed by the firm J.A. Topf & 
Sóhne of Erfurt. I shall address this matter in more detail in Section II of this 
study. Here I will say only that the Berlin study group for fuel conservation re- 
jected also this objection, but with one concession: it proposed to substitute the 
term “Generatorgase” (gasifier gases) in the decree of 24 October 1924 by the 
expression “flugaschefreie Verbrennungsgase" (combustion gases free from fly 
ash). In the eyes of the proponents of a completely indirect combustion, this con- 
cession was not acceptable in a compromise formula inasmuch as it specified that 
the combustible gases produced in the gasifier should burn completely in the gas- 
ifier itself in such a way that the corpse would not be struck by the flames but by 
spent high-temperature gases without fly ash in order to prevent an esthetically 
objectionable contact of these ashes with the corpse (Arbeitsgemeinschaft. .. 
1926c). 

The proposal was accepted by the Prussian Ministry of the Interior, which, 
with its decree of 4 December 1926, modified the decree of 24 October 1924 in 
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the sense that the word “Generatorgase” was substituted by the expression “flu- 
gaschefreie Verbrennungsgase” (“Amtliches...” 1927). 

However, Dr. Mühling, president of the Association of German-speaking so- 
cieties for cremation, was dissatisfied with the modification and asked for a meet- 
ing to be convened with the representatives of the Berlin study group for energy 
conservation, which took place on 5 March 1927 and which confirmed the valid- 
ity of the cremation process accepted by the decree of 24 October 1924 and its 
subsequent modification, all the more so as it was valid only in Prussia and did 
not rule out the completely indirect process, but simply accepted also the semi- 
direct process (Arbeitsgemeinschaft... 1927). 

The controversy did not stop, being fed also by the builders of cremation fur- 
naces who felt that their completely indirect furnace models were threatened by 
the new cremation system which would inevitably lead — as in fact it did — to 
major technological changes. Thus, while one of the more prominent members of 
the Berlin study group for fuel conservation, Chief Engineer Tilly, dedicated him- 
self to the demonstration that the direct cremation system was economically more 
advantageous, Chief Engineer A. Peters, general agent of the Gebrüder Beck Co. 
of Offenbach and of Schamottefabrik A.G. of Stettin, formerly Didier, attempted 
to refute the calculations of the other side, going so far as to assert that the Beck 
furnaces in the crematorium at Berlin-Treptow had required approximately the 
same quantity of fuel for the cremation of 20 corpses in succession as the amount 
used by Tilly for the cremation of an equal number of corpses with the direct 
process (Peters/Tilly 1926; cf. Chapter 7). 

The general question of the economy of cremation furnaces could only be re- 
solved by scientific cremation experiments. 

The most important experiments of that period were run in the Dessau crem- 
atorium in 1926 and 1927 by German engineer Richard Kessler who wrote a long 
scientific paper about them (Kessler 1927). 

At that time this crematorium was equipped with two cremation furnaces, one 
based on the Toisul-Fradet system using city gas, built in 1910, and another, more 
modern one built in 1923 and based on the Gebrüder Beck system using either 
gas or coke. Kessler was given the task of executing scientific cremation experi- 
ments in this furnace to determine the most economical heating system. The fuels 
used for the experiments were city gas, coke and briquettes. 

During the preliminary tests, Kessler noted the various factors having a nega- 
tive effect on the heat economy of the furnace. He determined experimentally that 
an excess of air — signifying heat loss and hence fuel consumption — was partly 
due to leakage air entering the furnace through cracks and openings that did not 
shut properly. Concerning the first point, Kessler wrote (ibid., no. 8, p. 136): 

“We have ascertained experimentally that the cracks in the brickwork which 
form to a greater or lesser extent in the cremation furnaces themselves because 
of the continuous stress to which they are exposed, allow a certain quantity of air, 
more precisely of cold air, to enter the cremation chamber during the final phase 
of the cremation; this amount of air is far greater than what is needed at this stage 
for the combustion of the remains of the corpse. The consequence of this is, of 
course, a deleterious cooling of the furnace (heat loss).” 
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At that time this impairment was almost unavoidable. Kessler himself states that 
“it is technically impossible to execute the brickwork of a combustion device in 
a way such as to prevent leakage of air entirely” (ibid.). To limit the leakage of 
air through the openings of the furnace (muffle door, air vents, smoke vane etc.), 
he designed a special hermetic closure shown in Documents 42 and 43 (Figures 
1-6). 

Kessler held the following instruments to be absolutely necessary: 

1. An electric pyrometer to measure and record the temperature of the muffle. 

2. One or more pressure gauges to measure the draft in the chimney from time 
to time. 

3. A measuring device for CO and СО» to maintain proper combustion and to 
check the development of smoke. 

4. Several thermometers to determine the temperature in the lower part of the 
furnace and in the flue duct, and in particular the temperature of the combus- 
tion air. 

5. A manometer in case of operation with gas. 

It turned out that the possibility to monitor the temperature profile of the muffle 

over time by means of the electric pyrometer was of great importance. In that way 

the attendant could, at any moment, take the measures necessary for an optimum 
control of the cremation process. The experiments showed that the optimum tem- 
perature for the introduction of the corpse was 850-900°C. 

Another major factor adversely affecting heat economy was improper opera- 
tion of the furnace due to insufficient training of the operator(s). After having 
eliminated the problems that had been identified in the initial tests, Kessler was 
able to carry out the fundamental cremation experiments as such. 

These experiments entailed the cremation of eight corpses in succession, the 
furnace being heated by three different types of fuel — coke, briquettes and city 
gas. Kessler published the technical diagrams for the three crucial experiments as 
well as other data concerning the furnace, as they are reproduced below. 

In the following paragraphs I have summarized Kessler’s long account as 
briefly as possible, directing attention in particular to the experiments with coke 
and briquettes. For a detailed description of the furnace’s structure and arrange- 
ment of measuring points see Document 46. 


Cremation Experiment with Coke (5 January 1927) 


Operation of the furnace 





Document 47 shows a detailed graph with various parameters measured dur- 
ing the operation of the furnace. For details see there. 


Preheating (7:18 — 9:30 a.m.) 


The coke loaded into the gasifier prior to the start of the preheating was about 
5.2 Zentner (A) or 260 kg. The door of the ash chamber (M) stayed open for about 
90 minutes with a section of 190 mm. The air vents to the hearth (F) and to the 
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gasifier (G) are closed. The main damper of the flue duct (H) is open with a ver- 
tical section of about 380 mm. The draft of the hearth (D) rises to 5 mm water 
column once the combustion is well under way and stays constant with slight 
variations at around 5-7 mm water column; that of the flue duct rises to 10 mm 
water column and then fluctuates between 10 and 12 mm water column. Then, a 
little before 9 a.m., the door ofthe ash chamber (M) is closed completely and the 
air vent to the hearth (F) is opened (200 mm) as is, somewhat less, that of the 
gasifier (С). Now the gasifier produces CO, which burns to СО» before entering 
the muffle. The main damper of the flue duct is lowered to 150-180 mm. The 
draft of the hearth holds at 5-7 mm water column; that of the flue duct at 10 mm 
water column. 


Cremations (9:30 a.m. to 9 p.m.) 





The first cremation begins at 9:30 a.m. As soon as the coffin is introduced, 
there is formation of dark smoke for about 4 minutes, then of light smoke for 
about 2 minutes (E). The furnace is switched to combustion of smoke and stays 
that way until 9:44 when the danger of smoke is over. 

The air vent of the gasifier (G) is opened for about 4 minutes to a vertical 
section of over 200 mm — because when the furnace is switched to combustion of 
smoke, this air carries the smoke back to the gasifier where it burns completely — 
and is then closed once again. The air vent for the primary air for the smoke com- 
bustion (L) is held open for the same time and with the same open cross-section, 
but its cross-section is then reduced again to 20-25 mm; the air vent of the air to 
the hearth (F) is reduced to about 140 mm. 

At the beginning of the cremation, the main damper of the flue duct (H) is 
closed completely and the damper for combustion of smoke (K) is opened, stay- 
ing in that position for the whole duration of the combustion of the smoke, i.e. 
until 9:44 a.m. Then this damper is closed completely and the other reopened, 
staying open with decreasing cross-section until the end of the cremation. 

The remaining seven cremations were handled in the same way. The main 
aspects are the following: 

In the course of the second cremation, another 2.9 Zentner of coke (145 kg) 
were fed to the gasifier, and a further 1.04 Zentner (52 kg) during the sixth, for a 
total of 9.14 Zentner (457 kg) of which, as we have seen, 0.42 Zentner remained 
unconsumed, so that the total effective consumption amounted to 436 kg. During 
the loading, the door of the ash chamber normally stayed open to allow the coke 
to become incandescent. At the start of each cremation there was a more or less 
pronounced development of smoke, stemming from the burning of the coffin. It 
lasted between 4 and 18 minutes. During the seventh cremation, the furnace 
smoked also in a more-advanced phase of the combustion. The air vent of the 
hearth (F) was kept open only intermittently, with a larger section during the 
coke-feeding operation. The vent of the gasifier (G) was opened wide only when 
there was generation of smoke, for the reason explained above. 

The main damper of the flue duct (H) was kept open with a small section (100- 
120 mm) during normal combustion, while during combustion with smoke it was 


64 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


closed and the damper for smoke combustion (K) was opened wide (400 mm). 
The air vent of primary air for smoke combustion (L) was opened wide to 300 
mm during the switch-over of the furnace for the combustion of smoke, while the 
vent for primary air for normal combustion (I) stayed closed in this phase or was 
opened only exceptionally and to a very small degree. 

The main damper (H) which controls the velocity of the discharge gases acts 
directly on the draft of the hearth (D) which goes up in proportion to the increase 
in the open cross-sectional area of this damper, the rise in the draft on the hearth 
is even higher during smoke combustion, because then the corresponding damper 
is opened wide. An increase in the cross-section of the two dampers — which op- 
erate in tandem — causes in fact an increase in the speed of the discharge gases in 
the flue duct and, therefore, a lower pressure in the furnace and in the hearth with 
a greater suction of air through the door of the ash chamber and the air vent of the 
hearth, even if closed, such as was the case during the sixth cremation, and hence 
the more active combustion ensues. This suction is due to the fact that the inlets 
in question do not close hermetically. 


The temperature curves 





Document 48 shows detailed graphs of the temperature curves as measured 
throughout the cremation by various detectors throughout the furnace. For details 
see there. 


Preheating 

At the beginning of the preheating operation the muffle has a temperature of 
about 100°C. It then rises constantly up to about 785°C (9:30 a.m.), when the first 
corpse is introduced. The temperature of the discharge gas in the lateral upper 
right-hand channel rises to 600°C, then drops to 460°C and at 9:30 rises again to 
500°C due to the positioning of the ash chamber door, of the hearth’s air vent, the 
gasifier’s air vent and the main damper (cf. preceding diagram). The combustion 
air in the upper left-hand channel (D) hardly exceeds 50°C. The air entering the 
gasifier (F) remains at around 100°C. The temperature of the discharge gas in the 
flue duct (G) rises to 250°C and then varies between 230 and 240°C. In the base- 
ment where the lower part of the furnace is located the temperature hardly ex- 
ceeds 20°C, on the ground floor with the upper part of the furnace (muffle) the 
temperature is a little lower. The outside temperature is around 1°C. 

During the preheating phase the СО» content is about 11% (excess-air ratio: 
20.5+11 = 1.86). 


Cremations 


The temperature curve of the muffle (A) allows the cremation of the corpse to 
be followed through all its phases. Although no two cremations are identical, the 
cremation process runs in the same way and may be summarized essentially as 
follows: 

The coffin catches fire even as it is loaded into the muffle; it burns completely 
or nearly so within 15-20 minutes. The heat generated by its combustion leads to 
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a rapid rise in the temperature by about 200-300°C, and the highest temperature 
(up to 1,100°C) is reached in this phase. Because initially the combustion air is 
insufficient, smoke forms to a greater or lesser degree, which stops when the fur- 
nace is switched into the smoke-combustion mode: the main damper of the flue 
duct is closed and the smoke-combustion damper is opened, the gases forming in 
the muffle flow back to the gasifier and mix with the air coming from the air vent 
of the gasifier which, as we have seen, is open wide (300 mm) at this stage. At 
the same time the discharge gases are diverted and enter the lateral upper left- 
hand channel (E) — in which the primary combustion air (D) flows during normal 
mode — and then enter the flue gas duct controlled by the smoke-combustion 
damper (Document 46, no. 15). Conversely, the primary combustion air now 
flows into the lateral upper right-hand channel (C) through which the discharge 
gases pass during normal mode. This mode of operation causes the smoke to be 
burned and to disappear within a few minutes. 

This explains why the temperature curve of the primary air in the lateral upper 
right-hand channel during the smoke combustion (C) is the continuation of the 
temperature curve of the discharge gases in this channel during normal combus- 
tion (B) and also why the curve for the discharge gases in the lateral upper left- 
hand channel during smoke combustion should be the continuation of that of the 
primary air at this point in normal operation (D). 

In the smoke combustion phase the temperature of the combusted gases (E) 
reaches 450°C in the first cremation, then rises even higher, settling at around 
600°C for the last three, with a peak of 800°C for the second cremation. The 
primary combustion air (C) is represented by the downward branch of the curve 
for the discharge gases during normal combustion (B), because in the lateral up- 
per right-hand channel, previously traversed by the discharge gases at high tem- 
perature, we now have preheated air flowing to the recuperator, but at a much 
lower temperature. This leads to a steady cooling of the channel, and the temper- 
ature drops abruptly. The greatest difference occurs during the seventh cremation 
in which the temperature of this channel drops from 1,150 to about 670°C. 

During the smoke-combustion phase, the discharge gases flow through the 
channel traversed by the primary combustion air in normal operation, therefore 
their temperature goes down noticeably and the corresponding curve (E) is usu- 
ally below that of the temperature of the discharge gases in normal combustion. 
Moreover, the duration of the smoke-combustion mode is far shorter than that of 
the normal mode, thus the discharge gases traverse the respective channel only 
for a brief span of time. It follows that the lateral upper right-hand channel stores 
much more heat than the left-hand one, which, being cooler, is more strongly 
cooled by the normal primary combustion air (D), and that is the reason why the 
curve D shows maximum and minimum peaks that are lower than those for curve 
C. 

During the second cremation curve D drops to a point as low as 100°C. The 
temperature of the combusted gases in the flue duct (G) stays between 250 and 
350°C in normal combustion but goes up by 50-150°C during smoke combustion. 
The reason is that at this stage the highest temperature of the muffle is reached. 
The temperature curve for the gasifier air (F) follows that of the combusted gases, 
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rising and falling with the variations of the latter. While the coffin burns, the 
evaporation of water from the corpse already begins. It intensifies with the pro- 
gressing combustion of the coffin, and at the same time the gasification of the 
corpse sets in. Both processes absorb heat and lead to a sudden drop in the muf- 
fle’s temperature by 200-250°C. 

In the main phase of the cremation process, when the corpse begins to burn 
with live flames, the temperature rises strongly, depending on the type of corpse, 
such as in the third and the seventh cremation, or oscillates weakly, as in the sixth 
and the eighth cremation. 

In the final stage of the cremation process the remains of the corpse, which 
still burn on the grate and burn out in the post-combustion chamber, have such a 
small mass that the excess of air in the furnace is very high, even with all apertures 
closed, and the temperature of the muffle drops. During the second cremation it 
falls to 575°C. Professor Schläpfer explains (Schläpfer 1938, p. 152): 

“Only in the early stages of the cremation, as long as the body is still lying 
intact on the grate and the incoming air finds combustible material everywhere, 
is it possible to work with small amounts of excess air. Towards the end of the 
cremation, on the other hand, when combustible material can be found only here 
and there, a large part of the air passes through the muffle without coming into 
contact with any combustible material.” 

Kessler has not indicated the average СО» content and the excess air for the eight 
cremations with coke. He has noted only that during the preheating phase, with 
an average СО» content of 11% corresponding to an excess air ratio of 1.86, the 
combustion can be considered economical, and merely adds (Kessler 1927, no. 9, 
p. 152): 

“During the cremation of the corpse it is more difficult to maintain an eco- 
nomically good combustion, because in the initial phase of the cremation one must 
feed the greatest possible amount of air in order to suppress smoke formation, 
while in the second phase, even with the air vents completely closed, the quantity 
of air flowing into the muffle through the invisible cracks in the furnace is rather 
higher than what is needed for the remains of the corpse burning on the grate. 
The attendant has the task of maintaining combustion as economical as possible 
in both cases (high CO» content with minimum excess air). The control equipment 
mentioned initially gives the necessary indications in this respect.” 

The diagram for СО» + Оз, which is shown above the temperature curves (docu- 
ment 48), is insufficient to judge the economics of the combustion: the recordings 
are few and, moreover, limited mainly to the initial stage of the cremation. Here 
we һауе an average СО» content around 10-11% with a few peaks at 17%. In the 
second phase the average СО» content drops noticeably down to 3-4%. 

The experiments of cremation with briquettes (Documents 49 & 50) and with 
city gas (Documents 51 & 52) can be retraced in the same way on the respective 
diagrams. 

The cremation experiments with briquettes were similar to those with coke. 
Of course, briquettes having a lower l.h.v. than coke, the fuel consumption in- 
creases, as shown in the diagram of the furnace operation (Document 47). The 
total consumption (A) was, in fact, 10.66 Zentner or 533 kg. The more-frequent 
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loading with smaller amounts of briquettes was required by the nature of the fuel. 
The control of the vents and of the doors follows essentially the same pattern as 
with coke, but the curve for the draft of the hearth (D) shows stronger fluctuations 
(between | and 8 mm water column). The formation of smoke, too, is almost 
equivalent. 

The temperature curve for the muffle (Document 50) rises in a very irregular 
way in the preheating stage. The first corpse was introduced at about 960°C. The 
shape of this curve clearly reflects the various phases of the cremation: strong 
initial temperature rise (up to 1,080°C) when the coffin burns, strong drop (down 
to 670°C) during the evaporation phase, renewed increase during the combustion 
of the corpse and a decrease towards the end because of the excess air. 

In the cremations with gas (Document 51), the consumption (A) was 202 m?. 
Smoke formation seems to be higher. Of particular interest are the curves E and 
F for the draft at the two dampers of the flue duct. Kessler writes in this respect 
(ibid.): 

“When one damper is open, the other must be closed. The diagram shows that 
the draft at the damper closed from time to time does not go down to zero; this is 
due to the fact that the dampers do not close hermetically against their frames. 
Here the chimney draft absorbs a portion of the combustion air (primary air) 
brought to the muffle of the furnace. " 

The temperature diagram (Document 52) shows for all cremations — except the 
fourth — a drop in the muffle temperature immediately upon the introduction of 
the coffin varying between 40°C (first and eighth cremations) and 100-110°C 
(third and seventh cremations) with a peak at 190°C for the sixth cremation. A 
similar effect, although on a smaller scale, was noticed also for cremations with 
briquettes (drops between 20 and 75°C) and, to an even lesser degree, for coke 
operations (drops between 10 and 30°C in the second, fourth, fifth and eighth 
cremations). Kessler links this effect to four causes (ibid., no. 10, p. 166): 

“1. Cooling of the muffle caused by an influx of colder ambient air when the coffin 
is loaded. 

2. Heat loss from the wall of refractory clay due to the necessity of bringing the 
coffin, its fixtures and the corpse up to the ignition temperature. 

3. Thermal balancing between the colder combustion air — fed to the muffle in 
large amounts during the early stages to prevent smoke formation — and the 
muffle temperature. 

4. Leakage of air into the muffle through the cracks of the furnace; this air, de- 
pending on the chimney draft, has a temperature to a greater or lesser degree 
lower than that of the air entering along the intended path.” 

The initial temperature drop for cremations with coke and briquettes is smaller 
than in the case of gas because in this latter case the burners are shut before the 
coffin is introduced, whereas with coke and briquette-fired furnaces there is still 
enough heat flowing into the muffle from the gasifier to limit this temperature 
decrease. As Kessler explains (ibid., p. 168): 

“A reduction of the muffle temperature to a certain degree during and after 
the introduction of the corpse is an unavoidable and inescapable necessity of the 
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cremation process, even in well-run furnaces. The extent to which this tempera- 

ture decrease can be opposed without additional heat brought in from the heat 

generator depends on the following factors: 

a) whether and to what degree the corpse produces heat during the cremation 
and transmits it to the muffle of the furnace; 

b) the possibility of supervising the cremation process in the furnace from the 
heat-technological point of view by means of appropriate instruments and of 
controlling the combustion air by means of closures which seal properly and 
hermetically; 

c) the mass of refractory clay which acts as a thermal accumulator. ” 

The primary objective of Kessler’s experiments was to determine the kind of fuel 
which would allow the most economical cremations. The results are shown in the 
following table: 


Table 1: Fuel Consumption during Kessler’s Experimental Cremations 








Consumption 
А рег cremation | рег cremation 
Соке 29.500 kg 
Briquettes 32.125 kg 
Gas 11.750 m? 


The l.h.v. of the three types of fuel as given by Kessler was 7,000 kcal/kg for 
coke, 5,000 kcal/kg for briquettes and 4,500 kcal/m? for city gas. This results in 
the following table for the heat consumption in 1,000 kcal (Mcal): 


Table 2: Energy Needs during Kessler’s Experimental Cremations 
Energy consumed (Mcal) 


: per cremation | per cremation 
Coke 381.500 206.500 
Briquettes 333.125 160.625 


Gas 113.625 52.875 








Kessler's comment on the consumptions for the preheating stage 15 as follows 
(ibid., no. 9, p. 159): 

"The muffle is taken from the same initial temperature to the same introduc- 
tion temperature in all three cases. If we assume that the amount of heat developed 
during the preheating stage with gas is transferred completely to the muffle, we 
may say that, for coke and briquette operation, some 900,000 kcal are lost mainly 
for heating the walls of the gasifier and those parts of the refractory material in 
the furnace which are not touched by the gas, as well as through radiation from 
these parts to the surroundings. These losses should be avoided if at all possible. " 

The ratio of heat consumption for gas over that for coke is 486/1,400 — 0.35 for 
the preheating phase and even less for the 8 subsequent cremations; 423/1,652 — 
0.25, i.e., for the cremations the heat consumption in the case of gas is one quarter 
that for the case of coke. This depends on yet another important factor, as ex- 
plained by Kessler (ibid.): 
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“Whereas for gas heating the heat required can be precisely controlled, in the 
case of coke or briquettes heat is produced even at times when it is not needed, 
because even though it is possible to reduce the combustion in the generator, it 
cannot be stopped altogether; otherwise the fire would go out.” 

From these considerations we can see clearly that the heat consumptions of a 
coke-fired furnace and a gas-fired one are not directly comparable, and this is all 
the more true for a furnace designed to run exclusively on gas, such as the Volck- 
mann-Ludwig furnace (cf. next chapter). 

The experiments described in this chapter were carried out under optimum 
conditions using proper instrumentation and under the supervision of a special- 
ized engineer. This had a marked influence on the fuel consumption. Kessler him- 
self notes with respect to the use of gas as a heat source (ibid., p. 153): 

"I wish to point out that previously, because of insufficient supervision of the 
furnace and excess of air, consumption was roughly twice the above figures or 
more." 

The question of the duration of cremations will be dealt with in Chapter 6. 

In 1927 scientific cremation experiments in a coke-fired furnace were also run 
at the Biel crematorium (Wilhelm Ruppmann system; Document 53) under the 
guidance of the engineer Hans Keller, who wrote two extensive reports about the 
work done (H. Keller 1928 & 1929). We will summarize the essential results of 
the experiments for this case as well. 

Concerning the temperature evolution, H. Keller noted (1929, p. 2): 

"After the introduction of the corpse, the coffin catches fire immediately and 
the temperature goes up by 100-150°C. Five minutes later, it again goes down by 
100-200°C, even though the lid of the coffin has not yet burned and the tempera- 
ture of the combusted gases [coming from the gasifier] is 1,0009С and higher. The 
heat provided by the combustion of the coffin and the heat supplied by the com- 
busted gases therefore do not suffice to maintain the temperature at a high level. 
From this we can see how intense the evaporation [of the corpse water] is. The 
temperature then fluctuates continuously over a half hour. This underlines the 
irregularity of the cremation. If, on account of the generation of water vapor and 
a subsequent increase in internal pressure, an organ bursts in such a way that its 
liquid diffuses into the cremation chamber, the temperature drops immediately 
because the liquid evaporates. These fluctuations of the temperature also affect 
the formation of smoke. At this stage, with the instruments at his disposal and 
depending upon the size of the corpse, the operator can sometimes just barely 
avoid the formation of smoke and sometimes not at all. After half an hour the 
temperature becomes more stable, the combustion steadies, evaporation dies 
down, possibly because the major part has already taken place, and the tempera- 
ture in the cremation chamber now begins to drop steadily, down to about 800%С 
at the end of the cremation. " 

In the other report H. Keller explains the matter in greater detail (H. Keller 1928, 
pp. 24f.): 

“After the introduction of the corpse, first of all the coffin burns partially. The 
temperature of the cremation chamber therefore rises by about 100°C. At the 
same time, however, we have an intense vaporization of the volatile parts of the 
body, which account for 70% of the body weight. This phase change requires а 
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great deal of heat, and the temperature drops rapidly. The instruments record [a 
temperature decrease of] /00-200°C. During the evaporation, the solid sub- 
stances, too, begin to decompose, and the products begin to burn, if they find 
themselves at the necessary ignition temperature and if there is enough air. This 
decomposition, likewise, absorbs much heat and thus causes a temperature drop 
in its turn. If the ignition temperature is not reached, the gases will leave the cre- 
mation chamber and possibly even the chimney uncombusted, forming visible 
smoke. Heat must therefore be supplied. While there is substantial heat available 
in the walls [of the cremation chamber], Ar cannot be supplied to the individual 
parts [of the corpse] in sufficient amounts nor quickly enough. This means that 
after the gases have formed, they are immediately sucked up into the chimney by 
the draft and cannot combine well with the oxygen they need; an indispensable 
element for the combustion is therefore missing. Hot air improves conditions con- 
siderably. It is present during the formation of the gases, promotes them and com- 
bines with them quickly and easily. If, because of the draft of the furnace, the 
combustion no longer takes place in the cremation chamber, the mixture is still 
present and combustion can occur in the post-combustion chamber or in the re- 
cuperator. One therefore has to make sure that the air is sufficiently hot and does 
not cool down excessively on account of the evaporation and the decomposition, 
because it has only a low heat content, and the temperature drops significantly 
with even minor heat losses. The accumulation of heat is necessary precisely in 
order to avoid excessive cooling.” 

These considerations take us to an important observation by H. Keller with re- 

spect to the function of the recuperator (ibid., pp. 27f.): 

“Like everything else in the world, cremation, too, takes time. In the course of 
the cremation, the chemical and thermal processes are so difficult and complex 
that they cannot occur suddenly, as for example in the case of gasoline; evapora- 
tion, dissociation, decomposition, gas formation etc. of the parts to be burned 
proceed rather slowly. When combustible gases — light and heavy hydrocarbons 
as they are called in chemical and technical terms — are formed in this way, they 
are immediately drawn along by the chimney and, for the greater part, can no 
longer burn in the cremation chamber or the post-combustion chamber but move 
into the recuperator. If [this device] is sufficiently hot, they will ignite, because 
there is sufficient air, even hot air, and the technical process of combustion will 
take place here. The lighter hydrocarbons will probably undergo combustion al- 
ready in the post-combustion chamber, but for the heavier ones — the majority — 
sometimes even the recuperator is insufficient, and they will leave the chimney in 
the form of smoke and enter the atmosphere. From this explanation it can be seen 
that the main function of the recuperator is the realization and more particularly 
the completion of the combustion and not [just] the preheating of the air.” 

The cremation experiment H. Keller described in his two accounts concerns a 
corpse of 100 kg. Cremation took 3 hours, coke consumption was 79 kg. Hence, 
we have here a cremation decidedly different from those considered previously: 
H. Keller tried to maintain excess air at a level as low as possible — operating for 
the better part of the cremation with a coefficient of hardly 1.55 (H. Keller 1929, 
p. 2) - but in so doing he slowed down the combustion process considerably, and 
hence the cremation lasted three hours, more than twice the average time for 
Kessler’s cremations with coke (86 minutes). 
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The experiments гип by Hans Keller at Biel in the 19406, in his effort to de- 
termine the causes for the creation of smoke during cremation, are particularly 
interesting and merit our attention, although they concern an electric furnace 
(Brown Boveri & Co. system; see the next chapter). Actually, these experiments 
yielded data which complement those gathered in the late 1920s by Kessler and 
H. Keller himself. 

H. Keller’s account (1945b) includes various diagrams, which I have repro- 
duced and on which I will make comments. 


Diagrams of Figures la, 1b, and 2 (Documents 54-56) 


In these diagrams the vertical axis shows the volume of the discharge gas in 
m?/hr, drawn in by the furnace fan (a forced-draft device), the horizontal axis 
shows the cremation time in minutes. The curves thus show the amount of dis- 
charge gas at any stage of the cremation and hence also the combustion speed of 
the coffin and of the corpse. 

For example, in the first diagram (Document 54),°' at the beginning of the 
cremation of a 110 kg corpse, the volumetric gas rate (at 380°C) is 1,750 m?/hr. 
It goes up to 2,975 m?/hr after 10 minutes because of the combustion of the coffin 
and then drops to 2,730 m?/hr, as evaporation sets in, slowing the combustion. 
Then, with increasing gasification activity, combustion becomes more pro- 
nounced and the curve starts to rise again. After one hour it reaches a peak at 
3,570 m?/hr and then gradually drops to 1,200 m?/hr at the end of the cremation 
after 90 minutes. This body has therefore been easily combustible. 

In the diagram of Figure 1b (Document 55), the corpse of 110 kg is likewise 
easily combustible. Here the apex of the curve is at 2,980 m?/hr and occurs 50 
minutes after the induction of the coffin. In the other cremations the maximum is 
reached after 10 minutes, i.e. during the combustion of the coffin. 

The diagram in Figure 2 (Document 56) shows the curves for a 110 kg and an 
80 kg corpse. H. Keller comments (ibid., p. 19): 

"As shown by figure 2, the recorded points are so numerous that we may say 
with assurance that 2,740 m*/hr was the maximum gas-flow rate. It is surprising 
that this point was reached after 15 minutes. This depends upon the combustion 
of the coffin. When it has mostly taken place and has been replaced by evapora- 
tion, combustion is slower, the gas rate lower and the curve drops. Afier 30 
minutes there was a sudden decrease in the flow rate that was probably caused 
by the bursting of an organ. For that reason the formation of water vapor becomes 
larger. The heat thus consumed slows down the combustion, and the curve drops 
because the gas rate goes down. This repeats itself several times up to point 7, 
one hour and 16 minutes after introduction. From that point on the curve drops 
rapidly and cremation is essentially finished. The other curves show similar fea- 
tures; they are lower, simply because the corpses were not as heavy and developed 
less gas. 

The cremation of the 110 kg corpse was finished earlier than that of the 80 kg 
body. The flame progresses more quickly, therefore the curve rises higher. In 





31 In this document the two cremations of 21 August 1940 are represented by a single curve. 


72. С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


other words, the corpse of 110 kg burns better than the one weighing 80 kg. Ac- 
tually, in the case of the 110 kg corpse, one could see only flames. When they died 
down, the cremation was done.” 
In the diagrams mentioned, the volume of the fumes is not given in Nm? but in 
physical cubic meters at the respective temperatures indicated. The volume of the 
fumes (Vy) is directly proportional to the absolute temperature and follows the 
temperature according to the equation: 


Уғ- Vo(1 + at) [40] 


Where a = 1/273 and Vo is the volume at 0°C. To obtain the volume іп Nm? 
it is thus necessary to apply to the values indicated in the diagrams the equation: 


Vo=Vr/(1 + at) [41] 


The values obtained with Diagrams la and 1b (Diagram 2 does not show the 
temperature of the discharge gases) 50 minutes after the introduction of the body 
are as follows: 


Figure 1а (Document 54) 
1.492 m?/hr for the corpse of 110 kg 


710 m?/hr for the corpse of 70 kg 
627 m?/hr for the corpse of 55 kg 


Figure 1 b (Document 55) 
92] m?/hr for the corpse of 110 kg 


541 m?/hr for the corpse of 70 kg 
340 m?/hr for the corpse of 50 kg. 


The three cremations of the corpses weighing 110 kg have the same duration, 90 
minutes, and also a fairly similar pattern: in the first 10 minutes the gas rate goes 
up because of the combustion of the coffin, then it drops noticeably for another 
10 minutes, after which it picks up again reaching a peak around 50-55 minutes 
after the start of the cremation. It then drops suddenly toward the end of the cre- 
mation (Figures 1a and 1b) or after having fluctuated around the maximum values 
for about 20 minutes (Figure 2). 

It is obvious that, everything else being equal, the gas rates for a coke gasifier 
would have been even greater, because we would not only be dealing with the 
gases from the corpse but also with those of the gasifier. 

Figure 3 (Document 57) refers to the gas analysis of the discharge gases of 
three cremations. In the corresponding diagrams the lower curve gives the CO 
content, the middle one the CO» + О» content, and СО» represents an excess of 
oxygen, which is proportional to the excess of air. 

In the upper and middle diagram, excess oxygen, at 10-15 minutes after the 
introduction of the coffin, is very small; hence, there is smoke generation. The 
amount of air is very close to the theoretical value. When this is reached, the two 
curves coincide. In the upper diagram their distance indicates an excess of air of 
5% (excess-air ratio of 1.05). When the excess air increases, the smoke disap- 
pears. In the first half hour CO also forms, which reaches 396 at its maximum. At 
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the end of the cremation the excess-air ratio rises to 4.25, and in the middle dia- 
gram even to 9.50; in the lower one it reaches 6.00. 

The average amount of CO; is 7.8% for the upper diagram, 9.8% for the mid- 
dle one and 8% for the lower one. 

Figure 4 (Document 58) shows the temperature diagrams for two cremations. 
Curves I and II refer to the temperatures in the cremation chamber and at the inlet 
to the recuperator, curve III shows the temperature of the air beyond the recuper- 
ator and curve IV the temperature of the gases just upstream of the ventilator. As 
H. Keller notes (ibid., pp. 24f.): 

"If the second curve crosses over the first, we have in the [discharge] gas 
channels a temperature which is higher than in the muffle, hence there is combus- 
tion. This means that combustion in the muffle is not yet complete but continues 
in the recuperator. " 

This happened precisely in the second cremation and confirms H. Keller's obser- 
vation of 1927 regarding the function of the recuperator. 

For this case, too, we must stress that the efficiency of an electric furnace, 
because of its different system of operation, cannot be directly compared with 
that of a coke-fired furnace. 


5. Technical Developments of Cremation Furnaces in 
Germany in the 1930s 


The experience and knowledge acquired in the 1920s were put to use in the 
new installations built at the end of that decade and in the following one: the 
furnaces with coke-fed gasifiers were perfected, but at the same time other heat- 
ing systems were developed using gas and electricity, which were soon to sup- 
plant coke furnaces because of their greater practicality and better economy. 


5.1. Furnaces with Coke-Fed Gasifiers 


The structure of the new models took into account the decisive factors for an 
improved heat management brought to light by Kessler's experiments; they 
showed a marked improvement in efficiency. The Dessau engineer Peters re- 
ported that the old Beck furnace, after being rebuilt on the basis of the new prin- 
ciples of heat technology, saw its coke consumption halved, going from 300 to 
150 kg of coke for the preheating and the first cremation. The new gasifier fur- 
naces required 150-175 kg of coke for the preheating and the first cremation and 
some 50 kg for each subsequent cremation of 6-8 cremations in succession (Peters 
1930, pp. 56f.). 

Among the most important technical innovations of that period one may cite 
the reduction of the horizontal cross-sectional area of the gasifier, which went 
from 70 cm by 90 cm to 40 cm by 50 cm, the installation of a post-combustion 
grate, an improved air feed and, finally, more-efficient recuperators. 
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At that time, the most significant German companies for the design and con- 
struction of cremation furnaces — aside from J.A. Topf & Söhne of Erfurt, which 
led the field in sales — were Gebrüder Beck of Offenbach, Didier (later Stettiner 
Schamottefabrik А.С.) of Stettin, Ruppmann of Stuttgart, and Kori of Berlin. In 
the early 1930s, H.R. Heinicke of Chemnitz made its entry into the market with 
the Volckmann-Ludwig furnace, which we will discuss in Section 2 of this pre- 
sent chapter. 

The new Beck furnace (Document 59) contained major technical innovations 
which Wilhelm Heepke describes as follows (1933, p. 124): 

“In the most recent Beck design, fig. 3, the change from rectangular recuper- 
ator channels to patented triangular sections сі and c; is of interest, as is the 
increase of the cross-sectional areas of the discharge-gas channels cı at the ex- 
pense of those of the air channels с: in the Didier furnace, fig. 4 [Document 60]. 
These measures aim at a better adaptation of the channel sections to the flow rates 
and, in particular, to the large amounts of discharge gases generated here for the 
purpose of the elimination of smoke. 

The triangular recuperator of the Beck design permits the air to be heated to 
600°C and higher. The incorporation of several openings for the corpse-combus- 
tion air into the vault of the coffin muffle can be considered a further innovation. 

The Beck furnace has the advantage that the combustion gases are drawn from 
the front to the rear. Thus, no gases can escape into the furnace hall when the 
main gate is opened for the introduction of the coffin. Once the ash has fallen onto 
the inclined plane below the coffin grate, possibly still containing some combus- 
tible portions, it is moved to the post-combustion grate e where it burns com- 
pletely. Then this grate is turned over, causing the ash to fall into the ash-con- 
tainer d below." 

Didier's new furnace, too, was much improved [Document 60]. In this respect, 
Heepke notes (ibid., pp. 123f.; cf. Chapter 7): 

"The Didier furnace is a rather heavy structure for large crematoria and con- 
tinuous operation. For installations with relatively few cremations, the furnace is 
held in stand-by at a lower temperature in its bottom by closing one or two chan- 
nels of the recuperator so that reheating can be done more quickly. Finally, with 
the Didier furnace, there is the possibility of feeding back into the muffles, by way 
of the flue duct, the combusted gases coming from the muffle before they enter the 
recuperator, which leads to energy savings when heating the muffle a for the cre- 
mation of a subsequent corpse. On account of the separation of the gasifier b from 
the muffle a, fire management for heating the muffle can be run in such a way that 
the combusted gases from the hearth cannot enter the cremation chamber during 
the cremation itself.” 

Noteworthy is also the cremation furnace built by a relatively unknown firm, W. 
Miiller of Allach. This furnace is described with much detail in an offer from the 
owner of the company to the Dachau concentration camp. It refers to the follow- 


ing items: 





? W, Müller, Ingenieurbüro/Industrieofenbau. Allach bei München. Angebot auf einen Feuerbestat- 
tungsofen mit Koksbeheizung nach beiliegender Zeichnung. An die Reichsführung SS der NSDAP, 
München, Karlstrasse. 2 June 1937. AKfSD, 361/2111. 
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“1. Supply of the bricks needed for the erection of the furnace, including запа, 
lime and cement for about 10 m? of brickwork in red brick. 

2. Supply of all refractory material including mortar all in best quality suitable 
for the purpose. Total weight about 15,500 kg. 

3. Supply of insulating material needed, in a weight of about 1,200 kg. 

4. Supply of the following equipment: one coke hearth complete with front 
plate [of grate], doors for slag and ash, door for hearth, the complete grate with 
supports and bars, air feeding equipment with controls, air vents for secondary 
air, discharge-gas damper with steel ribs, a complete closure for the cremation 
chamber with lifting device, a door for closing the furnace in wrought iron with 
frame, a wrought iron hood for the closure of the cremation chamber, a reversible 
grate for the post-combustion chamber, various small parts, a wrought iron box 
for the ash, maintenance tools. Total weight about 2,300 kg. 

5. Supply of a complete facing of wrought iron, including bolts, with silver- 
grey refractory aluminum paint. Total weight about 2,800 kg. 

6. Erection of the furnace from the foundation to the smoke damper by my 
specialists, except for the supply of assistants and helpers. 

7. Travel costs for my specialists and their tools. 

8. Expenses for the rail shipment of my goods to Dachau station including 
transport to site as well as unloading and storage at site (on basis of a maximum 
distance from crematorium to unloading site of 2 km). 

9. Drying and start-up of furnace by my operators or engineers as well as a 
test cremation during which your personnel will be instructed in the proper con- 
trol of the furnace. It is assumed that the start-up will take place as soon as the 
furnace has been completed.” (Emphasis in original) 

The price of this furnace amounted to 9,250 RM (Reichsmark). Excluded from 
the offer were all building works not concerning the furnace directly and also “the 
supply of an animal carcass and of a coffin for the test-cremation, as well as the 
supply of fuel for the drying of the furnace and the test-cremation." 

Тһе accessories for the furnace consisted of an introduction cart for the coffin 
(380 RM), a special blower for the hearth (420 RM), a coke-fired pilot hearth for 
the chimney (400 RM), a device for measuring the temperature of the cremation 
chamber (195 RM) a manometer for measuring the draft in the discharge channel 
(3.5 RM). The Müller Company offered furthermore the materials for and the 
erection of an 18 m high chimney (except foundations) with a cross-sectional area 
of 50 cm · 50 cm and an internal lining of refractory material up to % of the height 
(6 m) for a price of 2,100 RM. 

The furnace was built on the basis of a new process of heating and cremation, 
which the owner of the firm describes in the following terms (ibid.): 

"The furnace is furthermore equipped with a grate made of refractory clay of 
a special type which allows the retention and the accumulation of heat during 
heating-up. 

In contrast to the furnaces built in the past, the combustion of the coffin and 
of the corpse is carried out in an upward direction, the combusted gases being 
blown against the vault and the sidewalls which store the heat given up by them 
Ше. the gases]. After the exothermic phase of the combustion, the accumulated 
heat is returned for the remainder of the combustion period. 
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In the spaces between the individual refractory bars of the grate, along the 
centerline of the furnace, special radiating and deflecting roof-like devices have 
been placed in such a way that the air blown in from both sides via tubes on the 
inclined planes flows upwards through the open spaces, and when this happens, 
the air strikes the bottom of the coffin or the back of the corpse strongly and, 
moreover, necessarily envelops the corpse from below over its entire surface in a 
thin layer [of air]. 

With this operating system, the amount of air can be controlled so as to con- 
form to the real or theoretical requirements. 

With my cremation process, the cremation of the corpse takes place within a 
shorter period of time than before; the ashes, as with a normal grate of refractory 
clay, drop down into the post-combustion chamber. 

Thanks to the special system of controlled air flow and to the upward combus- 
tion, subsequent cremations — in the case of several cremations in one day — can 
be executed without further additions of fuel, or nearly so. 

The coke-gas needed for the burners is produced in a gasifier located directly 
below the floor of the post-combustion chamber. In this way, the radiation from 
the glowing coke and the heat of the gas are used to heat the bottom plate of the 
post-combustion chamber. 

The coke gas forming in the gasifier leaves from both sides in a lengthwise 
direction through a series of openings slanting upwards and burns there together 
with the air coming from the side vents. 

The operation of the coke gasifier, as well as the cremation itself, takes place 
by means of air coming from a blower, because only with pressurization can an 
efficient production and combustion of the coke gas be obtained, yielding high 
flame temperatures. 

The entire mass of the furnace in my cremation process is reduced, the furnace 
itself has been given a smaller and very fine shape. The operation can be adapted 
very precisely to the various phases of the combustion.” 

The supplier then lists the following technical data (ibid.): 

“Fuel: good coke, in pieces of about 6,500 kcal/kg 

Weight of the corpse: about 75 kg. 

Weight of the coffin: about 35 kg 

Average duration of the cremation: about 1 % hours 

To heat the furnace: 

1. From a cold furnace to the introduction temperature: about 2 hours. 

2. If in operation the previous day: 1 — 1% hours. 

3. If furnace is in operation every day: % to % hours. 

Fuel consumption: 

1. For heating the cold furnace and for the first cremation: about 175 kg. 

2. For the second and third cremations following immediately: no consump- 
tion of fuel [in addition to the coffin's wood]. 

3. Ifa cremation takes place every day, the coke consumption is about 100 kg 
for the first cremation; no consumption for the second and third. 

Consumption of wood: For each heating, about 3-5 kg of wood are con- 
sumed.” (Emphasis in original) 
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5.2. Furnaces Heated with City Gas 


The 1930s saw the development and perfection of heating systems based on 
city gas, primarily due to the promotion by the building councilor Volckmann 
and the engineer Ludwig who designed a revolutionary furnace at the end of the 
1920s. Their patent, granted on October 30th, 1928, reads as follows (Deutsches 
Reich 1930c.): 

“The invention concerns a cremation process and a device for its realization. 
Compared to the devices known (cremation furnaces) the furnace of this invention 
has a much simplified and less expensive structure and works with considerable 
fuel savings which can even be total in case of continuous operation. 

The processes and devices known, besides a hearth having to be in permanent 
operation, have regenerators or recuperators of large dimensions. The process 
and the device of this invention, on the other hand, function without auxiliary 
plants of this type and therefore require only about one third of the space needed 
heretofore. 

The operating costs of the device covered by this invention are extremely low 
because in continuous operation no heat source is used [except for the coffin’s 
wood] and the expenses for the initial heating of the small device are minimal. 

The process covered by the invention consists of a cremation muffle which is 
maintained at a temperature, higher than the ignition temperature of the object to 
be burned, by means of the heat developed during the cremation process. This is 
achieved by blowing small jets of air directly onto the object to be burned in such 
a way that they direct the oxygen needed for the cremation only towards the object 
to be cremated; here the diffusion of air throughout the whole space of the furnace 
—as is the case in the furnaces known — is prevented or limited considerably. The 
Jets of air covered by this invention are directed so as not to strike and cool the 
walls of the furnace. In this way, these walls come into contact only with the gases 
produced during the cremation. They absorb the heat [of the combusting gases], 
accumulate it and radiate it back to the object being cremated. In this way, the 
cremation process is maintained and the furnace can carry out as many crema- 
tions as desired without additional fuel, only air being needed. This air can even 
be cold, even if there are longer operating pauses. 

A device for the implementation of the process covered by the invention con- 
sists of a cremation muffle with controllable air vents and tubing for compressed 
air connected to them. The air vents are placed in such a way that the air jets 
coming from them do not strike the walls of the muffle but only the object to be 
cremated. In addition to the muffle there is a post-combustion chamber [Nach- 
brennraum] of the usual type which serves for the combustion of the smoke and of 
the solid residues; in this invention it is heated only with the glowing combusted 
gases drawn into the chimney. 

The drawing shows a schematic representation of an example of the realiza- 
tion of the cremation device, in figure 1 as a vertical section, in figure 2 as a 
respective horizontal section [cf. Document 61]. 

A muffle b formed by a brick lining a serves to receive the object c to be cre- 
mated. Connected to the muffle is a post-combustion chamber d in which the ashes 
are freed from the charcoal stemming from the combustion of the coffin with 
which they are mixed and burned by the fumes on a grate e. Below the chamber d 
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there is a collection chamber f. The chambers а and f are accessible through ser- 
vice openings r and s, which can be closed. The combusted gases flow to the chim- 
ney (not shown) via a flue duct g. 

The vault of the muffle has a directing surface h protruding from a table i. This 
table is low and rounded so that the remains of the cremation can be moved easily 
through the door I into the post-combustion chamber d by means of a rake. А 
closable channel k supplies the air for the smoke combustion behind table i. 

Muffle b is equipped with a certain number of vents for air and gas which can 
all be controlled and directed from the outside, e.g. by means of the closing de- 
vices v in the pipes u or by means of valves, dampers or similar, not shown. For 
the initial heating of the muffle, there are vents for combustible gas and closable 
outlets from channels through which outside air can flow in the direction of the 
arrow t. These gas vents m and the air channels n are closed as soon as the muffle 
is hot enough for the cremation process in order to maintain itself without any 
further addition of combustible gas. Instead of this type of additional heating with 
gas, any other kind of fuel may be substituted. 

When the ignition temperature of the object to be cremated is reached, the 
compressed-air vents o and p must be controlled. They can be operated either 
individually or in groups. They are placed on both sides of the muffle in such a 
way that the jets of compressed air emitted by them strike only the surface of the 
object to be cremated and not the walls of the muffle. 

The floor of the muffle may consist of an inclined plane, at the bottom of which 
there is a closable opening q for the removal of any metal residue (zinc). 

Claims: 

1. A cremation process characterized by the fact that in the muffle of a crema- 
tion furnace, once the operating temperature has been reached by means of a heat 
source of known type and after the extinction of the heat source, the air needed 
for the cremation is directed solely towards the object to be cremated in the form 
of thin controllable jets from nozzles or similar devices. 

2. A device for the implementation of the process according to claim 1 char- 
acterized by the fact that a cremation muffle is equipped with nozzles for the in- 
troduction of controllable air jets which, on being ejected, do not touch the walls 
of the muffle but strike only the object to be cremated. 

3. A device in accordance with claim 2 characterized by the fact that the post- 
combustion chamber of a known type which is equipped with the means already 
described for the combustion of the smoke and of the solid residues is installed 
immediately below the outlet for the discharge gases from the cremation muffle 
and below a baffle wall which creates a turbulence in the combusted gases and 
pushes them downwards into the post-combustion chamber. " 


The inventors of the new process granted an exclusive license of the patent for 
Germany to the H.R. Heinicke Company, then of Chemnitz, which still holds it 
(cf. Chapter 11). 


The first experimental furnace built on the basis of the new system was set up 


in the crematorium of Hamburg-Ohlsdorf in 1929; a year later, another and still- 
experimental furnace was built there. In 1930 Volckmann himself drew up a 
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lengthy report on the results of the operation of the first furnace (2,500? crema- 
tions had been carried out in seven months with a total consumption of 103 n? of 
gas!), a report that was bitterly criticized by the engineer Kurt Prüfer of the J.A. 
Topf & Sóhne Co. of Erfurt. A feud ensued, into which Richard Kessler was also 
drawn. We will come back to this question in Chapter 1 of Section II of this study. 
The Hamburg experimental furnaces are extensively described in various 
technical articles. Here we present what the engineer Friedrich Hellwig has to say 
in this respect. For greater clarity, we also publish Kessler's drawings which pro- 
vide us with a schematic representation of the two furnaces in question (Docu- 
ment 62):*4 
"The furnace differs from those built in the past in that it has neither recuper- 
ator nor grate. It consists essentially of a muffle of refractory brick 90 cm wide 
on the inside, 90 cm high below the apex and some 3.20 m long, of an outer wall 
of brick and a layer of insulation in between. The floor of the muffle consists of 
tiles of refractory material, which begin only 30 cm beyond the introduction door. 

The combusted gases escape through the resulting gap and along the same 
route; the residues of the cremation are withdrawn from the muffle to the post- 
combustion grate located below. The latter consists of grate bars narrowly 
spaced, with the smaller parts of the ashes dropping through the gaps while the 
large portions remain on the grate until they eventually disappear or until they 
have finished their combustion. While the remains of one corpse thus burn out on 
the grate, another coffin is introduced into the muffle above, the flames of which 
slip through the post-combustion grate into the smoke channel below the muffle 
and on through the flue duct into the chimney. 

For heating the muffle, a number of gas burners have been placed into the 
rear wall and the two sidewalls some 20 cm above the muffle floor. Their number 
and their locations have so far been varied in the experimental furnaces. On the 
rear wall, there have been 4 or 5 burners acting as baffle burners perpendicularly 
to the flames of the other burners; they cause a certain heat concentration within 
the muffle. 

The combustion air feed takes place via two openings in the rear wall, which 
can be closed by means of a vertical gate, and via 20 diffusers spread out over 
both sidewalls and the rear wall. Moreover, on the rear wall at the level of the 
floor there is a sleeve through which a steel tube can be moved towards the object 
to be cremated, the tube being connected to the compressed air supply by means 
of a flexible hose. The diffusers are connected, by means of steel tubes, to a man- 
ifold with valves visible on the outside of the furnace, and ultimately to the main 
tube of the air supply which is fed cold air from a motor-driven organ blower. The 
various diffusers and their control valves allow the air feed to be directed to indi- 
vidual parts of the furnace. |...] 

The furnace is characterized by the fact that 





35 Volckmann 1930; the text states “3,500,” but this is a mistake later corrected by Volckmann (1931, p. 
80). 

Hellwig 1931a, pp. 396f. A few months later this journal published a reply by Volckmann and Lud- 
wig on the question of the acceptability of their furnace in Prussia (Volckmann/Ludwig 1931) and 
Hellwig's reply (1931b, pp. 616f.). 
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1) the muffle is simple, very small, has no regenerator, по recuperator and, in 
some cases, no grate, and is equipped with a single floor and with distribution 
devices which take the necessary air to the surface of the object to be cremated; 

2) the muffle has a diagonally cut flat table; 

3) on both sidewalls of the muffle are located groups of exchangeable, con- 
trollable injection devices whose direction can be controlled [Document 63]; 

4) there is a further hearth with a nozzle for a gas burner and an air channel 
opening up below, both controllable and closable; 

5) the floor of the muffle is slightly slanted diagonally. 

In issue no. 5 of the second year of Zentralblatt fiir Feuerbestattung, the civil 
engineer Volckmann has written at length about the results of the operation of the 
experimental furnace in Hamburg-Ohlsdorf, which conforms to the above speci- 
fications. Unfortunately, the furnace on which the report was based was disman- 
tled after 14 months of operation, and the presently available furnaces built in 
accordance with the same principle do not work quite as well. During our obser- 
vations, the combustion of the smoke was incomplete. The average consumption 
of town gas as a fuel is not 0.03 m3) either, but about 1.0-1.1 m? for each corpse, 
as opposed to 11-15 m? in crematoria having the same frequency [of cremations]. 
The savings are therefore quite considerable and the operating cost for each cre- 
mation are at present 1 m? of gas at 0.13 marks and 3.5 kWh of electricity for the 
blower at 0.16 marks, for a total of 0.69 marks. We know, on the other hand, that 
the operational expenses at Dessau are 3.10 marks and at Treptow 4.50 marks. 
However, here it is possible to go down to 2.00 marks if, as in Hamburg, 16 
corpses per day are cremated, because there is less preheating. This energy sav- 
ing is due to the heat being contained in the small muffle and to an operation at 
minimum draft and rather low temperatures (between 500 апа 650°С):%® here 
the calorific value of the coffin and of the combustible parts of the corpse take 


effect.” 


Hellwig then notes that under favorable conditions it was possible to perform the 
cremation on the basis of the heat furnished by the coffin and the corpse alone, 
without additional heat, and adds (ibid.): 


“These conditions exist in a Volckmann-Ludwig furnace when it is heated to 
a temperature of about 600°C. If one normal corpse follows another, the process 
goes on without additional fuel, and even the next day, if the insulation is good, a 
minute supply of gas of a few cubic meters is enough to keep the furnace ready to 
be used the whole day. The corpses of persons who died of cancer, of lung diseases 
and those of the elderly require additional fuel; with these, the calories of the fatty 
tissue of the body have been consumed by the disease or by old age. For all 
corpses, the cremation of the solar plexus" takes longer because it contains 
much humidity. There are also a few special cases, for example the lungs of a 
stonemason, which contain sandstone dust. At the present time, the Hamburg fur- 
nace does not burn the solar plexus completely within the muffle; this takes place 





35 


36 
37 


The reference is to Volckmann's assertion in the journal mentioned above to the effect that the exper- 
imental furnace at Hamburg had carried out 3,500 (actually 2,500) cremations with 100 m? of gas, i.e. 
an average of 0.03 m? per cremation. 

Coffin-introduction temperatures. 

Plexus solaris: a complex of nerves at the pit of the stomach. 
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only on the post-combustion grate, and from that point of view there is still pro- 
gress to be made. According to legislation now in force, this furnace is not ac- 
ceptable in Prussia because it houses — albeit in two separate locations — two 
corpses at the same time.” 
In 1932, after the demolition of the two experimental furnaces, four new Volck- 
mann-Ludwig furnaces were installed in the Hamburg crematorium (Documents 
64f.). Volckmann describes them in the following way (Schumacher 1939, pp. 
24f.; cf. Manskopf 1933, рр. 772-775): 

“Each of the four furnaces installed for Hamburg has three powerful gas 
burners, one with an hourly throughput of 30 m’, the other two set up for an output 
of 5 m? per hour each. The gas arrives at the burners under the pressure of the 
gas line; the combustion air is fed by means of a blower, so that disruptions in the 
gas combustion — for example on account of an excessive closure of the smoke 
damper — are eliminated. A single lever, acting simultaneously on the gas and on 
the air feed, controls the flames. By turning the lever in the opposite direction, it 
is moreover possible to close only the gas supply and to feed a larger or smaller 
amount of air to the furnace through the burners. The air-supply system continu- 
ously returns to the cremation process a large part of the heat generated during 
the cremation without the need for recuperators, and thus allows — once the fur- 
nace has reached its operating temperature — to carry out a cremation without 
additional gas. An essential feature of the new furnaces is that, in contrast to older 
types, the cremation air is brought only to those points where it is needed at that 
moment. Only in this way is it possible to carry out the cremation with clean air 
only. The cremation proceeds practically without smoke and requires so little time 
that a single furnace, in an uninterrupted 24-hour operation, can handle 20-22 
cremations per day. However, generally this capacity is not exploited. Rather, so 
many furnaces should be operating simultaneously that a coffin can be introduced 
right after the end of the funeral ceremony, so that the bereaved can be present 
during the introduction. The gas consumption, which depends upon the reheating 
after interruptions in the operation, is generally about 1.5 m? per cremation for 
intensive use of the furnaces. Thanks to the elimination of the recuperators, it has 
been possible to place the furnaces on one floor and to provide, in this way, a 
large and well-lit workspace. 

АП the devices needed for the operation have been brought together on the 
front panel and are well arranged so that their use is extremely simple. The whole 
operation can be done without effort and with the most meticulous cleanliness. 
The introduction chamber is separated from the operating room of the furnaces. 
On the outside, the furnaces are covered with a cladding of aluminum and are 
thus not only protected from air leakage but also fit visually into their environment 
in a dignified мау.” 
A Volckmann-Ludwig furnace was installed by the H.R. Heinicke Company at 
the Stuttgart crematorium as early as 1931. In the following year, the municipal 
building superintendent R. Wolfer wrote a detailed description of the results 
achieved with this furnace (Document 66) from which I quote foremost the pre- 
cise technical description of the device (Wolfer 1932a, pp. 151-154; 1932b, pp. 
162-165): 
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“The Volckmann-Ludwig furnace, designed by the Hamburg civil engineer 
Volckmann together with the engineer Ludwig and tested in the Ohlsdorf crema- 
torium over the past few years differs considerably from the furnaces used so far, 
especially because instead of the usual grate it has a particularly shaped and 
completely closed muffle which encloses the coffin in the tightest way possible. A 
recuperator has been entirely left ош, except for a small preheating device for the 
combustion air. The design, with its compact structure and a considerable reduc- 
tion in the heat accumulation, aims for a minimal preheating time and minimal 
heat consumption. Furthermore, this design is especially noteworthy for the lay- 
out of its combustion air supply to the muffle, well planned and patented, which 
uses so-called diffusers of hot and cold air. 

The furnace erected at Stuttgart has maintained essentially the basic structure 
of the Hamburg experimental furnaces and of the normal furnaces built by the 
Heinicke Co., but it does present a number of differences, partly on account of 
local conditions, partly for reasons of more recent developments. 

The cremation facilities already existing at Stuttgart caused the furnace to be 
adapted accordingly. Normally, it needs only a large space in the back, but no 
basement specially built for the purpose; here, it was integrated into two floors. 

The control of the furnace takes place only on the upper floor. There have been 
structural reasons for the combustion gases to be channeled down into the base- 
ment and to be fed into the existing flue gas duct running below its floor. Any 
doubts that were raised earlier with respect to this downward channel of some 3.5 
m in length in a gas-fired furnace turned out to have been entirely unfounded. The 
draft of the existing chimney, rising some 20 т above the flue duct and having an 
internal diameter of 650 mm, is impeccable. Moreover, the floor of the muffle, 
which in the normal type [of furnace] is a little below the floor of the hall, has 
been raised some 400 mm above it to bring the introduction opening into line with 
the furnace next to it, for esthetic reasons and also in order to be able to make use 
of the existing trolley for the introduction of the coffin. 

Aside from these changes in the fundamental structure [of the furnace], which 
were due to local conditions and partly to our initiative, the Stuttgart furnace has 
for the first time incorporated a number of innovations which can, without doubt, 
be called improvements on the original design. The spent gases, which in the 
Hamburg furnaces leave near the introduction door, are now discharged along 
the two sidewalls of the furnace into three channels on either side at a certain 
distance from one another. Before entering the vertical flue duct, they cover the 
entire floor of the muffle and heat it from below in the most satisfactory way. This 
arrangement also prevents any excessive heating of the closure of refractory clay, 
which shuts the muffle. Furthermore, the spent gases are no longer directed into 
the post-combustion chamber as in the Ohlsdorf experimental furnaces. Instead, 
this [chamber] is completely separated from the muffle by means of a lid made of 
refractory clay which stays closed throughout the cremation and is opened only 
when the cremation has reached a point at which the residues may be moved to 
the post-combustion; the residues are then raked down and the lid is closed im- 
mediately. 

Now the furnace is ready for a further cremation, even as the ashes from the 
preceding corpse and the wood of the coffin, which has still not burned com- 
pletely, can burn out on the post-combustion grate, which, if needed, can be 
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heated further by means of a special burner. Therefore, any risk of mixing the 
residues of the corpses simultaneously present in the same furnace is completely 
eliminated. 

The number of cremations is always rather large (some 1,200 per year, up to 
10 per day) and thus, for reasons of economy and to avoid any congestion, one 
must try to introduce a corpse into the muffle as soon as the previous one has been 
moved to the post-combustion grate. 

The complete isolation of the post-combustion chamber and its separate heat- 
ing system obviously entails a slight increase in gas consumption. The unloading 
of the furnace after each cremation is not done, as in Hamburg, by opening the 
introduction door at the front — an operation by which much heat is lost — but via 
an opening in the rear, using special rakes. That is the only manual operation still 
needed. 

Recent efforts by some companies in the field aim at eliminating even this ma- 
nipulation and at devising a totally automatic cremation process, for example by 
placing the coffin on a mobile support or similar. It remains to be seen, however, 
whether such new designs turn out to be efficient in actual operation and, first 
and foremost, whether such further mechanizations and refinements of the crema- 
tion will demonstrate that they fulfill sufficiently well the requirements of esthetics 
and reverence, which are always stressed, with good reason, by the proponents 
of cremation. 

The section of the muffle is more or less parabolic and thus ensures not only 
a solid brick structure but also favorable radiation conditions. 

The post-combustion grate consists of cast iron bars with narrow slits (only 
about 4 mm wide) between the bars, and therefore only very fine and well-burnt 
particles can fall through into the ash receptacle. The latter is 420 mm wide and 
600 mm long. The post-combustion chamber as such is 550 mm high. Thus, it 
offers sufficient space for the combustion of the residue and of remnants of the 
coffin dragged along from the muffle. 

The necessary combustion air enters through a grate in the rear part of the 
furnace. It is well heated by passing through a system of channels in the furnace 
outlet. The discharge gases from the post-combustion are led to the main dis- 
charge line through a short collection channel. When the residue on the grate of 
the post-combustion chamber is completely consumed, the post-combustion grate, 
set in a wrought-iron frame and easily moved, is extracted with a pair of tongs. 
At this point the ashes are removed, falling automatically onto an inclined plane 
and into the ash collector placed at a convenient level in the basement. 

The outward shape of the furnace differs very favorably and markedly from 
the traditional shape of a cremation furnace. Its dimensions are smaller than 
those used in the past (width 2.20 m, length 3.10 m, height 1.70 m). The front 
surface is not truly rectangular; rather, the upper angles are smoothed out to be 
more in keeping with the shape of the muffle. The sidewalls and the roof of the 
furnace, as is the introduction door, are clad in a most agreeable and at the same 
time most appropriate way by aluminum plates. Thus, the furnace is well protected 
against any air leakage. 

The weight of the refractory material of the furnace has intentionally been kept 
low to make preheating easy. On the other hand, this makes a good insulation of 
the furnace mandatory. Therefore, the muffle is insulated along its entire length 
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as well as at the top with a layer of pumice sand some 200-300 mm thick. Fur- 
thermore, the aluminum sheets of the furnace cladding are internally lined with 
Heraklit boards [fiber boards]. 

To enable the draft channels to be properly cleaned, especially the flue duct 
below the muffle, a sufficient number of cleaning apertures have been provided. 

All the equipment for the operation of the furnace is arranged on the back of 
the furnace, the real work place of the attendant. Here we have the two main 
burners and their controls with a [maximum] throughput of 25 m? per hour each, 
which cover the upper part of the muffle and are mainly used for preheating and 
for intermediate heating between two cremations, normally needed only on occa- 
sion. There are also the two so-called hot air diffusers, patented, which cover the 
floor of the muffle and have an hourly throughput of 5-6 т?; if necessary — for 
example in case of corpses burning particularly poorly — they can be operated 
even throughout the whole duration of the cremation without infringing on the 
general principles of cremation by generating a live flame. Finally, there is an- 
other burner with an hourly throughput of 5-6 m? for the post-combustion. 

In practice, the hot-air diffusers are used occasionally in the morning to pre- 
heat the rear portion of the muffle and also quite often during the day to feed non- 
preheated air. The compressed air needed for the various burners — which were 
furnished by the Hamburg company Pharos — is produced by means of a blower 
with an hourly capacity of 360 m? situated in an adjacent room and supplying air 
at a pressure of about 400 mm of water column. 

This blower feeds also the so-called cold-air diffusers, 20 in all, which supply 
combustion air to the muffle in an optimum manner via aluminum tubes, 8 for 
each sidewall and 4 in the upper portion. It has turned out that the two cold-air 
diffusers in the upper part of the furnace near the back are not indispensable for 
the practical operation of the furnace. Throughout the whole duration of the cre- 
mation, the air fed to the cold-air diffusers can be controlled as needed. After the 
combustion of the parts of the corpse which are consumed quickly, the valves of 
the air nozzles aimed at those parts are closed. These opening and closing devices 
are, again, located behind the furnace at the workplace of the attendant. 

The vents for the direct feed of secondary air to the two groups of 3 lateral 
draft channels are also manipulated from behind the furnace. Two peepholes lo- 
cated at different levels allow the attendant to observe the cremation process in 
the muffle clearly and comfortably; there is another such hole for viewing the 
post-combustion grate. The manipulation of the refractory lid of the post-combus- 
tion chamber already mentioned, as well as that of the post-combustion grate, is 
done here. 

To let the attendant know of any smoke emission and to give him the possibility 
of intervening immediately by adding air, the top of the chimney can be seen from 
the position of the operator by means of a double mirror. The control of the smoke 
damper is likewise done from this position. The control and the observation of the 
furnace are thus concentrated in a single location, which is of prime importance 
for the proper running of the installation. 

Among the other devices for the operation of the furnace, there is a ventilation 
system which not only serves the hall but also takes care — via a hood above the 
furnace door — of the elimination of any combusted gases which form occasionally 
when the coffin is introduced. 
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Among the instruments for the control of the combustion, we have two electric 
pyrometers (Siemens & Halske system) — опе in the front section of the furnace 
vault, the other in the vertical smoke аисі- which record the respective tempera- 
tures automatically on a recorder likewise furnished by Siemens & Halske. The 
temperature of the muffle, moreover, can be followed by means of a normal indi- 
cator. If need be, the draft can also be measured by means of a manometer. 

Gas consumption is given by a gas counter. There is, furthermore, a recorder 
for the gas flow (system Hartmann & Braun). For control of the gas pressure, 
normally 60 mm [of water column], there is a gas pressure gauge. " 

Wolfer then goes on to describe the operation of the furnace (ibid): 

“Once built, the furnace is heated with wood for drying out. As the construc- 
tion work had not yet been terminated [on the remainder of the building] and as 
the furnace was to go into operation only after that, this was done without any 
haste over a period of 14 days. Towards the end of the desiccation, the burners 
were approved and adjusted; for those operations on the furnace, up to the first 
utilization of the furnace on Monday, October 19th, 1931, at 3 p.m., some 84 т? 
of gas were consumed. At that moment, the pyrometer gave a reading for the tem- 
perature of the muffle of 780°C. This temperature was strongly affected by the 
main burners then being used. The actual temperature of the furnace was cer- 
tainly lower, because the furnace was of course far from having reached a steady 
State. 

The first cremation required 25 m? of gas. It was seen that the furnace was 
still quite humid; water leaked from all cracks in the form of steam or in drops. 
This state persisted throughout the first week, from October 19th through 24th, 
and even during the week following, October 26th through 31st, there were small 
signs of humidity.” 

The consumptions recorded during the first four weeks of operation were the fol- 
lowing (average consumption for each cremation): 


> first week (October 19-24), 15 cremations: 19,73 m? per corpse 
> second week (October 26-31), 26 cremations: 7.27 m? per corpse 
> third week (November 2-7), 26 cremations: 6.08 та? per corpse 


> fourth week (November 9-14). 25 cremations: 7.04 та? per corpse 


Wolfer furthermore published two diagrams for the cremations carried out on 
October 23rd and 30th (Documents 81 and 82). The five cremations of October 
23rd were done at a time when the furnace had not yet reached a thermal steady 
state: no cremation had taken place the day before and the furnace temperature 
had dropped to 60°C; the gas consumption was therefore very high — 84 m? — the 
average being 16.80 m? per cremation. The five cremations on October 30th were, 
on the other hand, carried out after the furnace had reached its thermal equilib- 
rium: three cremations had been done the day before and the furnace temperature 
was still 350?C the following morning: gas consumption was therefore very low: 
19 m’, or 3.80 m? per cremation. 

In February of 1932, with a greater load on the furnace (28 cremations per 
week) the average consumption dropped to 1.8 n? per corpse, the equivalent of 
6,000-7,000 kcal. The old coke furnace had required 92 kg of fuel per corpse. 
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The average duration of one cremation was about one hour. Smoke formation 
was minimal and could easily be contained via the furnace controls. 

With respect to the furnace structure, seen from an ethical point of view, the 
closure which separated the muffle from the post-combustion chamber was par- 
ticularly important, precluding, as it must, the risk of mixing of ashes from dif- 
ferent corpses. From the thermal and economical point of view the essential in- 
novation was the combustion air feed to the muffle, which was designed in such 
a way that even after the disappearance of the coffin the air jets are still directed 
onto the remains of the corpse without impinging on the walls ofthe muffle. 

The insulation ofthe furnace can be considered generally good, even though 
on some parts of the aluminum cladding temperatures of 50-60°С were noted. 

The most favorable introduction temperatures lay between 700 and 750°C, 
guaranteeing the immediate self-ignition of the coffin. During the cremations, the 
muffle temperatures fluctuated between 700 and 950°C. After a day of activity, 
the muffle still had a temperature of 300-350°C the following morning, after a 
day without activity it went down as far as 260-320°C. The ashes were in no way 
different from ashes obtained with other furnace systems, neither qualitatively 
nor quantitatively. 

Wolfer terminates his account by stating that the polemics against the Volck- 
mann-Ludwig process were unfounded because in practical operation it “has 
shown itself to be irreproachable, not only from the economical and heat-techno- 
logical but also from the ethical and esthetical point of view” (ibid.) 

Obviously, other companies, too, designed gas-fired cremation furnaces: 

In 1931, Didier installed a gas-fired cremation furnace of a new design at the 
Berlin-Wilmersdorf crematorium, which went into operation in July. Thanks 
mainly to a new combustion-air-feed system, along the lines of the Volckmann- 
Ludwig furnace, the new furnace functioned practically without smoke and with 
a very low fuel consumption: Between August Ist, 1932, and March 4th, 1933, 
2,466 corpses were cremated with a total gas consumption of 3,098 m? of gas, an 
average of 1.25 m? per corpse. This was partly due to the very large number of 
cremations in that crematorium — 2,500 to 3,500 per year — and an operation of 
the furnace of 16 hours per day (Kessler 1932 pp. 10-14). 

A few years later, in a response to ethical requirements for a non-manual re- 
moval of the ashes from the furnace, Didier designed and patented an invertable- 
cylindrical furnace, gas-fired, which allowed the ashes to drop directly into the 
urn under the force of gravity when the furnace was raised to an upright position 
(Storl 1934, pp. 72-74). 

The Ruppmann Co. developed a furnace of a very sophisticated design pa- 
tented on June 23rd, 1936 (Document 67). The claims of the patent cover 
(Deutsches Reich 1938b): 

“1. Cremation furnace for corpses, with grate, characterized by the fact that 
the grate is made up of alternating bars of varying height (b, c) and by the fact 
that at the same time the empty space of the furnace at the level of the bars has 
walls (d) strongly inclined towards the inside in such a way that at the level of the 
lower edge of the bars there is only a narrow gap (е) for the passage of the ashes. 
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2. Cremation furnace for corpses according to claim I characterized by the 
fact that under the bars of the grate (b) are installed rotating valves (k) made of 
steel resistive to the high temperatures, or closures that can be extracted sideways 
which split the grate and the post-combustion chamber (f) below into chambers 
(9, 10, 11, 12) which enable the combustion gases to be made to flow in a con- 
trolled way upward through one part of the grate and downward through the 
other. 

3. Cremation furnace for corpses according to claims 1 апа 2 characterized 
by the fact that for the combustion air feed three groups of air vents at three dif- 
ferent levels are provided, the first group (g) being situated at the level of the 
upper edge of the high bars of the grate (b), the second group (h) at the level of 
the upper edge of the low bars of the grate (c), and the third group (i) at the lower 
edge of the bars of the grate and by the fact that each individual opening can be 
controlled separately. 

4. Cremation furnace for corpses according to claims 1-3 characterized by the 
fact that, in order to bring about the well-known circulation of the combustion 
gases and the combusted gases, there is a blower (s) which takes in the combus- 
tible gases or the combusted gases via discharge vents (r) located in the vault of 
the cremation chamber and pushes them through deviation channels (v, w) as well 
as distribution channels (6, 7 апа 8) into the post-combustion chamber (f) from 
where the combustion gases or the combusted gases return cyclically into the cre- 
mation chamber passing in front of the bars of the grate with its with burners or 
heating bars. " 

Noteworthy also is the design of the Swiss company E. Emch & Co. of Winter- 
thur, which installed two gas-fired furnaces in the Zürich crematorium in the fall 
of 1932, replacing older coke-fired furnaces. They are described as follows by H. 
Henzi (Henzi 1934, pp. 63-66; Document 68): 

"The Emch furnace consists of a muffle, an ash channel, an ash chamber and 
a recuperator for the preheating of the combustion air by means of the hot dis- 
charge gases. The discharge gases flow into the furnace from the top down, coun- 
tercurrently to the combustion air. The removal of the glowing ashes from the ash 
channel into the ash chamber is done in the Zürich furnace by means of a brush 
running on a rail. 

In two neighboring rooms, one of which was formerly used for coke storage, 
an almost-silent blower (Sulzer) is set up in suction for each furnace providing 
the draft needed for the cremation; the draft is adjusted to the variations of the 
demand by means of the chimney damper. The air vents and the chimney damper 
can be operated from a central location, i.e. from the first floor, where the gas 
burners and the instruments for the control of the furnace temperatures and of the 
ағар are located. The small dimensions of the existing chimneys and the height of 
the furnace (4.5 m between the grate of the muffle and the smoke trap) have made 
necessary the blowers in suction, especially for the first phase of the cremation. 
Moreover, the chimneys have been shortened by 80 cm during the reconstruction 
of the furnaces to hide them from view from the front part of the crematorium. For 
the heating and the possible reheating during the final phase of the cremation, 
two GAKO turbulence burners have been installed (Gesellschaft für Gas- und 
Kohlenstaubfeuerungen, Essen). They allow both the primary and the secondary 
air to be controlled. 
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The secondary air, moreover, on entering the furnace, passes through a tube 
in which there is a ‘distributor’; in this way it receives a high kinetic energy and 
produces a long and wide flame. In order to obtain a good radiation, the temper- 
ature of the flame is taken only up to bright yellow. The two gas burners are lo- 
cated some 30 cm above the grate of the muffle in the front part of the furnace. To 
be on the safe side, in the first furnace, in the first discharge channels under the 
ash channel, two more burners had been installed simply to facilitate heating. But 
it soon turned out that the two upper burners were sufficient for the task, and those 
burners were therefore dropped for the second furnace. In an adjoining room is 
a pressure-control device for the gas, a safety valve which is closed when the flow 
of gas is interrupted, as well as two gas meters. The room is well ventilated to the 
outside and can be entered only through a door located on the ground floor of the 
furnace hall. The furnace hall itself can be ventilated easily and the service staff 
of the crematorium can enter and leave at any time. " 

Henzi then goes on to discuss the performance and the results of the operation of 
the new furnaces (ibid.): 

"After some minor difficulties earlier on, which were due to the training of the 
personnel with respect to the new fuel, the unit satisfied all interested parties and 
fulfilled the expectations. In the Zürich furnaces a cremation takes one hour to 
one hour and a half, on average. Hence, during the normal working shifts [of the 
operators] 6-7 cremations per day can be carried out without any difficulty. Dur- 
ing the construction period, with only one furnace being available, it was at times 
necessary to perform up to 9 cremations per day by having the personnel work 
overtime. The burners make only a very low noise, which cannot be heard in the 
hall where the funeral services take place. As the two blowers are located in sep- 
arate rooms, the furnaces can function freely even during the funeral service. 

The gas consumption depends primarily on an experienced and attentive op- 
erator, especially with respect to the proper control of the chimney draft and of 
the air vents which must be constantly adjusted to the cremation process and 
therefore requires permanent attention. It is also affected to a great extent by the 
conditions of the corpse, by the uniformity of the heating, and by the load on the 
furnace. When the load is high, the amount of gas needed for heating averages 
out over several cremations and the average gas consumption, i.e. the consump- 
tion per cremation calculated over the span of one day, becomes small. The days 
from Tuesday through Friday show the most favorable consumption, with the fur- 
nace already having been in operation on Monday and therefore being well 
warmed up. On Saturday cremations usually take place only in the morning; 
therefore, the specific consumption is a little higher on that day. 

By means of two temperature diagrams from the temperature recorder [Doc- 
uments 79 and 80], it is possible to verify the course of the cremation and the 
operation of the furnaces. The initial phase of a cremation requires a particularly 
high air feed and a strong draft of the chimney; on the temperature diagrams this 
shows up in a strong increase in the temperature of the discharge gases in the 
lower channels.” 

The two diagrams published by Henzi in the article cited cover 5 and 7 crema- 
tions, respectively, carried out on October 26th and 27th, 1933, with average con- 
sumptions of 28 and 26.9 m? of gas for each cremation respectively. The temper- 
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ature of the preheated air (lower curve) stayed around 200°C, that of the com- 
busted gases in the lower channels of the recuperator (middle curve) fluctuated 
between 350 and 500°C, whereas the muffle temperature (upper curve) held be- 
tween 700 and 800°C. 

In the six months between July 1st and December 31st, 1933, 510 cremations 
took place in Furnace I on 112 operating days with an average consumption of 34 
т? of gas per cremation (about 136,000 kcal); Furnace II saw 288 cremations on 
92 days with an average consumption of 59 m? of gas (about 236,000 kcal) per 
cremation. In comparison, the coke-fired furnaces, which had been in service pre- 
viously, had cremated 1,834 corpses with an average consumption of 112 kg of 
coke (about 784,000 kcal) for each cremation between January and November 
1932. 

A third gas-fired furnace was installed at the Zürich crematorium in 1935 
(Document 69). It exploited the operational experience gathered in the meantime 
with Furnaces I and П. 

The experiments done by Professor Schlapfer with those furnaces at that time 
show that the average CO» content of the combusted gases was 4.5% in these 
furnaces, while that of Furnace HI was 7% (Schlapfer 1937, p. 159). As the max- 
imum CO» content was 17.9% (ibid., p. 151), the respective excess air ratios were 
3.97 and 2.55 on average. 

Professor Schlápfer published various technical diagrams which are of partic- 
ular interest. Here we will examine those which give the CO» content in the com- 
busted gases during the cremation. 

Figure 9 (Document 70) shows the recordings made on November 30th, 1932, 
for the muffle temperature, for the temperature of the discharge gases in the flue 
duct and for the CO» content over five consecutive cremations done in Furnace II 
with air feed from above. Initially the CO» content rose to 1096 but later settled 
rapidly around 3-4%. 

Figure 10 (Document 71) shows measurements taken on February 27th, 1936, 
on Furnace III with lateral air feed. Nine corpses were burned on that day. The 
CO» content initially rose up to 16% but went down to 196 towards the end. 

Figure 11 (Document 72) represents the heat loss of the combusted gases in 
kcal/min and in % of the heat input from the combustion of the corpse over the 
same span of time in relation to the CO» content of the combusted gases. We see 
that for a CO» content of 4% the heat loss via the combusted gases is as high as 
the heat generated during the cremation. 

Figure 13 (Document 73), on the other hand, illustrates the variations in the 
heat requirements per cremation as a function of the number of daily cremations 
for Furnaces II and III. 

The heat balance of Furnace II for the tenth cremation is the following: 


» heatlost with the discharge gases: —177,000 kcal 
> heat loss due to radiation and conduction: —72,000 kcal 
» heat contribution from the corpse and the coffin: 150,000 kcal 


On balance, we have 150,000 — (177,000 + 72,000) = —99,000 kcal, or 99,000 
+ 4,500 = 22 m? of city gas (heat consumption for the tenth cremation). Here the 
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losses have been arrived at experimentally. The daily heat loss due to conduction 
and radiation is 720,000 kcal. On Schläpfer’s graph, this heat is distributed over 
the number of cremations (actually, over the hours of operation of the furnace), 
and in this particular case, it amounts to 720,000 +10 = 72,000 kcal. 


5.3. Electrically Fired Furnaces 


As we have seen in Chapter III, the use of electricity was considered as early 
as the beginning of the last century and was then perfected and used for the first 
time in an actual cremation furnace in the 1930s. 

In April of 1930, the Swiss Confederation granted a patent for an electrically 
heated cremation furnace to Emch & Co. of Winterthur; the rights for Germany 
were ceded to J.A. Topf & Söhne of Erfurt. 

Friedrich Hellwig published a vertical cross-sectional view of this furnace 
(Document 74) and commented on it as follows (193 1a, pp. 397f.): 

“On the side walls of the cremation muffle V there are heating elements H. 
Other elements are located on the sides of the inclined planes and below the floor 
O. The combusted gases leave the muffle through the grate Ro downwards, then 
enter the lateral channels A, arriving in the post-combustion chamber N, and 
leave via the chimney K which is above the furnace. Between the smoke channels 
A and the muffle are the recuperators Re, into which the fresh air flows from be- 
low, and arrives, after having been heated, in the cremation chamber via the slits 
B in the upper part of the muffle. 

The idea is that the furnace is heated during the night with cheaper electricity 
and thus needs only little additional current for the actual cremation. 

During heating, the chimney damper КЇ and the fresh air inlets of the recuper- 
ators must be closed, but in this phase the upper closure S of the muffle must be 
open. In this way, a continuous circulation of the air within the furnace is gener- 
ated, leading to the walls of the muffle starting to glow and the other parts heating 
up well. 

Before the first corpse is introduced, the chimney damper КІ and the fresh air 
inlets to the recuperator are opened. 

The total power of the heating elements, some 100 kW, is distributed over three 
groups: 

a) The vertical walls of the cremation chamber above the level of the coffin 
with a total height of 800 mm and a total radiating surface of 3.6 m? and an output 
of 57 kW. 

b) The inclined sidewalls below the coffin with a height of 300 mm and a total 
radiating surface of 1.4 т? and an output of 21 kW. 

с) The floor of the muffle with a total surface area of 1.4 m? and an output of 
21 kW. 

This output allows the complete heating of the furnace in two and a half hours 
with an energy consumption of 200-250 kWh. For the subsequent cremations, 
which require 43 т? of gas, the consumption would be some 156 kWh per crema- 
tion. 

Group a) on the one hand and groups b) and c) on the other are separately 
connected to three lines, which allows them to be fed 42, 57 or 99 kW. Only parts 
b) апа с) should be needed for the cremation and the reduction of the ash. 
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As far as the structure is concerned, heating elements а) and b) are constituted 
by bricks with two longitudinal openings forming a unit which can be inserted at 
the points provided for. The bricks mentioned have further openings towards the 
furnace chambers; the elements can therefore radiate directly. They are made of 
a special nickel-chromium alloy and are said to have a section of 80 mm?, which 
would correspond to a diameter of 10 mm. They have a large thermal inertia to 
avoid any overheating that would be caused primarily by the flames. For using 
elements of this diameter they must be connected to a supply of about 100 volts 

The layout of this furnace appears to be very sound, and the fact that during 
the preheating neither gases nor smoke is generated allows the furnace to be 
closed; the heat is thus accumulated totally, aside from radiation losses from the 
outside of the furnace. " 

In Europe the first electrically fired furnace was started up in the Biel cremato- 
rium on August 31, 1933. Other furnaces of this kind were installed at Erfurt 
(December 1933), at Essen (October 1935) at Harrogate, England (October 
1936), at Croydon, England (May 1937) and at Semil, Czechoslovakia (July 
1937) (in that order; Phoenix 1938, p. 18). 

The electric furnace at Biel was built by Brown, Boveri & Co. of Baden, a 
company still active in this field today,°® under the supervision of Hans Keller, 
who had called for electrical firing already while doing his experiments with the 
coke-fired furnace. H. Keller has written two accounts on the performance of the 
experimental furnace at Biel (H. Keller 1934, abridged in H. Keller 1935a, pp. 
65-70; H. Keller 1935c). I present a summary of the essential parts. 

As results from Documents 75 and 76 showing the vertical and horizontal 
sections of the old coke furnace and the new electric furnace, the latter had a 
considerably lower volume, 11 m? as against 80 m? for the coke furnace. With 
respect to the duration of a cremation, H. Keller wrote (1935c, p. 3): 

"The duration of the cremation for an initial temperature of 700°C is 2 hours. 
It is thus a little shorter than for a coke furnace.V? This is due to the fact that the 
cremation takes place in pure hot air; hence, there are no gases acting against 
the combustion, except for nitrogen. The size of the corpse has little effect on the 
time, more on the speed at which the flame spreads and on the combustibility of 
the corpse. The great majority burns within two hours with an initial temperature 
of 700°C. Cases in which the cremation is over in one and a half hours are very 
rare. Somewhat more frequent are cases in which the corpse does not burn easily 
and the cremation may take up to five hours.” 

On this point, he has some further remarks (1934, pp. 12f.): 

"There are corpses which burn easily and thus require a short time for the 
cremation. But there are other corpses that do not want to burn, requiring three 
hours and even longer. This variability shows up also in the composition of the 
gas and in the temperature. Corpses burning easily will initially produce up to 
16%, even 17% of CO»; with corpses that are difficult to burn, this value goes 
down to 4%. The cause of this interesting phenomenon is still unknown апа re- 
quires further scientific research. 





38 The present name is BBC Brown Boveri AG (cf. Chapter 11). 
? Asreference point for the end of the cremation, Keller obviously assumes the moment at which the 
ashes are removed from the furnace. 
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In the case of a normal body, the duration for the electric furnace at Biel is 
around two hours. The CO: content is 14-16% initially, stays at that level for 
about one half hour, and then decreases continuously until the end of the crema- 
tion has been reached. Something similar can be said about the temperature. If 
the corpse burns well, the temperature rises from 700 to 1000°C and higher with- 
out additional heating of the cremation muffle. If the corpse belongs to the type 
that does not burn well, it is difficult to hold the temperature at 700°C. The same 
thing can be said about the formation of smoke. If smoke develops, the combustion 
is incomplete, heat generation апа СО; content are minimal, and the combustion 
temperature is low.” 

H. Keller had 23 temperature probes installed in the furnace; thanks to them, it 
was possible to observe the cremation process through all of its phases from the 
point of view of heat technology. He produced two graphs covering three crema- 
tions (Documents 79 and 80). The six curves of these diagrams refer to the fol- 
lowing temperature values: 

Curve 1: cremation chamber 

Curve 2: post-combustion channel 

Curve 3: combusted gases behind the furnace and in front of recuperator 

Curve 4: combusted gases behind recuperator 

Curve 5: combustion air behind recuperator 

Curve 6: combustion air behind heating coils and in front of entry into the 

cremation chamber 

The diagrams show that the combustion air entered the muffle at a temperature 
of 600-700°C, and that was one of the reasons for the better combustion on the 
electric furnace. As Kessler noted, combustion in the electric furnace no longer 
took place only in the cremation chamber, but occurred essentially in the post- 
combustion channels. This resulted in a better heat distribution in the furnace, 
which contributed to an increase in its life (H. Keller 1935c, pp. 3f.). According 
to H. Keller’s results, heat consumption for the electric furnace was only 13-14% 
of that of a coke-fired furnace (1934, p. 6). 

In the succeeding years, Brown Boveri & Co. designed a standard furnace 
(Document 77), from which the more recent model of BBC Brown Boveri is de- 
rived. The structure of the new device is described by G. Keller (not to be con- 
fused with Hans Keller). It showed a performance positively superior to that of 
the first experimental furnace at Biel (G. Keller 1942, p. 4): 

“The cremation chamber, one meter wide, one meter high and two meters forty 
long, is divided by the grate placed on its longitudinal axis into the main crema- 
tion chamber and the ash collection chamber. Alongside and below the ash-col- 
lection chamber are located the post-combustion channels in which the smoke 
combustion takes place. 

This ash-collection chamber, surrounded on three sides by the well-heated 
post-combustion channels, holds the ashes until they are moved to the post-com- 
bustion grate in a glowing state; they thus burn out completely to the point of 
turning white. The narrow gaps of the main grate prevent larger uncombusted 
parts from falling through. The smaller particles, mainly charcoal, which do not 
burn to completion in the ash collection chamber, can be placed onto a shell- 
shaped post-combustion grate where they turn to ash. This post-combustion grate 
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сап be separated from the ash collection chamber by means of a refractory plate, 

therefore a further cremation can be carried out in the main cremation chamber 

while the ash of the previous corpse burns out, and there is no mixing of ashes 
from the two corpses. 

The cremation air enters sideways above the grate and the combusted gases 
flow downwards through the grate into the ash collection chamber; from there, 
through side channels below it, they flow into the recuperator and to the chimney. 
Jets of hot air directed at certain points in the post-combustion channels by means 
of nozzles reduce the formation of smoke. The great variety of bodies to be cre- 
mated with respect to the amount of combustible parts (which produce heat) re- 
quires appropriate measures for the control of primary air, fed to the main cre- 
mation muffle, and of secondary air, fed to the post-combustion channels. 

Good preheating of the combustion air is, moreover, useful for the prevention 
of smoke and, at the same time, for a recovery of the cremation heat. This pre- 
heating takes place in a metallic recuperator with spiral channels [Document 77, 
no. 3]. The combusted gases, which go to the chimney, flow through the inner 
channel of the coil from the center to the outside whereas the fresh air flows 
through the outer channel from the outside towards the center. The cooling of the 
combusted gases and the heating of the combustion air are shown on the temper- 
ature trace of a cremation, as well as on the complete temperature diagram of a 
cremation. The good heat exchange of 40,000 kcal/hr in a piece of equipment only 
0.25 m? in size results from the opted-for high velocity of the gases and of the air. 
In order to reduce the pressure loss which occurs in the recuperator, the static 
pressure of the fresh air blower and that of the combusted gases was set suffi- 
ciently high.” 

G. Keller also published a temperature diagram for four cremations in the crem- 
atorium at St. Gallen (Document 85), which shows a considerably shorter crema- 
tion time than was obtained with the Biel furnace: about one hour and twenty 
minutes. 

The consumption of electrical energy in this unit was extremely low, even in 
cases of isolated cremations: for example, data published by G. Keller for the 
Bern furnace show that in January and February of 1942, with 67 and 60 crema- 
tions respectively, the average consumption for one cremation was 12.47 kWh 
(ibid., p. 5). 

The electric furnace rapidly became the most potent competitor for the gas- 
fired furnace, and thus we also encounter polemics concerning the economy of 
the two heating systems, which involved Hans Keller directly as “one of the major 
proponents of electric firing at that time” (H. Keller 1935b, p. 176; Jordan/Der- 
inger 1936, p. 16). 

By the beginning of the 1930s, coke-fired cremation furnaces with a gasifier 
had reached the pinnacle of their technical perfection but also began their inexo- 
rable decline: their destiny now was demolition”? or the retrofitting to gas firing 
(Repky 1932). 


40 For example, the old coke-fired furnaces at the Hamburg crematorium were replaced by the experi- 
mental gas-fired Volckmann-Ludwig furnace as early as 1928 (Manskopf 1933); in the years 1937- 
1938, the old coke-fired furnace at the Dortmund crematorium was torn down and replaced by two 
gas-fired Volckmann-Ludwig furnaces (Kämper 1941). 
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6. The Duration of the Cremation Process 


Cremation is a physico-chemical process which for its completion requires a 
duration that may be called natural, in the sense that it is not possible to shorten 
it at will, whatever the furnace system used. 

This duration depends essentially upon the chemical composition of the hu- 
man body whose protein structure strongly resists combustion, as has already 
been noted by the engineer Martin Klettner (see Section II, Chapter 3) and has 
been confirmed by the specific scientific experiments run in England in the 1970s, 
which we will discuss later. This is due to the body’s relatively high nitrogen 
content, to its high ignition temperature, and to the chemical changes which the 
proteins undergo at higher temperatures, all being aggravated further by the fact 
that these substances are, as it were, immersed in the water ofthe human body to 
the effect that nothing will burn until this water has evaporated. 

In other words, a cremation which takes place under optimum conditions can- 
not proceed more quickly than the “natural” time needed for the progression of 
the combustion. In the same way, a cremation takes longer the more it is per- 
formed under non-optimal conditions, be that because of incompetent or negli- 
gent operation ofthe furnace, and/or because of inadequacies in the design ofthe 
unit. In present-day gas-fired furnaces, this lower limit is about one hour (see 
Chapter 11). 

Before we look at the data found in the specialized literature, we must define 
what we mean by the duration of a cremation. Although it may be said that a 
cremation is over only when the ashes ofthe corpse are removed from the furnace, 
normally the duration of a cremation in a furnace not equipped with a post-com- 
bustion grate is the time span between the introduction of the coffin into the cre- 
mation chamber and the transfer of the ashes from the inclined plane of the post- 
combustion chamber into the ash chamber where they will eventually burn out. 
In a furnace with a post-combustion grate, such as the gasifier furnaces built by 
Beck and Topf in the 1930s or the Volckmann-Ludwig gas-fired furnace, the ref- 
erence time is given by the moment at which the glowing ashes are moved from 
the inclined plane of the post-combustion chamber or from the floor of the muffle 
to the post-combustion grate. 

However, even though this was contrary to Kessler’s ethical and professional 
norms drawn up in 1932 (see Chapter 8), some crematoria would introduce the 
subsequent corpse into the cremation chamber even as the residues from the pre- 
vious body were still burning out on the inclined plane of the post-combustion 
chamber. Thus, two corpses were in the same furnace simultaneously, albeit in 
separate chambers and in different phases of the cremation. As we have seen in 
the preceding chapter, such a procedure was standard practice in furnaces like the 
Volckmann-Ludwig unit at Stuttgart, which had a lid for the isolation of the post- 
combustion chamber. 

The difference in the duration of cremations carried out in accordance with 
these two different criteria is not irrelevant, as is shown for example by Kessler’s 
observations with the experimental Volckmann-Ludwig furnace at Hamburg in 
1931: on average, a cremation up to the removal of the residues of the corpse 
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from the plate at the floor of the cremation chamber (which, in this type of fur- 
nace, played the part of a grate) to the post-combustion grate for the final burn- 
out took about one hour in case of continuous operation of the furnace, but for 
the overall cremation (up to the final withdrawal of the ashes) Kessler recorded 
time spans varying between 1 hour and 43 minutes and 2 hours and 45 minutes 
(Kessler 1931a, p. 37). 

In the experimental Volckmann-Ludwig furnace, the solar plexus of the 
corpse did not burn completely in the cremation chamber but only on the post- 
combustion grate, therefore, when the next corpse was introduced into the crema- 
tion chamber, the cremation of the previous one wasn’t over yet. Heated by means 
of city gas as it was, this furnace could be run uninterruptedly and could carry out 
20-22 cremations per day in 24 hours of continuous operation according to its 
designers (see Chapter 5). 

In furnaces not having a post-combustion grate it was no doubt possible to 
introduce the next corpse into the cremation chamber as soon as the residues of 
the previous one had dropped through the bars of the grate onto the inclined plane 
without waiting for them to burn out completely, even though this was not al- 
lowed for ethical and esthetic reasons. Still, if we are to believe the minimum 
times reported for the Schneider and Topf gasifier furnaces (45 minutes) in some 
crematoria, one is reminded that this rule apparently was not always followed. 

Not fulfilling this requirement — which specified that the residues of a corpse 
could only be moved when they were no longer aflame — was of course possible 
also in furnaces with a post-combustion grate, and so R. Kessler explains pre- 
cisely along those lines the stupendous results of the experimental furnace at 
Hamburg (2,500 corpses cremated in 7 months with a total consumption of 100 
m? of gas; Kessler 193 1a, pp. 37f.): 

“The administration of the Hamburg-Ohlsdorf cemetery generally assumes an 
average consumption of 7 m? for a cremation. The operators receive a bonus 
amounting to half the cost of the gas in case of a lower consumption. Here we 
have, no doubt, a great risk for cremations to be run not in accordance with the 
rules. The operator is obviously interested in not letting the temperature of the 
furnace drop too far. This possibility exists mainly in the final phase of the cre- 
mation. If he feeds little air so as not to let the furnace cool and thus arrive at a 
savings, the end of the cremation is drawn out. If he speeds the cremation with 
sufficient air feed, following his instructions to the letter, the furnace will cool and 
he has to supply more gas to heat it up again. That reduces his bonus. Therefore, 
there is the risk that, because of a disregard for the operating instructions, the 
remains [of the corpse] are moved to the post-combustion grate already before 
all the combustible matter of the corpse has been consumed." 

In the table below I have summarized the data for the average duration of a cre- 
mation in furnaces with a gasifier:*! 





^' Beutinger 1911, pp. 106, 110, 113, 115; Topf 1926 (see Section II, Chapter 2). In the Schneider fur- 
nace at the Gotha crematorium a cremation generally took | hr 15 min (Stadtvorstand Gotha 1928, p. 
25). 
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FURNACE SYSTEM | AVERAGE DURATION OF А CREMATION [hr] 
Siemens 1% 

Klingenstierna 1-1% 

Schneider 54 – 1% 

Ruppmann 1'4 — 1% 

Topf 54 – 112 





In a publication concerning the Paris crematorium of Pére-la-Chaise the follow- 
ing operating result of the years 1889-1893 are given (Préfecture... 1893, p. 14.): 





1889 — FURNACE TOISUL & FRADET 

























































































AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% > 1% Average 

0-9 3 2 5 5 / / 40 min. 
10-29 3 2 5 2 1 60 min. 
30-50 8 5 13 3 9 1 70 min. 

>60 9 4 13 / 11 2 75 min. 
Totals | 23 13 36 19 22 4 

1890 — FURNACE TOISUL & FRADET 

AGE SEX TOTAL DURATION OF CREMATION [h] 

[y] M F <1 1-1% > 1% Average 

0-9 12 6 18 17 1 р 40 тіп. 
10-29 5 2 78 3 4 / 60 тіп. 
30-50 | 28 14 42 12 30 / 62 тіп. 

>60 34 20 54 10 41 3 65 min. 
Totals | 79 42 121 42 76 3 

1891 — FURNACE FICHET 

AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% > 1% Average 

0-9 8 5 13 12 1 / 38 min. 
10-29 2 6 8 5 3 / 58 min. 
30-50 | 49 15 64 38 25 1 59 min. 

>60 36 13 49 21 27 1 59 min. 
Totals | 95 39 134 76 56 2 

1892 — FURNACE FICHET and subsequently TOISUL & FRADET 

AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% > 1,6 Average 

0-9 9 4 13 12 1 / 38 min. 
10-29 6 6 12 6 4 2 63 min. 
30-50 | 55 23 78 27 45 6 66 min. 
>60 35 21 56 26 27 3 64 тіп. 
Totals | 105 54 159 71 77 11 
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1893 — FURNACE FICHET and subsequently TOISUL & FRADET 











AGE SEX TOTAL DURATION OF CREMATION [hrs] 
[yrs] M F <1 1-1% > 16 Average 
0-9 6 7 13 13 / / 37 min. 
10-29 11 1 12 9 3 / 51 min. 
30-50 | 38 21 59 41 18 / 55 тїп. 
>60 48 18 66 41 24 1 54 тіп. 
Totals | 103 47 150 104 45 1 


























The data for the years 1891 and 1893 аге at the limit or even below the limit of 
the later works and, if they are accurate,? can only refer to the main combustion, 
not including the time needed for the post-combustion. 

This is evident already from a simple comparison with an extract of the report 
of the Municipal Construction Office of Stuttgart as authored by Prof. Robert 
Nagel concerning 48 cremations carried out between July 20th and September 
15th, 1909, in the local Ruppmann furnace. The average duration of a cremation 
was 1 hour and 33 minutes, the minimum was 1 hour and 10 minutes and the 
maximum was 2 hours and 30 minutes (Nagel 1922, p. 36). Paul Freygang adds 
more important technical data: Average consumption of coke for each cremation: 
207 kg; chimney draft: 11.3 mm water column shortly before the introduction of 
the corpse and 10.8 mm after the cremation. The average temperatures of the 
cremation chamber, exhaust and combustion air exiting the recuperator, as meas- 
ured by thermocouples, are summarized in the table below (Freygang 1914, p. 
476): 








Temperatures [°C] 
air ducts 
Measuring time ише Waihi left right 
Right before introduction 1002 547 442 421 
Right after introduction 997 612 416.5 | 389.5 
After 10 min. 975 656 401.5 | 372.5 
After 20 min. 968.5 872 391.5 | 369.5 
After 30 min. 972 671.5 393.5 | 373.5 
After 45 min. 979.5 658 398 376 
After 60 min. 986.5 639 410 389 
After 75 min. 989 620 417.5 | 397.5 
After 90 min. 982 608.75 421 402 
Shortly after end 973 596 409 402 














The furnace offered by the W. Müller Co. to the Dachau concentration camp 
specified an average of 1 hour and 30 minutes for one cremation, according to the 
supplier. 

A survey carried out by Prof. Paul Schläpfer on the Swiss crematoria in the 
1930s yielded the following data for coke-fired furnaces (Schläpfer 1937, table 
outside of text): 





42 The data do not result from diagrams drawn from the furnaces’ instruments. 
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LOCATION YEAR BUILT | AVERAGE DURATION (hrs) 
Davos 1913 2 
Rüti 1929 37 
Solothurn 1924/25 2-3 
Olten 1918 1-2 
Neuchätel 1923 2 
Lugano 1916 1 
Schaffhausen 1914 1%-2 
Lucerne 1924 2%%—3 
Biel 1911 1-2 
Aarau 1912 24-3 
St. Gallen 1902 2% 
St. Gallen 1926 112 — 134 








The figures quoted have only an indicative value, as they may have been affected 
by motives ofpropaganda or competition. Hence, as an objective and unassailable 
reference point I shall instead use the figures presented in a series of diagrams 
concerning cremations produced by technical measuring devices installed in the 
furnaces. The diagrams concerning the experiments performed by Richard Kess- 
ler, which we examined in Chapter 4, are particularly important in this respect. 
For these, we may say with good reason that the cremations took place under 
optimum conditions, not only because ofthe advanced design ofthe furnace (Ge- 
brüder Beck, Offenbach), but also because of the care exercised by Kessler in 
avoiding leakage of air, because of the use of proper instruments to observe the 
cremation process throughout all of its stages, and because of the particularly 
careful operation of the furnace under the watchful eye of a specialized engineer. 

The average duration of a cremation was | hour and 26 minutes in the case of 
coke, and І hour and 22 minutes in the case of briquettes. 

Let us now look at the individual diagrams. 


6.1. Cremation Furnace with a Coke-Fed Gasifier 


Diagram no. 1 (Documents 47f.) 


Furnace design: 
Location: 


Number of consecutive cremations: 


Start of first cremation: 
End of last cremation: 
Total duration of cremations: 


Average duration of one cremation: 





? Up to the removal of ће ashes. 


Gebriider Beck, Offenbach 
Dessau 

8 

9:30 AM 

9:00 PM 

11 hr 30 min 

1 hr 26 min 
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Duration of the individual cremations: 


1) from 9:30 to 11:13 = 

2) from 11:14 to 12:55 = 
3) from 12:58 to 14:10 = 
4) from 14:15 to 15:31 = 
5) from 15:34 to 16:39 = 
6) from 16:40 to 18:38 = 
7) from 18:38 to 19:56 = 
8) from 20:00 to 21:00 = 

Duration of shortest cremation: 


Diagram no. 2 (Document 78) 





Furnace design: 

Location: 

Number of consecutive cremations: 
Start of first cremation: 

End of last cremation: 

Total duration of cremations: 
Average duration of one cremation: 
Duration of shortest cremation: 


1 hr 43 min 
1 hr 41 min 
1 hr 12 min 
1 hr 16 min 
1 hr 05 min 
1 hr 58 min 
1 hr 18 min 
1 hr 

1 hr 


not indicated 

not indicated 

3 

10:30 AM 

3:45 PM 

5 hrs 15 min 

1 hr 45 min 

1 hr 15 min (child) 


6.2. Cremation Furnace with Briquette-Fed Gasifier 


Diagram no. 3 (Documents 49f.) 


Furnace design: 
Location: 
Number of consecutive cremations: 
Start of first cremation: 
End of last cremation: 
Total duration of cremations: 
Average duration of one cremation: 
Duration of individual cremations: 

1) from 9:00 to 10:44 = 

2) from 10:45 to 12:00 = 

3) from 12:00 to 13:30 = 

4) from 13:34 to 14:45 = 

5) from 14:45 to 16:02 = 

6) from 16:02 to 17:15 = 

7) from 17:18 to 18:20 = 

8) from 18:20 to 20;00 = 
Duration of shortest cremation: 


Gebriider Beck, Offenbach 
Dessau 

8 

9:00 AM 

8:00 PM 

11 hrs 

1 hr 22 min 


1 hr 44 min 
1 hr 15 min 
1 hr 30 min 
1 hr 11 min 
1 hr 17 min 
1 hr 13 min 
1 hr 02 min 
1 hr 40 min 
1 hr 02 min 
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6.3. Cremation Furnace Heated with Gas 


Diagram no. 4 (Documents 51f.) 





Furnace design: Gebriider Beck, Offenbach 
Location: Dessau 
Number of consecutive cremations: 8 
Start of first cremation: 8:22 AM 
End of last cremation: 6:00 PM 
Total duration of cremations: 9 hrs 22 min 
Average duration of one cremation: 1 hr 12 min 
Duration of individual cremations 
1) from 8:22 to 9:30 = 1 hr 8 min 
2) from 9:31 to 10:30 = 59 min 
3) from 10:32 to 11:39 = 1 hr 7 min 
4) from 11:40 to 12:32 = 52 min 
5) from 12:35 to 13:55 = 1 hr 20 min 
6) from 13:56 to 15:12 = 1 hr 16 min 
7) from 15:14 to 16:39 = 1 hr 25 min 
8) from 16:41 to 18:00 = 1 hr 19 min 
Duration of shortest cremation: 52 min. 


Diagram no. 5 (Document 79) 





Furnace design: E. Emch & Co., Winterthur. 
Location: Zürich 

Number of consecutive cremations: gu 

Beginning of first cremation: 8:00 AM 

End of fourth cremation: around 3:45 

Total duration of cremations: 5 hrs 45 min 

Average duration of one cremation: 1 hr 26 min 


Diagram no. 6 (Document 80) 





Furnace design: E. Emch & Co., Winterthur 
(modified design) 

Location: Zürich 

Number of consecutive cremations: 7” 

Start of first cremation: around 8:50 AM 

End of last cremation: 5:00 PM 

Total duration of cremations 8 hrs 10 min 

Average duration of one cremation: 1 hr 21 min. 





^ As the end of the last cremation is not clearly indicated, we shall ignore it here. 
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Diagram no. 7 (Document 81) 





Furnace design: 
Location: 
Year: 


Number of consecutive cremations: 


Start of first cremation: 
End of last cremation: 
Total duration of cremations: 


Average duration of one cremation: 


Diagram no. 8 (Document 82) 





Furnace design, location, year: 


Number of consecutive cremations: 


Start of first cremation: 
End of last cremation: 
Total duration of cremations: 


Average duration of one cremation: 


Volckmann-Ludwig 
Stuttgart 

1931 

5 

around 9:50 AM 
around 5:20 PM 
about 7 hrs 30 min 
about | hr 30 min 


as above 

5 

around 10:45 AM 
around 5:35 PM 
about 6 hrs 50 min 
about 1 hr 22 min. 


6.4. Cremation Furnace Fired Electrically 


Diagram no. 9 (Document 83) 


Furnace design: 


Location: 
Year: 


Number of consecutive cremations: 


Duration of the cremation: 


Diagram no. 10 (Document 84) 





Furnace design, location, year: 


Number of consecutive cremations: 


Total duration of cremations: 


Average duration of one cremation: 


Diagram no. 11 (Document 85) 
Furnace design: 
Location: 
Year: 


Number of consecutive cremations: 


Total duration of cremations: 


Average duration of one cremation: 


Brown, Boveri & Co., 


Baden (prototype) 
Biel 

1934 

1 

around 2 hrs 38 min. 


as above 

2 

about 4 hrs 8 min 
about 2 hrs 4 min. 


as above 
St. Gallen 
1942 

4 


5 hrs 20 min (effective) 


about 1 hr 20 min. 
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Diagram no. 12 (Document 54) 





Furnace design: 


Brown, Boveri & Co., 


Baden 
Location: Biel 
Year: 1940 


Duration of shortest cremation: 





Diagram no. 13 (Document 55) 


Furnace design: 
Location: 


Duration of shortest cremation: 


Diagram no. 14 (Document 56) 





about 1 hr 10 min. 


as above 
Biel 
about 1 hr 10 min. 


Furnace design, location: as above 
Year: 1943 
Duration of the cremations: 
1) from 10:03 to 11:30 = Ihr 27 min 
2) from 14:18 to 15:50 — 1 hr 32 min 
3) from 8:28 to 10:15 — 1 hr 47 min 


Diagram no. 15 (Document 57, upper diagram) 





Furnace design, location: as above 
Year: as above 
Start of cremation: 11:03 AM 
End of cremation: 12:05 PM 
Duration of cremation: ] hr 2 min. 


Diagram no. 16 (Document 57, middle diagram) 





Furnace design, location: as above 
Year: as above 
Start of cremation: 1:33 PM 
End of cremation: 2:50 PM 
Duration of cremation: 1 hr 17 min. 


Diagram no. 17 (Document 57, lower diagram) 





Furnace design, location, year: as above 
Start of cremation: 11:00 AM 
End of cremation: 12:05 PM 
Duration of cremation: ] hr 5 min. 


Incineration lists of crematoria are no doubt reliable documents as well. Here I 
shall present an extract from a list of the Bielefeld crematorium covering 26 cre- 
mations that took place between 5 and 23 December 1941 (Document 86). The 
majority of those cremated were detainees from the Wewelsburg concentration 
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camp. The list is in conformity with the decree of the Reich Ministry of the Inte- 
rior of August 10th, 1938 (see Chapter 8). The Bielefeld crematorium was started 
up in 1938 and was coke-fired. The duration of the consecutive cremations is 
shown in the table below (the letter *W" indicates that it concerned the cremation 
of a Wewelsburg inmate). 


December 5, 1941 


No. 1289 from 9:30 AM to 10:30 АМ= IhrW 

No. 1290 from 10:30 AM to 1:00 РМ = 11:30 min W 
No. 1291 from 1:00 PM to 3:00 PM = 2 hrs 

No. 1292 from 3:00 PM to 5:00 PM = 2 hrs 





December 10, 1941 
No. 1294 from 8:30 AM to 10:00 АМ = 1 hr 30 min W 





No. 1295 from 10:00 AM to 11:30 AM = 1 hr 30 min W 
No. 1296 from 11:30 AM to 2:00 РМ = 2 hrs 30 min 
No. 1297 from 2:00 PM to 4:45 PM = 2 hrs 45 min 


December 15, 1941 











No. 1299 from 9:00 to 10:30 AM = 1 hr 30 min W 
No. 1300 from 10:30 AM to 12:00 PM = 1 hr 30 min W 
No. 1301 from 12:00 PM to 2:00 PM= 2hrs W 
No. 1302 from 2:00 PM to 3:30 PM = 1 hr 30 min W 
No. 1303 from 3:30 PM to 4:30 PM = 1 hr W 


December 18, 1941 


No. 1305 from 8:00 AM to 9:30 AM = 1hr30 min 
No. 1306 from 9:30 AM to 11:00 AM = 11:30 min W 
No. 1307 from 11:00 AM to 12:00 PM = 1 hr W 

No. 1308 from 12:00 PM to 1:30 РМ = 1hr30 min W 
No 

No 

N 





. 1309 from 1:30 PM to 3:15 PM = 1 hr 45 min W 
. 1310 from 3:15 PM to 4:15 PM = 1 hr W 
о. 1311 from 4:15 PM to 5:15 PM = 1 hr W. 
Average duration of one cremation: 1 hr 30 min 
Duration of shortest cremation: 1 hr. 








In the 1970s, scientific experiments were done in England with the aim of 
identifying the most important factors having an influence on the cremation pro- 
cess. The results were read at the annual convention of the Cremation Society of 
Great Britain in July of 1975. 

The experiments were done along two lines: a preliminary investigation in the 
Breakspear crematorium at Ruislip, and a full investigation in the Chanderlands 
crematorium at Hull. The researchers conducting the experiments initially se- 
lected the following factors to be considered: the fuel, the type of furnace, the 
dimensions of the coffin (and of the corpse), the hygienic treatment (embalming) 
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of the corpse, the cause of death, the furnace operator, and the use of different 
furnaces. The effects of varying technical factors were reduced by adopting the 
same gas-fired furnace (Dowson & Mason Twin Reflux Cremator) and the same 
furnace operator (Jones 1975, p. 81). 

Taking into account these factors, 200-300 cremations were observed, and the 
data gathered were handed to the statistician of the group for a preliminary report. 
This analysis showed that, out of the factors considered initially, only four were 
significant: the age and the sex of the deceased, the cause of death and the tem- 
perature of the furnace. On the basis of these findings, the research was continued 
at the Hull crematorium. Here it was found that the really decisive factors were 
the maximum temperature of the furnace and the sex of the deceased. The results 
obtained were incorporated into a graph by the statistician (Document 87), which 
one of the researchers, Dr. E. W. Jones, comments upon as follows: 

“From his graph he [the statistician] was able to tell us (we felt this to be 
rather interesting) that there is a maximum point, or rather a minimum point, of 
incineration time below which it is impossible to go, and our statistician defined 
this as a thermal barrier that, because of the make, the nature of human tissues, 
you cannot incinerate them at a rate which is below round about 63 minutes.” 

Some corpses may burn even within 60, 59 or 58 minutes: this is the lower limit 
of the thermal barrier (ibid., р. 88). 

The graph shows that the duration which comes closest to the thermal barrier, 
set at 60 minutes, corresponds to a temperature of 800°C. When the temperature 
is raised to 1,000°C, the duration of the cremation rises to 67 minutes, and then 
drops again to 65 minutes at 1,100°C. At higher temperatures, which were not 
investigated, the duration should eventually fall and should drop below the ther- 
mal barrier at super-high temperatures. If one wanted to reduce the cremation 
time to 20 or 15 minutes — says Dr. Jones — it would be necessary to build a 
furnace capable of running at 2000°C. 

Then Dr. Jones adds (ibid. ): 

“Our statistician colleague did some work, he looked into the records of crem- 
atoria in Germany during the last war, and it would appear that the authorities 
there were presented with a similar problem — that they came up against a thermal 
barrier. They could not design a furnace that reduced the mean incineration time 
to a very practical effective level. So we started to look at why there is this thermal 
barrier with human tissues.” 

The conclusion of the researchers is that the proteins of the human body undergo 
a chemical change when heated to 800-900°C, dissociating and recombining to 
form “that can only be described as a hard crust” which resists the process of 
cremation (ibid.). 

I wish to add that the first part of the graph which covers the temperature of 
400-600°C cannot correspond to actual experiments — because the ignition tem- 
perature of the heavy hydrocarbons which form during the gasification of the 
corpse is about 650°C — unless these temperatures are not the maximum temper- 
atures but the temperatures at the moment of the introduction of the coffin. 

While we are able to say, in a nutshell, that the cremation time has a lower 
limit of about 60 minutes and that this is an undeniable fact, we must stress, 
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though, that this is not an absolute but a general limit: it refers to the average 
duration of several cremations, rather than to any single one. This appears clearly 
in Diagram no. 4 where the shortest time (52 min) is below the limit, but the 
average duration of the cremations (1 hr 12 min) is well above it. 

In any case, as the cremation time depends also on the mass of the corpse, it 
is obvious that, for any given combustion rate, the cremation of a normal corpse 
of lower mass takes less time. Here, of course, we are not speaking of a lean 
corpse as opposed to a fat one, but of a small body having, in proportion, the same 
fat and protein content of a normal body. 

In the furnaces with a gasifier, as Kessler has shown in his experiments, the 
lower limit is about 80-85 minutes. 


7. Heat Balance of a Coke-Fed Cremation Furnace 


The consumption of fuel of a cremation furnace depends essentially on the 
design of the furnace, the cremation process, the frequency of cremations, the 
composition of the corpses, and the management of the furnace. 

The design of the furnace is important because a more massive structure ab- 
sorbs a greater amount of heat before the thermal steady state is reached. For 
example, the Siemens furnace at the Gotha crematorium required 1,500 kg of 
lignite for the first cremation, the Schneider furnace needed 400-500 kg of coke, 
and the Klingenstierna furnace consumed 280-400 kg of coke (Heepke 1905b, p. 
20). 

Furthermore, as results from Schlapfer’s diagrams for the temperature profile 
in the walls of a muffle at various stages of the preheating process (Documents 
88f.), a well-insulated furnace loses less heat through convection and radiation 
than a poorly protected one. From the studies run on the furnaces of the Ziirich 
crematorium in the 1930s one can see for example that the first two furnaces, 
badly insulated, lost 720,000 kcal over 24 hours, whereas the third one, better 
insulated, lost only 480,000 (Schlapfer 1938, p. 154). 

The feed system and the temperature of the secondary combustion air are also 
of great importance. The design of the furnace being dependent on the cremation 
process, the process affects indirectly also the consumption of fuel. As I have 
mentioned, by cremation process I mean the way in which the combustion prod- 
ucts of the gasifiers are put to use. There are three different cremation processes: 
> indirect: the combustion products of the gasifier do not have direct contact 

with the corpse; 
> semi-direct: the combustion products of the gasifier are in contact with the 

corpse only in the final stage of the cremation; 
> direct: the combustion products of the gasifier are in contact with the corpse 
throughout the cremation. 
The indirect process is based on the cremation system using pure hot air, as in- 
vented by F. Siemens, which we have discussed in Chapter 3 and which is obvi- 
ously the most expensive one. 
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The experiments carried out by R. Kessler on the same gas-heated furnace 
showed for two consecutive cremations a consumption of 398 m? of gas for the 
indirect cremation, of 156 m? of gas for the semi-direct method, and of 137 m? of 
gas for the direct cremation (Kessler 1927, no. 11, p. 177). 

The frequency of cremations has an overriding effect on the fuel consumption. 
If, in fact, only one cremation takes place in a given furnace in the span of one 
day, the consumption of fuel for the purpose of bringing the furnace up to the 
operating temperature is totally assigned to that cremation. If, instead, several 
consecutive cremations are carried out, the initial consumption is averaged over 
all cremations, and the consumption for any one cremation drops considerably. 
This results clearly from Schlapfer’s diagram for the coke consumption per cre- 
mation for several consecutive cremations (Documents 90, 90a). It shows that 
some 415 kg of coke were needed for the first cremation starting with a cold 
furnace, but for 20 cremations in succession on average only 37.5 kg of coke were 
need for each cremation. This means that 20 discontinuous cremations run at in- 
tervals of several days would consume a total of 8,300 kg of coke as compared to 
a consumption of only 750 kg if run in succession. 

The composition of the corpses also has an effect on the cremation process 
and hence on the fuel consumption, because the bodies contribute more or less 
heat to the muffle on account of their varying amounts of fat and proteins. Ac- 
cording to Hellwig, out of 100 corpses 65 will burn normally, 25 burn with diffi- 
culty, and 10 with great difficulty (Hellwig 1931a, р. 373). As we have seen in 
Chapter 5, corpses which burn well generate up to 16 or 17% of СО» in the early 
phases of the cremation, while for difficult bodies the СО» content drops to 4%, 
which corresponds to a much higher excess air ratio. 

Finally, the furnace management has a major effect on the heat economy as 
well: an erratic or inattentive operation can lead to a doubling of the fuel con- 
sumption, as happened in the Dessau crematorium according Kessler’s account, 
prior to his scientific cremation experiments. 

Calculating the theoretical heat balance of a cremation furnace with a coke- 
fed gasifier is a very difficult problem, because in practice many variables arise 
which cannot be predetermined theoretically and to which the operation of the 
furnace has to be adjusted from time to time. H. Keller observed quite correctly 
“actually, there is no technical combustion device for which the difference be- 
tween the amount of heat needed [theoretically] and the amount used is as great 
as in a cremation furnace” (H. Keller 1934, p. 12). 

Various ways of calculating the heat balance have been proposed in the expert 
literature. Let us look at the most interesting ones: 

The engineer Fichtl argues as follows (Fichtl 1924, p. 395): 

“In the furnaces for cremating animal carcasses, such as those being used in 
stockyards or similar, the fuel consumption is based more correctly on the weight 

(in kg) of the material cremated, and here, in fact, a fuel consumption correspond- 

ing to 15-20% of the weight of the material to be cremated (offal) is considered 

adequate. This latter principle has also been demonstrated in unassailable ac- 
ceptance tests concerning such furnaces for animal carcasses. If this is applied to 
cremation furnaces, a coke consumption of 12-16 kg results for a human body 
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weighing 80 kg on average and assuming a continuous operation. On the basis of 
certain hypotheses whose validity, however, cannot be irrefutably verified, one 
can also calculate the fuel consumption needed theoretically for the thermal de- 
struction of a human body. The flesh, the main constituent of our body, consists 
of 70-80% of water, as is well known, the remainder is made up of 17-21% of 
protein substances (nitrogenous substances), of 1-3% of fat and of 1% of salts 
(mineral elements); its specific heat is about 0.8 kcal/°C [sic]. As the destruction 
ofthe body takes place at a fairly constant temperature of 1000°C, the heat needed 
in this case amounts to 80 · 0.8 - 1000 = 64,000 kcal, the equivalent of 64,000- 
3,000 = 21 kg of coke; here, however, it is assumed that the specific heat stays 
constant over the temperature range between 0 and 1000°C, which has not yet 
been demonstrated experimentally, and also that the decomposition of the body 
sets in only at a temperature of more than 1000°C. Another approach, by way of 
the heat needed for vaporization and superheating of the body water, arrives at a 
similar result in the following manner: 


E 


2.80 (600 + 0.5 - 900) = 63,000; SDR 


” 73,000 





= 21 kg of coke. [42] 


In these attempts to arrive at the minimum fuel consumption via computations, 
one has not considered the heat contribution of those materials which burn to- 
gether with the body, such as the wood of the coffin, the mattress of wood shav- 
ings, the garments etc., nor that of the inner substances, such as the fat or similar 
tissue, which produce further heat during the combustion. This heat supply to the 
furnace — which translates into an increase in the temperature of the discharge 
gases by 50-100°C — should be approximately 15,000-20,000 kcal for each corpse 
and should be deducted from the 60,000-65,000 kcal calculated above, if it were 
not for an amount of air, difficult to define but needed for an odorless and smoke- 
less cremation, which must also be heated up from ambient temperature to that of 
the furnace. This happens primarily in the channels of the recuperator and there- 
fore, for our purpose, we do not have to compute it. All told, the amount of coke 
theoretically needed for the cremation of a human body can be considered to be 


64,000 — 15,000 _ 50,000 


3,000 53,000 ^ 16-17 kg [43] 


The heat content of the coke (metallurgical or from coke furnaces) burning in the 
gasifier is assumed here to be 6,000 kcal/kg and its efficiency in the cremation 
furnace to be 50%. This latter value, however, would be too high for the furnace 
systems built so far. The temperature of the combusted gases has been shown to 
Бе 500-700°C in repeated investigations, hence extremely high, while the CO; 
content proved to be very low, around 3-4%. The high temperatures of the dis- 
charge gases in cremation furnaces are in a way an inconvenient yet inevitable 
characteristic that cannot easily be avoided because of the high temperature — 
1000°C — which must be maintained in the cremation muffle with its considerable 
mass of refractory materials storing heat, and because of the relatively short path 
between the muffle and the smoke trap. From the point of view of combustion 
technology, it would be easy to reduce the temperature of the discharge gases to 
200-300*C with larger heated surfaces in the recuperators and with preheaters 
using the discharge gases. But in the first case, instead of losing the heat through 
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the chimney, the result would only be a heating up of the refractory material or of 
the baffles in the recuperator. As the recuperator has an insulating effect down- 
wards on the muffle during operation, this would yield only a slight economic 
gain, while during the warm-up phase and the inactive periods it would lead to 
an undesirable heating of the ambient air in the furnace hall. 

The use of the discharge gases in preheaters for central heating or other such 
applications would face insurmountable difficulties of the type already mentioned 
[i.e. against the requirements of respect], and considering that the cremation pro- 
cess from this point of view has so far been flawless, it is best not to explore such 
venues. Hence, the heat losses via the discharge gases amount to 50-60% from 
the start. Furthermore, the furnaces now in operation transmit an excessively high 
and very much noticeable amount of heat to their surroundings by conduction and 
radiation of the furnaces’ surfaces. With a tiled stove, for example, this would be 
an advantage, but here it must be considered a loss. This is due to the relatively 
weak insulation between the large mass of refractory material inside the furnace, 
at red heat, and the rather thin outside walls. Therefore, temperatures of 60-80°С 
are not uncommon, and even higher values may occur on the vault of the furnace 
and on the rear wall of the recuperator with its many steel-covered openings. The 
heat losses by radiation and conduction from the surfaces of the furnace can 
therefore be calculated to be around 25-30%. Practically then, leaving aside the 
inevitable losses through incombustibles and furnace residues, we have at best an 
efficiency of 10-20%, so that the effective consumption of fuel for one corpse, as 
calculated, can be taken to be 


50,000 


500 to 1,200 ^ 85 to 42 kg.” [44] 


This result, when compared to the average values for the fuel consumption actu- 
ally recorded in practice, appears however somewhat high, even for an indirect 
cremation process. 

Tilly has used a different and more precise method to arrive at a heat balance 
(Tilly 1926a, рр. 134ff.): 

“In what follows, the basis of the calculation is a human body of 70 kg. If we 
assume an average water content of 65%, we must evaporate a total amount of 
0.65 - 70 = 45.5 kg of water at atmospheric pressure, which requires a heat supply 
of 45.5 · 600 = 27,300 kcal. As the body contains 35 % of solids and only 30% of 
combustible substances, 0.3 : 70 = 21 kg of matter is available for the cremation 
process. According to Professor Zuntz, this matter consists of 52% carbon, 7% 
hydrogen, 23% oxygen, 1% sulfur and 17% nitrogen, which yields the following 
composition: 

0.52:21- 10.92 kg of carbon 

0.07:21= 1.47 kg of hydrogen 

0.23:21= 4.83 kg of oxygen 

0.01:21= 0.21 kg of sulfur 

0.17:21- 3.57 kg of nitrogen 

Total 21.00 kg of substance 
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ы 
a 


The air needed for the combustion of those elements can be calculated with the 
known equation"?! 


(2.667 : 10.92) + (8: 1.47) + 0.21 -4.83 _ Р 
143-021 = 123 m? of air [45] 


at 0°C and 760 mm Hg, hence, for an excess of air of 50% we have about 185 m? 
of air at 0°C and 760 mm Hg. In direct cremation, this volume of air is heated by 
the combustion products to about 950°C, requiring (185 : 1.293 · 0.237 - 950) = 
54,000 kcal. The water vapor generated by the corpse is likewise superheated to 
950°C, the corresponding consumption of heat is (45.5 · 0.47) · (950 — 100) = 
18,000 kcal. The heat generated by the oxidation of the elements mentioned above 
can be arrived at by means of the well-known equation: 


(8,100 - 10.92) + 29,000 (1.47 -ŽŽ )+ (2,500 - 0.21) — (600 45.5) 


= 86,907 kcal [46] 


Here, 27,300 kcal have been deducted for the evaporation of the water. 

Let us now look at the two ways in which, by choice, the cremation ofa human 
body proceeds. 

First case: The corpse is brought directly into contact with the products of the 
combustion [of the gasifier] together with the excess air. The temperature of the 
hearth of a cremation furnace is about 1,300°C, with the temperature of the re- 
fractory material of the hearth, of the collecting channels, of the grate, of the ash 
chamber, and of the cremation chamber being taken to be 1,100°C. The temper- 
ature of the air must not drop below 800°C, therefore one may assume an average 
temperature of (1,100 + 800) + 2 = 950°C. The mass of the brickwork of refrac- 
tory material may be taken to be 6,500 kg for one of the usual furnace designs. A 
heat amount of (6,500 - 0.21 · 1,100) = 1,500,000 kcal is needed to bring it to 
1,100°C. 

Now, for the fuel consumption the following computation applies, depending 
upon whether one, five, twelve or twenty corpses are cremated in succession: 





a) heating of refractory wall: 1,500,000 kcal 
b) heating of combustion air: 54,000 kcal 
c) superheating of steam: 18,000 kcal 

1,572,000 kcal 
subtracting the heat generated by the corpse: —86,907 kcal 





1,485,093 kcal 
which is the heat to be supplied for one cremation; assuming 3,500 kg for each kg 
of coke (taking into account the large heat losses via the discharge gases) this 
corresponds to an amount of coke of 1,485,093 = 3,500 = 420 kg. 

As the heat generated by the body covers the heat required for the cremation, 
we can assume that, after the cremation of the first corpse, no heat is removed for 


The equation (2.67 C + 8 H + S - O)/1.43 · 0.21, which has in the numerator the weight (in kg) of ox- 


ygen needed for the combustion, in the denominator the transformation index for changing from 
weight (kg) to volume (Nm?) and the vol.% of oxygen in air (approx. 21%), to compute the amount of 
air needed. 
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this from the refractory wall, and only the heat needed to get the refractory brick- 
work to the operating temperature is considered in proportion, plus the additional 
heat needed to compensate for the natural losses due to cooling. On the basis of 
the operational results at Berlin and Dortmund, these [losses] can be taken to be 
100%, if more than five corpses are cremated in succession. 

Hence, for the cremation of five corpses we have a fuel consumption of 85 kg 
each, for 12 corpses a consumption of 71 kg (with an additional requirement of 
100% for the heat losses due to cooling)! and for 20 corpses, including a cor- 
responding increase, a consumption of 43 kg each. These figures are in good 
agreement with practical results, as shown by a comparison between the results 
obtained at the Berlin and Dortmund crematoria and the above computations: 


For one cremation: 420 kg per computation 
480 kg per Dortmund data 
For five corpses: 85 kg per computation 
80 kg per Dortmund data 
For twelve corpses: 71 kg per computation 
75 kg per Berlin-Wilmersdorf data 
For twenty corpses: 43 kg per computation 


38 kg per Berlin-Wilmersdorf data 
Second case: The corpse is in contact with hot air only, all of the refractory brick- 
work is brought to 1,100°C by the combustion products of the hearth. A recuper- 
ator of 8,200 kg has been provided for heating the air. Considering the preheating 
of this device by means of discharge gases, the [heat] requirements to reach the 
operating temperature are: 








a) 8,200 - 0.21 (1,100 — 500) 1,000,000 kcal 

b) plus the heat necessary for the remainder of the 

refractory brickwork as in the first case 1,500,000 kcal 

c) same for heating of air 54,000 kcal 

d) same for superheating the steam 18,000 kcal 
2,572,000 kcal 

Less the heat produced by the corpse —86,907 kcal 
2,485,093 kcal 

Therefore, the fuel consumption for the 

— cremation of one corpse = 710 kg 

— cremation of five corpses = 142 kg 

— cremation of twelve corpses (+ 100%) = 120 kg 

— cremation of twenty corpses (+ 100%) = 70 Ке! 





The case where the whole of the refractory brickwork is heated by means of hot 
air may be left aside, because the quantities of 4,600 kg, 875 kg, 440 kg [of coke] 
per corpse are never used in practice.” 
In a later article Tilly arrives at a total consumption of 2,694,343 kcal via a dif- 
ferent computation and concludes that “with the indirect cremation one consumes 
about 80% more coke than with the direct cremation” (Tilly 1927, p. 22). 





48 ie (420 + 12) = 35 kg, plus 100% for the heat losses = 70 kg. 
47 These data refer to the average consumption for the cremation of one corpse as a function of the con- 
secutive cremations shown. 
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The most rigorous computation of the heat balance for a cremation furnace 


with a coke-fed gasifier was no doubt produced by Engineer Wilhelm Heepke in 
1931. Even if his approach contains some erroneous attributions of factors — 
which confirms the great difficulty of the whole matter — it is of fundamental 
importance for the solution of the problem and merits quotation as a whole, to- 
gether with the original text (Document 91). To avoid useless repetition, I have 
omitted the passages already quoted in Section 1 of Chapter 5 (Heepke 1933, Heft 
9; see Document 91): 


“The heat-flow diagram in fig.2 gives an overview of the interplay between 
the various combustion processes; the numerical values will be derived later on. 
The various amounts of heat resulting from the incineration process have been 
entered into fig. 2 as percentages of the fuel efficiency and are shown as dot-dash 
lines. For the first process of coke combustion, the heat losses are shown as solid 
lines. 

Ifwe disregard the Gotha furnace — which was initially heated with Bohemian 
lignite anyway - the only types of modern design are coke furnaces with a recu- 
perator. The latter is made up of firebricks. The first Beck-type furnaces of the 
[18]90s were equipped with cast-iron air recuperators in line with the Klingen- 
stierna system. It should be noted that there is at present a tendency in the steel 
industry to return to recuperators using metal tubes.” 


At this point I have left out the paragraphs already quoted in Chapter 5. 


“Ifa computation is to be arrived at, only certain normal, maximum, or min- 
imum values - as the case тау be — must be defined, aside from variations in the 
amounts of heat and of temperature. 

The weight ofthe corpse of an adult person will run between 70 and 100 kg. 
Of this, 65% represent is water content, thus 35% are dry substances, of which 
5% are incombustibles (ash). The 35 — 5 = 30% of combustibles are composed of 
12% fat, 15% proteins and 3% other substances, i.e. of 52% C, 7% H, 23% О, 1% 
S and 17% М. Thus, for an average corpse weighing 0.5 - (100 + 70) = 85 kg, one 
obtains a total of 0.3 85 = 25.5 kg of combustibles consisting of 

0.12:85= 10.20 kg of fat 

0.15:85= 12.75 kg of protein 

0.03:85= 2.55 kg of other substances 








25.50 kg 
or of: 
c=0.52:25.5= 13.260 kg of C 
һ-0.07-25.5- 1.785 kgofH 
o = 0.23 -25.5 = 5.865 kg of O 
s = 0.01 -25.5 = 0.255 kg of S 
n= 0.17 -25.5 = 4.335 kg of N 
25.500 kg 


For a combustible substance of this kind, which is similar to a solid fuel, we have 
an excess-air ratio m = 20.5-CO;. 5 Experience tells us that CO; ~13%, hence 





48 


m = excess-air ratio 
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m = 20.5+13 = 1.5. For the complete combustion of the parts mentioned, the ef- 
fective amount LV?! of combustion air needed is 


2.67C + 8H+S-O 2.67:13.260 + 8:1.785 + 0.255 — 5.865 
` 0.3 = 1.5: 0.3 


= 220.365 = 220 т? at 0°С апа 760 тт. [47] 


L=m 


Experience as well as precise tests have shown that the temperature ‘t’ in the 
coffin muffle must not be less than 800°C nor more than 1000°C, if a combustion 
as complete as possible is to be achieved, yielding totally burned-out white ash. 
Att > 1000°C, combustion would proceed more rapidly, but the bones would be- 
come black and hard. We will therefore assume t ~ 900°C. 

In the recuperator, the air is heated from the initial or room temperature to = 
10°C to t; = 350°C. We have selected t = 350°C, because the ignition temperature 
of the coffin's wood is around 325-350°C. Thus, an additional amount of heat has 
to be provided for the air amounting to 


W, = 0.31 -L + (t-tj) = 0.31 - 220 (900-350) 
= 37,510 = 38,000 kcal. [48] 


The 65% of water (Q) present in the corpse, or О = 0.65 : 85 = 55.25 kg, must 
also be heated to t = 900°C, which means that it has to be converted to saturated 
steam at 100°C and then superheated to 900°C. With a heat i = 640 kcal/kg 
needed to bring this about at 1 atm (abs.) and a specific heat for superheating c, 
= 0.48, we arrive at a heat requirement for this evaporation of 


Wr =q: [i + cp: (t— to)] = 55.25 : [640 + 0.48 - (900 10)] 
= 58,963 = 60,000 kcal. [49] 


During the incineration process, the incombustibles, i.e. the 5% of bones weighing 
0.05 :85 = 4.25 kg and having a specific heat of 0.2, will tie up an amount of heat 


of 
№; = 0.2 + 4.25 · (900 — 10) 
= 740.5 [recte: 756.5] = 800 kcal, [50] 


which must be considered lost once the ash has been removed from the ash col- 
lector. 

The fire-brick lining of the upper part of the furnace with the muffle, grate, 
channels, and ash-collection space can be assumed to be = 3 m?; thus, for a den- 
sity of 1,800 kg/m? we have a total weight of Сі = 3: 1,800 = 5,400 kg. The 
temperature of this fire-brick portion has been measured as being approximately 
9 = 800°C. Hence, to heat this upper portion of the furnace from 10°C to 800°C, 
given a specific heat of 0.21, we have to supply 


Wa = Cp Gi (9— to) = 0.21 · 5,400 - (800 — 10) 
= 895,600 = 900,000 keal. [51] 





9 L= Lufi, air. 
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The lower part of the furnace contains = 4 m? of firebrick and thus has a weight 
G2 = 4: 1,800 = 7,200 kg. Assuming low [= unfavorable] conditions, the hot gases 
enter the recuperator at T, = 600°C and leave it through the flue duct at Tr = 
200°C. Thus we have: 

An average temperature of the discharge gases 





_Ti+Tr _ 600 + 200 
“7073 


m = 400°C, [52] 


and an average air temperature 


ht _10+350 


„= 5 = 180°C. [53] 


With s = # of fire-brick of recuperator walls, thus a thickness of 0.065 m, A = 
thermal conductivity of firebrick = 0.60 at 400 to 500°C, a = heat transfer coef- 
ficient for rough surfaces = 9.0 for v = 5 m/sec (acc. to Jürgens), we get for the 
thermal transmittance K through the recuperator walls: 


1 = — = 3.33 kcal/m? °C hr [54] 


1 
9 Ge 9 





This provides us with the two surface temperatures of the recuperator bricks 





9° = Т, (Ты) - 400— (400 — 180) 33 = 318°C [55] 
9“ = tn + (Tm — tn) 4 = 180 + (400 — 180) 253 = 262°C, [56] 


апа the average brick temperature 


Oy = a = FE = 290°С. [57] 


9, = 1 = P = 290°С. [58] 


If Qn = 300°C, then the heat required for heating the recuperator becomes 
Ws = cp ` G2: Yn = 0.21: 7,200 - 300 = 453,600 = 454,000 kcal [59] 


which serves to heat the air from 10 to 350°C. 

As the furnace temperature thus exceeds the ignition temperature of the coffin 
material, the latter, as well as the corpse in due course, will ignite soon after the 
introduction of the coffin under the effect of the hot air, i.e. the oxygen it contains. 

The cremation coffin has a weight G; = 40 kg and could supply an amount of 
heat equal to H,: Сз = 3,000 - 40 = 120,000 kcal with H, [\.h.v.] = 3,000 kcal/kg 
for wood. However, the whole amount does not become effective, because the ef- 
fect is reduced by 33% under the action of the varnish, the filling material of the 
coffin and the clothes of the corpse, hence the gain as heat from the combustion 


of the coffin, will be only 
We = 120,000 — 0.33 - 120,000 = 80,400 = 80,000 kcal. [60] 
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As the combustible portions ofthe corpse are made up of the same organic com- 
ponents as a solid fuel, the heat generated by the combustion of the corpse can be 
arrived at by means of the usual compound equation: 


W; = 8,100 - C + 29,000 (H-) + 2,500: S- 600-0 


= 8,100 - 13.26 + 29,000 (1.785 - =) 
+ 2,500 + 0.255 — 600 - 55.25 = 105,402 kcal. [61] 


Including the fatty tissue of the corpse and assuming the heating value of the fat 
to be 8,000 kcal/kg and that of the proteins and other substances to be 1,500 
kcal/kg, we obtain 


№; = 8,000 · 10.2 + 1,500 (12.75 + 2.55) = 104,550 kcal. [62] 


However, one can also use proven empirical values from animal carcass inciner- 
ators for the computation of W;. With good furnaces of this type, one uses a coke 
consumption of 0.350 to 0.375 kg for the incineration of I kg of flesh in I minute. 
For т] = 0.5 and H, = 7,000 kcal/kg we get 


№ = 0.5 · 7,000 · 0.350 · 85 = 104,125 kcal. [63] 


Hence, as a definitive value, we can state: W = 105,000 kcal. 

For the cremation of an 85 kg corpse we thus get, on the basis of the empirical 
data, a combustion time of 85 minutes = 1 hour апа 25 minutes. This is a duration 
which must also be applied to modern cremation furnaces. 

For a first cremation, including the preheating of the furnace, we now have 
the following heat balance: 


Heat to be supplied 











— for heating of cremation air Wi = 38,000 kcal 
— for water evaporation W: = 60,000 kcal 
— for heating the ash W; = 800 kcal 
— for heating upper part of the furnace И. = 900,000 kcal 
— for heating lower part of the furnace Ws; = 454,000 kcal 
У (Wits) = 1,452,800 kcal 
Heat generated 

— by combustion of the coffin Ws = —80,000 kcal 
— by combustion of the corpse W;- —105,000 kcal 
A (Wo+7) = —185,000 kcal 

Hence, we have for a first incineration a net heat requirement 
W inet = 1,267,800 kcal 


As a fuel we consider coke in the form of gas coke or metallurgical coke. For our 
purposes we will use a metallurgical coke having the following composition: C = 
78.84; H = 0.51; O = 1.0; S = 0.91; W[ater] = 8.21; A[sh] = 10.53 %. This gives 
us a theoretical I.h.v.: 
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Hu = 81С + 290 - (H -) + 255- 6W 


= 81: 78.84 + 290 : (0.51 8) %24-091-6-821 
= 6,471.18 = 6,470 kcal/kg. 641 


То determine the effective heat requirements, i.e. the efficiency 1,501 we must con- 
sider the heat losses of the furnace, which are composed of loss through the chim- 
ney, conduction and radiation losses, incomplete combustion, and hearth residue 
(ash). For this purpose we will use empirical values having been ascertained 
through tests or by experience for the fuel used. Partly, of course, we must use 
average values for this computation. We have thus found: flue duct temperature 
Tr = 200°C, room temperature at start of heating tu = 10°C and at start of oper- 
ation fu = 20°C, analysis of the discharge gas (flue gases) CO? = 13; O2 = 7.3; 
CO = 0.5; H: = 0.4; СН; = 0.3, and N = 70.5 % by volume, ash content of the 
coke for a first heating A’ = 12 kg with an analysis of Ca = 47.8; Ha = 0.1; Sa = 
1.6; incombustibles 50.5%, hence uncombusted and incombustible materials in 
the ash Ua = (Ca + Ha + Sa) = 47.8 + 0.1 + 1.6 = 49.596,50 

By means of the combustion test in the Berthelot-Mahlert vessel, the heating 
value of Ua was found to be Н?Р?! = 3,650 kcal/kg. 

This yields a chimney loss of 














LA = 0.32 (go; + 0.0048 - (9H + W)) - (Te- E 

= 0.32 (5392575 + 0.0048 (90.51 + 8.21)) - (200 - 10) - 2577 

= 10.80% [65] 
or with the volume of the dry combustion gases 

0.01: C 0.01 · 78.84 

R5 = 0.536 DEER Tapas 05503 = 10.7 m’/kg. [66] 
Using the average specific heat of the discharge gases: 

Cpm = 0.318+4.6:10°-(Ty-to) = 0.318--4.6:107-(200-10) = 0.32 [67] 
we ger 

Ru: срт (Tr - to) ` — 10.7 + 0.327 : 210). Е 
Ку _ Ку°ср 7. to) 100 10.7 Lu o 10): 100 _ 10.30%. [68] 


Or, using the excess-air ті = 1.5 іп the generator, the weight of the discharge 
gases is 





The original erroneously has “G,” which would normally stand for the weight. 

U = Unverbranntes (uncombusted); U,= uncombusted in the ash (subscript “a” = Asche, ash). The 
capital letters signify the chemical elements. Hence, C, means that the 12 kg of ash contained 47.8% 
(= 5.736 kg) of carbon, and so on. 


7 Hu = unterer Heizwert Asche, lower heating value of ash. 


Муһ = Verlust Schornstein, loss through chmney. 
R, = Rauchgase Verlust, loss due to discharge gases. 
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ті: Пи Ay 1.5: 6.470 


[55] 2 = В 
Re I4: 1,000. -14 1,000 


= 13.57 Ке. [69] 


With the radiation ratio o = 0.15, the specific heat of the gases с = 0.24, and the 
efficiency of the generator n = 0.90, the hearth temperature is 


T-1* т: 00 2 10 + 0.90- элын T 


= 1,516°C= 1,500°C, [70] 


and thus with more precise specific heats of c = 0.282 at T = 1,500°C and cr = 
0.235 at Tr = 200°C (from Fig. 5) we obtain: 


Те“ CF _ 200 : 0.235 


Vsch = Fre :100- 1 500-0282: 100 = 11.14%. [71] 
And finally, eo to Siegert: 
Va = 0.70 -FEE = 979 200.19. 10.50%. [72] 


Т е loss through uncombusted gases (incomplete combustion) corresponds to the 
presence of uncombusted substances such as CO and СН; апа can be given as 


ү (561 . Rv: (3,050 - CO + 2,580: H2 
un = 


Н, 
. 10.7: 8,050 :0.5 + 2,580-0.4) _ 
- SS = 4.25%, [73] 


оғ, roughly, following Brauss, as: 


_ 70:(CO- Hy) 70-05-00. 
Vin = CO; + CO+ Hi 13403404 453% EA 


The loss through hearth residues (ash, slag) can be arrived at by the assumptions 
made above and with a provisional estimated fuel consumption (empirically) B®"! 
z 300 kg, as 


A':6,100 12 8,100 


= 49.5 aere = 2.26%. [75] 


[58] — KEE 
Va Ua В-Н, 300 6,470 


Loss by heat conduction апа radiation must often be estimated by difference in 
the final amounts. Here, however, we can define it on the basis of the heat trans- 
mission by conduction. 

The free-standing furnace block has an outside surface Е?! = 90 m?. The av- 
erage temperature of the inside walls can be taken to be 


Яве 9 7 2 = 550°С. [76] 





55 
56 
57 
58 
59 


R, = Rauchgase Gewicht, weight of discharge gases. 

Vin = Verlust Unverbranntes, loss due to uncombusted matter. 
B = Brennstoff, fuel. 

V, = Verlust Asche, loss due to ash. 

F = Fläche, surface area. 
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For the thermal transmittance K we have, with a; = a2 = 7 (inside wall), on the 
basis of fig. 6: 


1 1 
K=7 u a э 171,012 001 038 1 
о д А A оз 7 07 06 045 7 


1 


z737 7 0.76 kcal/m? °C hr. [77] 


Over 2161 = 3 hours of heating the incineration furnace, after reaching a steady 
state in the generator, the heat loss through the brickwork of the furnace is 


Vill =k- F- (94-1) -Z=0.76-90- (550-20) +3 
= 108,756 kcal; [78] 
or. 


Vis: 100 _ 108,756 - 100 


B-n H, 300.6470 7-90 [79] 


If we add another 30% for the considerable, but not easily measurable losses 
through leakage of air and open areas in the brickwork or around traps and gates, 
we get 


Vis = 1.3 : 5.60 = 7.28%. [80] 


All of the above percentages of the heat losses refer to the percentage ratios in 
H. Taking the maximum of the percentages thus arrived at, we get, for the total 


effective heat (cf. also fig.2): 
100 — (Vsent Vin t+VatVis) = 100 (11.4+4.25+2.48+7.28) = 100 — 25.15 
= 74.85 = 7596 [81] 








or an efficiency т] = 0.75, which means that the effective heating value of the coke 
is 


9: Hy = 0.75 6,470 = 4,850 kcal/kg. [82] 


Thus, for a first cremation, the fuel requirement is 
В = a = en = 262 Кр. [83] 


For heavy-duty furnaces, G and Gz апа hence W; and Ws are higher to such а 
degree that Bı goes ир to 300 to 400 kg and higher. 

For a second cremation in succession, we must supply, on the one hand, the 
amounts of heat needed for the preheating of the combustion air, for the evapo- 
ration of the water and for the heat absorbed in the ash, i.e.: 


W; + W2 + Из = 38,000 + 60,000 + 800 = 98,800 kcal, [84] 





60 Z= Zeit, time. 
9 Vi = Verlust Leitung Strahlung, loss due to conduction and radiation. In the text, the letter “W” ap- 
pears erroneously. 
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e 
[3] 


plus «3096 for the heat losses from the furnace due to absorption, conduction, 
radiation, air leakage, introduction of the coffin, dampers and gates etc., thus: 


0.30 > (W4 + Ws) = 0.30 - (900,000 + 454,000) = 406,200 kcal. [85] 
Combustion of the coffin and the corpse yield 

Ws + Из = 80,000 + 105,000 = 185,000 kcal, [86] 
but = 15% of this amount is lost through the chimney, hence we have 

0.85 : (Ws + И) = 0.85 · 185,000 = 157,250 kcal. [87] 
Thus, for the second cremation, we must supply 

Wi = (98,800 + 406,200) — 157,250 = 347,750 kcal, [88] 
and 

By- 1 = 322730 = 72 kg [of coke]. [89] 


Given that each further operating hour leads to a decrease of the heat loss by 
absorption in the brickwork, up to the point where a certain steady state is 
reached, for any further operating hour we may reduce this heat loss linearly, on 
the basis of experience and through measurements, down to a limiting steady state 
at 1596,01 

For the third through the fifth cremation, we may assume an average between 


30 and 15%, hence ~22%, which yields 
Wig = 0.22: (W4+ Ws) + (W; + W2 + Из) – 0.85 (W6 + W7) [90] 
= 0.22: 1,354,000 + 98,800 — 157,250 = 239,430 kcal 








Вш = =т= sn = 49.4 = 50 kg of coke. [91] 


By the fifth or the sixth cremation the steady state of the furnace will have been 
more or less attained, and опе may now use the lower limiting value of 15% with 
reasonable certitude. Then, for the nth incineration, we obtain 


W, = 0.15 · 1,354,000 + 98,800 — 157,250 = 144,650 kcal [92] 
and 
mp 144650 _ 
В,- pum "4850 7 30 kg. [93] 


All these theoretical values are in good agreement with practical experience. 
Many crematoria use a daily or yearly average, depending on the demand of the 
installation. One thus finds for a first cremation including preheating: 
B = 175 to 275 kg for a normal medium-size furnace 
— 300 to 450 kg for a heavy-duty furnace in continuous use 


See the table of coke consumption of some German crematories in the original text, Document 91, 
table on page 127 of Heepke's paper. 
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= 75 to 50 kg a further cremation in succession. 

Because the administrations of the crematoria are evening out their fuel con- 
sumption over longer periods of time, one can find only very few concrete indica- 
tions for the consumption of coke for individual cremations in succession. Basi- 
cally, such data can only be gathered by heating tests. A limited survey of the 
situation is given in table 1. The preheating time has been taken as some 2 to 3 
hours, the cremation time as % to 17% hours throughout. We have intentionally 
refrained from indicating the furnace systems. 

The greatest number of cremations were carried out in 1930 at the Berlin- 
Wilmersdorf crematorium, 3,784 altogether; for 52 weeks per year and six oper- 
ating days per week, this corresponds to an average daily load of 3,784+52 - 6 = 
12. The average consumption was 35 kg of coke for one cremation.” 

As I have already mentioned, this heat balance contains some mistakes in the 
attribution of factors as well as a few computational errors. 

In the equation for W2 regarding the heat of vaporization and of superheating 
(W2 =q: [i + cp-(t — to)]), the heat needed for superheating water vapor starts at 
100°C, so to is actually 100. In addition, the energy needed to heat liquid water 
from 10°C to 100°C and then evaporate it (i) is actually 633 kcal/kg. 

Furthermore, the heat actually lost due to superheating the vapor generated by 
the corpse water should not be based on the temperature of the muffle, but on that 
of the flue gases at the exit of the recuperator (at least 200°C), because the dif- 
ference has been recovered in the recuperator and has already been taken into 
account in eq. 59 for Ws (р. 113). 

With an average heat capacity of steam in the temperature range of interest 
(0.46 kcal/kg/°C°°) the correct equation becomes: 


W2= 55.25 : [633 + 0.46 - (200 — 100)] 
= 37,514.75 = 37,500 kcal. [94] 
In eq. 61 (W7, p. 114) used by Heepke to calculate the l.h.v. of the corpse: 
W7= 8,100 - C + 29,000 - (H— 0/8) + 2,500: 8-600: Q [95] 


the heat removed by the vaporization of the water contained in the corpse (with 
reference value at 0°C = 595 kcal/kg > 600 kcal/kg, or 33,150 kcal) is already 
included, and Heepke thus counts this heat of vaporization of the corpse water 
twice. 

Heepke, moreover, calculates the efficiency of the hearth as a function of the 
heating process, i.e. for an empty muffle, and consequently uses a CO» content of 
1396, which he also applies to the corpse. However, in the diagram he published 
in the same article (Document 78) the CO» content is very low, with a maximum 
оЁ 7% and a minimum of 1%. The average does not even come up to 4%. This 





9 Vaporization heat of water: 2.27 MJ/kg, or 543 kcal/kg; add to this 90 kcal/kg to heat the water from 
10°С to 100?C; c£. www.engineeringtoolbox.com/water-thermal-properties-d 162.html and other 
sources (e.g. Wikipedia). 

Note: This is not applicable to the Auschwitz furnaces, which did not have recuperators. 
http://www.engineeringtoolbox.com/water-vapor-d 979.html 
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means that the excess-air ratio, if it is also applied to the corpse, is considerably 
higher than that of the hearth by itself. 

When subtracting the heat loss due to the sensible heat of the fumes (0.85. 
W7 in eq. Win/[90]) from the 1.h.v. of the corpse, Heepke counts the combustion 
air twice: once when it enters the muffle (W1/[48]) and again when it leaves the 
chimney (Win). 

Because the theoretical combustion air of the coffin (= 140 m?) requires = 
8,200 kcal of heat, the sensible heat of the fumes of the coffin is already contained 
in the heat loss of 33% of the l.h.v. assumed by Heepke in We, with an excess air 
ratio of 2 or 3, hence it is not necessary to account for this loss in Win (0.85 - W6); 
in that case, the heat loss would be (0.33 + 0,15) - 100 = 48%, certainly an exces- 
sive value. The same heat loss of some 33% appears moreover dubious, because 
the cushioning material in the coffin by law had to be combustible and the clothes 
are combustible as well. 

Bringing the heat content of the walls into play (W4 and Ws) makes sense only 
if one intends to calculate the average consumption for each cremation including 
the preheating. Heepke instead wants to calculate the consumption for each indi- 
vidual cremation independently of the preheating, as we can see from the fact that 
for him the first cremation would require ~ 262 kg of coke, but the second one 
only 72 kg; this value cannot also include the consumption for the first cremation, 
because in that case the second cremation would have had to bear (262 + 2 =) 131 
kg. However, Heepke also considers the heat content of the refractory brickwork, 
after the latter has reached a thermal steady state even in his computation for the 
nth cremation (Wn and Bn). 

This discrepancy can be explained: Heepke did a theoretical calculation which 
he then wanted to bolster with experimental data from the crematoria. These data 
represent, for the second cremation, an approximate consumption of 30% of the 
heat accumulated in the refractory brickwork of the furnace, of 22% for the third 
through the fifth cremation, and of 15% from the sixth cremation onwards, be- 
cause the furnace has now reached its thermal equilibrium. But as the refractory 
brickwork of the furnace in this phase no longer absorbs any heat, hence (W4 + 
Ws) = 0, the consumption of 15% refers necessarily to the heat losses, which 
Heepke calculated only partly or not at all, as well as to those which cannot be 
calculated exactly. Of all these losses, the greatest by far is the one concerning 
the heating of the combustion air for the corpse, which has a volume much larger 
than the one calculated by Heepke. 

This having been said, the heat consumption for the nth cremation can be 
grossly corrected in the following manner: 

As far as the efficiency of the gasifier is concerned, we will assume Heepke’s 
data for the sensible heat of the gases (11.4%), for the uncombusted portions of 
the discharge gases (4.12%), and of the hearth (2.48%). 

Then the efficiency of the hearth becomes: 


100 — (11.4 + 4.15 + 2.48) = 81.87 = 8296. [96] 





6 Leather shoes contribute 4,020 kcal/kg, wool 4,600 kcal/kg, cotton 3,600 kcal/kg (Salvi 1972, р. 786). 
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The heat value of the coke thus becomes: 
0.82 · 6.470 = 5,300 kcal/kg. [97] 


The heat losses due to radiation and conduction are not included in the efficiency, 
because they tend to stabilize as the furnace reaches a thermal steady state, and 
their values are a function of the time; therefore, we prefer to calculate them di- 
rectly. For the cremation process one may assume an average duration of one and 
a half hours (cf. Chapter 6), hence the heat loss by radiation and conduction from 
the brickwork of the furnace is 


Vis = 0.76 : 90 - (550 — 10) 1.3 · 1.5 = 72,000 kcal [98] 


The theoretical volume of combustion air for a body of 85 kg on the basis of the 
composition assumed by Heepke 15 = 147 m?, hence the heat required for heating 
the combustion air of the corpse is 


№; = 1.5 · 147 · 0.31 - (200 10) = 13,000 kcal. [99] 
For the evaporation апа superheating of the body water we have: 

W2 = 37,500 kcal [100] 
The heat lost with the removal of the ashes is 

Уз = 800 kcal. [101] 
The heat accumulated in the refractory brickwork of the furnace is 

Wa = 900,000 kcal; [102] 

Ws = 454,000 kcal. [103] 


The effective heat value of the coffin is 
We = 80,000 kcal. [104] 
The upper heating value of the corpse is: 
W7 = 8,100 - 13.26 + 28,700”! - 1.785(5.865/8) + 2,210 - 0.255 
z 138,200 kcal, [105] 


without subtracting the evaporation heat of the water already contained in W2. 
On this basis, one may write the following heat balance for the nth cremation 
as 


0.15 · (900,000 + 454,000) + (13,000 + 37,500 + 800 + 72,000) — (138,200 + 80,000 








5,300 


108,200 _ 
= 200 = 20.4 kg. [106] 








55 We use the value indicated in Chapter 1.1. 
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This result is in good agreement with the experimental results. The following 
consumption data for coke were found in R. Kessler’s experiments described in 
Chapter 4: 

a) total consumption: 436 kg 

b) consumption for preheating of furnace: 200 kg 

c) consumption for 8 consecutive cremations: 236 kg 

d) consumption for one cremation incl. preheating of furnace: 


436+8 = 54.5 kg 
e) consumption for one cremation without preheating of furnace: 
236 + 8 = 29.5 kg. 


The consumption for the eight cremations without preheating of the furnace still 
contain the heat absorbed by the refractory brickwork before a thermal steady 
state was reached. As the consumption of fuel including the preheating is 54.5 
kg, the effect of preheating on one cremation is therefore (54.5 — 29.5 =) 25 kg of 
coke or 25 + 54,5: 100 = 45.87%. Furthermore, as the muffle has reached a tem- 
perature of 800°C at the end of the preheating stage, it is clear that the heat con- 
sumption up to steady state is necessarily lower for the first cremations; if it were 
equal, it would amount to (236 · 0.4587 =) 108 kg of coke, and the coke consumed 
for one cremation would amount to (236 — 108) + 8 16 kg. The actual consump- 
tion must therefore be situated between this purely theoretical lower limit and the 
upper limit of 29.5 kg; if we take a mean value of (108+2=) 54 kg, the consump- 
tion for the nth cremation would be 


(236 — 54) + 8 = 23 kg of coke. [107] 


The experimental data for the crematorium at Berlin-Wilmersdorf, too, confirm 
an average consumption for the nth cremation much below Heepke's result. In 
fact, the actual average consumption of some 35 kg per cremation contains both 
the coke consumption for 52 heating-up operations after the weekend and the 312 
heating-up operations after the twelve hours of cooling on each operating day. 


8. Legal, Ethical and Professional Standards for 
Cremations in Germany 


Although the first German crematorium was built as early as 1878, cremation 
in Germany was not legally recognized for quite some time; in Prussia it became 
a legal option only with the law on cremation of September 14th, 1911 (see 
Lohmann 1912). In the other parts of the Reich, it was accepted between 1899 
and 1925, albeit with rather divergent regulations (Marcuse 1930, pp. 121-133). 
Legislation was unified only in the 1930s: the first “Law on Cremation” as such 
was promulgated on May 15th, 1934. It contained 11 articles that concerned in 
particular the medical and legal aspects of cremation as well as the supervisory 
role of the police in the matter. Shortly thereafter specific ordinances concerning 
the cremation furnaces and the cremation process were issued: "Service regula- 
tion for cremation devices" on November Sth, 1935, and “Decree concerning the 
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application of the law on cremation” on August 10th, 1938. Below follows a 
translation of those two decrees. 
“Service regulation for cremation devices of November 5th, 1935 


$1 
The person in charge of the cremation installation is responsible for its oper- 
ation. 
$2 


(1) The corpses may only be accepted, if the consignor can prove without 
doubt his own identity as well as that of the corpse. The corpses must be presented 
in coffins made of wood or of zinc. The coffins must be free from incombustible 
metallic decorations (fittings, handles) to the greatest extent possible and must be 
of a size and quality such as not to cause any difficulty during introduction into 
the cremation chamber and to guarantee a subsequent combustion without smoke 
or odor. 

(2) The coffins must not exceed the following measurements: 

Length: 2100 mm 

Width: 750 mm (in exceptional cases 800 mm) 

Height: 720 mm (excluding feet) 

(3) On the front part of each coffin must be affixed a label of the consignor 
clearly showing last name and first name of the deceased as well as the date and 
hour of the funeral ceremony. 

(4) If there are any objects of value on the corpse, the consignor must indicate 
this and the recipient must verify their presence. 

(5) The consignment of a corpse must be recorded in a book (book of consign- 
ments) with the following details: 

a) Last name and first name of the corpse consigned 

b) Name (firm) of consignor 

c) Date of consignment 

d) Presence of any valuables on corpse 

The recipient and the consignor must certify the accuracy of the above by their 
signatures in the book. 

$3 

(D) The person in charge decides on the moment of incineration. 

(2) Cremation must not take place prior to the expiry of a period of 24 hours 
counted from the moment of the presentation of the request to the police authori- 
ties at the place of cremation. It may take place only, if the written permission of 
the police authority at the place of cremation is presented ($3 of the Law). It must, 
however, be carried out within 72 hours starting with the establishment of the 
permission by the police. If this period cannot be observed, the person in charge 
must request from the police authority an extension of the period, specifying the 
reasons for the delay. 

$4 
The funeral hall of the cremation installation — of the cemetery — is available 
for funeral ceremonies. The corpses are preserved іп the mortuary. Corpses with 
valuables must be placed under special custody. On reception, any fittings at- 
tached by screws must be removed. The coffins will be closed not later than half 
an hour before the funeral ceremony. If the operation allows, the bereaved тау 
view the corpse up to the beginning of the funeral ceremony. The public exposure 
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ofthe corpse and the opening of the coffin during the funeral ceremony are pro- 
hibited, unless the police authority has granted an exception. 

(2) For corpses of persons having died from a contagious disease, the dispo- 
sitions of the Reich and of the regional states in force for such cases will be ap- 
plicable. The opening of the coffin in such cases will not be permitted. 

$5 

(1) The corpses may be cremated in the coffins or coffin inserts in which they 
have been received. Only one corpse at a time may be cremated in one cremation 
chamber. 

(2) The body of a stillborn child or of a child having died during birth may be 
cremated together with the body of the mother. 

(3) Care has to be taken for the cremations to take place in dignified manner. 

(4) Prior to the introduction of the corpse, the cremation furnace must be 
heated until the walls of the [cremation] chamber have started to glow in order 
for the cremation process to proceed without further or supplementary supply of 
heat. In exceptional cases, supplementary heating may be added during the cre- 
mation. 

(5) Prior to the introduction of the coffin, an indestructible plate must be 
placed on the coffin, clearly embossed with the entry number in the cremation 
registry and the name of the cremations installation. 

(6) During the cremation process, care has to be taken to prevent to the great- 
est possible extent that smoke becomes visible above the chimney. Any kinds of 
measures aimed at an acceleration of the process are strictly prohibited. 

(7) When the coffin is introduced into the furnace, the presence of two relatives 
of the deceased or two persons designated by them is permitted. The observation 
of the cremation itself is not permitted to the relatives nor to third parties, but only 
to the attendants of the installations. The municipal director or the office author- 
ized by him may allow the observation to certain individuals, provided they 
demonstrate a scientific objective. 

$6 
Treatment of the ashes 

(1) After the end of the cremation, the cremation chamber must be carefully 
cleaned. The ashes remaining must be removed from the furnace, cooled, freed 
from any metal parts by means of magnets and then transferred, together with an 
identification plate, into a metal container, air and watertight over a long period, 
which must be officially sealed. The lid of the container must be of a resistant 
metal (e.g. steel plate). The lid or a metal plate attached to it must be clearly 
embossed in relief as high as possible with the following data: 

1. The cremation number corresponding to the cremation number and to the 
number plate of the ashes, 

2. last name, first name and state of the deceased, 

3. place, date and year of his birth, 

4. place, date and year of his death, 

5. place and date of the cremation. 

(2) The containers must correspond to the norm set up by the German Institute 
for Standardization of Berlin, DIN standard 3198 “Ash lids for urns.” 
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$7 
Register of cremations 

А register for cremations carried out must be kept in accordance with attach- 
ment 2 of section 11 of the decree of June 20th, 1934, concerning the application 
of the Law on Cremations (Reich official gazette, I, 519). At the end of the calen- 
dar year it must be closed and verified against the one kept by the police authority. 

$6 
Burial of the ashes 

(1) The ashes of each corpse must be interred in a hall, in a wood, or in a 
place of burial for urns, unless an exception has been granted by the police au- 
thority on the basis of $9, section 3, of the Reich Law on cremations. 

(2) The ashes must not remain in the possession of the relatives, not even tem- 
porarily. Therefore, the container of the ashes may not be handed to them or to 
their trustees, not even for the burial elsewhere.” (Schumacher 1939, pp. 118f.) 

The “Decree concerning the Application of the Law on Cremation” of August 
10th, 1938 (Document 92) specified the following:9* 

"On the basis of $10 of the Law on Cremation dated May 15th, 1934 
(Reichsgesetzblatt I, p. 380) it is decreed: 

81. An expression certifying the wish directed towards cremation, laid down 
on the form of an association for cremation and personally signed, will stay valid 
even if it not written personally. 

$2 (1) The police authority for the place of cremation must maintain a register 
for all cremations authorized by it, separately for each independent installation if 
applicable, specifying by consecutive numbers: 

1. last name and first name of the deceased 

2. date and place of birth 

3. date and place of death 

4. last residence 

5. rank or profession 

6. religious affiliation 

7. cause of death 

8. date and hour of cremation 

9. date and number of authorization certificate 

10. place of disposal of ash remains 

11. change of place of disposal of ash remains (% 10, par. 2). 

(2) The register is to be preserved, together with the certificates and proof 
documents pertaining to the authorization, for 30 years following the last entry in 
the register. 

$3 (1) The official medical certificate prescribed in accordance with $3, par. 
2, No. 2, of the Law must be prepared by the official or forensic physician licensed 
in the place of death or the place of cremation in conformity with the form at- 
tached. 

(2) The supreme regional authorities may, if necessary, authorize other phy- 
sicians for the inquest and the preparation of the certificate, provided these per- 
sons have passed the official medical examination for local, regional or forensic 
physicians, or have successfully attended a special course imparting the know- 





85 Reichsgesetzblatt 1938, Teil I, рр. 1000f. 
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ledge necessary for forensic inquests, or had been entrusted with these activities 
before promulgation of the Law. 

84. In the case of corpses being transferred for cremation from a foreign coun- 
try, the police authorities of the place of cremation will decide whether the corpse 
passport established in accordance with the international agreement concerning 
the transportation of corpses is sufficient for proof of the cause of death. Any 
doubts must be clarified by an official inquest as specified in 53, par.2, No. 2 of 
the Law. 

$5. The expression of the wish towards cremation may be revoked. The revo- 
cation must be proven in an irrefutable manner; irrefutable proof is considered 
as having been furnished in particular if the revocation takes one of the forms laid 
down іп $4, Nos. 1 to 3, of the Law. 

$6. The cremation installation must have available a corpse repository, in 
which the corpses can be kept prior to cremation. Furthermore, a room for au- 
topsies must be provided, containing the equipment needed for such a purpose. 

$7. The cremation installation and its operation are subjected to the supervi- 
sion of the police authorities at the place where the installation is located. The 
operation will follow the operational procedures, must be approved by the su- 
preme state authorities, and will specify the fees applicable. 

$8. The person in charge of the operation of the cremation installation must 
be expressly authorized by the supervising police authority. 

$9. Cremation may only be undertaken after the written authorization of the 
police authority of the place of cremation (53 of the Law) has been presented to 
the person in charge of the operation of the cremation installation. The cremation 
must be undertaken within three times 24 hours after establishment of the police 
authorization. If this period cannot be respected, the person in charge of the op- 
eration of the cremation installation must submit an application for an extension 
of the period to the police authorities specifying the reasons for the delay. 

§ 10 (1). The person in charge of the operation of the cremation installation 
must immediately notify the competent police authority of the cremation and of 
the disposal or shipment of the ash remains. In this connection, the following must 
be specified: Last name and first name of the person cremated, number and date 
of the authorization document of the police, time of cremation, time and place of 
disposal of ash remains, address to which the ash remains have been transferred 
in case of transfer. Transfer of ash remains may only be undertaken when the 
person in charge has received a certificate of the cemetery administration con- 
cerning the approval of burial. 

(2) If the ash remains have been transferred for burial to a different location, 
the cemetery administration or the police authority of this location must notify the 
police authority of the place of cremation of the execution of the burial. Any ship- 
ment of ash remains previously buried must be notified to the police authority of 
the place of cremation. 

(3) Ash remains must not be handed over to the family or their agents, be it 
for burial at a different location, subject to the exception in $9, par. 3 of the Law. 

(4) The resting period for ash remains is twenty years, if a resting period of 
20 years or more is applicable for interments at the same location; in all other 
cases the resting period for ash remains must be at least equal to the resting pe- 
riod specified for interments at the same location. After the end of the resting 
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period, the ash remains and their containers still present and recognizable as such 
are to be incorporated into the ground in a collective burial site. 
§ 11 (1). A register in accordance with the sample attached (cremation regis- 
ter) must be kept for the cremations carried out in the cremation installation. At 
the end of each calendar year, this register must be closed and must be compared 
with the register kept by the police authority ($2). 
(2) The register of cremations, together with the corresponding authorization 
documents, is to be preserved for thirty years following the last entry made in the 
register. 
$12 (1) The corpses must be cremated in the coffins or coffin inserts in which 
they arrive at the cremation installation. The coffins must be made of thin wood 
or zinc plate and be free from metal fixtures. Pitch must not be used for filling of 
cracks. As a mattress for the corpse as well as for the filling of any cushions, 
sawdust or plane shavings, excelsior or peat mull are to be used. The lining of the 
coffin and the garments of the corpse may be prepared in the usual way, however, 
metal nails for the lining and needles, hooks and eyes for closing the garments 
are not authorized, simple cloth-covered buttons being permitted. 
(2) The Reich Minister of the Interior may allow other substances than those 
mentioned in par. 1, to be used for the mattress of the corpse and as filling mate- 
rial for the cushions. 
813. Only one corpse may be cremated in the cremation chamber at any опе 
time. Before their introduction into the cremation furnace, the coffins must be 
equipped with a plate which cannot be destroyed by the heat of the furnace and 
which displays in a clearly visible manner the entry number in the cremation reg- 
ister concerning the cremation as well as the name of the cremation installation. 
The ash remains of each corpse must be collected, together with the number plate, 
in a solid, permanent and air and watertight vessel, which must be closed by an 
officially recognized person. The lid of the vessel is to be provided with a well- 
attached plate showing the following indications in a clear embossed lettering: 
1. the cremation number, identical to the cremation register and the ash num- 
ber plate 
2. last name and first name of the deceased person 
3. place, date and year of birth 
4. place, date and year of death 
5. place and date of cremation. 
814 (1) The expenses for the official inquest are to be computed on the basis 
of the minimum rates of the rate-table for official or forensic medical acts. The 
costs thus generated will be borne by the person responsible for the interment. 
(2) To the extent that any fees are charged for the police authorizations, they 
should not exceed three Reichsmarks. 
$ 15 (1) This decree will come into force the day following its publication. 
(2) At the same time, the following will be rescinded: 
— the decree for the execution of the law on cremation dated June 26th, 1934 
(Reichsgesetzblatt 1, р. 519), 

— the decree concerning the alteration of the decree concerning the execution 
of the law on cremation dated October 16th, 1936 (Reichsgesetzblatt I, p. 
884) and 
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— the second decree concerning the alteration of the decree concerning the 
execution of the law on cremation dated October 13th, 1937 (Reichs- 
gesetzblatt I, p. 1132). 

Berlin, August 10th, 1938. 

The Reich Minister of the Interior 

By procuration, Dr. Stuckart” 

The way toward these legislative provisions had been prepared and paved in Ger- 

many by ethical and professional norms which were inspired by the cremation 

associations and the administrations of the German crematoria. In 1932, the Un- 

ion of cremation associations for the Greater Germany requested the engineer 

Richard Kessler to draw up ethical and professional guidelines for cremation, 

which were published the same year under the title *Norms for the construction 
of furnaces for the cremation of human corpses" (Kessler 1932, 1933b). 

These norms considered cremation from four points of view: ethical, esthetic, 
hygienic and economic. In 1937 the Union of cremation associations for Greater 
Germany decided to review the norms defined by Kessler — who, incidentally, 
had died on June 24th, 1933 — in view of the laws on cremation promulgated in 
1934 апа 1935. This re-elaboration was published under the title “Norms for the 
construction and operation of furnaces for the cremation of human corpses"; it 
was divided into four sections, the last of which consisted of the law of November 
5th, 1935. The norms laid down in the first three sections were the following 
(Großdeutscher... 1937): 

"The cremation furnace, in the same way as the various main, operational and 
ancillary buildings necessary for a crematorium, must be conceived in conformity 
with the solemn purpose in such a way as to guarantee the general principles of 
ethics, esthetics and economy. In the construction and operation, the following 
demands must be satisfied: 

A. Lay-out of the rooms 

1. The operating hall must be divided, by means of a partition, into an ante- 
chamber (introduction room) and the furnace hall as such. 

2. The introduction room must be realized in a particularly dignified manner 
in view of the purpose which it serves. 

3. The introduction device for the coffin must operate without noise and must 
moreover be built in such a way as not to clash with the architecture of the intro- 
duction room. 

4. The introduction opening of the furnace must be provided not only with the 
usual closure of refractory clay but also with a closure adapted to the style of the 
introduction room. 

5. The introduction and operating rooms must be equipped with good means 
of ventilation. 





B. Cremation furnace 
1. The cremation furnace must be built in such a way that 
a) only one body at a time can be cremated in the cremation chamber, 
b) the cremation process can be observed through viewing ports, 
с) the internal devices can be cleaned easily and comfortably without any san- 
itary risk for the personnel, 
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d) during the heating operations to achieve the operating temperature the 
solid, liquid or gaseous fuel used will burn without smoke or odor, 

e) the cremation of the corpse takes place without smoke or odor, 

f) at the entry to the chimney a draft of at most а quarter of that of the flue may 
be perceived, 

g) no combusted gases escape into the room during or after the introduction 
of the corpse, 

h) any and all liquid substances forming during the cremation are retained 
and completely dissolved within the furnace. 

2) The introduction of the coffin into the cremation chamber may take place 
only after the latter has been preheated to 500°C. In furnaces with internal heat- 
ing, the heat supply must, in principle, be cut before the corpse is introduced. If, 
in special cases, it should be necessary to supply additional heat during the cre- 
mation, this must take place only during the second phase of the cremation and 
by means of clean combusted gases; the use of jet flames is not allowed. If the 
cremation chamber is heated by means of electricity or from the outside, addi- 
tional heat supply is always possible. 

3. In furnaces having mixed heating, the switchover from one to the other heat- 
ing system must be possible during the cremation without an interruption of the 
cremation process. 

4. The outside surfaces must have a dignified appearance and must be easy to 
clean. The cladding must be easy to disassemble and to re-use. If there are tech- 
nical parts directly on the furnace (pipes, anchor, bolts etc.), they must be hidden 
to the greatest possible extent. 

5. All external surfaces of the furnace must be sufficiently well insulated 
against heat radiation. For the insulation, only insulating materials that can be 
easily removed and re-employed in case of repair work are to be used. Insulation 
simply by means of simple air chambers is not acceptable. 

6. Taking into account the economics of the process, the cremation chamber 
must be laid out in such a way that a normal coffin can be placed into it. 

For this purpose, the following minimum internal dimensions are specified: 


Width: 900 mm, surface of the floor at least 800 mm, diameter of semi- 
circular vault 800 mm; this reduction starts at a level of 250 mm 

Height: 900mm 

Length: 2,250 mm 


From these furnace dimensions, taking into account the demands of heat tech- 
nology, the following maximum dimensions for the usable coffins are derived: 


Height: 720 mm, not counting the feet 
Width: 750 mm, exceptionally 800 mm maximum 
Length: 2,100 mm 


Coffins exceeding the above dimensions must be refused. 

7. The inside of the cremation chamber must be as smooth as possible, open 
joints in which ash particles could settle are to be avoided. 

8. With respect to the design of the cremation chamber, both a grate and a 
plate are acceptable for the floor. 
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In furnaces with grates, the open width of the grate bars must not exceed 210 
mm for transverse grates or 100 m for longitudinal grates. 

In furnaces with movable or reversible floor-plates for the removal of the 
ashes, these plates must not be moved before the end of the cremation. Safety 
measures must be taken to avoid any premature movement of the plates. 

9. The refractory material used must be absolutely insensitive to the high tem- 
peratures and the temperature fluctuations that the furnace undergoes. 

10. From the structural point of view, the refractory mass of the cremation 
furnace must be such that the heat accumulated during the preheating phase up 
to the operating temperature is sufficient for the cremation to be carried out by 
means of cold or preheated combustion air. 

11. The cremation chamber and the post combustion chamber must be sepa- 
rated by a separating wall. It may be reversible but must close sufficiently tight to 
prevent ash particles from falling through. 

12. With cremation furnaces for normal and continuous usage, a recovery sys- 
tem should be considered for the greatest possible exploitation of the discharge 
gases, to the extent that the design of the furnace allows it. 

13. To enhance the draft of the chimney, forced-draft devices are acceptable 
in cases where chimneys cannot be built sufficiently high for architectural rea- 
sons. However, the discharge gases must be discharged in a way such that the 
environment is not affected. 

14. The utilization of the discharge gases for purposes other than the mere 
execution of the cremation must be refused for reasons of reverence. 

15. All closures and other control devices on the furnace, in the flue duct, and 
in the chimney must be made tight in a way such that false air currents are ex- 
cluded. 

16. In order to follow the course of the preheating to the operating tempera- 
ture and of the subsequent cremations, it is absolutely necessary to equip [the 
furnace] with at least the following control instruments: 

a) temperature measuring device in the cremating chamber, 

b) temperature measuring device in the flue duct, 

c) temperature recorder, 

d) manometer. 

17. For the cremation the furnace must be designed moreover in such a way 
that during the period between the introduction of the coffin and the end of the 
cremation process no direct manipulations are necessary. After the cremation has 
taken place, [such manipulations] must be limited exclusively to: 

a) the cleaning of the cremation chamber, 

b) to the transfer of the ashes from the upper ash collection point into the post- 
combustion chamber, 

c) to the transfer of the ashes from the post-combustion chamber to the ash 
removal vessel. 

18. In the case of zinc coffins, the liquid zinc must be withdrawn into a special 
container. 

С. Ashes 

1. The ashes must be completely burnt out and free from charcoal residue and 

other combustibles. 


С. MATTOGNO, Е. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 131 


2. The removal of the ashes from the post-combustion chamber must be done 
in a dignified manner. 

Before being loaded into the urn, the ashes must be freed from charcoal par- 
ticles and metal parts of the coffin, outside the furnace. 

3. The handling of the ashes after their removal from the furnace up to the 
closing of the urn must absolutely be done without [creating] any dust. 

D. General Remarks 

1. All devices necessary for the operation of the installation must work silently. 
It is imperative to prevent the transmission of any inevitable sounds into the other 
rooms. 

2. For the operation of the installation, other than the norms set out above, 
the following “Service regulations for cremation plants dated November 5th, 
1935” are binding.” (Followed by the text of the law.) 

The resurgence, in these norms, of the ideal of a completely indirect cremation 
process — which had given rise to many vigorous attacks against the decree of 
October 24th, 1924, with its acceptance of the semi-direct process — shows how 
strongly the German cremation associations held onto the primacy of the ethical 
and esthetic aspects of cremation. In practice, however, the crematoria were more 
inclined to follow a course dictated by considerations of economy, a development 
which had already started prior to the above decree. Hence what these norms re- 
garded as the exception, at least for furnaces with a gasifier, tended to become 
the rule. 





9. Cremation Statistics 


9.1. Statistics for Germany (1878-1939) 


The first German crematorium went into operation at Gotha on December 
10th, 1878; for twelve consecutive years, it was also to be the only one. Over the 
last decade of the 19th century, the number of crematoria rose very slowly: in 
1900, there were hardly five. A notable increase occurred only in the years pre- 
ceding the First World War: by 1913 there were 40 crematoria, and by the end of 
the war 52 had been built. In the period between the two great wars the movement 
for cremation grew at a rapid pace, and the number of crematoria increased ac- 
cordingly. There were 54 in 1920, 68 in 1925, 104 in 1930, and 114 in 1935. With 
the inauguration of the Lahr crematorium (July 16th, 1939) — the last crematorium 
built before the outbreak of the Second World War — the number of crematoria in 
the Old Reich reached 122, but on the territory of the Greater Germany a total of 
131 existed, five of which were in Austria and four in the Sudeten territory. 

The following table covering the period between December 10th, 1878, and 
April 10th, 1928, presents data concerning the first 83 German crematoria (Ver- 
band... 1928, pp. 82-87; see Document 112). 
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Table 3: Chronological List of German Crematoria between 1978 and 1928 





# 
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15 
16 
17 
18 
19 
20 
21 
22 


23 
24 
25 


26 
27 
28 


29 
30 


31 
32 
33 
34 
35 
36 
37 
38 
39 
40 
41 





Location 
Gotha 


Heidelberg 
Hamburg 

Jena 

Offenbach a.M. 
Mannheim 
Eisenach 
Mainz 
Karlsruhe 
Heilbronn 

Ulm 


Chemnitz 
Bremen 
Stuttgart 


Coburg 
Pössneck 
Zittau 
Baden-Baden 
Zwickau 
Leipzig 
Lübeck 
Dessau 


Gera 
Reutlingen 
Dresden 


Göppingen 
Meiningen 


Weimar 


Sonneberg 1.Th. 
Hagen i.W. 


Frankfurt a.M. 


Berlin, Gerichtsstr. 


Munich 
Wiesbaden 
Nuremberg 
Berlin-Treptow 
Tilsit 

Esslingen 
Greifswald 
Görlitz 
Freiburg i. Br. 





Start-up Date 
(dd/mm/yyyy) 
10/12/1878 


22/12/1891 
19/11/1892 
14/02/1898 
07/12/1899 
20/02/1901 
20/01/1902 
03/05/1903 
25/04/1904 
26/06/1905 
01/01/1906 


15/12/1906 
24/02/1907 
06/04/1907 


12/11/1907 
16/10/1908 
01/04/1909 
25/10/1909 
01/11/1909 
01/01/1910 
15/05/1910 
18/05/1910 


12/06/1910 
01/01/1911 
22/05/1911 


08/10/1911 
08/10/1911 
14/12/1911 


20/12/1911 
16/09/1912 


12/10/1912 
28/11/1912 
28/11/1912 
19/12/1912 
15/05/1913 
23/06/1913 
09/09/1913 
01/10/1913 
26/10/1913 
28/11/1913 
15/04/1914 





#of 
Furnaces 
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Furnace System and Manufacturer 


1. Friedrich Siemens, Dresden 

2. Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach 
Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach 
Klingenstierna (Gebr. Beck), Offenbach 
Richard Schneider, Dresden 

Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach 
Richard Schneider, Dresden 
Klingenstierna (Gebr. Beck), Offenbach 
1. Klingenstierna-Beck, Offenbach 

2. Gebrüder Beck, Offenbach 

1. Richard Schneider, Dresden 

2. Gebrüder Beck, Offenbach 
1.Klingenstierna-Beck, Offenbach 
2.Alfred Schmidt, Bremen 

1. Klingenstierna-Beck, Offenbach 

2. Wilhelm Ruppmann, Stuttgart 
Gebrüder Beck, Offenbach 

Gebrüder Beck, Offenbach 

R. Schneider, Techn. Ofenbaubüro, Berlin 
Gebrüder Beck, Offenbach 

Gebrüder Beck, Offenbach 

R. Schneider, Stettiner Schamottefabrik 
Gebrüder Beck, Offenbach 

1. Toisul & Fradet, Paris 

2. Gebrüder Beck, Offenbach 

Gebrüder Beck, Offenbach 

Wilhelm Ruppmann, Stuttgart 

2. R. Schneider, Stettiner Schamottefabrik; 
1. J.A. Topf & Söhne, Erfurt 

Wilhelm Ruppmann, Stuttgart 
Gebrüder Beck, Offenbach 

1. К. Schneider, Stettiner Schamottefabrik; 
2. J.A. Topf & Söhne, Erfurt 

Gebrüder Beck, Offenbach 

1. Custodis, Düsseldorf 

2. Kori, Berlin 

R. Schneider, Stettiner Schamottefabrik 
R. Schneider, Stettiner Schamottefabrik 
R. Schneider, Techn. Ofenbaubüro, Berlin 
R. Schneider, Stettiner Schamottefabrik 
Wilhelm Ruppmann, Stuttgart 
Gebrüder Beck, Offenbach 

R. Schneider, Stettiner Schamottefabrik 
Wilhelm Ruppmann, Stuttgart 
Gebrüder Beck, Offenbach 

R. Schneider, Stettiner Schamottefabrik 
J.A. Topf & Söhne, Erfurt 
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# |Location Start-up Date} of |Furnace System and Manufacturer 
(dd/mm/yyyy) |Furnaces 

42 |Darmstadt 10/10/1914 1 Gebrüder Beck, Offenbach 

43 Danzig 15/10/1914 2 R. Schneider, Stettiner Schamottefabrik 

44 | Augsburg 25/05/1915 1 Gebrüder Beck, Offenbach 

45 |Braunschweig 01/07/1915 2 R. Schneider, Stettiner Schamottefabrik 

46 [Hirschberg i.Schl.| 22/08/1915 1 ТА. Topf & Söhne, Erfurt 

47 \Krefeld 04/10/1915 1 R Schneider, Stettiner Schamottefabrik 

48 |Halle a.d.S. 23/12/1915 2 J.A. Topf & Söhne, Erfurt 

49 Kiel 14/02/1916 1 Gebrüder Beck. Offenbach 

50 |Friedberg/Hess. 15/03/1917 1 Gebrüder Beck, Offenbach 

51 Pforzheim 02/08/1917 1 Wilhelm Ruppmann, Stuttgart 

52 Plauen i.V. 01/02/1918 1 R. Schneider, Stettiner Schamottefabrik 

53 |Kónigsberg/Pr. 05/12/1918 2 Wilhelm Ruppmann, Stuttgart 

54 Konstanz 15/05/1920 1 Gebrüder Beck, Offenbach 

55 |Rudolstadt/Th. 15/06/1921 1 R. Schneider, Stettiner Schamottefabrik 

56 |Berlin-Wilmersd. | 11/05/1922 2 R. Schneider, Stettiner Schamottefabrik 

57 Ilmenau 22/10/1922 1 J.A. Topf & Söhne, Erfurt 

58 |Напоуег 24/02/1923 2 J.A. Topf & Söhne, Erfurt 

59 |Erfurt 04/04/1923 2 J.A. Topf & Söhne, Erfurt 

60 |Suhl 11/08/1923 1 J.A. Topf & Söhne, Erfurt 

61 Magdeburg 22/11/1923 2 J.A. Topf & Sóhne, Erfurt 

62 |Grünberg/Schl. 05/01/1924 1 J.A. Topf & Söhne, Erfurt 

63 Dortmund 24/05/1924 2 J.A. Topf & Söhne, Erfurt 

64 | Arnstadt i. Th. 1/10/1924 1 ТА. Topf & Söhne, Erfurt 

65 |Guben 19/11/1924 1 J.A. Topf & Söhne, Erfurt 

66 |Selb i.B. 7/02/1925 1 J.A. Topf & Söhne, Erfurt 

67 \Bernburg 17/02/1925 1 J.A. Topf & Söhne, Erfurt 

68 [Stettin 17/02/1925 2 1. К. Schneider, Stettiner Schamottefabrik; 
2. idem (improved device) 

69 |Apolda 16/04/1925 1 ТА. Topf & Söhne, Erfurt 

70 \Wilhelmshaven 11/02/1926 1 J.A. Topf & Söhne, Erfurt 

71 Breslau 12/04/1926 1 Gebrüder Beck, Offenbach 

72 \Kassel 21/05/1926 1 J.A. Topf & Söhne, Erfurt 

73 \Höchst a.M. 01/06/1926 1 ТА. Topf & Söhne, Erfurt 

74 \Liegnitz 08/07/1926 1 J.A. Topf & Söhne, Erfurt 

75 |GieBen 07/08/1926 1 J.A. Topf & Söhne, Erfurt 

76 \Brandenburg (II.) | 17/10/1926 1 J.A. Topf & Söhne, Erfurt 

77 Weissenfels a.S. 07/02/1927 1 Коп, Berlin 

78 Tuttlingen 14/08/1927 1 Wilhelm Ruppmann, Stuttgart 

79 \Eisfeld 29/09/1927 1 ТА. Topf & Söhne, Erfurt 

80 |Ludwigsburg 22/10/1927 1 Wilhelm Ruppmann, Stuttgart 

81 [Hildburghausen 27/10/1927 1 Gebrüder Beck, Offenbach 

82 [Freiberg 1.5. 02/03/1928 1 Gebrüder Beck, Offenbach 

83 |Quedlinburg 10/03/1928 1 J.A. Topf & Söhne, Erfurt 

















The number of furnaces indicated corresponds to those actually existing in 1928. In certain crematoria, the old fur- 
naces had been demolished and replaced with new devices. The last column of the list contains furnaces which were 
subsequently demolished. 





By the end of 1928 the number of German crematoria had risen to 88, because 
between March 10th and December 31st five more crematoria were built: at Ros- 
tock, Schwenningen, Langensalza, Nordhausen and Saalfeld. Another 34 crema- 
toria were set up between 1929 and 1939. The following table lists them by num- 
ber, by location and by year of construction: 
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# |Location Year | # |Location Year 
89 | Bielefeld 1929 |106 | Lindau 1931 
90 | Wetzlar 1929 |107 | Cuxhaven 1931 
91 |Hof 1929 | 108 | Duisburg-H. 1932 
92 | Mühlhausen 1929 | 109 | Landau 1932 
93 | Altenburg 1929 || 110 | Fürstenberg 1934 
94 | Forst 1930 |111 | Naumburg 1934 
95 | Reichenbach 1930 | 112 | Lauscha 1934 
96 |Hanau 1930 | 113 | Celle 1935 
97 | Potsdam 1930 | 114 | Essen 1935 
98 | Bremerhaven 1930 | 115 | Düsseldorf 1936 
99 |Saarbrücken 1930 | 116 | Cologne 1937 
100 | Sondershausen 1930 | 117 |Osnabrück 1937 
101 | Eisleben 1930 | 118 | Schneidemühl 1937 
102 | Kolberg 1930 | 119 | Döbeln 1938 
103 | Frankfurt a.O. 1930 |120 | Flensburg 1938 
104 | Schwerin 1930 | 121 | Gleiwitz 1938 
105 | Meissen 1931 | 122 | Lahr 1939 























Sources: “Die Feuerhallen..." 1939, р.7; “Einäscherungen...” 1940, p. 20, 29 





In the Sudeten territory there were four crematoria: at Reichenberg (1918), at 
Aussig (1933), at Brüx (1924), and at Karlsbad (1933); Austria had five crema- 
toria: in Vienna (1923), at Steyr (1927), at Linz (1929), at Salzburg (1931), and 
at Graz (1923). Thus there were altogether 131 crematoria in Grossdeutschland 
in 1939. 

Because initially the practice of cremation was a novelty, often repressed by 
the dominant cultural factors and because consequently there existed only few 
crematoria, the annual number of cremations remained very low for a long time, 
beginning to grow consistently only after the end ofthe First World War: It stayed 
below 100 until 1886, below 1,000 until 1902, and below 10,000 until 1912. In 
1918 there were 15,878 cremations, and in the years thereafter the figure grew 
rapidly, exceeding 100,000 in 1939. The following table shows the number of 
cremations in Germany year by year: 








Year | Cremas | Cremations | Year | Cremas | Cremations 
1878 1 1 1893 3 256 
1879 1 17 1894 3 267 
1880 1 16 1895 3 263 
1881 1 33 1896 3 312 
1882 1 33 1897 3 374 
1883 1 46 1898 4 423 
1884 1 69 1899 5 511 
1885 1 76 1900 5 639 
1886 1 95 1901 6 692 
1887 1 110 1902 7 861 
1888 1 95 1903 8 1.075 
1889 1 128 1904 9 1.381 
1890 1 111 1905 10 1.769 
1891 2 165 1906 12 2.052 
1892 3 221 1907 15 2.980 
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Year | Cremas | Cremations | Year | Cremas | Cremations 
1908 16 4.049 1924 63 33,477 
1909 19 4,773 1925 68 36,110 
1910 23 6,094 1926 75 40,040 
1911 29 7,551 1927 81 45,758 
1912 34 8,858 1928 88 47,783 
1913 40 10,215 1929 93 56,060 
1914 43 11,140 1930 104 53,203 
1915 48 10,640 1931 107 58,259 
1916 49 11,448 1932 109 60,266 
1917 51 13,952 1933 109 63,674 
1918 52 15,878 1934 112 62,262 
1919 53 15,895 1935 114 70,062 
1920 54 16,855 1936 115 76,624 
1921 54 19,350 1937 118 80,407 
1922 56 26,928 1938 130 84,634 
1923 60 33,475 1939 131 102,022 




















Sources: Weinisch 1929, p. 33; “Die deutschen Krematorien...” 1940, p.13; 
“Tabelle...” 1944, p. 17. 





The list contains the data for Austria and for the Sudeten territory from the time 
they became part of Greater Germany. 

Between 1878 and 1939 altogether 1,201,823 corpses were cremated in Ger- 
many. 

In 1939 the number of deaths in Germany was 1,007,122, that of corpses in- 
cinerated was 102,022, hence some 10 percent. This percentage of bodies cre- 
mated grew steadily from the beginning of the century, in line with the increasing 
presence of crematoria and their increasing acceptance: in 1900 it was 0,5%, in 
1910, 0.6%, in 1920, 1.8%, in 1930, 7.4%, in 1935, 9%, in 1936, 9.5%, in 1937, 
9.9% and in 1938, 10.5% (Helbig 1940, p. 29). 

In 1940, there were 108,630 cremations (= 10.3%), in 1941, 107,103 (= 
10.75%), and in 1942, 114,184 (= 11.5%). 


9.2. Statistics of Other Countries 


As already mentioned in Chapter 3, 19 crematories were constructed in the 
United States between 1876 and 1895, but the number of cremations remained 
rather low, as results from the following table (Probst/Chairman 1895, p. 181): 





9 Die Feuerbestattung, 16. Jg., 1944, p. 17. 
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Inau- Total Gender 
City gura- Cremations | Male | Female 

Don 

Year 
Washington, D.C. 1876 38 29 9 
Lancaster, PA, 1884 89 67 22 
Fresh Pond Is., NY 1885 1,554 1,084 470 
Buffalo, NY 1885 250 166 84 
Pittsburgh, PA 1886 100 63 37 
Cincinnati, OH 1887 314 214 100 
Detroit, MI 1887 183 111 72 
Los Angeles, СА 1887 182 119 63 
St. Louis, MO 1888 437 300 137 
Philadelphia, PA 1888 399 264 135 
Baltimore, MD 1889 84 57 27 
Swinburne Is. , NY 1889 109 2 2 
Ттоу, МҮ 1890 56 37 19 
Waterville, NY 1891 5 1 4 
Davenport, IA 1891 36 27 9 
San Francisco, CA 1893 200 112 88 
Chicago, IL 1893 87 54 33 
Boston, MA 1893 118 59 59 
San Francisco, CA 1895 28 18 10 

Total 4,269 





8,594 cremations were performed in the U.S. during the five years spanning from 
1896 to 1900.7 In 1928, 109 crematories existed in the U.S., and the number of 
cremations exceeded 300,000 (Ichok 1931, p. 683): 





























Period Cremas | Cremations | Period Cremas | Cremations 
1876-1884 2 28 | 1904-1908 37 24,356 
1885-1888 9 395 |1909-1913 51 38,963 
1889-1893 15 2,257 |1914-1918 77 65,571 
1894-1898 22 5,937 (1919-1923 87 72,647 
1899-1903 28 13,784 |1924-1928 109 101,467 
Total 325,405 





The first British crematory was built in 1885. By the end of 1909 some 8,000 
cremations had been performed as follows: ”' 





- 
© 


Cobb 1901, pp. 117f. The author presents detailed statistical tables on cremations in the U.S. and UK, 


in Italy, Denmark, France, Germany, Sweden and Switzerland sorted by the crematory location and 


year (pp. 117-121). 
Rolants 1910, p. 1123; accurate statistics can be found in: Thompson 1889a, pp. 713-715; “Crema- 


= 


tion...” 1909, pp. 349-351; “Progress...” 1910, pp. 579-581; “The progress...” 1914, pp. 926-928. 
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City Inauguration | Cremations 
Year Until 1909 
Working 1885 3,220 
Manchester 1892 1,348 
Glasgow 1895 323 
Liverpool 1896 464 
Hall 1901 181 
Darlington 1901 51 
London-Golders 1902 2,808 
Green 
Leicester 1902 87 
Birmingham 1903 148 
Leeds 1905 90 
Uford 1905 93 
Bradford 1905 47 
Sheffield 1905 61 
Total 8,121 





The following table shows the situation of British crematories and cremations up 
to 1930 (Ichok 1931, p. 678): 





























Year | Crematories | Cremations | Year | Crematories | Cremations 
1885 1 3 1910 13 840 
1890 1 54 1915 14 1,410 
1895 3 209 1920 14 1,796 
1900 4 444 1925 16 2,701 
1905 13 604 1930 21 4,533 
Total 12,594 





In France the crematory of Pére-Lachaise performed a little less than 5,500 cre- 
mations during the first 21 years of its activities, omitting the hospital remains 
and embryos (Rolants 1910, p. 1121): 
































Year |Cremations |Year |Cremations |Year |Cremations 
1889 49 1896 200 1903 307 
1890 121 1897 210 1904 354 
1891 134 1898 231 1905 341 
1892 159 1899 243 1906 362 
1893 189 1900 297 1907 451 
1894 216 1901 306 1908 403 
1895 187 1902 299 1909 394 
Total 5,453 





In 1930 Denmark had five crematories, in which 15,005 cremations were per- 
formed between 1893 and 1930 (Ichok 1931, p. 682). In the Netherlands 3,852 
cremations were performed between 1914 and 1930 (ibid., p. 684); in Italy 17,503 
between 1876 and 1930 (ibid., p. 685); in Norway 9,424 between 1920 and 1930 
(ibid., p. 686). In Russia the first crematory was inaugurated in Moscow on 7 
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October 1927; it cremated 225 corpses until the end of that year, 4,025 in 1928, 
and 5,208 in 1929 (ibid., p. 688). 

In Switzerland 20 crematories existed in 1930; the total number of cremations 
exceeded 34,000 (ibid.): 





























Year Crematory Cremations | Year Crematory Cremations 
Furnaces Furnaces 
1889 1 21 1924 17 3,297 
1894 1 40 1925 18 3,549 
1899 2 95 1926 19 3,670 
1904 3 376 1927 19 4,228 
1909 7 914 1928 19 4,528 
1914 12 1,960 1929 20 5,029 
1919 14 2,050 1930 20 4,885 
Total 34,642 





In 1930 Czechoslovakia had nine crematories with 32,311 total cremations since 
1918 (ibid., p. 689). 

At the end of 1938, Germany counted 130 crematoria, England 47, Italy 37 
(with 8 out of service), in Sweden and Switzerland there were 22 each, in Den- 
mark 16, in Norway 10, in Czechoslovakia 9, in France 6, in Russia 2 and in 
Belgium, Finland, Holland, Portugal and Rumania 1 each. Behind Germany, the 
countries with the greatest number of cremations were England (16,312 crema- 
tions = 3.01% of all deaths), Switzerland (7,071 cremations or 14.55%), the Pro- 
tectorate of Bohemia and Moravia (5,535 cremations or 6.04%), Sweden (4,434 
cremations or 6.10%), Norway (2,262 cremations or 7.79%) and France (1,340 
cremations or 0.20%; “Statistisches” 1939, p. 41). 

Both for the number of crematoria and the number of cremations, the list was 
topped by Japan. Cremation furnaces were introduced in 1871. One decade later 
some 9,000 corpses were cremated in Tokyo annually. The installations were very 
rudimentary and permitted even collective cremations. The fuel was made of 
twigs, and cremation lasted from eight in the evening until six in the morning 
(“La crémation au Japon” 1883, p. 94). In 1897 some 15,000 cremations were 
performed in Tokyo, which amounted to 40% of the deceased. This percentage 
remained almost constant until the end of 1899. In 1900 this city had seven crem- 
atories (“Га crémation au Japon” 1900, pp. 380f.). In 1912 the entire country had 
36,723 cremation installations (Pallester 1912, p. 28). In subsequent years this 
number remained almost unchanged, while the number of cremations exceeded 
600,000 corpses (Ichok 1931, p. 685). 


10. Mass Cremation for Hygienic and Sanitary Purposes 


In the following I am using the term “mass cremation” in a broad sense, be- 
cause a proper cremation in the narrow sense of the word can only be carried out 
in a cremation furnace. 
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Prof. Luigi Maccone devoted a very interesting and generously documented 
chapter to this topic entitled “La Cremazione in tempo di epidemie, di guerre е di 
disastri tellurici" (Cremation in times of epidemics, of wars and earthly disasters) 
in his 1932 book, which I can recommend to the italophone reader (Maccone 
1932, pp. 161-166). 

Mass cremation on pyres for hygienic and sanitary reasons has been practiced 
frequently in historic times, mainly in Italy, for example after the battle of 
Formovo in 1509, and in 1576 in Venice in connection with an epidemic of the 
bubonic plague, in 1627 in Apuglia after an earthquake, in 1630 at Mantua, in 
1656 at Naples, in 1743 at Reggio Calabria in connection with epidemics, and in 
1764 in Dalmatia (Huber 1903, p. 4). 

In the 19th century, after the battle of Paris on March 30th, 1814, 4,000 
corpses that had been exhumed and taken to Montfaucon were burned on 10 large 
grates made of steel bars placed on rocks (Fröhlich 1872, p. 44). In all of these 
cases, what was aimed for and what actually occurred was not a true and proper 
cremation, i.e. a reduction to ashes, but a carbonization of the soft tissue of the 
corpses in order to remove them from a process of decomposition that would have 
been dangerous for public hygiene because of the large number of corpses in- 
volved. 

On September Ist, 1870, 390,000 men clashed at Sedan. The tens of thousands 
of men killed were hastily buried in mass graves. This aroused the legitimate fear 
of neighboring Belgium so much that in the following year, in order to cope with 
a situation that worsened with the approaching spring warmth, a “Committee for 
the Disinfestation of the Battle Fields” was constituted іп Brussels under the pres- 
idency of Prince Orloff, the Russian Ambassador to Belgium. Two members of 
this committee, the military surgeon Lante and the chemist Créteur, both Belgian, 
traveled to Sedan in early March. Having visited the battlefield, Créteur proposed 
to burn the bodies with tar and crude oil (petroleum) in the graves in which they 
were lying. The proposal was accepted by the committee and implemented. The 
operations were started in the second half of March of 1871; Créteur himself de- 
scribed them in the following way (ibid., p. 101; cf. Marmier 1876, pp. 33f.; 
Duroux 1878, pp. 13f.): 

"I had the earth in the grave removed down to the layer of fetid black earth 

which was in contact with the corpses, I poured carbolic on this layer and then I 

had the corpses uncovered completely. I treated the uncovered corpses with chlo- 

ride of lime and then I had poured in the tar in such a way that it entered in all 
the layers of corpses. I then lit the tar with straw soaked with crude oil. The fire 
rapidly caught the clothes and the fleshy parts; the heat became so intense that 
one had to stand back some 4 or 5 meters. The intensity of the heat was such that 
for the most densely filled graves it took only 55-60 minutes for the excavated 
earth to be completely dry and free from any smell of decaying flesh. ” 
After the combustion, the contents of the grave had shrunk to three quarters of 
the original volume and there were only bones left, covered with a resinous layer 
that protected them from atmospheric agents. The amount of tar used depended 
on the number of corpses to be burned. For a grave of some 250-300 corpses, 
Créteur used 5-6 tons, for 30-40 corpses, 2 tons (ibid., р. 102). Créteur stated to 
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have treated, between the 10th and the 20th of March 1871, and with the aid of 
27 men, 3,213 mass graves of soldiers and animal carcasses, with at least three 
fourths having been dealt with in the manner described above. The total consump- 
tion oftar amounted to 384 tons. 

Other members of the committee, however, Dr. Lante in particular, raised 
doubts concerning Créteur’s account, with respect to both the amount of tar used 
for each grave and the number of graves treated, even going so far as to question 
the results obtained. 

In his account, Dr. Lante argued that a grave with 10 corpses required 2 tons 
of tar and that, with the 384 tons of tar consumed, Créteur — in the face of his own 
figures, some 2 to 5-6 tons per grave — could not, in any case, have treated 3,213 
graves (ibid., p. 103). Even with respect to the actual results achieved, Créteur’s 
claims turned out to be rather untenable. The contemporary author Frohlich of the 
[German] imperial general staff noted (ibid., pp. 109f.): 

“One cannot claim, as the chemist Créteur asserts to have demonstrated, that 
the so-called combustion process has been satisfactory. The result of the proce- 
dure was not, in fact, a combustion in the chemical sense, but only a carboniza- 
tion; however, even this result — which in itself would have been sufficient from 
hygienic a point of view — would not at all have been achieved to a degree neces- 
sary to render the corpses innocuous. Actually, in the first place, the tar hydro- 
carbons certainly burned, before the soft parts of the corpses would have caught 
fire. 

Consequently, the oxygen in the air would have spent itself to a point where, 
for the carbonization, only a small quantity would have remained available; this, 
moreover, would have produced a direct effect of carbonization only, if the fleshy 
parts of the corpses had already lost a large part of their water content. Thus, 
only the more superficial parts of the corpses would have been carbonized, but 
the contents at the bottom [of the graves], to which the oxygen would not have 
penetrated (and that should apply to the mass graves in particular), were not in- 
volved in the process, or were involved only in part, and the flesh of the lower 
layers would, in the best of cases, have [merely] been roasted.” 

Another authoritative source, Dr. Wilhelm Roth, the author of a major treatise on 
the issues of military hygiene, raised more doubts on the question of mass incin- 
erations “all the more so as it is done within a grave,” basing himself upon the 
completely different findings of the Metz Commission. 

In the Metz area, between August 14th and October 27th, 1870, two armies of 
some 500,000 men fought a number of battles. In the Gozze sector alone, 14,000 
men died as a result of the battle of August 16th, and there were some 30,000 
fatalities in the whole campaign. The decomposing bodies poisoned the air and 
polluted the groundwater. On February 16th, 1871, a commission was set up to 
carry out disinfection work. It was headed by the army surgeon D’ Arrest, M.D., 
from the supreme command, and by Major Bode, M.D., the state physician (ibid., 
pp. 46f.; Roth 1872, p. 549). 

This commission undertook cremation experiments that they later described 
in detail in their report mentioned above. The experiments were done only in ra- 
ther small graves and, for reasons of piety, only on the carcasses of horses. For 
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that purpose, the commission chose those carcasses that could no longer stay in 
the places where they had been found but whose transportation to a more suitable 
site would have been especially difficult. The actual procedure was as follows 
(Roth 1872, pp. 556f.): 

“We thus unearthed the carcasses, which had only been interred in a cursory 
way, using the measures mentioned in the description of the exhumations, but with 
the difference that instead of chloride of lime we used the tar itself, which was 
роиғеа in the most copious manner possible on the exposed fleshy parts. Then the 
tar-covered carcasses were removed from their original sites, generally some- 
what humid, and were placed on a kind of hearth made up of large and thick 
stones. Here, they were covered from all sides with dry branches and straw, abun- 
dantly doused with tar, then soaked with petroleum and finally set alight. High 
flames rose immediately, generating thick columns of pitch-black smoke all 
around, as well as a heat so intense that one would have thought that the car- 
casses, surrounded as they were by fire on all sides, would very quickly have been 
carbonized. However, within a mere half hour the flames died down to a level 
such that, in order to keep the fire from going out altogether, it had to be contin- 
ually revived by pouring on more tar and petroleum. 

After about two hours, the heads, the necks and the legs of the animals were 
strongly burned, but the large masses of flesh of the body were only roasted and 
covered by a layer of pitch which no doubt prevented the heat from penetrating 
further. For that reason we made a large number of deep cuts into the flesh, i.e. 
into the muscles of the rear parts, the abdominal cavities were opened, the guts 
which had become hardly warm taken out and replaced by dry branches and 
straw; then the carcasses were again covered with tar and petroleum in the most 
abundant and appropriate way possible, and ignited. 

Again, there were enormous sooty flames and a tremendous heat, but again, 
after two hours, very little progress with the destruction. After five hours of work, 
done on several carcasses simultaneously and repeated elsewhere, it was still not 
possible to achieve a satisfactory result, i.e. the carbonization of the organic 
masses; the only thing left to do was to place the fleshy parts still visible on a kind 
of sled and bring them up into the plain.” 

It was therefore decided to abandon this way of disinfecting. Summing up his 
experiments, Dr. Roth concluded (ibid.): 
“Hence one may conclude that Créteur’s way of operation most probably re- 
sults only in a carbonization of the top layer of corpses, whereas inside there was 
only very little change, and whole corpses may even have remained intact inside 
the graves.” 
Still, Créteur had brought up the idea in a general way, and the problem of mass 
burnings of corpses resulting from wars (in spite of the opposition of some mili- 
tary physicians)? and epidemics would henceforth be studied by specialists in the 
field of combustion. 

Іп 1875 Friedrich Küchenmeister published the design of a mass cremation 
device for the corpses of soldiers who had died on the battlefield, which he had 


7 Schultz-Schultzenstein 1870, pp. 364-367; other military surgeons were enthusiastic supporters of 


burning; cf. Lanyi April 1874, pp. 91-95. 
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specifically ordered from Friedrich Siemens, the inventor of the first hot-air cre- 
mation furnace. 

We set forth below the text of the description of the project as well as the 
accompanying drawing (Document 93; Küchenmeister 1875, pp. 82f.): 

"FIELD-FURNACE FOR THE CREMATION OF CORPSES, FRIEDRICH SIEMENS SYSTEM 

As shown in the drawing, the shaded portions A of the furnace are best real- 
ized in brickwork of solid construction, if such material is available, especially in 
the lower portion, because they contain the hearths and the whole structure rests 
upon them. The excavated earth can be used for the packing B of the surrounding 
walls. 

Above the hearths, inside the four surrounding walls, normal stones D are 
placed up to the first shaded line, and the corpses, covered with more stones, are 
placed upon them. 

The space in front of the hearths must be filled with loose stones; by removing 
one or more of them, the flow of air can be regulated quite well. 

The grates needed for the hearths have to be carried along; this can be done 
easily, as they consist simply of ordinary iron bars of a certain length and repre- 
sent only a rather small portion of the total weight for one furnace. 

The whole structure can be built well within two days by a few qualified brick- 
layers so that the furnace can go into operation on the third day. 

The cremation process should be run in the following way: When the corpses 
have been placed on the loose stones, which have been arranged in such a manner 
as to leave much space between them, and have been covered with a layer of such 
stones, the fire under the grate is lit. The combustion products, which escape 
through the cracks, give up their heat to the stones D above the grate and heat 
them by and by, over something like an hour, until they have become bright red. 
The fire is reduced, and great amounts of atmospheric air are allowed to enter 
through the hearths. This air, on contact with the [glowing] stones, heats up to a 
high temperature and strikes the corpses which, by then, are somewhat desiccated 
on the surface; this leads to a rather rapid combustion of all portions which are 
subject to rotting. 

It is obvious that the cremation in this furnace is not complete, as is the case 
in the furnace described above; 731 but because the starting conditions are very 
different (the furnace must destroy in the simplest and quickest way all the fleshy 
and muscular parts of the corpses which might rot and must eliminate any source 
of harmful vapors etc.), the furnace corresponds perfectly well to the task and will 
produce much better results than those obtained so far with cremations on the 
battlefield. R.S.” 

Even in its rudimentary simplicity, this device is in agreement with the principles 
of combustion technology. Although it is partly buried, it has true and proper 
hearths with grates placed at a height such that air can enter and flow through 
them without hindrance and the ashes can fall down without piling up on the 
grate. By means of the rocks, the openings of the hearths can be gradually blocked 
and the combustion air controlled, albeit in an approximate manner. The outside 





7 The hot-air Siemens furnace described in Chapter 3. 
™ The initials “R.S.” are probably those of Richard Schneider, the Siemens engineer who designed the 
furnace. 
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brick walls and the rocks on the hearths constitute a good reservoir for storing the 
heat produced initially by the hearths and for releasing it later by radiation and 
conduction. 

Temporary or mobile cremation devices were also planned and built with a 
view to possible epidemics. 

In November of 1901, during a meeting of the Chamber of Physicians of the 
Brandenburg province, Dr. Weyl proposed to cremate the victims of a typhus 
epidemic then raging in that area. He turned to Engineer Hans Kori who replied 
with the following proposal (“Eingabe...” 1902): 

“Berlin W., February 10th, 1902. 

To Th. Weyl, M.D. 

Dear Sir, 

I have the honor to reply as follows to your esteemed query of the 8th of the 
current month: 

The construction of temporary or mobile furnaces in which corpses of persons 
having died from the plague can be cremated safely and in a short time does not 
present particular technical difficulties. 

The cremation furnace having a retort [muffle] with a separate front firing 
[Vorfeuerung], which I have built on the basis of several years’ experience in the 
construction of cremation furnaces for slaughterhouses, hospitals etc., ensures a 
rapid cremation of the corpses and has the advantage of being easy to use. If all 
the parts of a furnace are available, it can be set up within 36 hours and then go 
into operation immediately. For the discharge of the combusted gases etc. one 
can use any appropriate tall chimney; the best solution would, of course, be a 
boiler plant. 

The price of the completely erected furnace, without the connection to the 
chimney, would be about 2,750 marks. 

Remaining at your disposal for any more detailed information, I am yours 
sincerely 

H. Kori.” 
The technological progress achieved in the last two decades of the 19th century 
had more and more inventors turn to the design of special furnaces to solve the 
problems of mass cremations, and much space was devoted to these questions in 
the specialized literature of that era. Let us look at the most interesting projects 
which were proposed. The first I want to quote in length stems from the Italian 
engineer Pini (1885, pp. 155f.): 

“MASS CREMATION FURNACE TO BE USED IN TIMES OF WAR. 

Ifit is а question of cleaning up within the shortest period of time the multitude 
of bodies left on a battlefield, one can no longer maintain the usual distinction 
between bed [muffle] and hearth; the two parts, instead, form a single entity that 
has been named a receptacle. This crematorium is made of refractory brick and 
consists of only two parts, the receptacle and the chimney, both square, which rise 
up vertically one next to the other with a connection between them. We will de- 
scribe a crematorium that can handle a thousand corpses in three days. 

Both the receptacle and the chimney have a grate in their lower part. The 
receptacle should be 1.5 m wide and 2 m high. The cross-section of the chimney 
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is 75 cm, its height is 10 m above the juncture with the receptacle. The vault cov- 
ering the receptacle and reaching as far as the chimney links the two parts and 
enters the chimney below the grate, on top of which there must always be a con- 
siderable amount of coke in combustion. The vault must extend over the whole 
receptacle without, however, covering it completely; rather, on both sides of it, 
there must be two large openings for the introduction of the fuel and of the 
corpses. The hearth in the chimney must have three doors: one, at the level ofthe 
grate, for the removal of the coke residue when the cremation is over, another, 
above it, for feeding the fuel into the hearth, and a third, below the grate, to allow 
air to enter the hearth and the ashes of the coke to be removed. 

The chimney must be built directly on the ground, but the receptacle must have 
its base more than two meters further down, in such a way that the two openings 
through which it is loaded are level with or slightly higher than the ground. This 
facilitates greatly the introduction of whatever has to be loaded, the fuel and the 
corpses. For that reason, if the land offers a favorable location, such as a slope, 
one should make use of it; otherwise one has to make a sizable excavation for the 
bottom at least two meters below ground. 

We have said that the receptacle must have a grate in the lower part. The front 
portion, i.e. the side away from the chimney, must be left free up to the level of the 
grate such that the mouth of the receptacle is always open. The sidewalls, over a 
certain height above and below the grate, have as many vertical slots as there are 
horizontal slots in the grate; they are, so to speak, their continuations. In this 
manner, by using suitable tools, it is possible at any time to free the grate of any 
ash piling up and threatening to block it. At various levels the walls must have 
vertical slots to allow an abundant supply of air to be fed. 

To use the furnace, the fire is first lit in the chimney and then the fuel that has 
been stacked on the grate of the receptacle is set on fire. A number of corpses are 
loaded on the fire, mixed with broken coal and coke in such a way that they form 
a layer on which more corpses are placed until some thirty corpses have been 
introduced. The whole mass will catch fire. The first corpses to burn will be those 
on the bottom. As they are being consumed, one uses the tools mentioned above 
to move the ashes down through the slots in the grate; they can then be removed 
with an appropriate rake. 

The mass of corpses will thus sag, leaving an empty space in the upper portion 
that must be continuously filled with fresh corpses and more fuel. One can com- 
pute that thirty corpses will burn within two hours and that more than a thousand 
can be cremated in three days. The combustion products, after having been com- 
pletely cleaned by passing through the glowing hearth in the chimney, will mix in 
with the surrounding air in a perfectly odorless and inoffensive way. About 4,000 
bricks are needed for the construction of such a furnace; together with the neces- 
sary lime, they can be transported on a dozen carts. 

Ifone wants to build a crematorium to incinerate 10,000 corpses in three days 
without raising the height of the receptacle, the latter must be widened consider- 
ably, to some 4 т, and the chimney to 2 meters.” 

What we have here in practice is a large hearth on which alternating layers of 
corpses and fuel are placed; the efficiency of the hearth must be assured by a tall 
chimney with an after-burner for the combustion of the fumes. However, the in- 
dicated throughput rate appears somewhat dubious. 
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As opposed to the above, which never went beyond the planning stage, the 
device described below was actually built and operated, but only for the incinera- 
tion of animal carcasses (see Document 94; de Cristoforis 1890, pp. 125-128): 

“FEIST APPARATUS. 

Initially, this device was invented by Dr. Feist only for the purpose of a hy- 
gienic destruction of carcasses of animals having died of contagious diseases, but 
one can easily see that with proper modifications it can also be used to incinerate 
human remains in case of a sudden high mortality, such as in wartime or during 
an epidemic, when the number of victims or the lack of time or money do not allow 
a special crematorium to be built, but also in cases which Captain Rey had in 
mind when he invented his mobile crematorium. 

We owe to the veterinarian Georg Feist the idea of rendering inoffensive the 
remains of animals having died of contagious diseases; he was convinced of the 
idea that any burial would only create a new source from which the disease would 
spread into the zone where it was raging, thus ruining the economy of the region 
at the same time. Feist’s ideas were soon picked up by his colleague, the veteri- 
narian Ziindel, and by the local authorities. The Strasburg authorities approved 
the construction of a special furnace in each of the larger regions struck by the 
disease, i.e. at Johanns-Rohrbach and in the county of Saaralben. 

The first Feist furnace was set up ona hill only some 20 km south of the village 
of Rohrbach; it was fashioned after the principle used in limekilns. The prevailing 
wind in the area is east-southeast, the mouth of the chimney faced that direction. 
The vertical space for the carcasses is perfectly round at either end: it is 1.75 m 
high and has a diameter of 1.60 m at the top and of 0.90 m at the bottom, at the 
level of the second grate. 

At first, a little straw is introduced into this space, together with dry branches 
and logs, then hard coal, up to a layer some 40-50 cm high. Then the carcass is 
loaded, and the gaps between it and the walls as well as the space above are filled 
with more hard coal, and additional straw and bundles of wood. Finally, all this 
is doused with 5-10 liters of petroleum. 

Then a funnel-shaped lid of sheet metal, 2 mm thick, is placed on top, and the 
fire is lit in a suitable way at the level of the first grate, located some 65 cm above 
the ground. Underneath the furnace, there is a sheet metal box in which the sub- 
stances flowing out because of the heat are absorbed by the ashes. The complete 
combustion takes about 5 to 6 hours for small animals and 8 to 9 hours for the 
larger ones, weighing 250 to 500 kg, i.e. as much as 4 to 8 corpses weighing 60 
kg each. Over this period of time, by the way, the load is totally destroyed, leaving 
only an ash residue of 1 to 2.5 kg. U*) 

The attendant in charge of the cremation receives 20 francs per carcass, but 
he has to provide all the fuel and thus retains about half of that sum. The con- 
sumption is about 500 to 600 kg of coal, 5 to 10 liters of petroleum, and some 75 
centimes’ worth of straw and wood bundles. ” 

In 1908 the Mexican government ordered a Richard Schneider mass-cremation 
device from Germany. The unit was laid out for the concurrent cremation of five 
corpses for a total throughput of 50 corpses daily (“Einführung...” 1908, column 
10). 





75 The actual amount should rather be 10-15 kg. This is probably a typographical error. 
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The bloody encounters of the First World War presented the problem of the 
disinfection of battlefields in all its urgency. Articles dealing with this question 
appeared in the German-language press as early as the end of 191476 and in the 
French press a year later (Barrier/Salomon 1915, pp. 545-563). In October ofthat 
year, the Berlin cremation association forwarded to the Ministry of War a letter 
from the Topf company concerning the cremation of soldiers who had died in 
battle, but the request was turned down (“Feuerbestattung im...” 1914, column 
386f.). 

In an article published in March 1917, Adolf Marsch proposed a plan for a 
collective cremation furnace for the mass cremation of the corpses of soldiers 
killed on the battlefield. I quote the essential points of this article and show the 
two drawings that illustrated the project (Documents 95 and 95a). Having stated 
that it is possible to speak of a mass operation only if a unit is able to cremate at 
least 100 corpses or their remnants in 24 hours of continuous operation, the article 
continues (Marsch 1917, cols. 45-48): 

"So far neither a practical proposal nor any sketch showing a usable crema- 
tion furnace for the mass cremation of the corpses of soldiers killed — be they fresh 
or previously buried — has been published. The author has set himself the task of 
solving this question in an absolutely feasible manner. 

Cremation furnaces used until now in civilized countries consist mainly of a 
horizontal retort [muffle] into which the corpse is introduced and then consumed. 
The time needed for this operation has been given as at least one hour, plus a 
further half hour for the preparation of the subsequent load, so that in order to 
achieve a minimum throughput of 100 corpses in 24 hours, it would be necessary 
to set up a large number of furnaces one next to the other. One must also consider 
the fact that, for a horizontal retort, the void space inside will fill up with a large 
amount of gas, thus making it difficult to maintain the mixture of primary and 
secondary combustion air at the proper ratio. Furthermore, the carbon monoxide 
gases are not completely converted to carbon dioxide, which presents the incon- 
venience that part of the discharge gases leaving the chimney consists of carbon 
monoxide, which is dangerous [even] at a great distance and harmful to the envi- 
ronment from the point of view of hygiene. 

If the layout is adequate, these drawbacks will not occur in a vertical retort of 
cylindrical shape, sufficiently large to accept a great number of corpses. 

For this purpose, a cylinder of 3 m internal diameter has been chosen, the 
height of which enables it to be loaded with a pile of corpses in three layers of 3 
corpses each, for a total of 9 corpses; they can thus be burned in a hygienically 
satisfactory manner in a matter of an hour or an hour and a half. Automatic meas- 
uring devices for the temperature and the gas composition placed in the body of 
the furnace or in the flue duct allow the operation to be controlled at any moment. 

Such a furnace can be built from the foundations on up in a rather brief span 
of time and will be long-lasting; in any case, if it is operated continuously day and 
night, it will allow 3,000 corpses or their remnants to be burnt in one month with- 
out fear of incidents. Experience has shown that the operation need be interrupted 


7€ “Feuerbestattung auf...” 1914, column 402; “Aus der... Pardubitz,” 1915, column 126; “Aus der... 
Zsolna,” 1915, column 40. 
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only if and when certain parts highly exposed to the fire must be replaced. If sev- 

eral such furnaces are built together under one roof in a suitable pattern, such 

interruptions become irrelevant. Abandoned factory sites, after proper recon- 
struction, can be used to advantage as a building site for the furnaces, provided 
that the chimney is intact and that there is a railway siding. 

If this is not the case, it is advisable to build a new building, quite simple, in 
view of its temporary use, which does away with all the defects and disadvantages 
one faces inevitably when rebuilding an existing one. 

In principle, the operation is carried out in such a way that the corpses to be 
burned, after having been released by the military authorities, are transferred to 
the site wrapped in sailcloth with an addition of disinfectant — e.g. lime — and 
placed in containers of certain maximum dimensions (190 · 60 - 45 cm). After 
having been accepted by the personnel in charge, the introduction into the furnace 
is carried out by the site management. The ashes of the corpses, which are settling 
separately at the end of each cremation — without mixing them with the ash stem- 
ming from the hearth — are properly collected and preserved in individual con- 
tainers with exact indications as to their origin, to be dispensed with later by the 
military authorities. In this manner, it is possible to wait for the proper moment 
for them to be buried, either in their home country or on the battlefield, in a com- 
mon grave or simply spread directly on the ground. 

There is no doubt that, if set up at the proper locations and in sufficient num- 
bers, the equipment just described will constitute a solid barrier to the threat of 
epidemics and will remove a fundamental obstacle to a peaceful use of the theater 
of the war.” 

This project was based on a patent granted the same Adolf Marsch on September 
30th, 1915, fora “Shaft furnace for the simultaneous cremation of a larger number 
of human corpses or animal carcasses." The patent is accompanied by 5 figures 
(see Documents 96 and 96a). 

The structure of the furnace is rather complicated. I will summarize only the 
essential elements. The cremation chamber 5, of cylindrical shape, is closed at 
the top by two movable lids d attached to chains which allow them to be raised 
until they are flush with the sidewalls of the desiccation antechamber g which, in 
turn, сап be closed by a closure-plate h; in its lower part, the cremation chamber 
assumes a square cross-section and is limited by the grate c, to which it is con- 
nected by the inclined planes t. 

Underneath the grate, there is an ash container n, below which is chamber k 
with the lips / and m for better heat recovery. Via channel s, which can be shut by 
means of a valve, this chamber is connected to the mouth of the gasifier, which 
has at its base the hearth grate a; loading takes place through opening c. The cre- 
mation chamber has four openings for the discharge channels of the fumes /, 
which run down in the walls of the furnace into chamber Ё, which 15 linked to the 
chimney via the flue gas channel и. The desiccation antechamber g also has four 
openings for the discharge gas channels o that run below the brickwork of the 
furnace and open into the channels i. 

The furnace is laid out for a load f of 700 to 750 kg consisting of 9 corpses 
arranged as shown in Figure 4 on a wooden grate. 
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It works in the following manner: after opening the closure plates, the load, 
which is hanging from a chain running over a system of pulleys, is lowered into 
the desiccation antechamber. The plates are then closed and the dampers d are 
opened. The gases generated at low temperature which form at this time are 
sucked up by the draft of the chimney through the openings o. The load is then 
lowered onto grate c, and the chain is disengaged and removed, and the openings 
are closed. The combustion products of the hearth a strike the load from below 
through the openings of the grate and the lateral slots r. A portion ofthe combus- 
tion products enters the cremation chamber directly through channel p and burns 
the gases generated at low temperature. Through the openings i the fumes enter 
the vertical channels, which open into chamber k and leave it through the flue 
duct и towards the chimney (Deutsches Reich 1921). 

In the 1920s and 1930s, mass cremation furnaces were improved further. Pro- 
fessor Luigi Maccone describes a unit for the concurrent cremation of several 
corpses (1932, pp. 115f): 

“The furnace is composed of several cremation beds [cremation chambers] 
arranged side by side in such a way that two adjacent beds are separated only by 
a joint partition. Each [bed] is built exactly in the same way as ordinary furnaces; 
the first bed including the furnace [hearth], which is attached to it, constitutes a 
normal crematorium in the real sense of the word. The others, however, have only 
a much smaller furnace at their extremity, called activating or ‘auxiliary’ furnace 
because of the end it serves. The chimney rises next to the last of those activating 
furnaces; internally it contains a cleaning and draft furnace [hearth for the post- 
combustion of the fumes and for promotion of the draft] and is otherwise built 
like one for ordinary furnaces. 

A tube opening into the chimney runs below the crematorium and along the 
side where the furnaces are located, a further, similar tube runs along the same 
side above the crematorium and also opens into the chimney. The cleaning and 
draft furnace is located between those two tubes. The connections between the 
latter and the chimney are equipped with closures. The flue duct of the cremato- 
rium bed will normally open into the lower channel, but the smoke of the first 
furnace does not have to enter it right away: it can be made to take a longer way 
by having it pass through the 2nd furnace and through the whole length of the 2nd 
crematorium chamber. It can be allowed to go out into the channel after having 
followed this path, but it can also be deviated and made to flow through the 3rd 
furnace and the 3rd crematorium bed and so on until, in the end, it has passed 
through all the incinerating chambers. One can see that this is possible because 
the flue duct from the bed is split into two sections, the outlets of which are 
equipped with valves, and, depending upon which one of these is open, the smoke 
will flow into the channel which leads directly to the chimney, or, moved along by 
the auxiliary furnace, it will enter a further chamber. 

This having been said, 4 corpses in a mass furnace with 6 beds will burn as 
follows. At first the coke on the hearth of the chimney is lit, with the lower tube 
closed and the upper open: the connections between the furnaces and the beds are 
held shut and those between the furnaces and the upper duct are opened. The first 
4 furnaces are lit, the smoke will flow to the chimney through the upper duct, and 
the flames will not strike the beds and will not heat them. The outlets from the first 
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3 furnaces into the lower duct are held closed and the ones between the first 4 
beds are held open. The connection between the 4th bed and the lower duct is held 
open and, instead, the connection between the 4th and the Sth bed is closed. When 
this is done, the corpses are introduced into the 4 beds: the connections between 
the first 4 furnaces and the respective beds are then opened, as is the outlet of the 
lower duct; the connections between the furnaces and the upper duct are cut 

[closed]. After that, cremation of the four corpses takes place simultaneously. The 

first corpse is in a position as if it were іп a normal furnace, and its incineration 

does not take longer and is not more costly. 

The smoke leaving the Ist chamber, which is full of heat and easily combus- 
tible substances from the decomposition of the first corpse, does not become 
simply lost by escaping through the chimney but goes into the 2nd furnace (or 
rather the Ist auxiliary furnace), in which the combustibles catch fire, and then 
enters the 2nd chamber to consume the corpse which is in it, by means of the heat 
of said furnace. Flowing from there into the 2nd auxiliary furnace and enriched 
by the products of the combustion which occurs there, the smoke then enters the 
3rd chamber, strikes the 3rd corpse and consumes it. After that, it flows through 
the 3rd auxiliary furnace, the smoke enters the 4th compartment and consumes 
the 4th corpse. On leaving it, the smoke does not enter the 5th [chamber], which 
does not contain a corpse, but is led via the lower channel to the chimney, from 
which it leaves clean, transparent, and odorless into the atmosphere, having lost 
any combustibles by passing through the furnace [of the chimney]. 

It should be stated here that, if the 4 corpses had been incinerated in 4 ordi- 
nary crematoria, there would have been a loss of heat and fuel via the chimney 4 
times as high as in the mass crematorium. The latter thus presents a sizeable 
economy in terms of fuel and service cost, and an even higher saving in construc- 
tion costs inasmuch as we have less material to be handled, fewer working days 
and a single chimney. The cremation of the corpses must take place and end sim- 
ultaneously. If the incineration of one corpse proceeds more slowly than that of 
the others — which can be observed through the peephole in the center of the front 
door of the incinerating chamber — the fire is increased correspondingly by the 
addition of fuel to the auxiliary furnace and by feeding in the air needed for a 
good combustion. 

Once all corpses have been cremated, the dampers are set so that the combus- 
tion products can no longer enter the chambers but flow directly to the chimney 
via the upper channel. Then the doors are opened, the ash containers removed 
and the ashes transferred to the urns that have been held іп readiness. " 

This furnace realizes Gorini’s idea of using the heat produced by one corpse to 
burn another; as we shall see in Section II, this idea was taken up by the engineers 
of Topf & Söhne of Erfurt when they conceived their cremation furnaces with 3 
and 8 muffles. 

Adolf Marsch had instead gone back to an improved version of the Feist fur- 
nace, the original layout of which we have already examined. The new model 
(Document 97) has a funnel-shaped combustion chamber a ending in a double 
grate G and H at the bottom. The upper part of the cylinder, through which load- 
ing takes places, has a conical steel cover B with an inspection and loading open- 
ing b and with rollers. The positioning of the cover is achieved by means of a 


150 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


worm gear with crank W. During combustion, the cover is placed over the cylin- 
der. The forming gases rise upwards through channel X into the auxiliary hearth 
D with its stepped grate and enter the chimney E in a completely burnt-out state. 
The combustion air arrives at the double grate С and H through the air-duct J with 
its opening /М, which is placed in the direction of the wind prevailing in the area. 

The operation of the furnace is as follows: The auxiliary hearth D is lit first, 
then the main hearth G is loaded with wood and rags soaked in petroleum, and a 
layer of coal about half a meter high. Then on grate H a small fire of straw and 
rags is lit, which in turn lights the fire on the grate above. The incineration of a 
large animal takes about 5-6 hours (Heepke 1905a, pp. 45-48). 

Although the furnaces produced by the Hans Kori Co. were conceived specif- 
ically for the destruction of animal carcasses and slaughterhouse refuse, in case 
of need they could have likewise been used for the mass cremation of corpses. 

Document 98 shows the Kori standard furnace for the combustion of animal 
carcasses and slaughterhouse refuse. The furnace consists of a combustion cham- 
ber VR (Verbrennungsraum) with an adjustable inclined grate G/ and G2 and a 
flat extension G3. The inclined portion G2 has 8 pairs of parallel slots that link 
the combustion chamber with the channel K below. At the edge of the grate G3 
there is the mouth of the hearth with the inclined grate F of the main hearth below. 
The furnace is also equipped with a secondary hearth 57 and the respective flue 
ducts. 

The furnace operates in the following way: The carcass is loaded into the com- 
bustion chamber through the loading box Е and placed on the grate С where it is 
struck by the flames from the hearth F; a portion of the combustion products en- 
ters channel K and strikes the carcass from below through the slots of grate G2. 
The combustion products enter into the vertical ducts Z/ and Z2 through two 
openings located under the vault of the combustion chamber on either side of the 
loading box, leave from the outlet of channel K under the grate of the combustion 
chamber and enter the smoke duct O; they pass over the secondary hearth 57 and 
reach the chimney in a completely burnt-out state (ibid., р. 40). 

Aside from some others, the furnace for the municipal slaughterhouse at Nij- 
megen was erected along this principle. In 1902, a total of some 50,000 kg of 
offal were burnt there with an average consumption of 0.375 kg of coal for 1 kg 
of meat and an average duration of 1 minute for 1 kg of meat (ibid., pp. 40f.). 

The furnace for the Liegnitz slaughterhouse (Document 99) had a structure 
similar to the one described above, except that below the final section fthe grate 
of the combustion chamber, it had an ash container a (ibid., р. 42). 

The furnace for the Nuremberg slaughterhouse — the first one of this type built 
by Kori (1892) — had the feed opening on the vault of the combustion chamber to 
allow the offal to be loaded directly from the processing room (ibid.). 

Document 100 shows a furnace for combined operation, i.e. a furnace con- 
nected to the flue duct of a boiler plant. The smoke from the latter enters the 
furnace through channels K/ and Z, strikes the material which is on grate G3, 
enters opening K3 and flows down into flue duct a, which is connected to the 
chimney. The combustion as such is accomplished by the combustion products 
coming from the hearth F, which strike the material on grate G2 either from below 
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through the slots in the grate or from above through the wide opening located 
below the grate. The discharge gases enter opening K4 and flow down, likewise, 
into the flue duct a (ibid.). 


11. Notes on Present-Day Cremation Furnaces 


Although Part One of this study is devoted to furnaces built before the Second 
World War, our treatment of the question would be incomplete without at least a 
few remarks on today’s cremation furnaces, if only to show the enormous pro- 
gress made by cremation technology over the last sixty years. The furnaces of the 
latest generation have, in fact, electronic controls, and although they are in no 
way comparable with the old gasifier furnaces, this very fact shows the limits that 
nature has placed on the process of cremation. Actually, even with these highly 
advanced furnaces, the average duration of a cremation still stands at around 60 
minutes. 

In this chapter, we will examine briefly five types of furnaces, two of which 
represent improvements on models already in use in the 1930s and 1940s. Let us 
start with these. 

Document 101 shows the gas-fired furnace of the H.R. Heinicke Co. of Stadt- 
hagen, which evolved from the Volckmann-Ludwig furnace of the 1930s. For a 
description of the elements making up the furnace see the document. 

Heinicke built, among others, four furnaces of this type for the crematorium 
at Hamburg-Ojendorf in 1964 and another four for the Hamburg-Ohlsdorf crem- 
atorium in 1968. 

Answering a specific request by the author on the operation of those furnaces, 
the cognizant authorities supplied the following information: 

The duration of a cremation is between 50 and 70 minutes. The average gas 
consumption for one cremation varies between 8 and 20 m?, depending on 
whether the cremation takes place individually or as one of several cremations; it 
is possible to use the furnace continuously, 24 hours a day, in three shifts of eight 
hours. The coffin is introduced at a temperature of 700-750°C; the combustion of 
the coffin causes the temperature in the muffle to rise by 100-150°C, the crema- 
tion temperature therefore is 800-900°C.”’ According to the supplier, heating the 
furnace from 20 to 800°C requires 500,000 kcal; one cremation in a series re- 
quires 160,000 kcal”? supplied mainly by the combustion of the coffin. 

The company’s technical brochure describes the furnace as follows (see also 
the illustration in Document 101): 

“The Heinicke cremation furnace is equipped with high-resistance refractory 
brickwork and a particularly good insulation. Experience has shown that, after 
the initial warming up of the muffle, one can carry out one cremation after another 
without additional supply of heat. Thanks to a forced supply of the combustion air 





7 Freie und Hansestadt Hamburg. Umweltbehórde — Amt für Naturschutz und Landschaftspflege — Gar- 
ten- und Friedhofsamt, letter to the author of May 5th, 1987. 
7 HR Heinicke Feuerungs- und Schornsteinbau, letter to the author of June 21st, 1988. 
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through circular tubing and air nozzles with control valves, the air can be fed to 
the muffle in keeping with the requirements of the course of the cremation; this 
guarantees a cremation without smoke. On account of the particular layout and 
shape of the channels for the combusted gases, the floor of the muffle is heated 
also from below, as the combusted gases reach the smoke discharge axially. The 
muffle is separated from the post-combustion chamber by a closure, and the effi- 
ciency can thus be increased: the final combustion takes place in the post-com- 
bustion chamber; the muffle, once it has been emptied out, is ready for the subse- 
quent cremation. By briefly operating the post-combustion burner, the small re- 
mains of the cremation, which may still be present on the grate and which are 
difficult to burn, can be heated so intensively that they decompose rapidly. " 


Starting from the 1930s model described in Chapter 5, Asea Brown Boveri Co. 
has developed a number of electrically fired furnaces presently in operation, i.a., 
at the crematoria of St. Gallen (1982), Albstadt-Ebingen (1979), Tuttlingen 
(1982f.) and Zürich, Nordheim cemetery (1967). The operating principle of the 
furnace is illustrated by Document 102. The structure of the furnace is shown in 
Documents 103, 103a&b, whereas Documents 104a&b show a cremation hall 
with two such Model RK1-S furnaces. 


The manufacturer describes the furnace in the following manner:*” 

“Іп the BBC electric cremation furnace, cremation takes place exclusively іп 
hot air, i.e. the cremation process occurs in a closed chamber by means of the 
heat stored in the brickwork, and takes 50-80 minutes, depending on the quality 
of the coffin. Thanks to a well-designed and remotely controlled system of air 
supply, the cremation can be guaranteed to be smokeless and odorless. 

Before loading, the muffle of the furnace is heated to 600-700°C. The crema- 
tion process as such is exothermic, i.e. the temperature of the muffle rises during 
the first half to about 1,000°C due to the energy thus supplied, without any [other] 
energy being added during the cremation. The amount of heat generated in this 
phase covers not only the heat requirements of the process, but is also partly 
stored in the brickwork of the vault as excess heat. This heat sustains the final 
phase of the combustion and at the same time creates the operational conditions 
for the subsequent cremation. Thus, in case of a series of cremations, further heat 
supply is not needed. Only the ancillary equipment requires some 4-6 kWh during 
the cremation. If 5-6 cremations take place during the day, heating during the 
night is generally not necessary. If the intervals between operations are rather 
long, heating should be carried out during the night (low rates), and their dura- 
tion can be controlled by means of a timer. 

In the electric furnace, the coffin is introduced by means of the feeding device 
and placed on the eight bars (grate), which support the coffin. The parts which 
fall through these bars during the cremation drop onto the ash floor below. Here, 
these parts are maintained in an incandescent state and burn completely in the 
fresh air supplied along the ash floor (BBC patent). 

Once the bars (grate) supporting the coffin are free, the ashes that have 
dropped down onto the ash floor are moved to the ash openings by means of a 





79 
80 


On this subject exists an interesting album edited by Asea Brown Boveri with 29 photos. 
BBC Brown Boveri, BBC-Elektro-Kremationsöfen im Dienste der Feuerbestattung; company bro- 
chure. 
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tool; they burn out completely in a further stream of fresh air. The ash stays in 

this covered area without mixing with the ashes of subsequent cremations. 

The ash, which is in front ofthe ash openings, is then transferred to the flanged 
ash container below, where it is rapidly cooled by a fresh-air draft. Operating the 
reversible grate allows the ashes to fall into the ash receptacle placed underneath; 
they can then be moved to the ash preparation [area]. 

The post-combustion of the discharge gases takes place in the discharge gas 
combustion section connected to the cremation chamber. For that purpose, the 
discharge gas channels can be heated (BBC patent) to ensure that the discharge 
gases catch fire from the very start of the cremations. This post-combustion sec- 
tion also conforms to the requirements of environmental protection regulations. 
Initially, the discharge gas channels are heated to 800°C (legal requirement). The 
combustion of the discharge gases is an exothermic process, as is the cremation 
itself, During the cremation, the temperature at that point rises to 1,200°C without 
any supply of outside energy. The long dwell time (1.3 — 2.3 seconds) of the com- 
busted gases in the hot zones, as well as the turbulence caused by their repeated 
changes of direction over 360 degrees, establish the prerequisites for an optimum 
burn-out of the discharge gases, as has been ascertained by analyses of these 
gases.” 

The Ferbeck & Vincent Type C411 furnace (Document 105) comes as a single 
unit that can be placed directly on the floor of the furnace hall. 

The duration of the cremation is 60-75 minutes. The main burner has an output 
of 300,000 kcal/hr, the secondary one 5,000 kcal/hr. The consumption for the first 
cremation, including preheating, is 40-80 m? of natural gas, or 320,000-640,000 
kcal, 70-80% of which are needed for the preheating. 

The structure of the Tabo furnace is shown in Document 106. The duration of 
a cremation is about 60 minutes; the average consumption is about 25 m? of nat- 
ural gas.*! 

Documents 107 апа 107а show the Ener-Tek II furnace. According to the 
manufacturer, the Industrial Equipment & Engineering Co., the heat requirements 
for a cremation within a series of 6-8 cremations per day are 400,000 to 500,000 
BTU® (i.e. about 101,000 to 126,000 kcal) plus another 450,000 to 550,000 BTU 
(i.e. about 113,000 to 137,000 kcal) for the post-combustion. The duration of the 
cremation is not indicated. The technical characteristics are similar to those set 
out above. The company guarantees moreover a particularly long life for the re- 
fractories:? 

“The refractory and insulating materials used in the construction of Ener-Tek 
П are of the highest quality and will ensure many thousands of cremations before 
any repair work on the bricks becomes necessary.” 

The most common furnace systems in Germany are of two types: the Etagenofen 
(multi-story furnace, Document 108, drawing on the left, and 109) and the 
Flachbettofen (flatbed furnace; Document 108, drawing on the right). Both have 


$! Letter from the Tabo Co. to the author of November 22nd, 1990. 

8 BTU = British Thermal Unit = 0.252 kcal. 

Industrial Equipment & Engineering Co., Features of the Ener-Tek II. The documentation regarding 
this furnace is published in Leuchter 1988. 
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a main combustion chamber, a chamber to complete the combustion (Ausbrenn- 
raum), and a post-combustion chamber. 
These devices are described as follows (Sircar 2002, pp. 14f.): 

“Each cremation chamber is equipped with a burner that is at times turned on 
or off at an adjustable, predefined temperature. The loading and actual cremation 
process takes place in the main combustion chamber (muffle). The combustion 
chamber is used to completely mineralize the ashes. In order that the combustion 
is as complete as possible, the combusted gases are passed at temperatures above 
850 °C through a post-combustion chamber. The shape of the main combustion 
chamber exhibits some differences. Bridge-shaped coffin support stones are the 
main feature of the multi-story furnaces. Beneath them are two or more heat-re- 
sistant turntables. The space between the turntables is the area for completing the 
combustion. During the cremation the developing ashes fall onto the upper turn- 
table. After the end of the process, this turntable is turned so that the ashes fall 
onto the lower turntable. The operation of the turntables and possibly other ash 
grates occurs at certain intervals. In this way, the ashes are brought gradually to 
the ash extraction area. The residence time of the ashes in the area of complete 
combustion and the cooling process depend on the number of turntables of the 
respective system and on the time schedule of the technical operation. With an 
appropriate choice of these parameters, one gets both a good combustion and a 
uniform cooling of the ashes. 

This is especially important in relation to the quality of ash (sticky consistency 
of the ashes in case of sudden cooling, elimination of odors). Due to the zone 
design of the multi-story furnaces, a new charge can be loaded into the main com- 
bustion chamber, after the upper turntable has been turned. The manual and/or 
automatic operation of the turntables ensures that the ash remains do not mix. 

Flatbed furnaces are characterized by a single area as a supporting surface 
for the coffin. The ash residues in the muffle are brought into the area for com- 
pleting the combustion by means of shutters. Similar to the multi-story furnace, 
the chamber to complete the combustion is delimited by two turntables enclosing 
the areas. One advantage of the flatbed furnaces is probably that they need rela- 
tively little space.” 

The Ruppmann furnace (Document 109) is a typical Etagenofen. The furnace 
damper (Ofenschieber; 1) is topped by a fume hood (Schwadenabsaugung, 8) 
coming out of the opening of the damper. The muffle (Hauptbrennraum, 2) 18 
equipped with a gas burner (B1) and at the bottom delimited by three coffin sup- 
port stones (Sargbriickensteine, S) and is closed by the first turntable (Drehplatte, 
D1). Below it is located the second turntable (D2) and further below the third 
(D3). The three turntables delimit two chambers, of which the upper one is the 
chamber to complete the combustion of the ashes (Ascheausbrennkammer, 3), 
which is equipped with an auxiliary burner (B2), and the lower one is the ash 
cooling chamber (Ascheabkiihlkammer, 4). At the bottom the ashes are extracted 
(Ascheentnahme, 5). The gases developing in the muffle and in the complete com- 
bustion chamber are led into a post-combustion chamber for the fumes (Rauch- 
gasnachbrennkammer, 6) equipped with an afterburner (B3). The combustion air 
is channeled into the muffle at various spots by means of a blower (G). 
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Here is the operation description of a Ruppmann furnace with reference to the 
Dresden crematorium (Schetter/Burk 2006, p. 5): 
“The coffin is placed in the main combustion chamber on a specially designed 
support grate by means of an automatic introduction machine. After closing the 
furnace damper, the cremation as such takes place in the main combustion cham- 
ber. There the combustion processes occurs by means of heat transfer between 
the combustion chamber walls and the coffin, and by a defined supply of primary 
combustion air. If necessary, the cremation process is supported by the main gas 
burner. The design of the furnace chamber in connection with the coffin’s grate 
support produces an intense mixture of the combustible gases with the combustion 
air due to the formation of turbulences. The unprocessed gases coming out of the 
main combustion chamber pass into a post-combustion chamber where they are 
burned completely by means of additional, secondary air. The required after- 
burner temperature is maintained by another gas burner. After about an hour, the 
remaining ashes are moved to the lower ash-combustion chamber where they are 
heat-treated. After another hour, the heat-treated ashes are brought to a cooling 
grate and then to the ash container.” 
At the end of 1998 there were 113 crematoria in Germany with altogether 211 
furnaces, 90% of which were heated with gas, 8% with electricity 8%, and 2% 
with naphtha. The average duration of a cremation was 60-70 minutes (Sicar 
2002, pp. 10, 15, 24). 
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Section II: J.A. Topf & Söhne 


and the Crematory Furnaces of Auschwitz and Birkenau 
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1. Historical Notes on Topf & Söhne 


A brief account of the company J.A. Topf & Söhne of Erfurt, Germany, has 
already been published by Jean-Claude Pressac in his study Auschwitz: Technique 
and Operation ofthe Gas Chambers (Pressac 1989; also 1993, pp. 136-138; 1994, 
рр. 156-159). In this chapter, we shall furnish some additional information con- 
cerning the firm, with particular reference to its activities in the 19205 and 19305. 

The company was founded in 1878 by Mr. Johann Andreas Topf (cf. Docu- 
ment 110), aman who had been concerned for quite some time with a sustained 
attempt at perfecting installations for industrial combustion. He was originally 
active in brewing and had come to the conclusion that the combustion equipment 
in use at the time was uneconomical and could be considerably improved. His 
two sons, Julius and Ludwig, would eventually become valuable contributors to 
his cause by adding a knowledge of chemistry to the basic technical designs of 
combustion equipment. 

During the early 1920s the Topf company made a name for itself, not only in 
Germany but throughout Europe. Its two main departments dealt with industrial 
boilers and with complete plants for brewer’s malt. 

The activity of the boiler department covered the design and manufacture of 
all portions of the combustion devices which had any relevant effect on the per- 
formance and the output of such plants, in particular: 
> design and manufacture of complete boiler plants with all installations for fuel 

economy and ease of operation 
> combustion devices with air-feed from below using centrifugal or steam com- 
pressors or combinations thereof 
mechanical devices for hearths (grate feeder) using a patented design 
steam superheaters of a proprietary design 
refractory lining of steam boilers, superheaters, preheaters of feedwater using 
proprietary channel designs (Topf system) 
fly-ash separators 
ash-removal devices 
Preheaters using the heat of flue gases 
forced-draft devices 
chimneys 
special cast-iron grate rods 
improvement of the performance of existing installations 
industrial furnaces of all types 
cremation furnaces 
At that time, Topf had encountered great success with its high-performance 
hearth, using a pre-gasifier for burning lignite; this latter fuel had become the 
most important fuel for German industry after the loss of the coal mines in Lor- 
raine and in eastern Upper Silesia, as well as in the Ruhr area and the Saar region 
during their temporary occupation following World War One. 
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Another success had been the innovative design ofa cremation furnace which 
we will discuss in the next chapter. 

The malt department offered installations for 
malting 
malt floors 
drum malters 
box malters 
green malt devices 
combustion devices for brewery boilers 
malt driers 
driers for granular materials 
combustion plants for soap manufacture 
barley polishing equipment 
malt polishing equipment 

> equipment for dough manufacture (Boegl 922; cf. Document 111). 

Over the next two decades, Topf was to expand enormously and even before the 
Second World War its products had found a world-wide market. 

In the domain of cremation furnaces, Topf started its activity at the beginning 
of World War One and experienced an impressive growth especially from the 
1920s onwards. Little detailed information, however, is available on this point in 
the literature. 

The first Topf cremation furnace using a coke-fed gasifier was installed at the 
Freiburg crematorium and started up on 15 April 1914; it was followed by a fur- 
nace at Hirschberg (22 August 1915; “Das Krematorium...” 1915, pp. 296-298) 
which is described in great detail in an article published in 1916 (“Die Hirschber- 
ger...” 1916, pp. 97-103). The design was essentially maintained into the early 
1930s, when it was pushed ав14е by new furnaces using gas or electricity. 

On 29 December 1924 Topf filed an objection to the decree of the Prussian 
ministry of the interior dated 24 October 1924, which allowed also a semi-direct 
cremation (cf. Section I, Chapter 4). 

The case was put before the Study Group for Fuel Conservation (Arbeitsge- 
meinschaft für Brennstoffersparnis) in Berlin and sheds some light on the some- 
what unscrupulous spirit ofthe company in respect to its PR, which was to recur 
repeatedly in later years. In fact, the study group wrote an opinion which sounded 
more like an indictment (Arbeitsgemeinschaft... 1925, 1926b): 

“The J.A. Topf & Söhne Co. begins its objection (cf. its letter addressed to the 

Head of the Erfurt government dated 29 December 1929) with the following 

words: 

‘Currently furnaces for the cremation of corpses, primarily manufactured 
by our company...’ 
In this connection it is necessary to underline that, according to the journal 

Die Flamme dated 15 January 1925, the firms listed below have built installations 

in the numbers indicated: 
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Richard Schneider, also called Didier Stettin 64 furnaces 


Gebrüder Beck, Offenbach 42 furnaces 
J.A. Topf & Söhne, Erfurt 21 furnaces 
Wilhelm Ruppmann, Stuttgart 15 furnaces 





Total 142 furnaces 

The J.A. Topf & Söhne Co. hence accounts for some 15 % of the total of 142 
furnaces built. The assertion of the J.A. Topf & Söhne Co. in its letter to the head 
of government is thus wrong. 

A precise analysis of the statements made by J.A. Topf & Séhne of Erfurt on 5 
February 1915 has, in any case, not been possible because the dimensions of the 
brickwork cannot be deduced from the schematic sketch of a cremation furnace 
supplied by the company. From the information attached to the reply one can 
deduce that the furnace is designed for indirect cremation, i.e. by means of pure 
atmospheric air, as well as for direct cremation, with atmospheric air at high 
temperature together with combusted gas from the gasifier. The description states 
ер 

‘If cremation is done directly, i.e. by feeding the gases into the muffle dur- 
ing the cremation, the damper ‘g’ must not be closed; the air dampers control- 
ling the air feed for combustion must be wide open when the coffin is intro- 
duced in order to completely burn the gases created in great amounts during 
the initial phase of the cremation, i.e. while the coffin is on fire; later, as the 
cremation proceeds, they must be gradually closed. In this way, an operation 
without any generation of smoke is assured.’ 

The J.A. Topf & Söhne Co. thus admits that its furnace сап be used also for 
direct heating of the corpse to be cremated, and they stress, in the last sentence 
quoted above, that a completely smokeless operation can be achieved in this way, 
whereas in the description of the indirect cremation (with atmospheric air only, 
without any additional combustion gases) it is merely stated that a completely 
odorless operation can be guaranteed. 

As to the objection of the J.A. Topf & Söhne Co. that energy savings cannot 
be accomplished by the direct cremation, the Study Group for Fuel Conservation 
has used information supplied on 7 March by the Office of Mechanical Engineer- 
ing of the city of Dortmund which reads: 

‘It was shown that, especially in the case of corpulent corpses, a cremation 
using only atmospheric air extended the duration of the process in an extraor- 
dinary way and must be regarded as absolutely uneconomical. This extension 
is not caused by all parts of the corpse, but is primarily the result of the com- 
bustion of the internal organs. The cremation of the internal organs is, moreo- 
ver, affected by the design of the supporting grate. At the present time, exper- 
iments aiming for an improvement in this respect are being undertaken. It is 
essential that the hot air and the combustion gases can freely and continuously 
reach these parts and that the air flow is not obstructed by the design of the 
grate. Also, as far as smoke generation is concerned, a combustion with the 
gas mixture from the gasifier is often better than one with pure air, especially 
if the furnace has not yet reached a very high temperature brought about by 
several consecutive cremations...” 
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In its letter of 5 February 1925, the Topf & Söhne Co. speaks of an amount of 
some 160 kg of coke for [pre]heating. In its letter of 7 March, the Office of Me- 
chanical Engineering of the city of Dortmund has informed us that some 480 kg 
of metallurgical coke are needed each day for the cremation of a first corpse. The 
Municipal Building Authority for the city of Hagen in Westphalia reports an 
amount of 400-450 kg of coke for a cremation in continuous operation, 300 kg of 
which are used for preheating and 100-150 kg for the cremation as such. 

The Department of Public Works of the Berlin city council needs 250-350 kg 
of coke for the preheating of its furnaces built by Stettiner Schamottefabrik, for- 
merly Didier-Stettin; for the first cremation at the Gerichtsstraße crematorium 
some 80-90 kg are consumed, at the Wilmersdorf crematorium some 60-75 kg. In 
the case of day-and-night operation 50-60 kg are needed. The city council of the 
city of Grünberg in Silesia reports in its letter of 11 March 1925: 

* A not-irrelevant reduction of the fuel requirement would be achieved by 
a direct flame feed into the cremation chamber.’ 

The objection by J.A. Topf & Sóhne Co. that it is practically impossible to 
produce combusted gases without fly ash is not exact. By means of a suitable de- 
sign one can ensure that the spent gases are practically free from fly ash, in this 
connection one must consider the fact that the coffin in which the corpse is intro- 
duced into the furnace does release fly ash. 

At the end of its objection the J.A. Topf & Sóhne Co. states finally: 

*We must, furthermore, emphasize that — in direct cremation — it is very 
difficult to avoid smoke and odor.’ 

This is in direct contradiction with the description of a Topf cremation furnace 
mentioned above which J.A. Topf & Sóhne submitted on 5 February 1925 to the 
Study Group for Fuel Conservation. Speaking of the furnace for direct cremation 
(i.e. with a feed of combustible gases directly into the cremation chamber), the 
description reads: 

‘In this way an operation without any generation of smoke is assured.’ 
This sentence is even underlined in the description furnished by the company. 
The municipal administration of the city of Hagen in Westphalia, in its letter 

of 28 inst., says i.a.: 

‘If the combustion gases are kept from entering the cremation chamber by 
closing the dampers completely, the furnace cools down so quickly that at the 
latest one and a half hours later the parts of the corpse no longer burn but only 
char.’ 

On the basis of the above, the Study Group for Fuel Conservation sees no 
reason for changing its opinion. [The group] hence underlines once again explic- 
itly that the addition of spent gases without fly ash is recommended for ther- 
motechnical reasons and in the interest of fuel economy.” 

In the face of this opinion, the Prussian ministries of the interior and of public 
welfare rejected the Topf Co.’s objection (“Bau...” 1925b, pp. 107f.). 

At that time Topf was in the process of becoming the most important German 
company, commercially speaking, in that sector of activity: of the 24 cremation 
furnaces installed in German crematoria between 1922 and 1927, 18 were built 
by Topf (Verband... 1928a, p. 84; cf. Document 112). As early as 1926, the pres- 
tigious encyclopedia Meyers Lexikon used Topf drawings to illustrate its article 
on cremation (Meyers Lexikon 1926, pp. 644f.). 
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In the early 1930s, Topf’s commercial domination was assured; it was fol- 
lowed, in that order, by Gebrüder Beck of Offenbach, Schneider-Didier of Stettin, 
Ruppmann of Stuttgart, and Kori in Berlin (Hellwig 193 1a, р. 370; cf. documents 
113-127). 

Even though companies such as Beck and Schneider-Didier had improved 
their coke-fired furnaces considerably (see Section I, Chapter 5), the only real 
threat to Topf’s supremacy came from the novel design of the Volckmann-Lud- 
wig system. The latter, aside from having consumption figures considerably be- 
low those of the Topf gas-fired furnace, presented the advantage of a lower price 
and lower installation costs because ofthe absence of a recuperator. Furthermore, 
after the installation of the first Volckmann-Ludwig type furnaces at Stuttgart and 
Hamburg, and of the first European furnace with electrical heating at Biel, coke- 
fired furnaces began an inexorable decline. 

Topf reacted to the competition not only with a number of improvements 
which will be discussed later, but also with a hard-hitting publicity campaign 
launched by Topf’s chief engineer Kurt Prüfer (cf. Document 129). 

The first official announcements on the subject of the new Volckmann-Lud- 
wig system were presented at the convention of the Association of the Directors 
of German Crematoria, which was held in Dresden in 1930. In that same year 
Engineer Volckmann described the new device in a paper published in no. 5 (Sep- 
tember 1930) of the journal Zeitschrift für Feuerbestattung, the official journal of 
the Union of Cremation Associations in German-Speaking Countries, under the 
title “A new process for cremation” (Volckmann 1930, pp. 65-68.). 

Prüfer attacked this article harshly with a number of objections that led the 
editors of that journal to entrust Engineer Richard Kessler with explaining the 
technical features of the new furnace. Kessler wrote an article titled “The new 
cremation furnace system Volckmann-Ludwig" (Kessler 1931а), in the context 
of which the editors announced their refusal to publish a reply by Engineer Priifer 
in their journal “due to its form and its lack of objectivity” (ibid., p 34). 

Still, Prüfer’s article appeared in various specialized publications under the 
title “A new process for cremation. A reply.” The journal Die Flamme published 
it with the cautionary remark by the editors (Prüfer 193 1a, p. 5): 

“We cannot yet position ourselves in this matter, but believe that it is our duty 
to bring the following critique by a specialist to the attention of the public.” 

This article, the only one written by Kurt Priifer to our knowledge, is worth being 
presented here in its entirety (Priifer 1931b; Document 129): 

“In no. 5, vol. 1930, of Zentralblatt fiir Feuerbestattung appeared an article 
written by senior building councilor (D.1.)™*) Volckmann, of Hamburg, on ‘A new 
process for cremation’ which must be examined in detail in the interest of crema- 
tion. 

First of all who is this author who appears, to the uninitiated with no 
knowledge of the background, as an unbiased and neutral supporter of the modern 
development of cremation furnaces? 

The senior building councilor engineer Volckmann is head of the cremation 
section in Hamburg by profession and, together with engineer Ludwig, the owner 





8 D.I is used here for the German university degree of Diplom-Ingenieur or Dipl.-Ing. 
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of a patent in the field of cremation. Both are trying to profit from this patent by 
charging a license fee unheard of in this field (requesting a minimum license fee 
of 30,000 marks per year). 

The title of the article is misleading, because it would not be ‘A new process 
for cremation’ if the author did not hide the essential points. It is widely known 
that cremation is carried out with the lowest possible amount of air which already 
results from efforts to keep gas consumption down and to operate with little draft. 
Hence, the idea is not new, and if methods such as those in use at Hamburg have 
up to now been avoided, these efforts reflect the intention of keeping cremation 
from becoming merely a matter of getting rid of carrion, and to keep in mind both 
the problem of fuel consumption and, above all, the concerns of hygiene and re- 
spect. That this is not always the case at Hamburg is shown by the fact that, during 
the process of cremation, a burner (gas pipe) is aimed at those parts of the body 
which burn with difficulty and that the latter are subjected to compressed air. 
Comment on this is manifestly superfluous. 

The author claims to have proved the compatibility of the economic principles 
of cremation furnaces and of furnaces for other uses. If the author had really dis- 
covered how the basic rules of economics can be transferred from one field to 
another, this would not be a magnificent discovery. One must be very careful, 
though, in comparing the operation of a crematorium to the workings of industrial 
heating plants or furnaces for the destruction of carrion, as far as questions of 
economy are concerned. Such a comparison becomes most doubtful, however, 
when we speak of excess air, i.e. about a technical parameter, because the cre- 
mation of a corpse cannot be based upon the operation of an industrial furnace, 
as the substances in question are too different. 

On p. 66, paragraph 1, the author draws attention to the fact that in furnaces 
of known design the air flow pattern is inadequate, so much so that there is a 
shortage of air where there is a great demand for oxygen, while in other parts we 
may have an excess of air at the expense of heat economy. The author explains 
this by a phenomenon observed with industrial furnaces or industrial combustion 
equipment, namely the poor mixing of the fuel gases with the combustion air. The 
description given, on the basis of laminar currents — superposed parallel streams 
of fuel gas and combustion air — is, in practice, completely wrong. In a cremation 
furnace, on account of the many bends contained, we observe primarily turbulent 
currents which lead to a sufficient degree of mixing of the gases. 

In paragraph 2 the author goes into the details of the combustion process it- 
self. He asserts that, once the coffin has disintegrated, the air supply to the corpse 
worsens and thus cremation worsens as well due to the fact that from that moment 
on the available volume of air in the muffle becomes disproportionately larger 
and keeps on growing as the cremation proceeds. This assertion reveals a rather 
confused knowledge of the technicalities of combustion. If one were not rapidly 
able to supply an air volume corresponding to the volume of the coffin, there 
would be an explosion, hence an instantaneous combustion. Moreover, the coffin 
contains, from the beginning of the cremation, a certain quantity of air.'®) 

The sentence which follows is most questionable: 


85 Kurt Prüfer's objection is very odd: Volckmann was referring (о the real problem of the air increase 
as a function of the decrease of combustible substances on the muffle grate. 
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87 


“But as the air flowing into the muffle can come into contact with an ever 
decreasing portion of the corpse itself, the chemical nature of the disaggrega- 
tion process would necessarily be incomplete and we could see a smoking 
chimney’. 

This would be true if the corpse rested on a massive slab and would be exposed 
to a flow of cold air from above (without a recuperator!). We would then have a 
(low temperature) distillation rather than a cremation. That would be the case for 
a furnace without a grate and without a recuperator. The matter is entirely differ- 
ent if the corpse is exposed to the combusted gases on all sides, throughout the 
cremation, by resting on a grate and if care is taken to ensure that these gases 
contain enough excess air for a complete combustion of the hydrocarbons ema- 
nating from the corpse itself. Why should one not be able to control precisely the 
air which is fed into the muffle? 

It is stated that, at Hamburg, some 3,500 cremations were done with a total 
gas consumption of 100 m?. This is questionable, if only because two technicians 
who operate the furnace told me independently that the normal consumption was 
7 m? or even a little more. 

In the face of all this we must determine in some detail if a corpse contains so 
much combustible matter that — once the furnace is in continuous operation after 
preheating and after having reached its thermal equilibrium — it is no longer nec- 
essary to supply heat from the outside. 

According to several medical authors, the human body contains, on average: 





water 65.0%, for a body of 70 kg = 45.0 kg 
fat 12.0% “ 8.4 kg 
proteins 15.0% “ 10.6 kg 
other chemical substances 3.5% i 4.5 kg 
ash 4.596 " 3.2kg 
about 100.0% about 69.7 kg! 


On that basis one can easily determine that the amount of fat, with its caloric 
value of 75,000 kcal, should be enough to evaporate the water and to bring the 
other parts to ignition temperature, if it were not for radiation to the outside. 
Hence, in crematoria where cremations occur continuously, one after another, 
and which have a good insulation of the furnace walls to bring down the heat 
losses, one could expect a rather low need for additional gas. 

But this is nothing new, because such has been the experience for quite some 
time with crematoria operating continuously. 

If the assertions in respect of cremations without additional gas supply were 
true, the exhaust gases would have to be at ambient temperature, something which 
no cremation technician could seriously maintain, because the inevitable heat loss 
of the exhaust gases and the cold air entering when the coffin is introduced are 
negative terms in the heat balance and cannot be avoided. 


Almost all these weights are wrong. The correct weights are: water 0.65х70 — 45.50 kg; fat 0.12x70 
— 8.40 kg; proteins 0.15x70 — 10.50 kg; other chemical substances 0.035x70 — 2.45 kg; ash 0.045x70 
— 3.15 kg. These mistakes are also contained in the text of Prüfer's article published in Die Flamme 
(p. 6). 

The objection is a little underhanded: Prüfer deliberately fails to take into account the heat supplied 
by the combustion of the coffin. 


166 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


I have had the opportunity, after authorization, to examine the Hamburg fur- 
nace and be present at a number of cremations, which allows me to add a number 
of observations to what I have already said above: 

In the cremation hall a rather small furnace is located which, as far as I have 
been told, is an experimental furnace; there is another furnace under construc- 
tion, erected up to mid-level of the muffle. The furnace under construction differs 
considerably from the other furnace, but it, too, is an experimental furnace, be- 
cause, as far as I know, no operational tests have been run on it. 

On the whole, aside from the absence of the recuperator, the Hamburg furnace 
does not appear to be anything really new, it has often integrated ideas of com- 
peting furnaces into its design. Why have Messrs. Volckmann and Ludwig moved 
so far away from the design outlined in their patent, to the point that nothing much 
of it remains? Certainly because the experiments were not as successful as they 
had hoped! The first furnace is equipped with a narrow grate, whereas the second 
one, still unfinished, has instead of the grate a refractory plate which is more or 
less the only thing still remaining from the patented device. The more recent fur- 
nace has four high-pressure burners in its rear portion, in a way that other sys- 
tems have been using them for a long time, and on the side two perpendicular 
burners (the so-called barrier burners) which were installed in Switzerland as 
early as 1918 (see the description of the patent awarded to Ludwig Heller, Riiti, 
pat. No. 81860): hence this arrangement is not really anything new! 

It is surprising that in the latter furnace’s air injection takes place from above, 
something which the author, in the fourth column of his article, judges to be the 
unhappy experiment of another company. 

This arrangement, erstwhile rejected but now adopted, consisting of ‘an air 
supply from the vault of the muffle to the corpse, a little obliquely or otherwise 
perpendicularly’, has been used by J.A. Topf & Söhne Co. in many furnaces; this 
applies also to the post-combustion grate used in the Hamburg furnace. 

If a cremation without smoke was intended for Hamburg, this attempt can be 
called a failure, because on observation there was smoke generation, rather in- 
tense at times, which has never occurred with Topf furnaces up to now. 

The cremation of a corpse at Hamburg takes 80-90 minutes on average, which 
means that there is no improvement in this respect either. 

To sum up, I must say that the Hamburg furnace does not come up to the ex- 
pectations I had when I read the sensational publications. 

K.[urt] P. [rüfer]. " 

Asked by the Union of Cremation Associations in German-Speaking Countries 
to write an opinion on the Volckmann-Ludwig furnace, the engineer Richard 
Kessler rejected Prüfer's criticisms, calling them "more or less without founda- 
tion" (Kessler 1931a, p. 39). 

Several years later, Fritz Sander, another employee ofthe Topf Co., attempted 
rather unscrupulously to discredit the Volckmann-Ludwig furnaces of Brussels 
merely for competitive reasons. On 14 April 1936 he wrote the following letter 
to the Luxembourg firm J.F.B. Leisse (SW, 2/555): 

"We are in receipt of your kind letter dated 8 inst. and would like to hear more 
about the matter. 

It is true that, aside from our own cremation furnace, there is a second furnace 
'system Volckmann-Ludwig. ' That this competitive furnace ever reached Brussels 
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is due to a mistake of our Brussels representative. We only learned about the sec- 
ond furnace when the order for the competitive system had already been placed 
by the Société de Bruxelles. 

It is furthermore true that а few years back a lot of publicity was made by the 
inventor, the Hamburg building councilor Volkmann, and that he had some suc- 
cess. It is also true, however, that over the last 16 months no Volckmann-Ludwig 
furnace has been set up in Germany, everywhere our 1934 furnace model was 
selected exclusively. In 1935 we built furnaces at Lauscha, Rudolstadt, Munich, 
Hanover, Gera, Görlitz and Dresden. The above furnaces are furnaces using gas 
firing. An electrically heated furnace with mechanical controls has been in oper- 
ation at the Erfurt crematorium since 1933. 

From this you can see that the Volckmann-Ludwig system is outdated by far 
and can no longer be considered to be a modern design. 

We are building our furnaces with hot air channels and without a recuperator, 
and we have a tiltable plate instead of the slab of the furnace or the ash chamber. 
By using this tiltable plate, the ash from the corpse simply drops by gravity into 
the ash receptacle without the use of any tools. 

Our Brussels furnace was ordered in 1930, at a time when we did not yet have 
these innovations. In the meantime we have made further progress in the design 
of our cremation furnaces. 

You have informed us that two crematoria have been built in Sweden. As the 
Swedish companies are building their own furnaces, it is obviously difficult for us 
to receive any orders because of taxation; things are a little different at the new 
Stockholm crematorium. There, it is a matter of two electrically heated furnaces, 
and in that field we are still competing. 

If the project — the construction of a crematorium — should be ready for deci- 
sion on your side, please be kind enough to inform us in order for us to be able to 
present and illustrate the system of our furnace to the competent authorities. 

Hoping that these lines are sufficient for the moment, we remain yours re- 
spectfully, Sander.” 

Sander’s criticism of the “competitive furnace,” Volckmann-Ludwig type, was 
actually sheer propaganda, and his assertion that the furnace in question was “out- 
dated by far” in 1936 is groundless. Actually, up to that moment the H.R. Hein- 
icke Co. of Chemnitz, holder of the Volckmann-Ludwig patent, had already 
booked 22 furnaces — 10 of these between 1934 and 1936 — and would install 
another 12 over the subsequent four years.°® The two furnaces erected at Dort- 
mund are described in an article published in 1941 in the journal Gesundheits- 
Ingenieur (Kämper 1941). 





5 H.R.Heinicke, VL-Kremationsöfen Bauart Heinicke. Leaflet kindly supplied to the author by the firm 
H.R. Heinicke of Stadthagen now holding the Volckmann-Ludwig patent. Between 1934 and 1939 
this company installed the following furnaces: 
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On the other hand, it is undeniable that Topf had reached a highly advanced 
level of technology in the 1930s and that their products were without doubt of 
high quality. It is to their credit to have built Germany’s first gas-fired furnace at 
Dresden in 1927, which ran without any problems, as well as the first German 
electrical cremation furnace, which went into operation at Erfurt in 1933. Topf's 
R&D activities are, furthermore, evinced by numerous patents, issued mainly in 
the 1930s, some of which, such as the post-combustion grate or the tiltable plate, 
constituted valuable technical contributions to cremation technology. 

Aside from furnaces for crematoria, Topf also offered a wide array of waste 
incinerators, and in 1940 they had 90 customers in this field. 

Among Topf’s other products I should also mention disinfestation furnaces 
and ventilation equipment. 

When Topf began to get in touch with the administration of the German con- 
centration camps, it was already a large company with a capital of over 500,000 
Reichsmarks and exports to 60 countries world-wide (Die Großunternehmen... 
1941, p. 192; cf. Document 130). 

At that time, the company was organized in 12 technical departments (Tech- 
nische Abteilungen) and an operational one, which were in turn split into 99 sec- 
tors. In the following table I have listed only those sectors which manufactured 
combustion equipment: 
> Abteilung A: Getreidepflege-Anlagen (cereal-preservation plants; sectors 1-8) 
> Abteilung В: Heizung — Lüftung — Gebläsebau (heating, ventilation, blowers; 

sectors 9-17) 
> Abteilung С: Stahlbau (steel constructions; sectors 18-20) 
> Abteilung DI: Kesselhaus u. Feuerungsbau (boiler plants and hearths; sectors 

21-33) 

21: Hearths with horizontal grates 

22: Semi-mechanical hearths 

23: Other types of hearths 

24: Grate feeders 

25: Grate parts, hearth fittings 

26: F.A.V. superheaters and other design systems 

27: Steam boilers, economizers and accessories (without brickwork) 

28: Brickwork and other constructional activities for D I 

29: Brickwork and other constructional activities for D II 

30: Other spare parts (without grate rods and hearth castings) 





























Year | Location Heat Source || Year | Location Heat Source 
1934 | Rostock gas 1937 | Hanover I gas 
1934 | Halle I gas 1937 | Dortmund I gas 
1934 | Halle II gas 1937 | Dortmund II gas 
1934 | Celle I gas 1938 | Kiel II gas 
1934 | Celle II gas 1938 | Breslau gas 
1934 | Reutlingen gas 1938 | Lahr gas 
1934 | Essen I electricity 1938 | Leipzig gas 
1935 | Wiesbaden gas 1939 | Hirschberg Gas 
1936 | Kiel I gas 1940 | Bochum gas 
1936 | Oppeln gas 1940 | Chemnitz II gas 
1937 | Stuttgart II gas 1940 | Essen II electricty 
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31: Equipment purchased (see list) 
32: Mechanical installations 
33: Subcontracted work 
> Abteilung D II: Topf-Rostbau (Topf grate supply) 
34: Fully mechanized combustion plants (without brickwork) 
35: Individual grate parts, combustion controls 
36: Parts purchased (see list) 
37: Mechanical installations 
> Abteilung D III: Industrieschornsteinbau (industrial chimneys) 
38: Industrial chimneys, fixed price 
39: Flue ducts, fixed price 
40: Contract work at hourly rates 
41: Subcontracted work (fixed price and hourly rates) 
> Abteilung D IV: Ofenbau (furnace construction) 
42: Crematoria (complete) 
43: Destruction furnaces, complete, recovery furnaces (complete) 
44: Spare parts 
45: Purchased items (separate list) 
46: Brickwork 
47: Mechanical installations 
Abteilung E I: Málzereibau (malting installations; sectors 48-68) 
Abteilung E II: Speicherbau (silos; sectors 69-76) 
Abteilung E III: Luftfórder-Anlagen (pneumatic conveyors; sectors 77-81) 
Abteilung E IV: Kornbearbeitungs-Anlagen (grain processing installations; 
sectors 82-89) 
» Abteilung F: Mechanische Fórderanlagen (mechanical conveyors; sectors 90- 
95) 
> Abteilung Betrieb (operations department; sectors 96-99)% 


уу WV WV 


The 12 technical departments mentioned above were only departments nos. 74 
through 85 out of a total of 89 departments the Topf Co. consisted of.?? 


2. The Topf Cremation Furnaces for Civilian Use 


2.1. The Cremation Furnace with a Coke-Fed Gasifier 


The first cremation furnace with a coke-fed gasifier built by the Topf Co., 
while retaining the essential features of existing furnaces, introduced a number of 
innovations based on prior ideas, but in a novel configuration. In particular, the 
Topf furnace had an external heat source for the muffle (per Max Kergel’s patent 
of 4 October 1908) controlled by a damper made of refractory material and lo- 
cated in front of the gasifier outlet (following an idea incorporated into the Knös 





9 SE, 5/411 A 174, list without headings; cf. Document 131. 
?" SE, 5/411 А 163, J.A. Topf & Söhne, Organisation der Unternehmung. Katalog der Sonderakten; cf. 
Document 132. 
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furnace). This damper, by keeping the combustion gases from entering the muf- 
fle, ensured a completely indirect cremation. With this furnace, Topf aimed for a 
front-rank position in the field of totally indirect cremation, which explains its 
objection to the decree issued by the Prussian ministry of the interior on 24 Oc- 
tober 1924. 

The structure and operation of this type of furnace were described at the time 
in the expert literature as follows (Reichenwallner 1926, pp. 27-29; cf. Document 
133): 

“The cremation furnace consists ofa coke-fed gasifier, a cremation chamber 
(muffle), closed onto itself, of the system of channels (recuperator) located below 
which serves to preheat the combustion air, and of the duct taking the gases into 
the muffle. 

When a cold furnace has to be heated, a small fire of wood is lit in the gasifier 
and is switched over to coke step by step. The gases produced by the coke or the 
wood move upwards and into the muffle, passing through the gasifier outlet. They 
then flow through the recuperator and into the flue duct of the chimney, transfer- 
ring the heat they contain to the walls of the recuperator along the way, the latter 
are made of refractory material. In this manner, the furnace is heated to incan- 
descence (1,000°C). The necessary gas mixture is produced by a supply of air. 

At this point (1,000°C) the furnace is ready for the cremation. The damper at 
the outlet of the gasifier is closed in such a way that the gases flow through the 
channel around the muffle, maintaining the latter at incandescence from the out- 
side. Thus the gases can no longer enter the muffle. The front introduction door 
of the muffle is opened and the coffin is introduced by means of the introduction 
cart; in this way the coffin is deposited on the cremation grate and the cart is 
immediately withdrawn from the muffle. The front opening as well as its outside 
cover are closed immediately. The necessary combustion air — which flows into 
the cremation chamber at a high temperature and incinerates the corpse — enters 
the series of channels below through the open dampers, rises through the channels 
in a direction opposite to that of the discharge gases up to the highest point of the 
vault above the muffle and there enters the muffle at a high temperature. 

Just before it leaves the muffle, the saturated combustion air is diluted with 
preheated air; an operation without smoke or odor is obtained in this manner. 
The duration of a cremation is 60-75 minutes, depending on the size of the corpse. 

The entire cremation process can be observed by the operator through viewing 
glasses in front and rear. The furnace combines the two corpse-cremation sys- 
tems, i.e. direct and indirect cremation. Furthermore, the most modern conceptual 
and technical elements have been taken into consideration. The advantages of the 
furnace are ease of use and control, minimal fuel requirements, very rapid cre- 
mation, odorless and smokeless operation. 

The design of the furnace is very solid. Between the inner wall of refractory 
material and the outer brick wall, there is a thick layer of rock wool which brings 
loss by radiation down to a minimum. The furnace consists of massive, top quality 
refractory clay which not only makes for a stable structure but also serves to ac- 
cumulate heat. This design system aims for a long life of the furnace. The outer 
brickwork is built in an arch-like way, as a vault, and held together by steel bars, 
angled or in T-shape; the latter are linked by solid bolts. 
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The ashes are cooled near the front of the lower section of the furnace in an 
ash container with a smoke extraction fan, and is then transferred to the urn. 

The cremation process as such takes place out of sight of the bereaved. The 
coffin, set up in a dignified manner in the chapel, is lowered slowly and silently 
to the sound of a solemn piece of music and is then introduced into the cremation 
chamber by means of a cart of appropriate design. The remains of the ash, purely 
white, are collected in the ash container and can then be buried or placed in a 
columbarium. " 

Topf had become a major competitor also in the fields of design and construction 
of cremation furnaces by the early 1920s. At that time, its most flattering success 
was undoubtedly the erection of two cremation furnaces in Moscow in 1926. A 
publicity leaflet ofthe same year, entitled “Furnaces for crematoria, Topf system" 
informs us about the activities and developments of the company (Topf 1926; cf. 
Document 134): 

"The ‘Topf’ furnace for crematoria is the result of nearly fifty years of expe- 
rience in the field of technical combustion equipment and is suitable for both di- 
rect and indirect cremation. 

The furnace consists of the coke gasifier with its routing of the carbon monox- 
ide gases, the independent cremation chamber (muffle) and the channel system 
below (recuperator) which is used for preheating the air needed for the cremation. 
The preheated air thusly produced does not enter into contact with the spent 
gases, because the air channels are totally isolated from the flue gas channels, so 
that, in the case of indirect cremation, the cremation takes place with pure atmos- 
pheric air which is heated up to the required temperature only on its way to the 
muffle. 

Between the internal and the external brickwork, over the whole length and 
height of the furnace, is laid a thick layer of insulation made of bricks of diato- 
maceous earth; in this way the thermal radiation is reduced to a minimum. In the 
design of our most recent model we have made use of our extensive knowledge in 
the domain of heat economy applicable in this field with this particular idea in 
mind. The ensuing advantages show up most clearly when the furnace is not in 
daily use. The insulating layer of diatomaceous earth retains the heat over a long 
period, and the amount of heat required for a new incineration series is corre- 
spondingly less. Moreover, the time needed for preheating is considerably short- 
ened. 

The external brickwork is designed in accordance with the Topf arch system 
of proven effectiveness; it ensures that the brickwork in the shape of an upright 
vault is wedged between robust steel beams, both angular and I-shaped. This sys- 
tem of construction guarantees a long service-life and prevents the formation of 
cracks, which would otherwise develop quite easily because of the high tempera- 
tures. The fittings are made from refractory castings. 

In recent years, we have erected a series of cremation installations attached 
to existing benediction chapels or similar halls. In most cases, such an arrange- 
ment obviates the need for a lowering device and now enables all those munici- 
palities, which had to discard the idea of building their own crematorium again 
and again for financial reasons, to acquire a cremation installation at a rather 
moderate cost. Along these lines, the crematoria at Erfurt, Griinberg, Guben, 
Höchst a.M., Ilmenau, Magdeburg, апа Suhl came into being. 
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Lately we have added air heaters which make use of the spent gases; these 
devices are incorporated into the flue duct just upstream of the chimney. They 
consist of a heat exchanger with a large number of so-called bags in which the 
spent gases and the air circulate separately: a blower mounted in front draws in 
fresh air and pushes it through the air bags. The spent gases are led through ad- 
Jacent bags; in this manner the air warms up and can be taken through ducts into 
the chapel to heat the latter. Such an arrangement makes the installation of a 
central heating system superfluous. Leaving aside the fact that the capital outlay 
is far lower than for a separate boiler for central heating, the small blower has 
such low operating costs that heating is essentially free of charge. 

Crematoria with furnaces and Topf mechanical systems under construction in 
1926 are located at 


Wilhelmshaven 1 furnace 
Giessen 1 furnace 
Moscow 2 furnaces 


Since 1922 we have thus built or received orders for 28 furnaces, an achieve- 
ment so far unsurpassed. 

Figures 8 апа 9 show the church of the Donskoye cemetery in Moscow where 
2 furnaces are presently being built by us. 


жжж 


The City Director Arnstadt, 10 February 1925 
Arnstadt in Thuringia 
Dept. IV 


[To:] J.A. Topf & Söhne Co., Erfurt 


The cremation furnace installed by Topf & Söhne Co., Erfurt, was handed over 
and started up on 1 October 1924. Up to now, 57 cremations have been carried 
out. Cremations take place irregularly, which leads to uneven periods of preheat- 
ing and coke consumption for the individual cremations. Gas coke is being used 
as fuel. Preheating the furnace requires 2-2 % hours. 

From the beginning of preheating up to incandescence and complete combus- 
tion, coke consumption has been as follows: 

for the cremation of one corpse 169-260 kg 

for the cremation of two corpses 234-314 kg 

within a day and including heating to operational temperature. 

The cremations take place without generation of smoke or odor over a period 
of % to 1 % hours for each corpse. The chimney, 18.0 m high and erected by J.A. 
Topf & Söhne Co., functions satisfactorily. The same applies to the [coffin] low- 
ering mechanism, likewise supplied by the company. 

In connection with the channel for the gas flow from the cremation furnace to 
the chimney, J.A. Topf & Sóhne Co. have installed an air heating device for heat- 
ing the cemetery chapel. The air temperature at the exit points in the chapel is 
509С on average. In the case of cremations, the chapel can thus be heated quickly 
and without any additional fuel. 

The cemetery department. 

Signed: signature 


жжж 
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City of Erfurt 
Department of Gardens and Cemeteries 


Erfurt, 25 June 1925 
[To:] J.A. Topf & Söhne Co., Erfurt 


The cremation installation with two furnaces erected by J.A. Topf & Söhne 
Co. went into operation on 11 April 1923. Up to date, 700 cremations have been 
carried out. 

Over the two years of operation of the furnaces, no failures have occurred up 
to now. 

The special design of the furnaces and the good insulation have led to very 
low temperature variations, which is also very beneficial for the durability of the 
brickwork. We must underline the exceptionally simple control of the furnaces. 

Unfortunately the cremation furnaces are not yet in daily operation. There- 
fore, the determination of the fuel requirements per corpse cannot yet be fully 
assured. 

Using gas coke as fuel, for the period starting with preheating up to incandes- 
cence, complete incineration, and removal of ash remains, our documents permit 
us to determine the consumption as follows: 

1. for the incineration of 1 corpse іп one day 3% hwt. of gas coke 


2. di 2 corpses in succession 5 “ 
3. “ 3 “ 77 “ 
4. “ 4 ш 9 > 
5. “ 5 А 10% í 
6. а б “ 10% = 
7. Е 7 k 10% d 


The design of the Topf system allows the cremations to be executed completely 
without any smoke and odor. 

The maximum duration of a cremation amounts to 1'4 hours. 

The Municipal Department of gardens and cemeteries 

Signed: signature 

*okok 
The Director of the Weimar, 30 May 1925 
Land Capital (Buildings Department) 


[To:] J.A. Topf & Söhne Co., Erfurt 


In reply to your request of 22 inst. we inform you that the incineration furnace 
installed by you in this crematorium has operated successfully up to now. In order 
to bring about a more economical operation, incinerations are carried out only 
on Tuesdays and Fridays. Preheating requires 2-3 hours, а cremation lasts 1-І? 
hours. Each of the latest 24 incinerations required on average 2.7 hl [hektoliters] 
of gas coke (incl. preheating). 

The Deputy Mayor 

Signed: signature 


ER 
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Administration of 


Gertrauden Cemetery 
Halle a.d.S., 7 October 1924 


[To:] J.A. Topf & Söhne Co., Erfurt 


In reply to your letter of 3 inst. we are pleased to inform you that the incinera- 
tion furnaces erected by you in 1915 have been operating so far to our complete 
satisfaction. The installation was started up on 15.12.1915, and altogether 2,670 
corpses have so far been incinerated in the two furnaces. In order to reach a tem- 
perature of 1,000-1,100°C with a cold furnace, we require some 3% to 4 hwt. of 
metallurgical coke, whereas only I hwt. of this fuel is needed with a furnace al- 
ready in operation. The duration of a cremation depends upon the size and nature 
of the deceased and amounts to %-1% hours at this plant. 

Signed: signature 


жжж 


Municipal Operations Dept. 
Heating and Machinery Section 
Hanover, 10 October 1924 


[To:] ЛА. Topf & Söhne Co., Erfurt 


In reply to your letter of 3 inst. we can inform you that the operation of our 
crematorium has not yet reached a level allowing us to establish a certificate con- 
cerning the furnaces. For the time being, we can only confirm that we are satisfied 
with the furnaces supplied and have not yet noticed any substantial wear after the 
300 incinerations carried out so far. As a consequence of low and infrequent us- 
age, at the present time, we require some 100 kg of metallurgical coke for each 
cremation. We hope that, with the completion of the whole plant, usage of the 
furnaces will intensify leading to a lower fuel requirement. 

In any case, we are satisfied with the furnaces to such a degree that we have 
always replied in a positive way to the various inquiries addressed to us. 

Signed: signature 


жжж 


The Municipal Directorate 
Municipal Building Department 
Ilmenau in Thuringia, 2 August 1924 


[To:] ЛА. Topf & Söhne Co., Erfurt 


As requested, we are pleased to confirm that we are satisfied with the furnace 
plant erected by you in our crematorium. The installation has functioned very well 
with respect to the directions concerning the incineration of corpses and from the 
point of view of fuel economy. When properly operated, the furnace has so far not 
led to any odor nuisance in the vicinity. In spite of the sometimes intensive use of 
the furnace, no wear or tear has been noticed so far. 

Signed: signature 


жжж 
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Association for Cremation (reg. ass.) 
Suhl 
Suhl, 20 October 1923 


[To:] J.A. Topf & Söhne Co., Erfurt 


We are happy to inform you that, technically speaking, we are satisfied with 
the installation erected by you in our crematorium. The furnace works well and 
has relatively low coke requirements. The operation of the draft enhancer is ex- 
cellent and the chimney, as linked to it, works particularly well. Overall, the exe- 
cution of the work involved has been most exact. 

Signed: signature 


жж ж 
The City Council at 
Hirschberg in Silesia 

Hirschberg, 26 May 1923 


[To:] J.A. Topf & Söhne Co., Erfurt 


In reply to your letter of 19 inst. we confirm that the incineration furnace sup- 
plied by you іп 1914 works satisfactorily. 

Operation is easy and simple. The design has turned out well. As far as the 
installation is concerned, no deficiencies have been noticed so far. 

The following amounts of coke are needed: 


for the first incineration: 5 hwt. 
for the second Е S 3“ 
for the third “ ; 1“ 
for the fourth i Б -“ 


The duration of an incineration is about 17% hours. Preheating takes 2-3 hours. 
For a single preheating operation, the generator damper is closed. However, as 
additional feeds are required for each succeeding incineration, the generator 
damper must be opened [again]. 

Signed: signature” 


2.2. Тһе Gas-Fired Cremation Furnace 


The gas-fired furnace mentioned by Sander in his letter of 14 April 1936 is 
the “High-performance furnace with rotatable ash-grate, D.R.P. (Deutsches 
Reichspatent)” model 1934. The operation is still an indirect one, using hot air 
from metal tubes located above the muffle. The post-combustion chamber is 
equipped with a rotatable grate, in accordance with the patent granted to Viktor 
Quehl on 17 October 1932 and taken over by Topf on 17 Мау 1934 (cf. following 
chapter). The furnace appears more elaborate and considerably more voluminous 
than the Volckmann-Ludwig furnace: it still has the two-level design of the coke- 
fired furnace, with a total height of some 5 meters; the controls for rotating the 
grate and the ash removal device are located on the lower level. Even the section 
located in the furnace hall, measuring 3.70 by 2.60 m, is far more voluminous 
than the Volckmann-Ludwig furnace (3.10 by 1.70 m). 
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Two furnaces of this type were set up in the Cologne crematorium. A contem- 
porary article describes the design and operation in the following words (Etzbach 
1935, pp. 3-5): 

“As the furnace is heated each day in the early morning by means of a gas- 
burner and is at incandescence (around 1000°C) after one hour of preheating, the 
coffin is set alight right after its introduction into the furnace, because wood im- 
mediately catches fire at that temperature. Of course, the gas-burners are closed 
first, so that the corpse is now being cremated by means of air at a high tempera- 
ture, and after approximately one hour only pure ash from the bones remains 
(about 2 liters). 

The generation of the high-temperature air is effected by a metallic air-heater, 
which is located within the furnace and is fed by a blower located outside. On 
their way to the chimney, the discharge gases from the furnace must pass through 
this heater and heat it to the point where its tubes begin to glow. In this way, a 
noticeably shorter cremation time is achieved. Moreover, with high-temperature 
air, smoke can be prevented, which would otherwise not be the case, if heavily 
varnished coffins or similar are used. 

The cremation furnace [Document 135] consists of the cremation chamber (a) 
with the tiltable plates of the grate (b) below and with the ash chamber and its 
ash grate (c) located underneath it. The movable burner for low pressure gas (d) 
is situated in the front part of the furnace on the inside. The cremation itself may 
be viewed through an observation device (e). The tubes of the air heater are lo- 
cated above the cremation chamber. 

Once the corpse has decomposed under the effect of atmospheric air at high 
temperature, the ash (bone residue consisting of calcium phosphate and iron ox- 
ide) falls through the refractory blocks of the grate onto plates of cast-iron Py- 
rodur (b) under the effect of gravity. These rotatable plates are turned from the 
outside of the furnace and remain in a vertical position. In that way, the ash falls 
onto the ash grate (c). This grate, too, can be tilted and is controlled from outside 
the furnace. Below this grate is the ash receptacle. If the grate is tilted 90°, the 
ash falls into the receptacle below. After a suitable cooling period, the ash is 
transferred into a (metallic) urn of some 15 cm in diameter and a height of 20 cm; 
here, for reasons of reverence, suitable tools are used in order to avoid any con- 
tact between the ash and [human] hands. The urn is then closed and marked with 
the name and the necessary data to be held in the chapel hall or taken to another 
location which possesses the required characteristics of reverence. 

We must also stress in particular that, before a coffin is introduced into the 
furnace, a control token made of refractory material (Schamottemarke) is at- 
tached to it, showing the serial number under which the coffin has been registered 
in the list of the crematorium administration. This refractory token, which is fire- 
proof, accompanies the entire process and ends up with the ash; it is removed and 
attached to the lid of the urn." 

The next type of furnace (Document 136) shows technical improvements in the 
tube system of the air heater and in the ash extraction system, aside from the 
incorporation of a second, smaller burner into the post-combustion chamber. The 
engineer Fritz Schumacher describes it as follows (Schumacher 1939, pp. 25-27): 

"The Topf furnace has an outer brick casing with clinker or brick facing. A 

strong reinforcing framework of T, U, or angle bars made of wrought iron holds 
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the enclosure together. The visible outside surfaces of the furnace possess an 
arch-like brickwork in order to prevent the formation of cracks. 

The inside of the furnace is made of highly suitable fireclay material, and be- 
tween it and the enclosure is located a continuous layer of insulation made from 
bricks of diatomaceous earth and rock wool. 

Within the furnace we have the cremation chamber with lateral discharge of 
the gases and the gas-discharge channels situated on the right and on the left side, 
the cremation grate, the tiltable ash grate below, and the post-combustion cham- 
ber with the ash extraction grate. 

To the right and left of the cremation chamber there are the tubes of the air 
heater providing high temperature air. Whereas the upper four heating coils are 
made from Sikromal steel which withstands temperatures up to 1200°C, wrought 
iron tubes with especially thick walls are used for the lower portion. A blower 
located outside and guaranteed to run silently feeds air to the two tube systems. 
Іп order to ensure that the tube systems on both sides are fed equal amounts of 
discharge gas, there are refractory baffles which steer the discharge. These re- 
fractory baffles, arranged horizontally, also serve to store heat. 

On the inside of the front is a low pressure gas burner rated at 30 m? per hour. 
This burner is movable. 

As the Reich legislation on crematoria allows the use of fuel during the cre- 
mation only in particularly difficult cases, the Topf furnace, in order to respond 
to the wishes of the legislature, is provided from the outset with a burner in such 
a way that, once the furnace has reached its operating temperature, it can be 
turned, and a cast iron flap next to the burner seals its opening. Above the post- 
combustion grate is another small burner, rated at about 5 m? per hour, which is 
used only in special cases. 

For closing the cremation chamber a muffle-closing device is used consisting 
of two parts and made of cast iron, lined with fireclay, which rests on the frame- 
work of the furnace. Immediately in front of this closure is an insulating plate 
consisting of two sections made of a double layer of asbestos held by a frame of 
wrought iron to prevent heat losses to the outside. 

Both above the tiltable ash grate and within the cremation grate there are 
outlets for the hot air needed for the combustion. A further hot air outlet is pro- 
vided over the ash extraction grate. 

The tiltable ash grate is designed to be operated from the outside. This grate 
has a highly refractory Pyrodur frame, and the interstices are filled with monolite 
clay. Another closure in the flue channel completely closes the furnace against 
the chimney. 

The ash box has two pairs of wheels for easy moving. The hot-air-closing de- 
vices are located in the front portion of the furnace above the main burner. They 
are labeled: muffle — post-combustion — tiltable ash grate — ash extraction. 

The controls of the flue duct damper are also located next to those of the hot 
air. 

The discharge gases pass through the furnace along the following route: 

From the gas burner they move to the underside of the refractory grate where 
they heat up the tiltable ash grate, and from there they flow on into the cremation 
chamber through the blocks of the grate. After having passed through the cham- 
ber, they pass into the openings in the vault of the muffle, strike the muffle laterally 
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and drop down through the lateral discharge channels. They leave the channels 

here on both sides, cover the post-combustion grate, come together behind it, only 

to split up again when entering two side channels running along the cremation 
grate, from where they move into the flue duct. 

Thanks to this gas routing, the mass of refractory clay heats up uniformly in- 
side and out; in this way a longer service life of the refractories is guaranteed. 
The heat content of the gases is, moreover, made good use of, and the gases leave 
the chimney with little smoke and odor. 

Thanks to the tiltable grate, no stoking tools are needed in the Topf furnace in 
order to remove the ashes of the corpse.” 

On 24 June 1950 Martin Klettner, an engineer working for the Topf Co. which 
had moved to Wiesbaden after the war, patented a new type of cremation furnace 
which will be described in Chapter 3. The furnace had already been built at Wies- 
baden prior to the issue of the patent, as we can see from the following letter 
written by the Wiesbaden city authorities on 19 December 1949 (see Document 
137): 

“We confirm hereby that Senior Engineer Martin Klettner has executed the 
intended reconstruction of the incineration furnace over a period of 2/2 weeks and 
has incorporated improvements based on your experience. 

Mr. Klettner has demonstrated the operation of the furnace and has handed it 
over after a test run extending over three days and involving a total of 16 crema- 
tions to our complete satisfaction. 

The performance of the furnace surpassed all expectations, especially with 
respect to the fuel consumption. As early as the third day, incineration times of 40 
minutes were attained without any fuel consumption except for preheating. 

You are at liberty to show the furnace to interested parties after giving us suf- 
ficient notice. 

A publication of this letter without our prior approval is not permitted.” 

In 1989 two gas-fired Topf furnaces were still in operation at the crematorium of 
the Dortmund central cemetery. They had obviously been modernized with re- 
spect to automation and had been equipped with technical control devices. 

We will now describe the operation of these installations: 

Cremation takes place at two levels: the main cremation takes place on the 
upper floor. After the introduction of the coffin into the muffle and after rotation 
of the grate, the cremation remains drop into the post-combustion chamber below 
where they burn out completely. In the meantime, another coffin is introduced 
into the muffle. The ash is removed when the post-combustion is complete. 

Before introducing successive coffins into the muffle, they are given identifi- 
cation tokens made of refractory clay, numbered consecutively, which remain 
with the corpse and the ash over the whole duration of the cremation and allow 
identifying the corpse when the ash is extracted. 

The time required for the cremation varies between one and a quarter and one 
and three quarter hours, depending on the nature of the corpse. In a normal shift 
of eight hours, five corpses per furnace are usually cremated. In early 1989, be- 
cause of the great number of corpses awaiting cremation, double shifts were ar- 
ranged, with 10 corpses, sometimes up to 12, being cremated within a day, with 
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a consumption of some 21 m? of gas per cremation. Later on, after air- and gas- 
flow controls were added, consumption went down to less than 17 cubic meters.?! 


2.3. The Cremation Furnace with Electrical Heating. 


Topf built the first electrically fired German cremation furnace; it was set up 
at the Erfurt crematorium in 1933. Like the gas-fired furnace, this device, too, 
had two levels. The 1934 model mentioned in the preceding section had a basic 
design which was suitable for both gas-firing and electrical firing (Documents 
140f.). 

The new design is explained in an article which summarizes the patent appli- 
cation filed by Topf (“Elektrisch...” 1935, pp. 88-90; cf. Document 139): 

"The electrically heated Topf furnace installed at the Erfurt crematorium con- 
sists of a cremation chamber which is heated on both sides by 6 heating coils 
made of nickel chromium alloy, through which passes an electric current and 
which are placed in recesses of specially shaped bricks. The heating coils are 
protected from the direct effect of the flames which develop during the combustion 
of the coffin by stainless steel plates placed in front of them 

These 12 coils have an output of 40 kW. The muffle is closed by a door and by 
a vane made of fireclay. 

The grate is cross-shaped and has also two heating coils with an output of 12 
kW. 

Underneath the grate is the inclined plane for the ash made of specially shaped 
refractory bricks which, again, contain 4 heating coils having a total output of 18 
kW. 

The inclined plane ends at a closure plate below which the post-combustion 
chamber is located with its 7 KW heating coil. The floor of the post-combustion 
chamber consists of a perforated plate. Beneath it is the ash receptacle. The heat- 
ing coils of the Topf furnace at Erfurt have a total power output of 95 kW. 

In the flue-gas channels of the cremation chamber, Aeroterm?] tubes ar- 
ranged along a slope are installed. They are fed by means of a blower located on 
the outside of the furnace. The air which is heated in these tubes to a high tem- 
perature enters the cremation chamber below the refractory grate through two 
channels, each of which has four openings. Before striking the corpse, the air 
flows past the glowing mass of refractory clay. These air outlets are not mere 
nozzles; their dimensions are 70 by 100 mm. Above the cremation chamber is the 
discharge outlet for the gases, which can be closed. The spent gases leave the 
cremation chamber at the top, strike its upper portion, and are then led down- 
wards by means of two channels on the sides of the cremation chamber, passing 
through the lower portion of the inclined plane towards the flue-gas channels and 
from there into the chimney. 


?! Letters of Grünflächenamt (public parks department) of the city of Dortmund to the author dated 18 
January and 24 February 1989. 

92 Aeroterm tubes “consist essentially of a battery of finned tubes and a helicoidal blower inside a metal 
container with baffles which allow steering the flow of hot air. The heat exchange takes place in 
forced convection with a high thermal efficiency (1,500 — 3,000 kcal/m? hr), and is highly adaptable 
depending upon the design. The air velocity is higher than what would normally be agreeable (0.20 — 
0.40 m/sec) and the noise level is high (50-60 dbA); hence, in view of the high output, their usage is 
primarily in industrial and large scale installations." Manuale... 1990, p. E 589. 
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The operation of the furnace is very simple. The heating coils are switched on 
and off by means of remote control switch. All the controls are grouped in a box 
which can be placed next to the introduction door. In order to benefit from 
cheaper night-rate electricity, the furnace is switched on automatically by a timer; 
thus, attendance is required only, and in a limited way, when the coffin is intro- 
duced. Heating is controlled by a control device which shuts off the furnace when 
the temperature has reached any desired level, so as to avoid any wastage of elec- 
trical power.” 

Quite soon, however, this furnace would exhibit serious operational problems, 
especially the generation of smoke during cremations. Exacting investigations by 
the administration of the Erfurt crematorium showed that, with a draft of 12-24 
mm of water, the velocity of the spent gases was so high that they did not have 
sufficient time to burn out within the muffle and cooled down to a level below 
their ignition temperature as soon as they entered the flue duct. 

The administration of the crematorium was therefore obliged to carry out tech- 
nical modifications of the plant: a combustion chamber (Brennkammer) was in- 
stalled above the muffle in an effort to bring down the gas velocity, and the 
damper at that point was removed; the cross-section of the channels for the com- 
bustion air were enlarged and two new channels were added which brought air 
into the muffle through two openings in its upper part. The flat supporting beam 
for the coffin was replaced by a corrugated beam. 

In 1934 Topf designed, moreover, a cremation furnace which could operate 
with both gas and electricity. Document 140, consequently entitled “Topf crema- 
tion furnace 1934 (For gas and electrical heating),” shows the installation from 
the outside. Document 141, “Topf cremation furnace 1934,” illustrates its design. 
Following the example provided by the Volckmann-Ludwig furnace, it had an 
outer metal facing (Blechummantelung), which provided it with a very modern 
appearance. The incineration chamber (Eindscherungsraum) was closed by 
means of a sliding door, mounted obliquely; a decorative door (Prunktiir) was 
mounted in front of it. The opposite part sported a viewing port (Schauluke). Each 
of the side walls had three openings for the spent gases. The coffin rested on three 
corrugated refractory beams. Below it was located the tiltable grate for the col- 
lection of the ash (drehbare Asche-Sammelplatte) with the ash post-combustion 
chamber (Nachverbrennungskammer) below; its tiltable grate permitted the trans- 
fer of the ash to the receptacle underneath and its removal through a suitable 
opening (Ascheentnahme). 

In the front part of the furnace, but on the lower level, there was a blower 
(Druckluftgebläse) feeding air through a double coil of tubes acting as an air 
heater (Róhren-Luft-Erhitzer); this air passed across the six vertical flue-gas 
ducts, located on both sides of the cremation chamber, where the flue gases trans- 
ferred their heat content. The combustion air heated in this way flowed through 
eight openings below the coffin, passed between the refractory beams, continued 
through another eight openings above and below the tiltable plate, and then en- 
tered the post-combustion chamber. A chamber with dampers was placed above 
the cremation chamber in order to reduce the velocity of the fuel gases. 
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When these changes had been carried out, test cremations were undertaken at 
the Erfurt crematorium. 

The diagram published by engineer Konrad Weiss (Document 142) refers to 
five cremations which took place on 17 and 18 April 1934. The duration of the 
individual cremations was as follows: 

First cremation about 1 hr 45 min. 


Second » 2 hrs 

Third “ 1 hr 40 min. 
Fourth Е 1 hr 50 min. 
Fifth 1 hr 30 min. 


The temperature recorded at the center of the muffle was higher than that in the 
rear portion and varied between 850 and 950°C. The temperature of the inclined 
plane was always below 600°C (Weiss 1934, pp. 453-457). 

A total of 1,622 cremations were carried out in this furnace before it was dis- 
mantled and replaced by a more modern model set up in the Erfurt crematorium 
in 1936. 

As compared to the former, this model (Documents 143-145) presented nu- 
merous technical improvements. The vault of the muffle is closed, and both the 
additional combustion chamber and the channel for the spent gases are absent. 
The lateral walls of the muffle, below the onset of the semicircular vault, are 
strongly inclined and extend below the grate as inclined planes for the ash; they 
reach down to a previously non-existent tiltable grate. Below the latter is an elec- 
trically heated and retractable post-combustion grate. The supporting grate for the 
coffin consists of three corrugated beams. 

The spent gases leave the muffle through four square openings in each of the 
side walls and enter two channels which go down vertically and open up above 
the post-combustion grate, which they traverse downwards and then enter the flue 
duct. On the inside of these two vertical tubes there are four horizontal metal heat 
recovery tubes, 120 mm in diameter, into which a blower, located outside the 
furnace, feeds the combustion air which in turn enters the muffle through two 
openings set into each of the side walls, above the tiltable grate and below the 
grate of the muffle. Through other channels combustion air also enters the muffle 
from on opening behind the last supporting beam of the grate. From there it flows 
also into the space below the post-combustion grate. The heating coils are no 
longer contained in recesses protected by metal plates but in appropriate channels 
made of shaped refractory bricks. 

This furnace is described by the Topf Co. in the following manner (Schu- 
macher 1939, pp. 28-30, cf. Weiss 1937, pp. 159-162): 

“The furnace consists of an outer cladding of sheet metal which is held in 
place by robust T, U, and angle-shaped bars. The entire furnace is built from the 
most appropriate refractory material, and between it and the outer shell there is 
a thick layer of diatomaceous earth bricks as well as glass fiber and rock wool 
panels. 

The furnace itself consists of the cremation chamber with its flue-gas channels 
to the right and left, of the cremation grate with the tiltable ash grate below, of 
the post-combustion chamber and a grate for ash extraction. On either side of the 
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cremation chamber, preheating tubes for the combustion air are set into the flue 
gas channels, heating the air to a high temperature. Whereas the coils of the two 
top sections are made of Sikromal steel, we use cast iron tubes with particularly 
thick walls for the lower sections. A low-noise blower located outside the furnace 
feeds both sets of tubes. 

For the closure of the cremation chamber there is a muffle closure which can 
be suspended either from the furnace framework or from the ceiling of the furnace 
hall. In front of this closure, there is an insulating plate made from double asbes- 
tos panels held by a wrought iron frame. 

Above the tiltable ash grate, as well as within the cremation grate, feed open- 
ings for the hot air required for the combustion have been placed. A further open- 
ing for the hot air is located above the ash extraction grate. This grate has a rim 
of Pyrodur wrought iron, and the interstices are filled with compressed monolite. 

The furnace is well separated from the chimney by a draft damper. The ash 
receptacle has two sets of wheels for easy movement. The discharge gases take 
the following route: 

The discharge gases leave the cremation chamber through two openings set 
into the right and left sides of the cremation chamber, pass through the upper 
channel around the horizontally arranged plate of refractory clay into the second 
and third channels and leave to the right and left of the combustion grate, envel- 
oping it, then flow behind and below it through a common channel and are then 
led to the chimney via the flue duct. 

The refractory material is heated uniformly, inside and out, by the discharge 
gases, guaranteeing in this fashion a longer service life of the refractory material. 
Furthermore, the spent gases are used up completely and leave the chimney with 
minimal smoke and odor. No devices are needed for the extraction of the corpse 
ash. 

Location of the electrical equipment for cremation: 

The maximum total power output is 85 kW, of which 48 kW are installed in the 
two side walls of the main cremation chamber (muffle), 15 kW in the chamber 
below the grate, 10 kW in the post-combustion and 12 kW in the air channels 
located on either side of the grate. 

In the main cremation chamber there are 6 openings on either side, for a total 
of 12, which contain two electrical circuits. In this way it is possible to switch the 
two sides on or off separately. 

The coils which are located in the rear portion of the furnace are linked by 
cables to the control panel, which is located on the wall of the building behind the 
furnace. This panel is equipped with the timers, the ignition device, the timer 
clock, and the push-buttons for ignition with their control lights. 

All electrical circuits have push-button controls with control lights in such a 
way that one can see at any time which circuit is powered. 

The ignition device prevents an excessive temperature in the furnace. For this, 
the furnace starts and stops automatically at 700 and 900°C, respectively, as a 
function of the desired temperature. The furnace can moreover be switched on or 
off at any moment by means of the ignition control, even at times when no at- 
tendant is present. 
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This means that the furnace can switch on and preheat to the operating tem- 
perature automatically, even during the night, at any desired moment without 
manual action.” 

The diagram for this furnace published by the engineer Konrad Weiss (Document 
146) covers two consecutive cremations. The duration of the cremations turns out 
to be considerably shorter than in the previous furnace, between 70 and 55 
minutes. This is due to the thermotechnical improvements of the second furnace, 
above all by the incorporation of a tiltable grate which — allowing as it did the 
separation of individual corpses — permitted the introduction of another corpse 
while the residues of the former burned out in the post-combustion chamber. 

After some 3,000 cremations carried out over a period of three and a half years 
of operation, this furnace was worn out to the point that it had to be dismantled 
and rebuilt. 

The new furnace (Document 147) brought along further technical improve- 
ments: the combustion air flowed from a single hole in the rear portion of the 
muffle, striking the coffin from below; another conduit moved air below the post- 
combustion grate. Furthermore, the spent gases no longer flowed through the 
post-combustion grate, leaving instead through two holes in the rear part of the 
post-combustion chamber and from there into the flue-gas channel. 

Construction work on the new furnace ended оп 1 December 1939 and the 
furnace was slowly dried until 31 January 1940 by means of 750 kg of wood. Its 
performance was much improved. 

The performance of this furnace was documented by the engineer Rudolf Ja- 
kobsk6tter (Document 148) and covers three cremations in succession. Cremation 
times were very short: some 65, 50 and 40 minutes respectively. 

In the light of what we have stated in Chapter 4 of Section I, it is obvious that 
for the cremations shown in the diagram — which had the purpose of publicizing 
the efficiency of this furnace — combustion did not come to completion on the 
tiltable grate, but continued and ended in the post-combustion chamber, as it had 
done in the Volckmann-Ludwig furnace at Hamburg, in which the solar plexus 
was burned in the post-combustion chamber. 

Document 149 shows an electrically heated Topf furnace with further tech- 
nical modifications, the most important of which were the double door for the 
closure of the muffle, the tiltable post-combustion grate and the heat-recovery 
system with its metal tubes set into a separate chamber upstream from the flue 
duct (Jakobskötter 1941, pp. 579-587). 


3. The Topf Patents ofthe 1920s and 1930s 


In the preceding chapters we have seen that Topf introduced a series of truly 
novel ideas into the technology of cremation, which made it the most important 
company in Germany in that sector within a single decade. Its untiring research 
and development activity is also reflected in the patents directly issued to it or 
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which it acquired over the years of its most intensive activity. All this time, how- 
ever, construction of furnaces for crematoria remained a marginal activity in the 
plants and on the financial statements of the company, and the patents which the 
firm obtained clearly reflect this fact.” 

In this chapter we will publish the text of all Topf patents relating to cremation 
furnaces and other combustion devices, but will translate only the most important 
ones, leaving aside the two patents referring to the coffin-introduction device (24 
August 1920 and 4 May 1938; Documents 150 and 154) and the patent applica- 
tion of 16 November 1942 concerning “Air-cooled grate plate for mechanical 
push grate” (Document 159), which does not concern cremation furnaces but in- 
dustrial gasifiers. 


жжж 


1) Deutsches Reich. Published оп 24 August 1920. Reich Patent Office. 
Description of Patent no. 324252. Class 24 d. Group I 


J.A. Topf & Söhne in Erfurt. 

Device for the introduction of the coffin for cremation furnaces with support 
cart that can be raised and lowered. Patented in the German Reich from 24 April 
1915. [Not translated, Document 150] 


жжж 


2) Deutsches Reich. Published оп 5 March 1930. Reich Patent Office. 
Description of Patent no. 493042. Class 24 а. Group 1. Т 36626 
V/24d 


Day of publication of issuance of patent: 13 February 1930. 
J.A. Topf & Söhne in Erfurt. 


Device for post-combustion of residues in corpse cremation furnaces 

Patented in the German Reich from 29 March 1929. 

The invention relates to a device for the post-combustion of residues in 
corpse-cremation furnaces, primarily for the purpose of burning the wood ash 
which is mixed with the corpse ash.!°°! The object of the invention differs from 
known post-combustion devices in that the removable receptacle for the combus- 
tion residues, placed at the end of the inclined floor of the ash-dropping area, has 
a perforated bottom and is placed over the outlet of a controllable feed of com- 
bustion air. This arrangement has the advantage of being very simple. Further- 
more, above the residue receptacle and below the lateral gas exhausts there is a 
gas-permeable slide, blocking ash from dropping into the receptacle, which ena- 
bles the ash, still undergoing post-combustion in the receptacle, to be kept sepa- 
rate from a further incineration in the case of incinerations in succession. 





? Cf the corresponding list shown in Appendix 1.4. 
9 The patents mentioned in this chapter stem from the Deutsches Patentamt in Berlin. Documents 155 
& 159 are merely patent applications not indicating whether any patent was eventually granted. 


95 This refers to the complete combustion of the combustible substances. 
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The drawing. Fig. 1, shows the longitudinal section of the furnace in the sche- 
matic diagram of an example of the realization. Fig. 2 is the front view of the 
post-combustion device. 

At the front end of the furnace, below the ash-dropping area, there is a recep- 
tacle a, equipped with a perforated bottom 5 and a combustion-air supply с lo- 
cated beneath the latter. The supply can be controlled by dampers d or similar. 

The combustion residues are moved into receptacle a shortly before the end 
of the incineration process and subjected there to a post-combustion process with 
the spent gases escaping through the lateral exhausts g of the furnace. 

In order to prevent the residues of two successive incinerations from reaching 
receptacle a concurrently, a retractable plate e is mounted above receptacle a 
which isolates the receptacle from the ash-dropping area f. This plate is permeable 
for the gases, e.g. by possessing small holes, in such a way that the post-combus- 
tion gases can leave, but no ash residues from ash dropping area / can reach re- 
ceptacle a. Consequently, a fresh incineration may be started before the post- 
combustion of the residues of a previous incineration has come to an end in re- 
ceptacle a. 


Patent claims: 

1. A device for the post-combustion of residues in corpse-cremation furnaces, 
characterized by the fact that the removable receptacle (a) placed at the end of 
the inclined floor of the ash dropping area (/) has a perforated bottom (5) and is 
located above the outlet of a controllable combustion air supply (c, d). 

A device in accordance with claim 1, characterized by the placement of a gas- 
permeable retractable plate (e) above the receptacle, below the lateral gas ex- 
hausts (g), to shield the receptacle against any ash dropping from the furnace. 
[Document 151] 


жжж 


3) Deutsches Reich. Published on 17 October 1930. Reich Patent Office. 
Description of Patent no. 561643. Class 24 а. Group I. О 1735 V/24d 


Day of publication of issuance of patent: 29 September 1932. 
Viktor Quehl of Gera. Transferred to: J.A. Topf & Söhne, Erfurt, 17.5.1934. 


Cremation furnace with tiltable grates 

Patented in the German Reich from 15 April 1931. 

Existing cremation furnaces possess stationary furnace sections — the muffle 
grate and the ash grate — to support the coffin and the corpse parts to be inciner- 
ated. 

These have the disadvantage that after their incineration the corpse parts have 
to be scraped from these surfaces by means of a scraping device. Such an inter- 
vention into the incineration process does not constitute a dignified form of cre- 
mation. Furthermore, the introduction of the scraping device into the furnace pro- 
vokes a considerable loss of heat by allowing cold air to enter the furnace through 
the doors while they are open. The iron scrapers may also easily damage the 
glowing brickwork. 
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This invention obviates the use of scraping and stoking devices in such a way 
that the muffle grate which supports the coffin and the corresponding ash grate 
can be pivoted from the outside around one or several axes, with the grates being 
optionally split into several pivotable sections with an arbitrary orientation of the 
axes. 

This makes it possible to remove totally or in part, from the outside without 
opening the furnace, any remaining incineration residues from the muffle grate 
and the ash grate without the use of scraping or stoking devices, in line with the 
progress of the incineration, by simply pivoting the surfaces. 

The drawing shows an example for the realization of the invention. We des- 
ignate by m the muffle grate pivotable around an axis a, by 5 the ash grate, sub- 
divided into separate surfaces f which сап be pivoted individually around their 
individual axes e. 

The object of this invention may, in certain respects, be executed differently, 
as long as the essence of the invention, namely the pivotable character of the 
muffle grate and the ash grate, is maintained. 


Patent claims: 

1. Cremation furnace with pivotable grates characterized by the fact that the 
muffle grate which supports the coffin and the ash grate are arranged in such a 
way that they can be pivoted from the outside. 

2. Cremation furnace according to claim 1, characterized by the fact that the 
muffle grate and the ash grate are divided into several surfaces which can be piv- 
oted individually. 

Attachments: 1 sheet of drawings. [Document 152] 


xxx 


4) Deutsches Reich. Published on 19 November 1936. Reich Patent Office. 
Description of Patent no. 638582. Class 24 а. Group 1. В 162300 
V/24d 


Day of publication of issuance of patent: 29 October 1936. 
Wilhelm Basse of Hamburg. Transferred to: J.A. Topf & Söhne, Erfurt, 
27.2.1937. 


Incineration furnace 

Patented in the German Reich from 9 September 1933. 

The object of the present innovation is a device for incineration furnaces, and 
it aims i.a. at an improvement of the combustion by a special way of feeding the 
combustion air. 

It is known that the air feed of incineration furnaces equipped with a grate or 
a solid floor plate has deficiencies, and, in particular, these deficiencies are caused 
by the fire path in the cremation chamber, resulting from the design of the plate 
or the grate. Due to its massive construction, the floor plate has the advantage of 
storing heat. On the other hand, it has the great disadvantage that the combustion 
air cannot reach the central parts of the matter to be combusted, because the dis- 
integration [of the latter] can only take place on the outside where it is exposed 
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to the oxygen. As the coffin with its central portions rests directly on the floor 
plate, combustion in that area is incomplete or retarded. This disadvantage is 
eliminated by the grate. It enables the air to be moved to the center of the burning 
coffin and thus to accelerate the incineration. In this case however, there are prob- 
lems as well: 

1. As the grate is open, the gas distribution of the fuel gases within the muffle 
can no longer be controlled. 

2. During the incineration of the inner, combustion-resistant parts of the mat- 
ter to be incinerated, excess air enters the furnace through the openings on the 
sides of the grate, cooling down the furnace. 

3. The grate has a low heat capacity. 

Still, furnaces with solid floor plates have been built with the combustion air 
being blown from the side and from above by means of nozzles onto the object 
to be combusted. 

This kind of air feed is considerably more effective, but we still have the dis- 
advantage that the object to be combusted is exposed initially to the combustion 
air only at the top and on the sides; an air feed to the bottom part of the combus- 
tion object is, however, absent. It is at this point, though, that the air feed is highly 
effective, because the flames generated there will envelop the combustion object 
from all sides and thus shroud it completely. 

Hence, this invention plans to feed combustion air through nozzles mounted 
in the floor plate. For that reason, the floor plate is equipped with valley-like de- 
pressions which give it a grate-like appearance. The air nozzles are located be- 
tween the grate beams. 

It is useful to build the floor plate from individual bricks which, by their shape 
and their arrangement, confer a grate-like design to the plate. The bricks are hol- 
lowed out on the inside to mount the compressed air tubes. Air feed to the nozzles 
is designed in such a way that the nozzles can be controlled individually. For this 
purpose, the nozzles can be arranged in groups. 

If arranged in accordance with this invention, the compressed air coming from 
the nozzles will create strong flames beneath the coffin, leading to a strong heat- 
ing of the grate plate and to a good storage of the heat on account of the closed 
design of the floor plate. The latter effect is important because it contributes to a 
considerable reduction in the duration of any succeeding incinerations. 

The drawing shows an example of the implementation. Fig. 1 is a vertical 
section of the furnace and Fig. 2 15 a top view of the floor plate. 

Here, we designate as a the bricks making up the grate plate, b the support of 
the furnace itself, c the muffle walls, d, d; the compressed air tubes, e the corre- 
sponding conical gaskets, f the air channels in the bricks, g the air exit holes in 
the nozzles. 

In Fig. 2, the bricks are numbered 1 to 20. 

The shaped bricks shown in the form illustrated here have slanted roof-like 
surfaces on both sides which create the grate-like shape of the floor plate. The 
nozzles set into these bricks open up into the depressions between the individual 
bricks in such a way that the air jet strikes the combustion object directly. This 
brings about the most effective and most economical use of the combustion air. 
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Moreover, the nozzles are staggered with respect to one another producing a com- 
plete and uniform air feed to the matter to be combusted. 

This arrangement has the additional advantage that, on account of the nozzles 
being set into the slanted surfaces of the grate plate, they are protected against 
being accidentally covered by the combustion matter above. The nozzle orienta- 
tion, moreover, makes it possible, when the ash is recovered, to blow away the 
fine fly ash, which is then sucked up by the draft of the chimney. 

The channel-like depression f ofthe bricks (Fig. 2) can be limited to the length 
of one brick, such as bricks 6 and 10, or extended over several bricks, such as 
bricks 1 and 5 or bricks 13 and 17. 

In each of these cases, only one tube d; may be used for the adduction of 
compressed air, whereas each individual brick must obviously have its own con- 
nection to the air feed. 

The easily manufactured bricks can be replaced conveniently in the case of 
any repair work for damages caused by heat wear or mechanical damage (em- 
placement of the coffin), without loosening the constitution of the grate plate. 


Patent claims: 

1. Incineration furnace with a floor plate closing the lower part of the incin- 
eration space and with air nozzles directed towards the incineration object, char- 
acterized by the fact the floor plate consisting of shaped bricks (a) presents a 
grate-like surface and by having nozzles (g) opening up into the depressions be- 
tween the grate beams. 

2. Incineration furnace in accordance with claim 1 characterized by the fact 
that the shaped bricks (a) are hollow for the insertion of the compressed air tubes. 

3. Incineration furnace in accordance with claims | and 2 characterized by the 
fact that the air nozzles (g) are arranged so as to be controllable individually or in 
groups. [Document 153] 


x k k 


5) Deutsches Reich. Published on 4 May 1938. Reich Patent Office. Description 
of Patent no. 659405. Class 24 d. Group I. Т 47769 V/24d 
Day of publication of issuance of patent: 7 April 1938. 


Hans Geerhardt of Erfurt has been named as the inventor. 
J.A. Topf & Söhne in Erfurt. 


Loading device for incineration furnaces 
[Not translated, Document 154] 
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6) Duplicate. Patent application 760198. 5.11.1942 


J.A. ТОРЕ & SÖHNE ERFURT 
To: Reich Patent Office, Berlin SW 61 


Description 
(Attachment 2 to today’s application) 
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Continually operating corpse-combustion furnace for large-scale operation 

The collection camps in the occupied eastern territories set up on account of 
the war and its consequences with their inevitably high mortality do not permit 
the interment ofthe large number of deceased camp inmates. There is, on the one 
hand, a shortage of space and labor, and, on the other, the risk of exposing the 
vicinity, near or far, to the dangers presented directly or indirectly by any burial 
ofthe deceased, many of whom have succumbed to infectious diseases. 

The need thus exists to eliminate safely, quickly, and hygienically the corpses 
generated continuously in large numbers. In that case it is obvious that one cannot 
proceed in accordance with the legal requirements valid in the Reich territory. 
Непсе, it is not possible to incinerate only one corpse at a time, and the incinera- 
tion process cannot be carried out without any post-heating or additional heating. 
Rather, several corpses must be successively incinerated together and concur- 
rently, and over the total duration of the incineration process the flames must act 
directly on the corpses to be incinerated. A separation of the ashes of the corpses 
incinerated concurrently cannot be undertaken; the corpse ash can only be recov- 
ered in bulk. Hence, in the case of installations which serve as a means for the 
elimination of corpses as described above, one cannot speak of an incineration 
(Eindscherung); in fact, we are dealing with corpse combustion (Leichenverbren- 
nung). For the execution of this combustion — in line with the viewpoints exposed 
above — in some of these camps multiple-muffle furnaces were erected which 
obviously had to be loaded and operated cyclically. For this reason, these furnaces 
are not entirely satisfactory, as the combustion in them does not proceed quickly 
enough to permit the elimination of the large number of corpses generated con- 
tinually within a short period of time. 

Such an objective can only be achieved by means of furnaces which can be 
loaded continuously and operate in the same way. One would think for example 
of tunnel furnaces. In such an installation, the corpses to be burned would be 
loaded, at the front of a long and internally heated furnace, onto a moving device 
which moves lengthwise through the furnace, with the corpses being conveyed 
from a preheating zone into the combustion zone, and yielding the corpse ash at 
the other end of the furnace. Such a construction, however, is rendered difficult 
by the problem encountered on other occasions of keeping the moving metal parts 
— exposed to the effect of fire or flue gases — continually in motion, even if — as 
in the present case — these moving parts are covered to the extent possible with 
fireclay or some other refractory substance. A further difficulty — in the case of 
combustion equipment operating, as in this case, with a draft, i.e. with different 
air or gas pressures in the various sections - is the task of sealing the moving 
parts against the stationary ones to the greatest extent possible. Moreover, such 
units would require a permanent supply of power to actuate the moving device. 
Finally, the arrangement of the flue-gas ducts etc. would be complicated, which 
means that, for all these reasons, tunnel furnaces would not be recommendable 
for the combustion of corpses. 

In an effort to avoid the disadvantages of muffle or tunnel furnaces while con- 
serving all the advantages of continuous loading and operation even in the case 
of corpse-combustion furnaces, together with a most-efficient use of the required 
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fuel, this invention proposes a furnace operating continuously in which, by avoid- 
ing structural elements which would have to move through flames, the movement 
of the corpses introduced at the top end of the furnace would take place automat- 
ically within the furnace. The corpses slide by gravity into the heated furnace onto 
chutes shaped and inclined in a suitable manner and then further down, catching 
fire in the process and finally burning out and turning into ash at an appropriate 
point within the furnace. 

Fig. 1 shows the vertical section of an example of implementation, fig. 2 is 
section A-B in fig. 1. 

The invention concerns, for example, a furnace with several internal chutes 
inclined with respect to the horizontal — the drawing shows three such possible 
chutes, labeled а, al, a2 — in a zig-zag-like arrangement. Each chute consists of 
several longitudinal beams b made of fireclay, which are supported by arched ribs 
c mounted below for better service life. Between the longitudinal beams 5 are 
located transverse bricks d in such a way that each chute surface is in the form of 
a grate. The longitudinal fireclay beams rest with their upper end in the external 
brickwork e of the furnace; the lower end is held by suitable refractory brickwork 
arches f placed transversely. The upper chutes are individually surmounted by a 
vault g, inclined against the horizontal as well, which possesses openings. The 
covering of the front part of the uppermost chute does not contain such openings. 

At the top, where a suitable platform h or similar has been arranged, the up- 
permost chute has, at its top end, a sufficiently wide feed opening i which is nor- 
mally closed by a self-sealing trap k extending into the antechamber. The corpses 
to be burned are loaded transversely through this trap onto the uppermost chute 
a. In order to enable such a transverse loading to be effectuated, the furnace is 
built to a corresponding width. The loading pace of the individual corpses to be 
burned in the furnace is determined by the progress of the overall combustion 
which is, as we have already stated, to be accelerated in the best possible way by 
the configuration of the furnace. 

At the lower end of the first chute a, the reversal point, a further chute a/ is 
arranged followed by the succeeding one, a2, and at the lower end of the last 
chute there is the horizontal fireclay grate / for the burn-out, with its ash collection 
chamber below. In front of this burn-out grate there is the flame-generation sec- 
tion n which can be designed at will as a flat grate, a stepped grate, a generator, a 
gas or oil heater or in some other way, depending on the fuel which has to be 
used. The path of the flame and/or the combustion gas is arranged in such a way 
that, aside from the burn-out grate /, the grate-like chutes and all perforated vaults 
enable the flames and the combustion gases to move upwards. At the upper end 
of the furnace, opposite the loading opening i, we have the exit o of the spent 
gases which are to be removed and taken to chimney p in a suitable manner. Ob- 
viously, the flue gases can be led through an appropriate flue-gas preheater (not 
shown) before entering the chimney in order to make use of the heat they contain 
for preheating the combustion air. 

On their way through the furnace, the corpses to be burned are exposed to the 
flames and/or combustion gases moving in the opposite direction. Multi-part fire- 
clay slides q, set into the reversal points at the lower end of the upper chutes a, 
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al, a2, and operable from the outside, allow the retardation or the interruption of 
the passage of the corpses through the furnace. Moreover, suitably arranged stok- 
ing openings r allow intervention from the outside in case of caking or adhesion 
of the objects to be combusted. To the greatest extent possible, ash generated 
inside the furnace during combustion is to fall into the ash-collection chamber 
through the openings in the chutes a, a/, a2 and in the ceiling vaults. Any ash 
that might collect along the way on brickwork sections can be removed from the 
outside through suitable ash-cleaning openings s. The major portion of the ash 
will collect below burn-out grate / in the ash-collection chamber mentioned where 
its surface is permanently exposed to the heating gases in such a way that any 
uncombusted remains of the objects to be burned can keep on burning and burn 
out in this ash space. Through appropriately arranged air channels ¢ opening to 
the inside of the furnace sufficient air supply along the whole way of the com- 
bustion objects through the furnace is assured for the promotion of the combus- 
tion process of the corpses. This air may also be preheated in a flue gas/air pre- 
heater (not shown in the drawing). The air supply of cold or preheated air may be 
performed under pressure in order to obtain at all times good turbulence of the 
flue gases. 

It is also possible to equip the furnace, at the locations where stoking openings 
ғ, as shown іп fig. 1, are provided, with additional loading openings i with self- 
sealing traps k, if the furnace is to be operated at a reduced capacity from plat- 
forms located there. In that case, depending upon the desired degree of capacity 
reduction, one or both of the multi-part fireclay slides 4 сап be closed. 


Patent claims: 

1.) A continually operating corpse-combustion furnace for large-scale use, 
characterized by the fact that within it are arranged several grate-like chutes (a, 
al, a2), inclined longitudinally against the horizontal, following one another in a 
zig-zag-like manner; upon them, the corpses to be burned, fed through the upper 
loading gate (7) and entering the furnace and descending under their own weight, 
are set on fire by the combustion gases which move in the opposite direction, 
[with the corpses] burning out and turning into ash upon the ash grate (/) placed 
at the lower end of the lowermost chute (a2). 

2.) A furnace in accordance with claim 1.) characterized by the fact that the 
chutes each consist of several fireclay beams (5) with transverse supporting bricks 
(d) between them, the beams being supported by arched ribs (c) located below 
them. 

3.) A furnace in accordance with claims 1.) and 2.) characterized by the fact 
that the upper chutes (a, a/) are surmounted by perforated vaults (g). 

4.) A furnace in accordance with claims 1.) to 3.) characterized by the fact that 
ash-removal openings (s) are installed above each of the vaults (g). 

5.) A furnace in accordance with claims 1.) and 2.) characterized by the fact 
that at the reversal points at the lower ends of the upper chutes (a, a/) fireclay 
slides (4) moving and operated sideways have been arranged to slow down or 
interrupt the passage of the corpses. 
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6.) A furnace in accordance with claims 1.) to 4.) characterized by the fact 
that, within the chutes, channels (7) have been arranged for additional air supply. 

7.) A furnace in accordance with claims 1.) to 6.) characterized by the fact that 
in place of the stoking openings (ғ) introduction gates (7) with self-sealing damp- 
ers (Ю) have been arranged in order to be able to feed and operate the furnace at 
partial loads from platforms located there. [Document 155] 


жжж 


This patent application is the revised and corrected version of an application 
dated 26 October which mentions Fritz Sander, chief engineer of Topf, as being 
the inventor. I refrain from publishing this latter document, because the copy in 
my possession is of very poor quality.” I shall return to Sander's project later (cf. 
Chapter 7.4.1.). 


жжж 


7) Deutsches Reich. Published оп 19 March 1930. Reich Patent Office. 
Description of Patent no. 494136. Class 24 f. Group 10. T 35607 
V/24f 


Day of publication of issuance of patent: 6 March 1930. 
J.A. Topf & Söhne in Erfurt. 


Retractable slag-grate for hearths with air-feed from below. 
Patented in the German Reich from 22 August 1928. 


[Not translated, Document 156] 
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8) Deutsches Reich. Published оп 24 Мау 1933. Reich Patent Office. 
Description of Patent no. 576135. Class 24 f. Group 1202. T 39364 
V/24f 


Day of publication of issuance of patent: 20 April 1933. 
J.A. Topf & Söhne in Erfurt. 


Plate-grate with nozzles 
Patented in the German Reich from 27 August 1931. 


[Not translated, Document 157] 


9) Deutsches Reich. Published on 31 October 1933. Reich Patent Office. 
Description of Patent no. 587149. Class 24 f. Group 10. T 35607 
V/24f 


Day of publication of issuance of patent: 12 October 1933. 
J.A. Topf & Söhne in Erfurt. 





% APMO, BW 30/46, pp. 7-14. 
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Process and furnace for the recovery of lead and pieces of wires from cables 
Patented in the German Reich from 29 September 1932. 
[Not translated, Document 158] 





ER 


10) Duplicate. Patent application 789491 dated 17.11.1942 


J.A. Topf & Söhne Erfurt 

To: Deutsches Reich Patent Office, Berlin SW 61 
Date: 16 November 1942 

Description: 

Air-cooled grate plate for mechanical push grate. 
[Not translated, Document 159] 


жжж 


The last known patent of the Topf company dates from the early 1950s when 
the company had moved to Wiesbaden. 


ER 


11) Bundesrepublik Deutschland. Issued on the basis of the First Transfer Law 
of 8 July 1949. (WIGBL [Gazette for Economic Laws] p. 175). 
German Patent Office. Description of Patent No. 861731, Class 24d, 
Group 1, T 1562 V/24d 


Martin Klettner of Recklinghausen has been named as inventor. 
J.A. Topf & Sóhne, Wiesbaden. 


Process and device for the combustion of corpses, carrion, or parts thereof 

Patented in the territory of the Federal Republic of Germany from 24 June 
1950. 

Patent application published on 31 October 1950. 

Patent issuance published on 13 November 1952. 

The invention concerns a process for the burning of corpses, carrion, and parts 
thereof by combustion air heated in a recuperator as well as a device for the im- 
plementation of the process. 

Nearly all incineration process known today employ combustion air heated in 
a recuperator for the burning of corpses. In line with all combustion processes of 
heat technology, the combustion process has to be facilitated by preheating the 
air to very high heat levels, thus increasing the combustion temperature. 

The heating value of a corpse or its combustion value has in the past been 
judged basically on the fat content of the corpse. Some of the CH (hydrocarbon) 
compounds (fats) exhibit very low ignition temperatures and burn at very high 
temperatures. As opposed to this, in the absence of pure fats, i.e. of pure CH 
compounds, it has so far been impossible to burn exothermally the CH com- 
pounds containing N (nitrogen) present in the proteins. The proteins with their 
rather high М content (some 25%) resist combustion most strongly. Their ignition 
temperature is around 800?C. 
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At the air temperatures of 400 to 500°C used so far, the nitrogen component 
of the proteins thus could not be made to lose its resistance to combustion. 

It is known that only under the influence of air at 800 to 900°C can the sepa- 
ration of N from the CH compounds be achieved, even though the proteins are 
not constituted by a chemical compound of N + CH but only by one of the loose 
combinations of N, in line with the way this somewhat inert gas has been known 
to behave. One may assume that a certain amount of heat is consumed for the 
removal of N. However, we will never be required to produce the large amount 
of heat required to remove N from a true chemical compound. Moreover, the 
combustion of the CH compounds contained in the proteins releases nearly the 
same amount of heat as would be released by the combustion of equivalent 
amounts of pure CH compounds. 

For a human corpse of about 70 kg, containing some 12 kg of C, some 2 kg of 
Н», and about 0.5 kg of P, as well as some 55.5 kg of H20 and N, we can calculate 
a minimum heating value of about 160,000 caloric units [kcal], to which the fuel 
value of the coffin must be added. 

The ultimate objective of the cremation thus had to consist in taking the re- 
quired amount of combustion air to a temperature of 800 to 900°C without any 
additional fuel consumption, solely by using the flue gases, in order to completely 
burn the considerable amounts of CH contained in the proteins yet linked to N, 
and so to allow the combustion of any human corpse without any additional sup- 
ply of heat merely by the conversion of the amounts of energy contained therein. 

This objective has been reached by means of the incineration process outlined 
for this invention. Not only has it been possible to generate the heat required for 
the evaporation and removal of the water contained in the corpse, but also the 
heat needed for the combustion and the incineration of the corpse itself. Even if 
the heat lost in the waste gases is taken into account, significant amounts of heat 
still remain available to heat the furnace and/or maintain its state. 

A process as discussed earlier on and as part of the invention is implemented 
in such a way that the corpse with its coffin is located on a grate in the muffle and 
exposed to an air current heated in a recuperator by a supply of heat generated by 
means of fuel and/or exposed to the radiant heat of the hot muffle walls for a 
sufficiently long time until the coffin catches fire and the corpse, made combus- 
tible by the evaporation of its water content, decomposes, with the remains burn- 
ing out exothermally on a rather small ash grate located below under the influence 
of the necessary combustion air which is heated by recuperation to 800 to 900°C 
mainly by making use of the heating value of the corpse parts. The combustion 
gases thus generated flow out, downwards through the burn-out grate, and mix 
with hot combustion air fed below the burn-out grate in order to burn the volatile 
components completely. The combusted gases then move directly into a recuper- 
ator, where they transfer their heat content to the combustion air such that the 
combustion can be maintained without any further supply of fuel. 

The illustration shows a furnace for the implementation of the process. 

Muffle A, of a size suitable for the coffin sizes involved and built in the stand- 
ard dimensions, is effective as a combustion chamber, in terms of fuel economy, 
only as long as the muffle volume is completely filled by the combusting gases. 
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The early phase of the combustion process, which takes place exclusively in the 
muffle, must be terminated as such and become a drying process when the grate, 
consisting of only two stones, allows the remaining body parts to drop under their 
own weight into the actual small combustion chamber B located above the pivot- 
able grate. This [terminal] point is reached when the coffin has been consumed 
and the head and limbs fall off. This process in the muffle requires about 20 to 30 
minutes. 

In the small combustion chamber, the air heated to 800 to 900°C mixes inti- 
mately with the as yet uncombusted proteins, removes the N from the CH com- 
pounds, and burns the CH completely at temperatures of up to more than 1,200°C. 
This true combustion process takes between 10 and 15 minutes. The pivotable 
plate can be turned, and the remaining ash falls into the third combustion space 
above ash grate C. 

The necessary combustion air is heated in an air heater D made of fireclay or 
of metal to 800 to 900°C. On start-up, a hot-air gas burner Е generates combustion 
gases at 1,200 to 1,300°C to preheat the air heater. Controlled amounts of air are 
fed into the muffle above the pivotable plate and below the ash grate. The hot-air 
gas burner, too, is supplied with combustion air at 600°C max. 

As soon as the furnace has reached a steady state, the gas burner is switched 
off, and heating of the air heater takes place only by the waste gases which can 
be very hot during the actual combustion on the pivotable grate where the proteins 
burn actively. 

The new process allows reducing the overall duration of the incineration by 
up to 45 minutes, with 30 minutes being often observed. 

The ash quality can be called entirely combusted, free of germs; it has such a 
low volume that the normal urn will rarely be filled completely. 


Patent claims: 

1. A process for the combustion of corpses, carrion, and parts thereof by 
means of combustion air heated in a recuperative manner, characterized by the 
fact that the corpse with the coffin, in a muffle and resting on a grate of beams, is 
exposed to an air current heated in a recuperative way by making use of a fuel 
and/or exposed to the radiant heat of the hot muffle walls until the burning coffin 
and the corpse, made combustible by the evaporation of its water content, fall 
apart. The parts burn out exothermally on the small burn-out grate located below, 
with the necessary combustion air being heated to 800 — 900°C in a recuperative 
manner primarily by the combustion heat of the body parts. The combustion gases 
being formed flow out downwards through the burn-out grate, mixing with hot 
combustion air added below the burn-out grate to achieve complete burn-out of 
the volatile components. The spent gases are taken directly into the recuperator, 
giving up their sensible heat to the combustion air, thus allowing the maintenance 
of the combustion without any further fuel supply. 

2. A furnace for the combustion of corpses, carrion, and parts thereof, in a 
manner described in claim 1, by means of combustion air heated in a recuperative 
way, and consisting of a burn-out grate which can be folded out of the way or 
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retracted and which is located below the grate-like beams of a muffle, character- 
ized by the fact that the grate consists of only two beams and is located above a 
funnel-shaped floor, the inclined walls of which serve to move the coffin and 
body parts onto the burn-out grate, which can be folded out of the way or re- 
tracted, [further characterized] by the presence of air outlets for the primary air 
feed above the burn-out grate and by the presence, in the space below the burn- 
out grate, of spent-air evacuation-outlets towards the recuperator, of a hot-air gas 
burner for temporary heating of the recuperator, and of feed outlets for secondary 
air. This space is also equipped with a foldable and, in view of the progression of 
the combustion, correspondingly smaller grate for the final burn-out. 

3. A furnace in accordance with claim 2, characterized by the fact that the 
combustion chamber is furnished with a relatively thin cladding of low heat ca- 
pacity and is surrounded by a thick layer of insulation. 

Printed matter consulted: German Patent No. 669 645. 

Attached: 1 sheet of drawings. [Document 160] 


4. Topf Waste Incinerators 


Topf’s activity in this sector of public health where combustion devices of 
various types were employed can be judged from a 1940 publicity brochure, of 
which I will translate the essential рагі: 

"Public health and hygiene constitute the starting point for the very careful 
treatment of special questions which our furnace construction department has 
been dealing with for decades. Our special furnaces hence aim for the effective 
fight against the spread of disease. 

Prevention is better 

Our technical and scientific knowledge together with our considerable prac- 
tical experience have enabled us to accomplish a complete destruction of the 
germs present in hospital refuse, garbage or similar substances, by the purifying 
power of flame. 

Topf furnace construction 

In this field, we have been able to profit from experience gathered over sixty 
years in the area of combustion technology and heat economy. The quality of our 
special designs shows up in an odorless and nearly smokeless combustion and in 
the most efficient use of the fuel, i.e. in the flawless operation which these furnaces 
exhibit in terms of heat economy. 

TOPF refuse incinerators — for gas, coal, oil or electrical firing — thus operate 
not only technically without reproach but also in the most economical manner. 

Refuse destruction for hospitals 

Hospitals, clinics and private sanitariums increasingly tend to use special fur- 
naces for the destruction of patients' refuse, bandage remnants, or amputated 
parts. (Boilers for a central heating system are not suitable for these applica- 
tions.) The furnaces require only little space and low attention; hence they are 
suitable for smaller as well as larger establishments. 














97 RGVA, 502-1-327, pp. 161-165; cf. Document 161. 
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Management of industrial refuse 

The use of special furnaces for refuse elimination in large industrial sites has 
been progressing actively over the last decade, in view of the fact that storage of 
refuse, for example, requires much space and has unhygienic consequences. Mov- 
ing such substances requires much labor, time and money. Combustion of the re- 
fuse thus leads to savings and also allows the heat released to be used for the 
preparation of hot water or space heating. 

Value conservation 

The Four-Year Plan has taught us to consider the recovery even of small 
amounts of valuable raw materials. Hence, we are dealing here not only with re- 
fuse destruction but also with the preservation of the materials contained, which 
represent valuable contributions to our economy. 

Beyond the significance of this destruction of refuse for industrial locations, it 
has assumed a steadily growing significance at state enterprises, utility services 
and municipalities. Our specialized products have evolved in line with these re- 
quirements and are being used in a great variety of applications: 

1. Furnaces for the combustion of cables 

Such a device allows the complete recovery of the valuable metals. The fur- 
nace has been conceived in such a way as to allow the simultaneous separation 
of copper and lead. 

2. Refuse incinerators 

These furnaces find their application in municipalities. (The ash constitutes a 
promising fertilizer.) 

3. Wreath incinerators 

These devices constitute a valuable tool for cemetery management. The great 
number of wreaths, accumulating every day of the year and difficult to store, can 
be eliminated quickly. The metal of the wires is reclaimed. 

4. Mattress incinerators 

Such furnaces allow an efficient and hygienic destruction as well as the recov- 
ery of the metals contained in the mattresses 

The refuse destruction furnace AV1 (fig. I)P®! is easy to install. It is therefore 
suitable for scientific institutions, smaller hospitals, sanitariums and delivery 
clinics. It destroys amputated parts, test animals and patients' refuse with ex- 
tremely low generation of smoke and odor. This furnace is similar to the type for 
the destruction of phlegm. It is clad on the outside with wrought iron, lined with 
fireclay bricks, and insulated with diatomaceous earth. The loading box A has an 
insulated door opening sideways. Below this box are located the hearth C and the 
ash box D. The rear wall of the combustion chamber is equipped with a grate of 
fireclay, behind which the flue gas channel E is located. Flue gas damper F, 
placed on the outside of the furnace cladding, isolates it from the chimney and 
allows control of the draft. 

Refuse destruction furnace type AV2 (fig. 2). ??1 Ease of operation, rapid elim- 
ination of refuse with low fuel consumption and low generation of smoke and 
odor. Very well suited for medium-size hospitals, clinics, hotels etc. This type con- 
sists of a brick housing, which solidly protects the fireclay lining and the insula- 
tion. Loading box A can be mounted either on top of the furnace, or it can replace 








° Page 1 of Document 161 contains a photo of the device, p. 4 the vertical and horizontal sections. 
9 Ibid., p. 4, and Document 162. 
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the closure V (type AV3). Below the combustion chamber B there is the refractory 
grate Bl heated by the hearth C. This grate will accept wet refuse and other 
poorly combustible materials. By means of the pivotable grate D any remaining 
ash can be transferred easily to the ash chamber E. The flue gas channel F is 
placed behind a fireclay grate. Damper H closes this channel. Tubes for air heat- 
ing or coils for warm water production may be installed in this duct. 

The furnace for the destruction of medical waste SV (fig. 3) has a wrought- 
iron facing. This facing protects the inside of the furnace from damage. (Тһе fur- 
nace] contains the gas burner A and the loading box B. The fireclay plate P iso- 
lates the combustion chamber C from the post-combustion chamber D and the 
flue gas channel E, which leads to the chimney. The cardboard containers of the 
phlegm to be destroyed are fed through the loading box onto the fireclay plate on 
which they burn. The post-combustion chamber ensures a good combustion of the 
waste gases and thus an odorless and smokeless operation. Flue gas channel 
damper F is located outside the furnace facing and is used to regulate the draft. 
Between the metal facing and the fireclay brickwork there is an insulating layer 
of diatomaceous earth to reduce heat loss. 

The furnace for the combustion of refuse MV (fig. 4) destroys rapidly and 
safely without smoke or odor and with a minimum amount of fuel the refuse which 
is generated daily in such locations as storage halls, industrial establishments, 
hotels, market halls etc. The furnace has a brick lining with a solid wrought-iron 
facing. Before use, the furnace is preheated to operating temperature by means of 
a small auxiliary burner Е. Moist refuse is fed through door В onto the fireclay 
grate C and dry refuse is loaded through box A onto grate D. After combustion, 
the pivotable grate E easily allows to transfer the ash to the ash box G. 

The quality and productivity of Topf furnaces have been confirmed by the fol- 
lowing report: 

‘Over the past four weeks, the municipal refuse-elimination service has 
delivered enormous mountains of old sofas and mattresses which had to be 
destroyed as quickly as possible within 24 hours. On that occasion, our fur- 
nace has operated continuously, burning 120-130 mattresses in 24 hours and 
producing enormous quantities of wire springs.’” 


5. Topf Cremation Furnaces for Concentration Camps 


Towards the end of the 1930s, Topf as well as other German companies — in 


particular Hans Kori of Berlin (see Chapter 11) and Didier-Werke, likewise of 
Berlin — began to work on cremation furnaces for concentration camps using a 
simpler design than the one used for civilian purposes. 


Topf Co. designed seven furnace models for this application and erected some 


of them: 

1. coke-fired cremation furnace with one muffle 

2. oil-fired mobile cremation furnace with two muffles 

3. coke or oil-fired cremation furnace with two muffles 

4. coke-fired cremation furnace with two muffles placed opposite each other 
5. coke-fired cremation furnace with two muffles, Auschwitz type 
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6. coke-fired cremation furnace with three muffles 

7. coke-fired cremation furnace with eight muffles 

In this chapter I will discuss the first four types; the Auschwitz-Birkenau furnaces 
will be addressed in Chapters 6 & 7. 


5.1. The Coke-Fired Cremation Furnace with One Muffle 


On this type of Topf furnace, two documents have come down to us which 
allow us to describe its design and operation: 

1. The drawing “Incineration furnace with one muffle” produced by Topf on 
8 January 1941 for the SS New Construction Office (SS-Neubauleitung) of the 
KL at Mauthausen labeled with the number D58173 (Documents 163-163c). 

2. The cost estimate for “1 coke-fired Topf incineration furnace with one in- 
cineration chamber” prepared by Topf on 6 January 1941 for the Mauthausen 
camp mentioned above (Document 164). The second part of this document con- 
cerns the proposal for “а Topf cremation furnace with one cremation chamber” 
which І will examine in Chapter 6.1. Here I provide the translation of the first 
part:!% 

“Cost estimate of 6.1.1941 
Object: 1 coke-fired Topf incineration furnace with one incineration chamber 
Optional: 

1 Topf cremation furnace with a double cremation chamber heated by coke 

1 Topf draft enhancer in suction 

Qty. | Items covered by this estimate: 

Supply ofa coke-fired Topf incineration furnace with one in- 
cineration chamber, with blower, comprising the following 
jobs and supplies: 

The foundations of the furnace and of the smoke conduits 
must be provided by the customer in accordance with our in- 
structions, free of charges to us. 

For the outer brickwork, bricks, sand, lime and cement. The 
best bricks will be selected for the furnace lining. 

The necessary fireclay, in the form of normal bricks, spe- 
cially shaped bricks and wedge-bricks, monolite piling mass, 
as well as the necessary mortar. 

For the insulation of the furnace, the required bricks of dia- 
tomaceous earth, the rock wool and the mortar of diatoma- 
ceous earth. 

The wrought-iron anchor bars in T, U and angled shapes, 
drawing rods, bolts, and nuts. 

cast-iron and wrought-iron fittings, such as: 

1 the closure block of the muffle іп wrought iron with а Mono- 
lite lining, including the required cast-iron pulley, cable, 
and hand-operated crank 

6 closure devices, cast-iron, for the air ducts 

1 cast-iron door for ash removal 





























10 Kosten-Anschlag, BAK, NS 4/Ma 54. 
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cast-iron closure for the gasifier feed 

wrought-iron containers for the ash 

cast-iron door for the hearth 

wrought-iron grate, horizontal, consisting of square bars 
with supports of the grate and the required tools 

1 blowing device consisting of a blower with a 1.5 hp three- 
phase motor mounted directly and the required ducting 

1 wrought-iron corpse-introduction device consisting of the 
coffin introduction cart and the required guide rails 


mA Му м 


Furnace installation 

Presence of a specialist for the installation of the furnace, 
including travelling expenses, daily allowances and social 
security contributions 

Price for item 1) RM 5,996 
Kennziffer weight: U0" 1,750 kg 




















As far as I know, this furnace never moved beyond the design stage. The descrip- 
tion which follows is based on the above two documents and on the examination 
of the Topf cremation furnaces with two and three muffles which still exist at 
Mauthausen and Buchenwald. 

The furnace (Documents 163b and 163c) is enclosed in a solid frame consist- 
ing of an assembly of T-, U-shaped and angled wrought irons (T- U- und Win- 
keleisen), anchor bars (Verankerungseisen), drawing rods (Anker), bolts and nuts. 
The dimensions of the furnace are as follows: 


Height (front side) 2,450 mm 
Height (furnace body) 1,900 mm 
Width (front side) 2,000 mm 


Width (furnace body) 1,550 mm 

Depth (w/o gasifier) 2,950 mm 

Depth (with gasifier) 3,650 mm 
The furnace consists of a vaulted incineration chamber (Einäscherungskammer 
or Einäscherungsraum), also called muffle (Muffel; no. 11%) which has the fol- 
lowing dimensions: 


Height 700 mm 
Width 700 mm 
Depth 2,100 mm 


By keeping in mind the furnaces with two or three muffles to be discussed later, 
and on the basis of the number of closures for the air channels (Zuftkanalverschlü- 
sse) — six — one may conclude that the lateral walls contained two air channels 
(Luftkanäle) running horizontally within the brickwork of the furnace, parallel to 
the muffle, to which they were connected by means of transverse quadrangular 
openings — presumably four, as in the furnaces with two or three muffles. These 
two channels formed right angles in front of the vertical channels of the discharge 





1°! Kennziffergewicht. The Kennziffer (identification number) concerned the allotment of metal by the 
SS-Rohstoffamt (raw materials office) at Berlin-Halensee. 
102 The subsequent numbers refer to Documents 163b&c. 
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gases and opened up in the lateral walls ofthe furnace, forming two air-feed holes 
(Lufteintritte) closable at the front by two raisable cast iron doors, like the two 
air-feeding channels of the post-combustion chambers (ash containers) of the 
Auschwitz double-muffle furnace. These channels served to bring air into the 
muffle for the combustion of the corpse. 

At the top of the muffle vault, in line with its longitudinal axis, are located the 
openings (no. 2) of four conduits connected to the compressed air conduit (Druck- 
luftleitung; no. 3), which are in turn connect to the blower (Drucklufigebläse; no. 
4) situated next to the furnace. 

The muffle is closed at its front end by a closure (Absperrschieber or Muf- 
felabsperrschieber; no. 5) sliding along a suitable and slightly inclined frame (no. 
6). The upper part of the frame 15 housed in a brick structure (no. 7) some 600 
mm thick, which rises 550 mm above the level of the top part of the furnace. 
Raising and lowering of the closure is accomplished by a manual crank (Hand- 
winde) with its pulley (Rolle) and cable (Drahtseil). The closure is lined on the 
inside with refractory. 

At the rear, the muffle 15 closed in its upper portion by refractory brickwork, 
its lower portion opens up to the generator neck (Generatorhals; no. 8). 

Into the side walls of the muffle are set two rectangular openings (about 500 
by 250 mm; no. 9) for the discharge gases leading into an equal number of vertical 
conduits, also having a rectangular section (no. 10), set into the furnace walls. 
These conduits pass vertically through the whole furnace and open up into the 
horizontal smoke channel (Rauchkanal; no. 11) located underneath the furnace 
and connected to the chimney. 

The smoke channel can be closed by means of a suitable closure (Rauchka- 
nalschieber; no. 12) made of fireclay running vertically in a frame (Rauchka- 
nalschieberrahmen; no. 12а) equipped with its pulley (Rolle) and a cable (Draht- 
seil; no. 12b). 

The lower part of the muffle consists of a horizontal fireclay grate (Schamot- 
terost; no. 13) consisting of five transverse beams of refractory material (Scha- 
motteroststeine; no. 14) on which the corpse rests. 

Underneath the muffle we have an inclined and funnel-shaped plane for the 
ash (Aschenschräge; no. 15) ending up in a narrower chamber — the ash chamber 
(Aschenraum) — where the post-combution (Nachverbrennung) of the corpse 
parts having fallen through between the grate beams takes place and which func- 
tions in this sense as a post-combustion chamber for the solid residues (no. 16). 

The glowing ash is removed by means of the appropriate scraper (Kratze) 
through the ash removal opening (Ascheentnahmetür; no. 17) — located at the 
front part of the furnace, below the muffle closure — and is transferred into the 
ash receptacles (Aschebehäilter) for cooling. 

In the sidewalls of the ash chamber, there are two horizontal air channels 
which run parallel to it over its whole length and are connected to it by means of 
transverse openings. 

These two channels, which go through the brickwork between the ash cham- 
ber and the two vertical conduits for the exhaust gases, open up at the front of the 
furnace. These openings may be closed by means of separate covers located on 
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the two sides of the ash-removal door, as in the eight-muffle furnace (cf. Chapter 
7). They have the purpose of supplying air to the post-combustion chamber (ash 
chamber). 

In front of the rear part of the furnace there is a maintenance access (Schacht; 
no. 18), which has a horizontal section of 1,000 mm (width) by 1.200 (length) 
and a depth of 850 mm, through which one can reach the gasifier, housed in a 
brick structure measuring 1,550 mm (width) by 700 mm (length) by 1,550 mm 
(height). 

On the inclined plane of this brickwork (some 800 mm in length) there is the 
cast-iron door for the gasifier fuel (Generatorfüllschachtverschluss; no. 19). The 
feeding chute of the gasifier (Generatorfüllschacht; no. 20) opens up into the gas- 
ifier. 

The gasifier (Generator; no. 21) is a pit-like chamber closed at the bottom by 
means of by the horizontal grate (Planrost; no. 22) of the hearth, which is consti- 
tuted by square steel bars (Vierkantstäbe) and the supports of the grate (Rost- 
Auflager). The grate measures about 500 by 500 mm = 0.250 square meters. 

The upper part of the gasifier narrows into a neck (gasifier neck; no. 8), which 
opens up behind the refractory bars of the grate (no. 14) between the muffle (no. 
1) and the ash chamber (no. 16.). The gasifier, up to the fire-stop (no. 23) in the 
neck, has a volume of about 0.250 cubic meters. 

In addition to the horizontal grate (no. 22), the hearth (Feuerung) consists of 
the cast-iron furnace door (Feuertiir; по. 24), which is used to remove the ash and 
to clean out the coke slag from the grate, as well as two air openings, closed by 
means of raisable cast-iron gates in a manner similar to the other four described 
above, and located on either side of the furnace door, as in the case of the Ausch- 
witz double-muffle furnace, or one above the other as in the case of the mobile 
double-muffle furnace (cf. Chapter 5.2.). In this case, the lower opening feeds 
combustion air below the grate; the upper one carries air into the gasifier. 

The refractory brickwork of the furnace (no. 27) has a thickness of 250 mm 
and consists of normal fire bricks as well as of bricks having special or wedge- 
like shapes (Normal-, Form- und Keilsteine) of monolite mass and of refractory 
mortar (Schamottemörtel). 

The insulation (Isolierung; no. 26) of the furnace is obtained by means of 
bricks of diatomaceous earth (Kieselgursteine), slag wool (Schlackenwolle) and 
diatomaceous earth mortar (Kieselgurmörtel). 

The outer brickwork (Mauerwerksmantel; no. 25) consists of ordinary bricks. 

The blower device (Druckluft-Anlage) is constituted by a blower (Druckluft- 
gebläse) with its 1.5 hp three-phase motor and the necessary conduits (Rohrlei- 
tung). The corpse is introduced into the furnace by means of a corpse-introduction 
device (Leicheneinführungs-Vorrichtung) consisting of the cart for the introduc- 
tion of the coffin (Sargeinführungswagen) and the corresponding rails (Lauf- 
schienen). This device is described in detail in Chapter 7. 

The system of vertical gas-discharge channels for the flue gases of this furnace 
corresponds to the one used by Topf for the second and third electrical furnaces 
(cf. Documents 145 and 147), but, as opposed to these models, the discharge 
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gases do not pass through the post-combustion chamber, and there is no preheat- 
ing system for the combustion air. 


5.2. The Oil-Fired Mobile Cremation Furnace with Two 
Muffles 


This type of cremation furnace was installed at the Gusen camp (sub-camp of 
KL Mauthausen) and at KL Dachau. It was the improved version of a Fahrbarer 
Verbrennungsofen System “Topf” (Topf mobile combustion furnace) going back 
to the beginning of the last century. It was, however, originally conceived as a 
combustion furnace for animal carcasses. A Topf brochure of the time describes 
it in the following words (see document 165): 

“The furnace described below is mobile and therefore has the advantage of 
being able to be taken to the object ofthe cremation. The furnace is indispensable 
in particular for major land-owners with large tracts of range land, because it 
can destroy immediately any dead animals near watering places without first 
transporting them over a great distance. The advantages of this furnace are ease 
and convenience of transport, long service life and a sturdy frame. The boiler is 
lined with refractory, hence radiation is minimal. This furnace can also be built 
with oil or gas heating.” 

The furnace was completely redesigned at the end of the 1930s. Topf drawing 
D55719 shows a single-muffle Fahrbarer, ölbeheizter Topf-Einäscherungsofen 
(mobile oil-fired Topf incineration furnace) with the oil reservoir mounted above 
the furnace structure, a blower and two burners mounted laterally (cf. Document 
166). There exists also a frontal photo of a furnace with two muffles clearly show- 
ing the two burners, mounted next to the ash opening below the muffle doors. 
The larger conduit running below the floor comes from the blower and feeds 
combustion air to the burners; the two smaller tubes coming down along the edges 
of the furnace are connected to the oil reservoir (Document 167). 

This is the basic model of the cremation furnaces which were set up at Gusen 
and Dachau with the modifications to be explained later. 

The first one was ordered from Topf by the New Construction Office of KL 
Mauthausen on 21 March 1940 as a mobile, oil-heated furnace (fahrbarer Ofen 
mit Olbeheizung), but on 9 October 1940 it was decided to convert the heating 
system from oil to oke ID Topf shipped the furnace by rail on 12 December 
1940, and it arrived at the site on 19 December. On the same day, the New Con- 
struction Office sent Topf a cable requesting the urgent dispatch of a techni- 
сїап.!°® Topf decided to send technician August Willing for 27 December II? 
Work started the same day and was finished on 22 January 1941. The two coke 


103 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 26 February 1941. BAK, NS 4 Ма/54. 

' Telegram from SS-Neubauleitung at KL Mauthausen to Topf, dated 19 December 1940. BAK, NS 4 
Ma/54. 

105 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 23 December 1940. BAK, NS 4 Ma/54. 
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gasifiers were built during the erection of the furnace! which went into opera- 
tion at the end of the топёћ.! The first load of coke was fed on 29 January.'® 
The furnace parts are listed in the bill of lading of 12 December 1940 (Document 
168). Concerning the conversion there is a Topf invoice dated 5 February 1941 
(Document 169). 

The furnace at KL Dachau was handed over even earlier, as we can see from 
a letter written by Topf to the New Construction Office at that camp, dated 25 
July 1940, which states, i.a.:!” 

“We wish to mention that KL Dachau received the same furnace from us some 
time ago. Said camp can, however, not operate the furnace, because the necessary 
oil is not available. If such a furnace is urgently needed on your part, then perhaps 
you could take over this furnace from KL Dachau, and we would then build a 
stationary, coke-fired furnace for the latter camp.” 

But the camp authorities at KL Dachau also decided to convert the heating section 
of the furnace by installing two coke gasifiers in place of the oil burners. Both 
furnaces, in their converted form, still exist at the sites of the former concentration 
camps mentioned. Initially, the conversion of the heating system of the cremation 
furnaces for lack of oil was decided locally, but on 17 December 1943 the head 
of Amt СІП (Technische Fachgebiete; technical services) of SS Economic Ad- 
ministrative Main Office (SS-Wirtschafts-Verwaltungshauptamt; WVHA) sent 
out a memorandum stating:!!° 

“Іп the crematoria, the consumption of liquid fuels can no longer be permitted. 
A conversion to solid fuel has been carried out everywhere.” 

The Gusen furnace consisted of the following parts (Document 168):!!! 





Bill of lading of 12.12.1940 





Parts of cremation furnace 





Mobile incineration furnace with two muffles 
Tubes 

Metal tube о 120 with two elbows 

Dto. 

Cart for the blower unit with 3 blowers 120/520, 120/300 and 400 plus 3 
electric motors 5.5, 1.5 hp 380 V, 3 hp 380 V 
Metal tubes о 120 

Metal sleeve 280/430 

Stoking tools 

Ash box 

Frame with rollers for introduction device 
Introduction trough 


[Cast-iron] fire doors 350/280 


ooo) м 


Мокуо Fe Fe RN FA 











1% Topf, “Bescheinigung über gegen besondere Berechnung geleistete Tagelohn-Arbeiten für Firma: SS- 


Neubauleitung d. Kz.L. Mauthausen.’ WVHA BAK, NS 4 Ma/54. 

Letter from SS-Neubauleitung at KL Mauthausen to Topf, dated 14 February 1941. BAK, NS 4 

Ma/54. 

108 ÖDMM, Archiv, Sign. В 12/31, pp. 352f. 

19 Topf letter to SS-Neubauleitung at KL Mauthausen, dated 25 July 1940. ВАК, NS 4 Ма/54. 

110 AGK, NTN, 94, p. 177. 

11 Topf shipping advice to SS-Neubauleitung at KL Mauthausen dated 12 December 1940 concerning 
the parts of a Topf mobile cremation furnace with two muffles and heated by oil. BAK, NS 4/Ma 54. 
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4 |[Cast-iron] air-channel closures 108/128 
20 | Square bars 30/30, length 600 

4 | Shaped bricks 

1 | Metal sleeve 

1 |СопПсаЦ metal tube 

6 m? asbestos sheets 

6  |Monolite grate bricks length 750 
8 | Monolite slabs 500/600/100 

250 kg rock wool 

1 | Oil-level [indicator] 

Various bolts 

Various gaskets 














The Topf invoice no. D 41/107 of 5 February 1941 lists in particular the work 








done in connection with the conversion of the furnace (Document 169):!? 
Re: KL Mauthausen RM 
Supply of a mobile incineration furnace with 2 muffles, con- 
sisting of 
Wrought-iron furnace cladding with supporting frame and 8,950.-- 


roller frame, wrought-iron foldable chimney, 4 m in height, 
draft enhancer, fireclay lining and insulation, furnace fittings 
ofwrought and cast iron, and oil burner device, otherwise as 
per description in our estimate of 29.2.1940 

Addition of two coke generators to the mobile incineration fur- 
nace with two muffles, viz. 

Supply of 1,000 fireclay bricks, normal and conical, S.K. 34 380.-- 
500 kg of fireclay mortar 





Carried forward 9,330.-- 
Brought forward 9, 330.-- 
460 insulating bricks 163.-- 
200 kg insulating mortar 
4 cast-iron furnace and ash doors, fireclay-lined 180.-- 
20 wrought iron square bars for gasifier grates 51.-- 
4 cast-iron air-duct closures 28.-- 
Manual adaptation of wrought-iron cladding and anchoring 100.-- 
bars 
Packaging and freight t0 Mauthausen according to our cost 
estimate of 1.10.1940 262.-- 


Delegation of our supervisor Schilling for the period of 
26.12.40 through 4.2.41 for mounting of the generators acc. to 
daily work sheets attached: 








31 hours travelling time @ 2.-- 62.-- 
267 hours working time @ 2.-- 134.--[sic] 
48 hours overtime supplement @ 0.50 24.-- 











12 Topf invoice (Rechnung) Nr. D 41/107, dated 5 February 1941, for the supply of a mobile oil-fired 
Topf incineration furnace with two muffles, to SS-Neubauleitung at KL Mauthausen. BAK, NS 4/Ma 
54. 
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38 hours Sunday supplement (а) 1.-- 38.-- 
29 daily allowances (а) 7.-- 203.-- 
Traveling costs Erfurt-Mauthausen-Dachau 46.80 
Expenses, transport of tools etc. 13.60 

Total RM 10,635.40 








The description which follows refers to the furnaces of the former KLs of Gusen 
and Dachau, which had been converted to furnaces with coke-fired gasifiers. It is 
furnished with technical photos illustrating the various elements making up the 
furnaces, taken personally on site by the author. 

The furnace consists of a basic structure taken over from the oil-fired furnace, 
with a facing of wrought iron — consisting, in its front part, ofthe muffle and ash 
chamber (post-combustion chamber) block, at the rear of the gas discharge unit 
(flue-gas ducts and chimney) — and two gasifiers mounted successively next to 
each muffle (Photos 1-3, 32f., 35-38, 45f.). Initially, the furnace was placed on 
metal rollers which have survived only in the rear part of the Dachau furnace 
(Photos 454.). 

The gasifiers (Photos 4, 8f., 29f., 37Ғ.) are made of bricks and measure 1,440 
mm (height) х 1,130 mm (width) х 1,640 mm (length; furnace at Dachau). Тһе 
brickwork is strengthened by anchor bars. In their front parts, they each have a 
gasifier loading shaft made of cast iron, standard type, (270 х 340 mm; Photos 4, 
8f.). On the Gusen furnace, at the base of each gasifier at floor level, there is an 
air duct for the combustion air feed to the hearth grate, closed by a foldable cast- 
iron door of standard type (108 х 126 mm; Photos 4, 6-8); the Dachau furnace 
has two air ducts for each gasifier, one located next to the loading door of the 
gasifier to feed combustion air to the gasifier, the other, perpendicular to the first, 
to feed combustion air to the hearth (Photo 39). The hearths are located below 
floor level. Access is possible through two small service pits set into the floor at 
the foot of the two gasifiers (at the Dachau furnace these shafts are now protected 
by grates). The hearths are closed by a door of standard type (280 х 350 mm). 

The refractory structure of the gasifiers is made up of 1,000 fireclay bricks 
and 500 kg of refractory mortar; it has a total mass of some 4,000 kilograms. 

The furnace has two vaulted muffles (Photos 1, 2, 36-38) which have the fol- 
lowing dimensions (for the Dachau furnace): 

height: 600 mm 
width: 600mm 
length: 2,000 mm 

The muffles are directly linked to each other by means of three rectangular 
openings set into the central wall (Photos 20, 22f.), and are closed at the rear by 
the refractory brickwork. 

The Dachau furnace has, on its vaulted roof, outlets arranged obliquely and 
connected to the blower tubing (Photos 41f.); they are located on the right side 
for the left-hand muffle and on the left side for the right-hand one. In the case of 
the Gusen furnace, these outlets are placed at the apex of the vault (Photos 19, 
26) as in the Auschwitz double-muffle furnace, where two ducts are incorporated 
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in the brickwork (i.e. one in each muffle). No trace of the outer ducts remains, 
neither at Dachau nor at Gusen. 

In their lower portions, each of the muffles is limited by a grate consisting of 
three transverse and one longitudinal beam of fireclay (Photo 40), set at an ap- 
preciable distance from one another (some 300 mm). Below these grates are the 
ash chambers having in their sidewalls the openings toward the gasifiers (Photos 
16, 18, 27£.). 

At the front, the muffles are closed by two cast-iron doors having on the out- 
side a little rectangular closure of an air feed, with two round inspection holes 
(Photos 11, 13, 43f.), and lined with fireclay on the inside (Photos 12, 14, 43). 
These doors are of the same type as those on the Auschwitz double-muffle fur- 
nace (600 mm x 600 mm). Below the muffle doors there are two round metal 
covers, welded shut, closing the openings which, earlier, had housed the oil burn- 
ers (cf. Document 167). 

Because the furnace was designed originally as a mobile furnace, there is no 
flue-gas channel underneath the floor below the furnace, as in stationary furnaces; 
the gas evacuation took place instead via a rectangular opening set into the rear 
wall of the muffle on the right, below the level of the grate (Photo 25) from where 
the gases flowed into a box lined with sheets of wrought iron, located behind the 
furnace in line with the muffle on the right side and linked directly with the chim- 
ney (Photos 31f., 45-47), and probably containing a short flue duct through which 
the gases reached the chimney. 

The chimney consists of a square metal duct, crowned by a truncated conical 
socket, onto which a cylindrical sheet-metal tube is welded (see Photos 32, 47- 
49). This has been preserved in case of the Dachau furnaces. At the base of the 
chimney there is a small hearth for preheating (pilot flame), which can be closed 
by a suitable door (Photos 33f., 50). 

Initially, the furnace possessed three blowers, located on a cart-like support, 
two of which fed combustion air to the muffles and the burners, respectively, 
whereas the third was part of the forced-draft device. 

The blower for this device was located at the base of the chimney and was 
linked to it as shown in the figure of Document 170. When the blowers were 
removed after the furnace activity had come to an end,!! the corresponding con- 
nection openings were closed by welding them shut with a metal plate (Photos 34 
and 47). 

As the chimney at present takes up the whole space behind the rear part of the 
furnace, corresponding to the muffle on the left, we may assume that it was ini- 
tially in a different position, as is also suggested by Document 169 which men- 
tions a mobile chimney (umlegbaren Schornstein von 4 m Hohe). 

The oil tank was no doubt mounted above the furnace, as shown by drawing 
D55719 and as was the case for the Buchenwald triple-muffle furnace mentioned 





113 As stated in an undated Topf letter to SS-Neubauleitung at KL Mauthausen in reply to a text dated 11 
November 1940 on the subject of the Gusen crematorium, the draft enhancer (Zugverstärkungs-An- 
lage) — consisting of a draft suction device -was necessary because of the insufficient height of the 
chimney (BAK, NS 4 Ma/54). This was also true for the Dachau furnace, likewise equipped with a 
rather short metal chimney. 
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above (Photo 201). At Dachau, this tank is presently situated in a brick structure 
above the gasifier on the right where it serves no useful purpose for the furnace; 
we may, therefore, assume that it was placed there after the liberation ofthe camp 
by persons unfamiliar with the operation of the furnace. 


5.3. The Coke- or Oil-Fired Cremation Furnace with Two 
Muffles 


On 18 June 1938, the Construction Office of the SS-administration for the 
camps of Buchenwald and Sachsenhausen sent a request to Gruppenfiihrer Eicke, 
head of Totenkopfverbände and concentration camps, asking for the authorization 
to build a crematorium at the Buchenwald camp; Eicke passed it on to the Head 
of the SS administration in Munich with a note in which he supported the request, 
because the increase in the Buchenwald camp census had led to a corresponding 
increase to the number of deaths among the inmates, whose corpses had to be 
taken to the municipal crematorium at Weimar for cremation (NO-4353). The 
request was accepted and authorization was granted by Hauptamt Haushalt und 
Bauten (HBB) in early December of 1939. 

For the erection of this “emergency crematorium” (Notkrematorium) as it was 
called in the German administrative documents, the Topf Co. at Erfurt was con- 
tacted, and on 21 December 1939 Topf submitted to the cognizant authorities a 
cost estimate for “1 Тор? incineration furnace, oil- or coke-fired, with double 
muffle and compressed air unit, as well as a draft enhancing unit” (1 öl- oder 
koksbeheizter Topf-Eindscherungs-Ofen mit Doppelmuffel und Druckluft-An- 
lage, sowie Zugverstärkungs-Anlage) for the price of 7,753 RM plus 1,250 RM 
for the draft enhancer (Document 171). Attached to this was the drawing D56570 
“Doppelmuffel-Eindscherungsofen mit Ölfeuerung” (double-muffle cremation 
furnace with oil-firing) drawn on the same day (Document 172). 

The “Description of the structure of the new emergency crematorium building 
in the camp for detainees of Buchenwald concentration camp,” written on 10 Jan- 
uary 1940 by the New Construction Office at Buchenwald, states in this respect 
(NO-4401): 

“On account of the high mortality at the Buchenwald concentration camp, the 
need has arisen for the construction of an emergency crematorium with a furnace 
(double-muffle furnace) heated by oil. For this, a building [with a floor space] of 
6 by 9 m, 4 m high, is required. The furnace will be supplied and erected by J.A. 
Topf & Söhne Co. of Erfurt, Dreysestraße 7-9. A description of the furnace is 
provided by the cost estimate of Topf & Söhne Co. dated 21.12.39, as attached. 
The erection is pursuant to the order given by the head of Hauptamt Haushalt und 
Bauten of 9 and 11.12.39 resp., Amt II/b 265 Ri/Sa." 

The document just quoted refers to this small crematorium and contains a “cost 
estimate,” a “cost summary” and finally a “weight computation” of the emer- 
gency crematorium for Buchenwald, for which a price of 14,200 RM was esti- 
mated. An undated drawing (probably of December 1939) bearing the heading 
“Krematorium des K.L. Bu.” (crematorium of Buchenwald camp) shows the 
crematorium building measuring precisely 6 m x 9 m x 4 m (Document 173). 
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I have found no documents concerning the realization of this project. A later 
project, undated but probably from early 1940, shows a more elaborate cremato- 
rium, with outside walls measuring 14 by 12 m, consisting of five rooms. The 
furnace hall, however, measuring 6.50 by 4.99 m, contains a single furnace with 
only one muffle (Document 174). No documents are known about the realization 
of this project either and witness statements are contradictory in this respect.!'^ 
The crematorium which was eventually built at Buchenwald had a totally differ- 
ent layout, with a half-basement and was equipped with two furnaces of three 
muffles each (cf. Chapter 7). 

Before going into the description of the oil- or coke-fired double-muffle cre- 
mation furnace, I will present the translation of the Topf cost estimate of 21 De- 
cember 1939 (Document 171; NO-4448): 


Object of cost estimate 


I. | Oil or coke-heated Topf incineration furnace with double- 
muffle and compressed air unit, as well as draft enhancer 
including 

The brickwork housing consisting of ordinary bricks the best 
of which will be selected for the outer facing of the furnace, 
including the necessary sand and cement-lime, the fireclay 
material consisting of normal, shaped and conical bricks, 
monolite packing material and fireclay mortar 

For a total weight of about 10,200 kg of fireclay material 
The wrought-iron anchoring bars consisting of T, U and an- 
gle-shaped bars, anchors, bolts and nuts 

For a total weight of about 800 kg 

The fittings made of cast and wrought iron consisting of 

2 | Pcs. cast-iron introduction doors with their cast iron frames, 
the insides of the doors will be lined with tamped monolite 
mass 

Cast-iron ash-chamber doors 

Cast-iron air-channel closures 

1 | Cast-iron flue-gas damper in its air-tight guide casing, in- 
cluding rollers, cable and counterweight 

2 | Pcs. wrought-iron ash containers 

The necessary stokers 

Compressed-air unit, coupled directly to a 1.5 hp three-phase 
motor, and the necessary ducting 

Oil-burner unit consisting of: 

Pcs. oil burners for 6 to 25 kg/hr 

Pcs. cut-off valves 

Pcs. manual vane pumps 


Uo N 


м. 














Мо oho ho — 





114 Eugen Kogon affirms that “in the winter of 1940/41 a mobile crematorium was supplied to the camp, 
lent from elsewhere" (Der SS-Staat. Das System der deutschen Konzentrationslager. Verlag Karl А1- 
ber, Munich 1946, p. 125). According to the Buchenwald ex-detainee Erich Haase, the first furnace 
(with two muffles, coke heated) was set up in the spring of 1940 (Das war Buchenwald! Ein Tatsa- 
chenbericht. Herausgegeben von der Kommunistischen Partei Deutschlands Stadt und Kreis Leipzig. 
Verlag für Wissenschaft und Literatur, Leipzig, undated, p. 80). 
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2 | Pes. air-pressure meters 

1 | Compressed-air unit with a 2 % hp motor, coupled directly, 
with the necessary tubing for oil feed and return 

1 | Oil tank for 250 liters of oil 

1 | Wrought-iron corpse-introduction device 

Total weight about 1,325 kg 

Installation of furnace 

Delegation of technicians (3 persons) for the erection of the 
furnace, including daily allowances, social security contribu- 
tions and travelling expenses. 

Delegation of one supervisory engineer for erection control 
and start-up of the furnace 

Freight and carriage to site Buchenwald 

Price of item I RM 7,735.- 
П. | One Topf draft enhancer 

For about 4,000 m? of discharge gas, with 3 hp three-phase 
motor and starter, with suction and pressure connectors and 
an air flap separating suction chamber from pressure chamber 
Total weight about 260 kg 

Price for item II RM 1,250.- 
During erection, our technicians must be provided with three 
helpers, at no charge to us. For the listed items made of cast 
or wrought iron we need a Kennziffer with indicator Z which 
must be made known to us immediately upon placement of or- 


der. 























The description which follows refers to a coke-fired furnace. The numbers in pa- 
rentheses with prefix “по.” refer to Documents 172 a, b, c. 

The furnace was held together by a solid brick structure consisting of wrought 
iron anchor bars (Verankerungseisen) having Т, U or angled sections (7-, U- und 
Winkeleisen), anchoring rods (Anker) bolts and nuts, for a total weight of about 
800 kilograms. 

The furnace dimensions are as follows: 

Height: 2,100 mm 

Width: 2,450 mm 

Length: 2,700 mm (w/o gasifier) 
3,850 mm (with gasifier) 

It was equipped with two muffles (Muffe/) having the same dimensions of 

those of the Auschwitz double-muffle furnace: 
Height: 700 mm 
Width: 700 mm 
Length: 2,000 mm 

On the outside halves of both vaults there were the nozzles (no. 2) for the air 
ducts coming from the blower unit. These ducts, set diagonally, were connected 
to the blower ducts (Rohrleitung) the inner part of which (no. 4) ran horizontally 
in the two upper edges of the furnace. 
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The position of the blower (Druckluftgebláse) 15 not shown on the Topf draw- 
ing but was no doubt on the side, as in the Auschwitz double-muffle furnace and 
the triple-muffle furnace. 

Two rectangular holes (no. 5) were set into the inside of the muffle for heat 
exchange. 

The muffles were closed in front by two cast-iron introduction doors (Einfüh- 
rungstüren; no. 6) lined with fireclay. 

The lower part of the muffle was made up by a horizontal grate of fireclay 
(Schamotterost; no. 7) which was constituted by five transversal bars (no. 8) of 
refractory material. 

Below each grate we have the funnel-shaped and inclined ash plane (Aschen- 
schrdge; no. 9) which ended at the post-combustion chamber (no. 10) underneath; 
the front part of the post-combustion chamber served as an ash container (no. 11). 
The embers were removed by means of suitable scrapers (Kratzen) through two 
cast iron openings for ash removal (Ascheentnahmetüren; no. 12) at the front of 
the furnace, below the introduction door of the muffle, and was transferred to the 
appropriate receptacles (Aschebehälter) for cooling. 

On the inside walls of the two post-combustion chambers we have two open- 
ings (no. 13) for the discharge of the spent gases, which go to a smoke channel 
(Rauchkanal; no. 14) having a section of 300 by 650 mm which runs horizontally 
in the lower part of the furnace between the two post-combustion chambers and 
which can be closed by means of a hermetic cast-iron damper in the smoke con- 
duit (Rauchkanalschieber; no. 15) which moves in a suitable track and can be 
operated by means of rollers, cable and counterweight. 

The smoke conduit goes into the chimney (Schornstein; no. 16) the inner sec- 
tion of which measures 500 by 500 millimeters. The furnace is equipped with a 
draft enhancer (Saugzug-Anlage) for about 4,000 m?/ h of gas driven by ап elec- 
tric three-phase 3 hp motor. 

In the rear, the muffles are closed by the refractory brickwork in which there 
is the opening (no. 17) for the gasifier neck (no. 18). 

The drawing does not show whether the gas feed came from one or two coke 
gasifiers. The enormous grate of the hearth, however, suggests a single gasifier 
centrally located in the rear part of the furnace with its neck bifurcated to feed 
two muffles simultaneously. 

The gasifier (no. 19), placed into a brick housing (no. 25) of 1.15 by 1.15 m, 
is a rather spacious pit-like chamber (0.80 by 0.80 m), bounded at its bottom by 
the horizontal grate of the hearth (Planrost; no. 20) with a usable surface of 0.80 
by 0.80 = 0.64 m? (more than twice that of the triple-muffle furnace). The hourly 
load of the gasifier was thus about 75 kg of coke. 

Below the grate we have the ash chamber (no. 21) closed by the hearth door 
(Feuerttir; no. 22). The ash chamber is concave, as in the furnaces for civilian 
use, which suggests that it was laid out to contain water to cool the grate and to 
produce water gas at the same time. 

At the top, towards the inside of the furnace, the gasifier becomes smaller up 
to the fire-stop (no. 18) in the neck of the gasifier (Generatorhals; no. 17) which 
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leads into the two muffles; on the outside, there is the gasifier loading chute (Gen- 
eratorfüllschacht, no. 23) closed at the top by a lid (Generatorfüllschacht- 
verschluss; no. 24). 

The oil-fired furnace, obviously, has no gasifier; in the rear portion, in line 
with the muffles, we have instead two burners (no. 26) fed via a suitable tube 
from a tank (no. 27) located above the furnace (no. 28). Combustion air is brought 
to the burner by a further tube, connected to a suitable blower. 

The furnace is made of some 10,200 kg of refractory bricks (no. 30), covered 
by a thick layer of thermal insulation (no. 31) and the outer brick housing. 


5.4. The Coke-Fired Cremation Furnace with Two Muffles 
Placed Opposite Each Other 


This type of furnace appears solely on a drawing of the crematorium at the 
Plaszów camp near Cracow (cf. Document 175). Whether it was ever built is un- 
known. The date on the drawing is illegible. The crematorium has two furnaces 
with two muffles each, the first one being set parallel to the crematorium's longest 
wall, the second one perpendicular to it. The design of the furnaces is the same 
as for the eight-muffle furnace, with two opposing muffles the doors of which are 
located at the two extremities of the furnace itself, whereas on the sides we have 
two gasifiers with their access pits. 

For the first furnace, the gasifiers are placed at either side of the furnace; for 
the second, they are in a central position as well, but on the outside wall, because 
the inside wall is built against the wall of the crematorium, on the other side of 
which there is the chimney. Each furnace has its own chimney to which it is con- 
nected by two smoke ducts. These ducts, however, differ from the lay-out of the 
eight-muffle furnace in that they come out at the front of the muffles and not on 
their sides which means that the discharge of the gases is located at the front part 
of the device, as in the single-muffle furnace. 


6. The Topf Co. and the Construction of the Cremation 
Furnaces at Auschwitz-Birkenau 


6.1. The Furnaces of Crematorium I at Auschwitz 


The budget for the Auschwitz camp, drawn up by SS-Obersturmführer Fritz 
August Seidler on 30 April 1940, included an item for the construction of a new 
crematorium (Neubau Krematorium) at a cost of 15,000 Reichsmarks (RM).!? 
Instead of erecting a new building, however, the equipment was eventually in- 
stalled in a bunker of the former Polish artillery barracks which constituted the 
nucleus of the new concentration camp. The plans for the crematorium were 
drawn up in the week of 14 to 20 June.!!° The firm J.A. Topf & Söhne of Erfurt 


115 Kostenaufstellung für das Lager Auschwitz bei Kattowitz. RGVA, 502-1-176, p. 37. 
"6 Tütigkeitsbericht dated 20 June 1940, for the period of 14-20 June. RGVA, 502-1-214, p. 102. 
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which the Hauptamt Haushalt und Bauten (HHB) had contacted for the supply of 
the equipment, had already informed the New Construction Office at Auschwitz 
on 25 May that the drawings of the foundations of the cremation furnace would 
be sent within a few days, and that their erection supervisors would arrive at the 
camp within two weeks for the installation.!'" The furnace ordered by HHB was 
an oil-fired double-muffle furnace (ölbeheizter Doppelmuffel-Ofen).! On 10 
June 1940 Topf sent to the New Construction Office drawing D57253, executed 
the previous day, concerning a “Cremation furnace heated by coke and plan of 
the foundations" (cf. Document 202). Topf advised, moreover, that “instead of 
the oil firing originally planned, 2 coke generators will be mounted in accordance 
with the advice from your superior authority." 

Topf added that this would result in a delay of the shipment and announced 
that the materials for the furnace would probably be shipped on 15 July.!!* Actu- 
ally, Topf did not modify anything, because HHB decided to install at Auschwitz 
a furnace ofa different type, patented on 6 December 1939 as an “Einäscherungs- 
Ofen mit Doppelmuffel” (incineration furnace with double muffle)!? which had 
already been proposed to the New Construction Office at Auschwitz in April. The 
pertinent cost estimate (Kostenanschlag) of 17 April 1940 in fact referred to the 
"supply of a coke-fired Topf incineration furnace with two muffles and com- 
pressed-air unit, plus 1 Topf draft-enhancing unit."'?? 

The New Construction Office replied on 15 June by cable, stating that supply 
was "extremely urgent" (äußerst dringend).'?! On 20 June, Topf confirmed re- 
ception of the cable and stated that the firm had shipped the furnace materials in 
the fastest way available and that the technicians would arrive at Auschwitz to- 
wards the middle of the following week. Erection time of the furnace was 16 
days.'?? The refractory materials were shipped on 22 June by the firm Collmener 
Schamottewerke G.m.b.H. of Colditz on Topf's account. 23 

In the week of 21 to 27 June, the New Construction Office continued work on 
the design of the crematorium (Bauabschnitt IV) which constituted the last of the 
four construction sectors under the responsibility of this оЁбсе.!2* Revamping of 
the former bunker began the following week (opening of windows, erection of 
partitions) and the materials!” shipped by Topf on 1 July arrived as well.'?° Be- 
tween 5 and 11 July, brick-laying and fireclay work continued and the furnace 
foundations were poured. The Topf technicians arrived at Auschwitz and began 
to work immediately." 





"7 Letter from Topf to SS-Neubauleitung of Auschwitz dated 25 Мау1940. RGVA, 502-1-327, p. 231. 

"8 Letter from Topf to SS-Neubauleitung dated 11June 1940. RGVA, 502-1-327, p. 224. 

List of patents of department “D” of Topf dated 20 November 1945. From website 

www.TopfundSoehne.de/media dei Cf. Appendix 1.5: Patents by J.A. Topf & Söhne. 

7? Letter from Topf to SS-Neubauleitung dated 9 October 1940. RGVA, 502-1-327, рр. 209f. 
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Work on the restructuring of the crematorium and on the brickwork of the 
furnace ended in the week of 19 to 25 July;'** a few days later, the Bauleiter, SS- 
Untersturmführer August Schlachter sent Topf a cable requesting the shipment 
ofthe items still missing: blower, draft enhancer, gasifier doors, corpse-introduc- 
tion cart, rails and pulleys for the closure of the smoke conduit. '? 

On 29 July, Topf confirmed receipt of the telegram and informed the New 
Construction Office of the imminent arrival of the requested parts (77 In all prob- 
ability, drying of the furnace began as soon as the brickwork was in place. The 
test cremation was, in fact, carried out on 15 August. The Tätigkeitsbericht for 
the period of 9-15 August states:'3! 

“The entire erection of the crematorium, including the cremation unit as such, 
was completed so that at the end of the week of this report the first cremation 
could be realized. " 

A further, undated, document mentions the exact date of 15 August:!*? 

“This construction office certifies that the erection work for the incineration 
furnace was terminated as per 15 August 1940. The test cremation of the first 
corpse took place the same day.” 

On 27 August, Topf asked the New Construction Office for payment of the in- 
voice concerning the cremation furnace, in an amount of 10,679 RM, or at least 
a down payment of 9,000 Reichsmarks.'?? 

On 16 September, the New Construction Office forwarded to Amt II of HHB 
ТорҒв invoice with the following comment: !°4 

“The cremation installation is completely finished and has been in operation 
for weeks. As no malfunction at all has been noted, complete payment for the unit 
should not encounter any problems.” 

Two days later, Topf sent out a demand for the payment of the total amount or of 
the down payment," followed by another, merely for the down payment" on 
23 September and a further demand on 30 September.'*’ On 2 October, Bauleiter 
Schacht informed Topf that he had forwarded to HHB Topf’s request for the down 
payment of 9,000 RM, asking the Erfurt company to get in touch with that office 
directly.'°* When Topf followed the advice and contacted HHB, there was an un- 
pleasant surprise: The invoice of 27 August 1940, in an amount of 10,283 ВМ! 
had not reached this office yet.!*° 

At the end of September, the crematorium still did not possess a room for 
autopsies. On 28 September, the SS-Standortarzt (camp physician) sent camp 


08 Tätigkeitsbericht dated 26 July 1940, for the period of 19-25 July. RGVA, 502-1-214, p. 95. 

79 RGVA, 502-1-327, p.223. The telegram bears no date but undoubtedly stems from the end of July 
because Topf confirmed receipt on 29 July. 

130 RGVA, 502-1-327, p. 218. 

11 Tätigkeitsbericht dated 17 August 1940, for the period of 9-15 August. RGVA, 502-1-214, p. 92. 

1? Kontrollzettel für die Firma J.A. Topf & Sóhne, Erfurt. RGVA, 502-1-327, p. 215. 

133 Letter from Topf to SS-Neubauleitung dated 18 September 1940. RGVA, 502-1-327, p. 214. 

14 Letter from SS-Neubauleitung to HHB, Amt II, dated 16 September1940. RGVA, 502-1-327, p. 216. 
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command a detailed request for the installation of such a facility, explaining that 
“in the case of deaths the causes of which are not clear, autopsies are to be carried 
out, in particular for executions by shooting or in the case of fatalities caused by 
external force "17 

The camp command turned to the New Construction Office, which replied 
directly to the SS-Standortarzt, explaining that an autopsy facility could not be 
installed immediately because certain essential pieces of equipment — such as the 
dissecting table — were not yet available.'** On 7 November 1940, Schlachter 
informed Topf as follows: 

“The present level of usage of the combustion unit installed here by your com- 
pany has shown that the unit is too small indeed.” 

The New Construction Office intended to double the cremation facility and asked 
Topf to send a representative to Auschwitz to discuss the matter on site. On 13 
November, Topf replied that engineer Prüfer would be at Auschwitz on the 16th 
with a cost estimate and the drawings of the second furnace. On the same day, 
Topf drew up two quotations concerning the second furnace (cf. Document 193), 
which was proposed for a price of 7,753 Reichsmarks. In the letter of transmittal, 
likewise dated 13 November, Topf — assuming that the second furnace would be 
connected to the same chimney — judged a draft enhancer (Zugverstärkungs-An- 
lage) to be superfluous because the existing one was sufficient for an alternating 
operation of both furnaces, which could, however, be in operation at the same 
time as well.'** Оп 22 November, the New Construction Office sent a request to 
Amt II C2 of HHB asking for the authorization to install the second furnace, giv- 
ing the following justification: 

"The operation of the crematorium in the past has shown that, even in the 
relatively favorable season, the furnace with its 2 [cremation] chambers is too 
small. The camp command and Political Department have therefore approached 
the New Construction Office with the urgent request to enlarge the unit by 2 cham- 
bers." 

The request was granted and Topf went to work: on 30 November, drawing 
D57999 showing the positioning of the second furnace in the crematorium was 
prepared (cf. Document 204). On 5 December, this drawing was sent to the New 
Construction Office and Topf informed them that the refractory and insulating 
materials for the second furnace had already been shipped;'** some of these ma- 
terials, however, were shipped later: 2 refractory plates left on 20 December!“ 
and 50 bags of mortar mixture the following дау. 4% 

In early January of 1941, the situation in the crematorium became critical. On 
8 January, Schlachter sent Topf an alarming letter in which he declared:!^? 





141 Letter from SS-Standortarzt to Kommandantur dated 28 September 1940. RGVA, 502-1-52, р. 3. 

142 Letter from SS-Neubauleitung to SS-Standortarzt dated 3 October 1940. RGVA, 502-1-342, p. 3- 3a. 
18 RGVA, 502-1-312, р. 146. 
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146 RGVA, 502-1-312, pp. 143f. 
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“New Construction Office has already informed you by telegram that the first 
furnace unit shows damage due to intensive usage and hence can no longer be 
operated to capacity. The enlargement of the unit is therefore imperative. You are 
requested to inform us by telegram as to when you will begin to take the prelimi- 
nary steps for an enlargement.” 

The installation of the new cremation furnace, constituting as it did an enlarge- 
ment of the crematorium, was therefore rightly designated by the New Construc- 
tion Office as Erweiterung des Krematoriums or Krematoriumserweiterung. 

On 10 January 1941, Topf confirmed receipt of Schlachter’s cable concerning 
the damages to the first furnace and the urgency of the installation of a second 
one and reported that all the necessary materials for the construction of the fur- 
nace had already been shipped, whereas shipment of the metal parts could take 
place only after the end of goods embargo (Giitersperre). On the subject of the 
furnace damage, Topf stood ready to delegate its technician Wilhelm Koch for 
repair work. ^? 

In the meantime, the situation worsened. On 13 January, Schlachter informed 
Topf that the Monolite grates (Monolitroste) of the muffle and the internal walls 
(Innenwände) ofthe gasifiers had burned through (durchgebrannt) and demanded 
the immediate dispatch of a technician.!*! In line with bureaucratic practice, Topf 
replied two days later by sending a cost estimate (Kostenanschlag) for providing 
a technician (Monteurgestellung).'?? On 21 January, Schlachter informed Topf 
that the order for the repair work (Reparaturarbeiten) would be issued by the 
camp administration (Verwaltung) within the next few days and added the fol- 
lowing order: '?? 

"Furthermore, 2 generator closures must be supplied a.s.a.p. for the repair 
work, as the old ones are completely burned through. " 

The camp administration returned the Topf cost estimate of 15 January to the 
New Construction Office, explaining that the transfer certificate (Übergabe-Ver- 
handlung) for the crematorium was still missing, without which it was impossi- 
ble, for reasons of accounting, to pay for the repair work 177 On 29 January, Topf 
confirmed receipt of the order from the New Construction Office for “2 two cast- 
iron closure doors for the generators" for the price of 180 RM and stated that 
shipment would take place 8 weeks later. Repair work was carried out much 
sooner, though, while the second furnace was being erected. In his report of Ist 
March, Schlachter, in fact, wrote that everything had been repaired. 9? 

The parts for the second furnace were shipped by Topf on 17 January 1941; 
the total weight came to 3,193 kilograms (cf. Document 197), and two days later 
the two cement counter-weights (Zement-Gegengewichte) for the two flue-gas 
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dampers!” followed. The weekly Tätigkeitsberichte for this period allow us to 
follow in detail the work involved for the installation of the new unit: 

Week of 26 January — Ist February: “In the crematorium, the foundations of 
the new furnace were poured and the partition? was erected using insulating 
bricks. Installation of the new combustion furnace was Берип”! 

2-8 February: “In the crematorium, work continued on the completion of the 
new combustion unit"! 

9-15 February: “Іп the crematorium, the new combustion unit has been com- 
pleted, except for a few minor details."!! 

16-22 February: “Тһе new combustion unit in the crematorium has been com- 
pleted."!92 

The next report stated again that “іп the crematorium, work on the new com- 
bustion unit was completed,"!9 which probably means that the furnace was fi- 
nally able to function; it is likely that the drying process extended over several 
weeks. 

Thus, the new furnace had not been in operation for more than two weeks 
when the first technical problems arose. On 2 April, the New Construction Office 
sent Topf a telegram stating: "Second furnace has no draft, send technician here 
immediately.”' In a letter to Topf of the same day, Schlachter explained that 
"the second furnace unit does not have sufficient draft which means that the com- 
bustion cannot be carried out completely.”!® 

Topf replied that no technicians were available, but that the problems could 
be solved by the crematorium attendants: The two units were connected to the 
same suction device (Saugzug-Anlage) and that, when both were in operation 
simultaneously, the second one, being farther away from this unit, would have a 
lower draft. It was necessary, first of all, to close the two flue dampers ofthe first 
furnace and to set those of the second one, then to open those ofthe first one again 
and to balance the too. In 

In early June, the second furnace was in operation “nearly every day" (fast 
täglich)‘'°’ this probably led to a deterioration of the chimney which would be 
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repaired, in the week of 23-28 June, by strengthening it with angle irons (Win- 
keleisen) and tension bolts (Spannschrauben).!9 It appears that over the follow- 
ing months, the two furnaces were not able to cope with the number of deaths 
among the detainees in the camp, even though the Auschwitz camp was still ra- 
ther small. II Towards the end of September, Topf received a verbal order for “a 
double-muffle Topf cremation furnace with blower, introduction cart and rotata- 
ble platform." !? 

The Topf cost estimate, dated 25 September, showed a price of 7,332 RM, 
solely for the furnace with the blower.!’! The previous day, Topf had sent the 
New Construction Office three copies of the operating instructions (Betriebsvor- 
schrift) of the double-muffle furnace! 72 and of the draft-enhancement device. ? 
The two documents reached Auschwitz on 26 September as shown by the regis- 
tration stamp of the New Construction Office. In keeping with bureaucratic reg- 
ulations, the New Construction Office then confirmed the order by registered 
mail! and Topf in turn confirmed this confirmation.!? The furnace parts, having 
a total weight of 3,548.5 kg, were shipped by Topf on 21 October.!”° 

During the month of October, the mortality among the detainees rose to 85 
deaths per day, and would hit 169!" the following month. The situation was dis- 
astrous. On 11 November, SS-Hauptsturmführer Karl Bischoff, who had taken 
over Schlachter's place as head of the Construction Office!/5 on Ist October, sent 
Topf a telegram in which he informed the company that the third furnace was 
“extremely urgent" (äußerst dringend) and asked when it would be installed.!? 
Two days later, Topf confirmed receipt of the cable and announced the arrival of 
their technician for the 19th.!? On 17 November, Topf cabled Auschwitz about 
the date of arrival of the technician Albert Mehr, IS) who, however, did not reach 
Auschwitz until 29 November because a number of difficulties had been encoun- 
tered. 

Topf's supplier, the firm Collmener Schamottewerke, had not been able to 
ship the refractory for the new furnace on account of an embargo of freight cars 
(Waggonsperre).!*? Bischoff sent this company a photocopy of the permit issued 
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by Transportkommandantur Oppeln for the shipment of the refractory materi- 
als,'#? but the company still was not allotted a freight car.'®* Technician Mehr 
stayed at Auschwitz from 27 November through 4 December, for a total of 56 
working hours and 14 hours of overtime.'®° As we know from a Topf letter dated 
9 December, he “had finished the foundations of the new incineration furnace, as 
well as repair work on the two coke-fired double-muffle incineration furnaces.” 

In this letter, Topf confirmed the order for “providing a technician” it had 
received from Bauleiter Schlachter, announced that the Plützsch company of 
Fichtenhainiken/Rositz had loaded a freight car of refractory, and stated:!*° 

“These materials were ordered by your local KL administration as spares for 
repair work. We can, however, temporarily make use of these materials — which 
suffice for the construction of a furnace — for the new furnace and kindly ask you 
to inform us in time to allow us to delegate a technician to the site for the erection 
of the furnace.” 

The freight car with the refractories of the Pliitzsch company left on 12 Decem- 
ber,!* but arrived at Auschwitz only оп 2 January 1942.55 Topf declared them- 
selves to be ready to delegate technician Koch to Auschwitz on 5 January 1942,189 
The Central Construction Office changed the date to 5 February, but on Ist Feb- 
ruary Koch's departure was postponed to a date yet to be determined.'” On the 
other hand, a Topf technician charged the Central Construction Office for 86 
hours of work on the crematorium, including travel and 12 hours of overtime: 
Who was this technician and what kind of work did he do? 

The existing documents, being incomplete, do not allow us to answer that 
question with certainty. Probably, Topf, pursuant to the Central Construction Of- 
fice request for “providing a technician" mentioned in the letter of 9 December 
1941, had once again sent their technician Mehr to Auschwitz for more repair 
work on the two furnaces of the crematorium, possibly making use of part of the 
two tons of insulating material which had arrived at Auschwitz on 15 December 
1941 on Topf's account.!?! It is also certain that a Topf technician worked in the 
crematorium in the latter half of January 1942, which makes an understanding of 
the events during that period even more difficult. 

On 9 January 1942, the head of the camp administration, ordered to do so by 
the camp commander, requested the following jobs for the crematorium to be 
carried out by the detainee workshop of the Central Construction Office: 92 
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“Make 2 flat bars 700 x 80 x 8 mm 

Repair 3 furnace doors 

Repair 2 grates 700 x 30 x 30” 
The flat bars (Flacheisen) were part of the anchoring system of the third furnace 
which was under construction at that time. The Ofentüren to be repaired could 
have been either the doors of the muffles through which the corpses were intro- 
duced (Einführungstüren) or the hearth gates (Feuerungstiiren); the latter are 
more probable because two hearth grates also needed to be fixed. The work was 
done during the week of 14 through 21 Јапџагу.! On 16 January the detainee 
workshop received the order to “cut threads on the furnace anchoring bolts" (für 
die Ofenverankerung)" and to “таКе a frame 50 by 50 according to instructions 
by technician (n. Angabe des Monteurs).” The job was executed between 22 and 
24 January.'?^ On 31 January, Maximilian Grabner, head of the Political Section, 
sent to the camp command the following request: 99 

"As an engineer of Topf and Sons is presently on the site for the construction 

of a furnace in this camp, it is requested to repair, on this occasion, furnace no. 2 

of the crematorium which is in need of repair work. " 

The Topf engineer in question was undoubtedly the technician mentioned in the 
16 January order to the detainee workshop and his presence may have rendered 
the arrival of Technician Koch superfluous. 

The repair work on the second furnace, requested by Grabner, was carried out 
on 4 February, as we can see from a handwritten note on his above-mentioned 
letter. II? On 10 February, the detainee workshop did further repair work on two 
hearth gates (“2 Türen für die Feuerung gangbar machen”) and fabricated 4 angle 
irons (Winkeleisen)'” which were part of the anchoring system of the third fur- 
nace. On 20 February, another freight car with refractory bricks and mortar 
shipped by Plützsch Co. on Topf's account arrived at Auschwitz,'?’ which means 
that the shipment from that company which had arrived on 3 January was proba- 
bly used for the repair work it was intended for. 

Construction work on the third furnace ended in late March. The work-in- 
progress report (Baufristenplan) for the month of February indicates the degree 
of completion for the enlargement (Erweiterung) of the crematorium to be 9094195 
and the March report states that work had been completed 100% by 31 March.'?? 
This date is confirmed as well by the report on construction of buildings dated 1st 
April 1942:209 

"Crematorium: degree of completion in %: 10096. Installed in existing bun- 
ker: Cost of construction according to cost estimate I of 31 October 1941: RM 
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52,000, cost estimate II of 31 October 1941: RM 30,000, so far approved by de- 
cree of 25 May 1940: RM 52,000. Ref.: II/E-901/Schr.Sa. Expenses up to 28 Feb- 
ruary 1942: RM 44,210.18." 
Finally, the third furnace appears in the "Inventory plan of building no. 47a, BW 
11. Crematorium” drawn on 10 April 1942 by Detainee No. 20033,??! the Polish 
engineer Stefan Swiszczowski who worked as a draftsman at the Central Con- 
struction Office.” 

Topf’s partial invoice (Teil-Rechnung) for the third furnace, made out on 16 
December and stamped by Bischoff on 22 December, amounted to 7,518.10 
Reichsmarks.?® On the basis of this invoice, the Central Construction Office, on 
7 January 1942, established a payment voucher for a progress payment of 3,650 
RM which was paid out on 27 January.“ Topf sent out a second partial invoice, 
likewise back-dated to 16 December 1941, which reached Auschwitz only on 22 
Мау 1942,20 however, showing a balance of 3,868.10 RM (the result of subtract- 
ing from the original cost-estimate the 3,650 RM already paid as a progress pay- 
ment by the SS administration. The final invoice (Schlussrechnung), again back- 
dated to 16 December 1941, which reached Auschwitz on 10 July 1942, shows a 
balance of 3,768.10 RM including a deduction of 82 RM concerning a rotatable 
platform (Drehscheibe) which had not been supplied.?° The payment voucher 
for the final payment (Schlussabrechnung), in this amount, was made out by the 
Central Construction Office on 17 July 1942 and payment was effected on 29 
July.” 

During the latter half of May, work on the exterior was carried out: the yard 
in front of the crematorium was fenced in and provided with two wooden gates, 
the old pavement was replaced.” 

After the installation of the third furnace, even more serious problems than 
before arose in the crematorium. On 13 May, the head of the camp administration 
requested the Central Construction Office to “repair the chimney and the motor 
shed (Motorenhaus)?” of the crematorium.”?!° The work was carried out on 14 
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22 RGVA, 502-1-256, p. 171. 

203 Topf, Teil-Rechnung Nr. 2363 dated 16 December 1941. RGVA, 502-2-23, p. 263-262a. Cf. Mat- 
togno 2005, Document 25, pp. 96f. 

24 Abschlagszahlung Nr. 1 für J.A Topf & Söhne in Erfurt dated 7 January 1942. RGVA, 502-2-23, pp. 
262-262a. Cf. Mattogno 2005, Document 26, pp. 98-100. 

205 Topf, Teil-Rechnung dated 16 December 1941. RGVA, 502-1-327, рр. 114-114a. 

2% Topf, Schlussrechnung dated 16 December 1941. RGVA, 502-1-23, pp. 261-261a (cf. Mattogno 

2005, Document 27, pp. 101f.); letter from Topf to Zentralbauleitung dated 7 July 1942. RGVA, 502- 

1-327, p. 104. The rotatable platform was later installed in the furnace hall of the crematorium where 

it still exists. 

Zentralbauleitung, Schlussabrechnung über Lieferung und Errichtung eines Einäscherungsofen der 

Firma J.A.Topf & Söhne, Erfurt, dated 17 July 1942. RGVA, 502-2-23, pp. 258-259a; cf.: Mattogno 

2005, Document 28, pp. 103-105. 

2% Zentralbauleitung, Auftrag Nr. 436, Arbeitskarte Nr. 20 for Tischlerei dated 13 Мау 1942: manufac- 
ture oftwo entrance gates (Einfahrttoren) 4 x 3.20 m, work done between 21 and 25 May. RGVA, 
502-2-1, p. 24. Description of the job: Tdtigkeitsbericht für den Monat Mai 1942, RGVA, 502-1-24, 
р.299, and Baubericht für Monat Mai 1942, RGVA, 502-1-24, p. 261. 

209 The small building next to the crematorium and the chimney which housed the motor of the draft en- 
hancer. 

29 Verwaltung KL Auschwitz. Bestellschein Nr. 451 dated 13 May 1942. APMO, BW11/5, p.3: “Den 
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and 15 May; the first item did not concern the chimney as such but the “Kamin- 
unterkanal” i.e. the flue-gas channel which linked the three furnaces to the chim- 
ney: 50 refractory bricks were replaced, using 50 kg of refractory mortar.?!! But 
this was only a skirmish. On 30 May, SS-Oberscharführer Josef Pollok, acting as 
the local building inspector, addressed to Bischoff the following report:?!? 

“On the chimney of the crematorium at KL Auschwitz, the chimney bracing? ™?! 
has loosened. This was caused by improper execution, as well as, partly, an over- 
heating of the chimney. The braces have not been made as a framework in ac- 
cordance with their purpose and are therefore useless. As the chimney already 
shows wide cracks which, though refilled on the outside, also extend into the 
brickwork in my opinion, there is the danger that the chimney may collapse under 
a strong wind. To avoid unforeseeable consequences, I ask the head of Central 
Construction Office to take immediate measures to eliminate this defect. For this 
purpose, it would be necessary to make sure that all braces are removed and re- 
placed by an appropriate framework in line with good trade practice.” 

On Ist June, Bischoff, in a letter to the camp command, endorsed Pollok’s report 
and, as head of the Central Construction Office and in his capacity as local rep- 
resentative of the building inspectorate (Baupolizei), prohibited the use of the 
chimney on the basis of Article 365 of the civil code, as long as repair work was 
not carried out completely. Bischoff also asked to forward a request for repair of 
the chimney to the Wirtschafts-Verwaltungshauptamt (WVHA).*\* Bischoff, 
sending a copy of his letter to the WVHA, added 217 

“The chimney has suffered from overheating on account of its continuous use 
(operation day and night).” 

The camp command no doubt informed the WVHA by cable, because on the fol- 
lowing day, SS-Brigadeführer Hans Kammler, head of Amtsgruppe С at WVHA 
gave the order for the reconstruction of the crematorium chimney.?! On 4 June, 
Kammler confirmed the order for the immediate reconstruction of the chimney 
and asked why he had not been informed in time.?! Bischoff replied that he had 
already sent the respective information to the WVHA and that he had started to 
undertake the rebuilding of the chimney as soon as he had received Kammler’s 
radio message.?!? 

In fact, the very next day, the Central Construction Office got in touch with 
the firm Robert Koehler at Myslowitz for the reconstruction of the chimney. 
Koehler explained that the new chimney should measure 25-30 m in height, for 
an internal diameter of 65-70 cm, but that a precise design required technical de- 
tails from Topf. The Political Section, however, wished that the new chimney not 


Kamin und das Motorenhaus des Krematoriums instandzusetzen.” 
21 Aufstellung der ausgeführten Bauarbeiten. 20 May 1942. APMO, BW 11/5, pp. 5-6, and Bericht über 
ausgeführte Arbeiten im Krematorium dated 1st June 1942. APMO, BW11/5, pp. 1-2. 
22 RGVA, 502-1-314, р. 12 and 502-1-312, р. 64. Cf. Document 176. 
The flat metal braces which enclosed the brickwork of the chimney. 
24 RGVA, 502-1-132, p. 62. 
25 RGVA, 502-1-272, p.256. 
216 Telegram from WVHA dated 2 June 1942 signed by SS-Obersturmbannführer Arthur Liebehenschel. 
RGVA, 502-1-312, p. 61. 
Radio message from Kammler received on 4 June 1942 by Standort-Funkstelle of Auschwitz. RGVA, 
502-1-312, p. 33 and 55. 
?5 RGVA, 502-1-272, p. 246. 
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be higher than 8-10 m and that it should be placed on the same center as the 
existing one.?!? 

The following day, Bischoff informed Topf that the chimney had to be rebuilt 
at a distance of 7 m from the old one and asked Topf to indicate height and cross- 
section.”?° On 6 June, Topf replied by telegram, indicating the dimensions іп 
question — a height of 15 m and a cross-section of 0.8 to 1.0 m? — and announced 
the mailing of a drawing.””! This drawing — по. D59463 — was delivered at Ausch- 
witz on 12 June. Meanwhile, the Central Construction Office had decided to 
move the new chimney by 10 m and asked Topf for the dimensions of the corre- 
sponding flue-gas channel (Rauchkanal)? A list dated 13 June shows that the 
materials required for the rebuilding of the chimney and the flue-gas channel 
came to 27 tons of refractory bricks of normal size and a Seger-cone index of 26- 
28, for temperatures up to 1,200 — 1,300?C, as well as 2.7 tons of refractory mor- 
tar, 25 tons of facing bricks and 100 bags of cement.?? 

On 16 June, Robert Koehler presented his proposal to the Central Construc- 
tion Office: for the construction of a chimney measuring 15 by 0.8 by 1.0 m he 
demanded 3,650 RM, for the installation ofthe 12 m flue-gas duct, 1,050 RM and 
for the demolition ofthe old chimney and removal of the rubble 860 Reichsmarks. 
The work required 24,210 bricks, 6 m? of slaked lime, 4,400 kg of cement, 20 n? 
of sand, 16 m? of gravel, 27 tons of normal refractory bricks 25 by 12 by 6.5 cm 
with a Seger-cone index of 28 — 29, 2,700 kg of refractory mortar, 70 iron steps, 
6 hand rails, one lightning rod, one access door for сіеапіпо,224 On 20 June, Rob- 
ert Koehler elaborated the structural design of the chimney? and the correspond- 
ing drawing." 6 

Two days later, the Central Construction Office gave Robert Koehler the of- 
ficial order (Auftragserteilung) for the rebuilding of the chimney on the basis of 
his offer of 16 June for a total amount of 5,560 ВМ, 227 but Koehler confirmed 
receipt only on 14 July.?? The contract, dated 7 July (Bischoff signed it the fol- 
lowing day) was divided into four sections: the contract as such which mentioned 
the total cost of 5,560 RM, the "Special contractual conditions" which specified 
the immediate start of the work and its completion within four weeks, as well as 
a two-year guarantee, the “Supplementary contractual obligations" drawn up by 
the Central Construction Office on 22 June and signed by Koehler on 14 July, 
and finally the "Assurances by the contractor concerning special obligations" 
signed by Koehler on 14 Јшу.22° 





29 Letter from Robert Koehler to Zentralbauleitung dated 5 June 1942. RGVA, 502-1-312, р. 48. 

?? Handwritten telegram from Zentralbauleitung to Topf dated 5 June 1942. RGVA, 502-1-312, p. 53. 
The typed text is contained in Topf's letter dated 6 June. RGVA, 502-1-312, p. 52. 

! RGVA, 502-1-312, p. 51. 

? Registered letter from Zentralbauleitung to Topf dated 12 June 1942. RGVA, 502-1-312, p. 50. 

Materialbedarf Schornstein (Krematorium Altbestand). RGVA, 502-1-318, p. 3 and 5. 

^ RGVA, 502-2-23, pp. 15-15a. 

5 RGVA, 502-1-316, pp. 44-462. Cf. Document 177. 

* “Schornstein von 15 m. Höhe für die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O/S.” 
RGVA, 502-2-23, p. 17. СЕ. Document 178. 

27 RGVA, 502-1-312, p. 49. 

2% Letter from Robert Koehler to Zentralbauleitung dated 14 July. RGVA, 502-2-23, p. 14. 

29 RGVA, 502-2-23, pp. 5-9. 
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The budget for the new chimney established by the Central Construction Of- 
fice on 3 July specified a cost item of 11,500 RM including the materials and 
work not furnished by Koehler.??? 

Various documents mention the work being carried out during the month of 
June. The Baufristenplan for this month states that the work on the chimney be- 
gan on 12 June on the basis of the order placed on 4 June, degree of progress was 
10% with completion scheduled for 10 August.??! The Baubericht informs us that 
the foundations of the new chimney had been cast and brickwork had started??? 
The Tätigkeitsbericht der Fahrbereitschaft (motor-pool log) shows 17 trips to the 
crematorium by truck for the transportation of the building material and wood.??? 

On 1st July, the Central Construction Office asked the detainee workshop to 
fabricate 37 step irons (Steigeisen) measuring 25 by 25 cm - to be set into the 
wall of the chimney to allow access to the top — as well as 6 guard rails and a 
double door for the soot pit.” The work-sheet was passed on to the detainee 
workshop the following day and the job was carried out between 2 and 6 July.?°° 
On 3 July, the Polish engineer Stefan Swiszczowski, Detainee No. D20033, made 
a new drawing of the crematorium — on the basis of his drawing no. 1241 of 4 
April, showing the positioning of the new chimney and the corresponding flue 
duct (Pressac 1993, Document 8 (outside of text); cf. my Document 207). 

This job was realized only in part, because the flue-gas duct, having a length 
of 12.20 m, shown on this drawing, was connected only to Furnaces 1 and 2, 
whereas for Furnace 3, a further, transverse, flue-gas duct was built, 7.375 m long, 
bringing the total length to 19.575 m as shown on the Koehler drawing of 11 
August 1942.76 On the same day, the Central Construction Office prepared an 
explanatory report (Erlduterungsbericht) for the construction of the chimney in 
which we can read: 

"On account of continual and excessive operation of the crematorium and the 
ensuing overheating of the chimney, the latter shows major cracks presenting the 
danger that the chimney might collapse. Repairing the old chimney is not possible. 
Therefore, by telex dated 2 June 1942, Head of Office Group C, SS-Brigadeführer 
and Major-General of Waffen-SS Dr.-Ing. Kammler gave the order for the re- 
newal of the chimney. " 

The report goes on to explain that the new chimney had a square cross-section of 
90 by 90 cm, and a flue-gas duct 12 m in length with a square cross-section of 70 





30 Kostenvoranschlag für die Errichtung eines neuen Schornsteines im Krematorium des Konzentrati- 


onslager Auschwitz O.S. RGVA, 502-1-312, pp. 35-36. 

21 Baufristenplan 1942. Berichtsmonat Juni. RGVA, 502-1-22, p. 27. 

22 Baubericht für den Monat Juni 1942. 502-1-24, p. 221. 

?3 Tätigkeitsbericht der Fahrbereitschaft der Zentralbauleitung der Waffen-SS und Polizei Auschwitz für 
den Monat Juni 1942. RGVA, 502-1-181, p. 283. 

?* Anforderung Nr. 6805 dated Ist July 1942. RGVA, 502-2-1, p. 65. 

235 Auftrag Nr. 1702 dated 2 July 1942. RGVA, 502-2-1, p. 63, and Arbeitskarte dated 3 July 1942, Auf- 
trag Nr. 1702, ibidem, p. 67. 

236 Robert Koehler, Rauchkanal für die Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz O.S. 
dated 11 August 1942. RGVA, 502-2-23, p. 18. Cf. Document 179. 
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by 70 cm and a refractory lining of 12 cm in thickness.?"! A list of materials com- 
piled by the Central Construction Office on 4 July shows the same items as those 
mentioned by Robert Koehler in his letter of 16 June 27 

In the meantime, the old chimney had not only not been dismantled but was 
being used intensively. In this matter, SS-Oberscharführer Pollok sent Bischoff 
another memo on 6 Јшу:23° 

"During the building safety inspection of the work on the crematorium it was 
found that the old chimney has developed more cracks, both horizontal and verti- 
cal, which must result in a collapse of the chimney. This is due to the fact that the 
chimney has continued to be used to excess, although Central Construction Office 
der Waffen-SS und Polizei had prohibited its use by letter of 4 June, Bfigb. 
8195/42/Po/Qu., addressed to the camp command. 

Task the Head of Central Construction Office to prohibit once again continued 
use of the chimney and to ensure that it is demolished immediately, because oth- 
erwise the consequences would be incalculable.” 

This time, Bischoff's order was obeyed: during the course of the month, the old 
chimney was demolished. Тһе Baubericht for that month states:?^? 

"BW 11 crematorium. Completion of the new chimney and dismantling of the 
damaged one including removal of the rubble. At present, laying of the new con- 
necting channel.” 

The Tätigkeitsbericht of SS-Unterscharführer Heinz Lubitz for July 1942 con- 
firms that the brickwork of the chimney had been completed (Schornsteinmauern 
fertiggestellt) and that the flue-gas channel had been dug and built (Kanal ausges- 
chachtet und gemauert).?^! 

For the very reason that the flue channel was still being worked on, the Bau- 
fristenplan for that month shows a work progress of 80 percent.?? During July, 
the trucks of the Central Construction Office made 15 trips to the crematorium 
for the transportation of building materials.?? 

On 24 July, Robert Koehler advised the Central Construction Office that there 
had been an error in his cost estimate for the demolition of the old chimney: con- 
struction of the new chimney would cost 2,790 rather than 3,650 Reichsmarks.?^ 
The new and corrected offer was sent by Koehler to the Central Construction 
Office on 14 August.?? Work ended in the first ten days of August and over the 
whole month there were only five trips to the crematorium by the trucks of the 


27 Erläuterungsbericht für die Errichtung eines neuen Schornsteines am Krematorium des Konzentrati- 


onslager Auschwitz O/S. RGVA, 502-1-312, p. 34. 

238 Materialbedarf für Schornsteinbau (Altbestand Krematorium). 7 Dec. 1942; RGVA, 502-1-318, p. 5. 
Cf. document 180. 

29 RGVA, 502-1-312, pp. 29 & 31. Cf. Document 181. 

240 Baubericht für Monat Juli 1942. RGVA, 502-1-24, p. 181. 

41 RGVA, 502-1-24, p. 16. 

?? Baufristenplan 1942. Berichtsmonat Juli. RGVA, 502-1-22, p. 35. 

243 Tätigkeitsbericht der Fahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 
für den Monat Juli 1942. RGVA, 502-1-181, p. 272. 

24 RGVA, 502-2-23, p. 13. 

25 RGVA, 502-2-23, pp. 11-12. 
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Central Construction Office.” The Tätigkeitsbericht for the month of August 
states:747 
“New smoke channels linked to the 3 pcs. double-muffle furnaces, covered by 

slab of reinforced concrete, lightning rod connected and handed over to political 

administration for operation. Work terminated except for finishing touches.” 
The Baufristenplan speaks of a degree of completion of 100% as of 10 August, ?*® 
but a memo of 7 December gives 8 August as the date of completion: between 12 
June and 8 August, 688 detainees had worked on the new chimney — for a total 
of 7,568 working hours — plus 123 civilian workers — for a total of 1,353 working 
hours (both groups worked 11 hours per day). The materials used had exceeded 
the estimates by very little: 25,000 bricks, 6 n? of white lime, 200 bags of cement, 
31 tons of refractory bricks, 3.7 tons of refractory mortar, 66 iron steps, 6 hand 
rails, plus 3 liters of oil, 10 liters of gasoline, 17 rolls of roofing felt and 50 liters 
of inert ой,249 

Four days after the work had come to an end, the new chimney was already 
damaged, because the three furnaces had been operated at full load without wait- 
ing for the brickwork to dry out. On 13 August, Bischoff, referring to his tele- 
phone conversation with SS-Hauptsturmführer Robert Mulka the day before, sent 
the following message to the camp command: 

"On the basis of the telephone conversation mentioned above, camp command 
was informed that due to a too rapid heating of the new chimney installation of 
the crematorium (all 3 furnaces are in operation) damage to the brickwork has 
already been observed. 

As the start-up of the 3 combustion furnaces took place at full load before the 
mortar of the chimney brickwork had dried out completely, any further responsi- 
bility [of this office] for the building must be rejected.” 

After all the exertion, the same situation as in June had come about. On 14 Au- 
gust, after a telephone conversation of SS-Unterscharführer Kirschnek and Rob- 
ert Koehler, the latter was called to Auschwitz by Bischoff. On 19 August, 
Kirschnek and Koehler inspected the damage to the new chimney.?°? Three days 
later, Koehler, having been asked to do so (wunschgemäss), sent to the Central 
Construction Office a new offer for the erection of another chimney, 15 m high, 
amounting to 3,100 RM, with an increase of 2,690 RM in case of employment of 
detainees at company expense; the building materials were offered at 4,195 
Reichsmarks. The offer also mentioned the erection of a cremation furnace, as 
per drawing 914 of the Central Construction Office, for the price of 12,690 


246 Tätigkeitsbericht der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz für den Monat August 
1942. RGVA, 502-1-181, p. 264. 

247 Tätigkeitsbericht des SS-Uscha. Kirschnek Bauführer Abt. Hochbau für Monat August 1942. RGVA, 
502-1-24, p. 197. 

?5 Baufristenplan 1942. Berichtsmonat August. RGVA, 502-1-22, p. 38. 

249 Handwritten note “Schornstein-Krematorium. BW 11" dated 7 December 1942. RGVA, 502-1-318, 
pp. 4-5. 

29 RGVA, 502-1-312, p. 27. Cf. Document 182. 

251 Letter from Zentralbauleitung to Robert Koehler dated 14 August 1942 (erroneously dated 13). 
RGVA, 502-1-312, p. 26. 

22 Aktenvermerk dated 21 August 1942. RGVA, 502-1-313, pp.159-160, and APMO, BW 30/27, pp. 
13f. 
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Reichsmarks. But a handwritten note on this letter, dated 26 August, states: 
“Kommt nicht zur Ausführung,” i.e. “will not be realized,””°* referring to the fur- 
nace. 

The camp administration had submitted to WVHA the construction request for 
the chimney as early as 18 August, but the head of Amt C VI of that office, SS- 
Standartenfiihrer Franz Eirenschmalz, made a mistake when he approved the 
amount of 11,500 RM, thinking that the approval referred to the chimney that had 
already been built, as one can see from special observations in his letter, which 
refer to a reconstruction order by Kammler of 2 July 1942,254 while this order was 
really dated 2 June. Actually, the 11,500 RM so approved concerned the cost 
estimate for the reconstruction of the chimney dated 3 July. 

It is not known with certainty whether the chimney was rebuilt, even though 
on 29 April 1943 Bischoff informed WVHA about the completion (Fertigstellung) 
of the crematorium chimney (and of the shed housing the pumps for the water 
supply to this plan 277 For reasons of chronology, this report could not easily 
have referred to a chimney built by Koehler nearly nine months earlier. Aside 
from the respective work, there is no trace in any document, and, moreover, the 
Bauausgabebuch (log of building expenses) for the crematorium, which covers 
the period of Ist April 1942 through 31 July 1943 has entries only for payments 
to Koehler in connection with the chimney built in July and August of 1942, viz. 
4,659.94 RM,?*6 the figure which appears also in Robert Koehler's invoice of 26 
August 1942257 as well as in his final invoice? and in the final settlement by the 
Central Construction Office dated 10 February 1943.2? 

This figure stems from Koehler's second offer, of 14 July 1942, but shows a 
price increase, because, as we have already stated, in addition to the flue-gas 
channel covered by the first offer, Koehler had built a further channel, changing 
the total channel length from 12 to 19.5260 meters. The respective addendum to 
the contract between the Central Construction Office and Koehler explains the 
details 26! 

After August 1942, the only reliable information known concerns the repair of an 
electric blower (Gebläse) 2% on Furnace 2 on 1st September 1942.29 

In January of 1943, a Schweizer Baracke*™ for the Political Department? 
was erected next to the crematorium, which suggests that the chimney had at last 
been repaired. 





23 RGVA, 502-1-313, p. 157. 

24 Letter from WVHA to Verwaltung des Konzentrationslager Auschwitz /O.S dated 31 August 1942. 
RGVA, 502-1-312, p. 23. 

25 RGVA, 502-1-312 p. 9 and 502-1-149, p. 336. 

25% Bauausgabebuch 11. Bauwerk 11- Krematorium. RGVA, 502-2-37, pp. 26-32. 

257 Robert Koehler, Rechnung dated 26 August 1942. RGVA, 502-1-312, р. 23. 

58 Robert Koehler, Schlussrechnung dated 22 December 1942. RGVA, 502-2-23, p. 4 

29 Zentralbauleitung, Schlussabrechnung dated 10 February 1943. RGVA, 502-2-23, p. 1-1a. 

260 More precisely 19.575 m as we can see from the two invoices from Koehler mentioned above. 

261 Nachtrag zur Vertragsurkunde dated 23 November 1942. RGVA, 502-2-23, p. 16. 

%2 For the blower (Druckluftanlage) of this furnace. 

28 RGVA, 502-1-153, р. 5. 

?* Wooden barrack measuring 28.20 by 6.20 meters. 

265 The respective Übergabeverhandlung is dated 8 February 1943. RGVA, 502-2-150, pp. 7-9; cf. Mat- 
togno 2005, Documents 13-15, pp. 76-78. 
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It is nearly certain that the crematorium ceased its operation on 17 July 1943, 
in accordance with the following letter written by Bischoff the previous day and 
addressed to the head of SS garrison administration (SS-Standortverwaltung), SS- 
Obersturmbannführer Möckel:?°6 

“This office informs you that the placement of the two barracks for the Politi- 
cal Department, the Schweizer Baracke in particular, was based on the condition 
that Crematorium I would cease its operation completely, as we were assured in 
the a.m. discussion with SS-Ustuf. Grabner. 

Now that work on the two barracks has almost been completed, we have found 
that the crematorium went into operation once again. 

The high flammability of these structures requires that the crematorium be 
taken out of service; any responsibility for ensuing damage by fire must be re- 

Jected [by this office]. ” 


6.2. The Furnaces of Crematoria II and III at Birkenau 


The problems concerning cremations became even more serious when con- 
struction of the Birkenau camp was launched on 15 October 1941. For the new 
camp, which was originally projected to take in 125,000 Soviet PoWs - its offi- 
cial designation Kriegsgefangenenlager (KGL or K.G.L.}® reflects this — the 
Construction Office had planned for a crematorium with five furnaces of three 
muffles each, plus an underground morgue (Leichenkeller) and refuse incinerator 
(Miillverbrennungsofen); but the installation was to be set up within KZ Ausch- 
witz (main camp) rather than in Birkenau;*® for the Birkenau KGL only a mor- 
tuary hall (Leichenhalle) was planned, as we can gather from the earliest known 
document (7 October 1941).* As opposed to this, the plan for the KGL dated 5 
January 1942 shows ten morgues and two cremation halls (Verbrennungshal- 
Іеп),2' each of which was to be provided with one triple-muffle furnace of a sim- 
plified design. 

A “Lay-out plan of the PoW camp at Auschwitz, Upper Silesia, plan no. 885,” 
drawn by SS-WVHA on 5 January 1942,27! checked (“geprüft”) by SS-Unter- 
sturmführer Dejaco on 5 January and approved (“genehmigt”) by Bischoff the 
following day, 6 January, does maintain in its abbreviations the indication 
“V...Verbrennungshalle,” but no longer shows the symbols representing these 
two installations; instead, we have a “Krematorium” measuring 55.50 by 12.0 m 
with the nearby location of a chimney 12.0 by 10.0 meters — the future Cremato- 


26 RGVA, 502-1-324, p. 1; cf. Document 183. 

As opposed to this, the official designation for the Auschwitz camp was Konzentrationslager (K.L.). 
Erläuterungsbericht zum Vorentwurf fiir den Neubau des Kriegsgefangenenlagers der Waffen-SS, 
Auschwitz O/S. RGVA, 502-1-233, p. 20. 

Lageplan des Kriegsgefangenenlagers-Auschwitz O.S dated 7 October 1941, in: Pressac 1989, p. 185. 
Lageplan des Kriegsgefangenenlagers Auschwitz Ober-Schlesien dated 6 January 1942, in: ibid., p. 
189; Lagerskizze des Vorhabens Kriegsgefangenenlager der Waffen-SS in Auschwitz. Einfriedigung 
(fence). RGVA, 502-1-235, p. 13; cf. Document 184. 

Lageplan des Kriegsgefangenenlagers Auschwitz — Ober-Schlesien, Plan Nr. 885, КСУА, 502-2-95, 
p. 7. 
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rium II (cf. Document 185). This means that the decision to move the new crem- 
atorium with its five triple-muffle furnaces from the main camp to the Birkenau 
KGL had already been taken in Berlin. 

According to the Topf estimate of 12 February, the two furnaces were priced 
at 14,212 RM, plus 440 RM for the chimney lining (cf. Document 228). On 27 
February, when SS-Oberfiihrer Kammler came to Auschwitz on an inspection 
tour, it was decided to move the new crematorium to Birkenau, and the order for 
the two triple-muffle furnaces originally to be installed there was cancelled. Topf, 
though, requested 1,769.36 RM as payment for the design work.?" In order to 
avoid paying out this sum for no useful purpose, the Central Construction Office, 
with the approval of the head of Amt C/III of WVHA, SS-Sturmbannführer Wirtz, 
decided to maintain the project and to use the furnaces in a different building?” 
Topf was informed of this decision on 8 April," but the company had already 
mailed the corresponding invoice to the Central Construction Office on 17 
March.?? As we will see, the two furnaces are mentioned for the last time in a 
file memo of the Central Construction Office dated 21 August 1942 (cf. Docu- 
ment 187), but it is not known whether they were ever set up. 

The KL Auschwitz construction program for the third year of the war, drawn 
up after Kammler's visit on 27 February, included the installation of a “cremato- 
rium in the PoW camp" (Krematorium im Kriegsgefangenenlager)”'° budgeted at 
403,000 RM, less than 2% of the total budget (24,254,300 RM).?’’ This cremato- 
rium was the one originally planned for the Stammlager. 

Work was entrusted to the Topf Company. On 11 October 1941 the Construc- 
tion Office cabled the Erfurt firm asking for Prüfer to be sent to the camp “for the 
new construction of a crematorium.””’® On the 14th Topf confirmed receipt of the 
telegram saying that Prüfer would arrive on the 21st at 9 o'clock, which was what 
һаррепеа.279 On 21 and 22 October, Prüfer, in fact, had meetings with Bauleiter 
Bischoff during which the latter gave a verbal order to Topf for: five triple-muffle 
furnaces with blower, two Topf draft-enhancing devices in suction for about 
10,000 m? per hour and a refuse incinerator. Delivery was to be three months and 
the foundations were to be poured within eight weeks. On the basis of the plans 
handed to Prüfer, Topf was furthermore to calculate the height and cross-section 
of the chimney.?*? Referring to these meetings, Topf, оп 31 October, asked the 


According to Bischoff's letter dated June 1943, the project referred to the construction of the chim- 

ney, cf. Chapter 6.2. 

23 Letter from Zentralbauleitung to head of Amt C/III at WVHA dated 30 March 1942. RGVA, 502-1- 
313, p. 174. 

24 Letter from SS-Sturmbannführer Wirtz to Topf dated 8 April 1942. RGVA, 502-1-313, p. 173. 

29 Letter from Zentralbauleitung to Amtsgruppe C II/I at WVHA dated 15 April 1942. RGVA, 502-1- 
313, p. 171. 

2% Letter from WVHA to Zentralbauleitung dated 2 March 1942. RGVA, 502-1-319, p. 211, and NO- 
4464. 

27 Letter from Zentralbauleitung to WVHA dated 17 March 1942. RGVA, 502-1-319, pp. 202-206. 

75 RGVA, 502-1-313, p. 179. 

29 Letter from Topf to SS-Neubauleitung dated 14 October 1941. RGVA, 502-1-313, p. 178. 

280 Letter from SS-Neubauleitung to Topf dated 22 October 1941. RGVA, 502-1-313, рр. 36f., and 

APMO, BW 30/34, p. 116; BW 30/27, p. 27. 
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Construction Office for a written confirmation (Bestätigungsschreiben) of Bis- 
choff's verbal order?! and announced the forthcoming dispatch of various docu- 
ments concerning the crematorium (cost estimates, drawings for the triple muffle 
furnace, for the foundations, for the chimney etc.). 


The first detailed description of the new crematorium is contained in a letter 


written by Topf on 4 November which is important enough to be quoted in its 


entirety: 


282 


283 


282 


"We thank you for the order concerning 

5 Topf triple-muffle incineration furnaces with blower 

2 coffin introduction devices with rail system for 5 furnaces 

3 Topf draft enhancers in suction 

1 Topf refuse incinerator. 

Flue gas section 

We accept this order on the basis of the cost estimate attached?! and its con- 
ditions, for a total price of 51,237 RM. 

We supply: 

а) For the 5 Topf triple-muffle cremation furnaces all refractories and insu- 
lating materials, fittings of cast and wrought iron, the blowers with drives and the 
cost of two builders for the supervision of the work. 

b) The 2 coffin introduction devices with their mobile carts, including distri- 
bution rails for the 5 cremation furnaces. 

c) The 3 Topf draft enhancers in suction including drives, and supply of a 
builder for installation of the devices 

d) For the refuse incinerator, all refractories and insulating materials, includ- 
ing the fittings of cast and wrought iron, and the cost of a builder for the supervi- 
sion of the work. e) For the flue gas ducts, all refractories and insulating materi- 
als, and the supply of a builder. 

To be supplied by the customer: 

For the furnaces and the flue, ducts all construction materials such as bricks, 
sand, lime and cement in the quantities to be derived from the cost estimate as 
well as all wrought iron anchor bars at no cost to us. 

You will, moreover, supply our builders with a sufficient number of assistants 
at no cost to us. 

Construction time of the plant as estimated by us must not exceed 8 weeks, 
because we have based the dispatch of our personnel on this period. If construc- 
tion time were to be extended, working hours furnished must be reimbursed at 
daily rates. 

In view of the fact that the cold season will not allow work on the furnaces to 
be carried in unheated surroundings, you will ensure the rapid construction of the 
furnace hall and its heating. 

Delivery: 

We shall do our best to ensure delivery of the furnaces within the 3 months 
requested by you. This assumes that no delay is encountered in the supply of the 
materials and that no further manpower is removed [for military or other duties]. 

















“l Letter from Topf to SS-Neubauleitung dated 31 October 1941. RGVA, 502-1-312, р. 103. 


Letter from Topf to SS-Neubauleitung dated 4 November 1941. RGVA, 502-1-313, pp. 81-83. Cf. 
Document 186. 
I have not found this document. 
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We shall require from you 6 freight bills with the necessary registrations and 
we ask you to let us have them as soon as possible. 

Kennziffer: 

We ask you to ensure that a Kennziffer for 17,600 kg be assigned to us as soon 
as possible. 

Drawings: 

You will receive shortly the drawings for the preparation of the foundations of 
the furnaces and for the manufacture of the anchor bars. 

We attach the drawing for the overall lay-out with the positioning of the fur- 
naces, the flue gas channels and the de-aeration section, as well as a drawing of 
the triple-muffle furnace. 

Design: 

We wish to underline that the furnace muffles are now larger than in the pre- 
vious furnaces. By this, we intend to achieve a higher efficiency.”°’ For the same 
reason, we have included 3 draft enhancers in suction instead of 2, also taking 
into account that frozen corpses will have to be incinerated as well, requiring 
more fuel and thus increasing the spent gas volume. 

We assure you of the supply of an installation in keeping with the state of the 
art, and of proper workmanship, and salute you, Heil Hitler.” 

Prüfer tried furthermore to make use of his increasingly influential situation at 
Auschwitz in order to obtain a special treatment for Ludwig Topf, one of the two 
co-directors of the firm, who was doing military service at the time as a Bausoldat 
in the 3rd construction reserve battalion (Bau-Ersatz-Bataillon) stationed in Thu- 
ringia — very probably in keeping with a request of the other co-director of the 
firm, Ernst Wolfgang Topf. On 12 November 1941, after a telephone conversa- 
tion with a Topf employee — Priifer, most certainly — Bauleiter Bischoff sent a 
letter to the Weimar Riistungskommando requesting a leave of three weeks for 
Ludwig Topf, wrongly described as a Topf project engineer (Sachbearbeiter) for 
the new crematorium construction work which was to begin on 18 November. In 
this letter, Bischoff gives some interesting explanations concerning the purpose 
of the new crematorium:?®> 

“The Topf & Söhne Co., combustion plants, of Erfurt has been ordered by this 
authority to build a cremation plant as quickly as possible, in view of the fact that 
concentration camp Auschwitz has been augmented by a PoW camp which is to 
take in some 120,000 Russians shortly. The construction of the incineration unit 
is most urgent, if epidemics and other risks are to be avoided.” 

It appears that the leave was not granted, because on 21 November, Priifer 
launched another attack by means of a letter to Bischoff, marked “strictly per- 
sonal.” Priifer, who was about to go to Auschwitz, wanted to take Ludwig Topf 
along and have him participate in the discussions in the role of a project engineer 
for the triple-muffle furnace.” For this reason, he asked Bischoff to send Topf a 
cable as follows: 


284 The term Leistung also indicates the performance. 

25 RGVA, 502-1-314, рр. 8-8a. 

286 Actually, the furnace with three muffles, just like the 8-muffle furnace, was designed by Prüfer. Let- 
ter from Kurt Prüfer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. APMO, BW 
30/46, p. 6. 

287 RGVA, 502-1-314, pp. 2f. 
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“Urgently requesting visit by Ludwig Topf 2-5 December for discussion new 
furnace construction.” 
Bischoff accepted and sent Topf a telegram with this text, undated,”** but surely 
transmitted on 25 November, the day on which Priifer’s letter was registered at 
Auschwitz. What happened after that is not known, as Ludwig Topf’s name no 
longer appears in the correspondence between the company and the Central Con- 
struction Office. 

The first drawing of the new crematorium was prepared by SS-Untersturm- 
führer Walter Dejaco on 24 October 1941.25? On 20 November 1941, HHB sent 
the Central Construction Office two sketches approved by the head of Amt II BH 
in which, however, the chimney with its two smokestacks was located in an un- 
suitable position. On 3 December, the Central Construction Office forwarded to 
the head of Amt П B a drawing showing the positioning of the crematorium, the 
chimney, the flue ducts and the draft enhancers, pursuant to Topf's layout. In 
particular, it was requested to approve the central location of the chimney as a 
means of avoiding overly long ducts.??! 

The parts of the five triple-muffle furnaces were sent by Topf in two separate 
shipments: the first freight car (no. 4.62703 B.M.B.) left on 16 April 1942 with a 
load of 11,149 kg and arrived at Auschwitz on the 18th (cf. Document 213); the 
second one, (no. 93413 Erfurt X), with a load of 4,948 kg, followed on 18 June 
and arrived on the 20th (cf. Document 214). On 8 May, Topf sent the Central 
Construction Office the drawing for the installation of the three draft enhancers 
(D59389) and the one for the refuse incinerator (D59434), which could be fed 
from either side.?? During May, Topf installed at Buchenwald the first of the two 
triple-muffle furnaces for the local crematorium; this furnace, which was of the 
same type as the 5 triple-muffle furnaces planned for Auschwitz, could however 
not be started up for lack of the blower (Gebläse) with its driver. 

Therefore, on 29 May, Topf asked the Auschwitz Central Construction Office 
to send this device to the Weimar-Buchenwald Central Construction Office by 
taking it from the Auschwitz parts, but Auschwitz refused: the blower was in- 
tended for the Auschwitz furnaces and would be required shortly. Topf was also 
told by Auschwitz that the construction of the crematorium was proceeding at 
“full гое. Work, in fact, had begun on 2 June??^ with the digging of the pit 
(Baugrube) for the foundations,??? which concluded in July.?? On 2 August, the 
Central Construction Office sent to the Huta company the crematorium drawings 


288 RGVA, 502-1-314, p. 5. 

The drawing includes the facade and the elevation of the crematorium. The two drawings have been 

published by Pressac 1993, his Document 9. 

?? RGVA, 502-1-313, p. 68. The two sketches have been published by Pressac 1993, Documents 10f.). 

21 RGVA, 502-1-312, p. 93. 

?? Letter from Topf to Zentralbauleitung dated 8 May 1942. RGVA, 502-1-312, pp. 65-68. 

293 Letter from Zentralbauleitung to Topf dated 5 June 1942, RGVA, 502-1-272, p. 499, and letter from 
Topf to Zentralbauleitung dated 6 June 1942, RGVA, 502-1-312, p. 52. 

294 The Baufristenplan dated 2 October 1943 erroneuously speaks of 2 July 1942. RGVA, 502-1-320, p. 
7, 

295 Zentralbauleitung, Baubericht für Monat Juni 1942. RGVA, 502-1-24, p. 224. 

2% Zentralbauleitung, Baubericht für Monat Juli 1942. RGVA, 502-1-24, p. 184. 
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no. 936, 1173, 1174, 934, 980, 933, 1311, 932, 1301 and 1341 for the structural 
design of the building.” 

By 14 August, the Kommando Krematorium was already 80 inmates ѕігопр 2% 
On Monday, 17 August, Topf cabled the Central Construction Office that Engi- 
neer Prüfer would arrive on Wednesday, 19, at 8 o'clock??? In fact, at 2 PM on 
19 August, Prüfer had a long meeting with SS-Untersturmführer Fritz Ertl in the 
offices of the Central Construction Office, possibly in the presence of Robert 
Koehler, which Ertl recorded in a detailed memo (Aktennotiz) on 21 August. The 
decisions taken at the meeting were as follows:?9? 

“1) Fitter Holik will arrive here from Buchenwald оп 26/27 August at the lat- 
est, Builder Koch in two weeks. Erection of the 5 pcs. triple-muffle furnaces at 
KGL will start immediately. The Koehler Co. of Myslowitz will undertake the lin- 
ing of the furnaces and the ducts as well as the erection of the chimney in accord- 
ance with the drawings and specifications of Topf & Söhne Co. 

2) Concerning the placement of 2 triple-muffle furnaces near the 'bathing fa- 
cilities for special actions 301 Eng. Prüfer suggested to take these furnaces from 
a consignment to Mogilev ready to be shipped; the | Auschwitz] section chief pres- 
ently at SS-Wirtschafts- und Verwaltungshauptamt in Berlin was notified of this 
immediately by telephone and was requested to take the necessary steps. 

3) Concerning the erection of a 2nd crematorium with 5 triple-muffle furnaces 
as well as aeration and de-aeration installations, results of the negotiations on 
assignment of materials, already under way with Reichssicherheitshauptamt 
(RSHA), must first be waited for. 

4) Topf & Sóhne Co. has by mistake sent to Auschwitz the parts of a double- 
muffle incineration furnace actually destined for Mauthausen. Eng. Prüfer sug- 
gests erecting this furnace here. The 2 introduction doors and the 2 ash-removal 
doors still missing can in the meantime be taken from the shipment of the 5 triple- 
muffle furnaces. 

5) The damages to the newly erected chimney for the existing crematorium [at 
the main camp] were inspected in the company of Herr Koehler and SS-Unter- 
scharführer Kirschnek and measures to be taken were discussed. — As the chimney 
lining expands under the great heat, it must be enabled to move freely at the top 
and must not be attached to the outer mantle. 

6) On Thursday, 20 August 1942, the building site of the 5 triple-muffle fur- 
nace [sic] at KGL was inspected in the presence of SS-Strm. [Sturmmann] Janisch 
and Herr Koehler, and the necessary measures were discussed. 

7) Eng. Prüfer requested a written order for the supply of the 2 pcs. triple- 
muffle furnace and the double-muffle incineration furnace, as well as to be in- 
formed soonest as to whether the furnaces of the Mogilev consignment can be 
diverted. 

8) For the supply of the fireclay and other materials still missing, Topf & 
Sóhne Co. must immediately be supplied with 10 freight bills. " 





97 RGVA, 502-1-313, p. 164. 

2% Letter from Zentralbauleitung to Kommandantur dated 14 August 1942. RGVA, 502-1-313, p. 162. 
29 RGVA, 502-1-272, p. 507. 

9? RGVA, 502-1-313, pp. 159f. Cf. Document 187. 
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In an effort to support his suggestions, Prüfer asked Topf to send 4 copies of 
drawing D59599 of the triple-muffle furnace, which went out on 20 August; 
however, as we shall see in the following section, the only suggestion accepted 
was the diversion to Auschwitz of two furnaces from the Mogilev consignment. 

On 24 August, Robert Koehler proposed to the Central Construction Office 
the construction of the flue ducts, having sections of 1.20 m x 0.80 m and 0.70 m 
X 0.60 m, respectively, on the basis of drawing no. 932 for the sum of 3,950 RM, 
as well as the installation of the triple-muffle furnaces (lining and flue duct) on 
the basis of drawing по. D59090, for a price of 2,100 RM per furnace.??? 

On 11 September, the Central Construction Office asked the firm Huta Hoch- 
und Tiefbau А.С. urgently to provide to Topf five bricklayers “for the erection of 
the combustion furnaces in the KGL crematorium."?'^ Work on the furnaces be- 
gan during that month; by October, one furnace had been finished with another 
under way," in November, two furnaces had been completed with another two 
under construction." Work, including the flue ducts and the chimney, was fin- 
ished in January of 1943.308 

Work on the chimney ended in October of 1942 with the installation of the 
lightning rods, as shown by an order given by the Central Construction Office to 
the electricians' section on 17 October for the following job on the [future] Crem- 
atorium II: “Fabricate and install a four-part lightning rod on the chimney of 
Crematorium I of KGL”; the work was done between 23 and 27 October.??? 

Construction of Crematorium III began on 14 September 1942?! with the nec- 
essary excavations (Schachtarbeiten);!! initially, on 23 September, 60 detainees 
were assigned to this job.?? Two days later, the Central Construction Office 
placed an order with Topf by telephone for 5 triple-muffle furnaces, 3 draft en- 
hancers in suction and the necessary refractories for the flue ducts of Cremato- 
rium Ш. As we can see from Topf's letter of confirmation, the corpse-introduc- 
tion system for these furnaces had been simplified: 

"Furthermore, for the new order, we have altered the coffin-introduction de- 
vice by providing each furnace with a wrought-iron stretcher for the placement of 
the corpses, and with the necessary rollers on the furnace. " 

This system obviously rendered the rail device superfluous.*!? On 5 October Topf 
sent the Central Construction Office drawing no. D59389 concerning the draft 
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to WVHA on 23 January 1943. RGVA, 502-1-31, p. 54. 

Zentralbauleitung, Arbeitskarte, Auftrag Nr. 2250/250 dated 17 October 1942. RGVA, 502-2-8, p. 8- 
8a. 

Zentralbauleitung, Baufristenplan dated 2 October 1943. RGVA, 502-1-320, p. 7. 
Zentralbauleitung, Baubericht für Monat September 1942. RGV A, 502-1-24, p. 138. 
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enhancers for Crematoria II and Ш.?!* On 6 October, Topf’s master bricklayer 
(Polier), Wilhelm Koch, who was working on the furnaces for Crematorium П, 
received permission from Bischoff to enter the Central Construction Office work- 
shops “to check on the fabrication of anchoring parts for the KGL cremato- 
rium, 

The detainee workshop (Häftlings-Schlosserei) had been assigned this job on 
8 September and worked on it with 22 detainees between 9 September and 11 
December 1942 for a total of 2,389 working hours, 24 of which were devoted to 
welding.?!ó 

On 26 October, the Central Construction Office informed Topf that Cremato- 
rium III would be built facing Crematorium П and would be its mirror image." 
On the same day, the Central Construction Office confirmed to Topf in writing 
its verbal order of 25 September on the basis of Topf's estimate of 30 September, 
viz. five furnaces of three muffles with five coffin-introduction stretchers 
(Sargeinführtragen) (а) 39,150 RM, three draft enhancers in suction @ 9,048 RM; 
the refractory materials for the flue ducts (4) 5,504 КМ; for a total of: 53,702 
Reichsmarks.?!* 

Topf, on 31 October, gave written confirmation of the order at the prices in- 
dicated.?? At the request of the Central Construction Office dated 22 October, 
Topf, on 28 October, sent to Auschwitz drawing по. D59394 “for furnace II and 
III of KGL.'??? During October the foundations of the chimney were poured and 
chimney construction was begun for Crematorium Ш;??! by the end of November, 
the chimney had reached a height of 9 meters.??? 

On 27 November, Prüfer inquired by telephone as to the urgency of the three 
items of the order dated 26 October and the corresponding erection work; the 
inquiry was confirmed in writing on 30 November. The Central Construction Of- 
fice replied that it intended to give priority to the de-aeration of the old cremato- 
rium at KL, and then to the installation of the draft enhancers of Crematorium 
П.223 In December of 1942 work was stopped for several days — a disinfestation 
and disinfection campaign had become imperative because the typhus epidemic 
which had broken out in early July was still ravaging the camp. The hand-over 
dates, under conditions of favorable weather, for the three most-advanced crem- 
atoria were: Crematorium II: 31 January 1942; Crematorium III: 31 March 1943; 
Crematorium IV: 28 February 1943.34 





214 Letter from Topf to Zentralbauleitung dated 5 October 1942. RGVA, 502-1-313. 
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216 Zentralbauleitung, Häftlings-Schlosserei. Arbeitskarte. Auftrag Nr. 1962, *Verankerungen für 5 Stück 

Muffelöfen It. beiliegender Zeichnung" dated 8 September 1942. RGVA, 502-2-8, pp. 37-37a. 
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26, p. 216. 
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On 22 December 1942 the Central Construction Office informed Topf that 
Himmler had declared the above dates to be inextensible for Crematoria II and 
Ш: the Erfurt company was asked to make the necessary efforts with respect to 
the deliveries and the erection work. A visit by Prüfer was suggested in order to 
check on the progress of the project.’ Тһе terms set by Himmler were delu- 
sional, as the degree of completion of the crematoria was still minimal at the end 
of December: Crematorium II: 60%; Crematorium III: 20%; Crematorium IV: 
15%; Crematorium V: 5%,326 

Realizing this, the Central Construction Office asked WVHA for an extension, 
which Kammler granted on the condition that the work be accelerated in spite of 
the difficulties encountered. He also requested to be informed weekly by telex of 
the degree of progress.**’ Bischoff applied Kammler's conditions to the letter and, 
as early as 20 November, gave a job order to the electricians’ section for “Con- 
struction lighting in Crematorium II, as well as aiming of searchlights for night 
work / sentry chan "77 

On 23 January the Central Construction Office placed an order with the Otto 
Schuler Co. of Beuel for 10 coal-hauling carts (10 Stück Kohletransportwagen) 
for Crematorium II, but the company was not in a position to supply them.*”? In 
January of 1943 (6 and 31 January) Central Construction Office trucks performed 
four trips to transport refractories and mortar to Birkenau for the Topf project.??? 
On 29 January Priifer inspected the worksites and wrote a report on the state of 
progress. The five triple-muffle furnaces of Crematorium II were being dried out 
(“werden 2. Zt. trockengeheizt") and start-up was scheduled for 15 February. 

On the subject of Crematorium III, Prüfer wrote:**! 

“The outer walls of the furnace building as well as the chimney have been 
completed. Work on the smoke ducts for the incineration furnaces will begin іп 8 
days. Installation of the 5 pcs. triple-muffle incineration furnaces could begin in 
about 5 weeks' time. Start-up for these incineration furnaces is possible on 17 
April 1943 at the earliest.” 

In his file memo (Aktennotiz) of the same day, SS-Untersturmführer Kirschnek, 
who had accompanied Priifer during the inspection tour, added that the ceiling of 
the furnace hall at Crematorium ITI was under construction and that the respective 
chimney would be ready in three days' Ome 277 To make sure that everything 
would run on schedule, the Central Construction Office asked Topf on 2 February 
that Prüfer be delegated to Auschwitz for three days of each week. The Erfurt 


325 Letter from Zentralbauleitung to Topf dated 22 December 1942. APMO, BW 30/27, p. 19. 
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327 Letter from WVHA to Zentralbauleitung dated 11 January 1943. RGVA, 502-1-313, p. 59. 

?* Zentralbauleitung, Arbeitskarte, Auftrag Nr. 98/291 dated 20 December 1942. RGVA, 502-2-8, рр. 1- 
la. 

?? Letter from Otto Schuler Co. to Zentralbauleitung dated 28 January 1943. RGVA, 502-1-313, pp. 51- 
51a. 

30 Tätigkeitsbericht der Fahrbereitschaft der Zentral-Bauleitung der Waffen-SS und Polizei Auschwitz 

O/S für den Monat Januar 1943. RGVA, 502-1-181, p. 221. 

Prüfbericht des Ing. Prüfer to Zentralbauleitung dated 29 January 1943. APMO, BW 30/34, p. 101. 

9? Aktenvermerk dated 29 January 1943. АРМО, BW 30/34, p.105. The document bears no signature, 
but the registration number (Bfigb.-Nr. 43/Ki/Lp) shows Kirschnek's abbreviation, “Lp” is the abbre- 
viation of civilian employee Lippert who worked at Bauleitung of K.G.L. “Bftgb.” signifies 
“Brieftagebuch” = daily journal of letters. 
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company gave its approval,’ but it is not certain that Prüfer returned before 15 
February. However, on account of various obstacles, partly caused by failures on 
Topf’s part, work proceeded slowly and start-up of Crematorium ІП was moved 
back to 10 April 1943.334 

At Crematorium II, the Central Construction Office placed an order with Topf 
on 10 February for a coal-loading device and an ash-removal device (Kohlenbes- 
chickungs- und Aschentransportvorrichtung)* as well as, the following day, for 
a refuse incinerator (Müll-Verbrennungsofen) for Crematorium ІП for a total of 
5,791 Reichsmarks.**° In an effort to render Topf more diligent, the Central Con- 
struction Office meanwhile turned to Kammler, explaining the problems encoun- 
tered with this company.**’ On 12 February Topf confirmed receipt of the cable 
from the Central Construction Office two days earlier, and announced Priifer’s 
arrival at Auschwitz on the 15th, for transmittal of the proposals concerning the 
coal-loading and the ash-removal devices.*** The visit probably did take place, 
because a Topf letter dated 26 February mentions a meeting (Unterredung) of 
Prüfer and the civilian employee Jährling on the subject of the disinfestation fur- 
naces (Entwesungs-Ofen) for BW 32 (Zentralsauna). As an attachment to this let- 
ter, Topf sent to the Central Construction Office, for filing, drawing no. D59090 
of the triple-muffle furnace.??? 

According to a report by Kirschnek dated 20 February 1943, Crematorium П 
went into operation on 20 February 1943,40 but it is likely that no cremations 
were carried out there before the beginning of March. At that time, in fact, the 
painters’ section of the Central Construction Office, which was covering Crema- 
torium II with whitewash,**' was given the job of painting black all metal parts 
of the cremation furnaces and of applying a coat of rust-proofing lacquer to all 
piping, i.e. very probably the air ducts of the furnaces. The job was completed on 
27 February??? 

Operation of the crematorium began in earnest in early March of 1943. On 2 
March, SS-Obersturmbannführer Arthur Liebehenschel, assistant head of Office 
Group D of WVHA, ordered KL Buchenwald to transfer immediately to Ausch- 
witz Kapo August Brück?” for work at the crematorium. (At that time August 





333 Letter from Topf to Zentralbauleitung dated 2 February 1943. RGVA, 502-1-313, p. 46. 

34 Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/34, p. 88. 

335 Letter from Zentralbauleitung to Topf dated 11 February 1943. APMO, BW 30/24, p. 87. 

336 Zentralbauleitung, letter to Topf dated 11 January 1943, Auftrag Nr. 149. APMO, BW 30/34, pp. 88f. 

Letter from Zentralbauleitung to Kammler dated 12 February 1943 concerning: ^" Auftretende 

Schwierigkeiten mit der Fa. Topf u. Sóhne" (difficulties arising with Topf & Sóhne). APMO, BW 

30/27, pp. 60f. 

38 Letter from Topf to Zentralbauleitung dated 12 February 1943. APMO, BW 30/27, p. 61 and BW 
30/34, p. 84. 

39 RGVA, 502-1-336, p. 67. 

34 Tätigkeitsbericht des SS-Ustuf. (Е) Kirschnek, - Bauleiter für das Schutzhaftlager und für landwirt- 
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Brück was Каро of the crematorium at Buchenwald.) Brück arrived at Auschwitz 
on 5 March 27 The day before, Каро Mieczysław Morawa, Каро of Crematorium 
I at Auschwitz, 217 had been transferred to Crematorium II to take on the function 
of Kapo. 

On 11 March, the Central Construction Office sent to the camp administration 
in triplicate the operating instructions for the triple-muffle furnace: two copies 
were to be posted in Crematorium II, a third one was filed.**° On 17 March Jähr- 
ling wrote a memo for the file on the subject “estimation of coke consumption at 
Crematorium II, KGL, based on data received from the Topf & Söhne Co. (build- 
ers of the furnaces) on 11 March 1943.”°*’ The estimate of the consumption of 
coke, however, refers to all four crematoria at Birkenau.?^* 

This file memo was the corrected version of a note penned by Jahrling on 12 
March — transmitted to Héss and Bischoff the same day — which, however, had 
contained two mistakes, one in the calculation of the consumption of Crematoria 
IV and V, the other in the sum total.?^ Ор 20 March, SS-Standortarzt at Ausch- 
witz, SS-Hauptsturmführer Eduard Wirths, addressed a letter to the camp com- 
mander on the subject of the detainee infirmary (Häftlings-Krankenbau, НКВ) at 
KGL in which he requested 1.а.:359 

"For the removal of the corpses from the HKB to the crematorium, 2 covered 
hand-carts must be provided, allowing the transportation of 50 corpses each.” 

At that time, on account of the enormous mortality among the detainees — more 
than 200 deaths per дау?! — the two crematoria already in operation (II and IV) 
were being used at full capacity, which immediately caused damage to the instal- 
lations. The first problems at Crematorium II were encountered even before the 
official hand-over transaction of the building was concluded with the camp com- 
mand (Übergabeverhandlung), which took place on 31 March:?? on 25 March 
Kirschnek had written a file memo on the subject of a meeting that had taken 
place at Auschwitz on 24 and 25 March between the Topf representatives Prüfer 
and Schultze and the Central Construction Office representatives, SS-Unter- 
sturmführer Kirschnek and, most probably, the civilian employee Lehmann.**? In 
this memo, Kirschnek noted with respect to Crematorium II i.a.: 

"As the three draft enhancers in suction have not proved to be useful in any 
way and have even suffered damage after the first usage at full load because of 
high temperatures, they will be dismantled at the expense of Topf & Sóhne Co. 
and removed by this company.” 


34 APMO, D-Aul-3a, p. 101. Czech 1989, p. 431. 

95 APMO, D-Mau-3a/16408. 

346 Letter from Zentralbauleitung to Verwaltung der Kommandantur K.L. Auschwitz dated 11 March 
1943. APMO, BW 30/34, p. 56. 
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348 Cf. Chapter 10. 

349 Aktenvermerk by Jährling dated 12 March 1943. APMO, 30/7/34, p. 68. 

5 RGVA, 502-1-261, p. 112. 

Sterbebücher von Auschwitz. K.G. Saur. Munich, New Providence, London, Paris 1995, vol. 1, p. 
237. Sterbebuch 10 for 1943, has 1,452 deaths between 18 and 24 March. 

352 Zentralbauleitung, Übergabeverhandlung for Bauwerk Nr. 30 K.G.L. Krematorium II to Komman- 
dantur (Unterkunftsverwaltung) des K.L. Auschwitz dated 31 March 1943. RGVA, 502-2-54, p. 77. 
The document was registered as *45629/43/Kir/Lm": “Lm” was the initials of civilian employee Leh- 
mann. 
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Central Construction Office intended to keep the three electrical motors of 15 hp 
each in case they were not damaged by the high temperatures and to replace the 
coffin-introduction carts (Sargeinführungswagen) by the more practical stretch- 
ers (Leichentragen). On the subject of Crematorium III, Kirschnek wrote:;??* 
“On account of the experience at Crematorium II, the draft enhancers pro- 

Jected and supplied will not be mounted, but will be taken over and stored by 

ZBL.” 

It is clear that the problems arose a few days earlier, because Schultze and Priifer 
would have had to be notified first and then travel from Erfurt to Auschwitz. The 
damage was due to the combined effect of two causes: in order to raise the capac- 
ity of the furnaces, the draft enhancers were run at full speed and this, together 
with a mistake in the design of the triple-muffle furnace,° led to a rise in the 
flue-gas velocity such that the combustion gases generated by the corpses in the 
central muffles left the furnaces in an uncombusted state, with combustion taking 
place essentially in the flue ducts, where it caused overheating. In this manner, 
the three draft enhancers, placed upstream of the chimney, suffered irreparable 
damage. Topf could not but assume responsibility. On 16 April they declared 
themselves ready to take back the three faulty draft enhancers, crediting the Cen- 
tral Construction Office with the sum of 3,705 RM;?6 the devices were disman- 
tled by the Topf technician Messing between 17 and 19 Man 27 

Thus, the Birkenau crematoria, just like those at Auschwitz after the replace- 
ment of the chimney, operated without forced-draft devices.’ Quite soon, how- 
ever, the Central Construction Office would discover that the damage caused by 
the March incidents was not limited to the draft enhancers: the refractory lining 
of the chimney was damaged and had partly collapsed, as had parts of the vaults 
(ganze Gewölbeteile) of the flue ducts.?™ Repair work was entrusted to the Koeh- 
ler Co. which had built both the chimney and the ducts whereas Topf had to re- 
design the damaged sections. The Erfurt company, though, possibly in an effort 
to avoid being once again blamed for the incidents, attempted from the beginning 
to stall matters. 

As early as April, when Prüfer visited Auschwitz, the Central Construction 
Office asked Topf for a new design of the refractory lining of the chimney.* As 
Topf was dragging its feet, the Central Construction Office began to bombard the 
company with urgent cables; the first one, sent by SS-Untersturmftihrer Kirsch- 
nek on 11 May, requested the immediate arrival of Priifer “with all drawings and 
calculations of ће chimneys.”*°! Kirschnek used the plural “chimneys,” because 





5 APMO, BW 30/25, р. 8. 

355 Cf. in this connection Chapter 10.10. 

356 Letter from Topf to Zentralbauleitung dateed 16 April 1943. APMO, BW 30/34, р. 36; Postkarte 
from Topf to Zentralbauleitung dated 16 April 1943. RGVA, 502-2-26, pp. 231-231a. 
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die 3 Stück Saugzuganlagen abmontiert." RGVA, 502-1-306, pp. 91-91a. 

3% Fragebogen, undated, but probably dating from June 1943: RGVA, 502-1-312, p. 7 (for Auschwitz), 
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meanwhile the two chimneys of Crematorium IV had run into the same problems, 
as we can see from the urgent telegram sent by Bischoff on 14 May: 297 

“Bring thermotechnical and structural calculations for chimneys of Cremato- 

ria II and IV. Presence of Chief Engineer Prüfer imperative immediately.” 

On the same day the civilian employee Rudolf Jährling called Topf on the tele- 
phone only to learn that Prüfer was away on a business trip to the Rhineland; he 
was assured that Prüfer would come to Auschwitz on the 174,26 but that did not 
happen. On 21 Мау Koehler sent the Central Construction Office a letter con- 
cerning repair work on the lining of the chimney at Crematorium II. Koehler had 
learned from Kirschnek that Priifer would not bring the new project before the 
middle of the following week. To gain time, he proposed to dismantle the remain- 
ing parts of the chimney lining so that two of his specialists could begin with the 
repair work as soon as the new project arrived. Before sending his men, he wanted 
to receive the order from the Central Construction Offee 28) which occurred on 
29 May. 

Prüfer actually did go to Auschwitz very briefly on 24 May, not to bring the 
new drawings for the chimney lining, but to request payment of some outstanding 
іпуоісеѕ.265 In the meantime, Topf sought to elude their responsibilities by claim- 
ing that they had not been given the order for the construction of the chimney, 
which had instead been placed with the Koehler Co., making Koehler the only 
party responsible.’ This was only partly true, however, because Koehler had 
built the chimney on the basis of Topf’s specifications, and Topf had also carried 
out the necessary calculations. Following Koehler’s advice, the Central Construc- 
tion Office embarked on the repair work. An undated sketch, certainly dating 
from that period, shows the damaged parts of the сһітпеу.297 

On 29 May Bischoff cabled Topf that the drawings promised by Priifer had 
not yet been received and requested their immediate dispatch, otherwise the work 
would have to be interrupted. The next day Bischoff reiterated his request in an- 
other urgent telegram and stated that the work would be interrupted that day “for 
lack of the drawing.” Topf explained that Koehler had mailed to them the original 
drawing and the structural calculations ten days earlier but had recalled them im- 
mediately; Topf thus had sent them back. On 29 May Koehler had asked Topf for 
the preparation of a new drawing and new structural calculations, but in order to 
do this, Topf required the former drawing and the former calculations, which 
meant that the new drawing could only be prepared once those documents were 
received.’‘® 

On 19 June Bischoff decided to clarify once and for all the responsibility for 
the chimney damage at Crematorium II. He sent Topf a letter in which he ex- 
pressed his point of view quite explicitly: the previous exchange of letters and 
telegrams had raised the suspicion that Topf wanted to bury the whole matter. 





26 Dringendes Telegramm from Bischoff dated 14 May 1943. APMO, BW 30/34, p. 41. 
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Already on the occasion of Prüfer's previous visit to Auschwitz in April, Central 
Construction Office had asked him for a new design of the chimney lining, be- 
cause the former one had turned out to be poor under practical conditions. The 
negotiations between Robert Koehler and Priifer had ended with the latter’s prom- 
ise that he would send the new design as soon as possible. 

“Herr Priifer knew that the former chimney installation was executed by the 
Koehler company exactly in accordance with the drawing provided by you (for 
the elaboration of the project, your company at the time charged 1,769.36 RM) 
and with the fireclay lining specified by you in your cost estimate dated 12.2.42, 
item II. In spite of this, your company asked Herr Koehler іп Myslowitz for a 
drawing and the structural calculations of the chimney, which you did receive in 
the end.” 

Instead of coming up with a new design, Topf continued to stall for unknown 
reasons. “Since the facility, which was still being needed most urgently, could 
not be used without the completion of the new chimney lining,” Bischoff asked 
Topf to keep its word and to send the new design to the Koehler Co. immedi- 
ately.?9? 

Finally, Topf sent the requested documents. On 19 July the Central Construc- 
tion Office informed Topf that "the subject work was nearly finished" and placed 
the responsibility squarely on the Erfurt company:?? 

"On the basis of the new drawings supplied by you one can see that your initial 
design of the chimney did not take into account the differences in the thermal 
expansion and the high temperatures to be expected and that this was taken into 
consideration only in your second design. The question of responsibility is thus 
unresolved until we receive respective instructions from our superiors in Berlin. 
We advise you furthermore that the very seriously affected heating channels (on 
various occasions complete sections of the vaults collapsed) will have to be re- 
paired and/or rebuilt shortly.” 

In their long reply to this letter, Topf reiterated that they had nothing to do with 
the construction of the chimney, for which they had specified merely the height 
and the cross-sectional area, and insinuated that Koehler Co. might have used 
bricks of poor quality and ordinary mortar instead of refractories and fireclay. 
Moreover, Topf knew nothing of the damage to the flue ducts:””' 

“Our supervisor Koch who returned from your site 3 weeks ago did not report 
any such damage, although he had once again checked everything before leaving. 
As the crematorium has been out of service for 6 weeks, we cannot explain who 
has caused the alleged collapse of the ducts. " 

On 10 September 1943 Prüfer visited the Central Construction Office to discuss 
with Bischoff and Kirschnek the liability for the chimney damage and the ex- 
penses involved. The following day, Robert Koehler was summoned as well. SS- 
Untersturmführer Kirschnek wrote a long account of the discussions on 13 Sep- 
tember,” which, however, was full of mistakes and was not approved by Bis- 
choff and had to be redrafted the day after. This document sets out the positions 
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of the three parties involved. The Central Construction Office asserted that the 
damage to the chimney was primarily due to mistakes in the design and to poor 
advice from Topf on the subject of the construction. 

In 1942 Prüfer had been the consultant for the entire installation and had de- 
clared to members of the Central Construction Office that the crematoria had to 
be built in accordance with the drawings provided by Topf. As far as the chimneys 
(of Crematoria II and III) were concerned, they had, on the one hand, been erected 
in accordance with the project of the chimney originally to be built at the 
Stammlager and, on the other hand, the dimensions and structural details had been 
taken from Topf drawings. The original drawings showed a refractory lining 12 
cm in thickness up to a height of 6 meters; above this level, there were ordinary 
bricks. The Central Construction Office insisted, moreover, on the correctness of 
the information concerning the partial breakdown of the flue ducts which Topf 
had put in doubt: these facts had been ascertained by the Ober-Kapo ofthe crem- 
atoria. 

“On this occasion — Kirschnek goes on to say — it was also observed that all 
dampers controlling the агаў! 3”?! had melted on account of their wrong installa- 
Поп; the problems were resolved on the basis of [our] own experience and cur- 
rently permit flawless operation.” 

Prüfer, for his part, brought in anew explanation which again blamed the Koehler 
Co.: the damage was due to the fact that, above 6 m, ordinary mortar instead of 
fireclay had been used and also because of mistakes in the construction of the 
chimney, but this was rejected by Robert Koehler who was questioned on this 
point the following day. The Central Construction Office could not but reproach 
Prüfer for giving a different reason on each of his visits to Auschwitz. 

“On his last visit but one he named, in the presence of the commander, the 
great stresses due to the firing of single furnaces - something not considered in 
the design — to have been the cause.” 

The Central Construction Office agreed with this explanation, all the more so as 
Topf’s new design for the chimney lining contained a number of open gaps, “so 
that the expansion of the brickwork relative to that of the lining can absorb pos- 
sible stresses caused by the firing of single furnaces.” 

Robert Koehler’s case rested on the overloading of the chimney. In the end, a 
compromise was reached which terminated the controversy for good: each of the 
parties involved — Topf, Robert Koehler, the Central Construction Office — would 
pay one third of the cost of the repair work, estimated to be 5,000 ВМ, but 
actually only amounting to 4,500 RM when the job was finished. Topf confirmed 
Prüfer's decision on 16 September, reluctantly accepting to pay its share.°’° On 
28 September the Central Construction Office reminded Robert Koehler of his 
obligation, and informed him that he would receive the corresponding invoice in 


373 He refers to the dampers controlling the flue gases. 
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a few days.’’° Topf was sent their own invoice — in the amount of 1,621.30 RM 
-а day Iater 27? 

Summarizing matters, the damage to the chimney and the flue ducts occurred 
in the latter half of March but was discovered only in the following топі," as 
the Central Construction Office requested Prüfer to send a new project for the 
chimney lining at that time. Work on the dismantling of the damaged refractory 
lining began a few days after the arrival of Robert Koehler’s letter of 21 May, 
probably оп 24 May, after Bischoff's telephone conversation with Prüfer; it 
stopped on Ist June, but it was not possible to carry out further repairs, because 
the new design of the chimney lining had not yet been received. This design pro- 
ject was addressed to Koehler Co. whose personnel were surely present at Ausch- 
witz on 29 May, and it is probable that Koehler took part in the dismantling job. 

In the Topf letter of 23 July it is said that Crematorium II had been out of 
service for six weeks, i.e. since 11 June, but any cremation activity surely ended 
earlier than that, because one cannot imagine any incinerations being carried out 
with workers present inside the chimney; hence, cremations must have stopped 
around 24 May. 

The crematorium was possibly used normally until the damage was discov- 
ered, but, keeping in mind the Central Construction Office’s experience with the 
main camp crematorium, it is difficult to believe that operation would have been 
at full load later on; in fact, between 24 and 30 April 1943 all windows of the 
furnace hall of Crematorium II as well as those of the adjoining rooms were being 
blackened.*” Repair work on the chimney lining began after 19 June — when 
Koehler had not yet received Prüfer's new design — and was essentially concluded 
on 17 July 1943, but it was still necessary to repair the flue ducts. Work probably 
ended only in late August, because on 30 August the Central Construction Office 
asked the materials store (Materialverwaltung) for the supply to Crematorium II 
of various lacquer products for use by Héfilings-Malerei.**° 

At the end of March 1943 work had hardly begun on Crematorium III.?5! Even 
though the Central Construction Office attempted to speed matters up — for Ist 
and 2nd May it asked the camp command that the Kommando Krematorium be 
increased to 250 detainees for urgent tasks??? — work dragged on well beyond the 
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target date of 10 April 1943. The hand-over transaction, in fact, bears the date of 
24 June 1943,3 and that is probably also the start-up date, because the lightning 
rods of the chimney were installed on 21 and 22 Јипе.? On 28 June, the Central 
Construction Office reported to WVHA the completion of Crematorium III. This 
letter begins with the following words (cf. document 248, 248a): 

"I announce completion of Crematorium Ш as of 26 June 1943." 

This 1s followed by the report of the "throughput" (Leistung) of the four ex- 
isting crematoria “for an operating time of 24 hours": 340 “persons” (Personen) 
for Crematorium II (six muffles), 1,440 “persons” for each of Crematoria II and 
III (fifteen muffles each), 768 “persons” for each of Crematoria IV and V (eight 
muffles each); for a total of 4,756 "persons." Concerning the data given in this 
letter — absolutely incredible from a technical point of view (coke consumption 
and duration ofthe cremation) — we refer the reader to Chapters 8-10, in particular 
to Chapter 9.6. 

On 20 August 1943 the Plützsch Co. sent to Auschwitz on Topf's orders a 
freight car with 3,750 normal refractory bricks, 400 conical refractory bricks and 
1,500 kg of fireclay mortar, but the Materialverwaltung (materials administra- 
tion) did not credit the shipment to Topf “because the work had not yet been 
finished." Consequently, the Central Construction Office, believing that they had 
paid for the materials out of their own pocket, sent Topf the corresponding in- 
voice in an amount of 887.95 Reichsmarks. Topf, on 7 December, suspecting a 
mistake, asked the Central Construction Office to check into the matter; on 16 
December the mistake was rectified.** 

The work referred to by the Materialverwaltung did not, however, concern 
the crematoria, but the two hot-air disinfestation chambers to be installed in the 
Zentralsauna. 

The first damage to the cremation furnaces themselves arose at the end of 
October of 1943. On 27 October, the Central Construction Office ordered the 
metal working shop at DAW?®° to repair 20 ash-removal doors. Work was finished 
оп 27 January 194425? 

On 22 November, the garrison administration asked the Central Construction 
Office for the "installation of heating stoves in the crematoria constructed, as well 
as erection of a roof over the refuse pit near Crematorium П,7388 A month later, 
SS-Untersturmführer Josef Janisch, Bauleiter at KGL, replied that “Ше stoves 
needed in the detainee housing area of Crematorium II have been installed,?*? 
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which suggests at least the imminent transfer of the detainees working at Crema- 
torium II into the lodgings arranged for them in the attic of the building. 

On 30 January 1944 the Central Construction Office sent Topfa telegram ask- 
ing Prüfer and Builder Koch to come to Auschwitz immediately to repair the 
walls of the hot-air chambers of the disinfestation plant set up at Zentralsauna. 
Topf accepted,’ but on 2 February 1944, the Central Construction Office re- 
quested the camp commander SS-Obersturmbannführer Liebehenschel, to issue 
а camp-access permit for the two men, giving the following reason:??! 

"Senior Engineer Prüfer and Herr Holick have been called here by this au- 
thority to inspect and/or repair the damage detected at the large disinfestation 
unit of KGL and at the crematoria.” 

Damage to the disinfestation furnaces was less serious than had been feared: only 
the joints between the heating channels and the brickwork had opened up, and 
Holick would close them up with Monolite mortar,’” a refractory material. Dam- 
age to the crematoria furnaces was more serious. On 22 February, the garrison 
administration ordered the Central Construction Office to supply 20 sacks of 
Monolite, 200 refractory bricks and 200 refractory wedge bricks for “imminent 
repairs on the сгета/огіа, 7393 

On 13 April 1944, the Central Construction Office ordered Schlosserei of 
DAW to repair 20 furnace doors and 10 scrapers at Crematoria П and III. The job 
was completed оп 17 October 1944.°”* In early May damage to the brickwork 
was noticed, certainly in the flue ducts or the chimneys, because on 9 May the 
Bauleiter of KL ІП (Birkenau) asked the camp command for a “permit for entry 
to Crematoria I-IV” to be made out to Koehler Co., because the firm had been 
ordered to execute “urgent repairs on [the] crematoria.””” 

At the end of the month more damage struck the furnaces. On 31 May the 
crematoria administration at Birkenau ordered DAW to repair two muffle doors 
and five closures,*”° plus other minor jobs. The repair work was done between 20 
June and 20 July and cost 46.90 RM (Czech 1989, p. 789). A later order, dated 7 
June 1944, concerned “required repairs on Crematoria 1-4 between 8 June and 20 
July 1944." The job ended оп 6 September 1944.3?” 

Operation of Crematoria II and ІП ceased in early December of 1944: On Ist 
December, a women’s detail was set up for the demolition of Crematorium Ш 
(Czech 1989, p. 939); on the 8th, the head of the Central Construction Office, SS- 





3% Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, pp. 88-88a. 

? Letter from Zentralbauleitung all’ SS-Obersturmbannführer Liebehenschel dated 2 February 1944. 
RGVA 502-1-345, p. 50. 

92 Letter from Topf to Zentralbauleitung dated 9 February 1944. RGVA, 502-1-336, p. 88a. 

33 Letter from SS-Standortverwaltung to Zentralbauleitung dated 24 February 1944. RGVA, 502-1-313, 
p. 13. 

9" APMO, Hoss trial, Dpr.-Hd/11a, р. 96. 

?5 Letter from Bauleiter des Lagers Піо Kommandantur des K.L.II Birkenau dated 9 May 1944. RGVA, 

502-1-83, p. 377. 

The closures of the ash chambers or of the hearths or of the loading ports of the gasifiers. 
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Obersturmführer Jothann, asked Abteilung Ша (assignment of detainees) to as- 
sign immediately 100 detainees for demolition work “near crematorium camp 
П),98 undoubtedly meaning Crematorium II. 

On 20 December 1941 Topf sent to Auschwitz a preliminary invoice, dated 
18 December, in accordance with its cost estimate of 4 November, of which only 
the first page has come down to us: the five triple-muffle furnaces cost 6,378 RM 
each, the coffin-introduction devices 1,780 RM, the complete flue ducts 4,045 
RM, and the three draft enhancers 3,016 RM each.??? These amounts are in agree- 
ment with those appearing in Topf’s invoice no. 69 of 27 January 19434°° and in 
the final invoice bearing the same date.*°! Besides the items mentioned above, 
these invoices also comprise three draft enhancers for a total amount of 9,048 
RM, the materials for the flue ducts at 4,045 RM, and finally a refuse incinerator 
at an amount of 4,474 Reichsmarks. 

The total cost thus came to 51,237 Reichsmarks. From this figure, 3,705 RM 
were deducted as reimbursement of the three draft enhancers taken back by Topf 
after they had been damaged. The remaining 47,532 RM were paid by Kasse der 
Bauinspektion der Waffen-SS und Polizei Reich- "Ost" in two advance install- 
ments of 25,000 RM on 13 February 1942 and of 15,000 RM on 17 September, 
and a final amount of 7,532 RM on 22 November 1943.92 

The total cost for Crematorium III was 53,702 RM: 39,150 for the five triple- 
muffle furnaces (costing 7,830 RM each), 9,048 RM for the three draft enhancers 
mentioned in the invoice in accordance with the cost estimate of 30 September 
1942, actually supplied by Topf but never installed by the Central Construction 
Office, 5,504 RM for the supervision of the construction work of the flue ducts. 
Payment was by a payment on account of 27,000 RM on 4 December 1942, a 
second such payment of 5,500 RM on 8 December 1942 and a final payment of 
21,202 RM on 22 November 1943.44 


6.3. The Furnaces of Crematoria IV and V at Birkenau 


On 4 December 1941, ННВ іп Berlin ordered from Topf “4 pcs. Topf double- 
4-muffle incineration furnaces," i.e. four furnaces with eight muffles for Mogi- 
lev* in Russia, where PoW Transit Camp no. 185 was located. Topf confirmed 
receipt of the order on 9 December, but on 30 December Mogilev received only 





3% RGVA, 502-1-67, P. 227. 

9? RGVA, 502-1-327, p. 46. 
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naces at Crematorium II. RGVA, 502-2-26, pp. 230-230a. Cf. Document 215. 

Zentralbauleitung, Schlussabrechnung über Errichtung von 5 Stück Dreimuffel-Einäscherungsöfen, 
BW 30, 11 November 1943. RGVA, 502-2-26, pp. 226-228. Cf. Document 188. 

Topf, Rechnung Nr. 728 dated 27 Мау 1943 concerning the construction of five triple-muffle fur- 
naces at Crematorium III. RGVA, 502-1-327, pp. 190-190a. Topf, Schluss-Rechnung Nr. 728 dated 
27 May 1943 concerning the construction of five triple-muffle furnaces at Crematorium III. 
RGVA,502-2-26, pp. 215-215a. Cf. Document 216. 
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one half ofa furnace, i.e. 4 muffles; as we will see, two furnaces would be set up 
at Auschwitz while one and a half furnaces were temporarily held in Topf s ware- 
house. "ip 

Accepting the suggestion made by Prüfer when he visited Auschwitz on 19 
August 1942, WVHA decided on 26 August to send to Auschwitz two of the fur- 
naces on order. The Central Construction Office went to work immediately. A 
telegram went out to Topf the same day requesting the drawing of the building 
for the 8-muffle furnace (the future Crematorium IV), because construction work 
was to begin immediately.*°’ For 31 August Topf provided the builder Holick,*” 
who also brought with him the necessary plans (060125).4% 

For the 8-muffle furnace, Topf had designed two chimneys, each 16 m high 
with an internal cross-sectional area of 0.80 m x 0.80 m and refractory lining up 
to a height of six meters. As these furnaces had originally been destined for Mo- 
gilev, where coke supply was difficult, they were equipped with hearths for wood, 
which Topf, for the furnaces going to Auschwitz, adapted for use with coke by 
means of inclined and horizontal grates: two gasifiers were equipped with hori- 
zontal grates only; the other two had inclined hearth bars changed to horizontal 
grates. In view of the extremely short service life expected for the inclined hearth 
bars, Topf recommended to the Central Construction Office to order spare coke 
hearth bars. Furthermore, because of transportation problems, the Mogilev fur- 
naces had been designed without insulation, but Topf was ready to furnish insu- 
lating material to the Central Construction Office on request.“ On 1st Septem- 
ber, the Central Construction Office sent Topf 20 freight bills for the shipment of 
the furnaces and the refractory material.^!? 

On 4 September, Topf sent the Central Construction Office the drawing of the 
furnace foundations (D59555) and the drawing of the anchoring system 
(D60129),^!! plus a list of the individual anchor bars 2 which would be fabri- 
cated locally by the detainee workshop for the Central Construction Office.*!? On 
7 September, the furnace drawing itself (D60132) was ready. In the letter of trans- 
mittal, Topf explained to the Central Construction Office that one gasifier had 
been allocated to each pair of muffles; the furnace thus had eight muffles and four 
gasifiers, which were positioned in the central part of the furnace; two pairs of 
muffles would be given a common chimney having the dimensions previously 
indicated in Topf's letter dated 31 August 1942. Topf also announced the arrival 
of Builder Wilhelm Koch within a week.*!* 

The following day, Topf dispatched a freight car containing the metal parts of 
the two furnaces with a total weight of 12,186 kg, which arrived at Auschwitz on 
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the 11th.*'5 In accordance with Topf's offer of 2 September concerning the 
changes in the type of fuel and the corresponding modifications, the Central Con- 
struction Office ordered on 15 September four wrought-iron covers for the 
hearths with frames, jackscrews and refractory lining, as well as 2,500 insulating 
bricks and 600 kg of rock wool for the furnace insulation, plus the replacement 
bars for the hearths of the gasifiers, at a total price of 3,258 Reichsmarks.^'^ As 
the two furnaces had altogether eight gasifiers, there were eight covers and not 
four, as Topf was quick to rectify.*!’ However, the respective invoice paid on 2 
February 1944 still spoke of four covers — probably for reasons of accounting.^!* 
On 26 October, referring to the WVHA letter addressed to Topf on 26 August, the 
Central Construction Office transmitted to the Erfurt company the post-dated 
confirmation of the order for two furnaces with eight muffles as per drawing 
D60125 and for the technical modifications resulting from the change of the fuel 
type.^? The next day, the Central Construction Office sent Topf a telegram in- 
quiring on the cost of an 8-muffle furnace designed for Mogilev, with anchoring 
and hearths for wood firing. Topf replied the same day by telegram quoting a 
price of 13,800 RM for the furnace.” Believing that the Central Construction 
Office wanted to order another wood-fired 8-muffle furnace, Topf sent out a quo- 
tation for such a device on 29 October. The error was soon corrected, though: the 
Central Construction Office only wanted a cost estimate for a furnace of the Mo- 
gilev job for purely administrative reasons. Topf took this into account, and at- 
tached to their explanatory letter?! a quotation for an 8-muffle furnace without 
anchoring (because the anchoring parts would come from the detainee workshop 
at Auschwitz) and with wood-fired gasifiers (because the modification of the fuel 
system was covered by a different contract).*?” The Central Construction Office 
transmitted the quotation to the WVHA for approval of the order H? 

Other misunderstandings arose later with respect to payment for the two 8- 
muffle furnaces. On 5 April 1943, Topf drew up the respective invoice for a total 
of 27,632.30 RM (27,600 RM for the furnaces plus 32.30 RM for transporta- 
tion).** On 2 June, the head of Gruppe C/Bauwesen of Higher SS- and Police 
Leader Central Russia notified the Construction Inspectorate of the Waffen-SS 
and Police East Germany (Bauinspektion der Waffen-SS und Polizei Reich-Ost), 
to which the Central Construction Office was attached, that the Construction In- 
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spectorate Central Russia had already paid 42,600 RM for the four furnaces orig- 
inally ordered for Mogilev. When the Central Construction Office learned 
about this, it not only felt that Topf's invoice of 5 April 1943 was unfounded, but 
also that the Erfurt company had received (42,600 — 27,632.30 =) 14,967.70 RM 
more than it should have. Furthermore, the SS did not see why the invoice of 5 
April 1943 amounted to 27,600 RM (plus 32.30 RM for shipment) or 13,800 RM 
per furnace, whereas the cost estimate of 16 November 1942 spoke only of 12,972 
RM for one furnace.*”° 

Topf replied that Reichsführer-SS had ordered four 8-muffle furnaces for a 
total price of 55,200 RM on 4 December 1941; moreover, as the SS had requested 
various modifications in the design of the 8-muffle furnace, Topf had applied a 
price increase of 6% or 828 RM, thus yielding a final cost of 13,800 Reichs- 
marks.*”’ Of the four furnaces ordered, one half of one furnace (four muffles) had 
gone to Mogilev, two were at Auschwitz, and the remaining furnace and a half 
was still being held in the Topf warehouse at the disposal of Reichsführer-SS.^* 

At Auschwitz the matter was definitely clarified by civilian Employee Jähr- 
ling, who made two hand-written entries on the letter from the Construction In- 
spectorate Central Russia, dated 2 June 1943, which the Central Construction Of- 
fice had received. The first entry dates from 31 January, the second from 21 Feb- 
ruary 1944; Jáhrling summarizes the questions of payment from the administra- 
tive point of view: the SS had ordered four 8-muffle furnaces for a total price of 
55,200 RM; the Construction Inspectorate Central Russia had already paid Topf 
on account 42,600 RM, to which the SS garrison administration Auschwitz had 
added another 10,000 RM on account, 29 which meant that Topf was still entitled 
to 2,600 BM 

For all intents and purposes, the remaining furnace and a half, still held by 
Topf, was the property of Reichsführer-SS; Jährling’s computation was therefore 
correct, and Topf received only what it was still owed. The Construction Inspec- 
torate Central Russia was late to be informed, because on 11 August 1944 this 
office once again asked The Central Construction Office whether the 42,600 RM 
already paid to Topf would be deducted from the final payment.?! 

In line with Topf's letter of 7 July 1943, the remaining furnace and a half were 
taken over by WVHA. On 16 August, the SS-Wirtschafter (business manager) at 
Higher SS- and Police Leader (Höherer SS- und Polizeiführer) of the Government 
General sent a note to the Central Construction Offices at Heidelager, Cracow, 
Lemberg, Lublin and Warsaw, as well as to the New Construction Office at Ra- 
dom, explaining that Amt СІП held “a cremation furnace and a half = 12 muffles" 
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and asked to be informed by Ist September whether the above offices had any 
use for it.4° 

We know of a reply by the Bauleiter of Trawniki, a subcamp of Lublin (Maj- 
danek) who, on 2 September, wrote to the Central Construction Office of the main 
camp — which had sent him a copy of the note of the SS business manager — the 
following letter: ^? 

"No crematorium exists at this camp. Many protests have been raised against 
this situation. Construction of a crematorium would, however, be an urgent ne- 
cessity. Of course, should the furnace and half available at Amt C III be taken 
into consideration for Trawniki, this would have to be decided there [by the Lu- 
blin Central Construction Office]. " 

I found no evidence that this request was followed up. 

Little is known about the construction and the operation of the two 8-muffle 
furnaces of Crematoria IV and V. Construction of Crematorium IV began offi- 
cially on 9 October 1942,*** but Huta Co. had already embarked on preparatory 
work on 23 September.*? The installation was handed over to the camp admin- 
istration on 19 March 1943.36 Construction of Crematorium V began on 20 No- 
vember 1942;?" hand-over to the camp administration occurred on 4 April 
1943.95 

After a few weeks of operation, the furnace at Crematorium IV began to show 
cracks, as the Central Construction Office informed Topf on 3 April; Topf agreed 
to carry out the repairs free of charge, as the guarantee period of two months had 
not yet expired.?? Damage was undoubtedly more serious, however, because in 
the telegram of 14 May 1943 mentioned above the Central Construction Office 
urgently requested Topf to make thermal and structural calculations for the chim- 
neys at Crematorium IV as well. 

More repair work on Crematorium IV was carried out between 1 and 7 June 
1944 (30 doors and/or closures of the furnaces)," ^ and between 7 June and 4 July 
1944 repair work was carried out on all four crematoria.**" Crematorium IV was 
rendered unserviceable in the so-called revolt of Sonderkommando on 7 October 
1944; the service personnel (down to 53 men from 169) were only withdrawn on 
the 10th,**! however. On that date the manpower at Crematorium V was also 
brought down, from 156 to 66 detainees.^! On 16 January 1945 Crematorium V 
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was still in service with a workforce of 30 detainees.^? 
camp SS guards just before the arrival of the Soviets.^? 


It was blown up by the 


7. Structure and Operation of the Topf Cremation 
Furnaces at Auschwitz-Birkenau 


7.1. Тһе Coke-Fired Double-muffle Cremation Furnace 
Auschwitz Type 


Topf Co. built four furnaces of this type, three of which were set up in Crem- 
atorium I or old crematorium at Auschwitz, with a fourth one built in the Mau- 
thausen crematorium. 

The Mauthausen furnace was ordered from Topf on 16 October 1941, but the 
New Construction Office of KL Mauthausen hesitated for a long time before in- 
stalling it. The parts of the furnace were shipped to Mauthausen between 6 Feb- 
ruary 1942 and 12 January 1943, but only at the end of 1944 was it decided to 
erect it. A letter from Topf dated 20 December 1944 tells us that preparations 
were going on in the crematorium concerning the foundations of the furnace and 
the flue duct; Topf was waiting for this work to be finished before sending one of 
its builders.4° On 3 January 1945 Topf announced the arrival of the technician, 
Chief Engineer Schulze, scheduled for 9 January.“° The furnace was therefore 
built in January/February of 1945, which explains the fact that it has been pre- 
served rather well. This furnace has remained practically intact and can be exam- 
ined in situ. 

As opposed to this, the two coke-fired Topf double-muffle cremation furnaces 
which are presently shown in Crematorium I at Auschwitz were rebuilt by the 
Poles after the war in a rather makeshift way, with original parts taken from the 
furnaces dismantled by the SS in 1944. It is therefore useless to carry out any 
investigation of these reconstructions in an effort to understand the structure or 
the operation of this type of furnace. Our technical description will hence be 
based on the Mauthausen furnace. It will be illustrated by 35 photos of our own 
and will take into account the available documents concerning the furnaces at 
Auschwitz and Mauthausen which were of the same type. In fact, a letter from 
Topf to Mauthausen says in this гевресі:47 

"We wish to underline that KL Auschwitz in Upper Silesia has just ordered 
from us a second coke-fired double-muffle furnace of the same design as intended 
for you. " 


42 ML Birkenau, Arbeitseinsatz für den 16. Januar 1945. RGVA, 502-1-67, p. 17a. 
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tional Archives, Washington, GX 12337, exp. 145. 

Letter from SS-Bauleitung of KL Gusen to Topf dated 24 October 1942; letter from Topf to SS-Bau- 
leitung of KL Gusen dated 16 January 1943. ВАК, NS4 Ma/54. 

Letter from Topf to SS-Bauleitung of KL Mauthausen dated 20 December 1944, ibid. 

Letter from Topf to SS-Bauleitung of KL Mauthausen dated 3 January 1945, ibid. 

Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 23 November 1940, ibid. 
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Furthermore, the “order slip” sent by the Mauthausen New Construction Office 
to Topf on 16 October 1941 refers explicitly to a “double-muffle furnace, Ausch- 
witz type."^^* Finally, the Topf letter dated 1st November 1940 had as an attach- 
ment the Topf drawing no. D57253 (Document 202), which is exactly the design 
used for the first double-muffle furnace set up at the Auschwitz crematorium. 
Another attachment to the letter was drawing no. D58173, which we have studied 
in the preceding chapter (Document 163).2# We will show, first of all, the Topf 
cost estimate for KL Auschwitz dated 13 November 1940 (Document 193), which 
is practically identical with the one for Mauthausen dated 6 January 1941 (Doc- 


ument 164):550 
“Quotation 
Our reference: D/Prf. 
For Offer no. 40/999 
Reichsführer SS, Company model no. 123 
Head of German Police, Date: 13.11.40 


Hauptamt Haushalt und Bauten 
New Construction Office KL Auschwitz, 
Auschwitz /Upper Silesia 


Subject: 1 coke-fired Topf double-muffle furnace with blower 
Prepared by head engineer Prüfer! 
Ref.: Prf/Hes. 


# |Description -= S 
coke-fired Topf double-muffle furnace with blower 
including the following services and parts 
The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our specifica- 
tions, at no cost to us. 
Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 
The necessary refractory materials consisting of normal and 
wedge-shaped bricks, Monolite packing and the correspond- 
ing mortar. 
For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor- 
tar. 
Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts. 
coke-fired Topf double-muffle furnace with blower 
including the following services and parts 
The foundations of the furnace and of the flue duct must be 
provided by the customer in accordance with our indications, 
at no cost to us. 





^5 Letter from SS-Neubauleitung of KL Mauthausen to Topf dated 16 October 1941, ibid. 

49 Letter from Topf to SS-Neubauleitung of KL Mauthausen dated 1st November 1940. ibid. 

^3? Topf Kosten-Anschlag dated 13 November 1940 for SS-Neubauleitung at Auschwitz concerning the 
second Topf coke-fired double-muffle furnace of Crematorium I. RGVA, 502-1-327, pp. 168-172. 
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Bricks, sand, lime and cement of the outer brickwork. The 
best bricks will be selected for the facing of the furnace. 

The necessary refractory materials consisting of normal and 
wedge-shaped bricks, monolite tamping mass and the corre- 
sponding mortar. 

For the insulation of the furnace, bricks of diatomaceous 
earth, rock wool and the necessary diatomaceous-earth mor- 
tar. 

Wrought-iron anchoring bars, with T, U and angled sections, 
tightening rods, bolts and nuts. 

Cast- and wrought-iron fittings such as: 

Cast-iron introduction doors with cast-iron frames. The 
doors will have monolite cladding on the inside. 

Cast-iron closures for the air channels. 

Cast-iron ash-extraction doors. 

Cast iron loading doors for the gasifiers. 

Wrought-iron ash receptacles. 

Wrought-iron frames for the flue-duct dampers, lined with 
Monolite, including pulleys, cables and counterweights, the 
necessary stokers. 

Cast-iron hearth covers. 

Horizontal grates. 

Blower device consisting of a blower with its 3-phase directly 
coupled 1.5 hp motor and the necessary piping. 


Installation of the furnace 

Presence of a builder for the construction of the furnace, in- 

cluding travel expenses, daily rates as well as social security 
contributions. 

Corpse-introduction system, wrought iron, consisting of a 

mobile wrought iron cart with the necessary rails. 

Free delivery to Auschwitz/Upper Silesia 

Price of the furnace: RM 7,753 


Weight for Kennziffer: 2,600 kg of iron. 





During construction, our builder must be supplied with two 
assistants at no cost to us.” 





Beside the offer dated 6 January 1941, we have three more estimates for the coke- 
fired double-muffle furnace sent by Topf to Mauthausen, dated Ist November 
1940, 30 April and 31st October 1941 (documents 194-196) which differ only in 
the price and the weight ofthe metal parts. 

Document 197, translated here, lists the elements ofthe second cremation fur- 
nace for KL Auschwitz, shipped by Topf on 17 January 1941:5! 





^! Bill of lading from Topf to the SS-Neubauleitung at Auschwitz dated 17 January 1941 concerning 
parts for the secondo coke-fired Topf duble muffle furnace for Crematorium I. RGVA, 502-1-327, pp. 
201-203. 
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# | Packing Description 
Type Pieces 
Parts for double-muffle furnace 
22293| 6 | loose 6 U-bars NP 12, each 1,950 mm long 
4 Е 4 I-bars NP 12, each 1,950 mm long 
2 Ы 2 Angle bars 50/5, each 2,780 тт long 
2 “ 2 Dto. each 2,400 mm long 
4 “ 4 Dto. each 1,070 mm long 
4 i 4 Dto. 80/8, each 1,070 mm long 
4 Ы 4 Dto., 40/4, each 1,232 тт long 
4 i 4 Dto., 60/6, each 800 тт long 
2 " 2 Flat bars 100/10 mm with 4 rollers 
2 “ 2 Introduction doors 600/600 mm clear 
space 
2 i 2 Hearth doors 280/350 тт 
14 С 14 Anchoring bolts 219 mm 
2 S 2 Hearth doors 280/350 тт 
2 fe 2 Angle bars 80/8, length each 1,650 тт 
4 “ 1 T-bars, 80/80, length 1,650 тт 
1 Е 1 Flat Бағ 50/8, length 2,500 тт 
ір. 2, cont’d.] also 
2 “ 2 Flue-gas dampers 350/600 тт 
2 “ 2 Housing for latter 
6 “ 6 Air-channel closures 108/128 тт 
2 “ 2 Ash receptacles 350/320 тт 
2 2 Stokers, length circa 3,000 тт 
30 Ы 30 Square bars 40/40 each 630 mm long 2,036| 2,036 
34 j 34 Dto., each 740 mm long 
1 ‘ 1 Tubing 120/124 тт 
1 Ы 1 Boiling tube 82/89 Z length 1,560 тт 
1 Е 1 Dto. length 1,660 тт 
2 Е 2 Loading-shaft closures 
10 = 10 Rails 50/50/5 with anchors 
1| box (?) 2 Asbestos panels 5 mm thick 10.5 14 
13 |paper bags | rock wool 500 
2 ч Monolite 
1 |cloth bag | Monolite | 117 117 
22515|10| loose 10 Fireclay bricks, 560 тт long 460| 460 
22469| 1 И 1 Blower 120/300 with electric motor SO 90 90 
37/2, 5,5 hp 
1 Бох 4 Lag bolts 3/8 x 150 тт 0.5 81 
1 3-way switch, star type 4 
22293 4 Fireclay bricks for fire door 48 
I Metal cable 210 mm, length10 т 3.5 
4 Grommet thimbles, 8 blocking devices 4,8 
Various bolts апа spacers 8 
Subtotal 3,181 
box 8 Lag bolts 3/4” length 250 тт 5 
4 Lag bolts 3/8” length 100 тт 0.5 
98265 4 Cable rollers 150/125 Ø 6.5 
20809| 1 box 1 Complete engraving device 12 
Total weight 3,193 
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The second furnace included, moreover, a case of custom-shaped refractory 
bricks (305 by 250 by 60 mm, net weight 16.5 kg) which Topf shipped on 20 
December 1940,452 50 bags of mortar mixture shipped a day later’? as well as 
two cement counter-weights with eyelet holes which went out on 21 January 
1942,454 similar to those shown in Photo 172 which were used to manipulate the 
dampers of the flue duct. 

The cost estimate of the third furnace, dated 25 September 1941 (Document 
198) is practically the same as the one dated 13 November 1940 concerning the 
second furnace; the only differences are the price (7,332 instead of 7,753 RM), 
the weight of the metal parts (2,870 instead of 2,100 kg) and the mention of a 
rotatable platform (Drehscheibe). 

The bill of lading of 21 October 1941 (Document 199), translated here, refers 
also to the third furnace:*°° 


























ID | # | Packing | No. of Description [Weight] 
Type Pieces 
41/1980/1 Parts for TOPF coke-fired double-muffle 
incineration furnace 
23131| 2| loose 2 Angle bars 90/9, length 2,000 mm 62 62 
4 “ 4 “ 80/8, length 1,235 тт 47 47 
2 = 2 Introduction doors 600/600 mm 425 425 
4 à 4 Angle bars 50/5, length 1,235 mm 19 19 
Л e 2 Hearth doors 280/350 тт 90 90 
1 Е 1 Angle bar 50/5, length 2,330 тт 8.5 8.5 
б “ 6 Air-channel closures 108/126 тт 50 50 
4 ч 2 Angle bars 60/6, length 1,945 mm riveted| 2431 24.5 
13 à 13  |Anchoring rods £2 16 тт 55 55 
4 = 4 I-bars NP 12, length 2,000 mm 90 90 
6 Е б Angle bars 50/5, length 824 тт 18 18 
2 e 2 Angle bars 90/9, length 2,000 тт 56 56 
2 Е 2 Angle bars 50/5, length 1,130 тт 8 8 
1 “ 1 Flat bars 70/10, length 2,520 тт 13 13 
2 = 2 Angle bars 80/8, length 1,600 mm 30 30 
2 2 Dto. 30.5| 30.5 
4 4 Dto. 50/5, length 1,235 mm 19.5} 19.5 
2 “ 2 Hearth doors 280/350 тт 90 90 
1 “ 1 Flat bars 70/10, length 2,520 тт 13 13 
4 “ 4 Flat bars 80/8, actual length 790 тт 19 19 
2 = 2 Loading-shaft closures 270/340 mm 126| 126 
clear space 
Subtotal 1,294 
2 “ 2 Flat bars 70/10, length 770 тт 8 8 
2 se 2 Flat bar holders with 2 cable rollers 27. 27. 
2 Е 2 Frame for flue-channel dampers 19 19 
2 “ 2 Housings for flue-channel dampers 34 34 
2 à 2 counterweights 2240 тт 72 72 











^2 RGVA, 502-1-327, p. 205. 

53 RGVA, 502-1-327. 

44 RGVA, 502-1-327, p. 200. 

55 Topf Versandanzeige dated 21 October 1941 to SS-Neubauleitung at Auschwitz. RGVA, 502-1-312, 
pp. 104f. 
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2 ii 2 Ash receptacles 12 12 
2 i 2 Stokers 12 12 
30 * 30 Square bars 40/40, length 630 mm 255) 255 
4 " 4 Square bars 40/40, length 740 mm 37 37 
3 “ 3 Sheet metal tubing 2120 mm 46 46 
10 di 10 Fireclay grate blocks K 6 length 650 тт| 440| 440 
23133 10 " 10 Rails for introduction cart 83 83 
1 “ 1 Mobile cart 100| 100 
1 di 1 Introduction cart with discharge device | 3031 303 
6 i 6 counterweights 300/190/210 mm 264| 264 
23238 | 1 “ 1 Blower 120/300 with 3-phase 1.5 hp mo-| 50 50 
tor 
27410 |10 “ 10 Fireclay grate blocks К ба, length 650| 440| 440 
тт 
23131| 1 = 1 I-bar NP 12, length 2,000 mm 22.5| 22.5 
23131} 1 case 2 Company name plates 0.1 0.1 
10 Lin. meters of cable (210 тт with grom- 3 
met thimbles and blocking device 
Various bolts 16 
3,548.5 























The final invoice (Schluss-Rechnung) for the third furnace (Document 200) not 
only listed the parts supplied by Topf to the Central Construction Office, but also 
showed the progress payments made by the office of Bauinspektion der Waffen- 
SS und Polizei Reich "Ost" and the credit granted by the company on 13 July 
1942. In accordance with normal practice, the invoice has the date of the preced- 
ing partial invoice (Teil-Rechnung), dated 16 December 1941, but was itself es- 
tablished in early June of 1942:456 





# Object 





concerning: 

Supply and erection of a Topf coke-fired double-muffle incin- 
eration furnace without foundations or smoke channel, viz: 
Supply of bricks and mortar materials for the brick mantle, 
the necessary fireclay materials, monolite tamping mass, 
bricks of diatomaceous earth, diatomaceous mortar and slag 
wool for the insulation of the furnace, wrought-iron anchor- 
ing, cast- and wrought-iron doors, as well as compressed-air 
unit consisting of compressed air blower with 3-phase motor 
and the necessary piping. 

Delegation of a builder including his travel expenses, daily 
rates and social-security contributions for the construction of 
the furnace. 

Supply of wrought-iron corpse-introduction device consisting 
of coffin introduction cart, shoving cart, rails and rotary 
plate. 





456 Topf Schluss-Rechnung of July 1942 backdated to 16 December 1941 concerning the third Topf 
coke-fired double-muffle furnace for Crematorium I at Auschwitz. RGVA, 502-2-23, pp. 261-261a. 
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In other respects in accordance with our cost estimate of 25 





September 1941 and our order confirmation of 25 September 7,332 
1941. 
Cost of transportation for the steel parts loaded at Erfurt as 
per freight bill of 21 October 1941 186.10 
7,518.10 
— payment on account of 31 January 1942 3,650.-- 
3,868.10 
— credit for rotatable platform not supplied 82.-- 
3,786.10 


Our order no. 41 01980 

Our invoice no. 2363 

То: Reichsführer-SS 

and head of German police 
Hauptamt Haushalt und Bauten 
KL Auschwitz, Upper Silesia. 











The elements of the Mauthausen furnace are likewise listed in the Topf bill of 
lading of 12 January 1943 (Document 201, not translated) which we shall discuss 
later. 

The design of the coke-fired double-muffle furnace is shown in Topf drawing 
D57253, dated 10 June 1940, which refers to the first furnace set up in the Ausch- 
witz crematorium (Document 202). The description which follows is based on 
this drawing and on the examination ofthe Mauthausen furnace, as well as on the 
documents concerning the double-muffle cremation furnace, Auschwitz type, 
presented in this chapter. The numbers in parentheses refer to Documents 202 a 
toe. 

The furnace (photo 51) is enclosed in a solid outer brick structure by means 
of a number of anchoring bars (Verankerungs-Eisen) consisting of bars having a 
T-section (no. 1) a U-section (no. la) and an angled section (no. 1b; 7-, U- und 
Winkeleisen), anchoring rods (Anker), bolts and nuts. 

The dimensions of the Mauthausen furnace are practically identical to those 
shown in drawing D57253, which correspond to the dimensions of the anchor 
bars, as shown in the following table: 





Mauthausen furnace | Drawing D57253 | Anchor bars 

Height 1,860 mm 1,850 mm 1,950 mm 
Width 2,520 mm 2,500 mm 2,500 mm 
Length (w/o gasifiers) 2,800 mm 2,780 mm 2,780 mm 
Length (with gasifiers) 3,430 mm 3,380 mm 

Surface area (w/o gasifiers) 25 m? 

Surface area of gasifiers 7m? 

Surface area, total 32m? 











The furnace is equipped with two incineration chambers (Einäscherungskammer) 
or muffles (no. 2; Photos 52-56), each of which has the following dimensions: 
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Height: 700 mm 
Width: 700 mm 
Length: 2,000 mm 
Surface area (w/o grate): 4.5 m? 
Volume (including ash chamber): 1.4 m? 


The lateral walls ofthe muffles possess four rectangular openings (photos 52-54) 
linked to two air-supply channels (Luftkandle; Photo 57) which run through the 
sidewalls of the furnace parallel to the muffles and open up as two air-intake vents 
(Lufteintritte) closed by two movable cast-iron doors (Zuftkanalverschlüsse), 108 
by 128 mm in size, next to the corpse-introduction doors of the muffles (Photos 
58f.). These channels allow feeding secondary combustion air to the muffles. 

At the apex of the vaults of both muffles, in line with the longitudinal axis, we 
have the openings of four tubes (Photos 60f.) connected to the blower ducts 
(Druckluftleitung) coming from the blower itself (Druckluftgebläse). The func- 
tion of this device is to feed combustion air to the muffle, especially if a coffin is 
used. 

The two inner sidewalls of the muffles have three rectangular openings (no. 
3; Photos 62-65) some 210 mm x 270 mm in size. The thickness of the refractory 
brickwork is 260 mm. These openings are to ensure the heat exchange between 
the two muffles. 

At the front (Photos 66), the muffles are closed by two cast iron corpse intro- 
duction doors (Einführtüren or Einführungstüren) 600 mm x 600 mm, opening 
to the outside. These doors are lined on the inside with refractory (Photo 67). In 
the center of the lower portion of the doors there is an air-feed hole closed on the 
outside of the door by means of a cast-iron lid of standard type, which, however, 
has in its center a round inspection hatch (Schauluke), 45 mm in diameter (Photos 
67f.). At the rear the muffles are closed by the refractory brickwork (Photo 65). 

The floor of the muffle was constituted by a horizontal grate made of fireclay 
(Schamotterost, no. 5) consisting of five transverse fireclay bars (Schamot- 
teroststeine; no. 6; Photos 52-54) on which the corpse would be placed. 

Underneath each grate, there was an inclined and V-shaped ash floor 
(Aschenschräge; по. 7) which ended in a narrower (340 mm) combustion cham- 
ber (no. 8; Photo 72) where the post-combustion (Nachverbrennung) of the 
corpse parts which had dropped through the grate took place. The front portion 
of the post-combustion chamber acted as an ash receptacle (Aschenraum; Photos 
69-71). The embers was extracted by means of dedicated scrapers (Kratzer) 
through the cast iron ash removal ports (Ascheentnahmetüren; по. 9), 280 mm х 
350 mm in size, positioned at the front of the furnace below the doors of the 
muffles (Photos 69-71). On the sidewalls of the two post-combustion chambers, 
towards the front of the furnace, were two rectangular outlets (no. 10) through 
which the discharge gases passed on into the two lateral flue-gas ducts 
(Rauchkanále; no. 11) below ground. In the Mauthausen furnace, the ash cham- 
bers of the two muffles were linked by a large opening in the central wall (Photo 
72), whereas at Auschwitz the combustion chambers were separate. 
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The flue-gas ducts have a cross-section of 350 mm х 600 mm and each one 
could be closed by a damper set into the duct (Rauchkanalschieber; no. 12), made 
of refractory material and measuring 350 mm x 600 mm as well, running verti- 
cally in a wrought-iron frame (Rauchkanalschieberrahmen) and operated by 
means of a cable (Drahtseil) and rollers (Seilrollen). The rollers were welded to 
an anchoring bar which appears on Photos 100f. 

Before reaching the chimney (Schornstein; no. 13a), the two flue ducts come 
together in a single duct which can be closed by means of the main damper of the 
flue duct (Hauptkanalschieber; no. 13) which operates like the secondary damp- 
ers. 

On each of the sidewalls of the furnace we have an air-entry port (Lufteintritt) 
closed by means of a cast-iron cover of normal type, which can be raised (Photos 
73f.); these openings are linked to two air channels each which let out as two 
small rectangular openings on the external sidewalls of the post-combustion 
chambers (Photo 72) and are used to feed combustion air into these chambers. On 
the left side of the furnace one can see a portion of the compressed-air conduit 
(Druckluftleitung; no. 14; Photos 754.) which was originally connected to the 
blower (Druckluftanlage; no. 15) located below, at the point where the floor has 
no tiles. 

The rear wall of the furnace sports a service pit (Schacht; no. 16; Photo 77) 
whose dimensions are 2,610 mm (width) x 1,540 mm (length) x 950 mm (height). 
It has four steps (no. 16a) and allows access to the two gasifiers, housed in a brick 
structure (no. 17; Photos 75, 77f.), measuring 2,520 mm (width) x 630 mm 
(length) x 1,430 mm (height). The corresponding dimensions of drawing D57253 
are 2,500 mm x 600 mm x 1,400 mm, respectively. 

On the inclined floor of this brick structure there are the two closures (Gener- 
atorfülltüren; no. 18; Photos 77f.) of the gasifiers' loading shafts (Genera- 
torscháchte; no. 18a; Photo 79). These shafts open into the generators themselves. 

The generators (Generatoren) are shaft-like chambers, closed below by the 
horizontal grates (Planroste; no. 20) of the hearths, the grates are constituted by 
eight square bars (Vierkanteisen) measuring 40 mm x 40 mm x 630 mm and four 
support bars (Auflager-Eisen) having the same section but a length of 740 mm 
(Photos 99-101). The grate itself measures 500 mm x 500 mm, or 0.250 square 
meters. The throughput capacity of the grate?" is about 30 kg/hr of coke.? In 
their upper portions, towards the furnace interior, the gasifiers narrow into the 
gasifier neck (Generatorhals; no. 21), which opens up in the muffle below the 
bars of the grate. 

Up to the level of the flame arrestor (Feuerbrücke; по. 22) in the neck, the 
gasifier has a volume of about 0.175 cubic meters. 

Aside from the horizontal grate (Planrost; no. 20), the hearth (Feuerung) con- 
sists of the hearth door (Feuertür; no. 23; Photo 80) used for removing of coke 
slag and ash (hence it 1s also called ash-removal door — Ascheentnahmetür), and 


457 Quantity of coke burned on the grate in one hour. 
455 For the calculation of the throughput cf. Chapter 8.3. 
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an air-feed opening (Lufteintritt) for the primary combustion air to the gasifier, 
equipped with a raisable standard cast-iron closure (Photo 81). 

According to the “List of materials for a Topf double-muffle incineration fur- 
nace" dated 23 January 1943 (Document 203) the refractory mass of the furnace 
consisted of 


800 standard fireclay bricks, type SS 
800 standard fireclay bricks, type A 
500 standard fireclay wedges, type SS 
400 standard fireclay wedges, type A 
1,400 kg of fireclay mortar 

2,500 kg Monolite packing mass. 


The insulation of the furnace was assured by 1,300 white bricks of diatomaceous 
earth (insulating bricks) and 400 kg of insulating mortar. The standard bricks 
(Normalstein) measured 65 mm x 120 mm x 250 mm^? giving a volume of 1,950 
cubic millimeters. The wedge or semi-wedge bricks (Halbwölber) measured 
66/58 mm x 120 mm х 25 mm*” for a volume of 1,845 cubic millimeters. 

As the density of the fireclay bricks is about 1,800 keim, the mass of the two 
types of bricks was 


DM — 3.51 kg and TE — 3.32 kg, respectively. [108] 


Hence, the mass of the furnace refractory brickwork was: 


800 х3.51- 2,808 kg 
800 х3.51- 2,808 kg 
500 x 3.32 = 1,660 kg 
400 x 3.32= 1,328 kg 

8,604 kg 





To this the mass of the fireclay mortar (1,400 kg) must be added, resulting in a 
total mass of about 10,000 kilograms. The Monolite caulking mass, being located 
in the space behind the insulation, is not counted as part of the refractory brick- 
work. 

For the two gasifiers feeding the mobile oil-fired double-muffle furnace for 
the Gusen crematorium, 1,000 normal and wedge-type bricks were used as well 
as 500 kg of fireclay mortar (Document 169), resulting in a total weight of 
roughly 4,000 kilograms. 





49 Brockhaus... 1958, p. 632. These dimensions also appear in the letter from R. Koehler to Zentralbau- 
leitung at Auschwitz dated 16 June 1942. RGVA, 502-2-23, p. 15. 

40 Letter from Topf to SS-Bauleitung of KL Gusen dated 24 February 1943. BA, NS4 Ма/54. In Febru- 
ary of 1944 the sizes of the various types of refractory bricks were standardized and somewhat modi- 
fied: the Normalstein measured 250 mm x 123 mm x 65 mm; for the Halbwólber, there were five 
types (2 H 6, -10, -16, -26, -38) with two fixed dimensions (height — 123 mm and longer side of base 
— 250 mm) and two variable ones (shorter sides of 68, 70, 73, 78, 84 and 62, 60, 57, 52 and 46 mm 
respectively). Erläuterungen zur Vereinheitlichung der Schamottesteinformate für den Feuerungsbau, 
received by Zentralbauleitung on 17 February 1944. RGVA, 502-1-166. 
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Hence, the weight of the refractory brickwork of the double-muffle furnace 
can be split up in the following manner: 


2 muffles of 3,000 kg each = 6,000 kg 


2 gasifiers of 2,000 kg each= 4,000 kg 
10,000 kg 


The post-combustion chamber is included in the weight ofthe muffle. 

The Auschwitz crematorium (Photo 86) was originally designed as shown on 
the Topf drawing D57999 dated 30 November 1940 (Document 204). The second 
furnace had not yet been erected. The morgue (Leichenhalle) still had an L- 
shaped extension on the right-hand side. 

Topf drawing 059042 (25 September 1941) shows the positioning of the third 
furnace in the crematorium (Document 205). On this drawing, the extension of 
the morgue has been separated by a wall and has become a storage space for urns. 
The Central Construction Office drawing 1241 of 10 April 1942 shows the defin- 
itive layout of the crematorium as of that day (Document 206). On 3 July 1942 
this drawing was revised to show the location and structure of the new chimney 
(Document 207). 

It is highly likely that the crematorium ceased its operation on 19 July 1943; 
the furnaces were torn down later. After the end of World War II, the Poles rebuilt 
Furnaces 1 and 2, using the original parts which the SS had dismantled; many of 
these parts are still held in the former coal store of the crematorium (Photos 107- 
109), but some elements from the 8-muffle furnace were used as well. 

In spite of the existence of the above drawing and probable advice from for- 
mer detainees who had worked in the crematorium, the reconstruction was carried 
out in a rather sloppy manner. In the front portion, both the transverse anchor bars 
and the air channels next to the muffle doors are missing; moreover, the introduc- 
tion doors of the two furnaces have been switched from one side to the other: the 
left-hand door to the right and vice-versa (Photos 87-91; cf. Photo 51). 

In the rear portion, the brickwork of the gasifier is missing (Photos 97f.; cf. 
Photos 75, 77 and 78); the lids of the coal loading shafts are set into a smooth 
vertical wall above the grates, as in an ordinary stove, and the hearth doors were 
placed underneath the former, like ash removal doors, again as in a normal stove. 
In this manner the furnaces could not have operated. 

Due to this physical “garbling,” the two furnaces have been lengthened from 
about 2.80 to 3.40 meters. On the sides two closure devices for the air feed were 
mounted (Photo 96), the smaller one of which is original but in the wrong place 
(cf. Photos 73 and 74) whereas the larger one belonged to the 8-muffle furnace. 

The rear part of the muffles was aged artificially, presumably by burning 
wood in the muffles (Photos 92-95). 

The muffle grates consist of six shaped fireclay blocks (Photos 93-95) with 
slits of some 50 mm, which are neither in agreement with the Topf drawing 
D57253 nor with the grate bars of the Mauthausen furnace. The Topf bill of lading 
of 17 January 1941 (Document 197) mentions ten fireclay blocks for the grate 
(Schamotte-Roststeine) — five for each muffle — having a length of 560 mm and a 
total weight of 460 kg, thus 46 kg for each block. The figures indicating the length 
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have been inverted by mistake, as can be seen from the Topf bill of lading dated 
21 October 1941, which speaks of ten fireclay blocks for the grate, Type K6, 
having a length of 650 mm (total weight 440 kg) and ten more, Type K6a, having 
the same length (and weight). Each muffle, though, required only five such 
blocks, which would indicate that the other ten were surely spares. 

In the furnaces of Crematorium I at Auschwitz there are currently six such 
blocks, which means that during the reconstruction the furnace was made longer 
than it originally was. The blocks rested on the brickwork of the post-combustion 
chamber, about 25 mm from the muffle walls, which means that the muffles were 
700 mm wide; the joints were filled with refractory mortar. This type of grate was 
not intended for a rapid cremation, because with slits of hardly 50 mm, combus- 
tion takes place entirely in the muffle, with only the ash itself dropping down into 
the post-combustion chamber; the initial part of a cremation taking place in the 
main combustion chamber is thereby prolonged considerably as compared to the 
time taken with grates of wider openings. 

In the foundations of the third furnace, which was not rebuilt, the remains of 
the hearth grates can still be seen (Photos 100f.). The grates consist of seven lon- 
gitudinal square bars (Photo 99) supported by two square bars placed transversely 
(Photo 101); the cross-section (40 mm х 40 mm) and the length of the longitudi- 
nal bars (630 mm), as well as that of the supporting bars (740 mm) are the same 
as indicated in Topf’s bill of lading of 17 January and 21 October 1941. The first 
document mentions 34 supporting bars, but this is a mistake, as we can see from 
the second document as well as from the bill of lading dated 12 January 1943 and 
the one dated 24 February 1943 (Document 208, not translated) which have 30 
square bars 40 mm/40 mm x 630 mm and four bars 40 mm/40 mm by 740 mm 
for the gasifier grates. 

Fifteen grate bars and two supporting bars were thus shipped for each gasifier. 
The original grates which are still visible and the respective width of the gasifier 
necks (some 50 cm) exclude the possibility that the fifteen bars for each one of 
the hearths were mounted all at the same time. The left-hand grate of the third 
furnace has seven bars, but one has been removed; we may hence rightly assume 
that the grates initially consisted of 8 bars. 

The discharge-gas system is shown in Topf drawing D57253 for the first fur- 
nace (Document 202; in particular Documents 202a, 202b, and 202d), and 
D59042 for the third (Document 205). At the Auschwitz crematorium, the outlets 
of two smoke ducts are still visible in the foundations of the latter furnace (Photo 
102). 

Each furnace had its dedicated blower device (Druckluftanlage; for the first 
furnace cf. Document 202b, по. 15) consisting of the blower itself (Druckluft- 
gebldse; no. 15a), driven by a directly mounted 3-phase electric engine of 1.5 hp 
(no. 15b), and the air conduits (Druckluftleitung or Rohrleitung; no. 14). Structure 
and operation of the blowers will be discussed in the next section. 

For the first and the third furnace, the blower is shown in drawings D57253 
and D59042, respectively, and for the second furnace it is mentioned in the quo- 
tation of 13 November 1940 (Document 193). 
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Originally, the chimney (Schornstein, Document 202e, no. 13a) had a square 
cross-section, 500 mm x 500 mm. The draft enhancer (Saugzug-Anlage; Docu- 
ment 202e, no. 13b), which had an output of about 4,000 m?/hr of spent gas, con- 
sisted of a blower (Saugzug-Gebläse; no. 13d) driven by a directly mounted 3- 
phase 3 hp electric motor (no. 13c) and a rotary vane (Drehklappe) separating the 
intake chamber from the compression chamber. The operation of this device is 
explained in Topf's service instructions (Document 209):*°! 

"Operating instructions for the Topf draft enhancer. 

If the draft of the furnace is insufficient, the draft enhancer mounted on the 
chimney must be started up. 

Care must be taken to start the motor first, and only then the damper in the 
chimney may be closed. The water supply for the water-cooled bearing must run 
at once. 

After the end of the incineration, the rotary vane in the chimney must be 
opened first, before the motor and the cooling water are stopped. 

Furthermore, it is necessary to make sure that there is always enough water 
in the tank.” 

Topf's cost estimate of 13 November 1940 does not speak of a draft enhancer. 
The explanation is provided by Topf's letter of transmittal in which we can 
read:*%2 

"As we assume that this furnace will be connected to the same chimney of the 
present crematorium, the purchase of a further draft enhancer is not necessary as 
[the existing one] can be used in alternation for both furnaces. It is also possible 
to operate both furnaces [simultaneously] with this device. ” 

The draft enhancer is not mentioned either in Topf’s bill of lading of 21 October 
1941, nor in the final invoice for the third furnace because this furnace was con- 
nected to the existing device as well; this is confirmed by drawing D59042 show- 
ing only one draft enhancer upstream of the chimney. 

As we have seen in Chapter 6, between June and August of 1942 the chimney 
of the crematorium was taken down and replaced by another. The new chimney, 
displaced some 10 meters along the axis of the old one, had a square cross-section 
0.90 m x 0.90 m and was 15 m high (Document 178). The three double-muffle 
furnaces of the crematorium were linked to it by means of two flue ducts, 0.70 m 
x 0.80 m, which had a refractory lining 12 cm thick. The duct in line with the old 
chimney, having a length of 12.20 m, was used for Furnaces І and 2, the trans- 
verse one, 7.375 m long, for the third furnace (Document 179). 

The loading system of the muffles themselves consisted of a corpse-introduc- 
tion device (Leicheneinführungs-Vorrichtung) having a coffin loading cart (Sar- 
geinführungswagen) moving on rails (Laufschienen; Document 202b, no. 24) and 
a semi-cylindrical cart (Verschiebewagen) running above it. These devices are 
still visible in the Auschwitz crematorium (Photo 87). Their operation can be de- 
scribed in the following manner: 








^9! Topf, Betriebsvorschrift über die "Topf "-Saugzuganlage. 26 September 1941. APMO, BW 11/1, p. 


2. 
^9 RGVA, 502-1-327, p. 166. 
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In front of each one of the three furnaces are two rails set into the floor for 
moving the carts; perpendicular to these rails are connected two wider rails which 
carry a rotatable platform (Drehscheibe) mounted on a flat cart (Document 205a, 
no. 25 and 26, and Photos 105f.). This platform enabled the carts to be moved 
from one set of rails to the other. 

In the ceiling of the furnace hall of the Auschwitz crematorium, above the first 
and the second furnace, we have two ventilation shafts (Photo 103) opening up 
into two small chimneys (Photo 104) on the flat roof of the crematorium. 

The crematorium chimney shown in Photo 86 was rebuilt by the Poles after 
the war. The administration of the Auschwitz Museum has attached a commem- 
orative plaque to the wall next to the second furnace, bearing an inscription of 4 
lines, stating:*© 

“Crematorium I operated between 1940 and July 1941. About 70,000 corpses 
of detainees gassed, shot, and murdered while working or who died in the camp 
were cremated here.” 

The operation of the double-muffle furnace is explained in Topf’s operating in- 
structions (Document 210). For the sake of clarity, I have added comments and 
references to the photos and other documents concerning the furnace in brackets 
[...]. Words in normal parentheses (...) appear also in the original іехі.46 

"Operating instructions for the coke-fired Topf double-muffle incineration 
furnace. 

Before any coke is fed to the two coke generators [Photo 78, through the two 
loading shafts, Photo 79], both flue-duct dampers [Documents 202b & 202d] on 
the furnace must be opened, as well as the main flue-duct damper [Document 
202e, no. 13] and/or the rotating vane [of the draft enhancer] on the chimney. 

Now fire can be lit and maintained in the two generators; care must be taken 
to make sure that the secondary covers to the right and left of the ash-removal 
doors [Photos 78 and 81] (coke generator) are open. 

Once the incineration chamber shows a satisfactory red glow (about 800°C), 
the corpses can be introduced successively into the two chambers. 

At this point, it is advisable to switch on the air compressor located at the side 
of the furnace [Document 202b, no. 15] and to let it run for about 20 minutes. By 
observation, it must be decided whether too much or too little fresh air enters the 
two chambers. 

Control of the air flow is effected by means of the rotary vane located in the 
air duct. Furthermore, the air-entry ports to the right and left of the introduction 
doors [Photos 58 and 59] must be half open. 

As soon as the corpse parts have dropped from the fireclay grate [Photo 52] 
onto the inclined ash-plane below [into the post-combustion chamber, Photo 72], 
they must be moved forward towards the ash-removal door [Photo 71] by means 
of the scraper. These parts may remain here for another 20 minutes for post-com- 
bustion. Then the ash is transferred into the ash container and set aside for cool- 
ing. 

In the meantime, new corpses will be introduced successively in the chambers. 








^8 The brickwork of the furnaces could last for some 16,000 cremations. Cf. Mattogno 2010, pp. 273- 
275. 
44 APMO, BW 11/1, p. 3. 
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The two generators must be loaded with fuel from time to time. Each night the 
generator grate must be freed of coke slag and the ash must be removed. 

It is important, furthermore, that after the end of the operation as soon as the 
generator has burned itself out and embers are no longer present, all air dampers 
and doors [of the ash chambers, the gasifiers’ loading shafts, of the muffles’ ash 
chambers, and of the introduction doors], as well as the flue-duct dampers, must 
be closed in order to avoid cooling of the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white hot). 

This temperature increase can be avoided by feeding air. 

26 September 1941” (Emphasis in original) 





7.2. The Coke-Fired Triple-Muffle Furnace 


The Topf Co. built a total of 14 triple-muffle furnaces: 10 for the Birkenau 
Crematoria II and ІП, 2 for the Buchenwald crematorium and 2 for the cremato- 
rium at Gross-Rosen. Practically nothing is known about the furnaces for the last 
camp. In 1948, the Soviet counterespionage service (SMERSH) was in posses- 
sion of the documentation of a project, elaborated by Topf in 1941, for the crem- 
atorium of Gross-Rosen, which did, in fact, concern triple-muffle two furnaces. 
Their installation was confirmed by engineer Prüfer.*‘° In his interrogation of 21 
March 1946, he declared to have designed the triple-muffle furnace together with 
Ludwig Topf as early as 1939. The respective projects had then been submitted 
to the War Ministry and were accepted by the SS in 1940.466 

This statement is, however, in disagreement with a letter dated 6 December 
1941, addressed by Prüfer to the two co-directors of the firm, Ludwig and Ernst 
Wolfgang Topf, in which he states that he had designed the furnaces with 3 and 
8 muffles himself, essentially in his spare time.” However, no documentary 
trace dated earlier than the end of 1941 exists for these two furnace types; hence, 
they were most likely designed at that time (1941). 

On 22 October 1941, the New Construction Office at Auschwitz ordered from 
Topf “5 Topf triple-muffle furnaces with blower," as well as “2 Topf draft en- 
hancers for about 10,000 m? of exhaust gas each" and “1 refuse incinerator" 468 
for the new crematorium which at that time the Auschwitz authorities were plan- 
ning for the Auschwitz main camp. 

In the “Explanatory note for the preliminary project for the new construction 
of the Waffen-SS PoW camp at Auschwitz, Upper Silesia," dated 30 October 


1941, one reads: ^9? 





465 Interrogation of engineer Kurt Prüfer by Soviet SMERSCH interrogators on 9 March 1948. FSBRF, 
N-19262, p. 183. 

466 Interrogation of Kurt Prüfer by Soviet SMERSCH interogators on15 March 1946. FSBRF, N-19262, 
pp. 41f. 

467 Letter from Kurt Prüfer to Ludwig and Ernst Wolfgang Topf dated 6 December 1941. АРМО, BW 
30/46, p. 6. 

468 RGVA, 502-1-313, pp. 36-37 and APMO, BW 30/27, p.27 and BW 30/34, р. 116. 

Erläuterungsbericht zum Vorentwurf für den Neubau des Konzentrationslagers der Waffen-SS, 

Auschwitz O/S. RGVA, 502-1-233, p. 20; cf. Document 211. 


ы 
a 
© 
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“On account of the considerable quartering (125,000 prisoners) а cremato- 
rium will be built. It contains 5 furnaces with 3 muffles each for two men, and will 
thus allow incinerating 60 men in one hour. Furthermore, a corpse cellar as well 
as a refuse incinerator will be installed. The crematorium will be erected within 
the area of the K.L.” 

The furnaces mentioned in this report were of a design different from the ones 
which were later built. They were, in fact, conceived to accommodate two corpses 
in each muffle and would thus have required appropriate muffles and generators. 
We can gather this from p. 6 of the explanatory note where the cost estimate for 
the five triple-muffle furnaces is mentioned as being 60,000 RM (Document 212), 
whereas the Topf estimate for the five triple-muffle furnaces actually built in 
Crematorium П at Birkenau not only has a much lower price (51,237 RM, includ- 
ing the two coffin-loading devices and the three draft enhancers), but also shows 
a later date (4 November 1941). In addition, the operating instructions supplied 
by Topf to the Auschwitz Central Construction Office specify that the corpses be 
loaded “hintereinander” (Document 227), i.e. successively. This means that the 
furnace was not designed for the simultaneous incineration of two corpses in one 
muffle. 

According to Pressac, the first two triple-muffle furnaces built by Topf were 
started up in the Buchenwald crematorium on 23 August and 3 October 1942, 
respectively (Pressac 1993, pp. 116f.; 1994, pp. 130f.). 

The parts for the five triple-muffle furnaces at Crematorium II are listed in the 
Topf bills of lading of 16 April*”° and 18 June 1942.47! The shipment of 16 April 
included also several parts of the double-muffle furnace at Mauthausen — shipped 
to Auschwitz by mistake and with an erroneous reference to the order for the third 
furnace at the crematorium of the main camp (Auftrag 41/1980/1) — and with the 
blower for this crematorium (Auftrag 41 D 314). 

The shipment of 18 June included some parts for the refuse incinerator 
(Miillverbrennungsofen) of Crematorium II. 

The main elements of the five triple-muffle furnaces listed in the two above 
documents are the following: 


Parts for the Topf triple-muffle furnace 


- 15 Einführungstüren (introduction doors) 600 x 600 mm, 10 right-handed and 
5 left-handed 

- 30 Feuertiiren (closures for the hearths and the ash chambers) 280 х 350 mm 
and 2 of 250 х 250 mm 

- 56 Luftkanalverschliisse (closures for air channels) 108 x 128 mm 

- 10 Füllschachtverschlüsse (closures for loading shafts for the gasifiers) 270 x 
340 mm 

— 6 Rauchkanalschieber (flue-duct dampers) 600 x 700 mm 

— 5 Gebläse (blowers) Nr. 275,*” 2 clockwise and 3 counter-clockwise 





4 RGVA, 502-1-313, pp.167-170. Topf, Versandanzeige, 16 April 1942; Document 213. 

41 RGVA, 502-1-313, pp.165f. Topf, Versandanzeige, 18 June 1942; Document 214. 

47 The number of the blower corresponded to the diameter (in mm) of the tube on the pressure/suction 
side. 
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Parts for the flue ducts and the chimney 


— 5 Fuchseinsteigeschachtverschlüsse (access ports for the flue ducts) 450 x 510 

mm 

— 1 Reinigungstür (cleaning door for chimney) 390 x 510 mm 

— 3 Rauchkanalschieber (flue-duct dampers) 1200 x 800 mm 

— 3 Schieberplatten (damper plates) 1250 x 840 mm 

- 3 Gebläse (blowers) Nr. 625. 
The bill of lading of 16 April 1942 mentions, moreover, a “zweiflügelige Feuer- 
tür” (double door for hearth) 600 mm х 600 mm which surely belonged to the 
refuse incinerator. 

The two above lists contain more shipment errors: the air-channel closures for 
the five furnaces numbered not 56 but 55, or eleven for each furnace, placed at 
the following points: one placed on the introduction door of the muffle (i.e. 3 per 
furnace), two placed next to the introduction door of the right-hand muffle and 
two for the left-hand muffle, as well as two behind the central muffle (i.e. six per 
furnace), and one on the closure of each gasifier hearth (i.e. two in total). Further- 
more, the two Feuertüren 250 mm x 250 mm did not belong to the triple-muffle 
furnaces and, finally, neither one of the advices has the grate bars for the hearths 
or the grate bars for the muffles. 

Topf’s overall supply for the five triple-muffle furnaces at Crematorium II is 
detailed on the final invoice dated 27 January 1943 (Document 215) translated 


below:4” 





Object Amount 
BW 30 = Crematorium II RM 





41 D 2249 


Construction of 5 pcs. triple-muffle incineration furnaces, viz.: 
Supply of normal, wedge-type and special fireclay bricks, fireclay 
mortar and Monolite packing mass for the construction of the fire-re- 
sistant brick structure of the furnace, of cast- and wrought-iron fit- 
tings for furnace and compressed-air units as per description in our 
cost estimate of 4 November 1941, item I. 

Delegation of an erection supervisor for furnace construction, in- 
cluding daily rates, travelling expenses and social-security contribu- 
tions. Transportation of building materials to Erfurt station @ 
6,378.-- 31,890.-- 
Supply of 2 coffin-introduction devices each consisting of a coffin-in- 
troduction cart, shoving cart, and rail system for 5 incineration fur- 
naces 1,780.-- 





Subtotal 33,670.-- 


Supply of: 

10,000 normal refractory bricks, Seger Cone 30 
3,000 wedge-type refractory bricks, Seger Cone 30 
7,000 kg of mortar M 2 

and 











^? Topf, Schluss-Rechnung Nr. 69 dated 27 January 1943. RGVA, 502-2-26, pp.230-230a. 
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Delegation of our technician for construction of smoke installation 
Supply of 3 Topf draft enhancers in suction, each consisting of 

1 blower in suction for an output of 40,000 m? of smoke gases against 
a total pressure of 30 mm water column with 2 suction fittings, 
mounted, and 1 pressure fitting, 

1 smoke-channel-blocking damper 0.9 by 1.2 m, with air-tight guide, 
rollers cable and hand crank, 

1 380 Volt 50 c/s 3-phase motor, spray protected, nominal output 15 
hp with slip-ring rotor, full-load starter and buffered-bolt clutch, 
Delegation of our technician for installation (а) 3,016.-- each 
Construction of a refuse incinerator, viz: 

Supply of normal, wedge-type and shaped fireclay bricks, fireclay 
mortar, Monolite packing mass, bricks of diatomaceous earth, insu- 
lating mortar and rock wool for erection and insulation of fire-re- 
sistant furnace brickwork, cast- and wrought-iron fittings, wrought- 
iron loading box, and smoke-channel damper, 

Delegation of our erection supervisor for construction work. Delega- 
tion of an engineer for start-up, as per our cost estimate of 4 Novem- 
ber 1941 and our letter of 4 November 1941. 


4,045.-- 


9,046.-- 


4,474.-- 





Reference: order of 22 November 1941 of Reichsführer-SS, Hauptamt 
Haushalt und Bauten — New Construction Office KL Auschwitz, or- 
der number 215/41 Ho. 

Credit for 3 draft enhancers in suction of 16 April 1943 


51,237.-- 


3,705.-- 











47,532.-- 





The final invoice for the 5 triple-muffle furnaces at Crematorium III (Document 


216) is dated 27 May 1943 and is translated below: ^" 





Object 
BW 30a - Crematorium Ш 





42 D 1454 


Construction of 5 pcs. triple-muffle furnaces, viz.: 

Supply of normal, wedge-type and shaped fireclay bricks and 
fire resistant tamping mass for construction of fire-resistant 
furnace brickwork, supply of insulating materials for furnace 
insulation. 

Supply of cast- and wrought-iron fittings for furnace and 
compressed-air unit, anchoring parts for furnace brickwork 
and one corpse-introduction device each, stretcher type, with 
their guide rollers and fixation bars, FOB Erfurt station. 
Delegation of our builder for supervision of construction, as 
per our offer of 30 September and letter of 30 September 7,830.-- 
1942. 

Supply and installation of 3 Topf draft enhancers each with 
their 








“4 Topf, Schluss-Rechnung Nr. 728 dated 27 May 1943. RGVA, 502-2-26, pp. 215-215a. 


39,150.-- 








С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 269 


Subtotal 39,150.-- 


suction fittings, 1 pressure fitting, 1 smoke channel blocking 
damper with rollers, cable and hand-crank, 1 380 Volt 50 c/s 
3-phase ca. 15 hp nominal, with slip-ring rotor and full-load 
starter, 1 elastic-insulated buffered-bolt clutch. 
Construction of a smoke-channel system for the 5 incinera- 
tion furnaces, i.e. supply of necessary normal and wedge- 
type fireclay bricks and the necessary fireclay mortar 
Delegation of our builder for supervision of construction 
work on smoke channels, as per our offer of 30 September 
and our letter of 30 September 1942. 5,504.-- 
| 53,702.-- 
Ref. your order of 26 October 1942, journal number 
16496/42/Jäh/Lp. 


KL Auschwitz KGL — second crematorium. 














The description of the Topf triple-muffle furnace which follows is based on the 
documents presented in this section and on a direct investigation of the two Buch- 
enwald furnaces; it is supported by four drawings (Documents 217-220) and by 
the photos in Section V of the collection of photos. The numbers in parentheses 
refer to the above drawings. 

Three photos taken by the SS confirm that the triple-muffle furnaces set up in 
Crematoria П and III at Birkenau were of the same type as those at the Buchen- 
wald crematorium, though one of the latter was designed for use with oil as well 
(Photos 111-116). 

As far as its layout is concerned, the triple-muffle furnace consisted basically 
of a double-muffle furnace with a third muffle added in the middle, as well as 
some other technical modifications to be described below. 

The furnace itself is held in a solid brick structure by wrought-iron T, U, and 
angular anchor bars, tightening rods, bolts and nuts. Its dimensions are as follows: 


Height 2,000 mm 
Width 3,460 mm 
Length (w/o gasifiers) 2,780 mm 
Length (with gasifiers) 3,400 mm 
Surface area of the furnace 

without gasifiers 33 m? 
Surface area of the gasifiers 10 m? 
Overall surface area 43 m? 


The furnace is equipped with three cremation chambers or muffles (no. 1) each 
of which has the following dimensions: 


Height 800 mm 
Width 700 mm 
Length 2,000 mm 
Surface area (w/o grate) 5m? 


Volume (including ash chamber) 1.5 m? 
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At the apex of the vault, arranged along the longitudinal axis, each muffle has 
four rectangular openings (no. 2; Photos 132f., 137, 139, 143, 146) 100 mm x 80 
mm, linked by means of a vertical duct to the blower (no. 3) set into the wall of 
the furnace above the muffles, lengthwise and parallel to them. These three ducts 
merge into a transverse and common duct located behind the furnace; this duct 
opens up on the outside and is connected to a blower which feeds both furnaces 
jointly (cf. below). 

The openings mentioned were used to feed combustion air into the muffle, 
especially in cases of incineration with a coffin. The side walls ofthe outer muf- 
fles had four rectangular openings (Photos 131, 140f., 147) 110 mm x 130 mm, 
linked to the two air channels which ran lengthwise through the two outer walls 
and ended in two air inlets at the front (Photos 149, 151) closed by two raisable 
cast-iron covers (Photos 148, 150, 153) of standard size (108 mm x 128 mm) and 
shape. The two air channels at the rear ofthe furnace turned downwards 180° and 
ran back; the four inlets mentioned were arranged in this section of the channel 
as we may deduce from the fact that the respective covers are located higher than 
the openings set into the muffle. These channels served to bring combustion air 
to the outer muffles. 

The central muffle was connected to the outer ones by three large openings of 
some 200 mm x 300 mm set into each of its side walls (no. 4; Photos 135-138). 
These outlets passed through the refractory brickwork (about 250 mm thick) on 
both sides and opened up on the inner walls of the outer muffles (Photos 134, 
140, 142, 144f.). These openings are part of the discharge system of the com- 
busted gases; for that reason, as opposed to the design of the double-muffle fur- 
nace, they are essential for the good operation of the furnace. 

The two walls separating the inner muffle from the outer ones had a thickness 
which was too small to allow it to accept a combustion-air channel similar to the 
design of the outer muffles; instead, the air channel to the central muffle was set 
into the brickwork of the rear portion of the furnace, opening at one end into the 
muffle through a rectangular opening located in the center of the rear brick wall 
ofthe muffle in the fourth course of bricks above the grate (Photos 135-137), and 
at the other end into a hatch (Photo 170) located in the rear wall of the furnace 
between the two gasifiers; it could be closed by means of a raisable cast-iron 
cover (Photo 168). This latter hatch is located lower than the opening into the 
muffle itself, the channel therefore is not horizontal; it bends vertically downward 
90° initially and then horizontally once again. 

The muffles are closed at the front by three cast-iron corpse-loading doors, 
600 mm х 600 mm (no. 5; Photo 127) clad with refractory on the inside (Photo 
129). In the lower central part of the doors is an air inlet, closed on the outside by 
means of a raisable standard cast-iron cover, which has at its center an inspection 
hole 45 mm in diameter covered by a round cast-iron plate held by a hinge. The 
upper part of the door sports another inspection hole, also closed by a thin metal 
plate and moveable sideways (Photos 127, 129). 
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At the rear, the muffles are closed by refractory brickwork. Their lower part 
consists оҒа horizontal grate (no. 6) composed of five refractory bars (no. 7; Pho- 
tos 122, 136, 145, 147) some 90 mm thick in their upper part, spaced some 210 
mm apart, on which the corpse would be placed. 

Below each grate was located the inclined V-shaped ash plane (no. 8; Photos 
131, 140f.), which ended in a narrower combustion chamber (no. 9; Photos 156f.), 
in which the corpse parts that had dropped down between the bars burned out 
completely and which was therefore called the post-combustion chamber. The 
front part of this chamber constituted the ash chamber as such. The embers would 
be extracted by means of dedicated scrapers through the ash-removal openings 
(no. 10) located at the front of the furnace below the loading doors of the muffles. 
They then fell into the ash receptacles placed in front of the furnace on the floor 
of the furnace hall (Photo 155). 

On the sidewalls of the post-combustion chamber of the central muffle, in its 
front portion, were two large rectangular discharge openings (no. 11; Photo 156) 
through which the combusted gases flowed into two short vertical channels (no. 
12) which, in turn, led to the flue duct (no. 13) located beneath the furnace, as 
shown in Documents 219f. The flue duct connecting the furnace to the chimney 
could be closed by an appropriate fireclay vane running vertically in a frame. It 
was operated by means of a metal cable, a pulley, a manual crank, and a counter- 
weight. A cement counterweight with a hole can be seen in Photo 172; Photo 168 
shows the manual crank. 

At the center of the rear wall of the post-combustion chamber there is the 
opening for the secondary air channel specific to the particular muffle; this chan- 
nel has its inlet in the rear wall of the furnace (Photo 171), which can be closed 
by a raisable standard-type cast-iron cover, placed perpendicularly to the cover 
of the muffle’s air channel (see Photo 169). 

The post-combustion chambers of the outer muffles have solid side walls 
(Photo 157). Combustion air was fed from a channel opening up at the front of 
the furnace (Photo 152) with its standard-type raisable cast-iron cover located 
below the air inlet for combustion air to the muffle itself (Photos 148, 150, 153). 
This channel makes a 90° downward turn and then bends once again into the 
horizontal, running parallel to the post-combustion chamber to which it is con- 
nected by appropriate openings (in Photo 157, these openings are covered by rub- 
ble which has fallen into the post-combustion chamber). 

In front of the rear part of the furnace, there is a service pit (no. 14), some 880 
mm deep and having four steps (Photo 158). It allows access to the two gasifiers, 
each with its own brick housing, set behind the outer muffles (no. 15; Photos 
158f., 205); the housing is some 1,380 mm wide and 1,280 mm high up to the 
edge of the inclined plane. 

On the inclined plane, some 900 mm long, there is the cover of the gasifier’s 
loading shaft (no. 16; Photos 160-162), which has a cross-section of 270 mm x 
340 mm. This shaft opens into the upper part of the gasifier (no. 17; Photos 163f.). 

As the loading ports of the gasifiers are relatively high above the floor of the 
service pit, a metal step has been placed in front of the gasifiers at the level of the 
floor of the furnace hall (Photos 199f.). 
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The gasifier (no. 18) is a shaft-like chamber, closed below by the horizontal 
grate of the hearth (Photos 167, 174, 177) consisting of twelve square bars 40 mm 
x 40 mm х 630 mm, held by two standard bars of the same cross-section but 
having a length of 740 mm. The grate measures about 600 mm x 500 mm, or 0.3 
square meters. The throughput capacity of the grate is about 35 kg of coke per 
hour. 

At the top, towards the inside of the furnace, the gasifier narrows into a neck 
which opens up in the rear part of the post-combustion chamber (no. 19; Photos 
140-142). 

The grate constitutes the hearth which includes, besides the horizontal grate, 
the hearth’s ash-chamber door (no. 20; Photos 165, 173, 175f.), which is used for 
the removal of the ash from the ash compartment and for cleaning the grate, i.e. 
for the removal of the coke slag, as well as the channel for the combustion air to 
the gasifier, which has its inlet (Photo 166) on the outside of the furnace, next to 
the hearth door, but somewhat higher up; it can be closed by means of a standard- 
type raisable cast-iron cover (Photos 165, 173, 175f.). 

The furnace, which was also designed for use with oil firing, has two burners 
set into the rear part of the brickwork, above the gasifiers and behind the outer 
muffles (Photos 200f.). It was connected to them by means of a round opening in 
their rear part (Photos 130, 139). Above the furnace we have the cylindrical oil 
tank (Photos 114-121, 200-203) with a diameter of about 400 mm and a length of 
about 2.5 m. It is accessible by means of a metal steps welded onto the lateral 
anchoring bars of the furnace (Photo 203). The tank fed each burner through a 
flexible tube connected to a metal pipe, which itself was connected to the upper 
part of the burner (Photos 201f., 204); its lower part was connected to the com- 
pressed-air tube having a larger cross-section (Photo 204). 

Two blowers are located between the two furnaces (Photo 188). The front 
blower (Photos 189-191) fed into two large pipes, each of which was connected 
to the air-feed channels set into the furnace wall (Photos 188, 192f.). Each pipe 
was equipped with a throttle valve for the control of the air-flow rate (Photos 192, 
194). 

The rear blower (Photos 195-197) was connected to a pipe located above the 
gasifiers, which fed air into the burners of the furnace (Photos 197-201). 

The corpse introduction device (Leicheneinführungs-Vorrichtung) consisted 
of a cart for the introduction of the coffin (Photos 181-183), running on rails 
(Laufschienen; Photo 184), and of a semi-cylindrical cart running above it (Ver- 
schiebewagen; Photos 182f.). At its front end the coffin-introduction cart was 
equipped with a metal stretcher some 2,700 mm long, on which the corpse was 
placed and which was introduced into the muffle (Photo 185). 

The stretcher consisted of a wrought-iron plate with two side plates welded to 
it, forming a t— shape. The top parts of that plate (Photo 185) kept the corpse 
from falling off during the positioning of the cart, while the lower ones ran on a 
pair of wheels (Laufrollen or Einführrollen; Photos 186f.) attached to a movable 
frame (Photos 1784.) which was itself threaded through a mounting bar (Befes- 
tigungs-Eisen) welded to the anchoring bars of the furnace below the muffle 
doors (Photos 117, 122). Pushing the introduction cart towards the open muffle, 
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the two lower side plates inserted themselves into the concave rims ofthe wheels 
(Photos 186f.), and ran along them, thus allowing the corpse to be moved easily 
into the muffle (Photo 185). 

Then the semi-cylindrical cart is pushed forward over the stretcher (Photos 
87, 89) into the muffle, until its front part touches the corpse; finally, the intro- 
duction cart is withdrawn, whereas the semi-cylindrical cart is held firmly in place 
within the muffle, pressing downward with the stoker attached to its rear part in 
such a way that the introduction cart below can move out ofthe muffle while the 
corpse slips onto the grate. The roller device can roll along laterally on the holding 
bar and is thus used for all three muffles of one furnace. 

In front of each muffle, on the floor of the furnace hall, there is a pair of rails 
for the corpse-introduction carts. These rails are connected to another pair of rails 
running the whole length of the furnace room (Photos 181, 184), up to the corpse 
elevator. The layout of the rails is similar to the arrangement used in the Ausch- 
witz crematorium (Photo 105). 

The style of the Buchenwald crematorium (Photos 207f.) is very similar to 
that of Crematoria П and ІП at Auschwitz. The crematorium has an underground 
morgue, accessible via a stairwell to the left of the chimney (Photo 208). The 
corpses were taken there by way of a slide (Photo 210) the upper end of which 
was closed by means of a trap-door (Photo 209). Opposite its lower end was an 
elevator made of metal (Photos 212-215) which went up to the furnace hall above 
(Photos 214f.). Photo 206, taken after the capture of Buchenwald in April 1945, 
shows an American soldier standing in front of the furnace. 

The design of the triple-muffle furnaces at Birkenau was essentially the same 
as that of the Buchenwald furnaces described above, with only very slight differ- 
ences (Photos 111, 113, 115): 
> The muffle doors did not have the upper inspection port (Photos 115 and 128). 
> The closures of the air channels for the combustion air to the muffle and to 

the outer post-combustion chambers were placed lower; from their position 

(Photo 115) one may deduce that the combustion-air channels were straight, 

i.e. they ran in the furnace wall parallel to the muffles and to the ash chambers 

without any bends. 

The way the doors opened was the same as for the Buchenwald furnaces: the door 
of the left-most muffle opened to the left, the other two to the right. Each furnace 
had its own blower, no. 275. These blowers, two counter-clockwise blowers and 
three clockwise blowers, were positioned as shown in Document 222a. 

If, as seems likely, the data contained in the invoice of 27 January 1943 (Doc- 
ument 215) apply to the furnaces and not to smoke ducts, then the furnaces’ re- 
fractory brick consisted of: 


— 10,000 normal refractory bricks, Seger Cone 30 
— 3,000 wedge-shaped refractory bricks, Seger Cone 30 
— 7,000 kg of refractory mortar 


This results in a total weight of about: 


274 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


10,000 x 3.51 = 35,100 kg 
+ 3,000 x 3.32 = 9,960 kg 
+ 7,000 kg 

52,060 kg 


Each furnace weighed about 10,400 kg, with 6,400 kg for the three muffles and 
4,000 kg for the two gasifiers. 

In comparison with other furnace types, the triple-muffle furnace was a sim- 
plified device, as one can also see from its low price. The third double-muffle 
furnace for the old Auschwitz crematoria cost 7,332 RM, including the blower 
and a corpse-introduction system with the necessary rails, whereas the furnaces 
for Crematorium II ran to 6,378 RM each, including the blower. As the two in- 
troduction carts and the rails for five furnaces were billed at 1,780 RM, the triple- 
muffle furnace was actually cheaper than the double-muffle type, including the 
same accessories for both. Although the unit price ofthe furnaces at Crematorium 
Ш was slightly higher at 7,830 RM (without the corpse-introduction cart), it was 
still very cheap. 

The drawings shown in Documents 221 and 222 refer to Crematorium II, but 
apply also to Crematorium III, the mirror image of Crematorium II. The Birkenau 
Crematoria II and III each had a capacious furnace hall (Document 222a, no. 1) 
measuring 30 m x 11.24 meters. The five triple-muffle furnaces were arranged 
lengthwise, as shown in Photos 111, 113 & 115. In front of each muffle there 
were three pairs of rails (no. 2) connected to two rails for loading the furnaces 
(no. 3) running perpendicularly to the former towards the elevator (no. 4). These 
rails supported a rotatable disk, mounted on metal rollers, which one can just 
about make out in Photo 115; the set-up in the old crematorium at the Auschwitz 
main camp had been similar (Photo 106). 

The ruins of the furnace hall at Crematorium II (Photo 216) still show the rails 
located in front of the muffles (Photos 217f.); the traverse rails connecting them, 
on the other hand, have been removed. Only the grooves into which they were set 
are still visible (Photos 219f.), which means that the rails were probably taken out 
some time after the crematorium had ceased operating but before it was blown 
up. 

Behind the furnaces was another pair of rails for the coke supply of the gasi- 
fiers (no. 5); they ran parallel to the side walls of the furnace hall and right in 
front of the five gasifiers’ service pits and went as far as the coke-storage area 
(no. 6). 

A side wing of the crematorium, some 10 m x12 m, was located next to the 
furnace hall. It was divided into two rooms by a partition. The smaller room, 
which could be reached from the furnace hall, was itself split into three rooms: 
two for the motors (nos. 7, 9) and one room for one of the three draft enhancers 
(no. 9) which were originally built for this crematorium. The other room con- 
tained the chimney (no. 10) as well as the other two draft enhancers (nos. 114.) 
and the refuse incinerator (no. 13), from which this room took its name (Miillver- 
brennungsraum; no. 14). 





С. MATTOGNO, Е. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 275 


Тһе waste-gas-discharge system was designed as follows: Тһе gas produced 
in the gasifiers entered the outer muffles through the gasifier neck, passed on into 
the central muffle through the six holes between the muffles, flowed into that 
muffle’s post-combustion chamber, left through the two openings in the side 
walls and then flowed on into a flue duct, which had a cross-section of 60 cm x 
70 cm and was located beneath the furnace (Documents 219f.; no. 13). Each flue 
duct had its own damper (Rauchkanalschieber), 60 cm х 70 cm, located at the 
furnace’s rear end, as on the H. Kori furnaces at Dachau (Photos 258f.), and run- 
ning vertically along the rear wall of the central muffle (Document 220; no. 14). 

The crematorium had a total of six flue ducts (Documents 223, 223a), one for 
each one of the five furnaces and one for the refuse incinerator. Each pair of ducts 
merged into a single duct, which led to one of the three smoke ducts into which 
the chimney was divided. The ducts of Furnaces 1 and 2 went into the smoke duct 
on the left, those of Furnaces 3 and 4 into the central smoke duct, and those of 
Furnace 5 as well as those of the refuse incinerator into the smoke duct on the 
right. At the flue ducts’ merging point their cross-sectional area increased from 
60 cm x 70 cm to 80 cm х 120 cm (the cross-section of each of the chimney’s 
smoke ducts) in order to compensate for the increased volumetric flow. 

Each one of these three smoke ducts was connected, through a short vertical 
shunt, to a draft enhancer as shown in Document 224a (no. 26 & 28); at the end 
of the three vertical shunts, below the corresponding blower, was a moveable 
damper plate (Schieberplatte; no. 27), 125 cm х 84 cm in size, which, by closing 
of the vertical duct, allowed the furnace to function under natural draft. 

The blower was of a type as shown in Photo 195, but much larger. It sucked 
in a part of the combustion gases through an appropriate opening (no. 29) and 
released them at a high flow rate into one of the chimney’s smoke ducts (no. 31), 
thus creating a strong drop in the gas pressure which then caused more gas to 
flow from the flue ducts into the smoke duct. The three blowers each had a ca- 
pacity of 40,000 т? of combustion gas at a pressure of 30 mm of water column. 
Upstream in the chimney were three dampers (Rauchkanalschieber), 80 х 120 
cm in size, running vertically and allowing the smoke ducts to be closed against 
the flue ducts feeding into them (no. 30). 

The chimney, which had a height of 15.46 m, was divided into three smoke 
ducts with a cross-section of 80 cm x 120 cm (nos. 31f.). Its foundations are still 
visible in the rubble of Crematorium П (Photo 221). 

The refuse incinerator, in all likelihood, was the Miill-Verbrennungsofen MV 
(Document 225, 225a) described in Topf's leaflet shown in Chapter 3 (Document 
161). The incinerator for Crematorium III was ordered by telephone on 5 Febru- 
ary 1943, and confirmed in writing on 11 February. It cost 5,791 RM all included 
(Document 226). 

As we have already mentioned, the draft enhancers of Crematorium II were 
seriously damaged in March of 1943 and had to be dismantled. In view of this, 
the respective devices for Crematorium III were never installed. Nor was Crem- 
atorium ІП equipped with loading rails for the introduction of corpses as dis- 
cussed above; the introduction carts were replaced by standard stretchers (Docu- 


276 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


ment 216). These stretchers, also used for the Topf furnaces at Mauthausen, con- 
sisted of two parallel metal tubes, 3 cm in diameter (Photos 83-85) and 350 cm 
long. A slightly concave metal plate 190 cm long and 38 cm wide (Photos 52f.) 
was welded to the front part of these tubes, i.e. to the portion which is inserted 
into the furnace. To ensure a better way of handling them, these tubes, over the 
rest of their length, are set further apart (49 cm) by means of two elbow bends 
(Photos 67 and 84). The distance between the tubes at the leading end corresponds 
to the spacing of the guide rollers (Führungsrollen) at the lower end of the furnace 
doors; they could thus be placed on them with ease (Photos 84f.). 

Towards the outside, the two tubes which support the metal plate have two 
stops consisting of two steel bars which are welded to the underside of the tubes 
in the shape of a V. They block the stretcher at the level of the rollers (Photo 67), 
thus keeping the stretcher from being pushed too far into the muffle, which would 
damage the muffle’s rear wall. One stretcher weighs about 51 kilograms. In 
March of 1943 this system was introduced in Crematorium II as well. 

The operation of the triple-muffle coke-fired furnace is contained in Topf's 
instruction sheet (Document 227). They are similar to those for the double-muffle 
furnace. For greater clarity I have again added — to the translated text and in 
square brackets — my explanations and/or references concerning relevant photos 
and documents. Words in rounded parentheses appear also in the original text: *? 

"Operating instructions for the coke-fired Topf triple-muffle incineration fur- 
nace. 

Before any coke is fed to the two coke generators [Photo 158; through the two 
loading shafts, Photos 160-164], the flue-duct damper [Documents 202b&c] on 
the furnace must be opened. 

Now fire can be lit and maintained in the two generators; care must be taken 
to make sure that the secondary covers to the right [Photo 165] and left [Photo 
173] of the ash-removal doors (coke generators) are open. 

Once the incineration chamber shows a satisfactory red glow (about 800°C), 
the corpses can be introduced successively into the three chambers. 

At this point, it is advisable to switch on the air compressor located at the side 
of the furnace [Photos 188-191] and to let it run for about 20 minutes. By obser- 
vation, it must be decided whether too much or too little fresh air enters into the 
three chambers. 

Control of the fresh air flow is effected by means of the rotary vane [Photos 
192 & 194] located in the air duct. Furthermore, the air-entry ports to the right 
[Photo 148] and left [Photo 150] of the introduction doors must be half open. 

As soon as the corpse parts have dropped from the fireclay grate [Photos 145 
& 147] onto the inclined ash plane below [Photos 131, 134, 140f., 156f.], they 
must be moved forward towards the ash-removal door [Photo 71] by means of the 
scraper. These parts may remain here for another 20 minutes for post-combus- 
tion. Then the ash is transferred into the ash container [Photo 155] and set aside 
for cooling. 

In the meantime, new corpses will be introduced successively into the cham- 
bers. 





475 Topf, Betriebsvorschrift des koksbeheizten Topf-Dreimuffel-Einäscherungsofen. March 1943. From: 
Pressac 1989, p. 222. 


С. MATTOGNO, Е. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 277 


The two generators must be refueled from time to time. 

Each night the generator grate [Photos 167, 174] must be freed of coke slag 
and the ash must be removed. 

It is important, furthermore, that after the end of the operation as soon as the 
generator has burned itself out and [coke] embers are no longer present, all air 
dampers and doors [of the ash chambers, the gasifiers’ loading shafts, the muf- 
fles" ash chambers, and the introduction doors], as well as the flue duct dampers, 
must be closed in order to avoid cooling of the furnace. 

After each incineration, the furnace temperature will increase. Therefore, care 
must be taken not to let the internal temperature exceed 1100°C (white heat). 

This temperature increase can be avoided by feeding air.” 

The two large-size triple-muffle furnace (Groß-Einäscherungsöfen) originally or- 
dered by the Auschwitz Central Construction Office for the Birkenau PoW camp, 
but never built, were structurally different from those set up in Crematoria II and 
III at Birkenau, as shown by the Topf quotation for these two furnaces, dated 12 
February 1942 (Document 228): 








Copy/Go 
J.A.Topfund Sóhne 
To 
Central Construction Office 
der Waffen-SS und Polizei 
Auschwitz/Upper Silesia. 





Erfurt, Feb. 12, 1942 
Object: Your ref. Our department: D IV crematorium Prf. 
Cremation furnaces 
Quotation for the supply of 2 triple-muffle cremation furnaces and construction 
of chimney lining with cleaning port 








Пет |Qty | Description Unit pr. Total 





I) 1 |Coke-fired triple-muffle incineration furnace 
With the following services and supply: 
The necessary fireclay materials consisting of nor- 
mal, wedge-type and shaped bricks and monolite 
tamping material with the corresponding mortar. 
For the insulation of the furnaces the necessary 
bricks of diatomaceous earth, rock wool and diato- 
maceous-earth mortar. 
Cast- and wrought-iron fittings such as: 

3 |Wrought-iron blocking dampers lined with Mono- 
lite, including one corrugated-metal plate covering 
on front side of damper and installation of an ob- 
servation port, 

Cast-iron chain rollers, 
Cast-iron bearings 
Cast-iron wall cranks for loads of 500 kg each, 








Lu сс 


476 Topf, Kostenanschlag for Zentralbauleitung dated 12 February 1942 concerning two triple-muffle 
cremation furnaces of simplified type. APMO, BW30/34, pp. 27, 32, 29 (sic). 
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Item \Oty | Description Unit pr. |Total 








1) 


10 


The necessary cables and 4 chains for the dampers, 
Cast-iron air-channel closures, 

Cast-iron ash-removal doors, lined with fireclay, 
Cast-iron gasifier-loading-shaft closure, with insu- 
lating cover, 

Cast-iron ash container, 

Cast-iron smoke-channel damper sliding in air- 
tight guide, including rollers, cable and counter- 
weight, 

The necessary stokers for the gasifier, 

The horizontal grate made of wrought-iron square 
bars including supporting bars, 

Wrought-iron coffin-introduction device consisting 
ofa stretcher and 6 pcs. rollers with fixation bar, 
Delegation of builder for construction of furnace 
and of one engineer for hand-over of furnace. 
Price of item I) for 1 furnace RM 7,106.- 


Price of item 1) for 2 furnaces RM 14,212.- 





The fireclay lining for the chimney up to a height o 
б m, thickness 12 ст: 

1,400 normal refractory bricks, Seger Cone 30, 
700 kg of refractory mortar M 2 

1 cast-iron manhole for cleaning. 


Price of item II) RM 440.- 








The anchor bars necessary for the furnace must be 
manufactured by the client, at no cost to us, as per 
our drawing. Furthermore, for each furnace, the 
client will supply, at no cost to us: 

about 4,000 pcs. bricks 

6 m? of construction-type sand 

1,200 kg of lime 

500 kg of cement 

These materials belong to the outer brick casing. 
For the duration of the job our builder must be 
supplied by the client with 3-4 helpers, at no cost to 
us. 

Total Kennziffer weight 3,450 kg 

Our prices are ex works, without packing 





This furnace is characterized by the presence of only one gasifier — the cost esti- 
mate, in fact, speaks of only one grate (P/anrost) and one closure for the loading 
shaft of the gasifier— of a single flue duct — there is only one flue-gas damper — 
and of muffle doors running vertically like those in a single-muffle furnace (Doc- 


ument 163). 


The parts, as listed in the cost estimate, seem to be those of a furnace with the 
gasifier located behind the central muffle, as shown by the respective drawing 
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(Document 229): the gases from the generator first flow into the central muffle, 
then, through the openings between the muffles, on into the outer muffles; the 
spent-gas system could be similar to the one of a single-muffle furnace (Docu- 
ment 229a) or to the system of the Auschwitz-type double-muffle furnace (Doc- 
uments 229b & 229c). The air-feed system for the combustion air was similar to 
that ofthe triple-muffle furnaces at Buchenwald and Birkenau, with their ten clo- 
sures for the air channels instead of eleven, because the furnace had only a single 
gasifier. 

The fact that five ash-removal doors are listed (instead of four - three for the 
muffles and one for the gasifier) is explained by the fact that this figure includes 
the closure for the loading shaft of the gasifier as well, it being identical to the 
ash-removal doors. This type of furnace had neither a blower nor a draft enhancer. 
The coffin-introduction device consisted of three pairs of rollers mounted on a 
bar like the rollers of the Topf 8-muffle furnace (see the next section) and a 
stretcher as described above. 


7.3. Тһе Coke-Fired Topf 8-Muffle Cremation Furnace 


This furnace was designed by Engineer Priifer probably towards the end of 
1941. Its original concept is described in a Topf cost estimate, dated 16 November 
1942 (Document 230):4”” 





Quotation for one Topf 8-muffle cremation furnace 





# Description 





Supply and construction of a Topf 8-muffle incineration fur- 
nace 

including: 

For the outer brick coat 

approx.. 9,000 bricks (normal size) 

approx.. 14 т? sand, construction type 

approx.. 3,000 kg of building lime 

approx.. 500 kg of cement 

(These materials must be made available to our builders free 
of charge). 

The fireclay materials, viz.: 

1,600 wedge-type fireclay bricks, Seger Cone 33/34 

3,000 normal fireclay bricks, Seger Cone 33/34 

1,500 normal fireclay bricks, Seger Cone 32 

3,000 kg refractory mortar MI 

35 fireclay grate bricks, special shape 

35 fireclay plates, special shape 

2,000 kg Monolite caulking mass. 





The cast- and wrought-iron fittings, such as: 
4 Hearths for wood firing consisting of their cast-iron inclined 
grate, cast-iron flat grates, loading shaft covers of corrugated 





47 Topf, Kostenanschlag über einen Topf-Achtmuffel-Einäscherungs-Ofen dated 16 November 1942. 
RGVA, 502-1-313, pp. 72-74. 
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metal with reinforcing bars, and the wrought-iron supporting 

bars for the grates, 

Cast-iron flue-gas-channel damper running in its air-tight 

guide, including rollers, cables and counterweights 

Wrought-iron muffle-blocking dampers with chains and sus- 
ension bars (these dampers will be lined with Monolite), 

kg of diatomaceous-earth insulating mass, 


Cast-iron chain rollers and the necessary cast-iron bearings 

with wrought-iron shafts, 

Wrought-iron stokers, consisting of scraper and stoking rods, 

The necessary cables, chain and cable rollers as well as coun- 

terweights, 

Supporting bars for fixation of cable and chain rollers, 

Wrought-iron ash boxes with reinforcing bars and 2 handles 

each, 

Cast-iron closures for the air channels, 

Cast-iron ash-removal doors, fireclay lined, with frame and 

coil handles, 

Coffin-introduction devices, each consisting of a wrought-iron 

stretcher, and rollers with their fixation bars for each muffle. 

Delegation of builder(s) for construction of the furnace, in- 

cluding daily rates, social security contributions and travel ex- 
enses. 


Price of the furnace RM 12,972.-- 


Kennziffer weight 3,600 kg. 

The price is quoted fob Erfurt Station. 

For the duration of the construction, our builder must be sup- 
lied with a sufficient number of helpers at no cost to us. On 

arrival [of the parts] on site, the foundations must have been 

made ready by the client. If supervision of the furnace founda- 

tion by our builders is desired, we would delegate the latter at 

daily rates at your expense. 











In the Topf bill of lading (Versandanzeige) of 8 September 1942, there is a list of 
parts for two 8-muffle furnaces (Document 231). The document is translated be- 
low, with the exception of the first two columns which contain the name of the 


company and the order number: 


478 





478 Topf, Versandanzeige for Zentralbauleitung dated 8 September 1942. RGVA, 502-1-313, рр. 143f. 
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Number |РасКіпе| # |Object weight in kg 
ofcases| Type net| gross 
2 |Complete 8-ти/Йе incineration furnaces 
consisting of: 
16 loose | 16 |Cast-iron fire doors 280/350 тт 736) 736 
24 " 24 |Cast-iron air-channel closures 108/126 
mm, Model 311a 180 180 
16 " 16 |Cast-iron air-channel closures 232| 232 
4 4 |Cast-iron smoke-channel dampers (800 mm 
high, 700 mm wide) consisting of: 
4 di 4 guides 280| 280 
4 4 Cast-iron dampers 342| 342 
4 4 Damper rods 8 8 
1 pack | 8 |Cable rollers, fig.2 13 13 
{7 loose | 17 \Cast-iron chain rollers, 210 mm segment 
diameter, bore (235 mm 90 90 
16 5 16 |Muffle-blocking dampers 736| 736 
4 g 4 Introduction stretchers 204) 204 
15 5 15 |Cable roller with support 60 60 
2 5 2 |Cast-iron covers, Model 8973 for closing 
of gasifier-loading shaft 23 23 
8 d 8 |Closures for gasifiers 252| 252 
4 d 4 \Angle bars 60/60/6, each 2,300 тт long 44 44 
4 4 |Ash receptacle, metal plate 24 24 
4 4 |Stokers 22 22 
4 
Subtotal 3,246 
4 4 |Stoking rods 13 13 
8 8 |Gas piping 2,” each 1,250 mm long 44 44 
8 8 |Angle irons 80/80/10, each 1,250 mm long | 100| 100 
105 105 |Cast-iron bars for horizontal grate, each 
600 mm long, model 15377 525 525 
235 235 |Cast-iron bars for inclined grate, each 
940 mm long, model 8735 1,504| 1,504 
16 " 16 Cable rollers diam. 152/190 mm figure 6 114| 114 
16 = 16 \Angle bars 70/25 mm, each 1,200 mm long | 272 272 
1 metal drum |260|Angle supports 20/20 each 150 mm ex- 
tended length 131| 133 
ó loose | 8 |Angle bars 60/60 mm, each 1,200 mm long | 256] 256 
ó T 8 |U-bars NP 10, each 2,600 mm long 636 636 
1 box | 16 |Angle bars 60/60/8, each 150 mm long 16 343 
265 |Square holders 10/10 mm, each 260 тт 
extended length 47 
64 64 |Lag bolts 3/4” x 250 mm with nuts 39 
16 \Grommet thimbles, for cable 8 mm 0.5 
16 \Dto., clamps 2 
65 \Grommet thimbles, for cable 10 mm 3 
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65 |Dto., clamps 10 
32 Angle bars 100/50/8 mm, each 180 тт 
long 35 
16 \Shafts, 40 mm Z, each 510 mm long 80 
32 Rollers 60 mm Z, each 50 mm long 34 
32 |Blank spacers 43 2 
32 \collars 42 with screws 7.5 
64 |Lag bolts 16 mm Z, each 170 mm with nuts 22 
5 |Star-type 3-way switches for 3 hp motor 20 
20 bags Monolite 1,000! 1,000 
60 loose | 60 |Fireclay bricks for grate, 140/250/650 “| 
40 “ 40 |Fireclay bricks for grate 120/250/850 тт! |4,000| 4,000 
12,186 





The final invoice, drawn up by Topf on 5 April 1943 (Document 232) lists the 


parts actually supplied to the Central Construction Office: 


479 





Item 


Number | Amount 





[Invoice] concerning supply and services for erection of 2 
Topf large-size incineration furnaces having 8 muffles 
each, viz.: 

a. Supply 

of normal, shaped and wedge-type fireclay bricks, fire-re- 
sistant mortar and fire-resistant Monolite packing mass, 


ifier-loading shafts, of cast- and wrought-iron fittings for 
cables and hand cranks, stokers, ash boxes, ash-removal 


device, 
b. Delegation of our builder for construction of furnace 
Ав per our letter of 8 December 1941 and our letter of 9 
December 1941 for 1 furnace 

for 2 furnaces 
Expenses for freight for our shipment of 29 March 1943 
Reference: letter with order from Reichsführer SS dated 4 
December 1941 П/7/3 Wi/Fl. 





RM 27,600.--. 


additional anchoring bars for damper-suspension апа gas- 
wood-fired hearths, muffle- blocking dampers with rollers, 


doors, air channel-closures with their frames, introduction 


Payment from Amtskasse Waffen-SS Posen on 5 Мау1942 


13,800.-- 
27,600.-- 
32.30 





27,632.30 











This list is completed by Topf's final invoice no. 322, of 12 July 1944, but back- 
dated 23 March 1943 (Document 233) as far as the additional equipment ordered 


by the Central Construction Office:*®° 


^? Topf, Schlussrechnung Nr. 380 for Zentralbauleitung dated 5 April 1943. RGVA, 502-1-314, pp. 29- 


29a. 


#0 Topf, Schluss-Rechnung Nr. 322 for Zentralbauleitung dated 23 March 1943. RGVA, 502-1-327, p. 


22. 
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Item Amount 





We supplied on 25 January and on 19 March 1943 


4 cast-iron doors with cast-iron frame, сой handles for fireclay lin- 





ing 360 

7,500 kg of rock wool instead of 5,000 insulating bricks and 

1,200 kg of rock wool 1,218 

4 gasifier grates made of square bars 40/40 each 1,200 mm long 1,680 
3,258 


As per our cost estimate of 2 September and letter of 22 September 
1942 concerning your order of 15 September 1942 


Your payment of 2 February 1944 
RM 3,256.--. 














As mentioned in Chapter 6, there were actually eight cast-iron closures. 

The above documents, the drawings of the Birkenau Crematorium IV (and 
hence, of Crematorium V, its mirror image) 1678, 2036 and 2036(p) (Documents 
234-236) — which show the foundations and the vertical section of the 8-muffle 
furnace — the photos ofthe crematorium ruins taken by the Poles in 1945, as well 
as an inspection on-site allow us to re-establish the design of this furnace with 
satisfactory precision. 

Its overall dimensions can be deduced from the list of anchoring bars etc. drawn 
up by Topf on 4 September 1942 (Document 237) for the 8-muffle furnace: 


Dimensions of the Auschwitz 8-muffle furnace: 


height 2,450 mm 

length 4,430 mm 

width 2,545 mm 
Length of upper level 2,990 mm 
Length of upper brickwork (position of muffle door) 720 mm 
Gasifier: 

height 2,060 mm 

length 3,225 mm 

width 2,290 mm 


The furnace, including the gasifier, thus measured 4.43 m x [(2.545 x 2) + 2.290 
=] 7.38 m. 

Judging from the dimensions of the steel bars still shown at Crematorium V, 
these overall dimensions are basically reliable. 

The description which follows is based on the documents mentioned in this 
section, on the Polish photos of 1945, and on visual observation of the ruins of 
Crematorium V. For greater clarity, the description is illustrated by three draw- 
ings prepared by ourselves (Documents 238-240). The numbers in parentheses 
which appear in the description refer to these documents. 

The Topf coke-fired 8-muffle furnace was made up of eight single-muffle fur- 
naces as per Topf drawing D58173 (Document 163) arranged in two groups of 
four furnaces; each group consisted of two pairs of furnaces opposing each other 
in such a way that they shared their rear walls and the central walls ofthe muffles 
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(Document 238) in a manner already used in the Plaszöw crematorium (cf. Doc- 
ument 175). The two furnace groups were connected to four gasifiers coupled in 
the same way (Document 238, Generator 1-4) and thus formed a single 8-muffle 
furnace, also called “Großraum-Einäscherungsofen,” literally “large-scale incin- 
eration furnace.” 

The furnace was contained in a solid brick structure by means of anchor and 
retaining bars still clearly visible on the Polish photos of 1945 depicting the ruins 
of Crematorium V (Photos 222-225) and still visible half a century later (Photos 
228-230). 

The muffles (no. 1) had doors (no. 2) weighing 46 kg and running vertically 
in a frame set into the frontal brickwork (no. 3) above each pair of muffles. The 
doors were operated by means of pulleys attached to the roof beams, cables and 
counterweights. 

In the outside wall of each of the four outer muffles, in their rear portion, was 
an outlet for the spent gases (no. 4) leading into a vertical duct (no. 5) in such a 
way as to form two parallel pairs of ducts — one for each group of four muffles. 
Each was housed in a brickwork structure (no. 6) located on either side of the 
furnace. 

The two pairs of ducts fed each separately into two horizontal ducts (no. 5a) 
which merged into a single one (no. 7) with its damper operated by means of a 
pulley with its cable and counterweight. Each damper measured 0.8 m x 0.7 m 
and weighed 85.5 kilograms. 

The two ducts ran horizontally in opposite directions below the floor of the 
furnace hall and ended in a chimney, having a square cross-section of 0.8 m x 0.8 
m and a height of 16.87 m (photo 233). The flue ducts did not have inspection 
manholes. The chimneys had no draft enhancers. 

The interior wall of each pair of muffles had connecting openings (no. 8), 
probably three in number as in the double- and triple-muffle furnaces. The rear 
walls of the muffles were totally closed by refractory brickwork. The floors of 
the muffles consisted of a fireclay grate (no. 9), probably made up of five fireclay 
bars as in the single-muffle furnace. In this respect, the information supplied by 
the bill of lading of 8 September 1942 is unclear, because this document speaks 
of 60 bars 140 mm x 250 mm x 650 mm and 40 bars 120 mm x 250 mm x 850 
mm for a total of 16 muffles, but dividing the total number of bars by the total 
number of muffles does not result in an integer (100+16 = 6.25). It is thus likely 
that this supply item included spare bars. The width of the grate, and hence that 
of the muffle, must have been 700 mm as in the double-muffle furnace, which 
had bars of the same length. If the width had been 850 mm, then the 650 mm bars 
would have been too short. The difference in length can perhaps be explained by 
assuming that the 650 mm bars probably rested on protruding specially shaped 
bricks at the edge of the ash chamber, whereas the 850 mm bars extended into the 
muffle wall by 75 mm on either side. 

Below the grate was the post-combustion chamber (ash chamber; no. 10) 
closed at the front end by the ash-removal door (no. 11). This type of door, 280 
mm x 350 mm, was the same as used for the gasifier hearths, therefore, in the bill 
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of lading of 8 September 1942, these ash-chamber doors are labeled “Feuertü- 
ren.” Combustion air was fed to the individual furnaces and to the gasifiers 
through 20 air channels having an equal number of raisable closures, twelve 
standard closures (108 mm x 126 mm, weight 7.5 kg) and eight larger ones (14.5 
kg) like those mistakenly installed in the side walls of the poorly reconstructed 
double-muffle furnaces of today’s Crematorium I (cf. Photos 87 and 96). These 
closures were arranged as follows: 

— one, standard type, next to the ash-chamber door as shown on Photos 226f. (= 

8 closures); 

— one, large type, next to the muffle door as on the Topf Mauthausen furnace (= 

8 closures); 

— four, standard type, next to the gasifier hearth grate (= 4 closures). 
The use of air channels to the muffles larger than those on the two- and triple- 
muffle furnaces was probably meant to at least partly compensate for the absence 
of blowers. 

On the outer part of the post-combustion chamber was a horizontal air channel 
running parallel to it and linked to it by means of transverse openings. This chan- 
nel let out at the front of the furnace, next to the ash-removal door, and was closed 
by a standard type raisable cast-iron closure already mentioned. The channel con- 
stituted the air feed for the post-combustion chamber. 

On the inner sidewall of the post-combustion chamber of the four inner muf- 
fles one or two openings were located (no. 12) which were connected to the gas- 
ifiers, as in the Gusen furnace (Photos 16, 27). 

The furnace was equipped with two pairs of gasifiers (no. 13) located in op- 
posite directions between the two groups of four muffles. Each pair fed the two 
muffles next to it. 

As far as their lateral position and their connections to the muffles are con- 
cerned, the gasifiers were structurally similar to those of the Gusen furnace (Photo 
1): the pair of furnaces on the left shows like the two furnaces and the gasifier on 
the right of the Gusen furnace, and the pair of muffles and the gasifier on the right 
like the two muffles and the gasifier on the left at Gusen, the common feature 
being that the gasifiers were housed one beside the other in a single brick struc- 
ture. To visualize it, І have prepared a photo composition (Document 241), real- 
ized on the basis of the Gusen furnace, which reflects rather well the concept of 
the 8-muffle furnace and shows clearly to what extent this furnace was inspired 
by the furnace at Gusen. 

As opposed to this, the gasifiers were probably similar to those of the Topf 
furnace at Mauthausen (Photos 75, 77f.) with a sloping plane, on which were 
placed the seals of the gasifier-loading shafts. Furthermore, the four gasifiers of 
an 8-muffle furnace possessed a rather light-weight (11.5 kg) “cast-iron lid Model 
8973 for closing the loading shaft of the gasifier,” whose function is not clear. 
The service pits (no. 14; Photos 222, 224, 232) — which allowed access to the 
loading closures (no. 15), the gasifier shafts (no. 16) and the hearths — were lo- 
cated in front of the gasifiers. 

The hearth frames were attached to the anchoring bars of the gasifiers by 
means of two rods still visible in the rubble of the furnace (Photo 230f.). The 
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steps shown on drawings 1678 and 2036 were substituted for by a ladder with 
wrought-iron rungs, visible on Photos 230 and 232. 

As I have explained in Chapter 6, the 8-muffle furnace for Mogilev had 
hearths with inclined grates for wood firing (without lids), which were ordered 
later by the Central Construction Office at Auschwitz. For the grates of the fur- 
naces shipped to Auschwitz, both level and inclined bars for coke firing were 
used. The available documents diverge as to the number and the length of these 
bars; it is certain, however, that the throughput capacity of the grates was 35 kg 
of coke per hour (see Document 264). 

The corpse-introduction system consisted of a stretcher for the corpses as de- 
scribed in the preceding section, clearly shown on Photo 222, and by two rollers 
of simplified design. These rollers consisted of a metal cylinder rotating around 
an inside axle which was attached to two vertical bars bolted onto an angled an- 
choring bar at the level ofthe fireclay grate of the muffle as shown in Photo 226. 

At the two extremities of the cylinder, guide disks were welded, 6 cm wide 
and 10 cm in diameter, supporting the lateral tubes of the corpse stretcher, and 
with the entire cylinder rotating around its own axle. Photo 226 shows further- 
more four steel servicing tools resting on the anchoring bar ofthe furnace, and on 
the ground, below them, several square bars that were part ofthe gasifier grates. 

Originally, 2,500 insulating bricks and 600 kg of rock wool had been foreseen 
for the insulation of опе 8-muffle furnace,**! but later, as can be seen on the final 
invoice no. 322 backdated to 23 April 1943 (Document 233), the 2,500 insulating 
bricks were substituted by 3,750 kg of rock wool; hence each one of the two 8- 
muffle furnaces was insulated by 4,350 kg of rock wool. 

The brickwork of one 8-muffle furnace was composed of: 

— 1,600 wedge-shaped refractory bricks ~ 5,300 kg 
— 4,500 normal refractory bricks ~ 15,800 kg 
— 3,000 kg of refractory mortar, 

for a total weight of about 24,100 kg. 

Assuming for the four gasifiers a total weight of the brickwork of 8,000 kg, the 
refractory brickwork of each muffle weighed some 2,000 kilograms. Judging by 
its flimsy structure, the 8-muffle furnace was the least-reliable of the furnaces 
built by the Topf Co. 


7.4. The Plans for Mass Cremations at Auschwitz Birkenau 


7.4.1. Тһе Furnace Designed by Fritz Sander 


In Chapter 3 of this part I presented the uncommented translation of a patent 
application by Fritz Sander dated 4 November 1942 concerning a “Continually 
operating corpse-combustion furnace for large-scale operation.” I will now dis- 
cuss the significance and the scope of such a device in the light of another docu- 
ment. 

On 14 September 1942, the Topf engineer Fritz Sander wrote a letter to the 
brothers Topf, owners of the firm in which he worked, explaining to them the 





#1 Letter from Zentralbauleitung to Topf dated 15 September 1942. RGVA, 502-1-312, p. 22. 


С; 
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“new design” of a furnace he had invented. Of this letter, only the first page and 


some excerpts of other pages have been publishe 


482 
483 


4:252 


“The great demand for cremation furnaces for сопсепіғайоп camps which has 
lately manifested itself especially in the case of Auschwitz and which has, accord- 
ing to the report by Herr Prüfer, led to a further order for 7 triple-muffle fur- 
naces, 9 has prompted me to look into the question of whether the concept of 
muffle furnaces used so far at the places mentioned is indeed the most suitable 
one. 

In my opinion, in a muffle, the cremation does not proceed quickly enough to 
ensure the elimination of a great number of corpses at a desirably high rate. As a 
makeshift solution, one has tried to use a series of furnaces or muffles and by 
loading them with more corpses, but this does not solve the basic problem, i.e. the 
drawbacks of the muffle system. These drawbacks of the muffle furnace, which 
cannot be solved even by assembling more muffle furnaces (triple- or 8-muffle 
furnaces) and loading more corpses into an individual muffle, are in my judgment 
the following: 





1) Discontinuous operation. 

Each muffle, at regular intervals, must be loaded, cleaned, then loaded again 
and cleaned again, and this goes on for the [whole] duration of the operation of 
the furnace. Each time [a cremation is undertaken] it is necessary to open the 
introduction door at the front, and the corpses must be loaded into the muffle 
through this front door. While this goes on, cold air flows into the furnaces, cool- 
ing the muffle, which not only reduces its service life, but also causes heat losses 
which have to be made up by additional fuel. 





2) Problems of introduction. 

It is іп any case hard and repulsive work [to introduce] the corpses lengthwise 
[...] 

[...] as far as I am concerned, for the needs of a concentration camp, I con- 
sider the ideal solution to be a furnace with continuous loading and [likewise 
continuous] operation [...], that is to say that the corpses would be loaded at the 
top — without interference with the cremation process — at certain intervals; dur- 
ing their passage through the furnace they would catch fire, burn, be completely 
consumed, incinerated, and finally end up in the ash chamber under the post- 
combustion grate. 

I realize very well that this kind of furnace must be considered a mere device 
of destruction and that one has to cast aside all considerations of piety, separation 
of the ashes, or any sentimental factor. But all this is already with us in the case 
of multi-muffle furnaces. In the concentration camps, we have special conditions 
due to the war which force [us] to adopt such a procedure. |...] 

In view of the considerations set out above, one must presume that the author- 
ities in charge will also approach other furnace manufacturers for the supply of 








On the website www.TopfundSoehne.de. Cf. Document 242. 


We can see from K. Prüfer's note of 8 September 1942 (cf. Chapter 8.2) that besides the five triple- 
muffle furnaces of Birkenau Crematorium II, the SS-WVHA had ordered another three 8-muffle fur- 
naces, but still, the number of muffles was insufficent. Actually, for Crematorium III, another five 
triple-muffle furnaces were ordered, and another two for the crematorium at Gross-Rosen, so twelve 
in total. 
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cremation furnaces functioning quickly and well. These [firms], too, will look for 

the best design of furnaces for the applications mentioned. [...] For this reason, I 

believe it to be urgent to apply for a patent for my proposal in order to protect 

our priority. " 
This patent application concerning a “cremation furnace for corpses in continuous 
operation for mass application" was drawn up by Sander on 26 October 1942, 
and then revised by him on 4 November 1942. The patent application of 4 No- 
vember 1942 confirms Sander’s ideas as described in the letter of 14 September 
1942: 

"In the collection camps of the occupied eastern territories, due to the war 
and its consequences, with their unavoidably high mortality, the burial of the 
large numbers of dead detainees cannot be implemented for lack of space and 
manpower, on the one hand, and because of the danger to the immediate and more 
distant neighborhood presented by the interment of corpses with infectious dis- 
eases of various kinds. There is hence the need to eliminate rapidly, safely and in 
a hygienically acceptable manner the large number of corpses arising perma- 
nently. ” 

Sander explained that this task could not be accomplished in accordance with 
the legal dispositions applicable within the Reich territory but imposed the need 
to burn such corpses jointly and concurrently, with the flames and combustion 
products striking the corpses directly throughout the entire process; thus, one 
could not speak of a proper cremation but rather of a combustion of the corpses. 
He continued: 

“Іп order to implement this combustion — and, actually, simply because of the 
reasons set out above — some such camps have already installed a number of 
multi-muffle furnaces which, of course, have to be loaded and operated periodi- 
cally. Still, these furnaces are not yet satisfactory, because cremation does not yet 
take place quickly enough to eliminate in the shortest possible time the large num- 
ber of corpses arising permanently. ” 

Sander's design was nothing but an adaptation of Topf's refuse incinerator, 
which was practically copied from Kori's “О/еп mit doppelten Verbrennungs- 
kammern" (Furnace with two combustion chambers).*** The idea of a vertical 
cylindrical combustion chamber, on the other hand, was taken from the patent of 
Adolf Marsch, which I discussed in Chapter 10 of Section I (Documents 96 & 
96a). 

The reference to the “multi-muffle furnaces” is clearly to Topf’s own double-, 
triple- and quadruple-muffle furnaces already built at Auschwitz, Buchenwald 
and Mogilev. The reference to high mortality in the “collection camps of the oc- 
cupied eastern territories” and of the “corpses with infectious diseases of various 
kinds” concerns the concentration camps, Auschwitz in particular, where the 
mortality was extremely high because of the typhus epidemic ravaging the camp 
at that time. 

What is most significant in the patent application and the letter mentioned 
above is that the very reason of the new design was the fact that Topf's chief 





44 Cf. Chapter 11 and Document 225a&b. 
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engineer rated the mass cremation in multi-muffle furnaces — of which Topf was 
the only manufacturer - to be rather unsatisfactory. 


7.4.2. Crematorium VI 


In early 1943, Topf elaborated two mass-cremation devices for Auschwitz- 
Birkenau. A letter written by the head ofthe Auschwitz Central Construction Of- 
fice, SS-Sturmbannfiihrer Bischoff, to the camp commander, SS-Obersturm- 
bannführer Hoss, dated 12 February 1943, explains the idea of “Crematorium 
УТ” in the following way (Document 243):**° 

“With reference to the discussion of the undersigned with engineer Priifer of 

Topf & Söhne Со. оп 29 January 1943, the project of a sixth crematorium (an 

open combustion chamber 48.75 by 3.76 m) was considered. The Central Con- 

struction Office had therefore requested Topf & Söhne Co. to prepare a sketch of 
this open combustion chamber, which is attached. 

If the construction of this sixth crematorium were to be undertaken, it is re- 
quested to forward the respective application to Office Group C via Office Group 

р. 

In case of a possible realization of this installation, more manpower than pres- 
ently employed must be provided by the command. For this, one would require: 
150 detainee bricklayers 
200 detainee helpers 
The realization of the building project depends on the availability of the man- 
power mentioned above.” 
The sketch of the device has not been preserved. In my opinion, the design of 
Crematorium VI was based on F. Siemens’s field furnace described in Chapter 
10 of Section I. In the Siemens drawing (Document 93) the width of the installa- 
tion (section C-D) was about 3.90 m, the length about 5.50 m; the thickness of 
the walls, section a-b, was about 35-40 cm, the internal dimensions about 3 m x 
4.80 т. The “open combustion chamber" of the Crematorium VI project meas- 
ured 48.75 m x 3.76 m, which corresponds to a Siemens field furnace of the same 
width but 10 times longer, i.e. of the following dimensions: 
— width: 3 m (clear width) + 2 x 0.38 m (outside walls) = 3.76 m. 
— length: 10 m x 4.80 m (clear space) + 2 x 0.375 m (outside walls) = 48.75 
meters. 
The use of bricks for this furnace was an option, but engineer Priifer could have 
simplified matters by placing the corpses directly on the grates constituting the 
top part of the hearth. Separating the individual hearths as in the Siemens furnace, 
Crematorium VI would have had 60 hearths with a usable surface of 144 square 
meters, sufficient for the concurrent cremation of some 150 corpses. 


485 Letter from Zentralbauleitung to the camp commander dated 12 February 1943. APMO, BW 30/34, 
p. 80. 
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7.4.3. The Annular Incineration Furnace 


Topf’s letter to the Central Construction Office of 5 February 1943 ends as 

follows:*56 
"You will receive the cost estimate for the large ring incineration furnace on 
Tuesday of next week at the latest. In case a purchase is planned, we kindly ask 
for an order to be placed soonest to enable us to order the cast-iron and wrought- 
iron parts right away or start with their fabrication [ourselves]. " 

A ring furnace (Ringofen) is usually used for the sintering of bricks, laid out as 
shown in Document 244. It consists of a ring-shaped sintering channel (Brenn- 
kanal), some 2 to 4.5 m wide, 2.5 m high and 60 to 120 m long, into which the 
material to be sintered 1s placed. Heating is effected by means of hearths with 
grates, until the material becomes incandescent. The spent gases leave the sinter- 
ing channel through flue ducts below, flow into a collection channel and then on 
into a smoke duct, which takes them into the chimney. 

Some 12 to 20 openings are arranged in the side walls of the furnace for the 
loading and removal of the material to be sintered. The sintering channel is di- 
vided into an equal number of chambers linked to one another. The actual sinter- 
ing takes place in two or three chambers, whereas in the others there is a progres- 
sive preheating in one direction and a gradual cooling in the other.^?? 

Because of the structure and the technical characteristics of such a device 
which, among other things, operated intermittently, and also because such a de- 
vice had never been manufactured by Topf, we may exclude that the “ring incin- 
eration furnace" suggested by Topf was ofthis type. The designation would rather 
refer to the “cremation furnace for corpses in continuous operation for mass ap- 
plication" devised by Fritz Sander with its cylindrical combustion chamber. 


7.4.4. The Furnace of the Quotation Dated 1st April 1943. 


Another design of a mass cremation device appears in a Topf quotation of 
which R. Schnabel presents only the last page (Document 245; Schnabel 1957, p. 
351): 


J.A. Topf & Sóhne 
Quotation of 1 April 1943 for Auschwitz 





1 |Cast-iron damper for smoke channel with rollers, metal cable and 
hand crank, 
The necessary stokers. 
Delegation of builders for construction of the furnace including trav- 
elling expenses, daily rates, and social security contributions. 


Price of furnace: RM 25,148.-- 
Weight for Kennziffer: 4,037 kg 


For the duration of the construction our builders must be supplied 
with a sufficient number of helpers at no cost to us. 














486 Letter from Topf to Zentralbauleitung at Auschwitz datd 5 February 1943. APMO, BW Aull 30/4/34, 
D-Z-Bau/2544/2 (illegible page number). 
^" Hütte 1938, vol. IV, pp. 739f. 
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All construction materials such as bricks, sand, lime and cement must 
be provided at the site in time; these materials must likewise be sup- 
lied at no cost to us. 
They concern: 
about 19,000 bricks 
about 20 m? of sand 
about 800 kg of cement 
about 6,000 kg of lime. 
Our price is given FOB railway freight car at station 


By order. J.A. Topf & Sóhne 
signed: Sander, Erdmann. 











It is not known where the original of this document resides. When comparing it 
to the known Topf estimates, we see that it is the last page of an estimate: there 
is no letterhead of the firm, no addressee, no description of the device, and the 
data which do appear are those normally shown at the end of the estimates. It is 
certain, in any case, that the furnace described in this estimate was a real crema- 
tion furnace, even if of a special type. The presence of a flue-duct damper 
(Rauchkanalschieber) leaves no room for doubt in this respect. 

A comparison of this device with the constituents of the 8-muffle Mogilev 
furnace shows that it was an even bigger furnace: 


8-muffle furnace | Furnace of estimate of 1st April 1943 





Bricks 9,000 19,000 
Sand 14 m? 20 n? 
Lime 3,000 kg 6,000 kg 
Cement 500 kg 800 kg 
Metal 3,600 kg 4,037 kg 
Price 12,972 RM 25,148 RM 


The comparison shows that the number of bricks for the outer facing of the fur- 
nace in question was twice as large as that of the 8-muffle furnace, and one may 
thus suppose that the outer surface also was roughly twice the size. 

The enormous price difference between the two devices, even if the weight of 
the metal is not very different, can probably be explained by a most relevant dif- 
ference in weight for the refractory and the insulating material and would hence 
confirm the gigantic dimensions of this furnace. These dimensions agree much 
better with a special furnace such as the one invented by Fritz Sander which, 
incidentally, also had only one smoke duct. 

The devices described in this section were never built, probably because con- 
ditions had changed. In January of 1943 the Birkenau crematoria were still being 
erected; by the end of March, Crematoria II and IV were in operation, with Crem- 
atorium V joining them in early April. 

The quotation of Ist April 1943 certainly responded to a request by the Central 
Construction Office made a few weeks earlier when the sanitary situation in the 
camp was disastrous because of a resurgence of the typhus epidemic which had 
struck the previous year. Between 2 March and 1st April of 1943, a total of 7,300 
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detainee deaths were recorded іп the Sterbebiicher.*** From April onwards, mor- 
tality went down considerably, and that is probably the reason why the Central 
Construction Office abandoned these projects. 


8. The Duration of the Cremation Process in the Topf 
Furnaces at Auschwitz-Birkenau 


8.1. The Documents 


In this chapter we will consider the controversial question of the cremation 
capacity of the Topf furnaces from the point of view of the duration of the pro- 
cess. There are four documents on this topic, which, however, yield rather diverg- 
ing data. 

In the Topf letter sent to the New Construction Office of KL Mauthausen on 
1 November 1940, with an attachment of a cost estimate concerning “опе coke- 
fired Topf cremation furnace, with blower" as well one concerning a “Topf draft- 
enhancing device” (Document 194), it is said:4°° 

"Our Herr Prüfer had already informed you that in the furnace previously 
proposed [on 31 October 1941] two corpses per hour can be incinerated.” 

As we are dealing here with the Auschwitz-type double-muffle furnace, Prüfer's 
statement refers to the cremation of one corpse in one muffle in one hour. This 
corresponds to a theoretical cremation capacity of 48 corpses in 24 hours. 

A few months later, on 9 July 1941, the SS New Construction Office at KL 
Mauthausen sent Topf the following request: ^?? 

"This office asks to be informed about the number of cremations which may 
be carried out in one furnace per day without danger to the equipment (coke- 
firing). Furthermore, we ask you for the supply of 2 service instructions for the 
furnaces.” 

Topf replied on 14 July by the following letter (Document 247 

“Re: Your letter of 9 July 1941. Cremation furnace. 

In pursuance of our [sic] letter mentioned above we are sending you the re- 
quested instructions in triplicate and ask you to exhibit one at a visible spot close 
to the furnace hall. The other two may be placed in your files. 

In the Topf coke-fired double-muffle cremation furnace, 30-36 corpses can be 
cremated in about 10 hours. This number may be cremated daily without undue 
strain on the furnace. It is not harmful either to carry out cremations day and 
night, one after the other, if operations require this. It is a fact that the refractory 
lasts longer if a uniform temperature is constantly maintained in the furnace. 


SI 





48 
48 


% 


Staatliches Museum... 1995, vol. I, р. 236. 

Letter from Topf to SS-Neubauleitung at Mauthausen dated 1st November 1941. BAK, NS 4/Ma 54. 
Cf. Document 246. 

Letter from Topf to SS-Neubauleitung at Mauthausen dated 9 July 1941. ВАК, NS4/Ma 54. 

Letter from Topf to SS-Neubauleitung at Mauthausen dated 14 July 1941. SW, LK 4651. 
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We hope to have been useful to you in the best way in this matter and salute 
you 

Heil Hitler 

By proc. J.A. Topf & Söhne 

Sander, Erdmann.” 
On the basis of what is said in this letter, the duration of one cremation in one 
muffle would have been some 33-40 minutes, and the theoretical capacity of the 
furnace would therefore have been 72-86 corpses per 24 hours. 

The third document is the following letter, dated 28 June 1943 and sent by the 
head of the Auschwitz Central Construction Office (SS-Sturmbannführer Bis- 
choff) to the head of Amtsgruppe C of WVHA (SS-Brigadeführer Kammler; Doc- 
ument 248, 248a):?? 

"Re: Completion of Crematorium III 
Reference: none 
Attachments: none 


To: SS-Wirtschafts-Verwaltungs-Hauptamt, Amtsgruppenchef C 
SS-Brigadeführer und Generalmajor 

Dr.-Ing. Kammler 

Berlin — Lichterfelde — West 

Unter den Eichen 126 — 135 


I [hereby] inform you of the completion of Crematorium III on 26 June 1943. 
Therefore all crematoria ordered have now been completed. 

Performance of the crematoria presently existing over an operating period of 
24 hours: 


1.) old Crematorium I 3 furnaces with 2 muffles 340 persons 
2.) new Crematorium at KGL JI 5 furnaces with 3 muffles 1,440 persons 
3.) new Crematorium III 5 furnaces with 3 muffles 1,440 persons 
4.) new Crematorium IV furnace with 8 muffles 768 persons 
5.) new Crematorium V furnace with 8 muffles 768 persons 


for a total of 4,756 persons in an operating period of 24 hours. 


The Head of Central Construction Office 

der Waffen-SS und Polizei 

Auschwitz. 

SS-Sturmbannführer. " 
Thus, on the basis of this document, the duration of one cremation was 25 minutes 
in the double-muffle furnace and 15 minutes in the furnaces with three or eight 
muffles. 

The fourth document is an internal memo (translated below) written by Engi- 

neer Prüfer, dated 8 September 1942:493 


42 RGVA, 502-1-314, p. 14a. 

43 K, Prüfer's memo of 8 September 1942. EMS/Erfurter Málzerei- und Speicherbau, 241, П 80 Tech. 
Abteilung D IV. Published on: http://veritas3.holocaust-history.org/auschwitz/topf/. Cf. Document 
249. 
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“ТОРЕ 

To: J. А. ТОРЕ UND SÖHNE Erfurt, 8 September 1942 
Department DIV 

Our reference: D IV/Prf./hes 

Re: Reichsführer SS, Berlin-Lichterfelde-West. 

Object: Crematorium-Auschwitz. 

Confidential! Secret! 


8 September 1942: Obersturmführer Krone called and informed us that he has 
to report to Brigadeführer Kammer [Kammler] and that he has to give an account 
of his visit to the Auschwitz crematorium, from which he came back yesterday. He 
has not been told anything about the Auschwitz installation and would therefore 
like to know exactly how many muffles are presently in operation and how many 
muffle furnaces we are presently building for forthcoming delivery. 

I explained to him that 3 furnaces with 2 muffles are now in operation with a 
[cremation] capacity of 250 [corpses] per day. Furthermore, 5 furnaces with 3 
muffles are now under construction for a [cremation] capacity of 800 [corpses]. 

Today and over the next few days the 2 furnaces with 8 muffles will be shipped, 
taken from the Mogilev [job], with a [cremation] capacity of 800 [corpses] each. 
Herr K. declared that this number of muffles was still insufficient; we are to supply 
yet more furnaces as soon as possible. It is therefore advisable for me to go to 
Berlin on Thursday morning to discuss with Herr Krone any further orders. I am 
to bring with me documents concerning Auschwitz so that these urgent calls would 
stop once and for all. 

I have announced [my] visit for Thursday.” 

If we follow this document, the duration of a cremation in the double-muffle fur- 
nace was 34-35 minutes, in the triple-muffle furnace 27 minutes and in the 8- 
muffle furnace 14-15 minutes. The corresponding cremation capacities of each 
type of furnace were about 83, 160, and 800 corpses per 24 hours, respectively. 

As far as the double-muffle furnace is concerned, the four above documents 
hence speak of a theoretical capacity of 48, 72-86, 83, and 114 corpses in 24 
hours, respectively. It is obvious that at best only one of these numbers can be 
correct. 

The first document stems from the copious correspondence between Topf and 
KL Mauthausen, held at the Bundesarchiv at Koblenz; the second one was origi- 
nally part of this correspondence, but it is no longer there, having been transferred 
to the Weimar Staatsarchiv. It is unclear how the document arrived at the Weimar 
Staatsarchiv, which is all the more strange, as it is not Topf’s own filed copy but 
the original of the letter directed to Mauthausen, as we can see from the in stamp 
it bears. 

The photocopy sent to this author (Document 247) shows, on the left, several 
vertical lines whose ink has faded; on the lower left hand corner we have, attached 
to the sheet, a slip of paper with the hand-written entry “in 1943, up to 300 corpses 
were burned in such a [im gleichen] furnace in 10 hours.” The author of this hand- 
written remark is unknown; the remark must, in any case, be considered worthless 
from a technical point of view and false from a historical point of view. Actually, 
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the incineration of 300 corpses in 10 hours in a double-muffle furnace is equiva- 
lent to a time of 4 (four) minutes for each cremation, which is technically impos- 
sible. On the other hand, the “such a furnace,” i.e. the double-muffle furnace, 
Auschwitz type, had not yet been installed at Mauthausen in 1943. The authen- 
ticity of the typed letter is not in doubt, but the hand-written note was certainly 
added to it after the war. 

The third document, which comes from the Moscow archives, presents serious 
problems of form and content which will be treated in Chapter 9.6. 

The fourth document was discovered by Jean-Claude Pressac in 1995 during 
a search of the archives of the firm EMS / Erfurter Mälzerei- und Speicherbau, 
successor to Topf & Söhne at Erfurt. After Pressac’s death, part of the documen- 
tation on this company which he had collected, including the documents from the 
above archives, were donated, as he had wished, to Thüringisches Hauptarchiv 
at Weimar, where it is now held. 

In our effort to judge the factuality ofthe data given in these four documents 
and to ascertain the average duration of a cremation in the Topf furnaces at 
Auschwitz-Birkenau, we shall use three objective criteria, all based on practical 
conditions: the results of the experimental cremations with coke carried out by К. 
Kessler on 5 January 1927, a fragment of the list of cremations in the Gusen 
crematorium, and the numerous fragments of such lists concerning the cremato- 
rium at the Westerbork camp (Netherlands). 

A further important experimental criterion is provided by the experiments 
with the combustion of animal carcasses and offal from slaughterhouses run on 
Kori furnaces. The technical assessments carried out by the Soviets and the Poles 
on the Majdanek (August 1944), Sachsenhausen (June 1945) and Stutthof fur- 
naces (May 1945) have yielded still more useful indications. 

The lists of cremations in the crematorium of the Terezin Ghetto — which was 
equipped with four oil-heated Ignis-Hüttenbau furnaces, undoubtedly the most 
efficient of all the furnaces built during the Second World War — provide us, fi- 
nally, with an essential benchmark allowing us to set the lower limit of the cre- 
mation time achievable in plants operated in German concentration camps and 
ghettos in the 1940s (see Chapter 11.4.). 


8.2. Richard Kessler’s Cremation Experiments 


As we have explained in Chapter 6 of Section I, the duration of the cremation 
process involving one corpse depends essentially on the constitution and the 
chemical composition of the body, but — to a not-irrelevant extent — also on the 
furnace system and the operational procedure of the cremation. 

Since the Auschwitz-Birkenau furnaces had a coke-fired gasifier, the experi- 
ments carried out by the engineer Richard Kessler in the Dessau crematorium on 
5 January 1927 can be used as a yardstick, if we want to follow the cremation 
process that went on in the furnaces of Auschwitz-Birkenau (cf. Chapter 4 of 
Section I). 

However, if we want to stay in line with actual conditions, we must look at 
the design differences between the Gebriider Beck furnace used by R. Kessler 
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and the Topf double-muffle furnace, Auschwitz type, the furnace which resem- 
bled most closely the furnaces for civilian use. 

The Beck furnace had a refractory mass of at least 12,000-13,000 kg, which 
allowed for a considerable amount of heat to be stored in the walls and which 
reduced the temperature fluctuations during the cremation. The Topf furnace had 
a refractory mass of some 10,000 kg, i.e. 5,000 kg per muffle and gasifier, hence 
they stored less heat, which in turn led to more pronounced temperature fluctua- 
tions. 

The Beck furnace possessed an efficient preheating system for the combustion 
air on account of its recuperator; this heat input enhanced the mixing process of 
the combustion air with the fuel gases coming from the gasifier and hence the 
gasification of the corpses by reducing excess air and increasing the combustion 
temperature. The recuperator, furthermore, allowed the post-combustion of the 
heavier hydrocarbons which had left the combustion chamber uncombusted and 
which thus returned part of their heat to the furnace. 

The Topf furnace had no recuperator and no preheating system and thus 
worked with an air-feed system which had already been tried out in the 1930s and 
had been found unsatisfactory from the point of view of heat economy. (The air 
entered the muffle through four openings set into its vault and was fed to the 
ти ез by means of a blower which did not allow controlling the air-feed to in- 
dividual muffles; cf. Schläpfer 1938, p. 155). 

The Beck furnace, moreover, possessed a smoke-combustion device which 
reduced the heat loss through the uncombusted gases and thus prevented a corre- 
sponding reduction of the muffle temperature at a point in the process at which 
the Topf furnace (having no smoke-combustion system) experienced a more pro- 
nounced temperature drop in the muffle (and thus a pronounced formation of 
smoke). 

Both furnaces worked by the principle of direct combustion, allowing, as they 
did, the combustion products of the gasifier to enter the muffle. 

We will now consider the results of Kessler's cremation experiments, which 
I have summarized in Documents 250f. 

On average, the initial temperature of the cremations is around 800?C (column 
2) the maximum temperature during the combustion of the coffin is around 
1,000?C (column 3), the temperature at the start of the combustion of the corpses 
is around 780?C (column 5), and the maximum temperature during the combus- 
tion of the corpses is around 900°C (column 7). As far as the durations are con- 
cerned, the average time taken for the temperature to reach its maximum once the 
coffin had taken fire was 12 minutes, the average time for the evaporation of the 
corpse water was 27 minutes, and, finally, the average time taken for the com- 
bustion of the corpses to reach the highest temperature was 28 minutes, whereas 
the average duration of the entire process up to the second peak temperature was 
55 minutes. 

Here we must underline the fact that the above time taken for the coffin and 
for the corpse to be consumed, respectively, is merely measured up to the point 
where the highest temperature is reached. In both cases the combustion obviously 
continues, albeit at a lower rate, even after the peak temperature has been reached 
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(Document 251). This is why, in the tables, we have taken 55 minutes to be the 
average duration of the entire combustion process, whereas in Kessler’s experi- 
ments it was taken to be 86 minutes. Hence, even after the most active combustion 
phase ofthe corpses, the combustion process continues for another 31 minutes. 

These considerations are important because the Topf cremation furnaces at 
Auschwitz-Birkenau, or more precisely their method of operation, was different 
from Kessler’s: on account of both professional ethics and legal requirements in 
keeping with those discussed in Chapter 8 of Section I, Kessler no doubt waited 
for the ashes to stop burning before moving it into the ash chamber: as opposed 
to this, the operating guidelines for the Topf furnaces at Auschwitz-Birkenau al- 
lowed for the introduction of a fresh corpse as soon as the remains of the former 
corpse had fallen through the muffle grate. Thus, the duration of a cremation in 
the Topf furnaces ended once the remains of the corpse had fallen through the 
grate bars into the post-combustion chamber, where they would go on burning 
for another 20 minutes, as indicated by the operating instructions. 

In both furnaces, however, combustion of the corpses took place primarily 
within the muffles. 

When we look at the diagram summarizing Kessler’s experiments (Document 
251), we see that at the very moment when the combustion temperature of the 
corpses reached its maximum, i.e. after 55 minutes, the corpses themselves were 
still in the muffle, as is borne out by the fact that the muffle temperature continues 
to rise as high as 900°C. Therefore, the duration of the combustion process in the 
muffle up to the point where the remains of the corpse fall through the grate bars 
into the ash chamber is necessarily longer than the 55 minutes. 

When comparing Kessler’s cremations and those carried out in the double- 
muffle Topf furnace at Auschwitz, we must take two more relevant points into 
consideration: 

First of all, cremations in the Beck furnace were done with coffins, whereas 
at Auschwitz the corpses entered the muffle unboxed.*”* The coffin has a negative 
(i.e. lengthening) effect on the duration of the cremation, because, for several 
minutes until it breaks up under the heat, it acts as a heat shield for the corpse, 
thus delaying the evaporation of the corpse water. Yet after the coffin has broken 
up, it has a positive effect and speeds up the evaporation process of the corpse 
water, because the burning wood increases muffle temperature. Finally, part of 
the heat contributed by the combustion of the coffin accumulates in the muffle 
walls and is released again when the thermal conditions in the muffle allow this. 
This contribution, though, becomes ever less significant as the refractory mass of 
the muffle increases. 

Secondly, the Beck furnace possessed all measurement devices needed for a 
continuous observation of the cremation process at any moment of the cremation, 
and the cremations were carried out under the eye of an expert engineer and were 
thus performed in the best possible manner. 

From the first, negative, effect we may draw the following conclusion: if the 
high point of the combustion of the coffin was reached after 12 minutes we may 





#4 At the beginning of WWII, the use of coffins was provided for. Cf. Chapter 12. 
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assume that the evaporation of the corpse water began after some 5-6 minutes, 
which means that the cremation of a corpse without a coffin would take about 50 
minutes up to the maximum of the main combustion phase. 

In Kessler’s cremation experiments, the minimum duration of the cremation 
process up to the high point of the main combustion phase — 40 minutes — was 
registered for the last two cremations; the average duration and the temperatures 
reached in the individual phases were as follows: 
> from the moment of introduction (at 805°C) up to the highest temperature 

(1015°C) reached during the combustion of the coffin: about 14 minutes; 
> from the introduction until the end of the desiccation of the corpse (810°C): 

30 minutes; 
> from the end of the desiccation up to the highest temperature reached during 

the combustion of the corpse (955°C): 40 minutes. 

As the combustion of the coffin reached its highest point after 14 minutes, we 
may assume that vaporization of the corpse water begins after six to seven 
minutes, which brings us to a minimum duration of the main combustion phase 
under optimum conditions of 32 to 33 minutes. 

In modern furnaces, the main combustion phase lasts about 30-40 minutes.*”° 
On this point, the engineer L.G.A. Leonard of the French company Tabo, manu- 
facturer of cremation furnaces, gave an account of his experiments at the meeting 
of the Cremation Society of Great Britain in 1975, saying (Jones 1975, p. 83): 

“After about half an hour, whether the furnace has got up to a temperature of 
1,100° C or whether it is 900° C, there is a rapid fall away, and I think the inves- 
tigations should be concerned with the last twenty minutes or so of the cremation 
cycle. At that time you have in the cremator a very very small quantity of body 
material in the shape of chest and lung material, roughly the size of a rugby foot- 
ball, about twenty minutes from the end of the cremation, and this is the thing 
which is most difficult to remove.” 

A diagram summarizing the phases of the cremation process in a modern crema- 
torium takes the main combustion to last 34-38 minutes (cf. Document 252). 

However, actual experiments show longer durations. In the 1990s, Michael 
Bohnert et al. observed fifteen cremations carried out in a modern Etagenofen 
(multiple-hearth incinerator) as part of a study in forensic medicine (Bohnert е/ 
al. 1998). The gas-fired furnace had a cremation chamber with a post-combustion 
chamber underneath. The latter had a rotatable grate. The ash chamber was lo- 
cated further below. 

The corpses concerned were those of seven men and eight women, between 
68 and 100 years of age. The cremation process was observed through a viewing 
port 13 cm x 11 cm set into the muffle. The phenomena occurring during com- 
bustion were recorded at intervals of 10 minutes. The average duration of a cre- 
mation in the muffle (main combustion) was about one hour,’”° after which the 


95 Le. the time from the introduction of the corpse into the muffle up to the end of the main combustion 
phase. 

4% Bohnert ef al. 1998, p. 12. From Table 1 shown on this page we obtain an average duration of 66 
minutes. The average temperature in the muffle was about 750?C. 
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remains were moved into the post-combustion chamber, where they burned out 
over another hour. 

After 30 minutes, the skull and the trunk were still recognizable: the thorax 
was open, and the internal organs could be seen (cf. Document 253). After 40 
minutes, the ribs had lost their soft tissue, and the base of the skull was visible 
(cf. Document 254). After 50 minutes, combustion was still intensive, and the 
appearance ofthe corpse was as follows (ibid., p. 16): 

“The facial bones had mostly disintegrated. The base of the skull was visible. 

The upper parts of the spinal column tended to extend. The vertebrae were cal- 

cined and the disks between the vertebrae were missing. The shape was main- 

tained primarily by the remains of the strongly deformed neck muscles. The inter- 
nal organs, meanwhile, showed a considerable shrinkage. In most cases, only the 
liver was still recognizable, even though it had been reduced to a sponge-like 
structure. The soft tissue of the basin which had been protected for a long time 
had now been consumed by the fire, and the iliacus presented only sparse remains 
of carbonized soft tissue adhering to the bone. The arms had been completely 
destroyed. The upper thighs had been reduced to calcined bone stumps. ” 

The cremation in the muffle went on for another 15 minutes on average. 

In conclusion it may be said that, as a reference point, the duration of the main 

combustion phase is about 50 minutes. 


8.3. The List of Cremations in the Gusen Crematorium 


Among the small number of documents concerning the Gusen crematorium to 
have been preserved, there is a record drawn up by SS-Unterscharführer Wassner, 
head of the Gusen crematorium, which lists the number of detainees cremated, 
and the corresponding consumption of coke for the period of 26 September 
through 12 November 1941.4 The list is split up into four columns. The first 
column shows the time; next to it we have the number of cartloads of coke sup- 
plied. The second column gives the date of the cremation, the third the number of 
corpses cremated, and the fourth the total number of cartloads of coke (1 cartload 
= 60kg). The coke figures in the first column are listed cumulatively, so that the 
last figure in the first column is the same as the figure in the fourth column. 

The document poses some problems, though: 

1) Does the date column really indicate the days on which the cremations were 
carried out? At three points (entries for 31 October, 7 November, and 8 Novem- 
ber) the cremations run into the early hours of the following day, hence rather 
than speaking of cremation days, we should rather speak of cremation runs or 
series. Each run comprises the number of corpses shown in the record and may 
extend into the following day. 

2) Does the number of coke cartloads registered in the first column correspond 
to the coke /oaded into the generators at the hour indicated? This possibility must 
be discounted for the following reason: 1 m? of loose coke has a weight of 380 to 
530 kilograms (Hiitte 1931, vol. I, p. 718). Let us assume the maximum value of 
530 kilograms. 





#7 Cf. Document 255; ODMM, Archiv, В 12/31. 
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The two gasifiers at Gusen had a flat grate of 50 cm х 50 cm, like the Ausch- 
witz double-muffle furnace. The loading port of the gasifier stood at a level of 80 
cm above the grate. The effective volume of one gasifier was thus 0.5 m x 0.5 m 
х 0.8 m = about 0.2 m?, which means that each gasifier could load (530х0.2=) 
106 kg, i.e. 212 kg for both gasifiers. Now, in the above record, the first figure in 
the first column is, in several cases, between 11 and 16, or 660 to 960 kg, but in 
order to take in (960+2=) 480 kg of coke, each gasifier would have had to have 
an effective volume of about 1 m?; hence the number of cartloads of coke does 
not refer to the coke loaded into the gasifiers for the hour indicated. 

3) Does the number of coke cartloads shown in the first column refer to the 
coke consumed up to the hour indicated? This hypothesis must be excluded as 
well, because, for 11 November, at 8:00 PM, 23 cartloads of coke are mentioned 
(=1,380 kg). The following entry, at 9:20 PM, speaks of 32 cartloads (=1,920 kg). 
Hence within the 80 minutes between the two entries (1,920-1,380-) 540 kg (or 
405 kg per hour) would have been consumed, a technically impossible amount. 

The same reasoning also applies to other runs, e.g. for 6 November we have 
600 kg of coke between 10:25 and 14:45 hours, i.e. over 4 hours and 20 minutes, 
or 138 kg/hr, for 7 November (420 kg of coke between 3:30 and 5:00 AM, i.e. 
over 90 minutes = 280 kg/hr), for 12 November (420 kg of coke between 15:20 
and 18:15 hours, i.e. over 175 minutes equal to 144 kg/hr) etc. 

4) Do the times shown in the first column refer to the beginning (first figure) 
and to the end (last figure) of the cremations carried out on that day? This question 
is closely related to the preceding one. If the first figure really referred to the 
beginning of the cremations, the figure for the number of cartloads shown next to 
it would concern the amount loaded into the gasifiers, which cannot be the case. 

Moreover, this hypothesis would lead to technical impossibilities, as we can 
gather from the explanatory table (Document 256). In this table, column 1 indi- 
cates the date of the various cremation runs, column 2 the total consumption of 
coke, column 3 the total number of cremations, column 4 the average coke con- 
sumption for each cremation, column 5 the total time for each run (based on the 
first column of the list of cremations), column 6 the average duration of each 
cremation (provided the first and last figures of the list refer to the beginning and 
the end of the cremations), and column 7 gives the hearth throughput rate under 
the same conditions. 

We see immediately that the duration of the cremations (column 6) in certain 
cases would be 13, 12 or even 8 minutes, but if we follow Kessler’s experiments, 
these times would not even be sufficient for the complete evaporation of the 
corpse water. 

Next, the average duration of discontinuous cremations (26 September — 15 
December) — 17 minutes — would be less than the duration of cremations run con- 
tinuously (31 October — 12 November) — 23 minutes — whereas the contrary 
should be the case. 

Finally, for this hypothesis the coke consumption for each hearth would be 
163 kg/hr for the cremations between 26 September and 15 October (column 7) 
and 80 kg/hr for those between 31 October and 12 November. 
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According to the Colombo engineering handbook, the throughput of a hearth 
grate under natural draft is about 90-120 kg of coal per hour per square meter 
(Colombo 1926, p. 398). For the Topf furnaces, the maximum figure applies, as 
we can gather from the “Aktenvermerk” of 17 March 1943,59? which gives the 
grate throughput for the triple- and 8-muffle furnaces: 35 kg of coke per hour. 

As the surface area of the hearth grates for the triple muffle furnaces was 0.3 
т? (cf. Chapter 7.2.), the unit throughput on 1 n? was (35--0.3-) 116.7 kg or about 
120 kg per hour. 

As far as forced draft is concerned, the following data are found in Colombo's 
engineering handbook (Colombo, p. 366; in the third column the data for the 
Gusen furnace is shown): 








Draft Throughput | Gusen furnace (one hearth) 
[mm water column] | [kg/(hrxn?)] Throughput [kg/hr] 
10-20 120-150 30.0 — 37.5 
20-30 150-180 37.5-45.0 
That is to say: 
10 120 30.0 
20 150 37.5 
30 180 45.0 








According to Heepke, the cremation furnaces operated with a maximum draft of 
30 mm of water (Heepke 1905b, p. 71). The three draft enhancers initially in- 
stalled at Crematorium II of Birkenau operated with a draft of 30 mm of water 
column for a flow rate of 40,000 m?/hr of flue gas and a 380 V motor of 15 hp 
each (see invoice quoted on p. 268). 

The forced-draft device for the Gusen furnace was a standard device, also in- 
stalled at the Auschwitz crematorium, with a throughput of 4,000 m?/hr and a 3 
hp engine. The working pressure is not known, but could not have been more than 
30 mm of water column in any case. 

Looking at the summary (Document 256), it is obvious that a daily average 
throughput of 163 kg/hr of coke on each grate — even a lower one of 79 kg/hr — 
would have been technically impossible, because even at maximum draft the 
Gusen furnaces could only have handled 45 kg/hr of coke each. 

The only conclusion we can draw from the above considerations 15 that the 
individual entries for the coke supply refer neither to the coke loaded into the 
gasifiers nor to the amount consumed up to the time mentioned in the lists, but to 
the coke brought from time to time to the gasifiers from the coke storage area of 
the crematorium so that the attendants would always have a sufficient amount of 
coke available. 

As in any change of shifts, the attendant took over the unloaded coke and was 
responsible for its use, indicating the time and the number of cartloads when the 
unloading ended, not when it began. The furnace, though, would be operated as 
soon as the first load had arrived. Hence the indication “time” on the document 





4% APMO, BW 30/7/24, p. 54; cf. Chapter 10.8. and Document 264. 
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in question does not by itself refer to the beginning of the cremation but to the 
end of the delivery of the first series of cartloads. 

This, again, means that the times recorded in the first column of the list cor- 
respond neither to the beginning nor to the end of the cremations, which therefore 
began before the first hour entered and ended later than the last. 

As far as the average coke consumption is concerned, it is likely that a certain 
amount of coke was left over after the end of a cremation cycle and was used for 
the beginning of the following series of cremations, but it is just as likely that this 
amount was always more or less the same (an amount necessary, as it were, for 
restarting the furnace) in such a way that, overall, what remained at the end of the 
day was used for the start-up of the furnace for a new cycle of cremations. 

Here, however, we run into the fundamental problem: how can we determine 
the hours of start-up and of shut-down? 

To solve this problem, one can use the duration of the combustion of coke in 
the gasifier hearths. First, though, we must determine the total time over which 
the 677 cremations were carried out. If we assume that they began at 7:00 AM on 
31 October and ended at 11:00 PM оп 12 November (i.e. 12 % days), we have а 
total time of 304 hours or 18,240 minutes. The time needed for the combustion 
of 20,700 kg of coke actually consumed obviously depends on the throughput 
rate of the gasifier grates; as the time taken for the consumption of the coke is 
inversely proportional to the throughput rate of the grate, with the shortest time 
corresponding to the highest throughput rate. 

We have seen that the highest throughput rate for the two hearths obtainable 
with a forced draft of 30 mm of water column was about (2х45-) 90 kg/hr of 
coke overall and we thus find: 

— total combustion time of the coke: 20,700 kg + 90 kg/hr = 230 hours or 

13,800 minutes 

— average daily activity of the furnace: 230 hrs + 12.67 days = 18 h/day 

— average time of coke combustion for each corpse (30.6 kg/corpse + 45 kg/hr) 
x 60 min/h = 41 minutes 

— average daily shut-down time of the furnace: > 6 hours 

- heat loss from the furnace during shut-down: = 200,000 kca 

— time spent daily on reheating the furnace to operating temperature (with an 
efficiency of | = 0.54):2% 


200,000 kcal : 60 min/hr | à . 
90 kg/hr - 6,470 kcal/kg- 0.54 ^ 40 minutes; [109] 


1499 


— daily coke consumption for preheating the furnace to operating temperature: 
90 kg/hr x (40 min + 60 min/hr) = 60 kg of coke; 

— total preheating time of the furnace: 40 min/day х 12.67 days ~ 510 minutes; 

— total amount of coke used for reheating the furnace: 60 kg/day x 12.67 days 
= 760 kg; 

— average duration of the cremation of a corpse: (13,800 min — 510 min) + 677 
corpses х 2 muffles = 40 minutes/corpse 


49 Calculated on the basis of a heat loss of 41,709 kcal during the operation; cf. Chapter 10.2. 
5% The calculation is explained in Chapter 10.3. 
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— daily operating time of the furnace:about 18 hours, of which about 17 hr 20 
min for cremations and about 40 min for preheating 
— average coke consumption for each cremation: = 30.6 kg, of which (20,700 
kg — 760 kg) + 677 = 29.5 kg for the corpse and 1.1 kg for preheating the 
furnace. 
These data represent minimum theoretical values; if, in fact, a grate throughput 
rate halfway between the maximum (90 kg/hr) and the minimum (20,700 kg + 
304 hrs = 68 kg/hr) is assumed, i.e. ca. 80 kg/hr, we obtain the equivalent of an 
average daily operating time of the furnace of about 20 hours, and the average 
duration of a cremation would be 45 minutes, while the average amount of coke 
for preheating the furnace would drop to 0.8 kg for each cremation. 

As the heat balance as calculated in Chapter 10 will be based on minimum 
theoretical values corresponding to an average daily operating time of 18 hours, 
the amount of coke would go down negligibly for an operating time of 20 hours 
per day: (1.1 — 0.8 =) 0.3 kg per cremation, i.e. by about (0.3+30.6=) about 1 
percent. 

According to the Topf operating instructions for the double- and triple-muffle 
furnaces, the post-combustion of the corpse residues took about 20 minutes; add- 
ing to this the time needed for the main combustion — 40 minutes — one obtains 
for the total duration of the cremation process a time of 60 minutes, which repre- 
sents the limit called “thermal barrier” by Dr. Jones, i.e. the minimum duration 
which cannot be pushed any lower (cf. Section I, Chapter 6). 

This duration is valid for the Gusen furnace and, as I shall explain in Subchap- 
ter 8.5., cannot be applied directly to the inferior Auschwitz double-muffle fur- 
nace, to which the Topf letter of 14 July 1941 refers explicitly. 


8.4. The List of Cremations at the Westerbork Crematorium 


The crematorium of the Westerbork camp in Holland was equipped with a 
coke-fired Kori furnace. The “operating instructions for cremations” which exist 
in the camp documentation refer to the oil-fired Kori furnace (cf. Document 286) 
and make sense only if the furnace worked initially with this fuel. 

The furnace was, without doubt, a mobile oil-fired furnace that was later con- 
verted into a coke-fired furnace by the addition of a gasifier, probably as shown 
on the Kori drawing J. Nr. 9239 of 15 February 1944.°°! The crematorium went 
into operation on 15 March 1943 at a time when the mortality was still very low 
but rising sharply. In 1943, the number of deaths rose to 593 from 108 in the 
second half of 1942 and then went down drastically: to 50 in 1944 and 4 in 
1945.?? A number of documents concerning this crematorium have survived. The 
most important ones are: 
> alarge fragment of the “Crematorium Betriebsbuch" indicating the names of 

the persons deceased between 23 June 1943 and 31 March 1944, with dates 





51 H, Kori, drawing J.Nr. 9239 “Anbau einer Kohlenfeuerung am ölbeheizten Krematoriumsofen” dated 
15 February 1944. ODMM, Archiv, N 17, Nr. 6. 

9? Rapport over de sterfte in het Kamp Westerbork in het tijdvak van 15 Juli 1942 tot 12 April 1945 [Re- 
port on the mortality at camp Westerbork over the period from 15 July 1942 through 12 April 1945]. 
ROD, C[64] 514, p. 1 
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ofbirth and death and consecutive entry numbers (277 to 510) corresponding 

to the number on the urn used;?? 
> numerous cremation lists giving the number of corpses cremated, the duration 

of each cremation, and the total coke consumption (cf. Documents 257f.). 
There is also a “name list of Jewish persons who died in the concentration camps 
of Westerbork and Buchenwald and were buried in Dutch cemeteries,” drawn up 
by the Dutch Red Cross, giving an alphabetical list of the Jews who died at 
Westerbork, complete with their dates of birth, of death and of cremation, as well 
as the urn number.°™ 

As the cremations were carried out in the order of the entries, these documents 
allow us to personalize the cremation lists by linking each number with the cor- 
responding name list. For the first three months the lists have many gaps. Hence 
we can only identify the day of a cremation and the number of cremations carried 
out. The day with the highest activity of 17 cremations was 14 May 1943. The 
first list we have covers 27 April 1943, followed by the list for 10 May after a 
gap of four operating 4аув.505 

The lists of individual cremations are listed in the Appendix, although without 
the names. I have not considered the small number of lists for 1943 in which there 
are only five cremations or fewer (with one exception to be explained later) and 
those for 1944, a year with very few cremations. The list shows: 

— the number of cremations 

— the consecutive entry numbers 

— the sex of the deceased 

— the age of the deceased 

— the date of birth of the deceased 

— the date of death of the deceased 

— the beginning and the end of the cremation 

— the duration of the cremation. 
In order to allow the proper interpretation of the data presented, we must give 
some further explanations. 

Cremations were not carried out every day, but only when a sufficient number 
of corpses had been collected in the morgue. This was done to save fuel. 

In the Westerbork camp, there was a very high infant mortality, with peaks of 
25% in May and June of 1943 and even 40% in August "TP It concerned for the 
most part babies who were a few months and at times only a few days old and 
who were normally incinerated by placing two small corpses into the muffle, or 
at times one infant and an adult corpse. 

A few small corpses were introduced between two consecutive cremations of 
adults in such a way that their cremation overlapped the final phase of the pre- 
ceding corpse and the initial phase of the following corpse. 





5? ROD, C[64] 292. 

54 Қор, C[64] 314. 

95 Although there are 13 days between 27 Apr. & 10 May, the crematory operated only on four of these 
days. 

56 Rapport... op. cit. (note 502), p. 2. 
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In the cases of double cremations, entries concerning the corpse of the infant 
are marked with an x. In Document 258 this is the case for the seventh and the 
eighth cremation (a 90-year-old woman and a baby girl 2 months of age) and for 
the eleventh and twelfth cremation (a 46-year-old man cremated together with a 
child of 10 months). 

Even though the cremations generally followed strictly the consecutive order 
of the morgue registrations, there are some gross anomalies which lead us to be- 
lieve that the order was inverted in these cases. For example, the seventh crema- 
tion on 26 May 1943 lasting 25 minutes cannot possibly have referred to a man 
of 72, but obviously concerned the case of a child of two months listed as number 
nine. Similarly, the third and the fifth cremation on 4 June must be inverted, as it 
is difficult to see how the cremation of a 78-year-old woman should have taken 
35 minutes, whereas that of an 18-month-old child extended over one whole hour. 

A similar switch must also be assumed for the fourth and fifth cremations on 
11 June where the cremation of the corpse of a one-year-old child is said to have 
taken all of 55 minutes and that of an 81-year-old man only 35 minutes. 

Also, the first and third cremations on 18 October 1943 (duration 20 minutes), 
referring respectively to a man of 45 and a woman of 59, must obviously take the 
place of the second and fourth cremations of a child aged one month and another 
child aged 2 months. 

After these cases have been corrected accordingly, we can interpret the tables 
in the Appendix in a statistical manner. 


8.4.1. Adults Cremated Individually 

There are altogether 128 individually cremated adults. In the table below I 
have listed the number of corpses cremated in the order of the duration of the 
cremations. The average duration of one of these 128 cremations was 50 minutes: 











Duration [min] | Я of corpses Duration [min] # of corpses 
30 6 65 3 
35 5 70 2 
40 19 75 2 
45 24 80 3 
50 21 90 2 
55 15 95 1 
60 25 Total: 128 














8.4.2. Children Cremated Individually 

As explained above, children’s corpses were, as a rule, cremated together with 
another child or an adult. There are only seven individual cremations of children, 
as listed in the table below, together with the respective ages of the children: 


306 





С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 





Duration [min] | #ofcorpses |Асев 
20 2 2 months 
1 1 4ау 
30 1 5 months 
35 2 18 months 
12 months 
40 2 1 month 
2 months 
Total: 7 


8.4.3. 


Infant Double Cremations 





The lists mention seven cremations of this type, four of which, however, are 
obviously abnormal. Let us first consider the regular cases: 





Duration [min] # of corpses | Ages 
20 2 2 months 
1 day 
30 3 1 month 
5 months 
3 months 
40 2 3 years 
2 years 











The other four cases show an obviously abnormal behavior: 














Duration [min] # of corpses |Ages 

45 2 8 months 
10 months 

50 2 2 months 
1 day 

70 2 17 months 
4 years 

75 2 8 months 
14 months 








When comparing these entries with those in the table above, one can see that these 
cremations should have taken 20 or 30 minutes. Nothing justifies such long du- 
rations, unless we assume errors in the entries of the dates of birth or that each 
pair of corpses consisted of one adult and one child. The latter hypothesis seems 
to be the most reasonable explanation, which we will therefore adopt in this case. 


8.4.4. Mixed Double Cremations 


There are 56 corpses to be considered here, or 28 pairs. The average age of 
the adult was 70 years, that of the children about 1 year. 
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Duration [min] # of corpses | # of cremations Total min 
40 2 1 40 
45 16 8 360 
50 8 4 200 
55 4 2 110 
60 14 7 420 
70 4 2 140 
75 4 2 150 
80 2 1 80 

105 2 1 105 
Totals: 56 28 1605 
Average: 1605 min + 28 = 57.32 тіп 





8.4.5. Staggered Cremations 


There are four instances of cremations in the course of which an additional 
corpse was introduced before the cremation of the preceding one had ended. We 
shall consider the cases one by one. 


a) 10 May 1943 





Cremation order | Time | # of corpses |Age 
Second 09:15 — 10:10 1 65 years 
Third 09:50 — 10:30 1 27 months 
Fourth 10:10 — 11:00 1 69 years 











The corpse of a child 27 months old was introduced into the furnace 35 minutes 
after the introduction ofthe corpse оҒа 65 year-old man; the cremation lasted 40 
minutes and overlapped the cremation of the latter corpse for the first 20 minutes; 
for the remaining 20 minutes it overlapped the cremation of the corpse of a 69 
year-old woman, introduced at 10:10 AM. 


b) 26 May 1943 





Cremation order_ | Time | # of corpses [Аре 
Seventh 13:15 — 13:40 1 2 months 
Eighth 13:30 — 15:30 1 4 years 
Ninth 13:30 — 15:30 1 72 years 











Тһе cremation of the corpse of a child of 2 months took 25 minutes; 10 minutes 
before it ended, two corpses were introduced simultaneously into the furnace, the 
corpse of a woman aged 72 and that of a child of four. The cremation took two 
hours altogether. 


с) Ist September 1943 











Cremation order Time | # of corpses |Age 
Fourth 10:40 — 11:35 1 50 years 
Fifth 11:00 — 11:35 1 1 day 
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At 10:40 AM, the body оҒа 50-year-old woman was introduced into the furnace; 
20 minutes later, the corpse of a baby who had died at birth was added. Both 
cremations were over by 11:35, the cremation of the woman lasted 55 minutes, 
that ofthe baby 35 minutes. 


d) 22 June 1943 





Cremation order | Time |Ң of corpses |Age 

Third 10:20 — 11:20 1 81 years 
Fourth 10:20 — 10:50 1 14 months 
Fifth 10:55 — 11:35 1 84 years 


At 10:20 AM, the corpse of an 81-year-old woman was introduced into the fur- 
nace, together with the body of a girl aged 14 months; 35 minutes later another 
corpse was added, the cremation of which ended at 11:35 AM. Hence the bodies 
of two adults and one infant were cremated within 75 minutes. This would be an 
exceptional case for two reasons, both on account of the short overall duration of 
the cremation and because in the available documents no other case involving the 
concurrent or staggered cremation of two adults can be found. 

If we are not dealing with a mistake in the log entries, this would be a most 
unusual event; on both accounts, we may discard this case. 

The only case of a concurrent cremation of two adult corpses apparently took 
place on Ist July 1943, the day on which the eighth and ninth corpses were intro- 
duced into the furnace at the same time, i.e. 1:30 PM; according to the Be- 
triebsbuch of the crematorium, the cremation concerned a man of 73 and a young 
man of 20. However, in the cremation list for that day, the ninth corpse is marked 
with an х and was therefore the corpse of a child. This is borne out by the fact 
that the other two corpses marked in the same manner — the fifth and the eleventh 
— do concern the corpse of a one-year-old child and that of a child 20 months old. 

In the Westerbork crematorium, the end of the cremation corresponded to the 
moment when the corpse residues went into the ash compartment and the muffle 
was thus ready for a fresh corpse. As we have seen, the average duration of cre- 
mations involving individual adults was 50 minutes. This confirms basically the 
value derived from Kessler’s experiments, except for the fact that Kessler’s value 
referred to the average duration of the cremation process up to the maximum point 
of the main cremation; hence, the average value for the Westerbork cremations is 
a little lower. This difference may have been caused by various factors, such as 
the average type of corpse or the structure of the muffle grate. 

In the 600 cremations carried out in the crematorium of the Pére-Lachaise 
cemetery in Paris between 1889 and 1893 (cf. tables pp. 96f.) provide us with the 
following data: the cremation of a child 9 years old or less took some 39 minutes 
on average, cremations of children 10 and over and of adults took some 61 
minutes. 
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8.5. Conclusions 


From an analysis of the data given above, we may draw the following conclu- 


sions: 


) 


2 


3) 


4) 


The minimum duration of the main combustion of a corpse introduced without 

coffin into the muffle is approximately half an hour under optimum condi- 

tions, i.e. when the cremation chamber is constantly maintained at a tempera- 
ture of at least 850°C; at lower temperatures, the process takes longer. 

The minimum duration of the cremations carried out in the Gusen furnace over 

the period mentioned was 40 minutes on average with the furnace in thermal 

equilibrium*”’ and in continuous operation. 

This duration is valid for the Сизеп furnace. It cannot be applied directly 
to the Auschwitz double-muffle furnace, to which the Topf letter of 14 July 
1941 refers explicitly. In support of this, we may cite the following facts: 

» The Gusen furnace had a refractory grate of three transverse bars, placed 
about 30 cm from each other, as well as a longitudinal bar in the center; 
thus, the plane ofthe grate had eight openings some 30 cm x 25 cm in size, 
whereas the grate of the Auschwitz furnaces consisted of five transverse 
bars (Schamotte-Roststeine) placed 20 cm from each other (or even of bars 
with an opening of hardly 5 cm). This means that the grate of the Gusen 
furnace allowed larger corpse remnants to drop into the ash chamber. 
Hence the muffle emptied itself more rapidly, with the main combustion 
finishing not in the muffle but in the ash chamber below. 

> Although the Auschwitz crematorium possessed a forced-draft system of 
the same type as the Gusen furnace, the latter served only two muffles, 
whereas the Auschwitz device served six. Hence, when all the three fur- 
naces were in operation, each one was allotted only a third of the draft 
available for a single furnace. Therefore, under forced-draft conditions the 
Auschwitz furnaces could not reach the performance of the Gusen furnace. 
In the summer of 1942 this draft enhancer was even completely removed 
at Auschwitz when the chimney of the crematorium was rebuilt (cf. Chap- 
ter 6.1.). 

The duration of the cremations at Westerbork was 50 minutes, which 16 in 

rough agreement with Kessler's experiments. 

On account of the greater amount of heat available in the Kori furnace at 

Westerbork with its grate 0.8 m x 0.6 m and a coke throughput rate of some 

58 kg/hr”? — as compared to the grate of 0.5 m х0.5 m and a coke throughput 

of some 30 kg/hr for the Auschwitz double-muffle furnaces — and also taking 

into consideration the Topf letter of 1st November 1940 mentioned above, one 
may assume an average duration of one hour for cremations of normal corpses 
in the Topf furnaces at Auschwitz-Birkenau. 


This duration — which includes the time needed for the introduction of a corpse 
into the muffle, some three minutes (cf. Chapter 9.3. below) and the time for 





507 


508 


Thermal equilibrium is the state of the furnace where the furnace brickwork no longer absorbs any 
additional heat to reach the operating temperature. 
H. Kori drawing J.Nr. 9239. 
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cleaning the muffle after the cremation°” — was confirmed by two Topf engineers 
during their interrogation by the Soviet counter-espionage service (SMERSH). 
On 5 March 1946, the Soviet interrogator Schatanowski asked Prüfer:?!? 

“How many corpses could be cremated at Auschwitz in one crematorium in 
one hour?” 

The Topf engineer replied: 

"In а crematorium of five furnaces or fifteen openings [muffles] fifteen 
corpses were cremated in one hour.” 

This amounts to the cremation of one corpse in one muffle in one hour. The pre- 
vious day, the Topf engineer Karl Schultze, who was thoroughly familiar with 
the triple-muffle furnaces because he had designed their blowers, had stated:*!! 

“In each of two crematoria there were five furnaces and three corpses were 
introduced from time to time into each furnace, i.e. there were three openings 
[muffles] in one furnace. In one hour, fifteen corpses could be burned in a crem- 
atorium with five furnaces.” 

Hence, Schultze as well confirmed a cremation capacity of one corpse per muffle 
in one hour. 

We still have to explain why the Topf letter of 14 July 1941 speaks of a dura- 
tion of 33-40 minutes per cremation. 

The answer lies in the forced draft for the furnace obtained by means of the 
forced-draft device (Saugzuganlage). That the duration of a cremation can actu- 
ally be reduced in this manner is supported by experiments carried out in 1939 
with a Topf furnace, albeit a gas-heated model, in the Gera crematorium. The 
engineer Heinrich Stenger says in this respect (Stenger 1939, pp. 17f.): 

“In the course of one shift, up to 8 incinerations are carried out. If needed, the 
incineration times may be shortened by switching on a suction device, thus allow- 
ing more than 8 incinerations. It has yet to be ascertained, however, whether it is 
more advantageous to accept longer incineration times in order to maintain the 
service life of the furnace rather than reduce the service life by pushing its 
throughput by means a suction device.” 

In coke-fired furnaces the effect of a forced draft was even greater 217 

The data given in the Topf letter of 14 July 1941 were probably based on the 
practical experiments using the Gusen furnace, rather than the furnaces at Ausch- 
witz, and the maximum capacity of 30 corpses in 10 hours (or 40 minutes per 
cremation) can be considered to be the maximum capacity obtainable under 
forced-draft operation; the capacity of 36 corpses in 10 hours (or 33 minutes per 
cremation) may represent the theoretical limit of the installation, attainable only 
for a short period of time and under optimum conditions. 

Taking into account that the cremations of children under 9 in the Pére- 
Lachaise crematorium took 39 minutes on average, we may also be dealing with 
somewhat inflated figures as a sales pitch. 

As far as the Central Construction Office letter of 28 June 1943 is concerned 
(Document 248) and Priifer’s memo of 8 September 1942 (Document 249), we 


This procedure is mentioned by Fritz Sander in his letter of 14 September 1942; cf. Chapter 7.4.1. 
510 Interrogation of K. Prüfer on 5 March 1946. FSBRS, N-19262, pp. 33f. 

5!! Interrogation of K. Schultze on 4 March 1946. FSBRS, N-19262, p. 52. 

512 Cf. Section I, Chapter. 2.2.4. 


С. MATTOGNO, Е. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 311 


see right away that the cremation capacity mentioned for individual cremations 
is technically impossible. When we look at Prüfer’s memo of 8 September 1942, 
we must remember that at that time the furnaces with three and eight muffles had 
not yet been built at Auschwitz and that the figures stated for the cremation ca- 
pacities were not based on experience but rather on mere expectations. 

It is true that the first triple-muffle furnace had already been completed at XL 
Buchenwald on 23 August 1942, but between 23 August and 8 September the 
average mortality amounted to some 10 deaths рег day.°'? Therefore the crema- 
tion capacity оҒ(800--5 furnaces=) 160 corpses per day in a triple-muffle furnace 
could in any case not be based on operational results achieved with the furnace 
but was simply an extrapolation. Furthermore, the memo in question presents in- 
explicable contradictions with other documents as well as with the facts. 

One such contradiction is the fact that the cremation capacities of the individ- 
ual plants listed in the memo are in extreme and random disagreement with those 
given in the third document mentioned above, i.e. the Central Construction Office 
letter of 28 June 1943. In the last document, as we have seen, the six muffles of 
Crematorium I are listed with a daily capacity of 340 corpses, the five triple- 
muffle furnaces at Crematoria II and HI with 1,440 corpses, and the 8-muffle 
furnaces at Crematoria IV and V with 768 corpses per day. 

Priifer’s memo instead gives the six muffles of Crematorium I a daily capacity 
of 250 corpses (73.5% of the above figure), the five triple-muffle furnaces at 
Crematoria П and III one of 800 corpses (55.5%) and the eight muffles of Crem- 
atoria IV and V a capacity of likewise 800 corpses (104.1%). 

Prüfer’s memo contains yet another, even more-mysterious contradiction: it 
attributes to the eight muffles of the future Crematoria IV and V the same capacity 
of 800 corpses per day as to the 15 muffles of the future Crematorium II. It fol- 
lows that the 8-muffle furnace would have had a cremation capacity almost twice 
that of the five triple-muffle furnaces: (800+8=) 100 corpses per muffle and day 
against (800+15=) 53. This is completely out of line with reality, because by its 
very design the 8-muffle furnace had an even lower efficiency than the triple- 
muffle furnace (cf. Mattogno 2010, pp. 360-363 for a more details). 

We have yet to deal with the question whether and within what limits the Topf 
furnaces at Auschwitz-Birkenau allowed collective cremations (for example, of 
three corpses in one muffle within 45 minutes), in which case the capacities given 
in the letter would have a foundation in reality. This problem will be analyzed in 
the next chapter. 


>13 At Buchenwald, 335 detainees died between 3 and 30 August, and 203 detainees between 31 August 
and 27 September; Internationales Lagerkomitee Buchenwald 1949, p. 85. 
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9. The Cremation Capacity of the Furnaces in the 
Crematoria at Auschwitz-Birkenau 


The duration of the cremation process is an important factor for judging the 
capacity of such installations, but it is not the only one. There are two more factors 
which matter in this case: the duration of the “duty cycle” of the furnace as well 
as its load. It is easy to see that the overall cremation capacity rises with the length 
of time the furnace operates over the span of a day and with the number of corpses 
loaded into each muffle. 

In this chapter we will deal primarily with these technical problems and de- 
termine the maximum theoretical capacity of the furnaces at Auschwitz-Birke- 
nau. Such an analysis would, however, be incomplete without a simultaneous 
treatment of the question regarding the normal cremation capacity of these fur- 
naces, which may be summarized by the following question: What was the ca- 
pacity for which the Birkenau furnaces were designed?°!* This is a historical 
question which concerns the genesis, the function, and the purpose of the Birke- 
nau crematoria. 


9.1. Continuous Operation of the Furnaces 


In line with all solid-fuel (and fixed-grate) combustion plants, the operation 
of coke-fired cremation furnaces depended on the capacity of the hearth grate 
which inevitably decreases with time (since last cleaning) because of the for- 
mation of slag. For this reason, the Topf instructions for the operation of double- 
and triple-muffle furnaces specify (cf. Documents 210 & 227): 

“Each night, the gasifier grate must be freed from the coke slag and the ash 
must be removed.” 
Let us take a closer look at the problem. 


9.1.1. The Formation of Slag 


In a contemporary technical article on the subject of (boiler) grates, it is stated 
(Schulze-Manitius 1935, p. 89): 

“Any fuel, even washed coal, carries incombustible substances along into the 
hearth, which will liquefy if the temperature is high enough, flow through the fuel 
layers and solidify again underneath the grate under the effect of the cooling pro- 
voked by the combustion air. This slag must be removed because it obstructs the 
feed of combustion air.” 

The formation of slag in gasifier hearths was an inevitable phenomenon, because 
the melting temperature of the slag, while varying between 1000 and 1500°C de- 
pending on the type of coal, was usually 1,100 to 1,200°C (ter Linden 1935, p. 
14), whereas the hearth temperature was around 1,500°C (H. Keller 1928, p. 3). 
The fossil coal from Upper Silesia used at Auschwitz had a melting temperature 
of 1,200 to 1,300°C (see Chapter 9.1.). 





54 This question does not arise for the history of Crematorium I at Auschwitz. 
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In order to gain an appreciation of the amount of slag forming on the grate, 
one may refer to Kessler’s experiments of 5 January 1927 which, for a load of 
436 kg of coke, yielded some 21 kg of (4.8 %) of *incombustible" material in the 
form of slag. 

If we apply this percentage to the Topf triple-muffle furnace, the same amount 
of slag would have been produced in each of the two gasifiers over an operation 
of 18 hours with normal corpses. 


9.1.2. Slag Removal 


The slag was removed from the grate’s surface by means of two tools: a poker, 
or straight rod, for breaking off the slag, and a scraper for pulling out the slag 
fragments (cf. Document 259 and Photos 366f.). This method of cleaning obvi- 
ously required that the grate was clear (and the gasifier hence not in operation), 
because the work was carried out from both above and below. 

The grates of the triple-muffle furnaces consisted of twelve square steel bars 
(Vierkanteisen) measuring 40 mm x 40 mm x 630 mm, and of two transverse 
supporting bars (Auflager-Eisen) 40 mm х 40 mm х 740 millimeters. As the bars 
were imbedded in the brick walls of the gasifiers, the grate dimensions were 600 
mm х 500 mm. The steel bars were arranged in such a way as to form a central 
slot some 20 mm wide and ten lateral slots some 10 mm wide each (cf. Photos 
167, 174 and 177). Above the grate, the brickwork had a half-circular shape, the 
center of which was about 10 cm above the grate. 

The hearth doors (Feuertüren) were set at floor level; the grate was some 20 
cm above floor level. Once the fire on the hearth had gone out, the attendant 
opened the ash-chamber door, removed any embers with the scraper, broke off 
the layer of slag with the poker, possibly using a curved rod to free the slots from 
below, and scraped out the residues with the scraper. 

The down-time depended not only on the duration of the cleaning operation 
as such, but also on the time needed for cooling the furnace down and restarting 
it later. 

In the letter of 23 October 1941 written by Hans Kori to SS-Sturmbannführer 
Lenzer at KGL Lublin, the production of hot water — heated by means of the ex- 
haust gas from the five-muffle furnace Kori had built for the crematorium — for 
50 showers in continuous operation was based on a daily operating time of 20 
hours.*!> As Kori in this case was aiming for maximum production, it is clear that 
he was taking a daily down-time of four hours for the furnaces into consideration, 
and this down-time could have no reason other than the cleaning of the grates. 
We may thus assume that the continuous operating period of the furnaces was 20 
hours per day under normal conditions. 

This obviously does not mean that the furnaces could not operate continuously 
for a longer span of time than 20 hours, but that 20 hours was a duration which 
ensured their optimum performance; beyond this value, the efficiency of the 
grates gradually diminished, and eventually operation stopped altogether. Greater 
amounts of slag would have caused considerable difficulties and longer down- 





55 APMM, sygn. VI-9a, vol. 1. 
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times for their removal. The best way of running the furnaces was therefore to 
operate them continuously but with a daily interval for cleaning the grates. 


9.2. Concurrent Cremation of Several Corpses 


For an assessment of the performance of the Topf furnaces, we must examine 
whether, and if so to what extent, it would have been possible to raise the crema- 
tion capacity by increasing the load by introducing two or more corpses at once 
into one muffle. 

In crematoria for civilian use this was prohibited by law; at the Westerbork 
crematorium it was done only in a limited number of cases by placing the corpse 
of a small child next to an adult corpse. At the Terezin crematorium with its four 
oil-fired furnaces (see Chapter 11.4.), the stmultaneous presence of two corpses 
in one muffle was normal, but they were introduced in a staggered manner. Such 
a procedure required a furnace design totally different from that of the Topf fur- 
naces in concentration camps. The performance of the Terezin crematorium 
therefore cannot be used as a reference point for the problem we are considering 
here. This question will be discussed at greater length in Chapters 11.5f. 


9.2.1. Experiments with Animal-Carcass-Incineration Furnaces 

From a merely technical point of view, what comes closest to the concurrent 
combustion of several corpses in one muffle is the operation of furnaces for the 
destruction of animal carcasses. Although such a comparison may appear disre- 
spectful,°!° data collected with such furnaces provide reliable reference points for 
the cremation of corpses as well — from a pure technical point of view. 

Document 260 provides us with the operational results for eight carcass de- 
struction furnaces built by the Kori Co. as already described in Chapter 10 of 
Section I. On the basis of this document I have established the data given in Table 
4 below. 


Table 4: Features of Animal-Carcass-Incineration Furnaces 


Coal | Стетайоп | kg Coal | Time | kg Load 





la 0.83 
1b 0.86 
2a 0.88 
2b 0.94 
3a 0.95 
3b 1.03 
4а 1.04 
4b 1.11 





316 Although what happens in real life is at times even more disrespectful. For example, the city of 
Genoa has been authorized to send to the municipal refuse incineration station the residues of exhu- 
mations and of remains from mausolea at the Staglione Cemetery with the instruction that the “opera- 
tion of the plant must be carried out in keeping with the legal norms for the elimination of refuse.” 
Bollettino... 1992. Regulation no. 22, item f, of the Italian region of Liguria, decreed on 22 February 
1997, defines as solid urban refuse “refuse stemming from exhumations and remains from mausolea, 
as well as other refuse stemming from cemetery activity [...]." Regione Liguria 1998. 
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The preheating of the furnace up to thermal equilibrium (steady state) requires 
both time and fuel and may be calculated in the following way (for furnace Model 
la): 

— Mass of the brickwork: 950 kg 

— Hourly coke feed: 110+5 = 22 kg 

— Hearth efficiency (acc. to Heepke): 0.75 

— Lower heating value of hard coal: 7,500 kcal/kg 

— Coal required for heating the brickwork from 20°C to 800°C: 


950 kg 0.21 kcal kg"! °C - (800°C — 20°C) 
7,500 kcal kg ! 0.75 = 28 kg [110] 


- Hard coal consumption other than for preheating of furnace: 

(110 — 28) = 82, or (82+250 =) 0.328 kg for 1 kg of organic substance. 

— Assuming that the first 28 kg coal were used to preheat the furnace with- 
out any cremations taking place, this results in a maximum preheating time 
of (28 kg + 22 kg/hr) = 1.27 hr, yielding a minimum net cremation time of 
(5 — 1.27) some 3.73 hours, which in turn yields a maximum cremation 
speed of (250 kg + 3.73 hr + 60 min/hr) = 1.12 kg/min. 

Applying this method to the other furnace models as well, we obtain the following 
data, where the last column gives the surface area of the combustion chamber: 


Table 5: Corrected Features of Animal-Carcass-Incineration Furnaces 


ЛЕР” Coal Cremation | kgCoal | kgLoad | Chamber 
ур used time PETI Load min Size 




















250kg | 110kg 5hr 0.328 1.12 0.68 m? 
e 310 kg | 130 kg 6 hr 0.325 1.12 0.90 m? 
2а 370 kg | 150 kg 7 hr 0.310 1.15 1.11 m? 
2b | 450kg | 170kg 8 hr 0.295 1:20 1.38 m? 
3a 540 kg | 200 kg 9.5 hr 0.290 1.22 1.65 m? 
3b 650 kg | 225kg 10.5 hr 0.275 1.30 1.97 m? 
4a 750 Ке | 265 kg 12 hr 0.280 1.31 2.29 m? 
4b 900 kg | 300 kg 13.5 hr 0.268 1.39 2.67 m? 





These data are useful as reference points for the subject of this section as well, 
because they deal with practical cases were several carcasses or parts thereof were 
incinerated in the same combustion chamber. 

Furnace Model 2b had a combustion chamber with a floor area of 1.38 р, 
practically equal to that of one of Topf’s triple-muffles (1.4 m?); in this device, 
the cremation ofseveral corpses оҒа total weight equal to the maximum load (450 
kg or 326 kg/m?) proceeded at a rate of 1 kg in 50 sec. If we apply this rate to a 
corpse of 70 kg, we obtain (70 kg x 50 sec/kg + 60 sec/min) ~ 58 minutes, which 
is more or less the same time as for an individual cremation in the Topf furnace 
(60 minutes). 

In the furnace with the highest throughput, Model 4b, the cremation of a 
corpse of 70 kg would have required (70 kg x 43 sec/kg + 60 sec/min=) 50 
minutes. 
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We may thus conclude that raising the thermal design limits of the Topf fur- 
naces for an overloading of the muffles would not have led to any gain іп produc- 
tivity. Quite to the contrary: the maximum cremation capacity of the Topf fur- 
naces resulted from the introduction of a single normal corpse into the muffle, in 
line with the design parameters. 


9.2.2. The Experience ofthe Westerbork and Gusen Crematoria 


The practical experience gathered for cremations carried out at Westerbork 
and Gusen fully bears out the above conclusion. 

As we have seen, cremations of two adult corpses together were never under- 
taken at the Westerbork crematorium, except in one rather dubious case, which 
carries no weight on account of its conditions. The only kind of double cremations 
at that location involved the concurrent incineration of one adult corpse grouped 
with the corpse of a small child, and it is clear that these cremations which go 
against of the ethics and esthetics of civil crematoria were motivated only by rea- 
sons of technical convenience. 

But then, if it had been technically convenient to cremate two or more adult 
corpses simultaneously, why did the attendants of the crematorium never proceed 
that way? The answer is contained in the fact that during occasional cremations 
of one small child together with one adult corpse it had been observed that the 
small corpses had a significant effect on the cremation process, extending its av- 
erage duration by 14% (from 50 to 57 minutes) beyond the average cremation 
time of single adult corpses. This effect shows in its tendency that two normal 
adult corpses loaded concurrently would basically have doubled the duration of 
the cremation. 

This is in agreement with the cremations carried out in the crematorium of the 
Pére-Lachaise cemetery mentioned above. In fact, the time needed for the crema- 
tion of children under 9 years of age was around 39 minutes, whereas it took some 
61 minutes to incinerate children or adolescents aged 10 or over — a rise of 56%. 
Thus, the concurrent cremation of several corpses in one muffle would have 
tended to lengthen the time needed in proportion to their weight. 

As far as the Gusen furnace is concerned, we possess, for the period of its 
continuous operation (30 October through 12 November 1941), the actual number 
of corpses cremated (677), the actual consumption of coal (20,700 kg) for these 
cremations, and the minimum duration of the cremations (221 hours and 30 
minutes, or 13,290 minutes). At that time, all the conditions favoring multiple 
cremations in one muffle existed at Gusen, viz.: 
> The furnace had been inactive between 16 and 25 October because of repair 

work, which meant that the corpses of detainees who had died in the meantime 

were piling up in the morgue and it was most urgent to dispose of them. 
> The furnace was restarted under the supervision of a specialist, the Topf tech- 
nician August Willing, who stayed at the crematorium until 9 November?" 
The basic data set out above can refer only to two possible scenarios: 


517 Topf, Bescheinigung über besondere Berechnung geleisteter Tagelohn-Arbeiten for Bauleitung der 
Waffen-SS und Polizei Gusen, 12 October — 9 November 1941. BAK, NS 4/Ma 54. 
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1. Either only single cremations were carried out or multiple cremations. In the 
first case, we would have 677 cremations in 13,290 minutes in two muffles, 
i.e., in rounded figures, 338 cremations in 13,290 minutes in one muffle, hence 
some 40 minutes for one cremation in one muffle. 

2. In the second case, assuming that two corpses were loaded jointly into each 
muffle in each case, 338 such double cremations would have taken place in 
the two muffles and lasted 13,290 minutes altogether, i.e. 169 double crema- 
tions in a single muffle over 13,290 minutes, the equivalent of a double cre- 
mation lasting 80 minutes in a single muffle. The same reasoning is valid for 
the coke consumption. 

Thus, if the above data refer to double cremations, the duration of the cremation 

of each such load would have required 80 minutes and the capacity of the furnace 

would not have been affected. 


9.2.3. Documents on Multiple Cremations 


On 4 February 1944, Hans Kori sent the following letter to the Waffen-SS and 
Police PoW camp at Lublin Majdanek:?!* 

“Re: Crematorium 

In addition to our report of today’s date concerning the operation of the in- 
cineration furnaces at Konz.-Lager Lublin, we wish to inform you that, in the case 
of the operation of stationary crematoria, the fuel requirements can be reduced 
to a very low consumption, if the observation of the operation is carried out 
properly, because the load to be incinerated contributes to fuel savings on account 
of its good combustibility, if the temperature of the crematorium is around 700°C. 

For the fuel supply for a given heating period one may assume that for pre- 
heating the furnace 50 kg of coke are required, in addition to 25 kg of coke for 
each incineration. For 10 incinerations in one day, this leads to a total consump- 

tion of some 300 kg. It is of no importance whether coke is used exclusively or a 

mixture of coke and hard coal is used. In the latter case, one would operate with 

a mixture of 150 kg [of coal] and 150 kg [of coke]. Ап equal amount of 300 kg for 

one day would also allow 20 incinerations to be handled easily, if one abandons 

individual introductions. ” 
The coke consumption stated for one cremation — 25 kg — confirms with satisfac- 
tory accuracy the consumption at Gusen. The fact that the fuel requirements were 
calculated for 10 cremations in each muffle (or a total of 50 cremations per day) 
means that the duration of one cremation was at least one hour (2 hours of pre- 
heating plus 10 hours of cremation - one operating day of 12 hours). 

The reference to abandoning “individual introductions” (Zinzeleinführungen) 
alludes to the simultaneous introduction of two corpses into one muffle, which 
would bring about fuel savings of 50%, i.e. ([300-50]=20=) 12.5 kg of coke for 
each corpse. Yet the man responsible for this crematorium, SS-Hauptscharführer 
Erich Mussfeldt, declared with respect to the new crematorium at Majdanek dur- 
ing the Cracow trial of the Auschwitz camp garrison:°!? 





55 APMM, sygn. VI-9a, vol. 1, p. 27; cf. Document 261. 
5? APMO, ZO, sygn. D-pr-20/61a, p. 76: *Do jednej retorty wkladano tylko jedne zwloki, spalenie ich 
trwato okolo 1 godziny." 
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“Only one corpse was introduced into each muffle, its cremation lasted one 
hour.” 

This duration, as we have seen, is confirmed by numerous sources and documents 
and is, therefore, reliable. 

Also, one cannot imagine that Hans Kori would have made a statement which 
was in direct disagreement with the performance of his own furnaces for the cre- 
mation of animal carcasses. 

To the above letter a report of the same date was attached on the subject of the 
crematoria. In it Kori explained the reasons for some problems encountered in the 
operation of the furnaces: 

“But if, on opening the hearth doors, a bright flame juts forth from the slots 
of the smoke dampers, this is caused by the pressure of false air. It is merely nec- 
essary to fill the unnecessarily wide air gaps next to the damper plates in order to 
prevent both cold air from entering the furnace and the appearance of such 
flames.” 

This inconvenience was due to the fact that it had not been technically possible 
to manufacture refractory dampers which could be hermetically closed — a gap of 
45 mm remained through which cold air entered into the smoke duct. Another 
problem concerned the temperature of the muffle: 

“Tf, as was noted during the trial runs, the temperature in the forward portion 
of the incineration chamber, i.e. directly behind the introduction door, is not high 
enough for a rapid incineration of the material placed at this point, this, too, is 
caused primarily to the leakage of false air [into the muffle]. ” 

According to Kori, this inconvenience would also disappear with the elimination 
of the gaps mentioned above.*”° 

We should underline the fact that, if a temperature of 700°C in the front part 
of the muffle could not be maintained simply because false air entered the smoke 
duct, the introduction of two normal corpses into the muffle would have brought 
about an even greater temperature drop during the evaporation phase, with a sig- 
nificant degradation of the performance of the cremations. 

If it took one hour and 25 kg of coke to cremate a single corpse, an unchanged 
consumption in the case of two corpses would indicate that such a double-crema- 
tion would also have lasted only one hour, but this is in disagreement with the 
practical results discussed above. 

The hypothetical statement contained in the above letter is thus completely 
discredited by the facts. 

The document in question is the typewritten copy (“odpis”) of a (probably 
likewise) typewritten German copy (“Abschrift”) prepared at the request of the 
Polish-communist prosecutor Jan Grzybowski at an unknown point in time. Nei- 
ther the original nor even the German copy has been published, and one must 
therefore look at the Polish copy with great suspicion. 

There is also a Topf document on the subject of the concurrent introduction 
of several corpses into a muffle, the letter of Fritz Sander of 14 September 1942 
already mentioned (Chapter 7.4.1.): 


520 Letter from Hans Kori to Kommandantur of KL Lublin dated 4 February 1944. APMM, VI-9a, vol.1, 
pp. 25f. 
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“As a makeshift solution, one has tried to use a series of furnaces or muffles 
and by loading them with more corpses, but this does not solve the basic problem, 

i.e. the drawbacks of the muffle system. These drawbacks of the muffle furnace, 

which cannot be solved even by assembling multiple-muffle furnaces (triple- or 8- 

muffle furnaces) and loading more corpses into the individual muffles, are in my 

judgment the following: " 

Unfortunately, only parts of the letter are known, but it is certain that it contained 
a detailed critique of the muffle furnace system which actually begins on the first 
page by naming two deficiencies: discontinuous operation — which necessitated 
loading and cleaning of the muffle for each cremation (“Each muffle, at regular 
intervals, must be loaded, cleaned, then loaded again and cleaned again, and this 
goes on for the [whole] duration of the operation of the furnace") which resulted 
in a cooling ofthe muffle with wear on the muffle walls and a higher fuel demand. 
Besides, there was the enormous problem of introducing several corpses into the 
muffle at the same time. In the case of three adult corpses, a concurrent introduc- 
tion into the muffle was an outright impossibility for lack of space (cf. Mattogno 
2010, pp. 285f., 378-381). 

Sander's critique was followed, no doubt, by the description of other draw- 
backs. In any case, it is certain that, “if the cremation did not proceed quickly 
enough to ensure the elimination of a great number of corpses at a desirably high 
rate" even by "loading more corpses into the individual muffles," such multiple 
cremations did not produce appreciable improvements with respect to the dura- 
tion of cremations. 


9.2.4. Thermal Inadequacy during Water Evaporation 


The essential condition for good cremation performance is that the muffle 
temperature never drops below 600?C, because below that temperature the 
corpses merely carbonize, but are no longer cremated. 

Let us look at the heat phenomena associated with a triple-muffle furnace in 
the normal case of the cremation of a single adult corpse in each muffle and in 
the hypothetical case of two corpses per muffle. 


Single Adult Corpse 





A body of 70 kg contains, on average, some 45.5 kg of water. Hence the en- 
ergy needed to heat, vaporize and superheat this water from 10?C to 600?C for 
three corpses is (cf. p. 119):??! 


3-45.5 kg [633 kcal kg 0.487 kcal kg!°C !(600°C-100°C)] = 119,600 kcal [111] 


The evaporation process, as determined experimentally, required about one 
half hour. The coke throughput rate for the triple-muffle furnace was 70 kg/hr 
(two hearths with a throughput rate of 35 kg/hr each), hence the theoretical heat 
available in half an hour was 6,470 kcal/kg x 35 kg — 226,450 kcal. 


51 On average 0.487 between 100°C and 600?C; see www.engineeringtoolbox.com/water-vapor- 
d 979.html 
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The heat actually available was much less, because much of the heat produced 
in the gasifiers was lost. In the evaporation phase, the most important heat losses 
were those by radiation and by conduction, which amounted to about 62,500 
kcal/hr at 800°C and which we may assume to be around 46,900 kcal/hr at 600°C, 
or 23,450 kcal in half an hour. This corresponds to (23,450/226,450 x 100 =) 
10.396. The sensible heat of the exhaust gases at 600?C can be calculated to be 
31.396. The unburnt gases contributed 496, and the incombustibles on the hearth 
about 3.1 percent to the total loss. 

The efficiency of the furnace was therefore (100 — [10.3 + 31.3 c 4 + 3.1] =) 
51.3%. Hence the effective yield of the coke was (6,470 x 0.513) = 3,320 kcal, 
and the available heat was (35 kg х 3,320 kcal/kg —) 116,200 kcal. To maintain 
the furnace at 600?C, a heat supply of (116,200 — 119,600 —) 3,400 kcal would 
therefore have had to be provided by the radiation from the muffle walls where it 
was readily available in this phase of the process. 


Two Adult Corpses 

Let us now examine the second case. АП values go up by a factor of two with 
respect to the previous case. The water content of the corpses would be 273 kg, 
and the heat of vaporization at 600?C about 239,200 kilocalories. 

Available heat remained constant at 116,200 kcal in 30 minutes, hence the 
heat deficit is (116,200-239,200-) 123,000 kcal or 41,000 kcal per muffle. 
Would the radiation from the muffle walls have been enough to make up for this 
deficit? It is difficult to establish precisely the heat supply to the corpse from the 
radiating muffle, both for reasons of geometry and because of the progressive 
cooling of the muffle wall. 

The problem was treated in the 1930s in a specific article by Professor 
Schläpfer, one of the most eminent specialists in the field of cremation at the time, 
and the article provides us with a reliable estimate of the heat radiated from the 
muffle walls onto a corpse at various wall temperatures. Schläpfer gives a dia- 
gram, from which we can draw the data given in the first three rows of the fol- 
lowing table (Schläpfer 1938, p. 153; cf. Mattogno 2010, Document 47, p. 
an 


Temperature of | Heat radiated onto the corpse 





muffle walls (per Schläpfer) 
800 °C 1,400 kcal/min 
700 °C 930 kcal/min 
600 °C 600 kcal/min 
500 °C 360 kcal/min 





In the case of radiation towards a hypothetical load of two corpses in one muffle, 
the geometry obviously changes. Most importantly, the surface/volume ratio of 
such a load would be less favorable than for a single corpse, because the two 
corpses would cover each other partly. But even aside from this consideration, 


52 Radiation heat transfer is proportional to the fourth power of the temperature difference, cf. 
http://www.engineeringtoolbox.com/radiation-heat-transfer-d_431.html. 
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the heat required to evaporate and superheat the water contained in two corpses, 
ca. 79,700 kcal, would become available only over a period of (79,700 kcal + 600 
kcal/min =) some 130 minutes at a constant temperature of 600°C. However, the 
wall temperature of the muffle would not stay constant for such a long time but 
would drop rather significantly. Hence the thermal conditions would soon be- 
come very unfavorable, because, as we can see from Schläpfer’s diagram, the 
radiation heat flow drops rapidly with decreasing surface temperatures. At 500°C 
the heat transfer would be cut to a mere 60% of the value at 600°C. 

The engineer Hans Kori, speaking about a similar problem, noted (Kori 1924, 
p. 117): 

“Tf the internal wall of the cremation chamber has a surface area of about 4 

m? with a specific gravity of 2.1, a layer 5 cm in thickness weighs about 420 kg. 

Specific heat of refractory is about 0.2 [kcal kg ! 9С-Ч; if this layer were to give 

up its heat in a sufficiently rapid and complete manner, with a temperature drop 

from 1000 to 800°C, its heat contribution would be only 200 0.2 x 420 = 16,800 

kilocalories. Actually, not even this is possible, because the wall does not release 

the stored heat as fast as the [surface] temperature drops.” 

In the triple-muffle Topf furnace, the weight of the radiating brickwork of one 
muffle was about (0.15 m thick x 5 m? surface x 2,000 kg/m? density =) 1,500 
kg. In order to supply the heat lost by the evaporation of the water from two 
corpses, each muffle would have had to contribute 79,700 kcal, which would 
mean that the average wall temperature of the muffles would have had to drop by 
(79,700 kcal + 0.2 kcal kg! °C’! + 1,500 kg =) about 265°C. Hence, if the muffle 
temperature had been at the required 800°C during the introduction of the corpses, 
it would have dropped down to some 535°C during the evaporation phase, slow- 
ing the evaporation process drastically. 

Of course, the massive heat loss of the muffle walls during the evaporation of 
the corpse water would have had to be compensated for later on. In order to re- 
establish the thermal conditions for subsequent cremations, a period of reheating 
would therefore have been required. The heat supplied to each muffle in one mi- 
пше was: 


3,320 kcal/kg : 70 kg/hr = A 
à бй 1,291 kcal/min [112] 


Hence 79,700 kcal + 1,291 kcal/min ~ 62 minutes or one hour would have been 
needed to get the muffles back into thermal shape for the next load. 

I have simplified here the evaporation process which is more complex in re- 
ality, because other factors come into play, but these factors apply in the same 
way both to individual and to multiple cremations; therefore, the enormous dif- 
ference of the order of magnitude of the heat involved in each case remains valid 
as calculated and demonstrated. 

The Topf design of the triple- and 8-muffle furnaces was also inadequate for 
multiple cremations not only for the reasons ofthermodynamics set out above. In 
addition, the introduction oftwo or three corpses into a muffle would have caused 


33 3,320 kcal/kg: effective heating value of coke; 70 kg/hr: coke consumption of the two gasifiers; 3: 
number of muffles. 
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an obstruction of the gasifier gas flow through the three openings which con- 
nected the lateral muffles to the central muffle in the triple-muffle furnace or 
those linking the inner to the outer muffles in the 8-muffle furnace. Corpses 
placed on the refractory grate of the central muffle in the triple-muffle furnace or 
on that of the lateral muffles of the 8-muffle furnace would have, moreover, 
plugged the slots between the grate bars and eventually kept the combustion gases 
from reaching the flue ducts. This would have led to a decrease in the draft of the 
chimney and that of the gasifier with a corresponding decrease in the heat supply 
to the muffle. 

Furthermore, the introduction of several corpses into a single muffle would 
have reduced the free muffle volume. As a result, the dwell time of the generator 
gas flowing through the muffle would have been reduced to the point where they 
would have partially burned in the smoke duct rather than in the muffle, resulting 
in a lower heat transfer to the corpse and the muffle walls, resulting in even lower 
temperatures during the evaporation phase, and potentially causing heat damage 
to the flue ducts. 

All this proves that the triple- and 8-muffle furnace were conceived for the 
cremation of single corpses in each muffle and that the introduction of two or 
more corpses into a muffle would inevitably have extended the duration of the 
cremation considerably more than by the simple factor contributed by the number 
of corpses introduced, i.e. considerably more than twice as long for two corpses. 


9.2.5. Thermal Overload during Main Combustion 

The concurrent cremation of several normal corpses in one muffle brings into 
focus another insurmountable thermal problem: the increased thermal load on the 
combustion chambers (muffle and ash chamber) during the main combustion 
phase of the corpses after their water had evaporated. 

The refractory walls of a combustion chamber may be damaged by the slag 
and molten ash, and the temperature must therefore be kept below the melting 
point of the slag and the ash, which, as we have seen, normally lies between 1100 
and 1200°C. If such a temperature is reached, encrustations and adhering particles 
will form on the grates and the walls as well as along the flue ducts. Such fouling 
will affect the geometry of the furnace and result in a lowered performance. 

The problem is of particular importance in the design of solid-fuel hearths for 
boilers.??^ The specific thermal loads used for the design of coal-fired combustion 
plants vary greatly, depending on the combustion system used, the type of fuel, 
and the type of combustion chamber. In practical design work, the thermal loads 
permitted for powdered-coal firing, over a very wide range of sizes, is between 
100,000 and 200,000 kcal m^? hr. Thermal loads of gas-fired installations are 
normally the following: 


54 Cf. in this respect ter Linden 1935, who gives a detailed calculation of the hearth walls and discusses 
various systems for cooling them. 
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For lean gases 150,000 kcal m? hr! 
For methane 140,000 kcal m? hr! 
170,000 kcal m? hr! 
For rich gases 220,000 kcal m? hr! 
300,000 kcal m? hr! 


For steam generators with an average output of 2,500 kg hr", one may use spe- 
cific thermal loads of 150,000 kcal m^ hr! for the combustion chambers (all data 
from Fornasini 1960, pp. 225, 232f.). 

For urban-refuse incinerators “the volume ofthe combustion chamber, includ- 
ing the volume of a possible post-combustion chamber, must be such that the 
specific thermal load does not exceed a value of 630,000 kJ m^? hr! (150,000 
kcal m^? hr!) in normal continuous operation" (Manuale... 1990, p. E740). We 
may hence base ourselves, for the triple-muffle furnace, on a maximum thermal 
load of 150,000 kcal m^? hr! or 225,000 kcal hr! for the combustion chamber 
(muffle and ash chamber 777 

Theoretically, for each one of the outer muffles, we have a heat supply of (23.5 
kg/hr x 6,470 kcal/kg) = 152,050 kcal/hr from the coke combustion plus 146,100 
kcal/hr from the combustion of the corpse, for a total of 298,150 kcal/hr. Actually, 
however, part of the heat of the coke is lost with the unburnt materials (6.8% = 
9,900 kcal/hr), another loss is brought about by the heat lost through radiation 
and conduction (calculated to be = 22,500 kcal/hr for each of the two outer muf- 
fles), and finally part of the available heat is taken up by the evaporation of the 
corpse water (246,300 kcal/hr). Adding the various other losses entering into the 
heat balance — some 28,000 kcal/hr — we see that the actual heat supplied does 
not exceed (298,150 — 9,900 — 22,500 — 46,300 — 28,000 -) 191,450 kcal/hr, or « 
127,600 kcal m? hr. 

The effective heat produced by the corpse is (146,100 — 46,300 — 11,400 — 9,900 
—) 78,500 kcal, that produced by the coke is (191,450 — 78,500 -) 112,950 kcal. 

Even if we assume that the heat of the corpse is produced entirely during the 
last half-hour, the maximum heat generation would be ([78,500x2] + 
[112,950+2]) = 213,500 kcal per hour and per combustion chamber, or 
(211,850--1.5) = 142,300 kcal m? hr’, which confirms that the maximum heat 
load was around 150,000 kcal m@hr!. 

On the basis of what has been stated above, we can see that the simultaneous 
cremation of two normal corpses in each one of the two lateral muffles would, in 
any case, have required twice as much fuel and considerably more than twice the 
time. Jf, hypothetically speaking, the cremation of two corpses had taken place 
within only one hour, with a main combustion phase of one half-hour, then the 
maximum amount of heat so generated during the main combustion phase would 
have been (141,200x2 =) 282,400 kcal m? hr, or nearly twice the permissible 
thermal load. This would have inevitably damaged the furnaces in the long run. 








525 


The volume of the combustion chamber was = 1.5 m. 
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9.3. Soviet and Polish Technical Investigations 


After the occupation of the concentration camps in Eastern Europe, the Sovi- 
ets set up a number of “Commissions of Inquiry,” which produced, i.a., technical 
reports on the crematoria furnaces at such locations. I will present the full trans- 
lation of the investigations concerning the furnaces at Majdanek and Sachsen- 
hausen. A detailed description of the furnaces will follow in Chapter 11.2.5/6. 
The report on Majdanek was written in August of 1944, the one on Sachsen- 
hausen in June of 1945, and the one on Stutthof in May of 1945. 


9.3.1. Тһе Soviet Report on the Kori Cremation Furnaces at KL 
Lublin-Majdanek 


“Productivity of the cremation furnaces. 

The cremation capacity of the cremation furnaces depends on: 
1) the temperature of the cremation chamber 

2) the time needed for loading 

3) the amount of corpses loaded 

4) the cremation time of a single load 





1. The temperature іп the cremation chamber 

The cremation chamber, lined with standard refractory,*°! was designed for 
a temperature of 1300-1400°C. On inspection, the blocks of the cremation fur- 
naces showed: in all cremation chambers, the standard brickwork presented no- 
ticeable fusion, and the standard bricks of the grate bars [of the hearth] showed 
intensive fusion of the ash and а change!” of the silica. The cast-iron dampers 
of the horizontal [smoke] collection duct are deformed in their lower part on ac- 
count of fusion. 

The fusion of the standard refractory of the cremation chambers and the 
changes in the silica demonstrate that the temperature of the cremation chamber 
was higher than 1500°C. The deformation and fusion of the cast-iron dampers 
demonstrate that the temperature of the off-gases was around 1200°C. 





2. The time needed to load the corpses into а chamber. 

Loading of corpses into the cremation chamber could be carried out from only 
one side of the block of cremation furnaces. At the moment of inspection of the 
block of cremation furnaces, some corpses with their limbs cut off and heavily 
damaged by fire were encountered on the loading side of the cremation chambers, 
which proves a preliminary piling up of corpses in the space in front of the fur- 
naces to speed up the loading [operation]. 

The iron stretchers in front of the furnaces were used only to load the corpses 
into the cremation chambers, which is confirmed by the presence of rails and roll- 
ers in front of each furnace. 

On account of the high temperature of the furnaces, loading of the corpses 
may have been carried out in the following manner: 





56 Dinasovo, literally: in accordance with DIN norms (DIN = Deutsches Institut für Normung, German 
Institute for Standardization. It is a word coined by the Soviet experts on the basis of the abbreviation 
DIN. 

57 Pererogdenie modifikatsii, litterally “denaturation of the [silica] modification.” 
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a) the corpses were laid out on the iron stretcher placed on the rails and the 
rollers; 

b) the doors of the cremation chamber were opened; 

с) the corpses on the stretcher were pushed via the rollers toward the [grate] 
bars and then placed on the [grate] bars of the cremation chamber by means of a 
rod. 

All the operations for loading the furnaces outlined above, with a pile of 
‘treated 28 corpses in front of each cremation chamber, could be executed within 
2 to 3 minutes. 


3. The quantity of corpses loaded into one cremation furnace. 

The presence, at the moment of the inspection, of a large amount of bone ash 
in the cremation chamber, in the space below the bars of the hearth and on the 
bars of the hearth [used] for heating the furnaces, as well as that of a pile of 
corpses with their limbs cut off and in front of the line of furnaces, demonstrates 
the simultaneous combustion of several corpses in each furnace. In practice, two 
complete corpses or four corpses with their limbs cut off could be loaded into each 
furnace. 





4. The time needed for the cremation of a single load of corpses 

Inorder to establish the time needed for the complete cremation of the corpses, 
we will take as a base for calculation the cremation of one corpse in one furnace. 
We will assume: 

a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3% of fat 
and protein, and 5.6% of ash; 

b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg of fat and protein and 
2.8 kg of ash; 

c) the organic part, essentially fat and protein, is made up roughly by carbon 
and hydrogen in a ratio of 4:1, i.e. 80% carbon and 20% hydrogen, leaving aside 
the oxygen content of the carbohydrates as well as the sulfur and nitrogen in the 
organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

Іп the course of the combustion of the corpse, 11.2 kg of carbon will produce 
41 kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 

For the combustion of 11.2 kg of carbon, a theoretical amount of 29.5 kg of 
oxygen is required, and for 2.8 kg of hydrogen 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess-air 
[ratio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in the air. 

The composition by weight of the combustion products generated during the 
cremation is as follows: 





water vapor 58.2 kg 
carbonic anhydride 41.6 kg 
oxygen 15.6 kg 
nitrogen 225.9 kg 





?* [e with their limbs cut off. 
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or, in volumetric terms 


water vapor 72.4 m? 
carbonic anhydride 21.2 m? 
oxygen 10.9 m? 
nitrogen 180.9 m? 


In total, the cremation of one corpse produces 285 m? of combustion products. 

Under normal conditions, we assume an exit temperature for the cremation 
products leaving the chimney of 400°C. At that temperature, the volume of smoke 
from one corpse is about 685 m’. 

On the basis of the attached graph which shows the cremation time required 
in various cremation furnaces as a function of temperature, [we have] a cremation 
time for one corpse in a furnace with standard lining, with a temperature of the 
cremation chamber of 1400°C, of not more than 20 minutes. 

Assuming, for the smoke in the smoke channel — without a forced draft — a 
velocity of 3 m/sec and an operation of both furnaces at the same time, the cross- 
sectional area of the lower part of the smoke duct is 0.36 m?, which is in agreement 
with the cross-sectional area of the smoke duct of the cremation furnaces in- 
spected in the concentration camp of the city of Lublin, without taking into ac- 
count the two powerful ventilators present with a capacity of 168 m? per minute. 

The simultaneous operation of the two ventilators guaranteed a considerably 
more rapid progress of the cremation and allowed to maintain a temperature in 
the cremation chamber [not] lower than 15009С at full load. 

Therefore, taking into account the attached graph for the determination of the 
cremation time, we conclude that the cremation of the corpses did not take longer 
than 10-12 minutes. 

Our calculation is also confirmed by the fact that with a [forced] suction of 
the fumes the furnace operated in an abnormal manner because of the absence of 
temperature differences, as we can see from a letter dated 8 January 1943 by the 
H. Kori Co. and addressed to Hauptamt СІП of the Reichsführer SS and Chief of 
the German Police in connection with the crematorium of the concentration camp 
at the city of Lublin. In this letter, it is recommended to install large devices for 
the production of hot water in order to ensure proper control of the smoke tem- 
perature. 

On the basis of the above calculations, we see that: 

a) the temperature of the cremation chambers was maintained at 1500°C; 

b) cleaning of the lower container and loading the furnace with corpses did 
not take more than 3 minutes; 

с) four ‘treated’ corpses including their cut off limbs could be loaded simul- 
taneously into one furnace; 

d) the time needed to cremate one load was less than 12 minutes. 

Hence, for an operation of the cremation furnaces over 24 hours, their crema- 
tion capacity in 24 hours was 


маны = 1,920 corpses. [113] 
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The president of the commission of experts 
Architectural Engineer Krauze 

Members: 

Engineer, major, instructor Teljaner, 
Engineer, major, instructor, 


candidate in technical science Grigor 'ev. "529 


9.3.2. The Soviet Report on the Kori Cremation Furnaces at KL 


© 


Sachsenhausen 


“Capacity of the cremation furnaces. 

The cremation capacity of cremation furnaces depends: 
1. on the temperature of the cremation chamber, 

2. on the time needed for loading the furnace, 

3. on the number of corpses loaded into the furnace 

4. 

1. 





on the duration of the cremation of a single load. 


The temperature of the cremation chamber. 

The cremation chambers were lined with standard refractory bricks and were 
designed for a temperature of 1400-1450°C. Inspection of the block of the crema- 
tion furnaces in the crematorium showed that in all cremation chambers the 
standard [refractory] brickwork did not show considerable fusion and that the 
standard [refractory] bricks of the bar grate [of the hearth] showed minor fusion 
of the ash and a very small alteration of the silica. All this goes to show that the 
temperature in the furnaces of the stationary crematorium did not exceed 1200- 
1300°C. 

The furnaces of the mobile crematoria worked with forced draft. Inspection of 
these furnaces revealed that in all cremation chambers the standard [refractory] 
brickwork showed minor fusion and slag with a surface covering of inorganic 
salts, and that the standard [refractory] bricks of the [hearth] grate showed pro- 
found fusion of the ash and an alteration of the silica. 

All of this demonstrates that the temperature of the cremation chamber was 
not maintained below 1400°C. 





2. The time needed for loading one [cremation] chamber with the corpses. 

Loading of the corpses into the cremation chamber could be effected only from 
one side of the aligned row of furnaces, in the following sequence: 

a) the corpses were placed on an iron stretcher; 

b) the doors of the cremation chamber were opened and the gate was 
raised; 5301 

c) the corpses on the stretchers were pushed via a series of rollers into the 
cremation chamber and were arranged on the standard bars by means of an iron 
rod; 

d) the gate was lowered and the doors were closed. 





^ САКЕ, 7021-107-9, pp. 245-249. The original text of the report is published in the book by J. Graf 


und C. Mattogno KL Majdanek. Eine historische und technische Studie. Castle Hill Publishers, Has- 
tings 1998, p. 286. 


530 The refractory closure of the muffle (Schamotteabsperrplatte); cf. Chapter 11. 
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The execution of all loading operations ofthe furnaces as described above did 
not require more than 5 minutes. 


3. The number of corpses loaded. 
Within 5 minutes it was possible to load 4-6 corpses into the cremation cham- 
ber of the furnace, depending on their sizes, according to the sketch attached: 
(6) Sketch showing the maximum 
(5) (4) | manner of loading of a cremation 
(3) (2) (1) chamber 


4. The time needed for the cremation of a single furnace load. 

In order to determine the time needed for the complete cremation of the 
corpses, we will base ourselves on the indicative graph for the determination of 
the cremation times in various cremation furnaces as a function of temperature, 
on file. 

From the graph, we can see that the cremation of a single load of corpses in 
the furnaces lined with standard [refractory] bricks, for a temperature of 1200°C 
in the cremation chamber, was about one hour. At a temperature of 1400°C it was 
half of that, i.e. about 30 minutes. 








C. Calculation of the cross-sectional area of the chimney ducts for the purpose 
of control. 

For the verification of the [cross-sectional area] of the smoke ducts for the off- 
gases of the combustion products we will assume: 

a) a human body contains 66% of water, 1.1% of carbohydrates, 27.3% of fat 
and protein and 5.6% of ash; 

b) on a weight basis, assuming the weight of an emaciated corpse to be 50 kg 
[we have] 33 kg of water, 0.6 kg of carbohydrates, 13.65 kg of fat and protein and 
2.8 kg of ash; 

c) assuming that the organic part, essentially fat and protein, is made up 
roughly by carbon and hydrogen at a ratio of 4:1, i.e. 80% carbon and 20% hy- 
drogen, leaving aside the oxygen content of the carbohydrates, as well as the sul- 
fur and nitrogen in the organic portions because of their insignificant weight. 

Therefore, a body contains 11.2 kg of carbon and 2.8 kg of hydrogen. 

In the course of the combustion of the corpse, 11.2 kg of carbon will produce 
41 kg of carbonic [acid] anhydride, 2.8 kg of hydrogen and 25 kg of water (vapor). 

For the combustion of 11.2 kg of carbon a theoretical amount of 29.5 kg of 
oxygen is required, and for 2.8 kg of hydrogen 22.3 kg of oxygen. Hence, a total 
amount of 51.8 kg of oxygen is required. 

Assuming the combustion of the corpse to be carried out with an excess-air 
[ratio] = 1.3, a total of 67.4 kg of oxygen would be needed. 

Such an amount is associated with 225.9 kg of nitrogen in the air. 

The composition by weight of the combustion products generated during the 
cremation is as follows: 


water vapor 58.2 kg 
carbonic anhydride 41.6 kg 
oxygen 16.6 kg 
nitrogen 225.9 kg 


or, in volumetric terms 
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water vapor 72.4 m? 
carbonic anhydride 21.2 m? 
oxygen 10.9 m? 
nitrogen 180.8 m? 


In total, the cremation of one corpse produces 285 m? of combustion products. 

For one furnace, assuming a single load of 6 corpses, we have 285 x 6 — 
1,710 m? of combustion products. 

Furthermore, the cremation of 6 corpses requires 60 kg of coke — or, in the 
mobile furnaces, 42 kg of oil. 

During the combustion of coke, 790 m? of combustion products are formed, if 
we assume an excess-air [ratio] = 1.3. 

Thus, for one furnace: 

1,710 -- 790 - 2,500 m? of combustion products, 

for two furnaces: 2,500 x 2 = 5,000 m?/hr. 

If we assume a combustion temperature at the entrance of the chimney ducts 
of 1000°C and a smoke flow rate of 3 m/sec, the lower cross-section of the chim- 
ney duct is 


5,000/273 + 1/273 x 1,000 _ 23,000 


3,600 x 3 73.600x3 21m. [114] 


This corresponds to an effective cross-sectional area of half of a chimney duct 
— 2.0 m? — and ensures the simultaneous cremation of 12 corpses in one hour or 
24-25 corpses in 4 furnaces. 

If the stationary furnaces were in continuous operation, the crematorium 
could cremate 4 x 6 x 24 = 576 corpses per day. 

In continuous operation of the mobile furnaces [as well], one could thus cre- 
mate 


er = 864 corpses per day. [115] 


The experts: Engineer, Major Teljaner 
Engineer, Major Grogor 'ev. "77 


9.3.3. The Soviet Report on the Kori Cremation Furnaces at KL 
Stutthof 


The Soviet report on the Kori furnaces at KL Stutthof is part of a more exten- 
sive report on the general situation in this camp, dated 14 May 1945, from which 
we have selected the pertinent passages:?? 

"The internal volume of a cremation furnace is 0.5 х 0.5 x 3.2 = 0.96 m’. 
Considering the extreme state of meagerness of the corpses which caused one 
corpse to occupy, on average, a space of 0.25 х 0.2 x 1.56 = 0.8 т3 the furnace 
could contain 0.96 + 0.8 = 12 corpses. Running it at full capacity, one could 


therefore lodge 12 corpses in the furnace, introduced lengthwise in two layers. 





51 GARF, 7021-104-3, pp. 26-31. 
5? “Minutes of the technical report on the SS concentration camp at Stutthof,” 14 May 1945. САКЕ, 
7021-106-216, pp. 5-6. 
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The design of the furnace allowed it to reach 900 — 1,000°C with coke firing, and 
at those temperatures the cremation process took 56-60 minutes. |...] 

In the concentration camp, there were three cremation furnaces. Starting from 
the assumption that, as stated, 12 corpses could be introduced at one time, that 
the cremation process lasted 50 minutes and that 10 minutes were needed to load 
the furnace, we find a total cremation capacity of 


zu x 12 x 3 = 864 corpses in 24 hours. [116] 


If the temperature is lower, i.e. 450-500°C, the cremation process naturally 
takes twice as long, or one hour and forty minutes, and we would thus have a 


capacity of 


2 x 12 x 3 = 432 corpses.” [117] 


9.3.4. Discussion of the Soviet Reports on the Kori Furnaces 


The reports assume that the cremation capacity depended on four factors: 

1. the temperature of the cremation chamber; 

2. the time needed for loading the furnace; 

3. the number of corpses loaded into one cremation chamber; 

4. the duration of the cremation of one load of corpses. 

As these factors are mutually dependent, we must examine them together. 

The Soviet experts claim that the coke-fired furnaces at Majdanek normally 
operated at a temperature of 1,500°C; those at the Sachsenhausen crematorium at 
1,200-1,300°C (for the 4 coke-fired furnaces) or at 1,400°C (for the 2 oil-fired 
furnaces). These statements are technically unsound. On this subject, the engineer 
Richard Kessler noted (Kessler 1930, p. 136): 

“Introduction temperatures of 1,200-1,500°C, as they often appear in reports 
on the operation of crematoria (in the journal Die Flamme a temperature as high 
as 2,000°C was reported) are probably estimated values which, however, were 
never measured. At such temperatures, both the refractory and the bones would 
melt and adhere to each other. At the Dessau trials, the most suitable tempera- 
tures were found to be between 850 and 900°C.” 

As far as the Majdanek furnaces are concerned, I have already noted that initially, 
in the front portion of the cremation chamber, it was not possible to maintain a 
temperature even as low as 700°C because of the entry of false air into the flue 
duct through a gap of 45 mm. A “normal” operation at a temperature of 1,500°C 
has no factual basis, nor technical possibility. Furthermore, the refractory wall of 
these furnaces showed completely negligible traces of melting (cf. Chapter 
11.2.6.). Hence the statements of the Soviet experts have no foundation in reality. 

The Soviet experts have derived the duration of the cremations from a self- 
concocted “indicative diagram for the determination of the combustion time of 
corpses in various cremation furnaces as a function of temperature” (Document 
262), which has the “time in minutes” as its ordinate and as its abscissa the “tem- 
perature in °C.” This diagram starts at a muffle temperature of 800°C and goes 
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up to a temperature of 1,500°C. The relationship between temperature and dura- 
tion of cremation is as follows: 

800°C: 120 min. 1. (Klingenstierna furnace) 

900°C: 105 min. 

1,000°C: 90 min. 2. (Siemens furnace) 

1,100°C: 75 min. 

1,200°C: 60 тіп. 3. (Schneider furnace) 

1,300°C: 45 min. 

1,400°C: 30 min. 

1,500°C: 15 min. 
We do not know the sources from which these specifications were drawn, but it 
is certain that, for temperatures in excess of 1,000?C, these data are completely 
untrustworthy. 

The graph in question assigns to the Klingenstierna furnace a duration of 120 
minutes for a temperature of 800?C, as against 90 minutes at 1,000?C for the 
Siemens model and finally 50 minutes at 1,200?C for the Schneider furnace. As 
I have explained in Chapter 3 of Section I of this study, the three above devices 
all operated on the principle of an indirect cremation employing hot air: the re- 
generators or recuperators, after having been heated to 1,000?C, were fed atmos- 
pheric air which entered the muffle at the same temperature and then caused the 
combustion of the corpse. According to Architect Beutinger, the duration of a 
cremation was 90 minutes for the Siemens furnace at Gotha operating at 900?C, 
60-90 minutes for the Klingenstierna furnaces operating at 1,000°C, and 45-90 
minutes for the Schneider furnaces which reached 1,000?C as well (see table p. 
96). 

According to a report of the Stuttgart city building administration, covering 
48 cremations carried out between 20 July and 15 September 1909 in a Wilhelm 
Ruppmann furnace, the maximum temperature attained in the cremation chamber 
was 1,120°C (Nagel 1922, p. 37). 

In the cremation experiments carried out by the engineer Richard Kessler at 
the Dessau crematorium between 1 November 1926 and 12 January 1927 using a 
Beck furnace (an improved version of the Klingenstierna model), the highest tem- 
perature reached in the cremation chamber was 1,100?C, but this maximum was 
attained only for a few moments during the combustion of the coffin (cf. Docu- 
ment 48). 

In the analysis proffered in Chapters 5f. of Section I, I referred to various 
cremation diagrams for operation with coke, gas, and electricity which all show 
that the temperature of the muffle never reached a point above 1,100?C. 

In the three diagrams known to me describing the operation of the electrical 
Topf furnaces at Erfurt (Documents 142, 146 & 148) the highest temperature 
reached momentarily was around 1,120?C. 

It is thus a fact that, in the furnaces for civilian use referred to by the Soviet 
experts, cremation chamber temperatures higher than 1,100?C had not been es- 
tablished; effective temperatures of 1,500?C occurred only on the hearth grates 
(H. Keller 1929, p. 3). 
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It follows that the Soviet diagram, to the extent that it covers temperatures 
higher than 1,000°C, is based on an unacceptable extrapolation. This is confirmed 
by the experiments carried out in England in the 1970s which I discussed in Chap- 
ter 6 of Section I: in the graph illustrating the time-temperature relationship (Doc- 
ument 87), the temperature describes a wave-like curve: the minimum time — 61 
minutes — occurs at a temperature of 8009С; as the temperature rises up to 
1,000°C, the time increases as well: 65 minutes at 900°C, and 67 minutes at 
1,000°C. Then it starts decreasing again, reaching 65.5 minutes at 1,100°C. At 
higher temperatures, unreached by experiments, Dr. Jones surmises that the du- 
ration should diminish further and should go below the thermal barrier at some 
threshold temperature. If one wanted to reduce the cremation time in this manner 
for example to 20 or 15 minutes, it would be necessary to design a furnace oper- 
ating at around 2,000°C (see рр. 104f.). 

The Soviet experts made another illicit extrapolation with respect to the fur- 
nace load. As the cremation of several corpses simultaneously in the same cre- 
mation chamber was prohibited for civil cremations, no experimental data exist 
in this regard. Hence the Soviet diagram necessarily rests on data for individual 
cremations. The Soviet experts therefore illicitly assign data valid for individual 
cremations to loads of two to twelve corpses in one cremation chamber. Loading 
twelve corpses into one muffle is merely an arithmetical maneuver in order to 
artificially raise the throughput of the furnaces. In this way, the three Stutthof 
furnaces were attributed a performance identical to the 6 furnaces at Sachsen- 
hausen! 

However, in the preceding section we have seen that increasing the load in a 
cremation chamber inevitably leads to a longer duration of the incineration and 
that, for a furnace designed for individual cremations, this increase in time is such 
that no practical advantage can be gained from such a procedure. 

The coke consumption assumed by the Soviet experts — 60 kg for six emaci- 
ated corpses of 50 kg each — is mere conjecture without any technical basis. Let 
us recall the fact that in the Model 1b Kori furnace, the incineration of 310 kg of 
organic substance — the equivalent of six corpses of some 51 kg each — necessi- 
tated, at steady-state conditions, a supply of some 130 kg of solid fuel, the equiv- 
alent of 140 kg of coke altogether, or 23 kg per corpse. 

On the subject of the loading of corpses at the Lublin crematorium, the Soviet 
experts are really allowing their imagination to run wild: the claim that, in front 
of the furnaces, they had found corpses without legs and without arms, “heavily 
damaged by fire” (mnogo obgorebshich), does not prove that the limbs of these 
corpses were cut off before being loaded into the furnace, it rather demonstrates 
that the last cremations were not carried out to the end, and when the carbonized 
corpses were later pulled out, they no longer had any arms or legs simply because 
the limbs burned faster than the trunks. 

The Soviet experts’ assertions are technically unsound also with respect to the 
discharge gases and the cross-sectional area of the chimney at the Lublin crema- 
torium. 
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First of all the experts misread Kori’s letter of 8 January 1943.5? The docu- 
ment merely states that the two forced-draft devices were necessary because of 
the cooling of the off-gas (caused by its passage through the two recuperator 
chambers where they transferred part of their heat to the water heating pipes). In 
the summer months this could have reduced the chimney draft to an excessive 
degree, something which should be quite obvious. 

The calculation of the cross-section of the two smoke ducts — the experts give 
only the result — is wrong, first of all because of the erroneous assumption that 
cremation proceeded with an excess-air ratio of 1.3. This is only half of what is 
actually needed. Furthermore, the result of the computation itself is wrong. As 
we can see from the Soviet experts’ report on the furnaces at the Sachsenhausen 
camp, the calculation of the chimney section carried out by the experts was based 
on the following formula (cf. page 41): 

У(1-4о4 
e [118] 
with q = cross-sectional area of chimney 
V = volume of off-gas in Nm? per hr 
a=" 23°C i 
t = temperature of the off-gas in the chimney, °C 
v = velocity of the off-gas in the chimney in m/sec. 


Assuming a load of four corpses in each muffle, a duration of the cremation of 12 
minutes, a generation of 285 m? off-gas per corpse, an off-gas temperature in the 
chimney of 400°C, and a gas velocity of 3 m/sec as assumed by the Soviets (see 
р. 326), we obtain for the required cross-section of one chimney duct collecting 
the gasses of 2.5 muffles (there were two ducts for five muffles): 


ge 285 Nm?/hr : 4 corpses/muffle ` 2.5 muffles/duct (1 + a : 400050: 60 min/hr 
B 3,600 sec/hr - 3 m/sec 12 min/corpse 


= 3.25 п. [119] 


In other words, the calculated hourly generation of 35,100 m? of off-gas would 
have required a cross-sectional area of 3.25 m? for each of the two chimney ducts, 
or nine times the actual dimension (with the actual cross-section, the gas velocity 
would have had to amount to 27 m/sec, or 60 mph - a true storm!). But in their 
computation the Soviet experts did not even consider the gas stemming from the 
combustion of the coke — as if the corpses underwent a process of auto-combus- 
tion! 

In conclusion we may say that, as no cremation furnace actually operated at 
average temperatures higher than 1,000°C, and as any loading of several copses 
into one muffle would at least have multiplied the time taken in proportion to the 
number of corpses loaded, the diagram produced by the Soviet experts is without 
any technical foundation. 

In fact, the Kori furnaces at Sachsenhausen, Majdanek and Stutthof, if we as- 
sume an average operating temperature of 800°C and a duration of 50 minutes 





535. САВЕ, 7021-107-9, p. 250; document published in Graf/Mattogno 2012, p. 313. 
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for a single cremation (as in the Kori furnaces at Westerbork), had cremation 
capacities of 144, 115, and 58 corpses in 24 hours, respectively. 

This means that the Soviet experts, by using a technical sleight of hand, mul- 
tiplied the actual cremation capacities by a factor of five for Sachsenhausen, a 
factor of thirteen for Majdanek, and a factor of ten for Stutthof! What should be 
stressed here, though, is that not even the Soviet experts ventured so far as to 
attribute to the actual cremation temperature a duration of less than 60 minutes 
for the cremation process: even to the highest temperature, 1100°C, occurring 
only for a few moments, they assigned a substantial duration of 75 minutes. 


9.3.5. The Soviet and Polish Reports on the Topf Cremation 
Furnaces at Auschwitz-Birkenau 
In February of 1945, the Soviet commission of inquiry investigating Ausch- 
witz entrusted the engineers Dawidowski, Dolinskij, Lavruschin and Schuer with 
the task of giving an expert opinion on the subject of the cremation furnaces at 
that camp. The experts, however, limited themselves to furnishing the following 


very sparse data without any technical explanation: 


Crematorium I 


— 3-5 corpses were loaded simultaneously into each muffle; 
— cremation took 90 minutes; 
— the number of corpses cremated amounted to 300-350 per day. 


Crematoria П/Ш 


— 3-5 corpses were loaded together into each muffle; 

— the cremation of which took 20-30 minutes; 

— at full capacity, 6,000 corpses per day could be cremated in the 30 muffles of 
the two crematoria. 


Crematoria IV/V 


- 3 to 5 corpses were loaded into each muffle; 

— the cremation took 30-40 minutes; 

— at full capacity, 3,000 corpses per day could be cremated in the 16 furnaces of 

these crematoria. 

On 26 September 1946, the engineer Roman Dawidowski, an expert witness with 
the court conducting the Rudolf Hóss trial, drew up a long opinion on the crema- 
toria at Auschwitz-Birkenau.**° Dawidowski was a mechanical engineer in the 
field of heat and combustion technology, but his opinion shows only a very rudi- 
mentary knowledge with respect to cremation furnaces. His documentation on the 
civilian crematoria in Germany consists of an excerpt of the “Law on Cremation” 
of 15 May 1934 (p. 13-16) and of three drawings of cremation furnaces of the 
Siemens type (p. 16) — similar to those published here (Document 21) — as well 


53 “Akt 14 February — 8 March 1945. City of Oswiecim.” GARF,7021-108-14, pp. 2-7. 
55 AGK, NTN, 93, pp. 1-57; subsequent page numbers from there. 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 335 


as of the Didier (p. 17) and Gebrüder Beck furnaces (p. 18), identical to those 
published here (Documents 594.) and stemming from the same source. 

On the subject ofthe Auschwitz-Birkenau furnaces, Dawidowski merely reit- 
erated the statements made in the report of the Soviet experts mentioned above 
without any further explanation: 


Crematorium I 


“The cremation of a load in 4 muffles took about one half-hour, therefore, in 
continuous operation over 14 hours per day, the cremation capacity of Cremato- 
rium I in its original state [with two furnaces] was more than 200 corpses per 
day. |...] After this enlargement [i.e., after adding the third furnace], the cremation 
capacity of Crematorium I rose to some 350 corpses per day.” (pp. 244.) 


Crematoria П/ЛШ 


“On average, five corpses were loaded into each muffle at one time. Crema- 
tion of such a load took 25-30 minutes. The 30 muffles of the two Crematoria IT 
and III could cremate 350 corpses per hour. In the expert’s opinion, for a contin- 
uous operation in two shifts of 12 hours per day and setting aside 3 hours of in- 
activity per day for the extraction of the slag from the gasifiers and for other minor 
work, with the unavoidable interruptions of continuous operation, the average 
number of corpses actually cremated in the two crematoria in 24 hours was 5,000 
corpses. This figure agrees with the testimonies of the eye-witnesses Tauber and 


Jankowski.” (p. 47) 


Crematoria [V/V 


“In these crematoria, too, 3-5 corpses were loaded into each muffle. Crema- 
tion of such a load took about 30 minutes. In the expert’s opinion, the two Crem- 
atoria IV and V, at full capacity with 2 shifts of 12 hours, considering stoppages 
for the removal of slag from the gasifiers, unforeseen incidents, bottle-necks etc., 
could cremate 3,000 corpses per day on average. This figure is in agreement with 
the depositions of eye-witnesses. " (p. 48) 

In order to attain such performances — if we follow the Soviet diagram discussed 
above — the furnaces at Crematorium I would have had to be operated at 1,000?C, 
those at Crematoria III and IV at more than 1,400?C, and those at Crematoria IV 
and V at more than 1,300°C. Yet only the first temperature mentioned is in any 
way acceptable. As I have already stated, Topf's operating instructions for the 
triple-muffle furnaces recommended not to exceed a temperature of 1,000?C in 
the muffles. Even Dawidowski himself, during the fourteenth session of the Hóss 
trial, declared explicitly that?*° 

"the cremation process for corpses is very difficult, requiring a precise tem- 
perature of 1,000°C; if the temperature is higher, the ash does not remain loose 
but attaches itself to the slag [forming] a compact mass. If the temperature is less 
than 1,000°C, the muscles will not burn...." 

A duration of the cremation process of 25-30 minutes is without any technical 
foundation as well, while the simultaneous cremation of three to five corpses in 





5% AGK, NTN, 111, p. 1572. 
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each muffle would at least have multiplied the duration of the process by a factor 
of 3 to 5. 

Just like the Soviet expert opinions, Dawidowski's did not have a scientific 
character, but a political one, as it was to back up the wild exaggerations of the 
witnesses. The cremation capacities averred by the expert were not the result of 
an investigation, but of its afactual premise. 

Summarizing our findings, we see that the practical performance of the dou- 
ble-muffle Topf furnace at Gusen and of the Kori furnace at Westerbork, the prac- 
tical experience with the Kori furnaces for the destruction of animal remains, the 
thermal load on the muffles as well as, indirectly, the findings of the Soviet and 
Polish experts, concur to demonstrate that in the Topf furnaces at Auschwitz- 
Birkenau a good and efficient cremation (with respect to time and fuel consump- 
tion) of several corpses in one muffle was technically impossible and any crema- 
tion of several corpses in one muffle would not have boosted the cremation per- 
formance of the furnaces in any way. As a matter of fact, it most likely would 
have reduced the performance, in particular for more than two corpses per muffle. 


9.3.6. The Presence of Child Corpses 


For completeness's sake we must also consider the possibility that there were 
children and lean adults among the corpses. The number of Jewish children and 
adolescents deported to Auschwitz has been estimated at about 216,300 (Kubica 
1999, p. 349) out of 1,095,000 deported (Piper 1993, p. 200), which amounts to 
19.7596, or about 1 in 5. The percentage, however, is calculated in relation to 
those presumed murdered — about 607,800 (Mattogno 2010, p. 535) — and corre- 
sponds to about every third deportee. The average weight of children up to the 
age of 16 1s about 35 kg (Graf/Kues/Mattogno 2010, pp. 130-133), so the average 
weight of two adults and one child is [(70+70+35)+3=] 58 kg. In the Westerbork 
crematorium the cremation of an adult corpse alone and that of an adult and a 
child corpse together lasted on average [(50+57)+3=] 35 minutes. Considering, 
however, that an average cremation of an adult corpse lasted 60 minutes in the 
Topf furnaces (not 50) and that the age of the children ranged from one day to 16 
years (and not merely from one day to one year), it is evident that the average 
cremation at Auschwitz lasted well over 35 minutes. Reasoning by analogy with 
the furnaces for the destruction of animal carcasses, we can assume that the sim- 
ultaneous cremation of an average adult of 70 kg and an average child of 35 kg 
in one muffle lasted [(70+35) kg x (50 sec/kg + 60 sec/min) =] 87.5 minutes, and 
that the average duration of the cremation of the bodies of two adults and one 
child lasted (175 kg х °/smin/kg =) 146 minutes, or on average 48.6 minutes per 
body. This duration appears credible given the fact that, as mentioned above, in 
the Paris crematorium of Pére-Lachaise the average duration of the cremation of 
the bodies of children up to 9 years was about 39 minutes. Therefore, the presence 
of children among the cremated corpses would have enhanced the capacity of the 
cremation furnaces only marginally by some 20%, yet even that would not even 
get close to the capacities claimed in the letter by the Central Construction Office 
of 28 June 1943 and in Prüfer's memo of 8 September 1942. 
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9.4. Maximum Theoretical Cremation Capacity 


Our final task is to present the general conclusions concerning the perfor- 
mance of the Topf furnaces at Auschwitz-Birkenau. 

Assuming an average operating time of the furnaces of 20 hours per day and 
an average cremation time of 60 min per normal corpse, resulting in 20 crema- 
tions per day and muffle, the maximum cremation capacities of these devices 
were as follows: 


Table 6: Maximum Daily Cremation Capacity* 


Crematorium | #ofmuffles | # of cremations 


I 6 120 
П 15 300 
Ш 15 300 
ГУ 160 
У 160 

1,040 





ж assuming Ihr cremation time per corpse and 20hr/day operation 


9.5. Normal Cremation Capacity 


The cremation capacities as given in the preceding subchapter are purely the- 
oretical, as they do not take into account one crucial element: according to the 
Aktenvermerk of 17 March 1943 (cf. Document 264), which will be analyzed in 
Chapter 10, the normal activity of the crematoria was set at 12 hours per day, 
which took into account the inevitable wear of the equipment. The normal cre- 
mation capacities thus correspond to 60% ofthe above values, or: 


Table 7: Normal Daily Cremation Capacity* 
Crematorium | #ofmuffles | # of cremations 
6 





I 72 
П 15 180 
Ш 180 
ГУ 96 
V 96 
ItoV 624 
IT toV 552 


ж assuming Ihr cremation time per corpse and 12hr/day operation 


The last row shows the total after deducting Crematorium I, which was replaced 
by the new Crematoria II to У,537 

Was this an excessive capacity? To answer this question, we must go more 
deeply into the history and the function of the Birkenau crematoria. The “new 
crematorium" with its five triple-muffle furnaces (the future Crematorium II) was 


537 In this context we also ought to consider the concept of reserve furnaces; for example, at the new Lu- 
blin crematorium, the central furnace (one out of five) was specifically labelled “Reserveofen.” Cf. 
Chapter 11.2.6. Assuming that every fifth furnace served as a reserve, this would further reduce the 
capacity to 552x0.8 — 442 corpses in 12 hours. 
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designed for a camp with 125,000 Soviet prisoners of war. Thus a detainee-to- 
muffle ratio of (125,000+15 =) 8,333 was assumed. The explanatory report 
(Erläuterungsbericht) of 30 October 1941 set forth that each muffle was to take 
up two corpses, thus enabling the cremation of 60 corpses in one hour or two 
corpses in one muffle every 30 minutes (see p. 265). 

For a daily operating period of 12 hours, the daily cremation capacity would 
thus have been (60х12-) 720 corpses. Actually though, as we have noted іп Chap- 
ter 7, the type of triple-muffle furnace that was eventually built did not correspond 
to the technical characteristics of the devices described in the Aktenvermerk. 
Hence the above capacity did not correspond to the later reality, all the more so 
as even the cremation of a single corpse in one muffle within 30 minutes (on 
average) would have been technically impossible. 

This remark, however, does not touch in any way the intentions of the Ausch- 
witz SS who, for a crematorium built without any criminal aim, counted on a 
normal cremation capacity of (720x30=) 21,600 deaths per month, or a mortality 
of (21,600+125,000100=) 17.3% ofthe total camp strength per month. This high 
level of mortality had occurred in October of 1941.5 The above computation is 
presented only as a concrete point of reference. 

Obviously, as we shall see presently, the camp administration did not expect 
to see a loss as high as 21,600 detainees per month throughout the year; the camp 
command — in line with the initial estimates — merely wanted to be able to cope 
with emergency situations of a daily mortality of up to 720 detainees for short 
periods of time. 

The origins of the other three crematoria at Birkenau had two causes: the out- 
break of typhus and the plans for the enlargement of the camp (see Mattogno 
2008). The August of 1942 was the month during which the typhus epidemic took 
on horrifying proportions. This was also the month during which the decision was 
taken to build the other three crematoria. 

In the course of the month, a total of 8,354 detainees (6,829 men and 1,525 
women) died, 269 per day on average.” Over the first 19 days of the month of 
August, 4,113 deaths were registered in the men’s camp alone. Between 10 and 
19 August, 2,824 detainees would die, 282 per day on average, with high points 
of 390 deaths per day on the 18th, 324 on the 13th, and 301 on the 111Һ,540 Con- 
sidering the fact that mortality was 49 per day in the women's camp, it is not 
overly adventurous to say that in August of 1942 the daily death rate exceeded 
300 per day, with high points above 400 cases. 

This catastrophic scenario unfolded at a time when high-flying plans for the 
Birkenau camp were being mulled over. As early as June of 1942, the WVHA 
planned to raise the PoW camp strength to 150,000 detainees,°*! and in August 
this figures had reached 200,000 detainees.?? Of course, the planned installation 


58 Between 7 and 31 October 1941, 2,128 detainees died; the average strength for that month was 
12,500 detainees, which yields a mortality rate of about 1796. 

59 PRO, HW 1/929 xc 11768. 

59 Stärkebuch, analysis by Jan Sehn. AGK, NTN 92, pp. 82f. 

41 Radiomessage from Kammler to Bischoff dated 22 June 1942. САКЕ, 7021-108-32, p. 32. 

5? Letter by Bischoff to Kammler dated 27 August 1942. САКЕ, 7021-108-32, p. 41. 
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of appropriate hygienic and sanitary facilities as well as disinfestation plants 
would help to suppress another violent outbreak of such an epidemic, but how 
could one be sure? 

The decision to build more crematoria practically imposed itself, along with 
the choice of a sufficient number of muffles for the new installations, or in prac- 
tical terms their cremation capacity. It was influenced by the two facts mentioned 
above: the excessive mortality among the detainees, and the plans for an enlarge- 
ment of the Birkenau camp, which would have brought about an enormous in- 
crease in the camp strength. 

Available statistics allow us to say that in August 1942 the detainee mortality 
reached a level of 29.8% of the average camp strength in the men’s camp (some 
22,925 detainees), hitting highs of 37.9% of the average strength of 23,142 de- 
tainees between the 10th and the 19th of that month. 

If then — for the men's camp alone with an average strength of 23,000 — there 
were 6,829 deaths equivalent to a temporary rate of 37.9% of the camp strength, 
what would or could happen with a camp strength of 150,000 or 200,000 detain- 
ees? 

At that level, the effective cremation capacity of 624 corpses per day (of 12 
operating hours) or some 19,000 in one month would have corresponded to a 
mortality of 12.5% for a camp strength of 150,000 and no more than 9.4% for a 
strength of 200,000 detainees; in other words only one third or one quarter, re- 
spectively, of the relative levels reached in August of 1942. 

These considerations help us in understanding the problems which affected 
the SS’s choice for a suitable capacity for the new crematoria. Fortunately, a Cen- 
tral Construction Office document of 10 July 1942 furnishes us with the criteria 
of that decision: On 15 June 1942 the Construction Office of the Stutthof camp 
sent to a request to the Central Construction Office at Auschwitz regarding infor- 
mation concerning the installation of a crematorium. On 10 July Bischoff an- 
swered with the following letter (63):544 

“Іп the attachment, we are sending you the plans for a crematorium for 30,000 
detainees. The plant consists of 5 triple-muffle cremation furnaces. According to 
information supplied by Topf & Söhne Co. of Erfurt, a cremation takes about one 
half-hour. 

The basement has been raised because the ground-water level at the construc- 
tion site is high. Concerning technical installation, we refer you to Topf & Söhne 
Co. of Erfurt.” 

The duration of half an hour for one cremation was nothing but an extrapolation 
on Topf’s part, because at that moment no triple-muffle furnace had yet been 
built. What is important in this letter, however, is the ratio of muffles to detainees 
established by the Central Construction Office, viz. (30,000--15-) one muffle for 
2,000 detainees. 

This clearly shows that the Central Construction Office did, in fact, not trust 
the data ofthe explanatory note of 30 October 1941 (which Topf had provided), 
because on the basis of such data, and assuming an operation of 12 hours per day, 


58 Stürkebuch, analysis by Jan Sehn. АСК, NTN 92, pp.82-83. 
54 Letter from Bischoff to Bauleitung of Stutthof dated 10 July 1942. RGVA, 502-1-272, р. 168. 
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the crematorium would have been able to handle (720х30=) 21,600 corpses рег 
month or [(21,600—30,000)x100] = 72% of the camp strength for which it was 
designed. 

In practical terms, the Central Construction Office approved an enormous re- 
duction of the new crematorium’s capacity when it set the effective cremation 
capacity to be sufficient no longer for 125,000 inmates, as stated in the explana- 
tory report, but rather for 30,000 inmates, or at (30,000--125,000х100-) 24%; i.e. 
in numerical terms, at (720х0.24=) 173 cremations per day. 

On the basis of the ratio of muffles to detainees set by the Central Construction 
Office, the 46 muffles of the four crematoria at Birkenau were sufficient for 
(46x2,000—) 92,000 detainees. This computation by the Central Construction Of- 
fice formed the basis for the later decision to build the other three crematoria and 
constituted the criterion for the choice of the number of muffles. 

The increase of the camp strength to a level of 200,000 detainees was mere 
conjecture and turned out to be increasingly illusory over the following months. 
The layout of the PoW camp of 15 August 1942 (Pressac 1989, p. 203), though 
based on a population of 200,000 detainees, showed only two crematoria (the 
future Crematoria П and Ш) or a ratio of muffles to detainees of (30+200,000=) 
1:6,666. The drawing of 22 September 1942 (ibid., p. 209), still showing merely 
the two crematoria just mentioned, was elaborated for a strength of only 140,000 
detainees or a ratio of (140,000+30=) one muffle for 4,667 detainees. 

The final drawing of 6 October 1942,°® including all four crematoria for an 
unchanged camp strength of 140,000 detainees, yielded a new ratio of 
(140,000--46-) 1 muffle for 3,043 detainees. Taking into account the slow pro- 
gress of the construction of the camp, the strength of 140,000 remained purely 
theoretical;>“° it was reached only as late as August 1944 under the enormous 
overload caused by the deported Hungarian Jews.^^ 

Considering the fact that the projected strength for the Birkenau camp stood 
at 140,000 detainees and the normal strength of the Auschwitz camp amounted 
to 10,010 in November of 1942,8 i.e. a total of 150,000 detainees, we may say, 
based on the Central Construction Office calculations, that the crematoria even- 
tually installed were most inadequate for the aimed-at increase of the camp 
strength, which would indeed have necessitated (150,000--2,000-) 75 muffles as 
compared to the 46 eventually built. 

The conclusion of the matters discussed above is that the Birkenau crematoria 
were conceived only on the basis of registered detainees, without any criminal 
intent, and were to allow for possible future emergency situations with consider- 
able peaks in mortality, in line with the experience gathered in August of 1942. 
They reflected an effective cremation capacity of only 50% of the theoretical one 
and an average operating time of 12 hours per day. 





55 VHA, OT 31(2)/8. 

555 Tt is known that Bauabschnitt III was never finished. 

57 According to information gathered by the Polish resistance movement, the camp strength of the 
Auschwitz-Birkenau camp was 135,168 detainees in August of 1944 (Czech 1989, p. 860). 

5*5 Normale Block-Belegstärke im K.L.Auschwitz. 3 November 1942. RGVA, 502-1-272, p.56. 
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Although the projected strength of the Birkenau camp was 140,000, the four 
crematoria — which were really designed for a strength of only 92,000 — were not 
used to the full for two reasons: first of all, the actual strength stood nearly always 
below this limit.” Secondly, the actual construction of the camp with all the 
projected sanitary, hygienic, and medical installations, led to a considerable drop 
in mortality. After the 1942 typhus epidemic, such a drop occurred as early as 
April of 1943, and over that year the mortality dropped steadily, reaching a low 
of 2.3% in October 1942 (Langbein 1965, vol. 1, pp. 100f.). 


9.6. Discussion of the Zentralbauleitung Letter of 28 June 
1943 


At the end of the preceding chapter we left in suspension the technical exam- 
ination of the cremation capacity as indicated in the Central Construction Office 
letter of 28 June 1943. Now, having ruled out — in terms of economy and duration 
— the efficient simultaneous cremation of multiple corpses in one muffle in the 
Auschwitz-Birkenau furnaces, we can state with certainty that such a capacity 1s 
technically impossible. 

This judgment is strengthened further by the fact that, as we shall see in Chap- 
ter 10, the minimum theoretical fuel requirement of a Topf triple-muffle or 8- 
muffle furnace for the type of corpse which demanded the lowest amount of fuel 
was 16 and 12 kg of coke per corpse, respectively. In view of the fact that the 
furnaces of Crematoria II and III of Birkenau could burn 8,400 kg of coke in 24 
hours and those of Crematoria IV and V 3,360 kg, if the Crematoria II and III did 
have a capacity of 1,440 corpses in 24 hours, coke consumption per corpse would 
have been a mere (8,400--1,440-) 5.83 kg; for Crematoria IV and V, a capacity 
of 768 corpses in 24 hours would have meant a specific consumption of only 
(3,600+768=) 4.37 kg of coke, but such figures would be only about one third of 
the minimum theoretical requirements. 

The capacity indicated in the letter of 28 June 1943 is, therefore, technically 
impossible to attain. How can we explain this dilemma? 

Jean-Claude Pressac has shown correctly??? that the cremation capacity given 
in the document, as far as Crematoria II-V are concerned, is closely linked arith- 
metically to the capacity mentioned in the previously mentioned explanatory re- 
port of 30 October 1941 (Document 211), i.e. 2 corpses in one half-hour in one 
muffle or 4 corpses per hour per muffle which corresponds precisely to 

4x 15x24 = 1,440 corpses in 24 hours іп Crematoria П-Ш 

4x8x24 = 1768 corpses in 24 hours in Crematoria IV-V. 

However, there is no direct relationship between the five triple-muffle furnaces 
mentioned in that report and the furnaces that would eventually be installed in 
Crematoria II and III at Birkenau. In October of 1941, the triple-muffle Topf fur- 
nace was still on the drawing boards, and the only basic principle was that it 
would consist of three muffles which were linked in one way or another. The 





59 In 1943, the maximum camp strength was 88,251 detainees (Ist December ). Übersicht über den 
Häftlingseinsatz im K.L. Auschwitz. Dezember 1943. APMO, D-Aul-3a/370, p. 438 e 448. 
550 Pressac 1989, p. 244. 
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reference which appears in the explanatory report of 30 October 1941 therefore 
concerned an elusive project in Kurt Prüfer’s mind, different from what was later 
realized, in the same way as the project described in the “quotation for the deliv- 
ery of two triple-muffle cremation furnaces” of 12 February 1942 (Document 
228), in which the triple-muffle furnace still had a single gasifier situated behind 
the central muffle. 

The link between the cremation capacity of the triple-muffle furnaces in the 
explanatory report of 30 October 1941 and the letter of 28 June 1943 was thus 
purely formal. But what was the basis for such a link? The document in question 
allows us to formulate a plausible answer. The document, in fact, presents certain 
anomalies, the most important ones of which are the presence of an element 
which should not be there and the absence of one which should. 

The letter of 28 June 1943 refers to the “completion of Crematorium III.” A 
report about the completion of a construction site (or building) was an official 
document sent to the WVHA in compliance with a specific order by Kammler of 
6 April 1943.5! What was required in this case was the notification of the com- 
pletion of a construction project and a report about the respective hand-over ne- 
gotiation (Übergabeverhandlung). 

For this reason, the “list of construction projects already handed over to the 
camp administration, ?*? drawn up by Bischoff in accordance with Kammler’s 
directives, contains, i.a., the registration number of the letter by which the hand- 
over negotiation for the four Birkenau crematoria had been reported to the camp 
command of the Auschwitz camp, and the order and registration number of the 
letter of notification to the head of Office Group C at the WVHA. 

Now, even though the report about the hand-over negotiation of Crematorium 
Ш was drawn up on 24 June 1943553 and passed on to the Kommandantur prob- 
ably on the same day*™ and even though the garrison administration had taken 
over Crematorium III officially on 25 June,” the letter of 28 June does not ad- 
dress this state of the matter at all, and that is what should be there but is not. 

The notification of completion was a purely formal act simply conveying the 
fact that a construction project had been finished, but it never gives any technical 
details of the project, which means that the indication of a cremation capacity in 
the letter of 28 June 1943 makes no sense, bureaucratically speaking, and this is 
the element which should not be there. 

What is even odder is the fact that this notification of completion is only about 
Crematorium ІП, but the letter mentions the cremation capacity of all crematoria. 
One would have to surmise that Bischoff must have been requested explicitly to 
supply such information to Kammler. But in that case, bureaucratic practice 
would have required that he reply by a specific letter mentioning, in the line Bezug 


53! Letter from Kammler “to all building inspectorates and building sections” (an sämtliche Bauin- 
spektionen und Baugruppen) dated 6 April 1943. WAPL, Zentralbauleitung, 54, p. 68. 

52 APMO, 30/25, p.14. 

53 RGVA, 502-2-54, p. 84. 

554 Bischoff's letter of transmittal erroneously has the date of 23 June 1943. RGVA, 502-2-54, р. 21. 

55 APMO, 30/25, p.14. 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 343 


(reference) the registration number and the date of Kammler’s letter. Instead, the 
letter of 28 June 1943 merely states Bezug: ohne (reference: none). 

The letter shows two more anomalies. First of all, the use of the word Perso- 
nen (persons) as the cremation units. This term is somewhat odd, as one would 
rather expect the term “corpses” (Leichen) or at least “detainees” (Häftlinge). 
Furthermore, in the letter in question, the cremation capacity is given for a con- 
tinuous operation of 24 hours per day, but — as we have explained in Chapter 
9.1. — this was not feasible with coke-fired furnaces. It is not by accident that the 
file memo of 17 March 1943 has a “daily operation” of 12 hours. 

It is highly unlikely that Bischoff, in a formal official document, would have 
made so many gross mistakes. 

Another strange thing worth noting is that the letter in question is a unique 
document, unrelated to others: no other document exists which mentions or in 
any way refers to cremation capacities. The matter is even more mysterious, as it 
is an official document addressed to the Head of Office Group C of the WVHA, 
SS-Brigadeführer und Generalmajor der Waffen-SS Kammler. Office C/III han- 
dled technical matters and encompassed four main departments, among which we 
have one for civil engineering (C/III/1) and one for mechanical and electrical en- 
gineering (C/III/3) which also included a subsection for heating and ventilation 
(C/III/3a).556 

Since the cremation capacity mentioned in this letter was technically impos- 
sible, how can we believe that the engineers of Office СЛП, in the face of such 
obviously erroneous statements, would not have asked Bischoff for more infor- 
mation? Bischoff would have had to answer, and a correspondence would have 
ensued of which there is, however, not the slightest trace. 

The most obvious conclusion we may draw from the remarks made above is 
that the author of this letter was completely unfamiliar with the technical question 
of the capacity of the cremation furnaces, and not very familiar with the bureau- 
cratic practices valid here either, something which certainly does not apply to 
Bischoffand makes us rather think of someone from another branch ofthe Central 
Construction Office” and with a still-limited knowledge of the procedures fol- 
lowed in this office, possibly SS-Sturmmann Nestripke whose initials appear in 
the registration number of the document. 

The author of the letter, being inexperienced, left out the mandatory report 
about the hand-over negotiation and added to the notification of completion, on 
his own initiative, the unrequested reference to a capacity of the crematoria, based 
on the explanatory report of 30 October 1941, because he might have thought that 
for bureaucratic reasons — as Pressac has pointed out — the furnace capacities had 
to correspond to the 1941 explanatory report.?? We would then not be dealing 





56 RGVA, 502-1-4, p. 28. 

557 In January of 1943, the Zentralbauleitung at Auschwitz comprised 14 departments (Sachgebiete) and 
was divided into 5 Bauleitungen. Cf. C. Mattogno 2005. 

55 However, the cremation capacity attributed to Crematorium I had no relationship either with the 
above document or with reality and it is very difficult to say where the figure came from. 
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with an intentional “exaggeration” aimed at a mystification of unattainable per- 
formances (as Pressac believed) but with a simple case of incompetence within 
bureaucratic procedures. 

How far this might be true is demonstrated by Bischoff’s letter to the Con- 
struction Office of the Stutthof camp of 10 July 1942, which we have discussed 
above. It is obvious that Bischoff could not reasonably have recommended an 
installation with an actual capacity of 1,440 corpses in 24 hours for amere 30,000 
detainees, because this would have corresponded to a capacity of (1,440х30=) 
43,200 corpses per month, i.e. 13,200 more than the number of detainees con- 
cerned. 

Hence, Bischoff would have been fully aware of the erroneous character of 
the cremation capacity given in the letter of 28 June 1943, which is yet another 
confirmation of the utter strangeness of this document. 

We have yet to look at one more point: was the letter of 28 June 1943 ever 
sent to the WVHA? As we have already pointed out, this would have undoubtedly 
led to an exchange of letters, of which there is neither a trace in the Central Con- 
struction Office archives nor in the records of the Pohl trial (Pohl was the head of 
the WVHA). 

The fact that the letter bears no signature could mean that Bischoff, noticing 
the double error it contained, refused to sign it and had it retyped in a corrected 
version mentioning the hand-over negotiation and omitting the capacity of the 
furnaces. There are instances of documents thrown out and retyped correctly with 
the registration number unchanged, for example the file memo of 13 September 
1943, of which we have one version full of mistakes corrected by Һапа and a 
retyped and corrected version signed by Kirschnek and Bischoff.* The fact that 
no copy of the corrected version exists in the Moscow Central Construction Of- 
fice archives may of course have been caused by the selection of the documents 
as practiced by the Soviets. 


9.7. The Auschwitz-Birkenau Crematoria in the General 
Operation of the Camp 


In the preceding section we investigated the question of the design and con- 
struction of the Birkenau crematoria. To round out our treatment, we have yet to 
look into the importance which the camp administration attributed to them. 

The documents tell us not only that the Auschwitz-Birkenau crematoria never 
played a major role in the history of the camp, but that they did not even enjoy 
the same degree of attention which the Central Construction Office devoted to a 
much more prosaic combustion plant: the district heating plant (Fernheizwerk), 
BW 161. We will limit ourselves to a few significant aspects. 

On 27 June 1942, Friedrich Boos, the contractor for this installation, informed 
the Central Construction Office that the firm Walther & Co. Dampfkesselwerk at 
Cologne, which he had contacted, required the following data for an offer con- 
cerning the steam boilers it manufactured: 


59 APMO, BW 30/25, pp. 11-12. 
59 RGVA, 502-1-26, pp.144-146. 
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І) type of fuel 

2) moisture content ofthe fuel 

3) ash content of the fuel 

4) volatiles in the fuel 

5) granularity of the fuel 

6) melting point of the slag from the fuel 

7) softening point of the slag 

8) analysis of the feed water. 
The project required 45-50 tons of coal daily!°°! 

As the district heating plant was to use hard coal from Upper Silesia, the Cen- 
tral Construction Office forwarded the questions to the Mining and Metallurgical 
Association of Upper Silesia,°° and received the following information: 





Nut-coal, Type II/IV — |Ground coal 
Size 10/20 mm, 20/30 mm 0 — 10 mm 
Humidity 8 — 12% 10 – 14% 
ash 7- 10% 10- 15% 
volatiles 35-40% 33-38%. 











Ash melting point: in general 1,200-1,300°C.°6° 





To assess the suitability of various types of coal, specific combustion experiments 
were carried out "71 For the district heating plant, 4 “Holland” type boilers were 
to be installed with a heating-surface area of 150 m? and a total consumption of 
hard coal of about 400-500 kg/h, depending on size,’ but probably only three 
boilers were eventually installed, because on 13 October 1944 the Central Con- 
struction Office ordered from Friedrich Boos “3 pcs. suction and fly-ash-removal 
devices” for 3 “Holland boilers” with a heating surface of 150 m? at a price of 
21,909.50 RM each.” 

The chimney to which these devices were to be connected had a height of 22.2 
m and three ducts 0.70 by 0.70 m each 297 

Boos's proposal for the suction enhancers took into account all pertaining 
physical data. For the Saugzuganlage Type H 13 serving a boiler of 150m? heating 
surface, the proposal specified: 

— gas volume: 13,500 m?/hr 

— volumetric flow rate ofthe gases: 3.75 m?/hr 

— gas temperature: 310?C 





?9 Letter from F. Boos to Zentralbauleitung dated 27 June 1942. RGVA, 502-1-138, pp. 513-513a. 

Letter from Zentralbauleitung “an den Oberschlesischen Berg- und Hüttenmännischen Verein” with 

its seat at Kattowitz, dated 14 July 1942. RGVA, 502-1-138, p. 508. 

563 Letter from Oberschlesisches Steinkohlen-Syndikat G.m.b.H. to Zentralbauleitung dated 20 July 

1942. 

Letter from F. Boos “an die Vereinigten Kesselwerke Aktiengesellschaft Düsseldorf’ dated 24 May 

1943 on the subject of “fuel trial at the home for the handicapped at Beuthen on 5 and 6 May 1943” 

“Brennstoffversuch im Krüppelheim in Beuthen am 5. und 6.5.43.” RGV A, 502-1-138, pp. 126-126a. 

59 Lieferungsumfang without a date but originating from the first half of 1943. RGVA, 502-1-138, pp. 
119-121. 

>66 Letter from F. Boos to Zentralbauleitung dated 27 October 1944. RGVA, 502-1-138, p.5. 

Zentralbauleitung, Kosten-Berechnung über den Neubau eines Schornsteines (cost estimate for the 

new construction of a chimney) for BW 161. 1943. RGVA, 502-1-139, p. 7. 
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— density ofthe gas: 0.62 kg/m? 

— static pressure at blower exit: 40 mm water column 

— margin of 10% as requested: 4 mm water column 

— margin for flow resistance: 55 mm water column 

— difference in static pressure: 99 mm water column 

— power requirement for blower: 10 hp 

- speed of blower: 1,435 грпп,568 
In the documentation concerning the Birkenau crematoria there is no instance of 
comparable diligence. 


10. Heat Balance of the Topf Furnaces at Auschwitz- 
Birkenau 


10.1. Remarks on the Method Used 


In Chapter 8.3 we analyzed the list of cremations carried out in the cremato- 
rium at the Gusen concentration camp, which possessed a coal-fired Topf double- 
muffle furnace. Among other things, this list contains the consumption of coke 
for each cycle of cremations. This allows us to calculate the average coke con- 
sumption for each corpse. As these consumptions represent data obtained under 
actual conditions of operation, they constitute a valuable point of departure for 
the calculation of the overall heat balance of the Topf furnaces at Auschwitz- 
Birkenau. 

These data will be used to arrive at reliable results, to the greatest extent pos- 
sible, by means of the method employed by engineer Heepke as described in 
Chapter 7 of Section I, but with the considerable advantage — in the case of the 
Gusen furnaces — that we know in advance what the actual result of the heat bal- 
ance should be. Without this knowledge, such a heat balance might be in agree- 
ment with furnaces for civilian use, but not for those erected in the concentration 
camps, whose main feature was their greater economy as compared to the civilian 
furnaces, both in terms of price and consumption. 

The Topf furnace at Gusen was similar in design to the Topf double-muffle 
furnace at Auschwitz, although it showed an operational difference which had a 
certain bearing on the heat balance: in the Gusen furnace, on account of a different 
structure of the muffle grate and the availability of a draft enhancer which brought 
about a higher heat availability, the average duration of a cremation was around 
40 minutes; thus, the average temperature of this furnace was higher than that of 
the Auschwitz-Birkenau furnaces for which we have calculated an average dura- 
tion of 60 minutes for the cremation of one normal corpse. 

The operating temperature of the Auschwitz furnaces being 800°C, as im- 
posed by the applicable operating instructions and in line with civilian furnaces, 
we may assume an average temperature of 850°C for the Gusen furnace. Since 
we have no operational data about the off-gas temperature of the Auschwitz- 





568 Letter from F. Boos to Zentralbauleitung dated 24 Мау 1943. RGVA, 502-1-138, pp. 218-218a. 
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Birkenau furnaces, we must use the highest values encountered in civilian fur- 
naces, because the furnaces in the concentration camps had no recuperator and 
would thus necessarily have a higher off-gas temperature than civilian furnaces. 

Operational data for the Berlin Gerichtsstraße crematorium tell us that it op- 
erated with an off-gas temperature of 700°C at the flue-gas damper, for an excess- 
air ratio three times the volume of the theoretical combustion air (Tilly 1926b, р. 
190). The four gas-fired Volckmann-Ludwig furnaces, built in 1932 by the H.R. 
Heinicke Co. at the Hamburg-Ohlsdorf crematorium, functioned with an average 
temperature of 800-900°C; the flue-gas temperature, measured directly behind 
the damper, was normally at 600°C lower (Manskopf 1933, p. 775). These fur- 
naces did not have a recuperator, which means that the flue-gas discharge was 
comparable to the Topf furnaces at Auschwitz-Birkenau. 

Consistent with these documents, one may also assign to the Topf furnaces an 
off-gas temperature some 100°C lower than that of the furnace itself, hence 
750°C for the Gusen furnace and 700°C for the furnaces at Auschwitz-Birke- 
nam” 

For comparison, we also present two other series of coke consumption figures, 
obtained in actual operational, viz. those for the Kori furnace at Westerbork 
(Chapter 8.4) and the Kori furnaces for slaughterhouses already analyzed in 
Chapter 9.2.1. 


10.2. Technical Data 


Following German contemporary literature, we will subsequently use the ab- 
breviations used in the pertinent literature for the following physical properties: 


Vsch = Verlust durch Schornstein, chimney losses (sensible heat of the flue gases; 
see Eq. 65, p. 115) 

Va = Verlust durch Asche, ash losses (incombustibles of the hearth; see Eq. 75, 
p. 116) 

Үш = Verlust Unverbranntes, losses due to unburnt gases (see Eq. 74, p. 116) 

К, = Rachgasgewicht, weight of discharge gases (see Eq. 69, р. 116) 

n = Wirkungsgrad, efficiency 

nH, 7 Wirkungsgrad, unterer Heizwert, lower heating value as a function of ef- 
ficiency (see Eq. 82, p. 117) 

Vis = Verlust durch Leitung/Strahlung, loss through conduction and radiation 
(see Eq. 80, p. 117) 





599 The irreversible damage to the chimney of Crematorium I and to the flue ducts of Crematorium II (cf. 
Chapter 6) confirm the high flue gas temperatures. The replacement of the refractory lining of the 
chimney's inner walls was carried out when the temprature of the smoke exceeded 500?C (Colombo 
1926, p. 400). The new chimney for Crematorium I was lined with bricks having a Seger value of 
26/28, which withstood temperatures up to 1,200-1,300°C (RGVA, 502-1-318, p. 1). 
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10.2.1. Basic Data on Coke 
а. The chemical composition of the coke most-likely used was "2" 





C 78.84% 
H 0.51% 
O 1.00% 
5 0.91% 
water 8.21% 
Ash 10.53% 

100.00% 


b. Theoretical combustion air (see Eq. 3, p. 23): 

8.93 x 0.7884 + 26.79 (0.0051 — 0.01/8) + 3.35 x 0.0091 = 7.17 m?/kg [120] 
с. Theoretical smoke volume (dry, see Eq. 7, p. 23): 

8.93 x 0.7884 + 21.17 (0.0051 — 0.01/8) + 3.35 x 0.0091 = 7.15 m?/kg [121] 
d. CO» content (see Eq. 21, p. 29): 

0.7884 x 1.867 = 1.472 m?/kg; 1.472х100--7.17- 20.50% [122] 
e. Lower heating value (see Eq. 1, p. 22): 

8,100 x 0.7884 + 28,700 (0.0051 — 0.01/8) + 2,210 x 0.0091 — 600 x 0.0821 

> 6,470 kcal/kg. [123] 


10.2.2. Basic Furnace Data 
1. Auschwitz Double-Muffle Furnace 





Dimensions 
— surface area: 32 m? 
- surface area of gasifiers: 7m? 
— surface area of furnace body: 25 m? 


— weight ofrefractory brickwork: 
— average brickwork composition: 


10,000 kg 








thickness [cm] | A (800°) 
refractory bricks: 15 0.73 
thermal insulation: 7 0.13 
ordinary bricks: 20 0.45 
total: 42 - 











with X = thermal conductivity [kcal m! °C! hr !] 





— average smoke temperature: 700°C 


— load: 2 corpses 


— average duration of a cremation: 60 min 
— heat loss by radiation and conduction: 





57° According to the chemical analysis given by Heepke; cf. Section I, Chapter 7. 
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. e Surface area 
idis ШЫ 


2 vaulted muffle doors (Einführungstüren) 0.60 х 0.60 0.64 
2 hearth doors (Feuertüren) 0.28 x 0.35 0.20 
2 ash-chamber doors 

(Ascheentnahmetüren) лаз ue 
2 gasifier closures 

(Generator fillschachtverschliisse) 
6 combustion-air-channel closures 
(Luftkanalverschlüsse), four in furnace 0.108 х 0.126 0.08 
body, two in gasifier 


0.27 x 0.34 0.18 





total surface area 1.30 
Muffle doors 

thickness 

packing mass thickness (Stampfmasse) 

packing mass surface area ~ 0.32 m? 
surface area of solid metal ~ 0.32 m? 
surface area of frames (solid metal) ~ 0.23 m? 


total surface area of solid metal Po ~ 0.55 m? 


Muffle-Door Losses 


Following eq. 54 (p. 113) and using a thermal conductivity of 40 kcal m! °C” 
! hr! for the 0.02 m of cast iron, we calculate the thermal transmittance K for the 
muffle doors: 


zoz T ~ 2.6 kcal m? °C! hr! Wee 


i 
7* 9735 40 + 


1 
7 


Other-Door Losses (hearths, ash chambers and gasifiers) 


— total thickness: 0.080 m 

— thickness of packing mass: 0.065 m 

— thickness of cast iron: 0.150 т 

— total surface area: 0.580 m? 

K= es, WEST = 2.7 kcal m? °C? hr! [125] 
7' 073 40 '7 


Brickwork Losses 


= 0.68 kcal m? °C м 
0.68 kcal m? °C! hr! 126 
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Losses by Conduction апа Radiation (Vis) 


i) Furnace body: 
a) Muffle doors: 
Vis (tamping mass) = 0.32 m? - 2.6 kcal m? °C"! hr! - (800°C — 20°C) 
= 649 kcal/hr 
Vis (solid metal) = 0.55 m? - 40 kcal m? °C! hr! - (800°C — 20°C) 
= 17,160 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.20 m? · 2.7 kcal m? °C! hr! - (800°C — 20°C) = 421 kcal/hr 
c) Combustion-air-channel closures: 
Vis=4 (0.108 m 0.126 m) : 40 kcal m? °C hr! - (800°C — 20°C) 
= 1,698 kcal/hr 
d) Brickwork (surface area of furnace body minus aggregate door surface a) 
to c)): 
Vis = (25 -1.1) m? · 0.68 kcal m? °C’! hr! · (800°C - 20°C) 
= 12,677 kcal/hr 
ii) Gasifiers: 
a) Doors (hearths and gasifiers): 
Vis= 0.38 m? 2.7 kcal m? °C! hr! - (1000°C — 20°C) = 1,005 kcal/hr 
b) Combustion-air-channel closures: 
Vis= 2 · (0.108 m : 0.126 m) · 40 kcal m? °С! hr! - (1000°C — 20°C) 
= 1,066 kcal/hr 
c) Brickwork (surface area of gasifiers minus doors a) & b)): 
Vis = (7 – 0.39) m? - 0.68 kcal m? °C"! hr! · (1000°C — 20°C) 
= 4,405 kcal/hr 
iii) Total losses: 


649+17,160+421+1,698+12,677+1,005+1,066+4,405 = 39,000 kcal/hr [127] 





2. Gusen Double-Muffle Furnace 
— surface area: 28 m? 
- surface area of gasifiers: 16 m? 
— surface area of furnace body: 12m? 





Losses by Conduction and Radiation (Vis) 


i) Furnace body: 
a) Muffle doors: 
Vis (caulking mass) = 0.32 m? - 2.6 kcal m? °С! hr! - (850°C - 20°C) 
= 690 kcal/hr 
Vis (solid metal) = 0.55 m? - 40 kcal m? °C! hr! - (850°C - 20°C) 
= 18,260 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.20 m? · 2.7 kcal m? °C! hr! - (850°C — 20°C) = 448 kcal/hr 
c) Combustion-air-channel closures: 
Vis = 0.054 m? : 40 kcal m? °C! hr! · (850°C — 20°C) = 1,793 kcal/hr 
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d) Brickwork: 
Vis = (12-1.1) m? · 0.68 kcal m? °C! hr! - (850°C-20°C) = 6,152 kcal/hr 
ii) Gasifiers: 
a) Doors (of hearths and gasifiers): 
Vis = 0.38 m? 2.7 kcal m? °C! hr! - (1,150°C — 20°C) = 1,159 kcal/hr 
b) Combustion-air-channel closures. 
Vis = 0.027 m? - 40 kcal m? °C hr! - (1,150°C — 20°C) = 1,220 kcal/hr 
c) Brickwork: 
Vis = (16-0.4) m? 0.68 kcal m? °C! hr! - (1,150°C-20°C) = 11,987 kcal/hr 
11) Total losses: 


690+18,260+448+1,793+6,152+1,159+1,220+11,987 = 41,709 kcal/hr [128] 


3. Auschwitz Triple-Muffle Furnace 





Dimensions 
— surface area: 43 m? 
— surface area of gasifiers: 10 m? 
— surface area of furnace body: 33 m? 
— weight of refractory brickwork: 10,400 kg 


— average brickwork composition: 








thickness [cm] ^. (800?) 
refractory bricks: 15 0.73 
thermal insulation: 7 0.13 
ordinary bricks: 20 0.45 
total: 42 











with À = thermal conductivity [kcal m^! °C! hr] 
— average off-gas temperature: 7009С 
- load: 3 corpses 
— average duration of cremation: 60 min 
— heat loss by radiation and conduction: 


Doors | Dimensions [m] [Surface area [m'] 


3 muffle doors (Einführungstüren) 0.65 x 0.65 1.13 
2 hearth doors (Feuertüren) 0.28 x 0.35 0.20 
3 ash-chamber doors 

(Ascheentnahmetüren) Mese Ze? 
2 gasifier-feed-shaft closures 
(Generatorfüllschacht-verschlüsse) 
8 combustion-air-channel closures 
(Luftkanalverschlüsse) 

total surface area 





0.27 x 0.34 0.18 


0.108 х 0.126 0.11 
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Muffle Doors 

thickness 

packing mass thickness 

(Stampfmasse) 

caulking mass surface area = 0.565 
surface area of solid metal = 0.565 
surface area of frames = 0.460 
total surface area of solid metal = 1.025 


Door and Brickwork Losses 


Due to identity in their features, these coefficients are the same as for the 
Auschwitz Topf double-muffle furnaces (see there). 


Losses by Conduction and Radiation (Vis) 


i) Furnace body: 
a) Muffle doors: 
Vis (packing mass) = 0.565 m? · 2.6 kcal m? °C! hr! - (800°C — 20°C) 


= 1,146 kcal/hr 
Vis (solid metal) = 1.025 m? 40 kcal m? °С! hr! - (800°C — 20°C) 
= 31,980 kcal/hr 
b) Ash-chamber doors: 
Vis = 0.30 m? : 2.7 kcal m? °C"! hr! - (800°C — 20°C) = 631 kcal/hr 
c) Combustion-air-channel closures: 


Vis = 0.08 · 40 kcal m? °C! hr! - (800°C — 20°C) = 2,496 kcal/hr 
d) Brickwork: 
Vis = (33 — 2.1) m? · 0.68 kcal m? °C! hr! - (800°C - 20°C) 
= 16,389 kcal/hr 
ii) Gasifiers: 
a) Doors (hearths and gasifiers): 
Vis = 0.38 m? · 2.7 kcal m? °C hr! - (1000°C — 20°C) = 1,005 kcal/hr 
b) Combustion-air-channel closures: 
Vis = 0.03 · 40 kcal m? °C! hr! - (1000°C — 20°C) = 1,176 kcal/hr 
c) Brickwork, identical with double-muffle furnace: 
Vis = (10 — 0.4) m? · 0.68 kcal m? °C"! hr! - (1000°C — 20°C) 
= 6,397 kcal/hr 
11) Total losses: 





1,146+31,980+631+2,496+16,389+1,005+1,176+6,397 
= 61,220 kcal/hr [129] 


Heat loss from the central muffle: 
1) Furnace body: 


a) Muffle door: one door, of three total, hence a third of the total value: 


Vis (muffle door) = 2120 kealhr + 31,980 Kee — 11,042 keal/hr 
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b) Ash chamber doors: one of three total, hence a third as well: 
Vis (ash door) = CHEM = 210 keal/hr 
c) Combustion air channel closures: two out of a total of eight: 
Vis (air channel lids) DZ ~ 624 kcal/hr 
d) Brickwork: roughly 8 m? out of a total of 30.9m*: 
Vis (brickwork) = EP E ~ 4943 keal/hr 
ш) Total losses: 


(11,042 + 210 + 624 + 4,243) kcal/hr = 16,120 kcal/hr [130] 


Heat loss from both lateral muffles: 
61,220 kcal/hr — 16,120 kcal/hr = 45,100 kcal/hr [131] 


10.2.3. Basic Data on Corpses 


1. Normal Corpse 
Weight: 70 kg; chemical composition?! 


Compound Fats 


C 13.2846 kg 6.6402 kg 6.6444 kg 
H 1.8060 kg 0.8694 kg 0.9366 kg 
О 3.8178 kg 2.9988 kg 0.8190 kg 
S 0.1512 kg 0.1512 kg 0.0000 kg 
N 1.9404 kg 1.9404 kg 0.0000 kg 


water 45.5000 kg 
ash 3.5000 kg 


Total: 70.0000 kg 12.6000 kg 8.4000 kg 


Using the pertinent equation as indicated, we obtain the following values: 











QUANTITY VALUE EQUATION 
theoretical combustion air: 155 n? 3, p. 23 
theoretical dry-smoke volume: 149 m? 7, p. 23 
theoretical moist-smoke volume: 226 n? 11, p. 24 
water vapor: 77m? 9, p. 24 
upper heating value: 146,100 kcal 105, p. 121 











2. Lean Corpse 

The influence of the combustibility of a corpse on the amount of fuel required for 
a cremation (as well as on its duration) has been demonstrated repeatedly. An 
important observation was made by the engineer Hans Keller, who said:>” 


51 Cf. Section I, Chapter 1, $ 2. 
>72 cf. Section I, Chapter 5. 
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“Corpses which burn easily will generate up to 16, even 17% of carbonic an- 
hydride; for corpses which burn with difficulty, this values goes down to a level 
of 4 percent.” 

Experimental data collected in Germany in the 1930s show that 65% of all 
corpses burn normally, 25% poorly and 10% burn with difficulty (Jakobskötter 
1941, p. 587). Speaking of the electric furnace at Biel in Switzerland, H. Keller 
says in this connection (H. Keller 1935c, p. 3): 

“The great majority by far [of the corpses] will burn within two hours for an 
initial temperature of 700°C. Cases for which the cremation is complete within 
an hour and a half are very rare. A little more common are cases in which the 
corpse does not burn easily and cremation requires up to five hours.” 

The bodies of detainees who died in the concentration camps, in Auschwitz- 
Birkenau in particular, belonged to the category of corpses which burned poorly 
or with difficulty, because the highest mortality struck detainees whose body had 
been weakened by hunger or deprivation. Extreme cases of this nature were de- 
scribed as “Muselmänner” [Moslems] in the camp jargon. For our purposes, we 
will assume a corpse of this type, with a weight loss of 30 kg — from 70 down to 
40°73 — and a proportional loss of its proteins of 50% (3.5 kg) and 60% of its body 
fat (1.8 kg), as compared to a normal corpse, which means that it would have the 
following composition: 


Chemical composition: 





Water: 31.2 kg 
Proteins: 3.5 kg 
Fat: 1.8 kg 
Incombustibles (Ash): 3.5 kg 
Total: 40.0 kg 


The combustible portions of the corpse are (3.5 + 1.8 =) 5.3 kg and have the 
following chemical composition: 


C = 3.5 · 0.527 + 1.8: 0.7910 = 3.27 kg 
Н = 3.5 · 0.069 + 1.8: 0.1115 = 0.44 Ко 





О = 3.5 · 0.238 + 1.8 · 0.0975 = 1.01 kg 
N = 3.5 -0.154 = 0.54 Ке 
5 = 3.5 - 0.012 = 0.04 Ко 
Total 5.30kg 


The upper heating value ofthe combustible substances amounts to (see the caloric 
values for fat and protein in Eq. 16, p. 28): 


u.h.v. = 3.5 kg: 5,422 kcal/kg +1.8 kg - 9,257 kcal/kg = 35,600 kcal [132] 
The theoretical volume of combustion air is (see Eq. 3, p. 23): 


8.93 - 3.27 + 26.77 · (0.44 — 1.01/8) + 3.35 · 0.04 = 38 m? [133] 


53 А weight-loss of 35-40% is normally fatal (McPhee/Papadakis/Tierney 2008, p. 1085). Here, we are 
looking at a lethal weight-loss as high as 42.8%. 
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3. Average Corpse 





For the sake of completeness, we will also consider an intermediate case be- 
tween the two extremes of a normal and an emaciated corpse, i.e. a corpse with a 
loss of 25% of its proteins and 30% of its fats as compared to a normal corpse 
and which would thus have following composition: 





Water: 39.6 kg 
Proteins: 7.3 kg 
Fat: 4.6 kg 
Incombustibles (Ash): 3.5 kg 
Total: 55.0 kg 


This amounts to a loss of 15 kg or half the weight loss assigned to an emaciated 
body. 

The combustible substances of such a body amount to 11.9 kg, with the fol- 
lowing chemical composition: 








С = 7.3 · 0.527 + 4.6: 0.7910 = 7.49 kg 
Н = 7.3 · 0.069 + 4.6: 0.1115 = 1.01 6 
О = 7.3 - 0.238 + 4.6 · 0.0975 = 2.19 Ко 
№ = 7.3 : 0.154 = 1.12 kg 
5 = 7.3 : 0.012 = 0.09 kg 
Total 11.90 kg 
The upper heating value is: 
u.h.v. = 7.3 · 5,422 + 4.6 : 9,257 = 82,200 kcal [134] 


The theoretical amount of combustion air is (Еа. 3, p. 23): 


8.93 - 7.49 + 26.77 (1.01 — 2.19/8) + 3.35 · 0.09 = 87 m? [135] 


10.3. Heat Balance of Double-Muffle Furnace at Gusen 


A total of 677 corpses were burned at the Gusen crematorium with an average 
specific consumption of 30.6 kg of coke per corpse. I summarize the results of 
these operations in the following table for the 13 pertinent cremation series: 
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Table 8: Coke Consumption of the Gusen Crematory 





CREMATION CORPSES | KGCOKE 
SERIES SERIES | CONSUMPTION PER CORPSE 

1 31/10/1941 2,100 kg 63 33.3 Ке 

2 01/11/1941 | 1,260 kg 38 33.1 kg 

3 02/11/1941 1,260 kg 42 30.0 kg 

4 03/11/1941 1,140 kg 42 27.1 kg 

5 04/11/1941 1,380 kg 49 28.1 kg 

6 05/11/1941 1,320 kg 45 29.3 kg 

7 06/11/1941 | 2,040 kg 57 35.7 kg 

8 07/11/1941 | 2,700 kg 94 28.7 kg 

9 08/11/1941 2,100 kg 72 29.1 kg 

10 09/11/1941 1,140 kg 34 33.5 kg 

11 10/11/1941 840 Ке 30 28.0 kg 

12 11/11/1941 1,920 kg 58 33.1 kg 

13 12/11/1941 1,500 kg 53 28.3 kg 

Total | | 20700kg | 677 30.6 kg 








Subsequently the heat balance is calculated for the three types of corpses men- 

tioned before. I use the following abbreviation for the respective quantitates: 

— № = Wärme, heat. 

- №» = heat of vaporization of the corpse water and its heating up to flue gas 
temperature (750°C; see Eq. 94, р. 119273), 

— Wa = heat required for heating up to flue gas temperature the water vapor 
formed by combustion of the hydrogen contained in the dry substance of the 
body. Equation as before, but here a factor 9 is applied because water (18 
g/mol) has nine times the mass of the hydrogen contained in it (2 g/mol). 

— W3= heat used for heating of ash to operating temperature (850°C; see Eq. 
50, p. 112). 

— W;- upper heating value of the corpse, explained in each instance below. 

Physical units are given only for the first case for brevity's sake. 


Two Lean Corpses: 
Wa: 2: 31.2 kg: [633 kcal kg! + 0.50 kcal kg ! °C! - (750°C — 100°C)] = 


59,779 kcal 
Wa: 2 - 0.44 kg · 9 0.50 kcal kg ! °C! · (750°C — 100°C) = 2,5774 kcal 
Ws: 2 - 0.2 kcal kg! °C! · 3.5 kg: (850°C - 20°C) = 1,162 kcal 
W7 (see Eq. 132, p. 354): 71,200 kcal 


54 The average heat capacity of steam between 100°C and 750°C is roughly 0.50 kcal Ке”! °C’, see 
www.engineeringtoolbox.com/water-vapor-d 979.html 
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Two Average Corpses: 





W2: 2: 39.6 · [633 + 0.5 · (750 — 100)] = 75,874 kcal 
Waa: 21.019 0.5 · (750 — 100) = 5,909 kcal 
W3: 2.0.2: 3.5 · (850 — 20) = 1,162 kcal 
W7 (see Eq. 134, p. 355): 164,400 kcal 


Two Normal Corpses: 
W2: 2 · 45.5 · [633 + 0.5 · (750 — 100)] 





87,178 kcal 


Waa: 2 · 1.806 : 9 · 0.5 · (750 — 100) = 10,565 kcal 
№3: 20.2: 3.5 · (850 — 20) = 1,162 kcal 
W; (see Eq. 105, p. 121): 292,200 kcal 


Heat Losses from the Furnace: 





I have here used the abbreviations and equations as indicated at the beginning 
of Chapter 10.2. 


Veh = (0.23 Sax 157 + 0.0048 - (9 0.51 + 8.21)) - (750-20) A, 
= 39.4% 
V,749.5 EE 
Rg= — 3 z 10.1 kg 
0.536 D O0 -- 
ЖЕ 10.103.050 0572580 04) ~ 4% 


This results in an efficiency of: 
n = 100 — (39.4 + 2.8 + 4) = 53.8% 
and thus a coke efficiency of: 


nHu = 6,470: 0.538 = 3,480 kcal/kg 





Heat Balance for an Average Corpse 


As the average consumption of the furnace is known (30.6 kg per corpse, or 
61.2 kg for two ofthem), we will develop the heat balance as an equation in which 
the unknown stands for the heat needed to heat the combustion air for the corpse 
and to compensate for the other heat losses not treated by Heepke which, so far, 
we had not taken into account because they have no effect on the heat balance as 
such, but only on the volume of the combustion air and hence on that of the off- 
gas: 


30.6 Ко · 2 · 3,480 kcal/kg = 213,000 kcal [136] 
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X + W2 + Wo, + W3 + Vis — W = 213,000 kcal [137] 


x + 75,874 + 5,909 + 1,162 + 27,806°” — 164,400 = 213,000 kcal 
x = 266,649 kcal 





And hence, vice versa, the heat balance for one average corpse is as follows: 


x + Wa + Wat Ws + Vis – W7 _ 
2:nHi 





266,649 + 75,874 + 5,909 + 1,162 + 27,806 — 164,400 
2: 3,480 


= 30.6 kg of coke [138] 
10.4. Heat Balance of Double-Muffle Furnace at Auschwitz 


10.4.1. Heat Losses for the Corpses 


Two Lean Corpses 





W2: 2: 31.2: [633 + 0.49 · (700 – 100)] = 57,845 kcal 
Waa: 2: 0.44 : 9 · 0.49 · (700 — 100) = 2,328 kcal 
W3:2-0.2- 3.5 · (800 — 20) = 1,092 kcal 
Wa 71,200 Кса! 


Two Average Corpses 





Wo: 2 - 39.6 - [633 + 0.49 - (700 — 100)] = 73,418 kcal 
Waa: 2° 1.01 -9- 0.49 - (700 — 100) = 5,345 kcal 
W3: 2 - 0.2 · 3.5 - (800 — 20) = 1,092 kcal 
Wz: 164,400 kcal 


Two Normal Corpses 


Wo: 2 45.5 · [633 + 0.49 - (700 — 100)] = 84,357 kcal 
Waa: 2: 1.806 - 9 - 0.49 · (700 — 100) = 9,557 kcal 
W3: 2 - 0.2 · 3.5 - (800 - 20) = 1,092 kcal 
Wz: 292,200 kcal 


10.4.2. Heat Losses from the Furnace 


78.84 Ш/А 
Vs (032 0536-1377 0.0048 - (9 0.51 + 821) : (700 - 20)] - 6,470 
z 36.7% 
2.8-8,100_ 
МА 49:5 756 6470316 
Vac 496 


55 The total heat loss by radiation and conduction over 40 minutes is: 41,709 kcal/hr х 
(40min-60min/hr) = 27,806 kcal; see Eq. 128. p. 351. 
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п = 100 — (36.7 + 3.1+ 4) = 56.2% 
ПН, = 0.562 · 6,470 = 3,640 kcal/kg. 


Heat Balance for an Average Corpse 





For the double-muffle furnace at Auschwitz, the heat loss associated with the 
combustion air of the corpses is lower than that for the Gusen furnace, because 
for Auschwitz we have assumed a somewhat lower exhaust gas temperature of 
700°C, thus resulting in an energy requirement о4:576 


266,649 - 0.328 (700 — 20) _ 
0:329-(750-20) ^ 247,630 kcal [139] 


This corresponds to the heat needed for some 1,123 m? of air to be brought to a 
temperature of 7009С. The coke required for the cremation of an average corpse 
15 therefore: 


x + Wat Wat W3 + Vis— W7 _ 
2: Hu 





247,630 + 73,418 + 5,345 + 1,092 + 39,0007 — 164,400 _ 
EE 2-. z 27.8 kg [140] 
Heat Balance for Lean and Normal Corpses 

Before we proceed to lean and normal corpses, some further remarks on the 
Gusen cremation statistics are due. 

In Table 8 I list the cremations in the Gusen crematory with their respective 
coke consumption. Listing the same data sorted by increasing average coke con- 
sumption per corpses yields the following table: 





Table 9: Ranked Gusen Coke Consumption for Cremations 








coke/corpse [kg] | по. ofcorpses | coke/corpse [kg] no. of corpses 

27.1 42 30.0 42 
28.0 30 33.1 38 
28.1 49 33.1 58 
28.3 53 33.3 63 
28.7 94 33:5 34 
29.1 72 35.7 57 
29.3 45 

















The differences in consumption are too large to be attributable simply to the fur- 
nace itself. They are no doubt due to differences in the types of corpses cremated. 
This is confirmed by the observation that the amount of coke used per corpse is 
not inversely correlated to the number of cremations, as one would expect. For 
example, on 3 Nov.’’® we have 42 cremations with an average consumption of 


576 The factors 0.328/0.329 аге a minute correction for the changed heat capacity of the exhaust gases at 
the lower temperature per Recknagel-Sprenge, p. 47. 

57 See Eq. 127, p. 350, assuming a cremation took an hour, see Chapter 8.5. 

>78 For reasons of convenience, I use the date corresponding to the beginning of the series. 
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27.1 kg of coke per corpse, yet on the next day we have, for a total of 49 crema- 
tions (7 more than the days before), an increase to 28.1 kilograms. The following 
day, the average consumption for 45 cremations rises still further to 29.3 kg and 
hits a maximum value of 35.7 kg оп 6 Nov. for 57 corpses. On 10 Nov. we have 
33.5 kg/corpse for 34 corpses, yet the following day (11 Nov.) the average coke 
consumption sinks to 28 kg, although the number of cremations has also gone 
down to 30. The next day (Nov. 12) sees a drastic increase in coke consumption 
per corpse to 33.1 kg in spite of an almost doubling of the number of cremations 
from 30 to 58. 

These differences in the specific consumption cannot be attributed to the han- 
dling of the furnace either, because up to 9 November the cremations were carried 
out under the supervision of Topf Technician August Willing.°” Thus, a higher 
or lower consumption depends essentially on the type of corpse predominantly 
cremated. 

The average coke consumption as a function of the type of corpse cremated 
can be split into two main groups: 


Between 27.1 and 30.0 kg: 427 corpses, or 63% 
Between 33.1 and 35.7 kg: 250 corpses or 37%. 


It is easy to see that one may attribute to the first group primarily the corpses of 
an average to normal type, while those of an average to lean type would fall into 
the second category. 

On a weighted-average basis, the former group has an average consumption 
of 28.6 kg per corpse, the latter one of 33.8 kilograms. The consumption of coke 
for the average corpse thus becomes [(33.8 + 28.6): 2=] 31.2 kg, essentially the 
same figure as the average specific consumption of 30.6 kilograms. 

On the basis of these data, one can calculate the heat balance for each one of 
these groups to a fair degree of approximation: 


Heat Balance of the First Group (Normal Corpses) 
28.6 kg - 2 · 3,480 kcal/kg = 199,100 kcal [141] 
x + W2 + Waa + Ws + Vi – W7 = 199,100 kcal 

Using the data as listed on p. 357 we obtain: 
x + 87,178 + 10,565 + 1,162 + 27,806 — 292,200 = 199,100 kcal [142] 
x = 364,589 kcal 





This results in an energy requirement of: 


364,589 - 0.328 · (700 — 20) _ 
a 555020) = 338,600 kcal [143] 


and by using the values for the Auschwitz furnace (p. 358) thus a coke require- 
ment of: 


59 Topf, “Bescheinigung über besondere Berechnung geleisteter Tagelohn-Arbeiten for Bauleitung der 
Waffen-SS und Polizei Gusen,“ 12 October — 9 November 1941. BAK, NS 4/Ma 54. 
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338,600 + 84,357 + 9,557 + 1,092 + 39,000 — 292,200 


2: 3.640 z 24.8 kg. [144] 

Heat Balance of the Second Group (Lean Corpses) 

33.8 kg: 2- 3,480 kcal/kg = 235,200 kcal [145] 

x + 59,779 + 2,574 + 1,162 + 27,806 — 71,200 = 235,200 [146] 

x — 215,079 

215,079 - 0.328 - (700 - 20) _ 

. .0329.(750-20) ~ 199,740 kcal [147] 
and thus a coke requirement of: 

199,740 + 57,845 + 2,328 + 1,092 + 39,000 - 71,200 _ 2, 4 T [148] 


2:3,640 


As the two groups comprise average-to-normal and lean-to-average corpses re- 
spectively, coke consumption for one normal corpse is somewhat less than 24.8 
kg and that ofa lean corpse somewhat higher than 31.4 kilograms. 

In the Kori furnaces for the destruction of animal remains, lowest consump- 
tion was 0.268 kg of hard coal for 1 kg of organic substance, thus the minimum 
coke consumption for a normal corpse should be: 

70 kg · 0.268 kg coal/kg - 7,500 kcal/kg hard coal 

7 т SH ke [149] 
We may therefore assume the average value of about [(24.8 + 21.7) + 2 =] 23.3 
kg of coke for one normal corpse. Consumption of coke for the cremation of one 
lean corpse is thus [27.8 + (27.8 - 23.3) =] 32.3 kg, because the value for an 
average corpse is 27.8 kg and that ofa normal corpse is 23.3 kilograms per corpse. 
Based on these values, the heat balance is as follows: 


Heat balance for a normal corpse: 
The energy stemming from the fuel is: 


23.3 kg - 2 · 3,640 kcal/kg = 169,600 kcal [150] 
The total energy requirement x is hence: 

x + 84,357 + 9,557 + 1,092 + 39,000 — 292,200 = 169,600 kcal [151] 

x = 327,800 kcal 


Heat balance for a lean corpse: 





Again, the energy stemming from the coal is: 
32.3 kg - 2 · 3,640 kcal/kg = 235,150 kcal [152] 


and hence the total energy requirement x: 
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x + 57,845 + 2,328 + 1,092 + 39,000 — 71,200 = 235,150 kcal [153] 
х = 206,100 kcal 


Summarizing, then, we have the following coke consumptions for the Auschwitz 
type Topf double-muffle furnace: 


Table 10: Coke Consumption of the Auschwitz Double-Muffle Furnaces 





Type of corpse coke/corpse 
Normal 23.3 kg 
Average 27.8 kg 
Lean 32.3 kg 





10.5. Remarks on the Heat Balance 


If the heat loss covered by the unknown “x” were entirely assignable to the 
combustion air, the following values would be valid for the three cases under 
consideration: 


Table 11: Combustion-Air Requirement for the Cremation of Various 
Types of Corpses 


CORPSE x TOTAL AIR” | THEORETICAL | EXCESS-AIR 
[kcal] AIR VOLUME?! FACTOR 





Normal |327,800 | 1,970 Nm? 3.06 
Average | 247,630 1,708 Nm? 2.99 
Lean 206,100 | 1,627 Nm? 3.01 


As we can see, the excess-air ratio would be the same as for civilian crematoria, 

which appears too high; actually, there are heat losses not taken into account by 

Heepke in his calculation which we will now assess here, together with the com- 

bustion air: 

1. heat loss due to incombustibles of the corpse; 

2. heat loss due to heating of the dry matter of the corpse up to muffle tempera- 
ture; 

3. heat loss due to heating of coke up to its ignition temperature; 

4. heat loss due to the heat absorbed in the muffle by the corpse introduction 
device. 

These heat losses may be calculated with sufficient accuracy in the following 

manner: 





59 Equation used for normal corpses, e.g.: [327,800 Кса1/0.328Кса1°С іі? (700°C — 20°C)] + 23.3 kg - 
2[corpses] - 1. 5[Excess-Air Coefficient, see р. 111]: 7.17 Nm?/kg = 1,970 m°. 

Total theoretical air volume = volume needed for the corpse + volume needed for the fuel (coke); for 
corpse: Eq. 3, p. 23, with corpse data from Chapter 10.2.3, resulting in: 155 Nm? (normal), 87 Nm? 
(average) and 38 Nm? (lean) (see Chapter 10.2.3). 

For coke: Eq. 120, p. 348 (Ay = 7.17 Nm?/kg), with coke consumption following Table 10, resulting 
in: 167 Nm? (normal), 199 Nm? (average) and 232 Nm? (lean). 

Hence for two muffles/corpses in the double-muffle furnace: normal: 2 (155-167) Nm? = 644 Nm’; 
average: 2 (87-199) Nm? = 572 Nm’; lean: 2 (384232) = 540 Nm? 


581 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 363 


1. 


58 


58 
58: 


58 


The heat loss through incombustibles of the corpse may be taken to be of the 
same order of magnitude as those of the coke (7% of the upper heating value 
of the corpse),°®° which gives us (Gusen furnace; see Chapter 10.3): 


normal: 292,200 kcal - 0.07 = 20,450 kcal [154] 
average: 164,400 kcal - 0.07 = 11,500 kcal 
lean: 71,200 kcal : 0.07 = 5,000 kcal 


Н. Keller based his calculations on a value of the specific heat of 1 kcal kg! 
"CT as applies to water (H. Keller 1929, p. 3), which appears to be too high, 
however (see H. Keller’s own remark to that effect quoted on p. 107 and 
marked with “[sic]”). Assuming a specific heat of 0.8, we get for the various 
types of corpse’s combustible dry matter (see Chapter 10.2.3.3): 


normal: 2 - 21.0 kg · 0.8 kcal kg ! °C! - (850°C — 20°C)= 27,900 kcal [155] 


average: 2 · 11.9 ко · 0.8 kcal kg! °C"! - (850°C — 20°C)= 15,800 kcal 
lean: 2: 5.3 kg- 0.8 kcal kg ! °С! - (850°C - 20°C) = 7,000 kcal 


. As the heating value of coke is not something obtained by precise calorimetric 


2 


© 


4 


a 


measurements, but the result of a theoretical calculation, the coke will absorb, 
up to the ignition temperature, a certain amount of heat"?! which, in our 
case, iS: 


normal: 2 · 25.6 Ке. 0.24 kcal kg! °C"! · (700-20)°C = 8,400 kcal [156] 
average: 2 · 30.6 kg · 0.24 kcal kg ! °C! · (700-20)°C = 10,000 kcal 
lean: 2-35.5kg- 0.24 kcal kg! °C"! · (700-20)°C = 11,600 kcal 


In the Gusen furnace, as in those at Birkenau, the corpse was introduced by 
means of a metal stretcher as described in Chapter 7, which weighed about 50 
kilograms. As the device went into the muffle for the equivalent of 75% of its 
weight and stayed there for several minutes, we may assume, taking into ac- 
count the low thickness of the metal parts, that this portion heated up to about 
3009С,55 hence this heat loss, independent of the kind of corpse, is: 


20.7: (50 kg) - 0.11 kcal kg! °C! (300°C — 20°C) = 2,300 kcal [157] 


“The experiments done by Debette show that the heat loss due to incomplete combustion is around 
2% when the smoke is perfectly clear, but may reach 10% when the smoke is black and dense.” Bor- 
doni 1918, p.39. 

The ignition temperature of coal is around 700°C. 

“We must remember that on introduction the coal is cold and must be heated to ignition temperature 
by withdrawing heat from the hearth; if all of the coal is added at once, the heat so withdrawn may 
even perturb the combustion of the coal already burning.” Cantagalli 1940, p. 111. As an internet 
search reveals, the heat capacity of coke varies with the type of coal, the degree of coking, and signi- 
ficantly with the temperature. The value used here (0.24 kcal kg! °С!) is an average. The Gusen 
coke consumption for normal and lean corpses was taken from Table 10 mulitplied by a factor 1.1 
resulting from the average coke consumption in the Gusen furnaces (30.6 kg/corpse) being 10% hi- 
gher than that calculated for the Auschwitz furnaces (27.8 kg). 

Heat radiation to the underside of the stretcher, a surface area of some 0.5 m? resting on the grate bars 
of the muffle, was the equivalent of about 650 kcal/min or 1,300 kcal within 2 minutes, which would 
have resulted in heating the stretcher to about 300°C. For the heat capacity of iron see www.engineer- 
ingtoolbox.com/specific-heat-metals-d_152.html. 
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Assuming a duration of an hour for the cremation, the total value of these heat 
losses is therefore roughly: 


normal: 20,450 + 27,900 + 8,400 + 2,300 = 59,000 kcal/hr [158] 
average: 11,500 + 15,800 + 10,000 + 2,300 = 39,600 kcal/hr 
lean: 5,000 + 7,000 + 11,600 + 2,300 = 25,900 kcal/hr 


In percent of the unknown value x in the heat balance of the Gusen furnace (Eqs. 
142, 137, 146) this is: 


normal: 59,000 + 364,589 = 16.18% [159] 
average: 39,600 + 266,649 = 14.85% 
lean: 25,900 + 215,079 = 12.04% 


As the above figures are approximations, we assume rounded figures when cal- 
culating the heat loss due to the combustion air: 


normal: 364,600 — 59,000 = 305,600 kcal/hr [160] 
average: 266,600 — 40,000 = 226,600 kcal/hr 
lean: 215,100 — 26,000 = 189,100 kcal/hr 


This amount of heat is needed to heat the following amount of air from 20 to 
750°C: 


normal: 305,600 kcal + 0.329 kcal?C^!m? · 730°C = 1,272.4 Nm? [161] 
average: 226,600 kcal + 0.329 kcal°C mz. 730°C = 943.5 Nm? 
lean: 189,100 kcal + 0.329 kcal°C-'nr> · 730°C = 787.4 Nm? 


In the Topf double-muffle furnace at Auschwitz the heat needed to raise this vol- 
ume of air to 700°C amounts to: 


normal: 1272.4 Nm? · 0.328 kcal°C-'Nm ? - 680°C = 283,800 kcal [162] 
average: 943.5 Nm? 0.328 kcal?C^' Nm? - 680°C = 210,400 kcal 
lean: 787.4 Nm? · 0.328 kcal?C^! Nm? · 680°C = 175,600 kcal 


Expressed in percent of the x values listed in Table 11: 


normal: 283,800/327,800 = 86.6% [163] 
average: 210,400/247,630 = 85.0% 
lean: 175,600/206,100 = 85.2% 


We may therefore conclude that the total volume of combustion air for the Topf 
double-muffle furnace at Auschwitz was: 


normal: 1272.4 Nm’ + 2: 23.3 kg · 7.17 Nm?/kg - 1.50561 = 1,774 Nm? [164] 
average: 943.5 Nn? + 2 · 27.8 Ко · 7.17 Nm?/kg - 1.5 = 1,541 Nm? 
lean: 787.4 Nm? + 2 · 32.3 kg: 7.17 Nm?/kg · 1.5 = 1,482 Nm? 





The excess-air ratio was therefore:°°’ 


58° Excess-Air Coefficient, see p. 111. 
587 For the theoretical combustion volume per average corpse of 87 m? see p. 355. 
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1,542 m? 


2[corpses] · 87 m?/corpse + 2[corpses] : 27.8 kg 7.17 Nm?/kg 52.7 [165] 


The initial table must therefore be corrected as follows: 





Table 12: Corrected Total Combustion Air Need for Various Corpses 


TYPE OF CORPSE TOTAL AIR THEORETICAL EXCESS-AIR 
AIR VOLUME FACTOR 





Normal 2.75 
Average 2.69 
Lean 2.74 


10.6. Heat Balance for the Topf Triple-Muffle Furnace 


The triple-muffle furnace consists of a furnace with two muffles to which a 
central muffle has been added. The two outer muffles operate as in a double- 
muffle furnace but discharge their off-gases into the central muffle. As the fur- 
nace operates with a rather high excess-air ratio, the off-gas contains a certain 
amount of oxygen which could be used for the combustion of the corpse in the 
central muffle, thus bringing about a certain saving in coke consumption. The 
following table gives the volume of air which passed on into the central muffle 
from the outer ones (available air): 


Table 13: as Table 12, plus Available Uncombusted Air for Central Muffle 


TYPE OF CORPSE TOTAL THEORETICAL | EXCESS-AIR | AVAILABLE 
AIR AIR VOLUME RATIO AIR 





Normal 1,774 m? 644 n? 2.75 1,130 m? 
Average 1,541 n? 572 m’ 2.69 969 т? 
Lean 1,482 m? 540 m? 2.74 942 m? 





In the case of a normal corpse, for example, 1,130 Nm? of uncombusted air enters 
the central muffle, whereas the combustion air of the corpse and the coke for each 
of the outer muffles amounts to only (1,774+2 =) 887 Nm? of air. 

However, the amount of coke consumed by the two outer muffles could not 
be less than in the double-muffle furnace; rather, it has to be slightly more, as 
they have greater heat losses by radiation and conduction (see Eq. 127, p. 350, 
compared to Eq. 131, p. 353). For example, the cremation of a normal corpse in 
the outer muffles requires this much coke: 


45,100 kcal/hr — 39,000 kcal/hr 


23.3 kg + 2 - 3,640 kcal/kg 


= 24.1 kg [166] 


Furthermore, in the central muffle, there are various other sources of air: 
— Air which enters the muffle during the introduction of the body. 
— False air entering through the cracks around the doors and closures. 
- Air coming from the blower (Drucklufigebldse) which could not be individ- 
ually controlled and thus fed air simultaneously into all three muffles. 
On the other hand, a possible overheating of the central muffle does not affect the 
overall heat balance in a significant manner, because, while the central muffle 
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heats up essentially by radiation, the two outer muffles heat up mainly by con- 
duction. Thus, even if the central muffle had been 200°C hotter than the lateral 
muffles (1000°C instead of 800°C), the heat loss through conduction (Vi) would 
be minor: 


AE AT 


v=77 [167] 


With the heat conductivity of refractory brick A = 0.73 (see Chapter 10.2.2.1), 
the internal contact surface Е = (2 : 2m · 0.3 m =)°®® 2 m?, the thickness of that 
material d = 0.25 m, and the assumed temperature difference AT of 200°C, we 
obtain: 


0.73 kcal m! °C"! hr! - 2 m? - 200° 
Быны t Mm ою ты 1,170 kcal/hr 


to the outer ти ез while, at the same time, leading to a drastic drop in furnace 
efficiency due to the high temperature of the exhaust gases??? and a correspond- 
ingly drastic increase in coke consumption. 

Other factors also have a negative effect on the heat balance: 

- As will be explained in the following section, the dwell time of the off-gases 
in the muffle is insufficient for a complete combustion of the unburnt gases, 
which means that the gases generated by the gasification of the corpse either 
burns in the flue ducts or leaves the chimney unburnt in the form of smoke. 

— Furnace management was effected by means of a single flue-gas damper for 
the three muffles. The combustion of the corpses thus cannot not be con- 
trolled individually for each muffle, and thus leads to an increase in the un- 
burnt gases. 

From the above it can clearly be seen that the combustion air is not proportional 
to what is available in the double-muffle furnace. Hence one cannot calculate a 
heat balance along the same lines. However, knowing, as we do, that consumption 
of coke for three corpses could not be less than what can be observed for the two 
outer muffles, we are able to calculate a minimum theoretical limit for the con- 
sumption. 

We know that the heat loss of heat by radiation and conduction ofthe triple-muf- 
fle furnace is 61,220 kcal/hr and that of the central muffle is 16,120 kcal/hr [Eqs. 
129 & 130, p. 352]. Theoretically, the triple-muffle furnace behaves like a dou- 
ble-muffle furnace with the central muffle inserted, hence resulting in an addi- 
tional heat loss of 16,120 kcal/hr. The triple-muffle furnace's theoretical mini- 
mum consumption of coke is therefore equal to that of the double-muffle furnace 
plus that of the central muffle. We therefore add to the double-muffle furnace's 
coke consumption that caused by the heat loss of the triple-muffle furnace, and 
apply this to three instead of just two corpses: 





588 2 muffle walls, 2 m long, 0.3 m high from the muffle grate to the beginning of the vaulted muffle 
ceiling. 
5? For a smoke temperature of 900°C, the efficiency would be around 45%. 
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Normal Corpse 


16,120 kcal/h 
(233 +3. қала) = 17 Kg per corpse. [168] 


Average Corpse 


16,120 kcal/t 
(278 F 23,640 keallkg ) : % = 20 kg per corpse. [169] 
Lean Corpse 
16,120 
(32-3 + 33.640 keallkg ) -% = 23 kg per corpse. [170] 


The amount of coke for lean corpses corresponds well to the maximum hourly 
coke throughput rate of the two gasifiers, split up for the three muffles: 


2:35 kg/hr 


3 lean corpses 


= 23.3 kg per hour and corpse [171] 


As previously explained, the above calculation of the coke consumption is the 
theoretical minimum. In practice, if the hourly coke consumption was 70 kg, and 
if the cremation lasted one hour on average, 23.3 kg of coke was also the real 
consumption for the cremation of a normal corpse. In this case the excess heat 
(since by hypothesis the furnace was in thermal equilibrium and did not absorb 
additional heat) was lost in the fireplace and through the chimney. 

In practice only the cremation of a normal corpse lasted one hour, though. We 
know from experience that the cremation of lean corpses lasted longer, as much 
as 1.5 hours or more. As a result, the actual coke consumption during the crema- 
tion of lean corpses was closer to (1.5 hr : 23.3 kg ~) 35 kg or even higher in the 
triple-muffle furnaces. 

We clearly have reached here the limits of our extrapolations, but we may 
assume that additional heat losses due to excess air in the central muffle are minor 
compared to the contribution of the two lateral muffles. 

Hence, for simplicity’s sake I abstain from listing any concrete contribution 
to the excess air by the central muffle in the following table, and indicate only 
that it would be greater than zero. We thus obtain for the triple-muffle furnace the 
following minimum excess-air ratios: 


Table 14: Combustion-Air Availability in Auschwitz Triple- 
Muffle Furnace 

TYPE OF CENTRAL | EXCESS- 
CORPSE MUFFLE AIR MUFFLE AIR | AIR RATIO 
Normal >0m >2.19 


Average >0m >2.30 
Lean >0m > 2.52 





In the letter Kurt Prüfer wrote оп 15 November 1942 to the owners of the Topf 
firm, Ludwig and Ernst-Wolfgang Topf, he stated that the triple-muffle furnaces 


368 С. MATTOGNO. F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 


designed by him, which had been set up in the Buchenwald crematorium, had 
shown a performance one third higher than what he had expected.” The cause 
ofthis decrease in coke consumption can only be what we have set out above. As 
Prüfer had based himself on a grate throughput rate of 70 kg of coke per hour for 
the two gasifiers under natural draft, a reduction of one third corresponds to 46.6 
kg of coke per hour, or 15.5 kg of coke for each muffle. In view of the fact that a 
cremation lasted one hour as well, this consumption also refers to one cremation 
in one muffle and is thus close to what we have calculated for a normal corpse. 


10.7. Heat Balance for the Topf 8-Muffle Furnace 


The 8-muffle furnace consisted of 4 pairs of independent muffles, but the two 
muffles of each pair were connected. Because in this case, too, the combustion 
products of the first muffle passed on through the second one, what I said above 
for the triple-muffle furnace applies here as well: the off-gas from the first muffle 
contained an amount of oxygen theoretically high enough for the combustion of 
the corpse in the second muffle, as shown in the table below: 





Table 15: Combustion-Air Data for Auschwitz 8-Muffle Furnace 














TYPE OF CORPSE | TOTAL AIR* | THEORETICAL AIR*| AVAILABLE AIR 
normal 887 m? - 322m? = 565 m? 
average TT] n - 286m? = 485 m? 
lean 741 m? - 270m = 471 т? 








ж Half of values of Table 12, р. 365 





In this case as well, a possible overheating of the second muffle could not affect, 
in a relevant manner, the overall heat balance, because the coke consumption 
could not be less than for the first muffle. We will therefore assume also for this 
furnace a minimum theoretical consumption corresponding to half of that for the 
double-muffle furnace: 


23.5/2 = 11.75 kg 
28.0/2 = 14.00 kg 
32.5/2 = 16.25 kg 


Normal corpse: rounded to 12 kg 
Average corpse: 


Lean corpse: rounded to 16 kg 





Table 16: General summary of the coke consumption 








ТҮРЕ OF CORPSE |DOUBLE-MUFFLE |TRIPLE-MUFFLE| 8-MUFFLE 
normal 23.3 kg >17 kg >12 kg 
average 27.8 kg >20 kg >14 kg 
lean 32.3 kg >24 kg >16 kg 














10.8. Observations Concerning the Consumption of the Triple- 
Muffle and 8-Muffle Furnaces 


The Aktenvermerk (file memo) of 17 March 1943, written by the civilian em- 
ployee Jährling and established “according to data supplied by Topf & 5біпе” 9! 


50 APMO, BW 30/46, p-18. 
9?! APMO, BW 30/7/34, p. 54. Cf. Document 264. 
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contains an estimate of the coke consumption of the four Birkenau crematoria. 
This document requires some explanations. 

The heading “10 Feuerungen = 350 kg /stdl.” (10 hearths = 350 kg/hr) means 
that the 5 triple-muffle furnaces located in each of the Crematoria II and III had 
a total of 10 gasifier hearths, 2 per furnace, each with a grate throughput rate of 
35 kg/hr of coke, just as the 8-muffle furnaces of Crematoria ТУ and V had 4 
hearths each, each one with a throughput of 35 kg of coke per hour. 

The reduction of coke consumption by 1/3 “bei Dauerbetrieb” (in continuous 
operation) is based on the fact that, in this case, consumption was considerably 
lower than what was needed in discontinuous use. 

The letter by Topf giving the data mentioned by Jahrling has been lost, but it 
is improbable that it contained a calculation similar to the one presented by the 
Central Construction Office employee. The computation, although basically cor- 
rect, is, in fact, somewhat misleading, as it refers to the grate throughput rather 
than to the number of corpses cremated, which would have been more pertinent 
and more useful in practice, as was the case in the diagram giving coke consump- 
tions as a function of the number of cremations in civil crematoria which was 
presented in Section I (cf. Document 90). 

In line with such a diagram, applicable only to a few civilian furnaces, Topf 
would surely have referred to a reduction of coke consumption with an increasing 
number of corpses cremated and an increasing frequency of cremations, as was 
shown in actual operation for the Gusen furnaces. 

Between 26 September and 15 October 1941, over a total span of 20 days, 193 
corpses were cremated in the Gusen furnaces on 10 days of operation. On aver- 
age, cremations took place every other day, with 19 corpses cremated during each 
cycle and a consumption of 47.5 kg of coke per corpse. 

Between 26 and 30 October, over а span of 5 days, 129 corpses were cremated 
in the Gusen furnaces. Cremations took place each day, with 26 corpses being 
cremated daily on average, leading to a coke consumption of 37.2 kg per corpse. 

Between 31 October and 12 November, a span of 13 days, 677 corpses were 
cremated in the Gusen furnaces. Cremations took place each day, for an average 
number of 52 corpses cremated daily and a consumption of 30.6 kg of coke per 
corpse. 

Thus, moving from a discontinuous operation (cremations every other day) 
and relatively few cremations (19 per day) 52 to a continuous operation (daily 
cremations) with many cremations (52 per day), specific coke consumption 
dropped from 47.5 to 30.6 kg, i.e. [(30.6+47.5) - 100 =] 64.42%, for a saving in 
coke of a little more than one third.??? In practice, if the cremation of 20 corpses 
required (20 · 47.5 =) 950 kg of coke in the first case, only (950 - 0.6442 =) 612 
kg — or (30.6 · 20 =) 612 kg — were needed in the third case. The difference of 
950 — 612 = 338 kg was taken up by the heat required for firing up the furnace. 


52 The reader should remember that the furnace had two muffles and 19 cremations per day thus corre- 
sponded to about 10 loads per muffle. 

? For an intermediate case of daily, but not very numerous cremations, coke saving would have been 
about 1/6. 
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In the same way, in the file memo of 17 March 1943, the reduction in coke 
consumption of one third in 12 hours of operation — from 4,200 to 2,800 kg — can 
only mean that the difference of 1,400 kg was used for heating the 5 furnaces,’ 
and the remainder of 2,800 kg concerned the cremations themselves. This does 
not mean, however, that the normal grate throughput rate would drop by one third 
in continuous operation. 

We must remember that the gasifiers could not be controlled like a gas burner, 
which can easily be turned on and off in line with the cremation demand at hand. 
The coke on the grates burned continuously for the whole duration of the crema- 
tions. This can be seen very clearly in Document 47, in which the line “D” shows 
the hearth draft, curve “С” the chimney draft and the figures for “С” indicate the 
degree and duration of the opening of the combustion air inlets of the gasifier. 

After the preheating phase, when the furnace has reached its operating tem- 
perature, the curve of the hearth draft, logically, follows the curve of the chimney 
draft; the one maintaining itself, with minor fluctuations, around 10 mm of water 
column, the other, in a similar manner, around 5 mm. In line with the brief periods 
during which the gasifier door is open, the chimney draft then touches a level of 
15 mm, that of the hearth, 10 mm of water column. In the long span of time in 
between, when this door stays shut, the chimney normally has a draft of 10 and 
the hearth of 5 mm water column. This demonstrates that the normal combustion 
rate of the hearth is about 33.3 kg of coke??? per hour all through the cremation, 
without major differences between preheating and cremating periods. 

As I explained in Chapter 8.3, the normal grate throughput rate of 120 kg h^! 
m ? could be increased by increasing the draft by means of a draft enhancer, but 
it could not be lowered to a significant degree. It follows that, although the triple- 
muffle and the 8-muffle furnaces theoretically had an average coke requirement 
of [(16+19+22)+3 =] 19 and [(12+14+16)+3 =] 14 kg of coke per hour respec- 
tively, actual consumption in continuous operation was as follows: 





Table 17: Actual Coke Consumption of Triple- and 8-Muffle Furnace 











GRATE THROUGHPUT COKE PER HOUR, 
RATE OF HEARTHS MUFFLE & CORPSE 
Triple-muffle furnace 70 kg/hr 23.3 kg 
8-muffle furnace 140 kg/hr 17.5 kg 











If, for greater coke economy, one had wanted to slow down the combustion on 
the hearths, it would have been necessary to reduce the chimney draft, but that 
would have affected the cremation as well and lengthened it, which would, in 
turn, have led to an increase in the consumption of coke per cremation in propor- 
tion to the increasing duration of the cremation. 





54 By this, we mean preheating all of the furnace brickwork to a steady state. 
595 This is obtained by dividing the coke consumption (457 kg) by the total operating time of the furnace 
(13 hours and 42 minutes). 
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10.9. A Comparison with the Westerbork and the Kori 
Slaughterhouse Furnaces 


Thanks to its design, the Westerbork Kori furnace showed a better perfor- 
mance than the Topf furnaces. As there were many corpses of children among the 
corpses cremated, it is not possible to deduce with certainty the amount of coke 
needed for each corpse. If we base ourselves on the cremations listed in Chapter 
8.4. for which the coke consumption is documented, we find a total weight of 
3,170 kg of coke for 163 cremated corpses, 43 ofthem children who can be con- 
sidered the equivalent in weight of 6 adult corpses. 

The minimum consumption is shown for 7 June 1943, 150 kg of coke for 13 
corpses, among them two babies of 2 and 10 months respectively. Such a low 
value can only be explained by assuming the use of a light-weight coffin of raw 
boards, such as the one shown in Photo 362. 

This does not affect the heat balance of the Topf furnaces, however, as the 
latter is based on the effective consumptions of the Topf furnace at Gusen. 

On the other hand, the Kori furnaces for slaughterhouses agree rather well 
with the data on the Gusen Topf furnace and with those for the double-muffle 
furnace at Auschwitz, not only as far as consumption is concerned, but also with 
respect to duration of the cremations, as we can gather from the table below in 
which the results for different models of Kori furnaces refer to an equivalent 
corpse of about 70 kilograms (see Chapter 9.2.1.): 





TABLE 18: Kori slaughterhouse-furnace performance data for an 








average 70 kg corpse 
FURNACE TYPE |COAL CONSUMPTION | DURATION OF CREMATION 
la = 23.0 kg z= 63 min 
1b = 22.7 kg = 62 min 
2a =21.7kg = 60 min 
2b = 20.6 kg > 58 min 
3a z 20.3 kg = 57 min 
3b = 19.2 kg > 54 min 
4a = 19.6 kg > 52 min 
4b = 18.8 Ко z 50 min 











The consumption figures refer to hard coal which has a higher heating value than 
coke (7,500 kcal/kg on average). For coke, they would have to be increased by 3- 
3.7 kg in each case. Thus, the equivalent consumption of coke would become 
about 26.7 kg for a Type 1а model, or 21.8 kg for a Type 4b furnace. 


10.10. Some Thermal Aspects of the Triple-Muffle Furnace 


In Chapter 2 the fact was mentioned that the first electrically heated Topf fur- 
nace set up in the Erfurt crematorium immediately presented a problem in that 
smoke formed during the cremations. An investigation of this phenomenon re- 
sulted in the following assessment (Weiss 1934, рр. 454f.): 
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“The smoke was not due to the fact that the carbon particles could not burn 
completely because of a lack of oxygen. The muffle had been designed to the low- 
est possible dimensions for avoiding waste of heat during preheating, and the 
carbon particles therefore had to burn in the flue ducts. On account of the very 
strong enhanced draft of 12-24 mm of water column, the flue gas velocity was 
high, and the dwell time of the particles in the flue ducts was thus too short. 

This residence time was insufficient to allow the particles to burn out com- 
pletely; instead, immediately on entering the flue ducts they cooled down far 
enough to stop combustion. This strong cooling of the fumes was favored further 
by other factors. First of all, because of the high velocity in the narrow tubes of 
the preheater, the combustion air was insufficiently preheated, which meant that, 
from the very beginning, high flame temperatures could not be assured for such a 
high excess air ratio. 

Secondly, because of the strong draft, the furnace drew in large amounts of 
false air through the cracks around the closures and on account of other defects 
of caulking which caused further cooling of the fumes. Thirdly, during the decom- 
position of the body, large amounts of water vapor were generated which ab- 
sorbed from the fumes the necessary heat of vaporization and cooled them still 
more. Thus, the oil vapors generated at the same time could no longer burn. Meas- 
urement of the discharge gas temperatures proved conclusively that the flames, at 
best, were extinguished even before entering the flue duct.” 

This phenomenon had already been observed by the engineer H. Keller who 
had noted, in connection with the Ruppmann gasifier at the Biel crematorium (H. 
Keller 1928, pp. 27f.): 

“When combustible gases are generated by these processes, such as light or 
heavy hydrocarbons as they are called in the language of chemical engineering, 
they are immediately sucked up by the chimney and, for the most part, can no 
longer burn in the cremation chamber or the post-combustion chamber, but in- 
stead move on into the recuperator. If this part is hot enough, [the hydrocarbons] 
will ignite, and combustion will take place here. 

The lighter hydrocarbons will certainly finish their combustion in the post- 
combustion chamber, but for the heavier ones, present in larger quantities, at 
times even the recuperator is insufficient, and they will escape from the chimney 
into the atmosphere in the form of smoke.” 

To make matters clearer, we have to take a closer look at the thermal phenom- 
ena encountered here. 

The intensity in space of a combustion, expressed as kcal рег m? and h, is 
essentially a function of the amount of fuel burnt per hour, and the maximum 
intensity is controlled by the rate of combustion which can be defined as the vol- 
umetric velocity of the spread of the flame per unit area; therefore, the combus- 
tion time must always be equal to or less than the residence time of the fuel in the 
cremation chamber. If this condition is not fulfilled, the flame will move out of 
the cremation chamber, provided, of course, that conditions for a combustion can 
be found there (Salvi, p. 217). 
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Thus, if the flow rate of a combustible gas mixture in a combustion chamber 
is higher than its ignition rate, the mixture will not ignite in the cremation cham- 
ber but will ignite outside of it, if conditions there are favorable or it will leave 
the installation unburnt if conditions are unfavorable. 

In order to prevent any such emission into the atmosphere, modern cremation 
equipment has a post-combustion chamber for the fumes.°”° 

As an example, we may look at incinerators for urban waste. The operating 
temperature for such furnaces must be between 900 and 1000°C, with an optimum 
value around 950°C. The slag and the ash have softening points between 1050 
and 110°C; if such a temperature is reached and maintained for a sufficiently long 
time, deposits and incrustations will form on the grates, on the walls of the cre- 
mation chamber and along the flue ducts affecting the geometry of the installation 
and lowering its combustion performance. 

The combustion products must remain in the post-combustion chamber for at 
least two seconds; the latter must be equipped with an auxiliary combustion de- 
vice with automatic control in order to ensure that a minimum temperature of 
950°C is maintained (Colombo, p. E740f.). 

During the decomposition of a corpse in the combustion chamber, combus- 
tible gases such as carbon monoxide or light and heavy hydrocarbons will form, 
in addition to volatile carbon particles. The maximum ignition rate of most hy- 
drocarbons in air under atmospheric conditions varies between 25 and 100 
cm/sec, or, volumetrically, between 0.25 and 1 m?/sec (Enciclopedia della Sci- 
enza... 1963, vol. Ш. pp. 365f.). In normal practice, however, higher values will 
be used. This is true not only for incinerators, but also for crematoria. For the 
most recent, electrically heated cremation furnaces built by the Brown Boveri AG 
Co., a dwell time of 1.3 to 2.3 seconds in the post-combustion channels is applied, 
with preheating to 800°C (see Section I, Chapter 11). For the Therm-Tec Models 
SQC 300 and 400 furnaces (Sherwood, Oregon, USA), this dwell time is 1.5 sec- 
onds (see Document 109а).??” 

Hence, for the minimum dwell time of the gases generated during the decom- 
position of the body, we may assume 1.3 seconds. 

The experiments carried out by the engineer H. Keller on the electrically 
heated furnace at Biel are an excellent example to illustrate this problem of heat 
engineering. 

During the cremation of a corpse weighing 110 kg on 26 September 1940, a 
maximum generation rate of 3,570 m? of gas per hour at a temperature of 380°C 
was observed 50 minutes after introduction of the corpse into the furnace (cf. 
Document 54). This rate corresponds to: 

273°C 


3,570 m*/hr - 380°C 4275€ > 1,492 Nm?/hr [172] 


At 800°C this corresponds to a volumetric rate in the muffle of: 


5% Even the refuse-incineration furnace installed at the cemetery of Frankfurt/Main in Germany at the 
end of the 1930s had a post-combustion chamber for the fumes, located above the combustion cham- 
ber. Heinemann 1940, pp. 189f. 

57 http://thermtec.com/sites/default/files/pdf-library/SQC-400 SPECS. pdf; .../SQC-300 SPECS 0.pdf 
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1,492 Nmé/hr = 5,864 пег [173] 
or 

5,864 m?/hr 

73,600 sec/h. ^ 1.63 m?/sec. [174] 


The cremation chamber of the furnace in question, including the space below the 
grate, had a volume of some 2.5 m°, hence the average residence time of the fumes 
in the cremation chamber was 2.51.63 = 1.53 seconds. 

If we apply the same reasoning to the Topf double-muffle furnace, we obtain, 
for one muffle with one normal corpse and a cremation time of 60 minutes, 
1,774—2 = 887 Nm? of dry fumes, which at 800°C becomes 


800°C + 273°C 


887 Nm?/hr - 273°C = 3,486 m?/hr [175] 
or on average 

3,486 m?/hr ` 

13600 sect ^ 0.97 m?/sec. [176] 


This yields an average dwell time of: 


1.4 m? 


097 msec ^ 1.44 seconds [177] 


This is the average time for the passage of the combustible gases through the 
cremation chamber "77 This issue points out a serious flaw in the design of the 
Topf triple-muffle furnace. 

We have seen in the preceding section that Engineer Priifer, when designing 
the triple-muffle furnace, did not realize the advantage in heat consumption 
brought about by the passage of the fumes from the two lateral muffles into the 
central one; but the fact that he gave to this muffle exactly the same dimensions 
as he had used for the outer muffles shows, moreover, that he had not noticed a 
serious drawback of his design, directly related to the advantage it had: 

The gas volume which passed through the central muffle was more than twice 
that going through one muffle of the double-muffle furnace. As we have seen, the 
dwell time for such a muffle already touched the limit of the combustion time of 
these gases; therefore, if one wanted to maintain in the central muffle a dwell time 
equal to that applying to the double-muffle furnace, it would have been necessary 
to at least double the volume of the central muffle. 

Priifer, however, had not realized that such a bottleneck existed. If he had 
wanted to obtain a complete combustion of all the gases in the central muffle, he 
would have had to reduce the main combustion rate of the corpse in that muffle 
by half. Taking the calculated minimum total air flowing through the central muf- 
fle during the cremation of a lean and a normal corpses (see Table 14, p. 367), 
these 1,482 m? and 1,774 n? Nm?/hr of dry fumes, respectively, became at 800°C: 


5% The varying intensity of smoke generation during a cremation could be compensated by a possible 
staggering of cremations. 
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800°C + 273°C 


Normal: 1,744 Nm?/hr - 273€ 


= 6,855 m’/hr [178] 
800?C + 273?C 


Lean: 1,482 Nm?/hr - 2739С 


= 5,825 m?/hr 


This is equivalent to: 


6,855 m?/hr 


Normal: 3,600 sec/hr 


— 1.90 m?/s [179] 


5,825 m?/hr 


- 3 
3,600 sec/hr 1.62 m/s 


Lean: 
This led to an average residence time in the central muffle of: 


1.5 m? 
Normal: 19 mise 


= 0.79 seconds [180] 


Lean: r o ra 0.93 seconds 
This means that the heavier hydrocarbons which formed during the decomposi- 
tion of the corpse located in the central muffle did not have enough time to burn 
out completely and left the muffle unburnt. If the temperature in the flue duct was 
lower than the ignition temperature of these gases, smoke would be generated. 
But if the temperature was high enough, the off-gas could burn out in the duct, 
potentially damaging it, as in fact happened at the end of March 1943. 


10.11. On Claims of Flaming Chimneys 


The question of flaming chimneys which some witnesses claim to have ob- 
served is directly linked to the matters dealt with in the preceding section: could 
the combustion of unburnt gases move from the flue ducts to the atmosphere and 
thus give rise to the appearance of flaming chimneys? Let us first look at this 
question in connection with Crematoria II and III. 

A calculation based on the actual conditions in these crematoria shows that 
the phenomenon could not occur, even under the most favorable conditions, i.e. 
in the case of three normal corpses in the pair of furnaces having the shortest flue 
duct, without taking the volume of the cremation chamber into account. The third 
and fourth furnaces of these crematoria had flue ducts of a cross-sectional area of 
0.42 m? (0.6 m x 0.7 m) and a respective length of some 6.5 and 10.5 m. Both 
opened into the duct of the central forced draft device, which had a length of 2 m 
and a cross-section of 0.8 m х 1.2 m, which itself opened into the central duct of 
the chimney. The latter was 15.46 m high and had a section of 0.8 та х 1.2 meters. 

Hence, the average section of the shortest duct is: 


17.5 m · 0.96 m? 


6.5 m : 0.42 т? + 2 


YT - 0.46 n? [181] 
In this calculation, we have divided Бу two the cross-sectional area of the duct 
common to the forced-draft device and the chimney duct, because the gas volume 
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doubled on account ofthe gas coming from the fourth furnace; we have also given 
the chimney an approximate height of 15.5 meters, so that the overall length of 
the flue duct plus the chimney duct is 24 meters. 

Three normal corpses and the necessary amount of coke will generate 1,774 
Nm? of dry fumes and 231 Nm? of water vapor,” for a total of 2,005 Nm? of 
moist gas, which, at 700°C had a volume of about: 
700°C + 273°C 


2,005 Nm? - 2739€ 


- 7,146 n? [182] 
If that gas is discharged over a time span of one hour, the average gas velocity 
thus becomes: 


7,146 m?/hr 


0.46 m? - 3,600 sec/hr ^ 4-3 m/sec [183] 


Hence the dwell time ofthe gas within the discharge ducts is: 


24m 
4.3 m/sec 


= 5.5 seconds [184] 


This time is more than sufficient for the combustion of any unburnt gases, all the 
more so as we have not considered the volume of the three cremation chambers 
ofthe furnace. 

In order to verify experimentally the validity ofthis calculation, the author has 
carried out anumber of experiments involving the combustion of animal fats in a 
field furnace which gave rise to the phenomenon of a flaming chimney. 

The field furnace had two grates, the lower one for wood (the hearth), and the 
upper one for the fat. 

Photo 368 shows the result of an experiment carried out on 21 October 1994. 

On the upper grate of the field furnace, the author placed an aluminum tray 
(33 cm x 25 cm x 5 cm) containing 400 grams of lard (pork fat). Then he lit the 
wood piled up on the lower grate, partly blocking the door of the combustion 
chamber with a block of tuff. 

After melting, the lard started to boil, and the vapors caught fire immediately. 
The flames were visible a few centimeters above the surface of boiling fat, with 
the latter remaining clearly visible. In the most intensive phase of combustion, 
the flames shot out of the chimney to a height of one and a half meters from its 
outlet and more than two meters above the tray with the boiling fat. Combustion 
took about 5 minutes. 

The explanation of the phenomenon is as follows: the volumetric velocity of 
the gases which developed from the decomposition of the fat was higher than 
their combustion velocity, i.e. their residence time in the combustion chamber 
was lower than the time needed for their complete combustion, which then took 
place outside the combustion chamber and even outside of the chimney. 

In order to verify this explanation, the author then carried out two more com- 
bustion experiment with animal fat: 


59 Cf. $ 6. For a simplification of the calculations, we assume the dry fumes to be the equivalent of the 
combustion air. 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 377 


1. Combustion Chamber with a Short Chimney (10 January 1995). 


The experiment was carried out in a field furnace of tuff blocks with two 
grates, the lower one for wood as fuel, the upper one for the fat. The combustion 
chamber measured about 0.05 m?, and possessed a chimney 0.54 m high with a 
cross-sectional area of 0.27 m х 0.27 та, set at a level of 10 cm above the upper 
grate. The author placed an aluminum tray (17 cm x 22 cm) containing 200 grams 
of lard on this grate. He then loaded the lower grate with wood and lit it. After a 
few minutes, the boiling fat caught fire and tall flames shot out of the chimney up 
to a level of 70 cm from its base (Photo 369). Combustion of the fat took 3 
minutes and was most intensive for about 2 minutes and 45 seconds. 


2. Combustion Chamber with a Long Chimney (10 January 1995). 


The author then removed one layer of tuff blocks from the chimney and placed 
there an ordinary stove pipe of a length of 2.10 m and a cross-section of 40 cm x 
20 cm, thus obtaining a total volume of some 0.2 m? for the combustion chamber. 
He then placed on the upper grate an aluminum tray identical to the one used in 
the preceding experiment, but containing 300 grams of lard. He then loaded the 
hearth grate with wood and lit it, whereupon the fat again caught fire rapidly, but 
this time without any flames or isolated flame jets shooting out of the chimney 
(Photo 370). Combustion of the fat took 3 minutes and 45 seconds, including 3 
minutes and 30 seconds of intensive combustion. 





3. Conclusions 


The two experiments were carried out under similar conditions, except, of 
course, for the presence of the stove pipe in the second case. In spite of the fact 
that in this latter experiment more fat was used, no flames appeared above the 
chimney, because the gases which developed during the decomposition of the fat 
had at their disposal a combustion chamber four times as large and were thus able 
to burn out completely within the chimney. 

As we are dealing here with physico-chemical phenomena, the results are ap- 
plicable mutatis mutandis to the Birkenau crematoria. 


4. Crematoria II and III 
Volume of shortest flue duct (including chimney duct): 


0.46 m? 24 m = 11.04 m? 11 mm [185] 





Combustion chamber: 

15m?:3—-4. 5m? [186] 
Total volume: 

(11m? + 4.5 m?) = 15.5 m? [187] 
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a) For the First Experiment: 


During the first experiment we had 0.2 kg of fat in a total combustion volume 
of 0.05 m? burning within 3 minutes, which amounts to 4 kg of fat burning within 
an hour in this volume, and to 80 kg of fat per hour and m?. 

Непсе, the appearance of flames out of the chimneys of Crematoria II & Ш 
would have required at least the combustion of 


80 kg/hr/m? · 15.5 n? = some 1,240 kg of fat per hour [188] 


b) For the second experiment: 


During the second experiment we had 0.3 kg of fat in a total combustion vol- 
ume of 0.2 m? burning within 4 minutes, which amounts to 4.5 kg of fat burning 
within an hour in this volume, and to 22.5 kg of fat per hour and т. 

In this case, no appearance of any flames out of the chimneys of Crematoria 
II & Ш would have occurred in case of the combustion of 


22.5 kg/hr/m? · 15.5 = 350 kg of fat per hour. [189] 


Hence, when burning some 350 kg of fat per hour in the three muffles of the 
furnace mentioned, no flames would have formed above the chimney. 

We are speaking here of pure fat, which means that from the cremation of 
three corpses in one hour in the three muffles of the furnace mentioned, it would 
not have been possible to cause the appearance of flames above the chimney. 
Actually, the fat content of a body of 70 kg is about 25 kg, and 350 kg would thus 
have corresponded to the fat content of 42 corpses, or 14 per muffle and hour. 

We are not taking into account here the protein content of the corpses, because 
proteins have a considerably lower combustion rate than the fats. 


5. Crematoria IV and V 


Crematoria IV and V had two chimneys each. Each chimney was linked to a 
group of four muffles. The total volume available to the combustion gases (com- 
bustion chamber, flue duct, chimney duct) was about 18 m?. In line with the pre- 
ceding calculation, we would have: 





а) For the First Experiment: 


80 kg of fat per 1 m? ofthe combustion chamber in one hour means for Crematoria 
IV & V: 


80 kg/hr/n? - 18 n? = 1,440 kg of fat per hour for four muffles [190] 
Appearance of flames would be possible if some 1,440 kg of fat or more were 


burned in one hour. 


b) For the second experiment: 


22.5 kg of fat per 1 т? of the combustion chamber in one hour means for 
Crematoria IV & V: 


22.5 kg/hr/m? · 18 = 405 kg of fat per hour for four muffles [191] 
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Flames would therefore not even have appeared above the chimney, if over 100 
kg of pure fat were burned in each of the four muffles in one hour, corresponding 
to the fat content of 12 corpses per muffle and hour. 


6. Final Remarks 


The above calculations are based on a time of one hour, but it is obvious that 
the combustion of all ofthe fat contained in the corpses would have taken much 
less time than one hour. We must however take into account that the combustion 
of the corpse fat did not take place continuously, unlike the combustion in the 
above experiments; outer and inner fat would liquefy, gasify and burn in line with 
the processes of vaporization and combustion, therefore the combustion of all of 
the fat contained in a corpse required less than 1 hour, but at least 30 minutes. 

This does not affect the results, however, as for Crematoria II and III the upper 
limit for visible flames above the chimney would still be 175 kg of fat in 30 
minutes, as opposed to 25 kg actually burned; for Crematoria IV and V, the fig- 
ures would be 202.5 kg of fat in 30 minutes against some 34 kg actually available. 

What we have tried to show here does not mean that flames visible above the 
chimneys were altogether impossible, but that this was impossible in direct rela- 
tion to a cremation, i.e. as a function of corpses being cremated. It was, on the 
other hand, possible in an indirect relation with the cremation, namely in connec- 
tion with the coke on the furnace grates. 

Itis known that the incomplete combustion of carbonaceous fuel will generate 
carbon particles which will adhere to the walls of the chimney ducts in the form 
of soot. Under favorable conditions (a sufficiently thick layer of soot and a tem- 
perature high enough), the soot will ignite and lead to the phenomenon of a flam- 
ing chimney. 

Before World War Two, when wood and coal were used almost exclusively 
for domestic heating, this phenomenon was so widespread that on occasion it was 
caused intentionally to be studied from a scientific point of view. Experiments of 
this kind were, for example, carried out in a chimney duct of a nearly abandoned 
four-story building in Berlin in early 1933 (Kristen 1933, pp. 83-85). The tem- 
perature diagram for this experiment (Document 265) shows that 95 minutes after 
the ignition of the soot on the ground floor, at a level of 1 m above the chimney 
base, the temperature in the chimney duct reached 1060?C. 

This is not really surprising, because soot is essentially carbon which has an 
ignition temperature of 700?C. 

Obviously, the phenomenon would not be continuous, but occur only on oc- 
casion when, after a certain time, the soot layer has once again become thick 
enough. 
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11. The Cremation Furnaces Built by Other German 
Companies: Kori, Ignis-Hüttenbau and Didier 


11.1. Historical Remarks Concerning the H. Kori Co. of Berlin 


Topf's most active competitor in the field of cremation furnaces for the Ger- 
man concentration camps was the Hans Kori Co. located in Berlin. The historical 
review of Kori’s cremation furnaces presented below, besides being of a certain 
value as far as the technical history of this technology is concerned, is also a use- 
ful means for assessing the technical status of the Topf furnaces. 

Founded in 1887, the Kori Co. specialized in the design and construction of 
furnaces for the disposal of animal residue (Tierleichen-Verbrennungsöfen). The 
first such device was built in 1892 at the Nuremberg municipal slaughterhouse. 

By 1901, the company had become so well known that the medical association 
ofthe Prussian province of Brandenburg, headed by Dr. Weyl, turned to Kori for 
solving the sanitary problems which had arisen in connection of an outbreak of 
the plague in that province (cf. р. 143). 

In 1905, Kori could already boast of having built 55 furnaces for the disposal 
of animal carcasses, a figure which would rise to 160 over the nine years to come 
(Kori 1924, p. 115). 

I have described the main models of this type of equipment manufactured by 
Kori at that time in Chapter 10 of Section I (cf. Documents 98-100). Later on, the 
firm branched out into the field of combustion plants for all types of refuse. In 
1927, Kori sold some 3,500 such units (Documents 266-268). 

Although Hans Kori had made an important contribution to the cremation of 
human corpses in Germany when he managed to get the Prussian Ministry of the 
Interior to change the law on cremations of 14 September 1911 by the decree of 
24 October 1924 (cf. pp. 59f.), his own company went into the market segment 
of cremation furnaces rather late, at a time when the German market was solidly 
dominated by four companies: Richard Schneider/Didier of Stettin, Gebriider 
Beck of Offenbach, /.А. Topf & Söhne of Erfurt, and the Wilhelm Ruppmann 
company of Stuttgart. While the former two were in clear decline, Topf experi- 
enced a steep rise in sales. 

Kori managed to break into the market, albeit with some difficulty, and in- 
stalled five furnaces during its first five years of activity: two furnaces at the 
crematorium of Hagen in Westphalia in 1926, one at the Weissenfels cremato- 
rium in 1927 and two furnaces at the crematorium of Schwerin in 1930.6% In the 
early 1930s, Topf was the leader in the field, while Kori came in last, after Ge- 
briider Beck, Schneider-Didier and Ruppmann (Hellwig 1931a, p. 370). 





6 Verband... 1928, p. 82; Einäscherungsofen System “Kori” im Krematorium der Stadt Hagen/Westf. 
(document 269); Einäscherungsofen System “Kori” іт Krematorium der Hauptstadt Schwerin 
(document 270), company brochures from the 1930s, APMM, sygn. VI-9a, vol. 1. 
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11.2. The Coke-Fired Kori Cremation Furnaces for the 
Concentration Camps 


The H. Kori Co. came into its own after the outbreak of the Second World 
War when the SS decided to set up crematoria in the concentration camps. The 
firm succeeded in placing its products at many locations, such as Bergen-Belsen, 
Blechhammer, Dachau, Dora-Mittelbau, Ebensee, Flossenbürg, Gross-Rosen, 
Lublin-Majdanek, Mauthausen, Natzweiler-Struthof, Neuengamme, Ravens- 
briick, Sachsenhausen, Stutthof, Trzebinia, Vught, and Westerbork. 


11.2.1. The Furnace at the Mauthausen Crematorium 


The coke-fired Kori furnace at KL Mauthausen, which went into operation on 
4 May 1940 (Photo 247), is probably the first furnace designed by Kori for con- 
centration camps. 

The furnace is set on a brick platform with its right side placed against the 
wall of the furnace hall (Photo 236). The front part has the typical double-leaf 
muffle closure. 

The muffle had a grate consisting of three transverse bars and one longitudinal 
bar in the center, like the grate of the Topf furnace at Dachau (Photo 239); on the 
inner left sidewall are three rectangular apertures connected to a channel for the 
combustion air feed. In the front part of the furnace, this channel bent downward 
by 90°, then again by 90°, and let out below the left edge of the muffle door, 
where it had a butterfly valve (Photos 236f.). A similar valve was also located 
below the right edge of the muffle door (Photo 236), but the muffle wall on the 
right had no openings (Photo 242). This air inlet was probably used to supply 
combustion air to the flue duct for the post-combustion of the unburnt gases. 

The ash chamber (Photo 243) was located below the grate and had its door in 
the front part of the furnace (Photo 236). The gasifier was located in the rear 
portion of the furnace. The door of the gasifier’s loading shaft and the hearth door 
below it are on the left side of the furnace (Photo 245). 

The hearth grate consisted of 14 bars and 2 transverse supporting bars. The 
loading shaft of the gasifier has an oblique grate of bars at its end, suitable for 
wood use (Photo 246). No service devices are located in the rear wall of the fur- 
nace. 

The gas discharge system consisted of an opening in the vault of the muffle, 
toward the front, and of a horizontal flue duct, which could be closed by a metal 
damper (Photo 238). 

The corpse-introduction device consisted of a stretcher, guide rollers and the 
necessary support and blocking frame. We shall come back to this point when we 
describe the cremation furnaces at Dachau. 

Similar furnaces were set up in the crematoria at KL Flossenbürg (Photo 335) 
and KL Ebensee (Photo 336). 
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11.2.2. The “Reform-Einäscherungsofen” 


The next model of the Kori furnaces was an improved version, as it is also 
expressed in its designation (Reform-Einäscherungsofen). 

A Kori letter of 18 May 1943, addressed to Office CIII of the WVHA contains 
the following description as part of an offer for this type of furnace (Document 
IGIN 

“Re: Cremation furnaces 

In pursuance of the conversation we had with you concerning the supply of a 
cremation device of a simplified nature, we propose our coal-fired ‘Reform’ cre- 
mation furnaces which so far have shown very good results in actual operation. 
For the project in question, we propose two cremation furnaces, but we suggest 
ascertaining, in a further discussion, whether these two furnaces will be sufficient 
for the task. It is also necessary to clarify the positioning of these furnaces, be- 
cause the manufacture of the fittings and of the anchoring structure depends on 
this question. 

If at all possible, these furnaces must be placed into a closed building and 
connected to a chimney which may exist at the site. If such a building has already 
been identified, we beg you to send us a drawing to allow us to propose to you a 
suitable positioning. From the enclosed drawing, you can gather the space needed 
for the furnaces with their control station and stoking station. 

Drawing J.Nr. 8998 shows the placement of two furnaces, whereas drawing 
J. Nr. 9080 shows the Lublin arrangement with five cremation furnaces and two 
built-in recuperators. 

Concerning the purchase prices for two crematoria [furnaces], we offer the 
following: 

1) 2 ‘Reform’ cremation furnaces of latest design with vaulted coffin chamber 
and horizontal floor of the ash chamber, including all fittings, doors for introduc- 
tion, operation and cleaning, air valves, accessories for the main furnace, post- 
combustion grate, complete anchoring structure consisting of strong, angled and 
U-shaped iron bars connected to the anchoring rods, all building materials and 
normal and specially shaped refractory bricks of first quality, bricks for the front 
and rear walls, mortar and cement for brickwork as well as the complete instal- 
lation by one of our technicians for combustion devices, including all necessary 
helpers, each for 4,500 Reichsmarks. 

If the second furnace is installed together with the first, the price of the second 
furnace would be reduced to 4,050 Reichsmarks. 

This amount, however, does not include loading and shipment costs free on 
site, nor the travelling cost and expenses for our technician and the daily allow- 
ance. We will invoice these expenses separately in a particular list. 

Our offer likewise excludes secondary construction work on site, such as 
earthwork, construction of the building for the furnaces as well as the flue ducts 
to the chimney and the chimney itself. 

For the introduction of the corpses into the combustion chamber we offer fur- 
thermore: 





9! Letter from Н. Kori dated 18 May 1943 to Engineer Waller, at Amt C III of SS-WVHA. KfSD, 660/41. 
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1) 2 cremation carts, concave, with rollers and handles, each at 


RM 160.- RM 320.- 

2) stands with rollers for placement of the introduction cart, 

each at RM 75.- ЕМ 150.- 
RM 470.- 


We guarantee the efficiency of the cremation furnaces supplied, as well as 
their stability and the supply of the best materials and first-rate labor. 

The shipment of the cast-iron fitting and the anchoring parts, as well as the 
specially shaped refractory bricks, can take place at short notice, provided Wehr- 
macht freight papers are placed at our disposal. 

For the shipment of the metal parts of the furnaces we need 1,460 kg per fur- 
nace, i.e. 2,920 kg for two furnaces. We enclose the forms for the iron require- 
ments for these parts. 

Awaiting your further decisions we salute you 

Heil Hitler! 


Enclosures: 3 drawings — J.Nr.8998, J.Nr.9122, J.Nr.9080 — 

Forms for iron requirements.” 
The Reform-Einäscherungsofen was essentially characterized by a positioning of 
the gasifier on the side ofthe furnace, a secondary hearth next to it, and an upward 
flue gas discharge through the muffle vault. Kori adapted this type to the require- 
ments at the various crematoria, and supplied single furnaces or assembled two, 
four, or five furnaces in a single brick structure. 

The three drawings attached to the above letter are preserved in the Belgrade 
archives ofthe State commission for crimes of the occupiers and their collabora- 
tors. Our request for the supply of photocopies received no reply. The drawings 
which we show here (Documents 272f. & 277) are photocopies of photos supplied 
by the above Commission to the Soviets for use at ће Nuremberg trial.°” 

Drawing J.Nr. 8988 (Document 272) is a layout for the crematorium of the 
New Construction Office at KL Neuengamme, with two furnaces connected to 
the chimney via a common flue. 

Drawing J.Nr. 9122 is the design, on the basis of which the furnaces in the 
new crematorium at Dachau were built (“Baracke Х”, Photo 248). These furnaces 
were structurally the same as those in the Sachsenhausen crematorium — of which 
there exist some drawings prepared by the Soviets at a later date — but differed 
from the latter in the design of the flue gas discharge system. The Soviet drawings 
and a visit to the site allow us to describe with sufficient accuracy the structure 
and operation of the Reform-Einäscherungsöfen in the various crematoria. The 
numbers given subsequently in rounded parentheses preceded by the letters “ло.” 
refer to the numbers contained in Documents 274-276. 


11.2.3. The Furnaces in the Dachau Crematorium 

The four furnaces are arranged as shown on drawing J.Nr. 9122 (Document 
273 and Photo 249). The two central furnaces have a common wall, but their 
muffles are not directly interconnected. This pair of furnaces is identical to the 





602 GARF, 7445-2-125, рр. 89-91. 
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one installed at the Stutthof crematorium, from which it differs in secondary as- 
pects which we will discuss later. In its front portion, the furnace is designed like 
the Mauthausen furnace and similar to the one installed at the Sachsenhausen 
camp. 

It presents the typical double-leaf introduction door (Zinführungstür) with the 
characteristic round openings for viewing and combustion-air feed (65 mm in 
diameter; Photos 250f.; see no. 1 in the drawing of the Sachsenhausen furnace. 
Documents 274f.; all subsequent numbers refer to these documents). Below it is 
the ash-chamber door (Ascheentnahmetür; no. 4) with the rosette-shaped com- 
bustion-air inlets (Lufirosetten; no. 5; Photo 251). These rosettes close the two 
combustion-air channels (Luftkanále; no. 6) set into both side walls of the muffle, 
to which the three rectangular apertures (Photos 253f.; no. 7) connect. 

The muffle itself (Eindscherungskammer; no. 8) 1s 2.20 m long, 0.65 m high 
and 0.80 m wide. The muffle grate (Schamotterost; Photo 268; no. 9) consists of 
24 transverse refractory T-bars with a semicircular section, coupled in such a way 
as to form a flat grate on top and the vault of the ash chamber below, as we can 
see in Photos 313f. 

The gasifier (Generator; no. 11) is located in the rear portion of the furnace. 
The gasifier loading door with its two leaves (Generatorfüllschachtverschluss; 
Photo 261; no. 13) and the ash-chamber door below (Feuertür; no. 14; Photo 262) 
with its air-inlet rosette are positioned on one side wall ofthe furnace (Photo 257). 
This rosette (Luftrosette; n. 15) closes the combustion-air-feed channel (Lufi- 
kanal; no. 16) which lets out above the hearth grate (Lufiöffnung; no. 17). 

The grate of the main hearth (Hauptfeuerung) consists of eleven double bars 
(Photos 263f.) and measures some 80 by 40 cm (Planrost; no. 12). The grate 
throughput rate is around 38 kg of coke per hour. 

Next to the gasifier is an auxiliary hearth equipped sporting the ash chamber 
door with an air inlet rosette at the bottom and a single-leaf loading door on top 
(Photo 260; nos. 18f.) connected to the post-combustion chamber (ash chamber) 
via a suitable opening (по. 20). We will discuss the connection system of the 
gasifier and auxiliary hearth to the muffle and post-combustion chamber in the 
section devoted to the furnaces at Stutthof. 

The gases coming from the gasifier enter the muffle and the ash chamber from 
the rear portion of the furnace (Photo 268), strike the corpse from above and be- 
low, and enter the vertical smoke duct, which is located above the forward portion 
of the muffle (Rauchkanal; n. 21). The gas-discharge system is shown very 
clearly in the vertical section of the furnace in drawing J.Nr. 9122 (Document 
273, "Schnitt c-d”, upper right): the muffle vault, in its front part, has an opening 
for the gas discharge leading into a smoke duct, which runs above the muffle 
within the brickwork of that part of the furnace (Photo 257) and then drops down, 
first vertically then at an angle, past the gasifier within the rear brickwork of the 
furnace. It finally runs below the floor of the furnace hall and continues horizon- 
tally toward the chimney. At the rear of the furnace is a manhole for cleaning the 
smoke conduit (Photo 259). Below its door, underneath the floor, is the flue-gas 
damper (Rauchkanalschieber) which moves vertically by means of a metal cable 
(Drahtseil) and rollers (Rollen) mounted on the upper portion of the brickwork 
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(Photo 259). The flue-gas channels (Rauchkanal) set below the floor of Furnaces 
1-2 and 3-4 converge as two conduits which lead, respectively, to the right and 
left chimney channels, each one of the latter having an internal cross-section of 
0.60 m x 0.60 m. 

The corpse-introduction system consists of introduction stretchers (Tragbah- 
ren; Photos 249 & 253f.; no. 26) like those used for the Topf and Kori furnaces 
at Mauthausen, which moves on two rollers (Rollen; Photos 252 & 267; по. 30) 
set on a metal stand whose horizontal elements are welded to the frame of the 
muffle door (Photo 250) with the vertical ones set into the floor (Photo 251). The 
corpse would be placed on the cart, the side bars of which with their rollers al- 
lowed its easy introduction into the muffle. 

The particularity of the Kori system was an ingenious system for blocking the 
corpse in the muffle. This device consisted of a refractory blocking plate 
(Schamotteabsperrplatte) running vertically, like a guillotine, along two guide 
rails set into the furnace brickwork behind the muffle door (no. 3). In the lower 
part, this vane has an opening with a metal frame in the shape of the vertical 
section of the stretcher with a convex upper edge (Photo 266). 

The vane normally sat in a wrought-iron housing located above the front part 
of the muffle; it was moved by a metal cable and two pulleys with counterweights 
(Gegengewicht; Photos 255f.). The metal cable ended in a crank. When the vane 
was not utilized, it sat in its metal frame, and the crank was held back by means 
of a hook set into the wall near the muffle door (Photo 265); when it had to be 
used, after the corpse had been introduced into the muffle, the cable was un- 
hooked and the vane (up in Photos 253 and 267) was lowered down to the muffle 
floor (Photos 265f.). The function of the vane was to retain the corpse in the muf- 
fle when the cart was withdrawn. 


11.2.4. The Furnaces at the Stutthof Crematorium 

The Stutthof crematorium was destroyed, probably by the SS prior to the ar- 
rival of the Soviets. The chimney collapsed completely, but the cremation fur- 
naces remained almost untouched. Photo 270 shows the two coke-fired furnaces 
as found by the Soviets at their occupation of the camp. At present, the furnaces 
are located in a building set up after the war (Photo 271). The furnaces are struc- 
turally identical to the middle pair of furnaces at the Dachau crematorium, differ- 
ing from the latter merely by the absence of blocking vanes for the corpse and by 
a different arrangement of the two pairs of rosette valves of the air inlet (next to 
the muffle doors, instead of being located next to the ash-chamber doors). The 
refractory brickwork of the muffle shows serious signs of wear (Photos 272 and 
274). 

For these furnaces we were able to take photos of the connection system be- 
tween the two hearths and the muffles and ash chambers. Photo 276 shows the 
two hearths of the furnace on the right, the main hearth to the right with the single- 
leaf door ofthe ash chamber below, and the double-leaf door ofthe muffle above. 
The secondary hearth is on the left, with its ash-chamber door below and the 
hearth door above. Photo 277 shows the remains of the hearth grate. 
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Photo 278 shows the upper portion of the gasifier chamber, which is con- 
nected to the ash chamber (lower chamber) and to the muffle (upper chamber). 
The two chambers are set apart from the refractory grate of the muffle, which 
appears near the center of the photo, to the left. The upper part of the gasifier 
chamber ends at the level of the refractory grate of the muffle. Photo 279 shows 
the muffle as seen from the gasifier chamber outlet. In the upper foreground, in 
front of the introduction door, опе сап see the opening of the vertical conduit for 
the discharge gases. On the right-hand side wall two of the rectangular inlets of 
the combustion-air feed are visible. 

The two auxiliary hearths, one for each furnace, are connected to the respec- 
tive ash chambers. Photo 280 shows the hearth ofthe furnace on the left; the upper 
door is missing. On the inside one can see a broken grate bar, held by a supporting 
bar. In Photo 281, showing the end of the grate bar in the foreground, опе can see 
the opposite wall of the post-combustion chamber (ash chamber), where we can 
just perceive, in the lower portion on the right, a part of the ash chamber floor. 
Photo 282 shows the post-combustion chamber seen from the right side of the 
hearth opening. The white section appearing in the left-hand corner of the photo 
is the dislodged extremity of the grate bar. 

The grate of the auxiliary hearth is positioned at the floor level of the post- 
combustion chamber. It supplied extra heat to the muffle from below through the 
refractory bars ofthe muffle grate and also served as a post-combustion grate for 
those parts of the corpse which had dropped down from the muffle through the 
bars mentioned. Photo 283 shows the inside of the (destroyed) auxiliary hearth of 
the furnace on the right. In the foreground, one can see the opposite wall of the 
post-combustion chamber with a section of the vault formed by the refractory 
grate bars. The post-combustion chamber stretches to the right and left of the 
hearth. Its right-hand portion, seen in Photo 284, is the final portion and is con- 
nected to the gasifier chamber. 

The outlet of the opening of the auxiliary hearth appears clearly in Photo 273, 
which shows the ash/post-combustion chamber of the left-hand furnace. The 
opening is located at the far end of the floor of the chamber, with the end of the 
hearth grate bar sticking out at an angle (Photos 280-282). On the left, in the 
background, one notices the gasifier chamber with the vault formed above by the 
refractory grate bars of the muffle grate. Photo 275 shows the ash/post-combus- 
tion chamber of the right-hand furnace. 


11.2.5. The Furnaces of the Crematorium at Sachsenhausen 

The four furnaces of the Sachsenhausen crematorium (Document 274) were 
built along the same lines as the Dachau furnaces, but — as we have mentioned 
above — were equipped with a different layout for the discharge gas. They were 
grouped together as a single unit 12.46 m long and 2.66 m high (Document 274. 
A & B). Document 275 shows the horizontal and vertical sections of Furnaces 1 
to 3. The gas-discharge system, schematically illustrated in Document 275 (top) 
and 275a, consisted of a vertical flue channel (ло. 21) with a right-angle bend 
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above the muffle (no. 22) which connected it to another horizontal channel per- 
pendicular to it (no. 24) and running within the brickwork above the unit (no. 25). 
Furnaces 1 through 3 were equipped with a refractory damper set just ahead 
ofthe outlet ofthis channel (nos. 20a, b, c); the damper of Furnace 4 was instead 
placed in the transverse channel, ahead of Furnace 3 (no. 20d). This channel was 
split in two by a central wall (nos. 24a & b): the conduit on the left discharged 
the fumes coming from Furnaces 1 and 2, the conduit on the right those of Fur- 
naces 3 and 4. Both channels, via a right-angle bend, fed into two ducts (nos. 26a 
« Б), which each ended up in one of the two chimney ducts (nos. 28a & b) of the 
chimney (ло. 29). Only the foundations of these furnaces are left (Photo 337). 


11.2.6. The Furnaces of the New Crematorium at Lublin-Majdanek 


The crematorium at KL Lublin-Majdanek were set on fire by the SS before 
they left the camp, but the furnaces and the chimney remained intact. The present 
crematorium building (Photo 285) is a post-war reconstruction. Photo 286 
shows the furnaces, open to the sky, as they stood at the time of the camp’s oc- 
cupation by the Red Army. 

The five furnaces of the Lublin-Majdanek crematorium (Photo 287) were as- 
sembled into a single brick structure, in conformity with the original drawing 
J.Nr. 9080 (Document 277), so as to constitute a single cremation plant with five 
furnaces. А Kori letter of 23 October 1941, addressed to SS-Sturmbannführer 
Lenzer, describes the unit as follows: 

“Our drawing, sheet 2 (J.Nr. 9079), shows the solution of the space issue for 
a total of 5 cremation furnaces, with furnace number 5, in the center, having been 
conceived as a reserve furnace. Thus, for normal operation, only furnaces 1-4 
have been conceived, and these [furnaces] have a common recuperator placed 
between the two furnaces for utilizing the combustion gases. Each group, consti- 
tuted by two furnaces with а recuperator, therefore occupies a floor space of 4.80 
by 3.00 meters. The introduction doors are in the front portion and below [them] 
there is the access door for the removal of the ashes. At the other side, i.e. in the 
rear portion of the furnace, we have the hearths, operation of which is effected 
together from the service or stoking post. 

At this point, the floor is 0.40 m lower than the floor of the hall, with stone 
steps placed on the right and left sides of the furnaces. These steps at once also 
compensate for the difference in height. Above the furnaces is the common flue 
duct, provided with a by-pass for each one of the 2 [lateral] cremation furnaces, 
allowing to feed the gases either directly into the chimney or through the recuper- 
ator in order to make use of the discharge gases. The chimney for one group of 
furnaces will be built with an open passage 60 by 60 cm and a height of 8-10 
meters. 

In order to be independent of atmospheric conditions which affect the draft of 
the chimney, a forced-draft device in suction will be installed ahead of the chim- 
ney. It will likewise have a by-pass for the off-gas to enable an operation with 





603 On the crematoria at KL Lublin-Majdanek cf.: Graf/Mattogno 2012, pp. 95-116. 
604 Letter from Kori Co. to SS-Sturmbannführer Lenzer dated 23 October 1941. APMM, sygn. VI-9a, 
vol. 1. 
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natural draft as well, if conditions are normal. The flue-gas duct itself which con- 

nects the furnaces to the chimney is located below the floor of the hall, as shown 

by the dotted lines, and can be controlled by means of a flue-gas damper. ” 
The structure of the plant is illustrated by several technical drawings prepared in 
August of 1944 by the Polish-Soviet expert commission which investigated it af- 
ter the occupation of the camp (Documents 278-283, individual portions being 
indicated, as before, by ”no...”). 

The five-muffle cremation plant of KZ Lublin-Majdanek consisted of two 
pairs of muffles, one pair on each side, (Document 279, B, Ofen 1-4 and 2-3) plus 
one central furnace (Ofen 5). Between the two pairs of the lateral muffles were 
two recuperators (Heizkammer). Photos 288-294 show, successively, the muffles 
and the recuperators, starting from the left-most muffle (number 1). 

The design of the individual furnaces shows some modifications with respect 
to those at Dachau and Sachsenhausen. In the front part, we have the typical dou- 
ble-leaf introduction door (Einführungstür), 0.55 m x 0.65 m in size, with the 
usual round openings for inspection and air feed (Photo 290; по. 1). 

This door leads into a cremation chamber 0.77 m wide and 0.67 m high (Pho- 
tos 295-301; no. 2), whose floor is made up by a refractory grate (Schamotterost) 
consisting of nine pairs of standard transverse bars (photo 296; no. 3). The effec- 
tive volume of the muffle is 2.17 cubic meters. The ash chamber (Aschenraum) 
is located below the refractory grate (Photos 313f.; по. 4) with a post-combustion 
grate (Ausglührost) in its front part (photos 303f.; no. 5). At the front, the ash 
chamber is closed by two doors (Photo 288): the upper one (Ascheentnahmetiir 
Г), located immediately below the muffle door (Photo 303; no. 6), permitted rak- 
ing, by means of a special tool, the corpse residues which had fallen through the 
interstices of the refractory grate onto the post-combustion grate, where they 
would burn out completely; the lower one (Ascheentnahmetiir 2), located below 
the former (Photo 304; no. 7), was used to remove the ashes of the corpse itself. 
This door had a rosette vane for feeding air to the post-combustion grate. On the 
sides of the upper door were two rosette vanes (Luftrosetten; Photo 294; no. 8) 
which closed off the two channels feeding combustion air to the muffle 
(Lufteintritt, no. 9). These channels (Luftkanále) ran horizontally through the fur- 
nace brickwork, then turned upward at a right angle (по. 10), bending once again 
into the horizontal at the level of the muffle, and now ran parallel to it (no. 11), 
feeding air to the muffle through four openings, 8 cm x 8 cm, two on each side 
(Photos 297-301; no. 12). 

The gasifier (Generator; no. 13) was located in the rear portion of the furnace; 
the hearth (Feuerung) consisted of a flat grate (Planrost; no. 14) 0.68 m x 0.63 
m or 0.43 m?. The coke throughput rate under natural draft was around 50 kg/hr 
of coke. The double-leaf loading door of the gasifier (Generatorfüllschacht- 
verschluss; Photo 305; no. 15) was located in the rear part of the furnace, as was 
the single-leaf door of the hearth (Feuertiir; Photo 305; по. 16). The gasifier- 
loading door closed a vaulted opening located in the rear part of the furnace ahead 
of the refractory grate, as can be seen from Photos 313f. The grate is also visible 
from the side of the muffle door (Photos 295 and 301). 
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The loading shaft of the gasifier had a flame arrestor at its upper end, located 
just below the start of the refractory grate (clearly visible on Photo 313). Beyond 
the flame arrestor the shaft opened up to the vaulted plane of the gasifier neck 
linking the gasifier to the muffle in such a way that the combustion products leav- 
ing the neck could strike the refractory grate — and the corpse resting upon it — 
both from above and below. 

The refractory lining of the furnace had a thickness of 12 cm (Schamottemau- 
erwerk; no. 17). The gas-discharge system was similar to that of the furnaces at 
KL Sachsenhausen except that the muffle, via a vertical conduit (Photo 302; no. 
18), was linked directly to the horizontal flue duct (Rauchkanal; no. 19) in the 
brickwork of the unit (по. 20). The latter duct had two manholes for cleaning at 
either end (Reinigungstüren, Photos 309f.; no. 21). This duct contained six re- 
fractory dampers (Rauchkanalschieber; nos. 22a-f), 0.60 mx 0.45 m in size. 

Dampers a and 5 controlled the flue gas flow from Furnaces 1 and 2, respec- 
tively. Dampers c and d belonged to Furnace 5, the central furnace, and allowed 
the discharge of the flue gas to the right or to the left of both sections. Dampers e 
and f controlled the flow from Furnaces 3 and 4. The dampers were actuated by 
counterweights moved by metal cables and pulleys suspended from the ceiling 
beams. The counterweights ran in two metal rings mounted on the brickwork next 
to the rosette vanes for the air, as shown in Photo 289. 

Between furnaces 1-2 and 3-4 two recuperators were located (Heizkammer; 
no. 23) consisting of two chambers. Each of the chambers contained a heating 
coil for the production of hot water (Heizschlange; no. 24). The coils had an outer 
area of 15 m? and were linked to two horizontal tubes installed outside of the 
chambers, in the rear part of the furnace, through eight vertical tubes of a lower 
diameter (Photos 305-308; no. 25). Below the second tube was an inspection door 
(no. 26). The two tubes were connected to two boilers located above the recuper- 
ator chambers in a manner shown in drawing J.Nr. 9080 (Schnitt c-f, upper right). 
Such a heat-recovery system for producing hot water had been used by Kori for 
several decades.°” 

Document 284 shows the design of such a unit for a single recuperator cham- 
ber. When all four furnaces were in operation, they could make use of a heating 
surface of 30 m?, with an hourly capacity of 300,000 kilocalories. This was suf- 
ficient for 50 shower heads and could accommodate, over an operating period of 
20 hours per day, some 5,000 to 6,000 persons in six shifts per hour for an effec- 
tive showering time of five minutes DI! 

The discharge gases from Furnace 1 & 2 (or 5) and 3 & 4 (or 5) passed through 
the recuperator downward (Document 284, 284a), heating the coil and thus pro- 
ducing hot water, and then flowed into two underground flue ducts (Rauchkanäle; 
no. 27) with a cross-section of 0.70 m x 0.75 m, which led to two draft enhancers 
in suction (Saugzuganlagen; no. 28). These devices consisted of a vertical branch 
(no. 29) and an angled branch (no. 29a) with a horizontal damper permitting to 


$5 Cf. Document 266, illustration at the bottom left, which is a “Verbrennungsanlage mit anges- 
chlossener Warmwasserbereitung" — incineration device with connected warm-water generation. Cf. 
also Kon drawing J.Nr. 7181 “Warmwasserbereitung zum Verbrennungs-Ofen für die Charité Berlin” 
of April 1932. APMM, sygn. VI-9a, vol. 1. 
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shut off the device; they had a blower (Gebläse; по. 30) with its motor (no. 31). 
The two blowers were each linked to one ofthe two chimney ducts (Züge; no. 32) 
into which the chimney was split (Schornstein; no. 33). Document 283 shows the 
flue-gas course for the gases from Furnaces 3 & 4. 

The corpse-introduction system consisted of the introduction stretcher with 
rollers and their support (photo 288), but had no corpse blocking plate. 

An explanatory sign in five languages, now shown in the former furnace hall 
ofthe crematorium (Photo 317), states: 

“The crematorium was built in the autumn of 1943. It was heated by coke. The 

bodies were cremated at a temperature of 700°C. The daily yield was about 1000 

bodies." 

This alleged capacity exceeds the actual capacity by a factor of seven. 

Contrary to what was asserted by the experts of the Soviet investigative com- 
mission, the brickwork of the muffles shows only minor traces of melting of the 
refractory parts (Photos 297-301); they appear, moreover, only in the vault of the 
gasifiers. The negligible character of these traces becomes obvious when com- 
pared with the obvious appearance of fusion in the gasifier walls of the double- 
muffle furnace at Gusen (cf. Photo 5), which had been exposed to temperatures 
of 1200-1300?C. 

Another two Reform-Einäscherungsöfen were set up in the crematorium of 
KL Ravensbrück (Photo 338). 


11.3. The Oil-Fired Коп Cremation Furnaces for the 
Concentration Camps 


The structure and the operation of the mobile oil-fired Kori cremation fur- 
naces are well described in a reconstruction on the part of the Cracow “Technical 
Institute for Heat and Fuel" of the Cracow Mining Academy concerning the fur- 
nace at Trzebinia" (Photos 330f.), an Auschwitz subcamp. In all probability, the 
original Kori documents (Document 285)°°’ were used for this purpose. 

Furnaces of this type were set up at Stutthof (Photos 328f.), Lublin-Majdanek 
(Photos 318-327), Gross-Rosen (Photos 332-334), Blechhammer (another 
Auschwitz subcamp; Photo 331a), Bergen-Belsen (Photo 339), Dora-Mittelbau 
(Photo 340), Natzweiler-Struthof (Photo 341), Neuengamme (two furnaces; 
Photo 342), Sachsenhausen (two furnaces; Photo 343) and at Vught in Holland 
(Photo 344). 

The subsequently given numbers in round parentheses preceded by “no.” refer 
to Document 285a. 

The furnace was shaped like a muffle, and on the sides lined with wrought- 
iron plates (Photo 318; no. 10). At the front, we have the typical double-leaf door 
(no. 5) with the ash chamber door below (по. 6) and the two rosette-type air vanes 
(no. 7) next to it for the air-feed to the muffle as in the coke-fired models (Photo 





606 * Aussenlager Trzebinia” was located near the Trzebionka hamlet, and therefore it is at times referred 
to by that name. 
67 Obozowe krematorium w Trzebionce (crematorium of the Trzebionka camp). APMO, no. Neg. 6671. 
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319). The two air channels set inside in the side walls of the muffle were con- 
nected to the muffle by three square openings (photo 320; no. 2905). The muffle 
(Photo 320; no. 1), above the grate, was 1.95 m long, 0.60 m high, and 0.70 m 
wide. 

In the rear portion of the muffle was the jet of the main burner (Photo 320; no. 
21). The muffle grate consisted of twenty refractory bars arranged in two rows 
and connected in the center (Photo 322; no. 3). Below the grate was the post- 
combustion chamber (ash chamber; по. 4) which had the jet of the secondary 
burner at its far end (Photo 323; no. 22). Above the furnace, on the left side, we 
have the blower (no. 14; only the support rack left in Photos 325, 327) with its 
electric motor (по. 15), which fed combustion air to the two burners located at 
the far end of the furnace (Photo 327; no. 19: main burner; no. 20: secondary 
burner) via a system of pipes (no. 17). 

Next to the blower, on the right side of the furnace, was the oil tank (no. 16), 
clearly seen on the Stutthof furnace (Photo 329), from which the fuel was fed to 
the burners through smaller pipes (по. 18). On the lower right-hand side of the 
furnace was an inspection port for the secondary burner (n. 8) and above it, a 
rosette vane for combustion air feed to the post-combustion chamber (Photo 326; 
no. 7). The off-gases left the muffle through an opening located in its vault (no. 
11), in the forward portion of the furnace (Photo 321), and through a short flue 
duct of wrought iron which rose above the furnace as a small square wrought- 
iron chimney duct (Photos 324-326) which in turn had a conical wrought-iron 
shroud bolted onto it (Photos 330f.; no. 12) — not present on other furnaces. The 
shroud was surmounted by the chimney proper, a wrought-iron tube (no. 13) as 
on the Gross-Rosen furnace (Photo 332). The introduction system consisted of a 
stand (no. 24) with rollers (ло. 25), as for the coke-fired furnaces. 

The cremation furnace installed at KL Gross-Rosen (Photo 332), which started 
operating as early as June of 1941,99? differed from the other types by the absence 
of a refractory grate of the muffle, instead of which it had a stretcher in the form 
of a concave metal grate. The stretcher moved along a metal guide on either side 
by means of four rollers, likewise made of metal (Photos 333f.), in such a way as 
to be able to move up to the door of the muffle where the corpse would be intro- 
duced. 

During the cremation process, the stretcher remained inside the muffle. At 
present, the furnace is shown without its refractory lining, which was removed at 
an unknown point in time (Photo 334). 

Document 285 (labeled by me in Document 285a) also shows a schematic 
drawing of a burner (по. 25), manufactured by the Kubitz Co. in Berlin. It con- 
sisted of: a jet injecting the combustible mixture (oil sprayed by compressed air; 
no. 26), the combustion-air ducting with its damper (Luftklappe; no. 27), a control 
lever (Regulierhebel; no. 28), the oil-feed tubing (no. 29) and its control valve 
(Regulierventil; no. 30). 


608 In the Polish drawing only two openings are shown. 

609 Letter from the head of administration of the Gross-Rosen camp to Reichsführer-SS — Inspekteur der 
Konz.-Lager-Verwaltung-Oranienburg, dated 24 June 1941 on: “ash urns." APMGS, sygn. 2593/DP. 
Cf. Chapter 12. 
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According to professor Dawidowski, the main burner had a feed rate — de- 


pending on the control setting — of 4, 6, 9.5, and 13 kg of oil per hour. The sec- 
ondary burner operated at 1.5, 2.5, and 3.8 kg/hr of oil. Dawidowski’s statement, 
however, that the furnace operated at a temperature of 1,500 to 1,800°C is abso- 
lutely unfounded.5! 


610 


611 


Document 286 contains the operating instructions for this type of furnace:*!! 

"Operating instructions for the incineration. 

Lighting the burners: 

A. If the furnace is still warm and the control setting of the burners has not 
been changed from the previous utilization, no change is necessary, if the fuel is 
similar. 

Lighting is carried out in the following order: 

1.) Turn on ventilator 

2.) Close damper for burner air 

3.) Open on-off valve for oil 

4.) Introduce burning wick 

5.) Open air damper 

As soon as lighting has taken place, close air damper slowly until flame no 
longer spurts but burns in a stable manner without generation of smoke. If lighting 
does not take place right away, turn control valve to the left about one quarter 
turn with the vertical control lever, then, when burner lights up, turn it slowly to 
the right again. When the furnace has warmed, try feeding more air by opening 
the air damper. After 5 minutes, open the air rosette on the furnace by about 3 
centimeters. 

B. If the furnace is cold, or if the control setting of the burners has been 
changed, control of the burners must be done as follows: 

1.) Raise cross stroke by about one half 

2.) Turn on blower 

3.) Close air feed to burner 

4.) Set control lever to an upright position 

5.) Open upper control valve by about 2 turns, lower control valve by about 
one and one-half turns 

6.) Introduce burning wick 

7.) Open oil on-off valve 

8.) Close air damper completely. 

If lighting does not take place immediately, open control valve a little more. A 
few minutes after lighting, close it until flame burns well. If flame smokes, raise 
cross stroke a little toward 'closed' position. Once the burner has been in opera- 
tion for a few minutes, the control lever must be turned all the way to the right. If 
the flame burns well, link control lever to control valve. 

If needed, control once more by raising if smoke forms in case of large-scale 
production [cremation]. /f flame goes off and on again intermittently (sputtering), 
there is too much air. In that case, close air damper until flame burns steadily. 





AGK, NTN, 145, p. 8, report by Jan Sehn about the Trzebionka camp dated 8 August 1945. This re- 


port contains the drawing Obozowe krematorium w Trzebionce and various photographs of the ruins 
of the cremation furnace. 
“Betriebsvorschrift für die Einäscherung.” КОР, C[64]392. 


С. MATTOGNO, F. DEANA, THE CREMATION FURNACES OF AUSCHWITZ 393 


When the furnace has warmed up, the air vane may be opened. After 5 minutes, 
open air rosette vane of furnace air by about 3 centimeters.” 


11.4. The Oil-Fired Cremation Furnaces Built by Ignis- 
Hüttenbau А.С. at the Terezín Crematorium 


In the course of 1942, at Terezin, then called Theresienstadt, a crematorium 
was built for the local ghetto. On 10 October 1941, during a meeting on the sub- 
ject of establishing the ghetto, the governing proposal had already been defined 
in the following terms:°!” 

“The Jews must not, in any case, be buried, but it is instead necessary to carry 
out a local cremation within the ghetto on the smallest scale possible, not acces- 
sible to the public.” 

On the construction of the crematorium, a detailed cost estimate exists which was 
made on 2 April 1942 by the firm Ignis-Hüttenbau A.G. of Teplitz-Schönau, now 
Teplice in the Czech Republic, most parts of which at the time belonged to the 
German protectorate of Bohemia and Moravia. 

I will translate here merely the part which concerns the cremation devices:°!? 

“On the basis of the order attached, as well as on drawing no. 10986, we offer 
you a gas or oil-fired cremation furnace as follows: 

Our supply includes: 

a) the supply of all bricks and insulating materials for a weight of 18,000 kil- 
ograms; 

b) the supply of the complete anchoring system of the furnace made of steel, 
as well as the cast-iron doors, the door panels®'4) and various parts of the fur- 
nace, with the iron damper and its handling device, as well as the supply of an 
introduction cart, with its rail, a hand-winch including the cable for the handling 
of the furnace door, for a weight of about 3,000 kilograms; 

с) the supply of a blower for the combustion air with an output of about 8 т? 
per minute, 400 mm water column, including a motor of about 2 hp, as well as the 
supply of an exhaust device for removing the flue gases with an output of 60 m? 
per minute, including the supply of the ducting and smaller tubing!'°) for the fur- 
nace, as well as the fittings for the air control valves for a weight of about 950 
kilograms: 

d) the oil or gas burners with their controls, for a weight of about 50 kilo- 
grams; 

e) the instrument panel about 800 by 800 mm in size, including temperature 
indicator, switch, and two thermocouples, as well as dynamometer, for a weight 
of about 60 kilograms; 

f) the complete construction of the furnace as well as the mounting of the metal 
parts by our technicians. 





9? “Notizen aus der Besprechung am 10.10.41 über die Lösung der Judenfrage,* German text in Kryl 


1983, p. 41. 

Letter and cost estimate from Ignis-Hüttenbau А.С. of Teplitz-Schönau dated 2 April 1942 “An die 
Zentralstelle für jüdische Auswanderer, z.Hd. des Kommandos der Waffen-SS in Theresienstadt” con- 
cerning “Errichtung eines Krematoriums in Theresienstadt.” PT, A 7-856. 

614 Le the doors of the muffle itself. 

615 Read “Leitungen” instead of a meaningless “Leistungen” in the German original. 


61 


5 
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On the basis ofthe above conditions, the price ofa complete oil-fired furnace, 
complete with oil tank 600 mm in diameter and 900 mm high and its preheater, 
electrical heating cartridge and fittings, excluding shipment, excluding loading, 
with assistants supplied, without wood supply for drying the furnace, with start- 
up and schooling of operators, amounts to 15,200 Reichsmarks. 

The price of the furnace does not include the flue-gas conduit up to the chim- 
ney, nor lighting and water for the construction, but includes the supply of all 
scaffolding. 

The weight needed for the supply [of metal] for the gas-fired furnace is 4,600 
kg of iron materials. 

For the consumption of gas, we attach sheet 1741. 

The consumption of gas thus depends essentially on the number of corpses. 


Delivery. 
Delivery time for the oil-fired furnace is presently — for a case of maximum 


urgency — about 8-10 weeks after receipt of the iron. 


Guarantee. 

As shown on sheet 1741, consumption of oil or gas depends on the number of 
cremations. In the case of continuous operation, day and night, the furnace can 
carry out 15-20 cremations in 24 hours, and for the number of cremations men- 
tioned, oil or gas consumption is minimal and thus insignificant. 

In the case of an uninterrupted operation and with 250 cremations per year, 
oil consumption is about 5 kg per cremation, if cremations are carried out every 
10 days. 

Normal duration of a cremation is 1-1.5 hours, preheating time of the furnace 
from a cold state is around 3 hours, from a warm state around 1 hour. 

The furnace in this specific case has been chosen to have the simplest possible 
structure, and no effort has been made to present a particularly beautiful con- 
struction or cladding. It does, however, fulfill completely all conditions regarding 
its construction or its appearance.” 

On account of a rapid increase in the mortality registered at the Theresienstadt 
ghetto — from 256 deaths in April of 1942 to 2,327 in May and 3,941 in June 
(Terezinska Iniziativa 1995, vol. I, p. 33) — the crematorium was eventually 
equipped with four furnaces of the type described in the cost estimate. 

The furnaces, each one 1.60 m high (front), 1.90 m wide and 3.40 m long, 
were set up in the four corners of the furnace hall and formed two pairs of mirror 
images as shown in Photos 345, 345a. 

In the front portion of the furnaces was the muffle door with its two leaves 
(100 cm x 90 cm) which was at the level of the pavement to allow manipulation 
of the low cart for the introduction of the coffin (Photo 346). Behind this door 
was а refractory closure (Türplatte) which ran vertically along two guide bars set 
into the furnace brickwork and which allowed closing the mouth of the muffle 
completely (Photos 346 and 359). The muffle was 100 cm high, 90 cm wide and 
2.60 m long. 

The rear portion of the furnaces (Photo 348) was sunk into a shaft with its 
floor at a lower level, reached by a series of five steps. It contained, counting from 
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above: the oil burner, the inlet for the removal ofthe cremation residues, the door 
of the post-combustion chamber, and the door ofthe ash compartment. 

Two metal tubes came together in the burner, one for the fuel (smaller sec- 
tion), and the other for the combustion air (larger section). Each pair of furnaces 
had an oil tank set on a metal stand attached to the upper portion ofthe right-hand 
wall of the crematorium, as shown in Photo 345. From each tank, a tube went 
down along the wall and then branched out into two tubes: one continued along 
the wall and went to the furnace nearest the wall, the other ran horizontally 
through the furnace hall up to the opposite wall and fed the furnace located there. 
Both tubes, before reaching their respective burner, passed through an oil pre- 
heater located on a stand between the furnace and the wall (Photo 349). 

The combustion air tube passed below the floor and went to a blower set into 
the service pit along the wall flanking the furnace (cf. Photos 356 and 358). Re- 
emerging from the pavement, this tube ran vertically along the rear wall of the 
furnace, then turned at a right angle and ran horizontally along the upper part of 
the furnace, made another right-angled turn and ran down vertically. From both 
vertical portions which ran along the two edges of the furnace, eight parallel pipes 
of smaller diameter left towards the outside and one towards the inside (cf. Photo 
348). 

The sixteen outer tubes, each with a valve for control of the air-flow, bent at 
a right angle and ran along the sidewall of the furnace (Photo 347). Each tube 
went through the brickwork of the furnace, at a certain distance from the others, 
and was connected to a jet in the muffle. The two inner tubes went through the 
brickwork at the rear of the furnace and emerged from the rear wall of the furnace 
as two lateral jets located between the burner and the door for the removal of the 
cremation residues. This air-feed system was copied from the Volckmann-Lud- 
wig furnace, as was the elliptical vault of the muffle (cf. Photo 352) and the muf- 
fle floor which was not a grate but a solid-refractory plate (Photo 353). 

In the front part of the furnace, this floor came up to the introduction door; at 
the rear, on the other hand, it ended in front of the door for the removal of the 
combustion ash in a kind of deep step, and the resulting space constituted the 
post-combustion chamber. The floor of this chamber, in turn, ended in something 
like a step, ahead of the rear wall of the furnace, thus creating the space of the ash 
chamber itself. The ash chamber held a movable sheet-metal box (Photos 351 and 
355). 

The corpse-introduction device consisted of a metal cart running on rails 
(Photo 361). The muffle door was moved by a hand winch with metal cable, 
counterweight and pulley (Photo 360). The corpses were burned in a lightweight 
coffin of rough wooden boards (Photos 361a, 362). 

The crematorium had two chimneys whose smoke ducts were placed, one in 
front of the other, along the side walls of the furnace hall. They were enclosed in 
two brick structures jutting out in the manner shown in Photo 345a. Each chimney 
had its forced-draft device consisting of a blower in suction with an output of 60 
т? of smoke per minute, set up at its base. The device positioned at the base of 
the chimney on the left (adjacent to the main door of the crematorium) served the 
first pair of furnaces (the pair situated near the main entrance), while the device 
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at the base ofthe chimney on the right was connected to the second pair (the one 
near the rear door of the crematorium). 

According to the supplier, ifthe furnace was operated properly, each furnace 
would have permitted 15 to 20 cremations in 24 hours. However, the crematorium 
personnel had devised an operating procedure which, while being illegal, allowed 
reaching a maximum performance with a minimum of fuel consumption. This 
practice was made possible by the unusual length ofthe muffle and ran as follows: 

After preheating, the first corpse would be introduced into the furnace. The 
coffin was placed in the front part of the muffle where it was struck by the com- 
bustion air coming from the eight air-jets located there and burned rapidly. At 
that time, drying of the corpse began. When, after something like 30 to 35 
minutes, the desiccation process had reached an advanced stage or had come to 
an end, the desiccated and dismembered corpse would be pulled into the rear por- 
tion ofthe furnace close to the burner by means of a 4-m-long rake (clearly show- 
ing in Photo 349) introduced from the opening at the far end of the furnace, and 
the main combustion phase took place in that area of the furnace. 

Here, the corpse was directly exposed to the adjustable flame of the burner 
and to the combustion air coming from the ten air jets located there. When the 
main combustion was complete, the corpse residues were raked, through the ash- 
removal door of the post-combustion chamber, into the ash chamber where they 
cooled down. 

Operating in this manner continuously, there were two corpses in the furnace 
at any time, one in the drying phase, and the other in the combustion phase. Hence 
the duration of the cremation generally coincided with the time taken by the des- 
iccation of a corpse. 

From the point of view of heat management, the heat generated by the com- 
bustion of the corpse in the rear part of the muffle was partly used for the desic- 
cation of the corpse in the forward section, with the combustion of the coffin 
contributing its heat to a considerable degree. This reduced fuel consumption 
even further. 

The operating results of the Terezin furnace demonstrate the great efficiency 
of such a procedure. In Appendix 1.2 I present a statistical analysis of a part of 
the list of cremations for this crematorium. This analysis is based on a sample of 
717 cremations carried out between 3 October and 15 November 1943 on 41 op- 
erating days. In addition to the table showing the summary of my results (Table 
1, App. 2), I also present 11 tables with all original documents (cf. Documents 
289f.), except for the names of the persons cremated for whom I only mention 
the sex. For reasons of space, the tables refer only to days on which at least 24 
cremations were carried out. Document 289 shows the manner in which the lists 
of cremations in the Terezin crematorium were kept. 

The minimum average duration of cremations on any single day was about 32 
minutes in Furnace no. III (9 November 1943, with 23 cremations) and 31 
minutes in Furnace no. IV (on 10 October 1943, with 17 cremations). The average 
duration of a cremation was about 36 minutes for both furnaces.°!® 





616 T have left out the data concerning Furnace II because only 22 cremations took place there. 
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For the 682 cremations where the duration is indicated,°'’ a total of 491, or 
some 72%, took 35 minutes or less, 148 cases, or about 22%, took between 35+ 
and 45 minutes, 42 lasted between 45+ and 60 minutes, and one cremation took 
longer than 60 minutes, as shown in the following table:°!® 





Table 19: Duration of Cremations at the Terezín Crematorium 


DURATION FEMALES | DURATION FEMALES 
[MIN] [MIN] 

15 1 0 45 26 16 
25 3 5 50 12 26 
30 59 114 55 1 0 
35 146 163 60 2 1 
40 57 49 70 1 0 

Total 308 374 








The average duration of a cremation of a female corpse was around 35 minutes, 
that of a male corpse 36% minutes. Each furnace, hence, was in a position to 
cremate normally 40 corpses in 24 hours, with highs of around 45 to 46 corpses. 

In order to save fuel, cremations were carried out in a single furnace which, 
in this manner, would always stay warm. After a certain number of cremations, 
another furnace would be used, and so on, in a cycle of operations. 

Crematorium personnel normally worked two shifts, one from 6 AM to 1 PM, 
the other from 1 PM to 8 PM (cf. Document 290). 

Over the 41 days of activity analyzed here, Furnace no. II was used twice (22 
cremations), Furnace no. III 17 times (298 cremations), Furnace no. IV 22 times 
(397 cremations). Overall, there were nine series with up to ten cremations, 16 
series involving between 11 and 20 cremations, 16 series of more than 20 crema- 
tions, up to a maximum of 27. 


11.5. The Didier Cremation Furnaces for Concentration Camps 


The Berlin company Didier- Werke AG likewise built cremation furnaces for 
the concentration camps. A letter from this company addressed to a certain 
Boriwoje Palitsch in Belgrade on 25 August 1943 contains the following offer 
(Document 287);619 

"Re: Cremation unit for SS at Belgrade. 

With reference to the visit of your esteemed son and to the meeting our section 
manager Storl had with him, we take note of the fact that the SS unit at Belgrade 
intends to build a cremation plant for a rather large concentration camp and that 
you have been requested to design and build the plant, together with an architect 
stationed there. 

As you have no experience with furnace construction, you would like to obtain 
the necessary drawings. 





617 At times, the documents give only the hour of the beginning of the last cremation but not that of its 
completion. 

618 Two cremations, on 7 October 1943, had an exceptionally long duration (one and a quarter hours and 
three and a quarter hours) because of a failure in the electric power supply. 

619 Letter from Didier-Werke AG to Boriwoje Palitsch dated 25 August 1943. Document URSS-64. 
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We declare to be ready to execute the drawing of the furnace with its anchor- 
ing system and the drawings of the fittings limited to this particular case exclu- 
sively. 

The corresponding costs would be 600 RM, 

payable one half with the confirmation of the order and one half on notifica- 
tion that the drawings have been completed. 

In the design of the furnace, we have paid particular attention to the fact that 
the inner structure can be built with normal refractory bricks, avoiding the use of 
bricks of special shape, in order to enable a rapid erection of the unit. The metal 
parts will be designed with this point in mind as well. 

For the introduction of the corpses into the furnace, we propose a simple fork 
made of tubing, running on two rollers. 

The furnaces will each have a cremation chamber only 600 mm wide and 450 
mm high, because coffins are not intended to be used. 

For the transportation of the corpses from the holding location to the furnaces 
we recommend using a transfer cart and will provide you with a sketch also giving 
the dimensions for this device. 

The chimney necessary for the operation of the furnaces must have an open 
cross-sectional area 500 by 500 mm and must be built to a height of 14-16 meters. 
If, for special reasons, such a chimney cannot be built, it will be necessary to 
install a draft enhancer in suction between the furnace and the chimney. 

As the furnaces operate at elevated temperatures, the wall of the combustion 
chamber must not be too thin in order to avoid too great a heat loss by radiation. 
For this reason, the furnaces must have an outside width of about 2,000 millime- 
ters. For the same reason, we have suitably altered the building project which has 
been supplied to us and send you a sketch no. 0913, on which we have indicated 
the minimum dimensions needed. 

In order to enable you to draw up a preliminary estimate as soon as possible, 
please note that the requirements for one furnace are: 

— 1,100 kg of vault bricks, Seger Cone no. 33 

— 5,500 kg of normal bricks 

- 1,000 kg of fireclay mortar 

- 5,000 kg of ordinary bricks for the outer brickwork of the furnace 

- 100 kg of lime 

- 3.6 m? of sand 

— 2 т? of argillaceous earth 

For the steel parts: 

— 500 kg for the fittings 

— 60 kg for the anchor bars 

— 65 kg for the framework of the muffle door with counterweights and pulleys 

for the cable 

— 40 Kg for the framework of the flue-duct dampers with counterweights and 

pulleys for the cable 

— 25 kg for the 2 air inlets 

— 200 kg each for the hearth doors, slag-removal and ash-removal doors 


— 25 kg for the tools 


[620] 





60 This weight is too high by comparison and obviously in error. 
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— 10 kg for the 2 ash boxes 

— 160 kg for the cast-iron bars of the grate 

— 60 kg for the supporting bars of the grate. 

One must add the same quantities for the second furnace and the building 
material for the flue duct and the chimney. The flue duct as well as the lower part 
of the chimney up to a height of 3-4 m must be lined with refractory bricks. For 
this purpose, however, a lower grade may be used. 

The hearth of the furnaces will be designed in such a way that besides coke, 
coal or wood may be used as well. 

Respectfully yours 

Didier-Werke А.С.” 

Drawing no. 0913 (Document 288 prepared by Didier-Werke on 23 August 
1943, shows two cremation furnaces 2,000 mm x 2,000 mm x 2,800 (length) mm 
with introduction doors running vertically and manipulated by means of a metal 
cable and two pulleys, suspended from the ceiling, and balanced by a counter- 
weight next to the furnace. The furnaces are connected to a chimney with an in- 
ternal open cross-sectional area of 500 mm х 500 mm and a height of 16 meters. 


Жа 
3 


11.6. Comparison of the Designs by Kori, Ignis-Hüttenbau, 
Didier, and Topf 

The coke-fired Kori furnaces are more massive than the multi-muffle Topf 
furnaces. A single Kori furnace has, in fact, a volume more or less the same as a 
double-muffle Topf furnace. One must assume that the refractory brickwork of 
the furnace was heavier as well. A comparison with the Didier furnace — with its 
refractory brickwork of 7,600 kg — shows in any case that the Topf furnaces with 
two (three) and four muffles had a very light-weight refractory brickwork: some 
10,000 kg for the double-muffle furnace and some 12,000 kg for the four-muffle 
furnace. This led to a greater heat loss by radiation and a shorter service life of 
these Topf furnaces. 

The Kori furnaces, furthermore, had a much more advantageous arrangement 
of the gasifier and the flue duct as far as heat economy is concerned, but the Topf 
furnaces with three of eight muffles had a lower fuel consumption. 

Another very positive feature of the multi-muffle Topf furnaces was their de- 
cidedly more competitive price: While a single Kori furnace, without extras, 
would cost 4,500 RM in 1943, a triple-muffle Topf furnace, without extras, sold 
for 6,378 RM in 1941, or 2,126 RM per muffle; an eight-muffle furnace, in 1941, 
was priced at only 13,800 RM, including the introduction device, or barely 1,725 
RM for one muffle. 

Kori had offered to reduce the price from 4,500 to 4,050 RM for the second 
furnace if two furnaces were built side by side, thus having a common central 
wall, like the two central furnaces at the Dachau crematorium or the two furnaces 
at Stutthof. An even larger price reduction was offered if several furnaces were 
grouped in a single brick structure, like the furnace with four muffles at KZ Sach- 
senhausen or the five-muffle furnace at Lublin-Majdanek. But it seems that they 





61 САВЕ, 7445-2-125, p. 92. 
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never went so far as to design a furnace with several interlinked muffles such as 
the Topf furnaces with two, three or eight muffles. 

In my opinion, Kon felt that their design was more profitable, even though 
the Topf multi-muffle furnaces were not protected by any patents. Actually, their 
designer, Engineer Kurt Prüfer, had simply taken over and adapted an idea which 
had been around since the end of the preceding century with respect to collective 
crematoria (cf. Section I, Chapter 10). 

The Ignis-Hüttenbau furnaces set up at the Terezin crematorium cannot be 
compared directly to the Topf furnaces, because of their different design and on 
account of ће fuel used. As we have explained above, these furnaces were much 
more like civilian furnaces, especially in the case of the Volckmann-Ludwig 
types, than like furnaces designed for concentration camps. For that reason, the 
operating performances of these furnaces are unique. Cremations such as those 
performed normally at the Terezin crematorium could not have been reproduced 
in any ofthe furnaces built by Topf, Kori or Didier. 

Even though the operating instructions for the double- and triple-muffle Topf 
furnaces allowed for the simultaneous presence of two corpses in one furnace, 
they were in separate chambers and in different stages of cremation: One corpse 
was in the final phase of post-combustion in the ash chamber, while the other, 
located in the muffle, was in the early stages of the drying phase. For that reason, 
the time for which the two cremations overlapped was actually the period of post- 
combustion (some 20 minutes), and the average duration of the cremation process 
was therefore the time needed to reach the high-point of the main combustion in 
the muffle (about 1 hour). 

As against this, the management of the Ignis-Htittenbau furnaces allowed the 
simultaneous presence of two corpses in the same chamber (muffle), the first one 
in the combustion phase and the second one in the desiccation phase. Hence the 
time for which the two overlapped was the total time needed for the combustion 
and the post-combustion, and the actual cremation time thus corresponded to the 
duration of the desiccation. 

It is obvious that such a mode of operation was impossible in Topf furnaces, 
because the muffle was too short to allow placing two corpses, one behind the 
other, and because the grate operated vertically: the muffle was free for the intro- 
duction of a fresh corpse only when the remains of the previous corpse had 
dropped into the ash chamber through the openings in the grate, which occurred 
only after the high point of the main combustion. The floor of the Ignis-Hüttenbau 
furnaces, thanks to its unusual length, operated in a horizontal fashion instead. 

To carry out such a procedure in a furnace with a grate operating vertically it 
would have been necessary to use a device such as the one designed by Martin 
Klettner. Here, the muffle no longer is a cremation chamber, but a drying cham- 
ber, whereas the post-combustion chamber becomes the combustion chamber as 
such. The muffle grate consists of two supporting bars for the coffin, set some 40 
cm apart, and 65 and 50 cm from the start of the inclined plane on either side. 

The inventor proposes that the corpse, once the coffin has burned, will first of 
all dry out and fall apart in the muffle in such a manner that its combustible parts, 
still having an appreciable mass, fall into the combustion chamber where they 
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will then burn actively. If, at that point, another corpse is introduced into the muf- 
fle, the furnace will contain two corpses concurrently, one in the drying phase 
and one in the combustion phase, exactly as in the crematorium at Terezin, and 
that explains the extremely short duration of cremations undertaken in the Martin 
Klettner furnace (cf. Document 137). 

The results ofthe operation ofthe Terezin crematorium indirectly confirm our 
conclusions concerning the cremation of several corpses in one muffle (cf. Chap- 
ter 9.2.), because they demonstrate that the simultaneous cremation of two 
corpses in one furnace (with a staggered way of introduction), while being possi- 
ble, required a design and a heating system different from what was used for the 
Topf furnaces, in which such an operation would not have been technically fea- 
sible. 


12. The Topf Furnaces and Legislation on Cremations in 
Greater Germany at the Outset of World War II 


When, in Greater Germany, the first concentration camps were set up, the SS 
did not even have the slightest notion of the high level of mortality which would 
strike these camps in later years and, for that reason, they never worried about 
cremating, within the camps, the corpses of any detainees who died there. Initially 
they simply let civilian crematoria take care of these matters, and only when, 
against all expectations, mortality began to get out of hand, they decided to build 
crematoria within the camps themselves. 

Originally, the Buchenwald camp used the state crematorium at Weimar for 
this purpose.?? Between 5 September 1938 and 3 May 1940, the corpses of de- 
tainees who had died at the Mauthausen camp were sent to the municipal crema- 
torium at Steyr.” At least until December of 1941, the Wewelsburg camp relied 
on the Bielefeld crematorium (cf. Document 86), while the PoW/labor camp at 
Gross-Rosen used the Liegnitz municipal crematorium. Even the Auschwitz 
camp, in its early days, sent its deceased to the civilian crematorium of Gleiwitz 
(today Gliwice; Piper 1994, p. 158). 

When the first crematoria began to be set up in concentration camps later on, 
they were subject to strict regulations, perfectly complying with current legisla- 
tion applying to civil crematoria. In this respect, Himmler’s “Decree concerning 
the execution of cremations in the Sachsenhausen concentration camp,” promul- 
gated on 28 February 1940, is of particular importance, hence I will present the 
translation of the entire text Di? 

“Copy. 





$2 NO-4353. Letter from Bauleitung of KL Buchenwald to SS-Gruppenführer Eicke dated 18 June 1938. 

$3 ÖD MM, Archiv, 7, 4. 

94 Czuj/Kempisty 1977, рр. 106-119. During that time, the corpses of 3,591 detainees from that camp 
were incinerated at the Liegnitz crematorium (p. 113). The article is based on the Eindscherungslisten 
(incineration lists) of this crematorium. 

625 “Erlass über die Durchführung von Einäscherungen im Krematorium des Konzentrationslagers Sach- 
senhausen.” BAK, NS 3/425. 
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The Reichsführer SS and 
Head of the German police 
Berlin, 28 February 1940 
IV —509/40g 


Decree concerning the execution of incinerations іп the Sachsenhausen con- 
centration camp. 


1. General principles 

(1) The detainees deceased in the camp will, in principle, be incinerated in the 
local [i.e. in the camp] crematorium. 

Only in exceptional cases and with the approval of the Head of the Security 
Police and the Security Service may the corpse be handed over to relatives for 
burial. 

At times (e.g. in times of war) when the handing over of corpses to relatives 
for the purpose of transfer to the country of origin is prohibited, all deceased 
detainees will be incinerated in the camp crematorium. 











II. Official certificate by the camp physician, autopsy, release by public pros- 
ecutor. 

(1) After each case of death, the camp physician must establish an official 
certificate on the cause of death. 

(2) In cases of violent death (e.g. an accident causing immediate death or 
death after a longer period of illness, suicide, death by shooting during an escape) 
the camp physician, together with another SS physician, must carry out an autopsy 
of the corpse and establish, in the usual manner, a detailed report on the results 
of the autopsy. 

(3) An SS-Fiihrer, appointed by the camp commander, must be present at the 
autopsy and countersign the report. The SS-Fiihrer appointed to participate in the 
autopsy must be appointed in advance, for a considerable period and for all cases 
which may occur. 

(4) Furthermore, in cases of violent death, the competent public prosecutor 
must be informed immediately. The camp commander may issue the incineration 
order (IV, 4) only after the receipt of the release notice from the public prosecutor. 


Ш. Notification of relatives. 

(1) In all cases of death, the camp commander must immediately notify the 
relatives of the deceased detainee by telegraph, if the address of the relatives is 
known at the camp. 

(2) If the address is not known, the camp will get in touch as quickly as possible 
with the (directing) office of the State Police which ordered the internment of the 
deceased. The (directing) offices of the State Police are charged to forward the 
notification without delay. 

(3) If (e.g. during the war) it is not possible to hand the corpse as such over to 
the relatives, they must be informed in the notification that the deceased will be 
incinerated. At the same time, they must be informed — unless particular reasons 
forbid this — that, at their request — to be expressed telegraphically within 24 
hours — they will be given the possibility, up to a certain point in time, to view the 
detainee in the camp one last time. 
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(4) The permissible time span given to the relatives for a possible last visit of 
the deceased must be set in such a way that the relatives have enough time to 
travel to the camp. As a rule, the time span must not exceed 3 days. 


IV. Operating rules for the crematorium at the Sachsenhausen camp. 

1. Responsible head. 

(1) The camp commander is responsible for the management of the cremato- 
rium and for the execution of the incineration in accordance with the rules. 

(2) He must designate a crematorium head immediately responsible and sub- 
ordinated to him. The latter may receive orders only from the camp commander. 
If the orders of the camp commander violate the dispositions of this decree, he 
must so inform the camp commander. 

If necessary, a decision from the Inspector of the Concentration Camps must 
be requested. 

For fundamental questions, the decision of the Head of the Security Police and 
the Security Service must be requested. 





2. Keeping of the list 

(1) The camp commander must maintain a special death register of the de- 
ceased detainees to be incinerated. In this list, each deceased detainee must be 
assigned a consecutive registration number. Furthermore, the list must mention 
his [family] name and first name, ID number, place and date of birth, last resi- 
dence, profession, brief mention of reasons of internment, date and cause of death. 

(2) This registration number must appear on the other documents (official 
medical certificate, autopsy report, incineration order of camp commander). 


3. Corpse handling 

(1) The corpses must be taken to the morgue of the crematorium and be ar- 
ranged there in such a way as to be able to be possibly viewed there by the rela- 
tives. 

(2) The corpses must be lodged in wooden coffins. The coffins must not have 
any incombustible metallic decorations, handles etc., and must be of a size and a 
kind so as not to provoke difficulties for the subsequent incineration. No pitch may 
be used for filling out any joints. 

(3) At the head of the coffin must be attached a metal tag with the embossed 
or imprinted number of the death register (cf. 2). 

(4) Any objects of value still present (e.g. rings) must be removed from the 
corpse and handed over to the relatives together with other things left [by the dead 
person], against receipt. 

(5) Special legal dispositions apply for the treatment of detainees who тау 
have died of an infectious disease. Any measures necessary in such cases (e.g. the 
prohibition of opening the coffin and possibly the prohibition of visits by relatives) 
must be decided by the camp physician. 


4. Incineration 

(1) The incineration may take place only after [issuance of] the order of the 
camp commander. The camp commander may give this order only after an official 
medical death certificate and/or possibly an autopsy report have been issued and 
after the relatives have viewed the deceased or after the permissible time span for 
such a visit has elapsed, as the case may be. 
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(2) The camp commander must give the incineration order in writing, and this 
order, together with the official medical death certificate or autopsy report, and 
with the release notice by the public prosecutor in the case of violent death, and 
possibly with the police dispositions on the part of the camp physician (which тау 
exclude the visit by the relatives) must be transmitted to the head of the cremato- 
rium. 

(3) The head of the crematorium may undertake the incineration only after 
these documents have been received. 

(4) The incineration must take place not later than 24 hours after the incin- 
eration order has been issued. If this time limit cannot be maintained, the head of 
the crematorium must request an extension and give the reason for the delay. 

(5) In one incineration chamber only one corpse may be incinerated at one 
time. 

(6) Before the introduction of the corpse, the incineration furnace must be 
heated until the walls of the [cremation] chamber are glowing, so that the incin- 
eration process may take place without further or supplemental heating. Only in 
exceptional cases may additional heat be provided during the incineration pro- 
cess. 

(7) During the incineration process, care must be taken so that, if at all possi- 
ble, no smoke escapes from the chimney. 

(8) The observation of the incineration itself is not permitted either to the rel- 
atives or to any third persons, but only to the employees of the crematorium. In 
special cases, the camp commander may personally issue permission to individual 
persons to view the process, if such permission is required for special reasons. 

(9) After the end of an incineration, the incineration chamber must be thor- 
oughly cleaned. 


5. Treatment of the ashes 

(1) After the incineration, the ashes must be removed from the furnace, cooled, 
freed by means of magnets from any metallic parts and then collected together 
with the identification tag in a strong and durable container, air and water tight, 
and then closed. The ashes of each corpse must be collected in a separate ash 
container. The lid of the container must be made of durable material as well. A 
durable metal tag attached to the container must contain the following data: 

1) Incineration sequence number agreeing with the incineration register (cf. 
no. 6) and with the numerical tag [placed at the head of the coffin], 

2) Last name and first name 

3) Date and place of birth 

4) Date of death 

5) Day of cremation. 

(2) The containers are to be in conformity with DIN standard 3198 ‘Ash cap- 
sules for urns’ set by the German Institute for Standardization in Berlin. 


6. Register of incinerations 

(1) For the incinerations performed, a register must be kept by the personnel 
containing the same data as the corresponding list of deaths concerning the 
corpses taken to the crematorium kept by the command in accordance with item 
2.). Here, however, mention must also be made of the day of the incineration and 
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of the administration of the cemetery to which the ashes have been sent. The reg- 
ister must be closed at the end of each calendar year and must be checked against 
the book kept by the administration.'°! This counter-check and the agreement 
must be certified in the closing note. 


7. Interment of the ashes. 

(1) The ashes, if at all possible, must not be interred in the camp cemetery or 
in the municipal cemetery of Sachsenhausen, but shall — if no particular reasons 
speak against it in the case in question — in principle be sent to the place of resi- 
dence of the relatives to allow them П.е. the ashes] to be interred in the local 
cemetery. 

(2) Before shipping the ashes of a prominent detainee, the decision of the Head 
of the Security Police and the Security Service must be awaited. 

(3) In case the interment of the urns in the local cemetery of the relatives pre- 
sents any difficulties, the relatives must be requested to indicate the cemetery to 
which the ash container is to be sent. 

(4) The ashes must not remain in the possession of the relatives, even tempo- 
rarily. Therefore, they or their appointees must not be given custody of the con- 
tainer, not even for interment at some other location. The ashes must rather be 
sent to the administration of the cemetery where interment is to take place. 

(5) Ifno relatives of the deceased exist, it should be verified if the interment of 
the ashes in the cemetery of the last place of residence does not present any diffi- 
culty. If interment is possible there, the ashes are to be sent to the administration 
of that cemetery. 

In all cases where the shipment to the administration of the cemetery at the 
last place of residence is not advisable, the ashes must be transferred to one of 
the cemeteries of Greater Berlin after notification to the municipal administration 
of the Reich capital Berlin. In doing so, care must be taken to the effect that the 
urns are distributed evenly throughout all cemeteries concerned in the Greater 
Berlin area. 

(6) Shipment of the ashes is to be made, in principle, at the expenses of the 
relatives. 

(7) If the relatives are not in a position to bear such expenses, it is necessary 
to request reimbursement of the costs by the competent local aid association. In- 
cineration fees must not be debited to the relatives. 


8. Final report. 

(1) After the execution of the incineration and shipment of the ashes, the head 
of the crematorium must transmit to the camp commander a final report. 

(2) The official medical certificates, the reports on the autopsy, the release 
notice from the public prosecutor and similar documents sent together with the 
incineration order must remain in the crematorium office. 


V. Exceptions 
(1) In individual cases, the Reichsführer-SS and Head of the German Police 


may order deviations from the above dispositions. 


626 The word Verwaltung (administration) is struck out and replaced by the handwritten entry Polit. Ab- 
teilung (Political Department). 
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VI. Control. 

(1) Once a year ordinary scheduled inspection and once a year an unan- 
nounced inspection of the crematorium service must take place. The performance 
of these inspections is under the authority of the Inspector of Concentration 
Camps then in charge. A report on the individual inspections and their results 
must be presented to the Reichsführer-SS. A copy of this report must be sent to 
the Head of the Security Police and the Security Service. 

Signed: Himmler 

[Office stamp] 

Authenticated: [signed] Schmidt, chancellery employee 

Certified copy: [illegible signature] SS-Untersturmführer. ' 

There is reason to believe that, at least within Greater Germany, such regulations 
remained in force up to the end of the war. 

On 17 October 1942, SS-Obersturmbannführer Liebehenschel, head of Office 
Group D at the WVHA ,sent to all commanders of concentration camps a circular 
entitled *Advice to relatives of detainees deceased in concentration camps" in 
which he stated with reference to Himmler's above-mentioned decree:?’ 

"Several camp commanders have requested to prohibit viewing of the corpses 
by relatives during the summer months for hygienic reasons. After consultations 
with the RSHA, you are informed that a change in the RFSS-decree is not possible 
at the moment. " 

Fritz Sander's patent application of 26 October 1942 tells us that the “Law on 
cremations" of 15 May 1934 and the "Operating regulations for cremation equip- 
ment" of 5 November 1935 as well as the “Decree concerning the application of 
the law on cremations" of 10 August 1938 were still in force in the Reich at that 
moment. On 13 March 1942, these laws were extended to the Reichsgau Sude- 
tenland (Roland 1940, p. 62). 

The official form concerning the transfer of the body to the head of the crem- 
atorium of a concentration camp also refers to the “Law on cremations" of 15 
May 1934. In line with the rules regarding civilian incinerations, the regulations 
concerning the transfer stipulate that “the incineration of the corpse must be car- 
ried out within 24 hours." At Stutthof concentration camp this practice has been 
confirmed up to December of 1944 (cf. Document 292). This type of form was 
also in use at Auschwitz.°?® 

The head of the crematorium had to keep a register in which were recorded 
the number of the funeral service, the last and first name of the deceased, the file 
number, the type of the detainee, his date of birth, his origin (town and county), 
the date of death, the number of the death certificate of the public registrar’s office 
in charge of the place where the death had occurred — at the detainee hospital or 
elsewhere — the cause of death, the cremation date, the cemetery to which the urn 
was sent for burial, and any possible criminal record of the deceased:°?? 

“The corpse will be incinerated in the state crematorium. There are no objec- 
tions to a shipment of the urn provided that a certificate of the administration of 


DH 





97 NO-1510. 
9$ Reproduced in Blumental 1946, vol. I, рр. 106f.; cf. Document 293. 
99 AMS, I-VD-1; cf. Document 295. 
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the local cemetery is issued to the effect that a regular interment will be carried 

out. Such a certificate is to be sent as soon as possible to the crematorium of 

Stutthof concentration camp near Danzig. The urn will be shipped free of charge. 

The death certificate is attached. You may request an official death certificate 

from the registrar’s office of Stutthof concentration camp near Danzig. The per- 

sonal belongings will be shipped presently. 
The camp commander” 
Shipment of urns is also documented for the Mauthausen camp, at least until 
March of 1942 (Document 296). At the Buchenwald Museum, a number of urns 
of various shapes are still preserved in a showcase (Photos 364f.). Urns of a sim- 
pler type are also kept in a pavilion of the Mauthausen Museum (Photo 363). 

The use of urns for the ashes of incinerated detainees was mandatory as early 
as 1941. On 24 June, the head of the administration of the Gross-Rosen camp sent 
tothe Inspectorate of the Concentration Camps, which had its seat at Oranienburg 
north of Berlin, a request for “1,000 pcs. ash urns" to "preserve in an orderly 
fashion the corpse ash resulting” from the incinerations.°*” 

In the reply, dated 27 June, the Inspectorate of the Concentration Camps ad- 
vised that the purchase of ash urns was centralized with the company “Grosskopf, 
Ludwig & Co. of Ilmenau in Thuringia," to which the Gross-Rosen administra- 
tion was to address their request for urns (as per DIN standard 3198).°°' The letter 
asking for shipment of “1000 pcs. ash urns” was sent by this office on 11 July 
1941.632 

Initially, ће Sachsenhausen legal requirements were applied also at Ausch- 
witz. One of the first letters Topf sent to the New Construction Office opened 
with the following words (Document 297): 

“For the start-up of the crematorium, you furthermore require ash urns, an 
imprinting device for the urn lids, and fireclay markers.” 
For the immediate needs of the crematorium, Topf offered the supply of 500 ash 
urns DIN standard, of black sheet metal with a sheet metal lid of the same color 
for the price of RM 675; 500 fireclay markers numbered 1 to 500, priced RM 65, 
and an imprinting device at 150 Reichsmarks.5*? 

The numbered fireclay markers identified the ashes of the incinerated corpse. 
This manner of operation indicates a procedure in accordance with the applicable 
legal norms. The creation of a room for the urns (Urnenraum) within Cremato- 
rium I is already mentioned in the New Construction Office letter of 21 January 
1941;63 it was implemented by partitioning off a section of the morgue.9? 


69 Letter from head of administration of the Gross-Rosen camp to Reichsführer-SS — Inspekteur der 
Konz.-Lager-Oranienburg dated 24 June 1941. APMGR, sygn. 2593/DP. 

Letter from Leiter der Verwaltung der Inspektion K.L. at Verwaltung des Konz.-Lagers Gross-Rosen 
dated 27 June 1941. APMGR, sygn. 2594/DP. The price was RM 95 for 100 pieces, with a 2% dis- 
count for payment within 30 days. 

Letter from Leiter der Verwaltung des Konz.-Lagers Gross-Rosen to Grosskopf, Ludwig u. Co. Il- 
menau/Th. dated 11 July 1941. APMGR, sygn. 2595/DP. 

RGVA, 502-1-327, pp. 226-227. 

RGVA, 502-1-327, pp. 185-185a. 

Topf drawing D 57999 of 30.11.1940 (RGVA, 502-1-312, p.134) and Zentralbauleitung drawing 
no.1241 of 10 April 1942 (RGVA, 502-1-146, p. 21). The room for the urns (Urnen) appears on this 
drawing for the first time. Cf. Documents 204 and 206. 


63 


63. 
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On 29 April, the Political Department of the camp, which had authority over 
the crematorium, sent the following request to the New Construction Office (Doc- 
ument 298):63° 

“In line with the dispositions of the Inspector of Concentration Camps, ap- 
proved by RSHA, the ashes of the deceased detainees must be held in one of the 
buildings [of the camp]. For that reason, the camp commander has ordered that 

а room in the attic of the infirmary building be used for that purpose. In order for 

the urns to be collected in that room in an orderly fashion, appropriate shelves 

must be provided together with some other minor modifications. A specialist is 

requested for the inspection of the room and for the necessary preparations.” 
Jean-Claude Pressac shows the photo of an urn from the Auschwitz crematorium 
which contains the ashes of Karl Witalski who died on 28 March 1941 and was 
cremated on 2 April (Pressac 1989, p. 133). These data are imprinted on the lid 
of the urn, which is of the same type as those shown in Photo 7 of Document PS 
2430, which depicts an urn depository without indication of its location (/MT, 
vol. XXX, p. 429). For Auschwitz, the use of urns is documented until November 
of 1941. From the few documents to have survived, we can gather that the Polit- 
ical Department of the camp requested from the carpentry workshop of the New 
Construction Office the fabrication of hundreds of “cases” and “boxes” for 
urns.?? The latest known request, dated 27 November 1941, refers to 50 “urn- 
shipment boxes" 95 (Documents 299f.). 

The cases or boxes for the urns were used as packing cases for the shipment 
of urns to the cemetery of the place of residence of the relatives or to some other 
cemetery, in keeping with Section 4, Paragraph 7 of Himmler's decree of 28 Feb- 
ruary 1940, after telegraphic notification by the camp commander of the death of 
the detainees, as per Section 3, Sub-Section 1 of this decree.9? 

In some cases, shipment of urns was prohibited by the SS authorities for rea- 
sons of public order. 

On 28 May 1941, the Befehlshaber der Sicherheitspolizei und des SD in the 
Government General informed the camp commander at Auschwitz that he had 
submitted to the RSHA, on 21 April, a proposal concerning the “shipment of ash 
urns of deceased persons." The proposal contained, i.a., the following proce- 
dure 94 

"Shipment of urns to the Government General will no longer be effected; in- 
stead, the relatives will be informed immediately that an interment of the urns has 
taken place at the urn cemetery.” 

This measure was intended to prevent the urns from being turned into objects of 
anti-German propaganda, as the head of Office Group D of the WVHA makes 





9$ RGVA, 502-1-314, p. 1. 

67 Up to 27 November 1941: 575. 

68 SS-Neubauleitung, Arbeitskarte. Auftrag Nr. 1009 of 27.11.1941 and Werkstättenauftrag Nr. 212. 
Beleg-Nr. 1009 of 27.11.1941. RGVA, 502-2-1, pp. 34-34a & 31-31a. The work was carried put be- 
tween 28 November and 13 December. For the other orders, cf.: RGVA, 502-2-1, pp. 28, 29, 41, 45- 
48. 

Cf. telegram of 19 January 1942 announcing the death of detainee Aleksander Glodek, deceased two 
days earlier, in: Staatliches Museum Auschwitz 1995, vol. 1, p. 132 of Appendix of documents. 

99 AGK, NTN, 94, p. 166. 
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clear in a circular to the commanders of all concentration camps dated 12 Sep- 
tember 1942. In this letter, which concerns the “Shipment of urns of detainees 
who died in the concentration camps,” SS-Obersturmbannführer Liebehenschel 
noted that urns with the ashes of Czechs or Jews sent back to the Protectorate of 
Bohemia and Moravia had provided centerpieces for demonstrations, proces- 
sions, etc. For that reason, he prohibited, with immediate effect, the shipment of 
such urns to the Protectorate, adding: 

“The urns will be preserved in the concentration camps. In case of doubt con- 
cerning the preservation of the urns, oral instructions are to be requested from 
this office.” 

Aside from the system of completely direct incineration which, in actual opera- 
tion, was also frequently practiced in civil crematoria, we can say that the Topf 
furnaces for concentration camps were designed and built in accordance with the 
ethical and legal norms applicable at the time. In fact, in the cost estimates for the 
double- and triple-muffle furnaces, carts or devices for the introduction of coffins 
into the muffle were specifically mentioned, which means that cremation with a 
coffin was provided for Di? 

This is confirmed by the operating instructions of these furnaces (Documents 
210 and 227), which specified the start-up of the blower immediately after the 
introduction of the corpse into the muffle and maintaining it for some 20 minutes. 
This practice is completely consistent with corpses introduced into the muffle in 
coffins, because the rapid and intensive combustion of the coffin required large 
amounts of air,°* whereas it is wasteful for a cremation without a coffin, because 
feeding large amounts of air into the muffle during the vaporization phase of the 
corpse water — a period during which a considerable amount of heat was drained 
from the furnace — would only have impeded the cremation process. 

The coffins used were probably similar to those used in the Terezin cremato- 
rium (cf. Photo 362). 

We may also deduce from Topf’s operating instructions that the double- and 
triple-muffle furnaces were designed to cremate a single corpse at a time and to 
ensured, if the instructions were correctly applied, a separation of the ashes of the 
corpses cremated. 

We must, therefore, accept as a fact that, with regards to the design of their 
furnaces, the Topf company and Engineer Priifer in particular took into account 
the usual requirements of reverence and respect. 





61 NO-1510. 

5? Even the metal stretcher of simplified design which succeeded these devices was called Sar- 
geinführtrage, stretcher for coffin introduction. 

643 For this reason the first electric furnace built by Topf at Erfurt was equipped with a blower having a 
capacity of 1,000 m?/hr for a pressure of 200 mm of water column. Jakobskótter 1941, p. 580. 
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Appendices 


1. Tables 


1) List of Cremations at the Westerbork Crematorium 


Date format: dd/mm/yyyy 
Table I: 27 April 1943 


Sex Date of Birth | Date of Death Duration 


16/05/1883 23/04/1943 | 09:30 | 10:10 | 40 min _ 


22/05/1878 23/04/1943 





26/06/1863 25/04/1943 
14/11/1942 22/04/1943 


_ |+ 


17/08/1851 7/05/1943 
22/02/1878 7/05/1943 


N 


26/07/1942 8/05/1943 
16/10/1863 9/05/1943 
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Table IV: 4 June 1943 


Date of Birth | Date of Death Duration 


31/05/1943 





01/06/1943 


02/12/1941 01/06/1943 | 11:30 | 12:30 
16/05/1883 02/06/1943 12:30 | 13:30 


25/07/1888 01/06/1943 
05/06/1884 01/06/1943 


03/06/1943 





06/06/1943 


06/06/1943 


12/06/1943 
11/07/1867 13/06/1943 


27/09/1868 | 14/06/1943 |11:25 
24/07/1942 | 14/06/1943 11:30 13:10] 100 min 
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Table ҮШ: 18 June 1943 








25/10/1942 
21/04/1942 


=] st 


7/01/1880 
23/05/1881 


N 


24/06/1943 
25/06/1943 


25/06/1943 
26/06/1943 


26/06/1943 


27/06/1943 


28/06/1943 


27/06/1943 
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Table XI: 1 July 1943 





28/06/1943 


30/06/1943 


30/06/1943 





30/06/1943 








12/10/1877 7/07/1943 
6/12/1861 7/07/1943 





3/11/1853 16/07/1943 
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Table ХУІ: 22 July 1943 





18/07/1943 


19/07/1943 


19/07/1943 








25/03/1869 25/07/1943 
26/02/1877 28/07/1943 


29/01/1873 29/07/1943 
13/12/1876 30/07/1943 


27/08/1862 1/08/1943 
20/07/1872 2/08/1943 


26/05/1921 7/08/1943 
5/03/1943 6/08/1943 


16/07/1943 6/08/1943 
11/07/1943 6/08/1943 





Table XX: 16 August 1943 


Date of Birth | Date of Death 
| 78 | 15/01/1865 13/08/1943 09:55 
3/10/1868 14/08/1943 









23/08/1941 16/08/1943 
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Table XXI: 20 August 1943 
Мо, | Ser | Аш | Date of inh | Date of Death | Siart | End | Duration 
24/09/1884 19/08/1943 i 
31/12/1890 18/08/1943 
19/08/1940 17/08/1943 
31/08/1941 18/08/1943 


14/02/1872 21/08/1943 
7/07/1875 22/08/1943 


3/04/1865 30/08/1943 
2/08/1927 31/08/1943 


21/06/1857 29/09/1943 
19/02/1912 1/10/1943 
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Table XXVII: 18 October 1943 





10/10/1884 18/10/1943 
26/08/1943 14/10/1943 


9/4/1871 21/10/1943 
2/5/1859 22/10/1943 


18/02/1885 31/10/1943 
20/05/1866 29/10/1943 





24/04/1918 171171943 13:00 | 14:00| 60min ` 


2)  Listof Cremations at the Terezín Crematorium 


A) Summary Data 





Table - Summary of Cremations 


Date Furnace no. ere P is Duration | Coffin numbers 
dd/mnyyyyy = 


3/10/1943 OB 19527-19548 
4/10/1943 
5/10/1943 
6/10/1943 
7/10/1943 
8/10/1943 
10/10/1943 
11/10/1943 
12/10/1943 
13/10/1943 
14/10/1943 
15/10/1943 
16/10/1943 
17/10/1943 
18/10/1943 
19/10/1943 
20/10/1943 






















19597-19620 ` 


19631-19650 


19693-19717 _ 






19742-19748 


19755-19768 | 
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“21/10/1943 | V | 





23/10/1943. 19891-19900 


_ 25/10/1943 | 19932-19939 


26/10/1943 | 19951-19968 ` 





1/11/1943. | 20024-20039 _ 


611/1943 | | —— 34 | 2009820120 _ 


9/11/1943 | | 13| 20143-20165 _ 


13/11/1943 | аә 20198-20215 
15/11/1943 20216-20242 





В) List of Cremations at ће Crematorium at Terezin 





Containing at least 24 consecutive cremations. 


RES II: E T Dus TT T se no. IV 
H 
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End (imo) Em 
35 





Start (time) 




















Coffin number 


Table Ш: 5 ERST TET mI se no. IV 


Sur (ime) Coffin number 


19573 


08:05 | 35 


01740 ` 35 


18:50 ` 35 


Average Duration 235 min 


ШЕЕ 





ЕЕ 





19575 





19577 





19582 





19584 









19587 





19589 


19592 





19594 





19596 


Table IV: 6 October 1943 — Furnace по. IV 





Coffin number 


419 
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7 Sex [ Coffin number 
u. 














Table V: 11 October 1943 — Furnace no. IV 


Coffin number 
F 19668 
19669 
19670 
19671 
19672 
19674 
19675 
19675 
19676 
19677 
19678 
19679 
19680 
19681 
19682 
19683 
19684 
19685 
19686 
19687 
19688 
19689 
19690 
19691 
19692 








Average Duration >32 min E | 


DET E 12 TETT ТІСІ! GER no. IV 

Coffin number 
19693 
19694 
19695 
19696 
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Coffin number 
19697 
19698 


























Я Sex 
5 : 
' 
7 09:30 
8 
9 
10| 10:30 
11| 11:00 
12 
13| 12:30 
14| 13:00 
15 
п 
17 : 15:15 
18| 15:15 
19| 15:45 
20 
21 
22 
17:55 
24| 18:30 
25 





Average Duration ~32 min [ 


19699 
19700 
19701 
19702 
19703 
19704 
19705 
19706 
19707 
19708 





19709 
19710 
19711 
19712 
19713 
19714 
19715 
19716 
19717 


Table УП: 13 October "ET = no. IV 


Sur (imo) End (ime) 


D 

І 
2| 06:30 
3| 07:05 
4| 07:35 
5| 0810 
6 
7|. 09:15 
8| 09:45 


9| 1020 
10| 10:50 
n 
12| 12:00 
13| 13:00 
14| 13:35 
15| 1410 





19 16:15 16:50 
20 16:50 17:20 


21} 17:20} 10 | 

17:50 
т 18:25 
24| 1900 | / | 


Average Duration =33 min EE 








Coffin number 
19718 
19719 
19720 
19721 
19722 
19723 
19724 
19725 
19726 
19727 
19728 
19729 
19730 
19731 
19732 
19733 
19734 
19735 
19736 
19737 
19738 
19739 
19740 
19741 
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TE ҮШ: " October "Pm — no. IV 


я Coffin number 
19769 
19770 
19771 
19772 
19773 
19774 
19775 
19776 
19777 
19778 
19779 
19780 
19781 
19782 
19783 
19784 
19785 
19786 
19787 
19788 
19789 
19790 
19791 
19792 























Average Duration =34 min [ | 


STE IX: 18 RES "IT "ss no. IV 


я бес | Cofin number 


19793 
19794 
19795 
19796 
19797 
19798 
19799 
19800 
19801 
19802 
19803 
19804 
19805 
19806 
19807 
19808 
19809 
19810 
19811 
19812 
19813 
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# | Start (ime) End Ч Sex 


22 
23 
24 





06:00 
06:45 
07:20 
07:50 


09:00 
09:30 


Е 


10:05 | 1035 | 
10:35 


16| 14:45 
17| 15:20 
21| 17:40 
22| 18:15 
23| 18:50 

19:25 








1 || оо | ао | чл ||| 














Average Duration 2:35 min || 


RES X: = RES Se "MS no. IV 


Р 
ты 





Average Duration ~35 min [ | 


TE ХІ: 20 ШЕТІН TIT Es no. IV 


Т 
2. 





L| 0500 | 0635 | 
2] 0635 | 0710 | 
3] 0x10 | oras | 
4 
5 
6 
т [09:30 | 1000 | 
s| 1000 | 1035 | 
o| 1035 | i120 | 
i0 


11| 12:00 
12| 12:35 
13| 13:00 
14| 13:35 
IS| 1410 [ 1445 | 








Coffin number 





Coffin number 


19817 
19818 
19819 
19820 
19821 





19822 
19823 
19824 
19825 
19826 
19827 
19828 
19829 
19830 
19831 
19832 
19833 
19834 
19835 
19836 
19837 
19838 
19839 
19840 


Coffin number 


19841 
19842 
19843 
19844 
19845 
19846 
19847 
19848 
19849 
19850 
19851 
19852 
19853 
19854 
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7 Sex | Cofin number 
16 Е | 19856 
T7 19857 
18 19858 
19 19859 
20|. 19860 
21 19861 
22 19862 
23 19863 
24 19864 





Average Duration >34 min 


Table XII: 15 November 1943 — Furnace no. III 
Coffin number 
20216 
20217 
20218 
20219 
20220 
20221 
20222 
20223 
20224 
20225 
20226 
20227 
20228 
20229 
20230 
20231 
20232 
20233 
20234 
20235 
20236 
20237 
20238 
20239 
20240 
20241 
20242 








Average Duration 235 min ИШ 
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3) Summary of the Topf Company’s Activities at Auschwitz- 
Birkenau 


The Topf Company’s area of activities was not strictly limited to crematoria, as outlined in 
Section II of this study. It extended into two other important areas: ventilation systems and 
disinfestations with hot air. The table below lists almost all deliveries ever made, and projects 
carried out, by Topf at the Auschwitz-Birkenau camp. These activities yielded a turnover of 
more than 240,000 Reichsmarks to this Erfurt firm. Where data are unknown, the respective 
cell was left blank. Date format is dd/mm/yyyy. 


Invoice Order No. | Amount | Date of Cost |Object Building* 
Date RM Estimate 


27/08/1940 10,679 | 17/4/1940 [Furnace no. 1 , KI 


zn) ӨЗ re E 
БАЛЫҒЫ! 


kg of compressed Monolite 


E 


















2/01/1941 | 


























Furnace no. 3 


16/12/1941 | sn 518.10 ЕГЕ Se к. 
repair work — 27/11 to- 
4/12/1941; 18 to 26/12/1941 | КІ | 


БА БН 
06/06/1942. | 251.50) 5 Installation v work -— 
355.6 



















|. 35562 s 
sending a technician for the 
ТЕШИ foundation of К ТУ KIV 
22/02/1943 42 D 243 ventilation system, EH ` 
22/02/1943 |42 D 243/1 921.60 Messing - installation of KU 
a EL И И 
22/02/1943 |42 О 1454 Koch - installation work 
БЕКИ TI BE | 
23/03/1943 |42 D 1422/3 | 3,258 —4 ash chamber doors — KIV&V 
ЛЕ: 8,700 kg of rock wool — 
s] gasifier grates ` [eee EEE, 
23/03/1943 |43 D 145/1 Demag- -Elektrozug (provi- | KU 
Ba — freight elevator) _ 
28/04/1943 |42 D 1454 1,128 installation work 1- 
PER 
їһгее-рһазе епсіпе 


53,702 30/9/1942 





ventilation system — | KM - 
Messing 


Et e 





Warm-air-supply duct КП 
(Warmluftzuführung) 
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Twork in the crematorium 
Messing - installation work 
1 through 30/4/1943 
[sending a technician 
housing for blowers 


waste incinerator (Müll-Ver- 





"30/06/1943 |42 D 24371 



















installation & travel ex- КШ 
penses 






19/10/1943 |43 О 204/1 





| 5/2/1943 | 








28/10/943| [365 |] ` Dnst 
{ventilation system 
d thermometers 


2 electric freight elevators 






25/03/1944 |43 D 145/3 









242,755.72 


* К = crematorium. ** Z = Zentralsauna 





4) Patents (and Patent Applications) by J.A. Topf & Söhne 


644 


Patents on cremation furnaces are in italics. 






Sargeeinfiihrvorrichtung fiir Verbrennungsöfen mit heb- 
und senkbarem Fahrgestell für den Sargträger 
493042 |Vorrichtung zum Nachverbrennen der Rückstände in 
















bene Feuerungen 


561643 |Feuerbestattungsofen mit drehbaren Rosten 





~ 587149 |Verfahren u. Ofen zur Zurückgewinnung von Blei und 
Kupferdraht aus Kabeln 











608462 |Wendeschraube f. mech. Wendeapparate 


612193 Verfahren z. gliechzeitigen Weichen und Ankeimen von 

— / LL з ——— — 
621449 |Luft- Zu- u. -Abführungs-Vorrichtung an drehbaren Tro- 

ickentrommel m. Geschlossenem Aussenmantel 


633197 ` Kegelförmige Absperrvorrichtung 














651506  Belüftungs-Einrichtung für staubförmige oder staubhal- 
tige Massengüter 








695325  |Mehrhorden-Malzdarre 






721513 |[Gutbehälterauslauf für Saugfórderanlagen in Speichern 
mit Mehreren Gutbehältern 





64 Thüringische Verwaltungsstelle — Kreisstelle Erfurt, Erfurt, Hindenburgstrasse. Patente der Firma 
J.A. Topf & Söhne, Erfurt, 20 November 1945. SE, 5/411 A 172. The list was completed with the re- 
sults of our research. 
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Germany 724940 











Verfahren und Vorrichtung zur selbsttätigen Belüftung 
von Getreideweichen mit mehreren Weichge- fässen 

Vorrichtung zur selbsttätigen Regelung der Arbeitsvor- 
gänge von Kasten-Keimtrommeln 














24/4 | Germany | 724941 - 











728529  |Vorrichtung zum selbständigen Regeln des Bewegungs- 
vorganges von Malzwendern, insbesondere von Keim- 


käst 


Germany 




















41/2 | Germany | 733328 |Vorrichtung zum Pressen und Imprägnieren von Malz- 
ll Ikeimen oder anderen landwirtschaftlichen Abfallstoffen 
/ Germania | patent appl. |Kontinuierlich arbeitender Leichen-Verbrennungsofen 





ür Massenbetrieb 






111596977 [Kastentrommel 





rbarem Wender 


5) Patent Applications by Department “DE” of J.A. Topf & 





Sóhne 
Date format: dd/mm/yyyy.$? 
Ref. No.| Protocol Мо. |Object Request Date 
39/1 | T 52 739 V/24 f |Mechanischer Stufenrost m. Wasserlaufkühlung 25/08/1939 


T 52 961 V/24 f |Rotbelag zu mechaniscehn Stufenrosten 21/10/1939 
5 Т 53 166 У/24 d |Einäscherungsofen mit Doppelmuffel 06/12/1939 
D 41/4 | T 56 022 V/24 f |Mechanischer Vorschubrost mit gekriimmten 05/08/1941 
Rostplattenträgern 
_ Т 56 340/V 24 f |Mechanischer Zonen-Vorschub-Rost 15/10/1941 
D 42/3 |Т 58 240/V 24 d |Kontinuerlich arbeitender Leichen-Verbrennungs- | 05/11/1942 
ofen für Massenbetrieb 























D 42/4 | T 58 282/V24 f |Luftgekühlte Rostplatten für mechanische Vor- 16/11/1942 
EE ——— —— у 202, 
D 42/6 | T 58 411 /V82 a |Querstromtrockner für kórnige Brennstoffe u. 17/12/1942 

ande- re Schüttgüter mit vor- u. nachgeschalteten- 
Mahlgang 
T 58 449 Ш/30 c | Mühle für Brennstoffe u. andere Schüttgüter 17/12/1942 
T 58 825 V/24 1 |Schornstein und Entlüftungsaufsatz 10/3/1943 
/ Verfahren zur mechanischen Lángs- und Quer- 10/3/1944 
schürung des Brennstoffbettes bei mechanischen- 
Schürrosten 





* Description of patents sent to the patent office of the German Reich: 
— Hochleistungsofen mit Aschendrehrost D.R.P. angem., 1934. 
- Elektrisch betriebener Topf-Einäscherungsofen DR P angem., 1935. 


65 LA. Topf & Söhne, Erfurt, Z. Zeitlaufende Patentanmeldungen “D”, 20 November 1945. Source: 
www.topfundsoehne.de/media dei 
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2. Glossary 


Abfall-Vernichtungs-Ofen 
Abgase 

Abgaskanäle 
Abgasventilator 
Absperrschieber 
Absperrventil 
Achtmuffel-Einäscherungsofen 
Anker 

Armaturen 

Asche-Urne, Ascheurne 
Ascheabkühlkammer 
Ascheausbrennkammer 
Aschebehälter 
Aschedrehrost 
Ascheentnahmerost 
Ascheentnahmetür 
Aschekapsel 

Aschekasten 
Aschenaufnahmebehälter 
Aschenraum 

Aschenschräge 
Aschentransportvorrichtung 
Auflager-Eisen 
Ausbrennraum 

Ausglührost 

äusseres Ziegelmauerwerk 
Befestigungs-Eisen 
Beharrungszustand 
Beheizung 

Beladung 

Belastung 
Beschickungseinrichtung 
Beschriftungs-Apparat 
Betriebsvorschrift 

Brenner 

Brennereinstellung 
Brennkammer 

Brennstoff 

Brennstofflager 
Brennstoffverbrauch 

Brikett 

D.R.P. (Deutsches Reichspatentamt) 
Dauerbetrieb 

DIN (Deutsche Industrie-Norm; Deut- 
sches Institut fiir Normung) 
direkte Eindscherung 
Doppelmuffel Einäscherungsofen 
Drahtseil 


waste incinerator 
exhaust/smoke/flue gas 
exhaust/flue gas channels 
exhaust fan 

closing slider/damper 

closing valve 

eight-muffle cremation furnace 
anchor irons/rods, drawing rods 
fittings, displays 

ash urn 

ash-cooling chamber 

ash post-combustion chamber 
ash container 

tiltable ash grate 

ash-removal grate 

ash-removal door 

ash capsule, urn 

ash container 

ash container 

ash chamber 

ash slope 

ash-transport device 
supporting iron bars (transverse) 
chamber to complete combustion 
post-combustion grate 

external brick masonry 
holding iron bar 

steady state 

heating 

loading 

load, strain 

loading device 

labeling device 

operating instruction 

burner 

burner adjustment 

cremation chamber 

fuel 

fuel storage 

fuel consumption 

briquette 

patent office ofthe German Reich 
continuous operation 
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German industrial standard; since 1975: German In- 


stitute for Standardization 

direct cremation 

double-muffle cremation furnace 
wire cable 
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drehbare Asche-Sammelplatte 
Drehklappe 

Drehrost 

Drehrostplatte 

Drehscheibe 
Dreimuffel-Einäscherungsofen 
Druckluftleitung 

Dunsthaube 

Einäscherung 
Einäscherungsanlage 
Einäscherungskammer 
Einäscherungsofen 
Einäscherungsraum 
Einäscherungsverfahren 
Einführrollen 

Einführtrage 

Einführtür 
Einführungsschieber 
Einführungstür 
Einführungswanne 
Einmuffel-Einäscherungsofen 
Entaschung 

Entwesungsofen 

Essengas 

Essenkanal 

Etageofen 

Exhaustor 
fahrbarer Ofen 

Fahrgestell 

Falschluft 

Feldofen 
feuerbeständig 
Feuerbestattung 
Feuerbestattungsofen 
Feuerbestattungsanlage 
Feuerbrücke 
feuerfest 

Feuertür 

Feuerung 

Flachbettofen 
Flugaschefreie-Verbrennungsgase 
Flugasche 
Flugaschen-Entstaubungsanlage 
Formstein 
Frischluftventilator 

Fuchs 
Fuchseinsteigeschachtverschluss 
Führungsrollen 
Füllschachtverschluss 
Gasabzug 

gasbeheizt 

Gaserzeuger 

Gasfeuerung 

Gaskanal 


tiltable ash-collection grate 
rotary vane 

tiltable grate 

tiltable grate panel 
rotatable platform 
triple-muffle cremation furnace 
compressed-air conduits 
fume (extractor) hood 
cremation 

cremation facility 
cremation chamber 
cremation furnace 
cremation room/hall 
cremation method 
introduction rollers 
introduction stretcher 
introduction door 
introduction 
introduction door 
introduction tub 
single-muffle cremation furnace 
ash removal 
disinfestation furnace 
flue gas 

flue channel 

multi-story furnace 
exhauster, extraction fan 
mobile furnace 

chassis 

unwanted air 

field furnace 
fire-resistant 

cremation 

cremation furnace 
cremation facility 

flame arrestor 
fire-proof 

fire door/hearth door 
firing/firebox 

flatbed furnace 
combustion gases free of fly ash 
fly ash 

fly-ash-removal device 
cinder block 

fresh-air fan 

flue 

lid of flue access shaft 
guide rollers 

closure of loading shaft 
gas/smoke/exhaust duct 
gas-fired 

gas generator/gasifier 
gas-fired system 

gas channel 
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Gaskoks 

Gebläse 
Gegengewicht 
Generator 
Generatorfüllschacht 


Generatorfüllschachtverschluss 


Generatorfülltür 
Generatorgase 
Generatorhals 
Generatorschacht 
geruchlos 
Gewölbe 


Gleis zur Beschickung der Öfen 


Gleis zur Kokszufuhr 
Gleittür 

halbindirekte Einäscherung 
Halbwölber 
Handwinde 
Hauptbrenner 
Hauptbrennraum 
Hauptfeuerung 
Hauptkanalschieber 
Hauptverbrennung 
Heisslufteindscherungsofen 
Heizfläche 

Heizgase 

Heizkammer 
Heizschlange 
Heizspirale 

Heizspule 

Heizung 

Heizversuch 
Hochheizung 
Holzfeuerung 
Hüttenkoks 

indirekte Einäscherung 
Isolierabsperrschieber 
Isoliermörtel 
Isolierstein 

Isolierung 
Kamineinband 
Kaminfeuer 

Keilstein 
Kieselgurmörtel 
Kieselgurstein 
Klemme 


Kohlenbeschickungsvorrichtung 


Kohlensäuregehalt 
Kohlentransportwagen 
Koks 

koksbeheizt 
Koksfeuerung 
Koksofen 

Kratze 


gas coke 

fan, blower 

counter weight 
generator/gasifier 
generator-/gasifier-loading shaft 
closure of generator-/gasifier-loading shaft 
door of generator-/gasifier-loading shaft 
generator gas, producer gas 
generator/gasifier neck 
generator/gasifier shaft 
odorless 

vault 

rails for loading the furnaces 
rails for coke delivery 
sliding door 

semi-indirect cremation 
semi-wedge bricks 

hand crank 

main burner 

main combustion chamber 
main hearth 
main-channel/duct/flue damper 
main combustion 

hot air cremation furnace 
heating surface 

heating gases 

heating chamber, of recuperator 
heating coil 

heating coil, heating element 
heating coil 

heating 

heating experiment 
heating/firing up 

wood-fired system 

foundry coke 

indirect cremation 

insulating damper 

insulation mortar 

insulation brick 

insulation 

chimney framing 

chimney fire 

wedge brick 
diatomaceous-earth mortar 
diatomaceous-earth stone 
clamp 

coal-loading device 

CO» content 

coal transportation cart 

coke 

coke-fired 

coke-fired system 

coke furnace 

scraper 
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Kremation 
Kremationsofen 
Krematorium 

Laufrolle 

Laufschiene 
Leicheneinäscherungsofen 


Leicheneinführungs-Vorrichtung 


Leichenhalle 
Leichenkeller 
Leichenraum 
Leichentrage 
Leichenverbrennung 
Leichenverbrennungsofen 
Leistung 

Lockfeuer 
Luftabschlussklappe 
Luftabschlussschieber 
Luftaustrittdüsen 
Luftdüsen 

Lufteintritt 
Lufterhitzer 
Lufterhitzrohr 

Luftgas 

Luftkammer 

Luftkanal 
Luftkanalverschluss 
Luftklappe 

Luftrosette 
Luftschieber 
Luftüberschuss 
Luftverteiler 
Luftzuführung 
Luftzutritt 
Mauerwerksmantel 
mm WS (Wassersäule) 
Monolit 

Motor-Raum 

Muffel 
Muffelabsperrschieber 
Muffelgewölbe 
Müllverbrennungsofen 
Müllverbrennungsraum 
Nachbrennkammer 
Nachbrennraum 
Nachglühraum 
Nachverbrennungskanäle 
Nachverbrennung 
Nachverbrennungsrost 
Nebenbrenner 
Normalstein 
Normalverbrennung 
Notkrematorium 
Oberluft 

Ofenanlage 


cremation 

cremation furnace 
crematorium 

guide roller/wheel 

guide rail 
corpse-cremation furnace 
corpse-introduction device 
corpse hall, morgue, mortuary 
corpse basement, underground morgue 
corpse room, morgue 
corpse stretcher 

corpse cremation 
corpse-cremation furnace 
power, performance 

pilot flame 

air shutter 

airclosing slider/damper 
air-exhaust nozzle 

air nozzle 

air-feed opening 

air heater 

air-heating pipe 

air gas 

air chamber 

air channel 

closure for air channel 

air shutter 

air rosette 

air damper 

air excess 

air manifold 

air supply 

air access (hole) 

outer brickwork 

mm water column (pressure) 
Monolite 

engine room 

muffle 

sliding muffle closure 
muffle vault 

waste incinerator 

waste incinerator room 
post-combustion chamber 
post-combustion chamber 
post-combustion chamber 
post-combustion channels 
post-combustion 
post-combustion grate 
auxiliary burner 

standard brick 

standard combustion 
makeshift crematorium 
upper air supply 

furnace facility 
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Ofengruppe 

Ofenmantel 

Ofenschieber 

offene Verbrennungskammer 
offene Verbrennungsstátte 
ölbeheizt 

Ölbrenner 

Ölfeuerung 

Ölvorwärmer 
Patentanmeldung 
Patentanspruch 
Patenterteilung 
Patentschrift 

Pfanne 

Planrost 

Planroststäbe 

primäre Luft 
Probeeinäscherung 
Prunktür 

Rauchabzug 
Rauchgasabzug 
Rauchgasausnutzung 
Rauchgase 
Rauchgasnachbrennkammer 
Rauchgasventilator 
Rauchkanal 
Rauchkanalschieber 
Rauchkanalschieberrahmen 
rauchlos 
Rauchverbrennung 
Reform-Einäscherungsofen 
Regenerator 
Regulierhebel 
Regulierventil 
Reichspatentamt 
Reinigungstür 
Rekuperation 
Rekuperator 

Reserveofen 
Ring-Einäscherungsofen 
Ring-Ofen 

Rohrgabel 

Rohrleitung 

Rollenbock 

Rost-Auflager 
Rostauflagerbalken 
Rückstände 
Rundeisenanker 

Sarg 

Sargbrückenstein 
Sargeinführtrage 
Sargeinführungsvorrichtung 
Sargeeinführungswagen 
Saugzug-Anlage 


furnace group 

furnace 

furnace damper 

open combustion chamber 
open cremation site 
oil-/naphtha-fired 
oil/naphtha burner 
oil/naphtha firing 
oil/naphtha pre-heating 
patent application 

patent claim 

patent issuance 

patent specification 

pan 

flat grate 

flat-grate bars 

primary air supply 
cremation experiment 
decorative door 

smoke duct 

smoke-gas duct 
exploitation of smoke gas (heat) 
smoke/exhaust/discharge gases 
smoke-gas post-combustion chamber 
smoke-gas fan 

smoke duct/flue 
smoke-duct damper 

frame of flue damper 
smokeless 

smoke combustion 
improved cremation furnace 
regenerator 

control lever 

control valve 

Reich’s Patent Office 
cleaning door 
recuperation 

recuperator 

back-up furnace 

ring cremation furnace 
ring furnace 

tube yoke 

piping 

roller block/pulley support 
grate support 

beam for grate support 
remnants, remains 

round iron anchors 

coffin 

coffin-support stone 
coffin-introduction stretcher 
coffin-introduction device 
coffin-introduction cart 
forced-draft device 
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Saugzug-Gebläse 
Schacht 

Schamotte 
Schamotteabsperrplatte 
Schamotteausmauerung 
Schamottefutter 
schamottegefiittert 
Schamottemarken 
Schamottemauerwerk 
Schamottemörtel 
Schamotterost 
Schamotteroststeine 
Schau-Öffnung 
Schauloch 

Schauluke 
Schieberplatte 
Schlacke 
Schlackenwolle 
Schlangensystem 
Schornstein 
Schornsteinmantel 
Schornsteinrohr 
Schrägrost 
Schrägroststäbe 
Schürgeräte 
Schürstange 
Schwadenabsaugung 
Seilkausche 

Seilrolle 

Seitenluft 

sekundäre Luft 

SK (Segerkegel) 
Sohle 

Spannschraube 
Spiralenrekuperator 
Stampfmasse 
Steigeisen 
Stundenleistung 
T-Eisen 

termisches Gleichgewicht 


Tierleichen-Verbrennungsöfen 


Trage 

Trockenheizung 
Trocknung 

Türplatte 

U-Eisen 
Umführungsrauchkanal 


Umleitung der Kohlenoxydgase 


Urne 
Urnenkasten 
Urnenkisten 
Urnenraum 
Ventilator 
Verankerung 


forced-draft blower 
shaft 

refractory clay, fireclay 
refractory damper 
refractory lining 
refractory lining 

lined with refractory clay 
refractory tags 
refractory masonry 
refractory mortar 
refractory grate 
refractory grate bars 
inspection opening 
inspection hole 
inspection port 

damper plate 

slag, cinder 

slag wool 

coil system 

chimney, smokestack 
outer chimney masonry 
chimney pipe 
slanted/sloping grate 
slanted/sloping grate bars 
poker 

poking bar 

fume extraction 

rope thimble 

cable pulley 

lateral air (supply) 
secondary air 

Seger cone 

bottom, floor 
clamping/tension screw 
coil recuperator 
caulking/packing mass/mix 
climbing/step iron 
hourly performance 
T-iron 

thermal equilibrium 
animal-carcass-incineration furnace 
stretcher 

heat drying 

drying out, desiccation 
(refractory) door plate 
U-iron 

flue/smoke duct 
diversion of CO gases 
um 

urn case 

urn box 

urn room 

ventilator, fan 
anchoring, bracing 
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Verankerungs-Eisen 
Verbrennung 
Verbrennungsgase 
Verbrennungsgegenstand 
Verbrennungsraum 
Versandkasten 
Verschiebwagen 
Vierkanteisen 
Vierkantstäbe 
Vorheizung 
Vorwärmer 
Wärmebelastung 
Wärmebilanz 
Wärmespeicher 
Wasserbehälter 
Wassergas 
Windleitung 
Winkeleisen 
Wirkungsgrad 
Wölbstein 

Zentner 

Zug 

Zugmesser 
Zugstärke 
Zugverstärkungs-Anlage 


anchoring/bracing (iron) bar 
combustion 

combustion gases 
combustion object 
combustion chamber 
shipping box 

relocation cart 

square iron 

rectangular bars 
preheating 

preheater 

thermal load/stress 
heat/thermal balance 

heat accumulator/reservoir 
water container 

water gas 

blast pipe 

angle iron 

efficiency (rate/factor) 
arch brick 

50 kg 

chimney duct or draft 
draft gauge 

draft strength/intensity 
Draft-improvement device 
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3. Symbols 


Not included are chemical (element) symbols. 


a = heat transfer coefficient (Wärmeübergangszahl, in kcal m? °C h"')) 
= Wë? ec 1 

Y — specific density 

n = efficiency factor (Wirkungsgrad) 

à | = thermal conductivity (Wärmeleitzahl; in kcal m! °C! h’) 

o = radiation ratio (Austrahlungsverhältnis) 

A = ashes (Aschen) 

B  - fuel (Brennstoff) 

BTU = British Thermal Unit (1 BTU = 0.252 Kcal) 


Cp = specific heat (spezifische Wärme) 

Cpm = average specific heat (mittlere spezifische Wärme) 
Е = surface, area (Fläche) 

G = weight (Gewicht) 

Но = u.h.v., upper heating value (oberer Heizwert) 

hp - horsepower 

На = 1.h.v., lower heating value (unterer Heizwert) 


Hua = lower heating value of ashes (Unterer Heizwert Asche) 


1 = heat, enthalpy (thermal contents) 

К = thermal transmittance (Wärmedurchgangszahl) 
L = air (Luft) 

m = Excess-air ratio (Lufiverhültnis) 

q = cross-sectional area of chimney (Ouerschnitt) 
PS = horse power (Pferdestärke) 


R = smoke gas (Rauchgase) 

Rg = weight of smoke gas (Rauchgase Gewicht) 

Ry = heat loss via smoke gas (Rauchgase Verlust) 

U = uncombusted (Unverbranntes) 

V = heat loss (Verlust) 

Va = heat loss via ashes and slag (Verlust Asche) 

Vis = heat loss via masonry by conduction and radiation (Verlust Leitung-Strahlung) 
Vsch = heat loss via chimney (Verlust Schornstein) 

Үш = heat loss via uncombusted gas (Verlust unverbrannt) 
W = heat (Wärme) / water (Wasser) 

WS = water column (Wassersäule): 1 mm WS = 1 kg/m? 
Z = time (Zeit) 
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4. Abbreviations of Archive Names 


AGK 


AKfSD 
AMS 
APMGR 
APMM 
APMO 
BAK 
DPA 
GARF 
IMT 
KfSD 
ÖDMM 
PRO 
PT 
ROD 
SB 

SE 

SW 
RGVA 
VHA 


WAPL 


Archiwum Glównej Komisji Badania Zbrodni Przeciwko 
Narodowi Polskiemu Instytutu Pamieci Narodowej (Archive of 
the Central Commission for the Investigation of Crimes against 
the Polish People, National Memorial) Warsaw 

Archiv des Kuratoriums für Sühnemal KZ Dachau (Archive of 
the Foundation for Atonement at KZ Dachau) 

Archiwum Muzeum Stutthof (Archive of the Museum at Stut- 
thof) 

Archiwum Panstwowego Muzeum Gross-Rosen (Archive of 
National Museum of Gross-Rosen), Walbzrych 

Archiwum Panstwowego Muzeum na Majdanku (Archive of 
National Museum at Majdanek) 

Archiwum Panstwowego Muzeum w Oswiecimiu (Archive of 
National Museum at Auschwitz) 

Bundesarchiv Koblenz 

Deutsches Patentamt, Berlin 

Gosudarstvenni Archiv Rossiskoi Federatsii (National Archive 
of the Russian Federation), Moscow 

Trial of the Major War Criminals before the International Mili- 
tary Tribunal, published in Nuremberg 1947 

Kuratorium für Sühnemal KZ Dachau 

Öffentliches Denkmal und Museum Mauthausen 

Public Record Office, London 

Pamätnik Terezin (Terezin/Theresienstadt Monument) 
Rijksinstituut voor Oorlogsdocumentatie (National Institute for 
War Documentation), Amsterdam 

Sennefriedhof Bielefeld 

Stadtarchiv Erfurt 

Staatsarchiv Weimar 

Tsentr Chranenjia Istoriko-dokumental’nich Kollektsii (Center 
of Preservation of the Historico-Documentary Collection), 
Moscow 

Vojensky Historicky Archiv (Archive of Military History), Pra- 
gue 

Wojewödzkie Archiwum Panstwowe w Lublinie (National Pro- 
vincial Archive, Lublin) 
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Topf, J.A., & Söhne, Erfurt, Topf Abfall-Vernichtungs-Ofen (leaflet of 1940). 





5.2.1.10. Company Brochures 


BBC Brown Boveri Elektro-Kremationsöfen. 

Equipements de crémation Tabo. 

Ferbeck & Vincent, Fours de crémation Modulaires, type C 411. 

Heinicke Feuerungs- und Schornsteinbau, H.R. Heinicke Einäscherungsofen, undated com- 
mercial brochure. 

Industrial Equipment & Engineering Co. Ener-Tek II Cremator. 

Kremationsöfen, System Ruppmann Typ 070/3. 

Topf, J.A., & Söhne, Erfurt, Öfen für Krematorien System Topf (leaflet of 1926). 

Topf, J.A., & Söhne, Erfurt, Topf Abfall-Vernichtungs-Ofen (leaflet of 1940). 


5.2.1.11. Manuals, Dictionaries and Encyclopedias 





Bordoni, Ugo, Tecnologia del calore. Collana Trattato generale teorico pratico dell’arte 
dell'ingegnere civile, industriale ed architetto. Casa Editrice dottor Francesco Vallardi, 
Milan 1918. 

Brockhaus der Naturwissenschaften und der Technik. F.A. Brockhaus, Wiesbaden 1958. 

Cantagalli, Alberto, Nozioni teorico-pratiche per i conduttori di caldaie e generatori di va- 
pore. G. Lavagnolo Editore, Turin 1940. 

Colombo, G., Manuale dell ingegnere civile e industriale, Hoepli, Milan 1916 and 1926. 

Enciclopedia Curcio di Scienza e Tecnica. Armando Curcio Editore, Rome 1973. 

Enciclopedia della Scienza e della Tecnica. Mondadori, Milan 1963. 

Enciclopedia Italiana, Rome 1949. 

Forest Products Laboratory (ed.), Wood Handbook: Wood as an Engineering Material, U.S. 
Department of Agriculture, Madison, WI, 2010; 
www fpl.fs.fed.us/documnts/fplgtr/fplgtr190/chapter_04.pdf. 

Fornasini, Giulio, Generatori di vapore. Briano Editore, Genoa 1960. 

Giua, Michele, Clara Giua-Lollini, Dizionario di chimica generale e industriale. Unione Ti- 
pografico-Editrice Torinese, Turin 1948. 

Große Brockhaus, Der, 1930. 

“Hütte” des Ingenieurs Taschenbuch. Verlag von Wilhelm Ernst und Sohn, Berlin, vol I: 
1931; vol. IV: 1938. 

Manuale dell'ingegnere Nuovo Colombo. Hoepli, Milan 1990. 

McPhee, S., M. Papadakis, L. Tierney, Current Medical Diagnosis and Treatment, vol. 47, 
McGraw-Hill Professional, New York 2008 

Meyers Grosses Konversations-Lexicon, 6th ed., 1905. 

Meyers Handbuch über die Technik. Bibliographisches Institut, Mannheim 1964. 

Meyers Lexikon, Tth ed., 1926. 

Pierini, Ferdinando, La conduzione dei generatori di vapore. A.N.C.C., Rome 1977. 

Recknagel-Sprenger, Taschenbuch für Heizung, Lüftung und Klimatechnik. R. Oldenbourg, 
Munich 1959. 

Salvi, Giuliano, La combustione. Teoria e applicazioni. Tamburini Editore, Milan 1972. 
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5.2.2. Topf & Söhne, Erfurt 


5.2.2.1. General Company Information 

Boegl, Deutschland Städtebau. Erfurt. Bearbeitet im Auftrage des Magistrats Erfurt. “Dari” 
Deutscher Architektur- und Industrie-Verlag, Berlin-Halensee 1922. 

Deutsches Reichs-Adressbuch für Industrie, Gewerbe Handel. Buch II: Adressen-Verzeich- 
nis. Ausgabe 1940. Druck: Buch- und Tiefdruck Gesellschaft m.b.h., Berlin. 

Die Grossunternehmen im Deutschen Reich. Band 7: Handbuch der Ges. m.b.H. mit einem 
Kapital ab RM 500 000 einschl. der Kom.-Ges., Off. Handels-Ges. und Einzelfirmen der 
gleichen Gróssenordnung. 1941. Verlag Hoppenstedt & Co., Berlin C 2. 

Einwohnerbuch der Stadt Erfurt 1931/32. Bearbeitet und herausgegeben von Gebr. Richters 
Verlagsanstalt, Erfurt, unter Mitarbeit der Behórde und Gemeinden. 

Assmann, Aleida, Frank Hiddemann, Eckhard Schwarzenberger (eds.), Firma Topf & Sóhne 
— Hersteller der Öfen für Auschwitz. Ein Fabrikgelände als Erinnerungsort?, Campus 
Verlag, Frankfurt-New York, 2002. 

Gutsche, Willibald (ed.), Geschichte der Stadt Erfurt. Hermann Bóhlaus Nachfolger, Weimar 
1986. 


5.2.2.2. The Topf Cremation Furnaces 

“Elektrisch betriebener Topf-Einäscherungsofen. D.R.P. angem.,” in: Zentralblatt für Feuer- 
bestattung, 7. Jg., Nr. 6, 1935, pp. 88-90. 

Etzbach, Hugo, Der technische Vorgang bei einer Feuerbestattung. Druck Johannes Friese, 
Cologne 1935. 

Jakobskötter, Rudolf, “Die Entwicklung der elektrischen Einäscherung bis zu dem neuen 
elektrisch beheizten Heisslufteinäscherungsofen in Erfurt,” in: Gesundheits-Ingenieur, 
64. Jg., Nr. 43, 1941, 579-587. 

Reichenwallner, Balduin, Tod und Bestattung. Katakomben-Verlag/ Balduin Reichenwallner, 
Munich 1926. 

Stenger, Heinrich, “Ergebnisse mit einem gasbeheizten Einäscherungsofen neuer Bauart,” in: 
Gesundheits-Ingenieur, 62. Jg., Nr. 2, 1939, pp. 17f. 

Topf, J.A., & Söhne, Erfurt, Öfen für Krematorien System Topf (leaflet of 1926). 

Weiss, Konrad, “Der erste deutsche elektrisch beheizte Einäscherungsofen im Krematorium 
Erfurt,” in: Gesundheits-Ingenieur, 57. Jg., Nr. 37, 15 September 1934, pp. 453-457. 

Weiss, Konrad, “Die Entwicklung des elektrisch beheizten Einäscherungsofen im Kremato- 
rium Erfurt,” in: Gesundheits-Ingenieur, 60. Jg., Nr. 11, 1937, pp. 159-162. 


5.2.2.3. Crematoria with Topf Furnaces 


“Das Hanauer Krematorium,” in: Zentralblatt für Feuerbestattung, 2. Jg., Nr. 4, 1930, p. 62. 

“Das Krematorium zu Hirschberg in Preussisch-Schlesien,” in: Phoenix. Blätter für wahlfreie 
Feuerbestattung und verwandte Gebiete, Vienna, XXVIII. Jg., Nr. 10, 1915, pp. 296-298. 

"Deutschlands neueste Feuerehrungshalle in Lauscha," in: Zentralblatt für Feuerbestattung, 
7. Jg., Nr. 1, 1935, p. 10. 

“Die Hirschberger Feuerhalle," in: Phoenix. Blätter für wahlfreie Feuerbestattung und ver- 
wandte Gebiete, Vienna, XXIX. Jg., Nr. 4, 1916, pp. 97-104. 

“Köln erhält ein Krematorium,” in: Zentralblatt für Feuerbestattung, 7. Jg., Nr. 2, 1935, p. 
27. 

“Krematorium Forst (Lausitz),” in: Zentralblatt für Feuerbestattung, 2. Jg., Nr. 4, 1930, p. 
60. 





5.2.2.4. Topf Patents and Patent Applications 
See the general patent listing above and Appendix 1.4. 
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5.2.3. Holocaust History 


Blumental, Nachman, Dokumenty i materialy. Wydawnictwa Centralnej Zydowskiej Komisji 
Historycznej w Polsce, Łódz 1946, 2 volumes. 

Czech, Danuta, Kalendarium der Ereignisse im Konzentrationslager Auschwitz-Birkenau 
1939-1945. Rowohlt Verlag, Reinbek bei Hamburg 1989. 

Czuj, Tadeusz, Kempisty, Czestaw, “Spopielanie zwlok wieznöw obozu Gross-Rosen w 
komunalnym krematorium Legnity ху latach 1940-1943,” in: Biuletyn Glöwnej Komisji 
Badania Zbrodni Hitlerowskich w Polsce, XXVU, 1977. 

Dtugoborski, Wacław, Franciszek Piper (eds.), Auschwitz 1940-1945. Studien zur Geschichte 
des Konzentrations- und Vernichtungslagers Auschwitz, Verlag des Staatlichen Muse- 
ums Auschwitz-Birkenau. Oswiecim, 1999. 

Gauss Ernst (ed.), Grundlagen zur Zeitgeschichte. Ein Handbuch über strittige Fragen des 
20. Jahrhunderts. Grabert-V erlag, Tiibingen 1994. 

Gauss, Ernst (ed.), Dissecting the Holocaust. The Growing Critique of “Truth” and 
“Memory,” Theses & Dissertations Press, Capshaw, AL, 2000. 

Graf, Jürgen, Thomas Киев, Carlo Mattogno, Sobibor. Holocaust Propaganda and Reality. 
The Barnes Review, Washington, D.C., 2010. 

Graf, Jürgen, Carlo Mattogno, Concentration Camp Majdanek. 3rd edition, The Barnes Re- 
view, Washington, D.C., 2012. 

Gutman, Yisrael, Michael Berenbaum (eds.), Anatomy of the Auschwitz Death Camp. Indiana 
University Press, Bloomington and Indianapolis 1994. 

Internationales Lagerkomitee Buchenwald (ed.), Konzentrationslager Buchenwald. Bericht 
des internationalen Lagerkomitees Buchenwald. Thüringer Volksverlag, Weimar, unda- 
ted (but 1949). 

Kogon, Eugen, Der SS-Staat. Das System der deutschen Konzentrationslager. Verlag Karl 
Alber, Munich 1946. 

Kommunistischen Partei Deutschlands (ed.), Das war Buchenwald! Ein Tatsachenbericht. 
Verlag für Wissenschaft und Literatur, Leipzig, undated. 

Kryl, Miroslaw, “Deportacja wiezniöw terezinskiego getta do obozu koncentracyjnego na 
Majdanku w 1942 roku,” in: Zeszyty Majdanka, vol. XI, 1983. 

Kubica, Helena, “Kinder und Jugendliche im KL Auschwitz,” in: Diugoborski/Piper 1999, 
vol. II. 

Langbein, Hermann, Der Auschwitz-Prozess. Eine Dokumentation. Europa Verlag, Vienna, 
Frankfurt, Zürich 1965, 2 volumes. 

Leuchter, Fred А., Ап Engineering Report on the Alleged Execution Gas Chambers at Ausch- 
witz, Birkenau and Majdanek, Poland, Fred A. Leuchter, Associates, Boston, MA, April 
1988. 

Lukaszkiewicz, Zdzislaw, “Obóz koncentracyjny i zaglady Majdanek,” in: Biuletyn Głównej 
Komisji Badania Zbrodni Niemieckich w Polsce, 1948. 

Mattogno, Carlo, Special Treatement at Auschwitz. Origin and Meaning of a Term, Theses & 

Dissertations Press, Chicago 2004. 

Mattogno, Carlo, The Central Construction Office of the Waffen-SS and Police Auschwitz. 

Theses & Dissertations Press, Chicago 2005. 

Mattogno, Carlo, Genesi e funzioni del campo di Birkenau, 2008, 

http://vho.org/aaargh/fran/livres8/CMGeneralplanOst.pdf 

Mattogno, Carlo, Le camere a gas di Auschwitz. Studio storico-tecnico sugli “indizi crimi- 

пай” di Jean-Claude Pressac е sulla “convergenza di prove" di Robert Jan van Pelt. 

Effepi, Genoa 2009. 

Mattogno, Carlo, Auschwitz: The Case for Sanity, The Barnes Review, Washington, DC, 

2010; 2nd ed.: The Real Case for Auschwitz, Castle Hill Publishers, Uckfield 2015. 

Mattogno, Carlo, “Auschwitz: The End of a Legend,” in: G. Rudolf (ed.), Auschwitz: Plain 
Facts—A Response to Jean-Claude Pressac, 2nd ed., The Barnes Review, Washington, 
D.C., 2011, pp. 117-190. 
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Nyiszli, Miklos, /m Jenseits der Menschlichkeit. Ein Gerichtsmediziner in Auschwitz. Dietz 
Verlag, Berlin 1992. 

Piper, Franciszek, "Das Nebenlager Blechhammer,” in: Hefte von Auschwitz, Wydawnicstwo 
Panstwowego Muzeum w Oswiecimiu, 10, 1967. 

Piper, Franciszek, Die Zahl der Opfer von Auschwitz. Verlag des Staatlichen Museums in 
Oswiecim, 1993. 

Piper, Franciszek, “Gas Chambers and Crematoria,” in: Gutman/Berenbaum 1994. 

Pressac, Jean-Claude, The Struthof Album: Study of the Gassing at Natzweiler-Struthof of 86 
Jews Whose Bodies Were to Constitute a Collection of Skeletons. The Beate Klarsfeld 
Foundation. New York 1985. 

Pressac, Jean-Claude, Auschwitz: Technique and Operation ofthe Gas Chambers. The Beate 
Klarsfeld Foundation. New York 1989. 

Pressac, Jean-Claude, Les crematoires d’Auschwitz. La machinerie du meurtre de masse. 
CNRS Editions, Paris 1993. 

Pressac, Jean-Claude, Le macchine dello sterminio. Auschwitz 1941-1945. Feltrinelli, Milan 
1994. 

Rudolf, Germar (ed.), Dissecting the Holocaust. The Growing Critique of “Truth” and 
“Memory,” 2nd ed., Theses & Dissertations Press, Chicago 2003. 

Schnabel, Raimund, Macht ohne Moral. Eine Dokumentation über die SS. Röderberg-Verlag, 
Frankfurt/Main 1957. 

Staatliches Museum Auschwitz (ed.), Sterbebücher von Auschwitz. K.G. Saur. Munich 1995, 
3 volumes. 

Terezinska Iniziativa (ed.), Terezinska Pametni Kniha, Terezinska Iniciativa Melantrich, 
1995. 

van Pelt, Robert Jan, The Case for Auschwitz. Evidence from the Irving Trial, Indiana Uni- 
versity Press. Bloomington and Indianapolis, 2002. 
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6. Indices 


6.1. Names 


467 


This index contains only names of individuals of importance in the context if 
the present study which appear in the main text, not in footnotes. In SMALL CAPS: 
designers, manufacturers and patent holders of crematoria and cremation sys- 
tems; in italics: executives and employees of the company J.A. Topf & Söhne, 


Erfurt. 


=Å 
ASEA BROWN BOVERI: 152 


= B— 

BASSE, WILHELM: 186 

BECK, GEBRÜDER: 38, 49, 51, 
61, 73f., 94, 98f., 100f., 
132f., 161, 163, 295-297, 
331, 335, 380 

Bertani, Agostino: 44 

Beutinger, Emil: 39-42, 331 

Bischoff, Karl, SS- 
Hauptsturmführer: 218, 
221-232, 235-243, 289, 
293, 339, 342-344 

Bode, military doctor: 140 

Boos, Friedrich, Comp.: 
344f. 

BOURRY: 52 

BROWN BOVERI & CIE: 71, 
91Ғ, 101f., 373 

Briick, August, Kapo: 237f. 

BRUNETTI, Lodovico: 45 

BUESS, WILHELM: 57 

BUNZLAUER WERKE 
LENGERSDORFF & Co.: 56 


—C— 
CADET, A.: 46 
Castiglioni, Pietro: 44 
Coletti, Francesco: 44 
Collmener Schamottewerke 
GmbH, Comp.: 213, 218 
CONLEY: 53 
Créteur, Louis, chemist: 139- 
141 


=D 
D’Arrest, military doctor: 
140 


DAVIES: 52 

Dawidowski, Roman, Polish 
expert: 334-336, 392 

Deana, Franco, engineer: 11 

Dejaco, Walter, SS- 
Untersturmführer: 228, 232 

DIDIER (STETTIN): 61, 74, 86, 
161f., 335, 380, see also 
SCHNEIDER-DIDIER and 
STETTINER 
SCHAMOTTEFABRIK 

DIDIER WERKE: 198, 397, 
3994. 

Dolinskij, Soviet expert: 334 

Dorovius, E., engineer: 49 

DOWSON & MASON: 104 

Du Jardin, G.: 44 


=— = 
ЕісКе, Тһеодог, 55- 
Gruppenführer: 208 
Eirenschmalz, Franz, SS- 
Standartenführer: 227 
EMcH & co.: 87, 90, 100 
ENER-TEK: 153 
ENGLE SANITARY & 
CREMATION CO. DES 
MOINES: 52 
Erdmann, Paul: 291, 293 
Ertl, Fritz, SS- 
Untersturmführer: 233 


= F— 
FEIST, GEORG: 145, 149 
FERBECK & VINCENT: 153 
FICHET: 46, 51, 96f. 
Fichtl, engineer: 106 
Fleck, Dr. H.: 28, 48 
Freygang, Paul: 97 
Fröhlich, H.: 140 


=G 
GEBRÜDER BECK: see BECK, 
GEBRÜDER; see also 
KLINGENSTIERNA-BECK 
GIDDINGS, LAWSON HENRY: 
58 
GORINI, PAOLO: 45-48, 149 
Grabner, Maximilian, SS- 
Untersturmführer: 220, 228 
Graf, Jürgen: 12 
Granata, Russell: 12 
Grigor’ev, Soviet expert: 327 
Grimm, Jakob: 44 
GROSSKOPF, LUDWIG & Co: 
407 
GUZZI, PALAMEDE: 47 


= Н — 

Hartmann & Braun, Comp.: 
85 

Heepke, Wilhelm, engineer: 
26f., 40f., 49, 74, 111, 119- 
122, 301, 315, 346, 357, 
362 

HEINICKE, H.R.: 74, 78, 81f., 
151, 167, 347 

HELLER, LUDWIG: 166 

Hellwig, Friedrich, engineer: 
79f., 90, 106 

Henzi, R.: 87f. 

Himmler, Heinrich: 15, 236, 
401, 406, 408 

Holik (Holick), Martin, : 233, 
245, 247 

Hóss, Rudolf, SS- 
Obersturmbannführer: 238, 
289, 334f. 

Huta Hoch- und Tiefbau 
A.G., Comp.: 232, 234, 250 
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--І-- 
IGNIS-HUTTENBAU A.G.: 154, 
295, 380, 393, 400 
INDUSTRIAL EQUIPMENT & 
ENGINEERING CO.: 153 


=J= 

Jährling, Rudolf: 237f., 240, 
249, 368f. 

Jakobskötter, Rudolf, 
engineer: 183 

Janisch, Josef, SS- 
Untersturmführer: 233, 244 

Jones, E.W.: 14, 104, 303, 
332 

Jothann, Werner, SS- 
Obersturmführer: 246 


— kK — 

Kammler, Hans, SS- 
Brigadefiihrer: 222, 224, 
227, 229, 236f., 293f., 3424. 

Keller, Alberto: 45 

Keller, G.: 92f. 

Keller, Hans, engineer: 69- 
73, 91-93, 106, 353f., 363, 
3724. 

KERGEL, МАХ J.: 56, 169 

Kessler, Richard, engineer: 
14, 38, 61f., 66-73, 79, 92- 
95, 98, 105f., 122, 128, 
163, 166, 295-300, 308f., 
313, 330f. 

Kirschnek, Hans, SS- 
Unterscharfiihrer: 226, 
233, 236-242, 344 

KLETINER, MARTIN: 31, 94, 
178, 193, 400f. 

KLINGENSTIERNA: 38, 49, 96, 
105, 111, 132, 331 

KLINGENSTIERNA-BECK: 50f., 
132 

Knös, R.: 51, 169 

Koch, Wilhelm: 216, 219f., 
233, 235, 241, 245, 247, 
425 

Koehler, Robert, Comp.: 
222-227, 233f., 239-245 

Kogon, Eugen: 209 

Kopp, G.: 46 

Kort, HANS: 15f., 59f., 74, 
132f., 143, 150, 163, 198, 
275, 288, 295, 303, 309, 
313f., 317f., 321, 324-336, 
347, 361, 371, 380-390, 
399f. 


KORTING AG: 57 

Kraupner, Hans, engineer: 29 

Krauze, Soviet expert: 327 

Kubitz, Comp.: 391 

KUBORN & JACQUES: 47 

Küchenmeister, Friedrich: 
44, 48, 141 


=L= 

LAGÉNARDIÈRE: 46 

Lante, military doctor: 139f. 

Lavruschin, Soviet expert: 
334 

Lebrasseur, M., Prof.: 40 

Leisse, J.F.B., Comp.: 166 

Lenzer, SS-Sturmbannführer: 
313, 387 

Leonard, L.G.A.: 298 

Liebehenschel, Arthur, SS- 
Obersturmbannfiihrer: 237, 
245, 406, 409 

Locatelli, Anna Pozzi: 45 

Lubitz, Heinz, SS- 
Unterscharführer: 225 

LUDWIG, KARL, engineer: 77, 
82, 163, 166 


= M= 
Maccone, Luigi: 139, 148 
MARSCH, ADOLF: 146-149, 
288 
Mehr (Mähr), Albert. 218f. 
Messing, Heinrich: 239, 
425f. 
Möckel, Karl Ernst, SS- 
Obersturmbannführer: 228 
Moleschott, Jakob, Prof.: 44 
Morawa, Mieczysław, Kapo: 
238 
Mühling, Paul: 61 
Mulka, Robert, SS- 
Hauptsturmführer: 226 
MULLER & FICHET: see 
Fichet 
Mussfeldt, Erich, SS- 
Hauptscharführer: 317 





--М-- 
Nagel, Robert: 97 





=P 
Palitsch, Boriwoje: 397 
Peters, A.: 61, 73 
Pini, Gaetano: 45, 143 
Plützsch, Comp.: 219f., 244 
POLLI, GIOVANNI: 45 
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POLLI-CLERICETTI: 45, 52 

Pollok, Josef, SS- 
Oberscharführer: 222, 225 

Pressac, Jean-Claude: 11f., 
159, 266, 295, 341, 343f., 
408 

PROMETHEUS: 53 

Prüfer, Kurt. 14, 79, 163, 
166, 215, 229-247, 252, 
265, 279, 287, 289, 292f., 
310f., 336, 342, 367f., 374, 
400, 409 


QUEHL, VIKTOR: 175, 185 


=R= 
Reclam, Karl, Prof.: 44 
REY: 47, 145 
Richter, Hermann, Prof.: 44 
Roth, Wilhelm: 48, 140f. 
ROTHENBACH & Со.: 53 
RUPPMANN, WILHELM: 33, 
42f., 50f., 69, 74, 86, 96f., 
132f., 154f., 161, 163, 331, 
372, 380 


— S — 

Sander, Fritz: 166f., 175, 
192, 286, 288-293, 318f., 
406 

SAUERLAND, WILHELM: 54 

Schlachter, August, SS- 
Untersturmführer: 214-219 

Schläpfer, Paul, Prof.: 28f., 
66, 89f., 97, 105f., 320f. 

Schnabel, Reimund: 290 

SCHNEIDER, RICHARD: 36, 50, 
95f., 105, 132f., 145, 161, 
331, 380, see also 
SCHNEIDER-DIDIER 

SCHNEIDER-DIDIER: 163, 380 

Schuer, Soviet expert: 334 

Schuler, Otto, Comp.: 236 

Schultze, Karl: 14, 238f., 310 

Schumacher, Fritz: 176 

Seidler, Fritz August, SS- 
Obersturmführer: 212 

SIEMENS, FRIEDRICH: 38, 44, 
48f., 55, 59, 96, 105, 132, 
142, 289, 331, 334 

Siemens-Halske, Comp.: 85 

SIMON & BOURRY: 52 

Stenger, Heinrich: 310 
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STETTINER 
SCHAMOTTEFABRIK A.G.: 
61, 74, 132f., 162 

Swiszczowski, Stefan: 221, 
224 


=T= 

TABO: 153, 298 

Teljaner, Soviet expert: 327, 
329 

Thilenius, D.: 44 

Tilly, H., engineer: 61, 108, 
110 

TOISUL & FRADET: 61, 96f., 
132 

TOPF & SÖHNE: passim 

Topf, Ernst Wolfgang: 231, 
265, 367 


Topf, Johann Andreas, 
founder of Topf: 159 

Topf, Julius: 159 

Topf, Ludwig: 159, 231, 232, 
265, 367 

Trusen, J.P.: 44 


--У-- 
VENINI, GIUSEPPE: 47Ё. 
VOLCKMANN, HANS: 77-82, 
163, 166 
VOLCKMANN-LUDWIG: 69, 
74, 80-82, 86, 94f., 101, 
151, 163, 166f., 175, 180, 
183, 347, 395, 400 


—W— 
W. MÜLLER. Co.: 74f., 97 


6.2. Concentration Camps 


Auschwitz: passim 
Bergen-Belsen: 381, 390 
Birkenau: passim 
Blechhammer: 381, 390 
Buchenwald: 12, 16, 200, 
207-210, 232f., 237f., 
265f., 269, 273, 279, 288, 
304, 311, 368, 401, 407 
Dachau: 12f., 16, 74f., 97, 
203-208, 275, 381, 383, 
385f., 388, 399 
Dora-Mittelbau: 381, 390 
Ebensee: 381 
Flossenbiirg: 381 
Gross-Rosen: 16f., 265, 381, 
390f., 401, 407 
Gusen: 12-17, 203-207, 260, 
285, 295, 299-303, 309f., 
316f., 336, 346f., 350, 


355f., 359, 363f., 369, 371, 
390 

Lublin-Majdanek: 14, 17, 
250, 295, 317, 324, 330, 
333f., 381, 387-390, 399 

Majdanek: see Lublin- 
Majdanek 

Mauthausen: 12, 16, 199f., 
203, 205, 233, 251-253, 
257f., 261, 266, 276, 285, 
292, 294f., 381, 384f., 401, 
407 

Natzweiler-Struthof: 381, 
390 

Neuengamme: 381, 383, 390 

Ravensbriick: 381, 390 

Sachsenhausen: 14f., 208, 
295, 324, 327, 330-334, 
381-390, 399-407 


6.3. Crematorium Locations (Civilian) 


=——=А == 
Aarau: 98 
Albstadt-Ebingen: 152 
Altenburg: 134 
Apolda: 133 
Arnstadt i.Th.: 133, 172 
Augsburg: 133 
Aussig: 134 


—B— 
Baden-Baden: 132 


Baltimore: 52 

Baltimore, MD: 136 

Berlin-Gerichtsstrasse: 132, 
162, 347 

Berlin-Treptow: 61, 80, 132 

Berlin-Wilmersdorf: 86, 110, 
119, 122, 133, 162 

Bern: 93 

Bernburg: 133 
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Walther & Co. 
Dampfkesselwerk, Comp.: 
344 

Wassner, SS- 
Unterscharfiihrer: 299 

Weiss, Konrad: 181, 183 

Weyl, Th.: 143, 380 

Willing, August: 203, 316, 
360 

Wirths, Eduard, SS- 
Hauptsturmführer: 238 

Wirtz, SS-Sturmbannführer: 
229 

Wolter, H.: 81, 85f. 


7, 
Zuntz, Prof.: 108 


Struthof: see Natzweiler- 
Struthof 

Stutthof: 14-17, 295, 324, 
329, 332-334, 339, 344, 
381, 384f., 390f., 399, 4064. 

Terezin (ghetto): 12-16, 295, 
314, 393-397, 400f., 409, 
417f. 

Theresienstadt (ghetto): see 
Terezín (ghetto) 

Trawniki: 250 

Trzebinia (Trzebionka): 381, 
390 

Vught: 381, 390 

Westerbork: 14f., 295, 303f., 
308f., 314, 316, 334, 336, 
347, 371, 381, 411 

Wewelsburg: 102f., 401 


Biel (Bienne): 33, 38, 42f., 
69, 71, 91-93, 98, 101f., 
163, 354, 372f. 

Bielefeld: 102f., 134, 401 

Birmingham: 137 

Bochum: /68 

Boston: 52 

Boston, MA: 136 

Bradford: 137 

Brandenburg: 133 

Braunschweig: 133 
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Bremen: 132 
Bremerhaven: 134 
Breslau: 133, 168 
Brussels: 166f. 
Brüx: 134 
Buffalo, NY: 136 


— © —— 
Celle: 134, 168 
Chemnitz: 132, 168 
Chicago, IL: 136 
Cincinnati, OH: 136 
Coburg: 132 
Cologne: 134 
Croydon: 91 
Cuxhaven: 134 


== | рин 
Danzig: 133 
Darlington: 137 
Darmstadt: 133 
Davenport: 52 
Davenport. IA: 136 
Davos: 98 
Dessau: 52, 61, 80, 98-100, 
106, 132, 295, 330f. 
Detroit, MI: 136 
Döbeln: 134 
Dortmund: 110, 133, 161f., 
167, 168, 178 
Dresden: 44, 132, 155, 167f. 
Duisburg: 134 
Düsseldorf: 134 


== [= 

Eisenach: 132 

Eisfeld: 133 

Eisleben: 134 

Erfurt: 91, 133, 160-168, 
171, 173, 179-181, 331, 
371 

Essen: 91, 134, 168 

Esslingen: 132 


— = 
Flensburg: 134 
Forst: 134 
Frankfurt a.M.: 132 
Frankfurt a.O.: 134 
Freiberg i.S.: 133 
Freiburg i.Br.: 132, 160 
Fresh Pond Island, NY: 136 
Friedberg i. Hes.: 133 
Fürstenberg: 134 


== (== 
Сега: 132, 167, 310 
Gießen: 133, 172 
Glasgow: 137 
Gleiwitz: 134, 401 
Göppingen: 132 
Görlitz: 132, 167 
Gotha: 38, 45, 49, 105, 111, 
131f., 331 
Graz: 134 
Greifswald: 132 
Grünberg i.Schl.: 133, 162, 
171 
Guben: 133, 171 


= Н — 
Hagen i. W.: 132, 162, 380 
Hall: 137 
Halle: 168 
Halle a.d.S.: 133, 174 
Hamburg: 50, 79-83, 94f., 
132, 163-166, 183 
Hamburg-Ohlsdorf: 78, 80, 
95. 151, 347 
Hamburg-Ojendorf: 151 
Hanau: 134 
Hanover: 133, 167, 168, 174 
Harrogate: 91 
Heidelberg: 49, 132 
Heilbronn: 132 
Hildburghausen: 133 
Hirschberg: 168 
Hirschberg i.Schl.: 133, 160, 
175 
Hóchst a.M.: 133, 171 
Hof: 134 
Hull: 103f. 


Е 
Ilmenau: 133, 171, 174 


=j 
Jena: 49, 52, 132 


=K 
Karlsbad: 134 
Karlsruhe: 132 
Kassel: 133 
Kiel: 133, 168 
Kolberg: 134 
Königsberg i.Pr.: 133 
Konstanz: 133 
Krefeld: 133 


—L— 
Lagensalza: 133 
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Lahr: 131, 134, 168 
Lancaster, PA: 52, 136 
Landau: 134 

Lauscha: 134, 167 
Leeds: 137 

Leicester: 137 
Leipzig: 132, 168 
Liegnitz: 133, 150, 401 
Lindau: 134 

Linz: 134 

Liverpool: 137 
London Golders Green: 137 
Los Angeles, CA: 136 
Lübeck: 132 

Lucerne: 98 
Ludwigsburg: 133 
Lugano: 98 


— M— 
Magdeburg: 133, 171 
Mainz: 49, 132 
Manchester: 52, 137 
Mannheim: 132 
Meiningen: 132 
Meissen: 134 
Milan: 45 
Moscow-Donskoji: 137, 
1714, 

Mühlhausen: 134 
Munich: 132, 167 


—N— 
Naumburg: 134 
Neuchátel: 98 
Nordhausen: 133 
Nuremberg: 132, 150, 380 
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Offenbach a.M.: 49, 132 
Olten: 98 

Oppeln: 168 
Osnabrück: 134 


—P-— 

Paris (Pére-Lachaise): 46, 48, 
51, 96, 137, 308, 310, 316, 
336 

Pforzheim: 133 

Philadelphia: 52 

Philadelphia, PA: 136 

Pittsburgh: 52 

Pittsburgh, PA: 136 

Plauen 1.V.: 133 

Póssneck: 132 

Potsdam: 134 
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Quedlinburg: 133 


=R 
Reichenbach: 134 
Reichenberg: 134 
Reutlingen: 132, 168 
Riolo: 46 
Rostock: 133, 168 
Rudolstadt i.Th.: 133, 167 
Ruislip: 103 
Rüti: 98 
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Saalfeld: 133 
Saarbrücken: 134 
Salzburg: 134 
San Francisco, CA: 136 
Schaffhausen: 98 
Schneidemühl: 134 
Schwenningen: 133 
Schwerin: 134, 380 
Selb i.B.: 133 


Semil: 91 

Sheffield: 137 

Solothurn: 98 

Sondershausen: 134 

Sonneberg 1. Th.: 132 

St. Gallen: 93, 98, 101, 152 

St. Louis, MO: 136 

Stettin: 133 

Steyr: 134, 401 

Stuttgart: 81£., 94, 97, 101, 
132,163, 168,331 

Suhl: 133, 171, 175 

Swinburne Island, NY: 136 


== 
Tilsit: 132 
Tokyo: 138 
Troy, NY: 136 
Tuttlingen: 133, 152 


—U— 
Uford: 137 
Ulm: 132 


LM 
Vienna: 134 


—W — 
Washington: 46, 136 
Washington, D.C.: 44 
Waterville: 136 
Weimar: 132, 173, 208, 401 
Weissenfels a.S.: 133, 380 
Wetzlar: 134 
Wiesbaden: 132, 168,178 
Wilhelmshaven: 133, 172 
Working: 137 
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Zittau: 132 
Zürich: 87-89, 100, 105, 152 
Zwickau: 132 
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Most of them are based on decades of research from archives all over the world. They are heav- 


"T ambitious, growing series addresses various angles of the "Holocaust" of the WWII era. 


ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol- 
lowing books have appeared so far and are available from THE Barnes Review and CODOH/CasrLE 


HILL PUBLISHERS: 

SECTION ONE: 

General Overviews of the Holocaust 
The First Holocaust. Jewish Fundraising Cam- 





paigns With Holocaust Claims During and АҒ | 
ter World War One. Ву Don Heddesheimer. This f 





compact but substantive 
study documents propagan- 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro- 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed- 
ing suffering Polish and Russian Jews but actu- 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. #6) 


Lectures on the Holocaust. Controversial Issues 
Cross Examined. By Germar Rudolf. Between 
1992 and 2005 German 
scholar Germar Rudolf lec- 
ЕТІПТІ tured to various audiences 

‘on the about the Holocaust in the 
light of new findings. Ru- 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen- 
ers, as they were presented 
in a very sensitive and schol- 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec- 
ond edition, 500 pages, b&w illustrations, bibli- 
ography, index.(#15) 


Breaking the Spell: The Holocaust, Myth & 
Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger- 
man “Enigma” code. Hence, іп 1942 and 1943, 
encrypted radio communications between Ger- 
man concentration camps and the Berlin head- 
quarters were decrypted. The intercepted data 
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Pictured above are all of the scientific studies that comprise the se- 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 





refutes, the orthodox *Holo- 
caust" narrative. It reveals 
that the Germans were des- 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata- 
strophic typhus epidemics. 
Dr. Kollerstrom, a science ALD LM 
historian, has taken these LOSS SER 
intercepts and a wide array 3 a 
of mostly unchallenged cor- ч 
roborating evidence to show that “witness state- 
ments" supporting the human gas chamber nar- 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi “Holocaust” has been written by the 
victors with ulterior motives. It is distorted, ex- 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il- 
lustrations, bibliography, index. #31) 


Debating the Holocaust. A New Look at Both 


BREAKING 


THE 


SPELL 


THE HOLOCAUST: 











Sides. By Thomas Dalton. Mainstream histori- 
ans insist that there cannot be, may not be a 
debate about the Holocaust. But ignoring it does 
not make this controversy go away. Traditional 
scholars admit that there 
was neither a budget, a plan, 
nor an order for the Holo- 
caust; that the key camps 
have all but vanished, and 
so have any human remains; 
that material and unequivo- 
cal documentary evidence is 
absent; and that there are 
serious problems with sur- 
vivor testimonies. Dalton 
juxtaposes the traditional 
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Holocaust narrative with revision- 
ist challenges and then analyzes the 
mainstream’s responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win- 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio- 
graphy, index. (Summer 2015; #32) 


The Hoax of the Twentieth Century. 
The Case against the Presumed Ex- 
termination of European Jewry. By 
Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. #7) 


Dissecting the Holocaust. The Grow- 
ing Critique of ‘Truth’ and Memory.’ 
Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth- 
ods of detection to investigate the al- 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener- 
ally accepted paradigms of the “Holo- 
caust.” It reads as exciting as a crime 
novel: so many lies, forgeries and de- 
ceptions by politicians, historians and 
scientists are proven. This is the intel- 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog- 
raphy, index. #1) 


The Dissolution of Eastern European 
Jewry. By Walter N. Sanning. Six Mil- 
lion Jews died in the Holocaust. San- 
ning did not take that number at face 
value, but thoroughly explored Euro- 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So- 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as "Holocaust victims," had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta- 
lin to Siberian labor camps. 2nd, cor- 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain- 
ing important updates: ca. 220 pages, 
b&w illustrations, bibliography (829). 























Air Photo Evidence: World War Two 
Photos of Alleged Mass Murder Sites 
Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti- 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un- 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in Conner: 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”х11”, b&w illustra- 
tions, bibliography, index (827). 


The Leuchter Reports: Critical Edi- 
tion. By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu- 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri- 
ously considered to function as execu- 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. #16) 


The Giant with Feet of Clay: Raul Hil- 
berg and His Standard Work on the 
“Holocaust.” By Jürgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan- 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jürgen Graf 
applies the methods of critical analy- 
sis to Hilberg’s evidence and examines 
the results in light of modern histori- 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (83) 


Jewish Emigration from the Third 
Reich. By Ingrid Weckert. Current his- 
torical writings about the Third Reich 
claim state it was difficult for Jews to 
flee from Nazi persecution. The truth is 
that Jewish emigration was welcomed 
by the German authorities. Emigra- 
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been used: diesel gas; unslaked lime 


tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger- 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 


Inside the Gas Chambers: The Exter- 
mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse- 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa- 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau- 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main- 
stream Holocaust hagiography is beat- 
ing around the bush rather than ad- 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. #25) 


SECTION TWO: 
Books on Specific Camps 


Treblinka: Extermination Camp or 
Transit Camp? By Carlo Mattogno and 
Jürgen Graf. It is alleged that at Treb- 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori- 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. #8) 


Belzec_in Propaganda, Testimonies, 
Archeological Research апа History. 
By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 




















in trains; high voltage; vacuum cham- 
bers: etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 


Sobibor: Holocaust Propaganda and 
Reality. By Jürgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibör camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se- 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu- 
ments the general National Socialist 
policy toward Jews, which never in- 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. (#19) 


The “Extermination Camps” of “Aktion 
Reinhardt”. By Jiirgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono- 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince- 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti- 
tutes a comprehensive update and ex- 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus- 
trations, bibliography. (828) 








Chelmno: A Camp in History & Propa- 





ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million—were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro- 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 
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аге discussed. 191 pages, indexed, il- 
lustrated, bibliography. #23) 


The Gas Vans: A Critical Investiga- 
tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor- 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem- 
edied the situation. 
Are witness state- 
ments reliable? Are 
documents genu- 
ine? Where are the 
murder weapons? 
Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il- 
lustrations, bibliography, index. (#26) 


Concentration Camp Majdanek. A 
Historical and Technical Study. By 
Carlo Mattogno and Jürgen Graf. 
Little research had been directed to- 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor- 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground- 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ- 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig- 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. #5) 


Concentration Camp Stutthof and Its 
Function in National Socialist Jewish 
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Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. #4) 


SECTION THREE: 
Auschwitz Studies 


The Real Case of Auschwitz: Robert 
уап Pelt’s Evidence from the Irving 
Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof. van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi- 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra- 
tions, glossary, bibliography, index. 
(422) 


Auschwitz: Plain Facts—A Response 
to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni- 
cal methods. For this he was praised 
by the mainstream, and they pro- 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac's 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra- 
phy, index. (#14) 


The Rudolf Report. Expert Report 
on Chemical and Technical Aspects 
of the ‘Gas Chambers’ of Auschwitz. 
By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter's work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
"gas chambers" of Auschwitz. His re- 
port irons out the deficiencies of “Тһе 
Leuchter Report." Second edition, 457 
pages, b&w illustrations, bibliogra- 
phy, index. (#2) 


Auschwitz Lies: Legends, Lies and 





























Policy. By Carlo Mattogno and Jürgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp in 1944. Based mainly on archi- 
val resources, this study thoroughly 
debunks this view and shows that 








Prejudices on the Holocaust. By 
Carlo Mattogno and Germar Rudolf. 
The fallacious research and alleged 
"refutation"of Revisionist scholars by 
French biochemist G. Wellers, Pol- 
ish Prof. J. Markiewicz, chemist Dr. 
Richard Green, Profs. Zimmerman, 
M. Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his- 
torians. In this book, facts beat propa- 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (818) 


Auschwitz: The Central Construction 
Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro- 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter- 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus- 
trations, glossary. (#18) 


Garrison and Headquarters Orders 
of the Auschwitz Camp. By C. Mat- 
togno. A large number of all the orders 
ever issued by the various command- 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic- 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 2016; #34) 


Special Treatment in Auschwitz: Ori- 
gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger- 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show- 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan- 
guage” by assigning homicidal mean- 
ing to harmless documents — a key 
component of mainstream historiogra- 
phy — is untenable. 151 pages, b&w il- 
lustrations, bibliography, index. (#10) 


Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch- 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri- 
ate health care for the inmates. This 
is frequently described as special mea- 



























sures to improve the inmates’ health 
and thus ability to work in Germany’s 
armaments industry. This, after all, 
was the only thing the Auschwitz au- 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 2016; #33) 


The Bunkers of Auschwitz: Black Pro- 
paganda vs. History. By Carlo Mat- 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid- 
al gas chambers at Auschwitz specifi- 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air- 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex- 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra- 
tions, bibliography, index. (#11) 


Auschwitz: The First Gassing—Ru- 
mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac- 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in- 
dex. (#20) 


Auschwitz: Crematorium I and the Al- 
leged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato- 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat- 
togno proves that its morgue was nev- 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
(#21) 


Auschwitz: Open Air Incinerations. 
By Carlo Mattogno. Hundreds of thou- 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con- 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 























these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus- 
trations, bibliography, index. #17) 


The Cremation Furnaces of Auschwitz. By Car- 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma- 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de- 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre- 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. #24) 
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Holocaust High Priest: Elie WAASER 
Wiesel, Night, the Memory HIGHERIEST 
Cult, and the Rise of Revi- Y 4 

sionism. Ву Warren В. Rout- | 
ledge. The first unauthorized 
biography of Wiesel exposes 
both his personal deceits and 
the whole myth of “the six 
million.” It shows how Zion- 
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ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew- 
ry, while at the same time forcing school chil- 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. #30) 


Auschwitz: Confessions and Testimonies. By 
Jürgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit- 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
scrutinizes the 40 most important of these wit- 
ness statements by checking them for internal 
coherence, and by comparing them with one 
another as well as with other evidence such 
as wartime documents, air photos, forensic re: 
search results, and material traces. The result 
is devastating for the traditional narrative. 
(Scheduled for summer 2016; #36) 


Commandant of Auschwitz: Rudolf Höss, His 
Torture and His Forced Confessions. By Rudolf 
Höss & Carlo Mattogno. When Rudolf Höss was 
in charge at Auschwitz, the mass extermination 
of Jews in gas chambers is said to have been 
launched and carried out. He confessed this in 
numerous postwar depositions. Hence Höss’s 
testimony is the most convincing of all. But 
what traditional sources usually do not reveal 
is that Höss was severely tortured to coerce him 
to “confess,” and that his various statements 
are not only contradictory but also full of his- 
torically and physically impossible, even absurd 
claims. This study expertly analyzes Höss’s 
various confessions and lays them all open for 
everyone to see the ugly truth. (Scheduled for 
summer 2016: #35) 


An Auschwitz Doctor’s Eyewitness Account: The 
Tall Tales of Dr. Mengele’s Assistant Analyzed. 
By Miklos Nyiszli & Carlo Mattogno. Nyiszli, a 
Hungarian Jew who studied medicine in Ger- 
many before the war, ended up at Auschwitz 
in 1944 as Dr. Mengele’s assistant. After the 
war he wrote an account of what he claimed to 
have experienced. To this day some traditional 
historians take his accounts seriously, while 
others accept that it is a grotesque collection 
of lies and exaggerations. This study analyzes 
Nyiszlis novel and skillfully separates truth 
from fabulous fabrication. (Scheduled for spring 
2016; #37) 

















Further Projects 

Further studies we propose to publish would 
scrutinize eyewitness accounts from, e.g., Fil- 
lip Müller, Rudolf Vrba, Henryk Tauber, Yankiel 
Wiernik, Richard Glazar. Scholars interested in 
taking on any of these or other witnesses, please 
get in touch using the contact form at www. 
codoh.com/contact-us 
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Wilhelm Stäglich, Auschwitz: A Judge Looks at the Evidence 
Auschwitz is the epicenter of the Holocaust, where more people are said to have been 
murdered than anywhere else. At this detention camp the industrialized Nazi mass murder 
is said to have reached its demonic pinnacle. This narrative is based on a wide range of 
evidence, the most important of which was presented during two trials: the International 
Military Tribunal of 1945/46, and the German Auschwitz Trial of 1963-1965 in Frankfurt. 2 Ss, 
The late Wilhelm Stäglich, until the mid-1970s a German judge, has so far been the only Aue 
legal expert to critically analyze this evidence. His research reveals the incredibly scan- ҚА = 
dalous way in which the Allied victors and later the German judicial authorities bent and Б 
broke the law in order to come to politically foregone conclusions. Stäglich also exposes 
the shockingly superficial way in which historians are dealing with the many incongrui- 
ties and discrepancies of the historical record. Second, corrected and slightly revised edition with a new preface 
and epilogue. 
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422 pp., 6“х9“, pb, ill. 
P. Angel, J. Tiffany: Fountain of Fairytales: А Scholarly Romp Through the Old Testament 


Some say the Old Testament is a collection of valuable parables with no basis in histori- 
cal fact, while others have made a living of trying to prove that it is an accurate history 
of early man. Fountain of Fairytales takes us on a whirlwind tour of the Old Testament, 
telling us which stories are pure balderdash and which may have some basis in real ar- WS 
cheology and authentic history. And also which tales seem to have been borrowed from | : X 
other primary cultural sources including the Egyptians. If you want proof the entire Bible Е = 

is a faithful transcription of the word of God — straight from mouth to Jewish scribe’s entree ілесе 
pen — read no further, for this book is more of a light-hearted yet scholarly tour of the 
Old Testament, not a dense religio-historical treatise. If you’re ready for a tour of the Old 
Testament like none other, get a copy of Fountain of Fairytales. 

178 pp. pb, 5.5”х8,5” 


Abdallah Melaouhi, Rudolf Hess. His Betrayal and Murder 
In May 1941, Rudolf Hess, Hitler’s right-hand man, flew to England to make peace. His ОЛЫ 
plane crashed, and he was made a prisoner of the Allies and kept in solitary confinement ЁТ ЭТ 
nearly the rest of his life. What truths about the war did Hess possess that were of such 
danger? The author worked as a male nurse caring for Rudolf Hess from 1982 until his 
death in 1987 at the Allied Prison in Berlin. Minutes after the murder he was called to 
the prison. Ask by the author what had happened, an unknown U.S. soldier replied: “The Е 
pig is finished; you won't have to work a night shift any longer.” What he experienced / 
there, minutely described in this book, proves beyond doubt that Mr. Hess was strangled 
to death by his Anglo-Saxon captors. 
300 pp. pb, 6”х9”, Ш. 


Curtis B. Dall, FDR: My Exploited Father-in-Law 

The author was FDR’s son-in-law and spent much time in the White House. He had an 
insider’s view of who came to see FDR and Eleanor and how often. Dall also was a Wall ИУ 
Street banker and knew the tricks and tactics the financial predators use to deceive the i 
public. The book is loaded with personal anecdotes of the people Dall met during his life. 
This included such notables as Franklin and Eleanor Roosevelt, Bernard Baruch, Henry 
Morgenthau Jr., Harry Dexter White, the Warburgs, Rothschilds, and more. Dall views the 
stock market crash of October 1929 as “the calculated shearing of the public triggered by 
the sudden shortage of call money in the New York money market.” He views the Federal 
Reserve and their globalist cheerleaders as being against the interests of Americans. They 
plan and execute the wars that line their pockets and ravage the world. Dall portrays FDR 
as a man who began his career as an optimistic ladder-climber and ended up as one of the 
most manipulated presidents in U.S. history. Reprint with a foreword by Willis A. Carto. 

298 pp., 5.5“х8,5“, pb 
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Herbert L. Brown, The Devil's Handiwork. А Victim’s View of “Allied” War Crimes 
An amazing compilation of war crimes committed by the “good guys" against the “bad 
guys." Many of the events covered in this book are to this day censored or twisted in ТОТ ө | 
mainstream history books. Chapters cover: Death camps in the Civil War; concentra- АЗА 
tion camps in the Boer War; The Dresden Massacre — the worst war crime in history; "ОЁ 
the Ukrainian terror famine; the gruesome harvest in Eastern Europe; the туй of the 
6 million; Operation Keelhaul; the Nuremberg Trials; the Katyn Forest Massacre; the 
Stuttgart Atrocity; bastardizing the Germans after WWII; the use ofthe atom bomb; Cuba 
betrayed; the Invasion of Lebanon; the policy of de-Nazification; the Malmedy Trial; the 
Dachau Trial; the Vinnytsia genocide; crimes during the occupation of Germany; FDR’s 
Great Sedition Trial; the Morgenthau Plan; the propaganda of the Writers War Board; 
myths of civilian bombings; the Lend-Lease fiasco; truth about Auschwitz; Pearl Harbor; 
the Soviet genocide across Europe; much more. 

275 pp., 5.5“х8,5“, pb 


Ralph Grandinetti, Final Solution. Germany’s Madagascar Resettlement Plan 
Everyone “knows” the Germans had a “final solution” for their so-called “Jewish Prob- 
lem.” But Adolf Hitler’s final solution did not involve homicidal gas chambers and blaz- 








ing crematory ovens. Instead, Hitler’s final solution offered Jewish leaders the island of км АА. 

Madagascar, back then a French colony. In a meeting with Vichy French Prime Minister SOLUTION 

Pierre Laval, Laval agreed to turn Madagascar into a new Jewish homeland where, ul- GE dire loa s 

timately, all of Europe's 4,000,000 Jews might be settled. This new Madagascar was to t. N Lx 
4 A 


be governed by a joint German-French board with representation granted to any govern- 
ment cooperating. What a paradise Madagascar could have become, but instead Zionists 
insisted on occupying the “Holy Land,” where they knew strife and conflict awaited them. 
What was the Madagascar Plan, and why did it fail? Which world leaders supported it — 
and which did not? Why was the plan eventually abandoned? 

108 pp., 5.5*x8.5*, pb 


John Tiffany, A Short History of the Balfour Declaration 

Few have heard of the Balfour Declaration, the history of which is known primarily to 
students of global affairs. What general knowledge there is surrounding its origins is MEN 
usually limited to dry accounts in diplomatic histories. But here is a case where truth is I 220774 History 
stranger than fiction. The issuance of the Balfour Declaration set the stage for American ойу 
entry into World War I апа thereby laid the groundwork for World War II and the many 

consequential global convulsions that followed. And, ultimately, of course, it’s the foun- 
dation of the tension in the Middle East today that points toward further war and destruc- 
tion. Here is the secret history of the Balfour Declaration, laid out in no uncertain terms 
and devoid of euphemism and political correctness. Those who have any serious desire 
to understand the sources of world conflict need this precise and candid analysis — the 
facts — about the behind-the-scenes machinations that brought the Balfour Declaration 
into being — and why. 





118 pp., 5.5“x8.5“, pb 
Germar Rudolf: Resistance is Obligatory! 


In 2005 Rudolf, a peaceful dissident and publisher of revisionist literature, was kidnapped 
by the U.S. government and deported to Germany. There the local lackey regime staged Wal 
a show trial against him for his historical writings. Rudolf was not permitted to defend 
his historical opinions, as the German penal law prohibits this. Yet he defended himself 
anyway: 7 days long Rudolf held a speech in the court room, during which he proved sys- 
tematically that only the revisionists are scholarly in their attitude, whereas the Holocaust 
orthodoxy is merely pseudo-scientific. He then explained in detail why it is everyone’s 
obligation to resist, without violence, a government which throws peaceful dissident into 
dungeons. When Rudolf tried to publish his public defence speech as a book from his 
prison cell, the public prosecutor initiated a new criminal investigation against him. After 
his probation time ended in 2011, he dared publish this speech anyway... 
376 pp., 6“х9“, pb, colour ill. 
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Fig. 2 Schnitt durch den Verbrennungsranm 








Document 1: W. RUPPMANN coke-fired cremation furnace at Biel (1911). 


Fig. 1: vertical section W-W; Fig. 2: horizontal section W-W. Source: H Kel- 


ler, Mitteilungen über Versuche am Ofen des Krematoriums in Biel. Bieler 


Feuerbestattungs-Genossenschaft in Biel (Schweiz). Jahres-Bericht 1927/28. 


Biel, 1928, p. 21. 
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Fig. 4 Schnitt durch den Nachglührsum 





Document 2: W. RUPPMANN coke-fired cremation furnace at Biel (1911). Fig. 3: 
vertical section V-V; Fig. 4: section along the post-combustion chamber. Source: as 


Doc. 1, p. 22. 
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T 
Der Sarg ist zu bemessen (Abb, 12) 
init einer Ausseren maximalen Breite vpn 750 mm 
в т ы n Höhe n 720 D 
D e" ы = Linge „ 2250 
Verschiedene Krematorien- Verwaltungen bestinunen sogar nur: 
die lussero maximale Hole zu 700 und-050 mm und 
А А Linge „ 2000 mm, 
welche Malo aber ols zu knapp anzusehen sind. 
Man kano Holz- und Metallsirge verwenden. 





Abb. 17. Barg- und Verbrennangikamnerprofle; grossit Farplinge 
T3350 mm, mittlere hammerlinge 2500 mn. 


Zur Erleichternng des Verbrennungspruztssen soll der 
Holzsarg aus leichtem Holz wie von Tanne acer lappal 
hergestellt werden. Die Stärke der Holzbretter kann betragen: 

höchstens 18 mm für den Unterteil nnd 
Є 15 , nm Deckel: 

Zum Zusammenfügen der Dreier sind keine Nägel, 
sondern Holzpilicke von ebensolehem weichen Holz zu ver: 
wenden; auch sind Metallbeschläge fortzulasson. 

Metallsürga sollen aus 1 mm starkem Zinkblech тағ- 
fertigt werden. Um während des Transportes Deformatissat 











Document 3: Standard dimensions of the cremation chamber and the coffin. 
Source: W. Heepke, Die Leichenverbrennungs-Anstalten (Die Krematorien). Ver- 
lag von Carl Marhold. Halle a.S., 1905, p. 59. 
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Document 4: А 1799 project for a French crematorium. Source: В. Reber, Un cré- 
matoire du temps de la Révolution française, in: Société de crémation de Geneve. 
Bulletin ҮШ. Geneva, Imprimerie Centrale, 1908, p. 29. 


























Document 5: А 1799 project for a French crematorium. Source: as Doc. 4. 
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Document 6: POLLI gas-fired cremation furnace. Source: Wegmann-Ercolani, 
Ueber Leichenverbrennung als rationellste Bestattungsart. Cäsar Schmidt, Zurich, 
1874, illustration outside of text. 
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Document 7: Fig. 4: POLLI-CLERICETTI gas-fired cremation furnace in a fancy urn 
shape. Source: М. De Cristoforis, Etude pratique sur la crémation. Imprimerie 
Treves Fréres, Milan, 1890, p. 68. 
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Document 8: Figs. 8 & 9: CADET cremation furnace. Source: as Doc. 7, p. 77. 

















Fig. 10, 








Document 9: Fig. 10: MULLER-FICHET coke-fired cremation furnace. Source: as 
Doc. 7, p. 79. 
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Document 10a & b: Figs. 11 & 12: LAGENARDIERE cremation furnace. Source: as 
Doc. 7, p. 80. 




















GI Document 11а through с: 
Gorini direct-combustion cre- 
mation furnace. Fig. 13: verti- 
cal section; Fig. 14: horizontal 
section; Fig. 15: chimney 
damper. Source: as Doc. 7, pp. 
83f. 
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Document 12: GORINI direct-combustion cremation furnace, inaugurated on 15 
December 1887 at the crematorium of the Pere-Lachaise cemetery in Paris. 
Source: “La cremation des morts et l’edifice crematoire du Pere-Lachaise”, in: La 
Science Illustrée, vol. 1, année 1888, premier semestre, p. 13. 

















Document 13: VENINI coke-fired cremation furnace. Source: G. Pini, La crémation 
en Italie et à l'étranger de 1774 jusqu'à nos jours. Ulrich Hoepli Editeur Libraire, 
Milan, 1885, illustration outside of text. 
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Document 14: REY direct-combustion cremation fur- 
nace. Source: as Doc. 7, p. 100. 








— 140 — 








Document 15, 15a (below): KUBORN-JACQUES mobile 
cremation furnace. Source: as Doc. 13, p. 140. 
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pe. 9%. — Cape уйыны. 
Document 17: SPASCIANI-MESMER coke-fired cremation 
furnace. Longitudinal section. Source: as Doc. 7, p. 106. 
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Document 17a: SPASCIANI-MESMER coke-fired cremation furnace. Vertical section. 
Source. as Doc. 7, p. 107. 
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Document 17b: SPASCIANI- MESMER coke-fired cremation furnace. Fig. 1: section 
C-D; Fig. 2: section А-В; Fig. 3: section Е-Е; Fig. 4: section J-L. Source: E. Beu- 
tinger, Handbuch der Feuerbestattung. Carl Scholtze Verlag, Leipzig, 1911, p. 102. 
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Abb. В, Querschnitt. 
Мел von Toisul-Fradet, Paris 








Abb. 91. Horizontalsehnitt gh iji L 











Document 18: TOISUL-FRADET coke-fired cremation furnace. Fig. 89: vertical sec- 
tion; Fig. 90: longitudinal section a-b; Fig. 91: horizontal section. Source: as Doc. 
17b, p. 101. 
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Document 19: TOISUL-FRADET coke-fired cremation furnace. Source: Prefecture du 
Departement de la Seine. Direction des Affaires Municipales. Note sur la cr&mation 
a Paris au 1% novembre 1893, drawing outside text. 








М, "ERSTEN эйс: 











: 5 р А ate IE uen n EE GE 4 
Document 20: SIEMENS experimental coke-fired cremation furnace. Source: F. Kü- 
chenmeister, Die Feuerbestattung. Verlag von Ferdinand Enke, Stuttgart, 1875, il- 

lustration outside text. 
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bb. 04. Ofen von Siemens. 
Document 21: SIEMENS coke-fired cremation furnace at the Gotha crematorium 
(1878). Source: as Doc. 17b, p. 104. 
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Document 22: SIEMENS coke-fired cremation furnace at the Gotha crematorium 
(1878). Source: William Eassie, Cremation ofthe Dead. London, 1875, drawing 
outside text. 
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Document 23: Vertical section of the Gotha crematorium showing the funeral hall 
and the cremation furnace. Source: William Eassie, Cremation of the Dead. Lon- 
don, 1875, drawing outside text. 
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Document 24: KLINGENSTIERNA coke-fired cremation furnace, original model. 
Source: as Doc. 7, p. 114. 
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Durchschnitt durch den Verbrennungsalen 
System Gebr, Beck-Dorovius. 











Document 25: GEBRÜDER BECK-DOROVIUS coke-fired cremation furnace. Source: 
K. Weigt, Almanach der Feuerbestattung. self-published, Hannover, 1909, p. 46. 
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Abb. 95—98. Der Einäscherungsofen System Klingenstierna-Beck. 





Abb. 95. Längenschnitt durch den Ofen. | Abb.96. Querschnitt. 





Qmm 7. 


Abb. 97. Grundriß in der Höhe der Feuerung Abb. 93. a in der Hohe des Very 
rennungsraumes. 











Document 26: Klingenstierna-Beck coke-fired cremation furnace. Fig. 95: longitu- 
dinal section; Fig. 96: vertical section; Fig. 97: horizontal section at the height of 
the hearth; Fig. 98: horizontal section at the height of the cremation chamber. 
Source: as Doc. 17b, p. 108. 
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Document 27: R. SCHNEIDER coke-fired cremation furnace. Source: Е. Schuma- 
cher, Die Feuerbestattung. J. M. Gebhardt’s Verlag, Leipzig, 1939, p. 23. 
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Document 28: W. RUPPMANN coke-fired cremation furnace. Fig. 100: longitudinal 
section; Fig. 101: horizontal section at the height of the cremation chamber. 


Source: as Doc. 17b, p. 114. 
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Abb. 103. Grundri& durch den Nachelithraum 











Document 28a: W. RUPPMANN coke-fired cremation furnace. Fig. 102: vertical sec- 
tion; Fig. 103: horizontal section along the post combustion chamber. Source: as 


Doc. 17b, p. 115. 
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Document 29: KNÖS coke-fired cremation furnace. Longitudinal section. Source: 
as Doc. 17b, p. 118. 
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Abb. 106. Огипагів C—D. 





Document 29а: KNÖS coke-fired cremation furnace. Fig. 105: horizontal section А- 
B along the cremation chamber; Fig. 106: horizontal section C-D. 
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Document 30: Fichet cremation furnace, inaugurated оп 19 January 1 891 at the 





crematorium of the Pere-Lachaise cemetery in Paris. Source: as Doc. 19, drawing 


outside text. 
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Abb. 108. Längenschnitt des Leuchtgasofens Toisul und Fradet. 





Document 31: TOISUL-FRADET gas-fired cremation furnace. Fig. 107: horizontal 
section at the height of the cremation chamber; Fig. 108: longitudinal section. 
Source: as Doc. 17b, p. 123. 
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Abb.i. Leipbeneerbrenngopgeoien von Hothenbach & Co. Abb. 2. 
Bern, Behweizar, Patent 96 533. (Lingsechaitt.) Querschnitt su. Abb. 1. 





Document 32: ROTHENBACH & CO. naphtha-fired cremation furnace (Swiss patent 
no. 86533). Fig. 1: longitudinal section; Fig. 2: vertical section. Source: Georgius, 
"Neuere Leichenverbrennungstechnik, " in: Gesundheits-Ingenieur, 46. Jg., 1923, 
Heft 5, p. 56. 
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Document 33: PROMETHEUS experimental electric 
cremation furnace. Source: Phoenix. Blatter fiir wahl- 
freie Feuerbestattung und verwandte Gebiete, Vienna, 

1910, Nr. 10, p. 399. 
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Document 34: CONLEY electric cremation furnace (0.8. patent по. 988862, 1911). 


Source: as Doc. 32, p. 57. 
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Document 35: “Cremation furnace with a regenerator and a gas generator con- 
nected at the front to the combustion chamber.” Patent W. SAUERLAND, no. 284163, 
of 12 March 1915. Fig. 1: longitudinal section; Fig. 2: vertical section; Fig. 3: 
horizontal section. 
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Document 36: “Cremation furnace for corpses with regenerator and gas gene- 
rator” (Leicheneindscherungsofen mit Regeneratoren und einem Gaserzeuger). 
Patent F. SIEMENS, no. 258066, of 18 August 1911. Fig. 1: longitudinal section; 
Fig. 2: vertical section along the cremation chamber; Fig. 3: vertical section 
along the hearth. 
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Document 37: "Cremation furnace for corpses with regen- 
erator recuperator” (Leichenverbrennungsofen mit Reku- 
perator). Patent M.J. KERGEL, no. 218581, of 4 October 
1908. Fig. 1: longitudinal section; Fig. 2: horizontal section 
А-А along the cremation chamber. 
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Zu der Patentschrift 


№ 218581. 


Document 37a: as above. Fig. 3: vertical section B-B. 
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Fig. 1. 




















Document 38: “Procedure and device for the cremation of corpses with 
combustion gases and heated air with a heat source” (Verfahren und Vor- 
richtung zur Einäscherung von Leichen mit Verbrennungsgasen und erhiz- 

ter Luft mit einer Wärmequelle). Patent of BUNZLAUER WERKE LENGERS- 
DORFF & COMP., no. 263725, of 6 September 1913. Fig. 1: vertical section. 
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Document 38a: as above. Fig. 2: longitudinal section. 
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Ce 











Document 38b & c: as above. Fig 3: horizontal section. Fig. 4: vertical section 1-1 
along the gasifier; Fig. 5: vertical section П-П along the combustion-air channel 
and the smoke flue. 
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Zu der Patentschritt 257576 






Fig. т. 








Document 39: “Naphtha-fired Cremation furnace for corpses” (Leichen- 
verbrennungsofen mit Olfeuerung). Patent GEBRUDER KORTING AKTIENGE- 
SELLSCHAFT in Linden, no. 257576, of 30 June 1911. 
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Document 40: "Naphtha- or gas-fired cremation furnace for corpses with an ash 
receptacle beneath the slanted cremation chamber” (Leichenverbrennungsofen mit 
Öl- oder Gasfeuerung mit einem unter dem schräg abfallenden Verbrennungsraum 

liegenden Aschenaufnahmebehälter). Patent W. BUESS, по. 279830, of 22 August 

1913. Fig. 1: longitudinal section. 
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Document 40a: as above. Fig. 2: vertical section, Fig. 3: crucible with burner. 
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Document 41: “Electric cremation furnace for corpses” (Elektrischer Leichen- 
verbrennungsofen). Patent L.H.GIDDINGS, no. 244887, of 11 April 1911. 
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Abh. 4 
Frühere Ansrdnung jetzige Sicherung 
des Einlührungsschlebers des Einlührunguadhlebsers gegen 
Einäritt Luft 





Document 42: GEBRÜDER BECK coke- оғ gas-fired cremation furnace at the Dessau 
crematorium: thermotechnical improvement to closures by engineer R. Kessler 
(1926). Source: R. Kessler, “Rationelle Wärmewirtschaft in den Krematorien nach 
Massgabe der Versuche im Dessauer Krematorium, ” in: Die Wärmewirtschaft, 
1927, no. 8, р. 136; original air flap; Fig. 2: improved air flap; Fig. 3: original in- 
troduction damper; Fig. 4: improved damper; Fig. 5 (see Doc. 43, top left): origi- 
nal damper of the smoke conduit; Fig. 6 (Doc. 43, top right): improved damper. 
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Abb, 5 жый 


Frühere Anerinung Мена Aoatdaunt der 
dur Readster Auschschleber раса 
Elnirür dulacher Luft 











Ak, 7 Abb. 10 





Document 43: as above. Operational furnace instruments. Fig. 7: control levers of 
the shutters and doors; Fig. 10: thermotechnical devices for controling the com- 
bustion. Source: as Doc. 42, p. 137. 
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Document 44: as above. Fig. 8: rear parts ofthe gas burners; Fig. 9: Gauges for 
CO and CO, and for draft and gas pressure. Source: as Doc. 42, p. 138. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: РАВТ 2 75 








Document 45: as above. Fig. 11: control lever; Fig. 12: Instruments’ Position; Fig. 
13: electric switch board of the air compressor. Source: as Doc. 42, p. 139. 
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Lage und Anordnung der Meßstellen und Gasdüsen im Verbrennungsofen 
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Document 46: as above. A: longitudinal section; В: rear view; С: location of the 
sensors. Source: as Doc. 42, no. 9, р. 149. 
Vertical section 
Rear side 
Horizontal section 
Gas burner 
Feeding door of the gasifier 
Adjustable air vent of the gasifier 
Adjustable air vent of the hearth 


м чо ко суб 
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зоо og 


Hearth door (ash chamber) 

Water basin 

Hearth grate 

Gasifier 

Muffle 

Muffle grate 

Inclined plane of post-combustion chamber 

Lateral upper left-hand channel connecting the post-combustion chamber to 
the recuperator (12: inlet; 13: outlet) 

Recuperator 

Discharge channel for the smoke combustion and smoke valve 

Discharge channel for normal combustion and normal valve 

Flue duct 

Chimney 

Ash-chamber door (to take out the ashes of the corpse) 

Adjustable air vent for normal combustion 

Adjustable air vent for combustion of smoke 

Measuring point for muffle temperature (°C) 

Measuring point of discharge gas temperature (°C) during normal combus- 
tion and of primary air temperature (°C) during combustion of smoke in lat- 
eral upper right-hand channel 

Measuring point of primary air temperature (°C) during normal combustion 
and of discharge-gas temperature (°C) during combustion of smoke in lateral 
upper left-hand channel 

Measuring point of temperature of gasifier air 

Measuring point of temperature of discharge gas (°C) in flue duct 

Measuring point of draft in normal combustion 

Measuring point of draft in combustion of smoke 

Measuring point of draft in hearth 
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Document 47: as above. Cremation experiment with coke, conducted оп 5 January 
1927 by Engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 42, 
no. 9, p. 154. 

The horizontal gives the duration of the various phases of the preheating (Vorhei- 
zung) of the furnace and of the subsequent eight cremations, for each one of which is 
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shown the combustion of smoke (Rauchverbrennung) and the normal combustion, or 
more precisely the time for the switch-over of the furnace for the combustion of 
smoke and for the normal combustion. We will return to this question later. 

The vertical axis shows the measured property (from bottom to top): 

0-20 Pressure difference in mm water column (= 0.1 mbar) 

1-9 Zentner (= 50 kg) of coke loaded into gasifier 


Garen o d à 


қ 


АП ofthe above figures refer to the vertical cross section of the corresponding 
openings and dampers 

Consumption of coke between 7:18 a.m. and 9 p.m. with 0.42 Zentner of in- 
combustibles: 8.72 Zentner (= 436 kg) 

Draft in the flue duct during normal combustion, in mm water column (meas- 
ured between the furnace and the damper at f and at g) 

Draft in the flue duct during combustion of smoke, in mm water column, 
(measured between the furnace and the damper at f and at g) 

Draft of the hearth, in mm water column (measured at h) 

Indication of type of smoke (hell: light, dunkel: dark, schwarz: black) 
Opening of air vent for air feed to hearth, mm 

Opening of air vent for air feed to gasifier, mm 

Opening of smoke damper in flue duct during normal combustion, mm 
Opening of the corresponding smoke damper during same combustion, mm 
Opening of smoke damper during combustion of smoke, mm 

Opening of corresponding air vent of primary air during same combustion, 
mm 

Opening of ash-chamber door (hearth), in mm 
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Koks-Heisversuch am 5. Januar 1927 im Krematorium Dessau 
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Document 48: as Doc. 47. Temperature diagram. Source: as Doc. 42, no. 9, p. 155. 

The horizontal axis gives the duration of the various phases of the preheating of the furnace 

and of the subsequent eigth cremations, as in the previous diagram. The vertical axis shows 

the temperatures: 

A Temperature of the ти е (°C) measured in the center of the vault of the muffle of the 
furnace (measured at a) 

B Temperature of the discharge gas (°C) in normal mode, in the lateral upper right-hand 
channel (measured at b) 

C Temperature of primary air (°С) during smoke combustion mode, in the same channel 
as in В 

D Temperature of primary air (°С) during normal mode in lateral upper left-hand channel 
(measured at c) 
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E Temperature of discharge gas (°C) during smoke combustion mode, in the same channel 
as in D 

F Temperature of gasifier air (°C) at outlet of gasifier (measured at d) 

G Temperature of discharge gas (°C) in flue duct (measured at е) 

H Room temperature (?С) on ground floor 

I Room temperature (°С) in basement 

K Outside temperature (?C). 

Above the temperature diagram, we have indicated the CO» + Оз content, the CO2 content 

and partly the CO content at various times of the preheating and cremation phases. 
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Document 49: as above. Cremation experiment with briquet, conducted on 12 Jan- 
uary 1927 by engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 
42, no. 9, p. 156. 








oo 
N 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 




















u mu Е, 
cps TUET LAPI ese i 
si å ТАЛ rt LE i 
d icc Mi ll ii 
is ig 
5 > ШІ із 
М ІШТІ 
EE SEHE 
ШШШ ЫТ ИШ n t 
CT И 

= киш ашкан? 
rn 1 ii 

g CITT OT | 





ПІШЕР ИШ 
e 1 
\ 5 















Document 50: as Doc. 49. Temperature diagram. Source: as Doc. 42, no. 9, p. 157. 
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Gas-Heizversuch am 1. November 1926 im Krematorium Dessau 
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Document 51: as above. Cremation experiment with gas, conducted on 1 Novem- 
ber 1926 by engineer R. Kessler. Diagram of furnace condition. Source: as Doc. 
42, no. 9, p. 150. 
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Document 52: as Doc. 51. Temperature diagram. Source: as Doc. 42, по. 9, р. 151. 
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Document 53: Cremation furnace of the crematorium at Biel as used by engineer 
H. Keller for his cremation experiments in 1927. Fig. 1: longitudinal section A-B; 
Fig. 2: vertical section C-D; Fig. 3: horizontal section E-F; Fig. 4: horizontal sec- 

tion G-H. Source: H. Keller, "Versuche an einem Feuerbestattungsofen, " special 

reprint from the journal Archiv für Wärmewirtschaft und Dampfkesselwesen, 
1929, no. 6, p. I. 
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Document 54: Diagram of cremation experiments conducted by Engineer Н. Keller 
in the electric BROWN, BOVERI & CO. furnace at the Biel crematorium on 2 October 
1940. Hourly smoke volume expelled by the exhaust fan during the cremation; first 
data set. Source: H. Keller, "Ursache der Rauchbildung bei der Kremation, ” in: 
Bieler Feuerbestattungs-Genossenschaft in Biel, Jahresbericht pro 1944. Biel, 
1945, illustration outside text. 
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Document 55: as Doc. 54, second data set. 
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Document 56: as above, experiments of 25 January 1943. Hourly smoke volume 
expelled by the exhaust fan during the cremation. Source: as Doc. 54. 
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Document 58: as above, experiments of January 1943. Temperature diagram. 
Source: as Doc. 54. 
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Document 59: perfected BECK coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: W. Heepke, "Die neuzeitlichen 
Leicheneinäscherungsöfen mit Koksfeuerung, deren Wärmebilanz und Brennstoff- 
verbrauch, " in: Feuerungstechnik, XXI. Jg., 15 August 1933, no. 9, p. 124. 
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Abb. 4. Didier-Koksofen. 











Document 60: perfected DIDIER coke-fired cremation furnace (early 1930s). Fig. 1: 
longitudinal section; Fig. 2: vertical section; Fig. 3: horizontal section at the 
height of the cremation-chamber grate. Source: as Doc. 59, p. 125. 
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11 
Document 61: “Procedure and device for cremation” (Verfahren und Vorrichtung 
zur Einäscherung). Patent H. VOLCKMANN and L. LUDWIG, no. 506627, of 30 Octo- 
ber 1928. Fig. 1: longitudinal section along the cremation chamber; Fig. 2: hori- 
zontal section along the cremation chamber 
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Document 62: VOLCKMANN-LUDWIG gas-fired cremation furnaces at the Hamburg 
crematorium (prototype). Source: R. Kessler, “Der neue Einäscherungsofen Sys- 
tem Volckmann-Ludwig, ” in: Zentralblatt für Feuerbestattung, 1931, no. 3, p. 34. 
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Document 63: VOLCKMANN-LUDWIG gas-fired cremation furnaces: design of 
combustion air intake. Source: Stort, "Der menschliche Körper als Heizstoff, " in: 
Die Umschau in Wissenschaft und Technik, /931, no. 26, p. 513. 
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Document 64: as above (standard model). Fig. 1: longitudinal section; Fig. 2: ver- 
tical section. Source: as Doc. 27, p. 24. 
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Document 65: as above. Longitudinal section. Source: H. Manskopf, “Gas als 
Brennstoff für Einäscherungsöfen, ” in: Das Gas- und Wasserfach, 1933, no. 42, p. 
773. 
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Document 66: as above, device at the Stuttgart crematorium (1931). Fig. 1: longi- 
tudinal section g-h; Fig. 2: vertical section c-d; Fig. 3: horizontal section a-b; Fig. 
4: vertical section e-f. Source: H Wolfer, “Der neue ‘Volckmann-Ludwig’- 
Einäscherungsofen im Stuttgarter Krematorium, " in: Gesundheits-Ingenieur, /932, 
no. 13, p. 151. 
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Document 67: “Corpse cremation furnace” (Leichenverbrennungsofen). Patent W. 
RUPPMANN, no. 669645, of 23 June 1936. Fig. 1: vertical section (cremation cham- 
ber and combustion air intake system); Fig. 2: longitudinal section (cremation 
chamber and construction system of the grate). 
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Pig. 1. Schaitt durch den Kroemationselen. 








Document 68: E. EMCH & CO. gas-fired cremation furnace at the Zurich cremato- 
rium (1932). Vertical and longitudinal sections (cremation chamber and recupera- 
tor). Source: R. Henzi, "Die Zürcher Einäscherungsöfen mit Gasfeuerung, " in: 
Schweiz. Verein von Gas- und Wasserfachmännern, Zurich, March 1934, no. 3, p. 
64. 
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Fig. 2 Ой» ПІ, Krematorium Zürich, Konstruktien 1925. 





Document 69: E. EMCH & CO. gas-fired cremation furnace at the Zurich cremato- 
rium (1935). Vertical and longitudinal sections (cremation chamber and recupera- 
tor). Source: P. Schläpfer, "Betrachtungen über den Betrieb von Einäscherungs- 
беп,” in: Schweiz. Verein von Gas- und Wasserfachmännern, Zurich, July 1938, 


no. 7, p. 150. 
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Document 70 & 71: Fig. 9: Diagram of 5 cremations conducted оп 30 November 
1932 in Furnace П at the Zurich crematorium. “Variation of CO; content, muffle 
temperature and combustion-gas temperature in the flue of Furnaces II during 5 
cremations.” Fig. 10: Diagram of 8 cremations conducted on 27 February1936 in 
Furnace Ш at the Zurich crematorium. “Variation of CO: content, muffle tempera- 
ture and combustion-gas temperature in the flue of Furnces Ш during 8 crema- 
tions.” Source: as Doc. 69, р. 156. 
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Fig. 11. 
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Document 72: Fig. 11: “Flue-gas losses іп kcal/minute апа in % of the amount of 
heat concurrently added by combustion as a function of the СОз contents of the 
combustion gas”. Source: as Doc. 69, p. 156. 
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Fig. 13. i 
Aenderung des Wärmebedarfes pro Kremation in Funktion 
der Anzahl der Verbrennungen pro Tag. 











Document 73: Thermal balance of Furnaces Папа Ш at the Zurich crematorium. 
“Variation of the caloric needs per cremation as a function of the number of cre- 
mations per day”. Source: as Doc. 69, p. 157. 
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Abb. 13. Elektrischer Ofen. 








Document 74: E. EMCH « СО. electric cremation furnace (1930). Vertical section. 


in: Gesundheits- 


Source: F. Hellwig, “Vom Bau und Betrieb der Krematorien, ” 


Ingenieur, 1931, no. 25, p. 397. 





104 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 











12% 
Sin 
тегі 


L| 
Alb. 4. Querselnitt dureh Ша Ofenanlage 
А. Kokwofen, H. Elektrischer Ofen 





Document 75: Fig. A: vertical section of the old W. RUPPMANN coke-fired crema- 
tion furnace at Biel; Fig. B: vertical section of the BROWN, BOVERI & CO experi- 
mental electric cremation furnace. Source: Н. Keller, "Der elektrische Einäsche- 
rungsofen іт Krematorium Biel,” in: Bieler Feuerbestattungs- Genossenschaft in 


Biel, Jahresbericht pro 1933. Biel, 1934, p. 5. 
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Document 76: A (bottom): horizontal section of the old W. RUPPMANN coke-fired 
cremation furnace at Biel; В (top): horizontal section of the BROWN, BOVERI & CO 
experimental electric cremation furnace. Source: as Doc. 75. 
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Abb, t. — Schematiache Darstellung einea elektrischen Krematlanzofens тїї zugahörigen 
Rekupersior, Frischluft- und Rauchgaaventilator, 


5 = Schematischer Querschnitt durch den Kremationsolen. 
a = Varbrennungskammer.. 
b = Aschensammalraum, 
= Nachverbrennungskandle, 


1 = Frischiuftvantilator. 

2 == Abpasventilaior. 

3 х= Splralenrekuperator. " 

4 ха Anschluss ап das Kamin. 
Document 77: BROWN, BOVERI & Co electric cremation furnace (standard model). 
“Schematic representation of an electric cremation furnace with related recupera- 

tor, fresh air and flue gas fan.” С. Keller, “Die Elektrizität im Dienste der Feuerbe- 
stattung, " Aktiengesellschaft Brown, Boveri & Cie, Baden (Switzerland); special re- 
print of Brown Boveri Mitteilungen, no. 6/7, 1942, p. 3. 














С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 107 





ПЕН 
d 


К 
E 
I 
М 
Й 
Й 
й 
ПАТО 


ШЕКА 
iy 


Ш” 

Т 

T 

ҮП 

ШІ 

М 

fi 

i [|| 
МАШ 
NINE 
HEELELLETLLRLIV | 
|| ШИ 
ЦИ EET | 
ОА 
TAR 


Е 


|| 


L-I— d 





de Tepmtetgi et Ae: Байер. іт [rempi des E ња, 
d,- Темеш нығайт hakir Таш), іш Trerrraprps-mie жанына ép ee Шаға Pa. 
dac Ганга t Есі, Ser Бас ta ended nr mübe mel dr Limücrkzrrmkg eiar КЛ! 











Document 78: Temperature diagram of 3 cremations in a coke-fired cremation 
furnace. Source: as Doc. 59, no. 8, p. 110. 
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Fig. 4. Temperalurdiagramme, 26./27. Oktober 1933. 





Documents 79 & 80: Top: temperature diagram of 5 cremations conducted on 26 

October 1933 in furnace III (E. EMCH & CO.) at the Zurich crematorium. Bottom: 

temperature diagram of 7 cremations conducted on 27 October 1933. Source: as 
Doc. 66, p. 66. 
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Abb. 6. Tagesdlagramm von 23. Okt, 1931 vor Errelrbung des 
Beharrungazusiandea. (5 Eldäscherungen). 
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Documents 81 & 82: Fig. 6: Temperature diagram of 5 cremations conducted on 
23 October 1931 in the VOLCKMANN-LUDWIG gas-fired cremation furnace at the 
Stuttgart crematorium. Fig. 7: Temperature diagram of 5 cremations conducted on 
30 October 1931 in the same furnace. Source: as Doc. 66, no. 14, p. 163. 
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Abb, 4. Kremaklom vam 14, April 1834 


Die Abbildungen 4 und 5 zeigen dcn Verlauf der Temperaturen 

an 6 verschiedenen Messtellen. Es bedeuten: 

Kurve 1: Temperatur іш Verbrennungsraum, 

Kurve 2: Temperatur im Nachverbrennungskanal, 

Kurve 3: Temperatur der Abgase nach dem Ofen und vor dem 
Rekuperator, 

Kurve 4: Temperatur der Abgass nach dem Rekuperator, 

Kurve 5: Temperatur der Verbrennungsluft nach dem 
Rekuperator, 

Kurve 6: Temperatur der Verbrennungsluft nach den Heiz- 
spiralen und vor Eintritt іп den Verbrennungsraum. 








Document 83: Temperature diagram of a cremation conducted on 24 April 1934 in 
the BROWN, BOVERI & CO. electric cremation furnace at the Biel crematorium. 
Source: as Doc. 75, p. 13. 
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Document 84: Temperature diagram of 2 cremations conducted on 19 April 1934 
in the same furnace as above. Source: ibid., p. 14 
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Document 85: Fig. 2 (left): Temperature diagram of a metallic coil recuperator; 
Fig. 3 (right): Temperature diagram of 4 cremations conducted in 1942 in the 
BROWN, BOVERI & CO. eletric cremation furnace at the St. Gallen crematorium. 
Source: as Doc. 77, p. 4. 
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Document 86-1а: List of cremations at the Bielefeld crematorium (5-23 December 
1941). Source: Sennefriedhof Bielefeld. 
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Document 86-10: continued. 
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Document 86-2a: continued. 
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Document 86-2b: continued. 
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Document 86-3a: continued. 
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Document 86-3: continued. 
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Factors which affect the process 


EE 
GENERAL TREND AND RELATIONSHIP BETWEEN 
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H " 

| 

d 

Ж: 

кемік au LL EC 





ме ыо «жә мо эз эю хе 100 
PEAK FURNACE TEMPERATURE ^C 


Both "вея" and "wmpergtugeg ` have been rounded up 


FACTOR ANALYSIS 


мл 








MAJOR FACTORS 


1 Protein nature of siin and human tissue 


2 Compoostion ol skeleton 








Document 87: Duration of a cremation as a function of the temperature in a mod- 
ern gas-fired cremation furnace. Source: E.W. Jones, “Factors which affect the 
process of cremation.” Extract from the Cremation Society of Great Britain’s An- 
nual Cremation Conference Report, 1975, p. 88. 
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Shares. етта! туена 
Aa [par fame hee loan Го 2.24 
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Fig. 6. 
Temperaturverlauf in einer schlecht isolierten Muffel- 
wandung zu verschiedenen Zeiten des Anheizens. 











Document 88: Fig. 6: Behavior of wall temperature in a badly insulated muffle at 
various points of heating it up. Source: as Doc. 69, p. 154. 
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Document 89: Fig. 7: Behavior of wall temperature in a well-insulated muffle at 
various points of heating it up. Source: as Doc. 69, p. 155. 
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Le Ка н Ein ischerung 





Einäscherungen llitereinander. 


Fig: 25. 
Kakseetiaauh Je Eindscherung für mehrere Einserherwigen шеген Дег, 











Document 90: Coke consumption per cremation for several consecutive crema- 
tions. Source: P. Schläpfer, “Ueber den Bau und den Betrieb von Kremations- 
öfen.” Special reprint from the Jahresbericht des Verbandes Schweizer. Feuerbe- 
stattungsvereine, Zurich, 1937, p. 36. 











Aojo oe Fieduberwogen im Меле? 


Abb, 3, Durchachalttlicher Kokarerbranceh Im Monat ja Leiche. 
a obere, b untere Grenze des möglichen Brennstoffrerbrauches, 











Document 90a: Monthly average coke consumption per corpse as a function of the 
number of cremations per month. (a) and (b) give the maximum and minimum fuel 
consumption, respectively. Source: ibid. 
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Jahrgang AAi, Hett о 





überliegenden Seite der (Henwacd in einem außen abge. | 
schloseenen Gehause eine elektrische Birne an, deren in den ` 
pfen geworfene Lichterrahlen dureh eine vorgebayte Linse > 
verstärkt werden. 

AbechlieBend sei noch auf des Besbuchtungsienster von 
Mahon hingewiesen. Dasselbe ist mit einer dauernd nni un- 
mittelbar der Warmestrahlung des (fens ausgesetzten feuer- 
етет Scheibe versehen. wobei nieht nur die betreffende 
»cheibenoberfläche, sondern such die dem Ofeninnern zuge- ` 
wandten Scheibenkanten vollstàndig oder doch mit nur ge- 
nmen Unterbrechungen der Würmestrahlung unterliegen, ' 
Jiadureh soll eine ungleichmäßige Erwärmung der Scheibe 
und das damit verbundene Auftreten von W&rmespannungen. 
iis isondere an den Handern der Scheibe vermieden werden, ^ 
ine Befestigung der Scheibe an der dem Ofeninnern zupe- - 


wandten Seite erfolgt statt durch die sonst üblichen Leisten — ` 


wie Abb. 5 zeigt — mittels schmaler, aus dem Байшеп vor- 


Неерше, Lue neuzeilathen Leicbenrinàscherungsüten mit Rokslenerung Ven 





; mittelbar 


12) 





apringender Flächen. die sich nur auf kleine Teile der wn- 
bestrahlten Scheibenoberfläche gewissermaßen 
punktförmig auflegen. Ihe Scheiben konnen such durch die 
Rahmenflache керет gehalten werden. indem diese unter 
einem spitzen Winkel zur unmitielbar bestrahlten Scheihen- 
oberflache gestellt werden und eo die dem CHeninnern zuge 
wandien Scheibenkanten lediglich berühren, aber nicht über- 
decken (Abb. 6). Das Mahoneche Beobachtungsfenster be- 
steht aus zwei halbathermanen Glasplatten und aus einer 
zwischen diesen mit Abstand angeordneten gefärbten Gias- 
platte. Letztere ist aus mehreren Gtasstreifen zusammen: 
gesetzt, wobei die aneinanderstoßenden Streilenkanten seniel- 
winklip abgeschragt sind. Durch eine soiehe Unterteilung 
wird die Oberllächenspannung verringert. Gleichzertig wer- 
den etwa auftretende Verzerrungen іп der Scheile aur- 
geglichen, ohne daß sich dabei іп der Scheibe Spalte biden 
können. 12491 


Die neuzeitlidien Leichereinascherungséfen mit Koksfenerung, 
deren Wärmehilanz und Brennstoffverbrauch. 
Yon Wilhelm Нверке, Mittweida. 
Mit peche Abbildungen. 
Inhaltsangabe: Enrwitklung der Feuerbestmtiung, Bizheripse fenerungstechpincher Sehriftrum, Direkte nnt indirekte Kinárenernnr; 


Hegeneratoran und Reakuperatoren. Schwiengkeiten für die Berechnung, starke Temperstursehe: 


Warsebelerisuengen, Würmegrwinne, 


ankungen. Der Koksoten mit Erckupertior. 


Warmeverlume. Brennstoffanfwend. Die Erhebunpspebühr für eine Lun&mcherurnr. 


(Schluß von Seite H1.) 


Einen Überblick über das Ineinandergreifen der verschie- - 
denen Verbrennungsprozesse gibt das Wirmediagramm Abb. 9. 
dessen Zehlenwerte i der späteren Entwicklung ihre Erkla- 
rung finden, Ihe verschiedenen Warmebetrage W. die sich 
lurch den EinäscherungsprozeB ergeben. sind in Abb. 2 als 
l'rozentverhaltniase des 


in patentierte Dreieckrquerschnitte c, und ғ, beachtenswert. 
ebenso auch die Vergrößerung der Rauchgaskanaiquer- 


: Schnitte e, auf Kosten der Luftkanalauerschnitte e, bei dem 
‚ Eidier-Ofen Abb. 4. Diese MiBnshraen gehen darauf hmaus. 
. die Kanalquerachnitte den Durehftußmengen und besonders 





Grennstofinetzeffektes 
verrechnet und dureh 
de —strichpunktierten 
Linien markiert. Für 
den ersten Kokrverbren- 
nungsprozef kommen ! 
Ше Wärmererluste mit „нз тең т, 
voller Linienaignater in : 
Frage. 

Sieht шан ron dem 
alten. Gothaer Ofen ab. 
пег zudem zuerst mit E 
ithmischer Braunkohle / 
geieuert wurde, so 3 
1 als en І p 

auart nu? der Koks. — ^, КЕНЕ 
ofen mit Rekupera- en I: 
tor in Betracht; letze TH “ea 
terer ist ane Behamotte- H6 Meu p 
steinen aufgebaut. Die — c Ce: 

| 





ersten Beck Dien der | 
"üer Jahre waren nach | 
Чет Klingenstierna-Ay- 
stem mit pubeisernen 
Lufirekuperatorröhren 
axsgerüstet. Bemerkene- 
wert wer hierfür, dab jn 
üer — Einenhiitrenindu- 
strie zur Zeit wieder 
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Amen, 3.00% + 
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k RES 5e fS 
425% + т 
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vine Neigung zur Ver- 
wendung von Metall 
rührenrek uperatoren 
vorliegt. In der neue- 
чеп Beckschen Bauart 
Abb. 3 int die Zerlegung 


Хайг-бепегое + Rost Н 


(CETTE TERE Ts 
































der  bisberi, Rechi- 
ucks-Rekuperstorkanale 


== 


Abn. 2, 


00% 
Warmediagramm des Кошвсіршь. 


?i git. 
150,004. 








Document 91: Article by engineer Wilhelm Heepke, "Die neuzeitlichen Leichen- 


einäscherungsöfen mit Koksfeuerung, deren Wärmebilanz und Brennstoffver- 
brauch”, іп: Feuerungstechnik, XXI. Jg., 15 August 1933, no. 8, pp. 123-128. 
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den anfallenden großen Rauchgasmengen zwecks Vernichtung 
des Rauches genauer anzupassen, Durch den Beckachen 
Dreiecksrekuperater werden Lufterhitzungen bir fol und 
mehr erzielt. Ale weitere Neuerung ist die Anbringung mehr- 
facher Kanalmönlungen für die Leichenverhrennungstuit in 
dem Deckengewalbe der Sargmuflel anzusehen. i 

Der Beek-Üfen hat den Yurzug, дай die Feuergase ron 
vorm wach hinwu gezogen werden. Beim Offnen de. Haupm- 


schiebers zur Einführung des багри» können also keine Gase 7 














Feuerungstechnik 


Jaürgang ХХІ, Heft н 











Um nun au einer Rechnung zu kommen, müssen von 
Schwankungen der Warmemengen und Temperaturen abge- 
sehen, pur bertirumie Xormal-, Maxim&l- oder FHınimalwert«, 
wie air passend aracheinen, zugrunde gelegt werden. 

Das Gewicht der Leiche einer erwachsenen Person kann 

5 Т 100 Ер betragen. Hiervon entfallen 65%, auf den Wasser- 
gehalt und somit 35^, auf die Trockensubstanz, von der 5%, 
Unverbrennbares (Asche) sind. Die ap 5 — 305, brenn- 
Бате Substanz setzt sich zusammen aus 12%, Fett, 15°, Ej- 
weißstoffen uni 37, ronstigen 
chemischen Stoffen mier aus 
525. C. 79, H, #94, 0, 19,8 
und 17%, X. Danach ernält 
man bei Voraussetzung eines 
mittleren  Leichenpewichter 
von 0 [70 — 100] = 82 Ер 
ale hrennbares Leicbenpewich: 
08,85 255 kp, welches be. 
steht aus: 


12:85 = 1 


























Abi. Eock-Eokeofen mn Dreieeksrekuperstor. 


# 7 kanéscherungsmnfe. b= ыыра, r= Helmperstor. c, = Haurngaskanalr, 
d» c авар, d Пазна иеа Zemmeren, e barbstrrbeeppuseerant., 


іп den Heizraum austreten. Ін die Asche ви} dir unter dem 
Sargrost liegende schiefe Ebene gefallen und noen mit einiger 
brennbaren Teilen durchsetzt. во wird sie au! den Nachver- 
brennungsrost ғ gezopen. wo ніс in sich restios verbrennt. 
Hiernaeh wird dieser Rost gekippt, infolgedessen die Asche 
in den darunter befindlichen Aschenbehaher d falit. ler 
Vüdier-Gfen ist eine für ртобеге Kremarerien und fur Dauer- 
Letrieh vorgesehene schwere Ofenbavart. Für Anstalten mit 
ner wenigen Einäscherungen in der Woene wird der Ofen im 
seinem Unterbau durch Fortlassen von ein oder zwei Re 
kuperatorzügen niedriger gehalen. wodurch das Anneizen 
schneller vor sich geht. Man hut bei den Iüdier-Üfen ferner 
die Möglichkeit. die aus der Muffel a aizirtienden Feuergase 
vor Eintritt in den Rekuperator ¢ noci mit durch die Heiz- 
zuge der Muffel jeiten zu können und sc An Brennstoff fur das 
Aufheizen der Muifel a für die Einäscherung der nachsten Leiche 
zu sparen. Durch die Trennung von Generator b und Muffele 
ist die Feuerführung für das Anwatmen der Mufiel su gehalten, 


daß Abgase aue der Fenerung während der Einäscherung selbst ' 


| in den Einäscherungaraum nicht gelangen kounen. 






Far eine derartige brenn- 
bare Masse, die їп ihrer Žu- 
sammeénsetzunp ееп fester 
Brenmsuwff gleichkomm:. im 


S Nach praktischer Ме» - 
41, 








steht eine Luftüberschußzahlm = 





т 
sungen kann С), = 127, gesetzt werden, somit m = 


Zur volikammenen Verbrennung dieser Bestandteile im ein: 
wirküche Verbrennunpsiuftmenge nó£ig топ” 


2.606 





Бет. 
5 2,87: 13.200 = &. 1,785 + 0.255 — 2,805 

амды aan ` 

= КНН = 2290 m* von (^ und 760 mm. 





Die Temperatur t in der Sargmuffe] soll erfahruneseermal, 
unc auf Grund von genauen Versuchen nieht unter > RO 
sinken und шейт über 100° steigen, dami; eine mugheas: 
vollkommene Verbrennung und völlig auseeglühte weiße 
Asche gewonnen wird. Be; t 1000* würde zwar die Ver- 
brennung rascher vor sich gehen, dagegen würden acer dir 

, Knochen schwarz und hart werden. Es soli daher [= 9007 
angenommen werden. 

_ Die Luft wird im Rekuperator von der Anfangs oder 
Raumtemperatur 4, = 10° auf 4 = 350° vorgewarmt. Ex 
wird dabei { = 350° vorausgesetzt. da die Entzundungstem- 
peratur des Sargholzes bei 205—350 legt Es ist dann tur 
die Luft noch eme Warmerienge vorzusehen von: 

Wy = U31-L-og — (Lë: 220 Ар — 3601 

TIIU = m BURG Есај. 

Die іп der Leiche enthaltene 85proz. Wassermenge топ 
= MÄA. 85 = 5605 kp іні ebenials nu? f= WH" zu 
bringen. das heißt іп $attdampi von ШМ zu verwanueh: und 
danach bis anf 8^ zu überhitzen. Mit einer Erzeugung 
wamne j= 64 Етар bei lata und e, = 14b epez Uher- 
hirzungewarmw ergibt siel ein für diese Wusserrerdempfung 
eriorderlicher Warmeaufwand von: 


ғ, [640 — 0.451900 — 101) 





erh 
= 58961 = « BONN) kcal. 





Document 91: continued 
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зашт ащ эда, Aer y 


behaiter als Verlust zu buchen ist. 


pewiehtG, = J- 1800 = 5400kg. 
Ihe Temperatur dieses Seha- 
niottemnuerwerkes beträgt nach 
Alelrersuchen etwa f= XU, 
su daß bei einer spez. Warme 
von 0,21 fer die Erwärmung 
dieses Ofenoberteiles топ 10° 
auf 800° aufzubringen sind; 
Fi = ée 5,0 — h) 
= 0091: 5900 [800 — 10) 
== 895560 = ~ 900000 keal, 
Der untere Ofenteil mit dem 
Rekuperator umfaßt s4 п? 
Schamottem&nberwerk. hat also 
ein Gewicht von G, = 4-1 Н} 
= 7900 kg. Unter Voraussetzung 
ungünstig niedriger Verbaltnisse 
treten Ше Heizgase mit 7", = 600° 
in den Rekuperator und ver 
lassen ibn durch den Fuchs 
mit T= ИІ". Hiermit sind 
gegeben: 
die mittlere Rauchgastempera- 


Leg, Ine doce LACED HETUN EEL диз Reed HUE usw. 


Das Unverbrennbare, die 592 Knochen von 9,05- а | 
= 425hg Gewicht, wird wahrend des Eingecherungepro- 
zesseg bei 0,2 spez. Wärme eine Wärmemenge: І 

Жұ- 0,2- 4,25 (800 — 10) = 746,5 = e 800 kcal 
linden, die mit Herausnahme der Asche aus dem Samimel- i 
Das Schamottefutter des Überbaues des (fens mit Мине], ' 


Rust, Kandlen und Aschesammelraum kann mit w$ m? an- 
zenamien werden. begirst also bei 1800 ke m? spez. Gewicht ein 


dew 








Mit |, = ~ 300° sind dann für die Anwärmung des Re- 
| kuperators erforderlich: 


| ҒЖұс е б. Oy WETTE 200 d Bet s ABRE kewl, 


` die zur Erhöhung der Lufttemperatur von 10° aai 3507 dienen. 
Па nun die Ofentemperatur über der Entzundungstesn- 
- peratur des Sargmateriales liegt, eo werden bei Einfuhren 
des Sarges dieser wie auch danach die Leiche unter Ein- 
wirkung der heißen Luft bzw. deren Sauerstoffes alsbald zur 
Verbrennung kommen. 


S S MER ББ 3 
N 
N 
S 
S 








TUF zu: 

Т.- Tr біш + 200 
nel >—- — 
= ap, 





die mittlere Lufttemperatur zu: 


hth + 850 


т z = 180°, 


і 
Mit «= L, Sehamottestein 
дег Rekuperator- 
wande, also 

= 0.068 m Stärke: 
а = Wurmeleitzahl der 

Schamöttesteine, 
0.60 bei 400 400°: 


i 1 O1 T vi 
Е "1.4 ^ov 








der Rekuperatorsteine zv; 


PU Бо e 180 — 
x 


und dir mittlere Steintemperatur: 
` w Ka a 








m go eg 


Du а= а= A 








wird Ше Wármedurchgungszahl der Rekuperatorwande : 
= БАЗ kelm Ch, - 


Damit erhält man die beiden Oberflachentemperaturen 


e к 3.3 
# = 7Т„—({(Т„ тыз = 40 — (400 — ІНІН 3 


{400 — 1801 2,7 = 





Der Einäscherungssarg hat ep 
Gewieht vun G, = 40 kg und könnte 
bei H. = 3000 kcal'kp де» Holzer 
eine Warmemenge H, G= 3000.40 
= (200 keal entwickeln. [hese 
ganze Würmemenge darf jedoch nicht 
als Gewinn eingesetzt werden, Durch 
den Anstrieh, das Sarpfüllmaterial. 
die Leichenbekleidung u. del. wird der 
Effekt um 33°, herabpegrückt. ға 
даб ais Wärmeperinn duren dic barg- 
verbrennung nur rerbieiben: 

W, = 12000 — 0,35 ) 40040 = ннн! 
= ОШО keal. 

Da die brennbare Substanz der Leiche aus denselben or- 

` ganieehen Bestandteilen besteht wie ein fester Brennstoff. s 

| läßt sich die bei der Verbrennung der Leiche entwickelte 

| Würmemenge nach der üblichen Verbendeformei bestim- 

| men eu: 


Wy = топе 2900604 — ij = 8800. — 600.9 
5,8651 


Ir 


E106. 13.26 2 2800011.785 — 


— Amt, - 0.235 — 600-5505 = M 407 keal. 





sae. 
; Rechner man mi: dem Fettbestandtei! der Leiche und 
nmm den Heizwert des Fetter mii BO kcal kg und den 
der Eiweiß- uni ührigen Stoffe mit lat гені г un. so er- 
. halt mat: 


3.83 ago 


2,55; = 104580 heal. 





И. = BHOU- 102 — 150041273 — 


Man kann aber auch zur Ermittiung von W, bewährte Er- 

` fahrungswerte von Мепасһер Verbrennungsöfen beranziehen. 
In derartigen guten Dien rechnet man mit einem Robbe- oder 

- Rokererbranch von 0.350— 0,375 kg ram Verbrennen von 
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Fewer go Lecibs 





чашръпр AL, Hen D 








SE 





1 kg Fleiach іп ! Minute, МИ = 0,5 und H, = "000 kesl kg | und der EE pet. Warme der Kauchgire: 


für Koks wird: 
Е, = FO 0.350: & 

Man kann mithin endgültig setzen: 

F, = 105000 кезі. 

Far die Verbrennung гіпет 85-kg-Leiehie ist also nach vor- 
stehendem Erfahrungswert eine  Verbrennungedau 
Sé Minuten = 1 Stunde und 25 Minuten nötig Dies ist 
Zeit, die auch in den neuzeitlichen Leicheneinascherungsöfet 
rorauszusetzen ist. 

Für eine erste Ejnáseherung aut Hochheizen des kalten 
(Hens erhalt man nunmehr foigende Warmelnlate: 


UR 104125 kcal. 








Aufzuwendende Würmemenpen: 
für Erwarmune der Einüscherunpsluü anti krai 
Tür Waeeerrandampfune , nn кїнї 
für Eieenerwurtoung der Аксо, ao 
Hur Erwärmung des drbeto Семее 404 Sim LL 
fur FErwermung des anteren Qdenieiles 20, . . аын 






Я 14525 
Erzeugende Würmemengen: 


dureh Verbrennung d. Serge: H 
durch Verhrennung d. ebe 


SU kea! 
luin. 


"m - lEà Ut кені 

Somit liegt für eine erme EE DU ` en 

Winuebedanr vor 2... an i a . W,= 1367 BON kegl 

Ais Brennstoff kommt Koks нік Gas- oder Hüttenkoks 

in Frage. Fur nachetehennie Berechnung wird cin Zechenkoks 
zugrunde pelegt, dessen chemische Analyse ergeben hat: 

= 75.84; Н = 0.51: 0= lb &= 0,81, W= 8.21; А = 10.535, 





1301H keal 





Dafür finder sieh der untere theoretische Heizweri zu: ^ 


; d Е 
н, = віс зон Dr к-н 
ӨТТЕ ТЕНТЕК а 
EE EENEG 


= 6471,15 = ~ 6450 keat Eg. 
Zur Bestimmung des Nutzeffektes bzw. Wirkungsgrades С 


sind die Warmererluete des (Hews zu erfassen. die ach aur ` 





dem Behurnsleinveriust. den Verigsten dureh Leitung und 
Strablung, dureh unrollkommene Verbrennung und durch 
Herdruekstande (Asehe] zusamımenstizen. Für diese Er- 
milang werden Zahlenwerte benüzzt. die dureh Versuche 
und Erfahrungen тай obigem Krennsuof gefunden wurden. 
Teilweise muß nazürlick fur diete Irarsselinng аш? Mittelwerte 








zugekommen werden. Gefunden wurder: die Fuchstempera- 
tur Fp = 247. die Raumicmperatur beim Anbeizen ір = 107 
und naeh Loberticbserzen L die Anaiyeenwerte der 







Heirgases (Rauchgases CÓ 
= 04. CH, = 0. und N= TUI Va 
menge einer ersten Heizung жаз» 
C= 0.8. H ss «1. f= 1,6 und Unverbrennliener гә. 59 
alse Unverbranntes und noch Brennbarer im der Arche 
T= (E Hm Ng m ATR DI Lee 48.59. 

Der Heizwert топ Г, wat naci der Verbrennunzsunter- 
suchung in der Berthelot-Manlertschen Bombe H., 
= $650 keal:kg. 

Hiermit erhalt mar als Schornsteinserlust: 


. QU = us. Н, 
die Koksasthen 

















e 108 
mac o E М D IN = 
ma == 10,30 Vs, РАСТЕЛ Иа Wi: HPs ш- S 
: KOCH Toi 
а NR £00 1 
So $008 А n у 





= HAN, 


Oder mit dem Volumen der trockenen Verbrennungspaste: 
001.2 амп. TE H4 






U. ——. du 





0.536 E 


n 100 


= 10,7 mkg 


oder angenahert nati. 


тіз Analysenwenen | 








# = 
ы= 


UFR борк; Ту — ы — оннара (20 — 10) 








(fv tale Tine 








2 RIGT p- 


Geer пін dem LufsuberschnB m, D ins Generator. 


беш Raucugasgewicht . 


dem Au 
Gase c= n 074 und dem 
Wirkungsgrad tier Genera- 
tors gp = ©. der Feuer 
wmperainr gu: 


г. Warme der 











Alea 
Toit th ENT 
TEEN Barth] — 1 






ELE 1890* 












und damit nach Abb. 5 mit 
Чеп genaueren spez. War- 
men von c= 4,2 bei 
Fo 1500" und cp= 0.235 
be) Fp = 200° zu 
Tp- cp 
San = чу + Ir 
d Ш А0 HOD сию 0 me 
= 14. Abb. 5. Sewrifinche Warme vun 
Oder schlieBrich naeh lkp Kaucngms ee: m = 10%, 


Siepert ze: (Seen Le. B anser, baki umi Ewen 118 ` 





= 10,504, 


Der Verlust durch unverbrannte Gase iunvallkom- 
mene Verbrennung: eristeht durch den Gehalt der Abgase 
ан Unverbranntem ais C^ und CH, und ist bestimmt zu! 

Dënn, CO äist: TEE 
B H. 





ha 


DER 


Af DA, 





24,850). 

Brause zu: 
10-06 — Hy! 

"Oe DUR T 





Toe ta dd 


kd e eg 5; 
7 1з = - ША 








Der. Verlust durch Herdrückstände ; Asche. Schlacke) 
erhelt man mit obigen Angaben und mit einer vorläufigen An- 
nanme des Brennsinffrerbraucher (nach Erfahrungen) von 
E= = UW kp тї: 








. Ae 8I 1: ТОЦ Е 
[AM BL = 405. D = 348 
el; ЕН, = 39.5 De Bass. 
Oder: 
v= A.R Im ` 
j BH, 2 





Der Verlust durch Warmeleitung une -strablung 
des Gfens muB. тісінен ais Hestglied in Ше E anzrerhnung 
eingesetzt werden. Hier НІМ er sich jedoch mit Hille der 
Warmedurebpangegleichuar erfassen. А 

ler ganze ireistehenüe (Henmaoerkiots besitat eine 
Außenfläche von F = fé mz. Die mittlere Temperatur der 

à n d ` Bai — be 
Innenwände kann mit =T 








= 
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Jahrgang XX1, Heft 3 


efigeetzt werden. Für die Wärmedurchgangszahl gilt mit 
1, = ар = Y (lnnenwand) nach Abb. 6: 








1 1 
егінін s ТУТ ыт пй 03821 
o" à ^R А a. 70 әле" Об "oan"? 


= 1,76 keal, тее. 





In s= 38tunden Anheizzeit des Einaschetungsofens | 


nach Erreichen des Generatorbehurrungsrustandes ist der 
Warmeverlust durch den (ifenmaverklotz: 


П Fir, ae = (38: ҢЫ! Zn-3- 108756 kcal 
ler! 


= 0,8090. 


Rechnet man hierzu noch A, fur die rechnerisch nicht. 
zu erfassenden, aber immerhin bedeutenden Wärmererluste 





Abb. 5. Bestimmung der Warmodurchgangazahl i. 


dureh Falschluft und Undichtigkeiten im Mauerwerk, 
Klappen und Schiebern, so wird: 
Bus Jä. Ae 7.287. 

Alle vorstehenden Prozentwerte der Warmeverluste be- 
ziehen sich auf das Prozentverhiltois von H.. 
. Mit dem Größtwerte der ermutteiten Progentsätze wird 
dann der Gesamenutzefiekt (siehe auch Abb, Sj: 
100 — (Boat Bae + H+ By) = 100 — (E), 14 — 4,56 — 2,48 

= MK — 25108-1488 = 75"; 

und der Wirkungsgrad: 


in 





n= Oh 
also der wirkliebe Heizwert des Kokses 
tH, = O75 - Bit = A850 kcalEg. 


Für eine erete Einäscherung ist mithin der Brennstoff. | 


aufwand. 





B Es 1 267800 
SE 
' 5H. 4820 


Für Öfen schwerer Bauart erhöhen sich (С und 6, und 
damit F, und W, derart, daf В, auf 306—400 Ер und mebr 
steigt. 

Für eine zweite anschließende Einascherung sind auf. 
zubringen einmal die Warmemengen für dir Verbrennunge- 


= 2023 ke. 


luftvorwärmung, Waseerverdunstung und Aschenabsorp- : 
tianewärnme mit: : 
Wy + W, W, = 36006 — 60000 — BüD = D880 keal, 





Hann ~. 309; für Deckung der Warmeverluste des Ofens, her- 
vorgerufen durch Absorption. Leitung, Strahlung. Falsch- 
luft, Sargeinführung. Klappen und Schieber usw, also: 
0.30 (Wy Fa) = 0.30 [BÜHNE 454000) = 405 200 kcal 
Durch die Sarp- und Leichenverbrennung werden: 
RA 07, = 80000 + 105000 2 158000 kcal 
vreeugr, von welcher Warmemenge es137, mit den Abgasen 
durch den Schometein als Verlust entweichen. 
Somit stehen zur Verfügung: 


G85 F, + WF) = 6,86 185000 = 157250 kcal, 





Heepke, Ihe geureivlichen Leicheneinascherungsöfen out Koksfeuerung usw. 














d 
Für die zweite Einascherung mind also aufzubringen? 


Wu, = (98800 + 406200) — 157280 = 247 750 


H 
г 


ша; 
War 47750 n, 
ытты TE 


Па sich mit jeder weiteren Betziebserunde der Warmever. 
* het durch die Absorption der Ofenmanerwerkes verringert, 
und zwar sa weit, bis schließlich ein gewisser Beharrunge. 
zustand eingetreten jat, 56 kann шап für weitere anschließende 
Betriebsstunden auf Grund von Erfahrungen und Messungen 
den Prozentsatz dieses Warmeverlustes gieiehmálig berab- 
setzen bis zu "der untersten Beharrungagrenze von 15%, 


Zahbentatel 1. 


























| оны ік kg Гит 
anlage | 
ш 
Amdt | баш [180.2709 234—314 von zwei| UuregelmaBiger 
Leichen an nem Бөлме. 
Таре Abwarme für 
: UI Xapellenhaitung. 
Bein WOU) Gas |390-53: 5f 52 BOO SO| — Peensrbetrieb. 
таат гї i ` M: 
Chemnitz | Шай ты er" at 40.40 —{ Dauerbetrieb. 
i * Heaversuche 
P rot Heepke. 
Deu Hütten. 365 ^ (90 zusammen :35| Hewversuche 
Й И Katie. 
Erun ‘Gar. 1825 575112.5110.50:25| Sicht тайнен ід 
А Betrieb. 
1 нане Hütten] 175-200 je 80 — 
! Hannover (Hutten jarwa je 100 uv. Darchachnitt| Unrertimäßiger 
1 2 A ` Не rieb. 
Hirschberg | Hätten. 150 noo - 50 | 80.60.00] Saugzuganlagt. 
Meinz Ger up Du 50 ` pp 50. — 1 Modern) unum 
gd mener $ 
Ln Ofen 1 pne 
400 mm, 100 "06 — — | Анет H 
: : Ofen | Велер 
München uae [30-210 5T . 52 БВ — — 
Weimar Gas je 135 im Durhachnitt | Nor Dienstags und 





Freuspsu Betrieb. 
І 
: Für enschließende dritte bie fünfte Einsscherung 
. kommt man etwa mil dem Mittel zwischen 30 und 15%, aiso 
‚mit Die aus. во dab man erhält: 


ж-ға 


Wy, 0221, — R,j — I8, — W,— Bal — 0082-0007, – Ra 








= 0,22 1354100 — 95800 — 157 230 = 239430 kral 
und: 
Ra _ 229430 Set, 
iur ve er ee 


Von der fünften oder sechsten Einäscherung ап wird 
| der Beharrungszuetand des Ofens in seiner Yerlustwarme- 
! abgabe annabernd erreicht sein, so daB man von jetzt an un- 
bedenklich mit dem unteren Grenzwert von 15°, rechnen 
dari. Somit gelten dann für eme weitere nte Einüscherung: 


F, = 0,15. 18354000 — 88800 — 157 250 = 144520 keal 





i 
{ und: 
| LOW. 148650 
| ^ aH, m 
Alle diese Rechnungsergebnisse decken sich gut mit prak- 

tiehen Erfahrungen. In vielen Krematorien wird mit einem 
| taglichen oder jährlichen Durchsehnittewert je nach der In- 
| 
І 
| 
| 
1 





В, = 10 kg. 


anspruehnahme der Anstalten gerechnet. 5e findet man für 
eine erate Einascherung einschließlich Anheizen: 
E 


115-275 kg für einen normalen mittleren (fen, 
300—460 kg für einen schweren Ofen mit Dauerbetrieb, 
75-850 kg für eine weitere anschließende Einäscherung, 
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reuerungssconmda 





Wegen der Verrechnungen des Brennatoffverbrauches 
über eine Jàngere Betriebszeit hin menens der Hrematorien- 
verwaltungen finden sich nur wenig jene Werte für den 
Koksverbrauch für die einzelnen aufeinanderfolgenden Ein- 
äscherungen. Diese Werte lassen sich dann nur durch Heir- 
versuche gewinnen, In voretehender Zablentafe! 1 ist eine 
diesbezügliche beschränkte Übersicht gegeben. Die Hoch- 
helgzeit ist mit «o2+3 Stunden, die Einäscherungszeit, mit 
а: 1107, Stunden vorauseuselzen. Von der Angabe der Oten- 
systeme ist absichtlich Abstand genommen. 

Die grate Zahl der Einäscherungen im Kokeoten hat sich 
im Jabre 1930 im Berlin-Wilmersdorfer Krematorium mit 
8784 ergeben, also bei 5% Jahreswochen und 6 wöchentlichen 


Arbeitstagen im Durchschnitt täglich zu 2255 = e12; hier- 








8 
52-68 
für wurden 35 kg für jede Einäscherang verrechnet, 


Für die zu erbebepde Gebühr für eine Leicbenein&scherung : 


kann natürlch nicht nur ein mittlerer Rekeverbrauch heran- 
gezogen werden, sondern es müssen auch alle anderen Un- 
kosten des Krematoriumsbeiriebes tuale Berütksichti- 
gung finden und dann aus der Jabreahilanz der Preis für eine 





Einäscherung festgelegt werden. Zieht man gum Beispiel : 


„Jahrgang AA, HEIT Y 
Chemnitzer Verhältnisse berbei, во kommt mon тп folgender 
Aufstellung: T 


Im Jahre 1930 sind im Chemitzer Krematorium 1753 
Leichen eingesschert und dafür 128 t Koks verbraucbt wor- 
den. Somit entfällt: auf eine Einäscherung ein Kokerer- 
brauch von 128000; 1753 = 13 et Damit erhält man fol- 
gende Verrecimung: 


таър Koka bei 1001р gu 3ҢМ.00.2........-- 

Apiuke für 100 kp zu 0.36 RM, .........-.- 

Anzündeholz |... 2 2 2 22. ao n ne 

Archeabluhr s 2 ee ee я 

è Heizer-Lohnstunden с Län RM, 2.5 
(4 Heizer x 49 Wochenstunden x 52 Jahreewochen 
- lc00-Arbeitastunden; 10009): 1753 « 5 Hezer- 
Ichrwtunden je Ein&seherung] 





Von 7,70 RM. 20%, für Vergicherung wë, 2..0..2- | 1.80 ,. 
11,70 FO. 
` Devon 15%, für Ofensbnutzung 220... .---.ы. iti. 
Aschonkapee), E 1,85 2, 
Harmmbpmiumbenuizung. -..-.----.....- 400 „ 
4 Trgarmunden je ! ЕКМ............... don 
23,10 Ead. 
` Davon 30%, für Verwaltungen. . A ыншы” 
Somit Drurehschnittsgnbühr für aine Einäscherung , . . 30. — HAM. 
[178] 


Umscan. 


Tiber dar Mischen verechisdemer Helzgese für die Südierersorgüag. 


Des gensur Mischen verschiedener Gam meecks Hermellung eines ; 


völlig konstanten Stidigaae: jet heute von grober Bedeutung, und | 


zwar oamentich für die smerkeninchan Gewerke, donot auler 
Stemkohlenges, Wi 
ferner Abfelleese der Ста регии, Butan, Fropan wiw. zur Ver 
fügung shan Dic Hersazırh deer in ihrer Zusmrnrémetzung 
во verschiedenen (Gmse für die Al be ап Städte hat mn die Мер. 


und Ganerierpes such noch Naturpss, ! 


technik beber unbak&nnie Anforderungen әле ы, Früher hat men : 


beim Michon verschiedener Gase nur wenig wal die Finhaleung pe- 
nauer Mangenverbalinume geschat, weil map sich über Ше Bedeurung 
einer konstanten Gambesshahienheit nicht im klaren war Heute weit 
шап dagegen überall in der Gasindurtrie, wie wichtig die Опуегалавг- 
Uobkeit dec Heitwertes, des spezifischen Gewichten und der anderen 
Brennagensceh&iten des Stadtegsng int. In Amerike betrigt der Hait. 
wert de Siadtgases in der Rage! 4450—5020 ical mi, und zwar іні 
den (Gaspesellachaften die tone nee bestimmter Bereet, 
meit von einer wt&atlichen Kemiaan vorgeschrieben- 

Die Ganpssellscheiten heben zur Acibildung oder гаг Antchat 
tuverlänsiger Med. und Kontrolgerkte beträchtliche Mittel ` 
gewendet, һо dal man heute überall seibetiktige Kalorimoster, Heir- 
wartrogker, Dichtwechrmiber und andere Kom banutz. Ine 
Consolidmted Ges Electne Light & Power Do, die «Ше Stadt Balti- 
шөге Und deren Tingebung mit Gas versorg. werteili z. B. an ibm 
Abnehiner біл Gas, Чал Aus Kokereipms, Gireffmeriega und melbet- 
erreuztem kéerbenerton Wasserges besteht, Die von auswarte be- 
zogenan beiden Gaes werden häufig іп hwankanden Mengen und 
mu wechseindem Heirwert palmieri, trotadem ist ep dem (ртг 
gelungen. durch entsprechenden Zusatz vor Wamerpas. des mehr 
oder weniger mark КАГЫША wird, dausrod тіп gleichmédic zu- 
semrnengseesiztas Micha ап des Kohrnstr zu лрабед. Der Hertwert 
des abpegebenen Gasen betrázt im Monatadurehechnit: 4450 са] еті, 
wobei die Schwankungen für jede Einzelnbleeung ito Mittel mur 80 kcal 
unter oder 1840 keal über dinign Wert нарад. Des eperifiaghe Gewicht 
dew Mimchgwers achweokt eschen 0,58 und 0,63 інші Luft « 1 be: 


J- 

Zur Ereielung dieser gleichmäßigen Geabescheflenbert werden ип 
Geawerk die 3 Einzelpsae penäutstenn gemessen und mit Hilfe zahl. 
reicher Kontrollgaräte auf ihren Herwen und ihr aperifischer Gewicht 
untersucht, ebenso das Hiechess vor dem Emthti in dan Ausgleich. 


1 abeoluren Pree sich srhebiieh niedrigor stellen. 
‚ Zwecke beacoders pes 


bebälter sowie das Sradip&- vor dem Білігі! іп das Bobroez, Мп” 


Driginalauizktt wirdlergepebene Mabetreilen zeigen die Schwankungen 


im Haizwerr und im spezifischen Gewicht der Einzelease sowie die . 


völlig gleichmäßige Beschaffenneit des Btachëasegn. Zur Ausführung 
der Messungen werden remmeierende Thomas Kalorimater sowie 
Eanzrex-Dichteschreiber verwende, deren Anzeigen durch hàuiige 


Vergleschurneesunpen mit Stmndérdinstrumentem von sorgfältig au | 


gebildeten Leuren avsbammtiech knonirelhar werden. 


Des Koksofenges wind von ®шега Stahlwerk in der Ürmpebung - 


durch ene 13 Meilen іадре Rohrlmtung dem Gaswerk zugeführt. Die ү Verbrauch dier Masse im sehr врате. de für einen lusdrartmeter 
k ` Mausrwerkalläche nur etwa бр benbtipt werden. Bei emem Dee 
Ныгтегі des Gases zwischen 4370 und 4720 kenli? und des Epe- ' 


Gealieforungen schwanken zwischen 17000 und 23000 m'h, der 


zilische Gewicht zwischen 0,37 und DAS, Das Koksolengas wirl аш 
dem Gaswork von Schwefelwassarstoit befreit und hierauf mit den 
anderen Gasen ischi. Das Raffinsriegas wird ebenso durch eine 
5 Meilen inge Robrleitung von einer benwchberten Olraiünene be- 





zogen, und rwmr ш einer Hengo von 2250—:2400 m/b; sein Liwirwert ` 


übergogAngen. 
` sorechend der 


beträgt. 13350-13200 kcel/m* und жіне Dichte 0,05--1,0. Auch 
diene Ges wird auf dem Geswerk von Bebweislvmmeratot! perenugt, 
she а dem anderen Gamen zugesetzt wird Die oëene Vi sorp 
anlage dee Werkes mul imanie sein, den Tageahedari von durch, 
schnittlich &5004X m* im Eommer und von 1.3 Mil. m* im Wuer 
rum Тай, im Notialin aber aunh vollständig zu decken, und tear 
muß deser Ges darha des oben erwähnen Anfordernopen ent- 
sprechen. Zu disem Zweck end $0 dreiteilipe Wessorgas-Einheiten, 
Bauart Lows, vorhanden, die eme &uertichande bilden, 
welbet wann dis Lieferung von Eokerei- oder Най нгі тон 
wollte. Der Hazwort de Waeaserpeses 1G, ch durch Verändern der 
eingeepritzton Gluenge іп weiten Grenzen regeln, deagieichen dae 
szperifmche Gewichi darch geewpgnete Ejnatellung der Ferien bei 
der Gaserzeurunr. Die innige Vermiwmebung der 3 Geese өгізі in 
ounen Fald.Wescher, in dem zugleich des Maphthalin апе dem Gest 

wird, sowie ш 4 großen Gasbeh&lugn. (0. H. Wolfe, 
CL Met. Enge. 28, 1931, Э. 57-581.) & [213] 


Feneriesle Massen als Ansirich-, Heparatur- und kuclurmaieriai. 
Um böher hte feueritzete Auskleidungen von lenenangea 
und Dies, längere Zeit hindurch betriebsfähig ті Fale, im man in 
neuerer Zeit mehr und mehr rur Verwendung vor Etampirammn 
ü „ wsiche іп vweraeheselensüam Zumemrersetrungen emt. 
т An der Beanspruchung angeboren werden. Gründ. 
sirzlich unterscheider man zwaieban sopensonten Schutrüberzrigen 
amersaita und dec Flick- und Ansfngtmamsen andrerseits. Während 
emere — wie der Name schon pagt — ium Schutz des Mauerwerk 
abs Überzug in varhiltmamddig dünner Echicht &ujgetragen werden. 
nimmt mèb жап den Рісіызамыр maint Қарагылгеп Ап vürremig 
abgenutzten Daller des Mauerwerk* vor, Der Vorteil be: der Yer- 
end von Echutzanktricb- und Fliekmassen liegt vornahmlich m 
ihrer Бішгегер Anwendung. Ша man bedentand geri н Матра 
dieen Materials im Verglaih ru «mer Reparacur mut Steinrnatetul 
benötigt, welche rweckz Evraichumg einer genüzsndan 'werbande- 
festupkeit immarin größeren Di erserzt werden muß. Man hat 
Messen entwickelt, welche in ihrer Feueristigkan und chemischen 
Widerstandafabigkeit dem Stemonaletial der Auskleklung erheblich 
überlegen rund. wotmi die Gesamtkosten viner Берата trotz höherer 
Eine für genannte 
Mame ward unter dem Handelsnsrme 
,Fyro"') &uí den Markt gebracht. Ale Schutziiberrug aul neuem 
Mauerwerk angewandi, bewirkt diese Masae тле weeontliche Yer- 
Ihngerung der Lebensdauer do, Mauerwerk: Außer inrer hohen 


: Hee iin zeichnet wich Руто-Маван auch durch өше prole 


Widarstandefktupkeit gegen chemuschen Angriff von бераст und 
Flugktaub der Башаграле aus. Die Anwendung erfolgt in der Weise, 
daB шәп de pulverlörmig in trockenen Zustand wngclieierie Masse 
тай Weser zu пират dirnflüwmigen Broi &nrührr. welchen wan mir 
Hilfe einer Bürme Au! des Toueriepte Mauerwerk auftràgm. Der 


vor mur 0,2; RM. pro kp ziehen die Kosten in sehr giinatigens Ver: 
hádínis zur Verlängerung der Berriebehaltbarkeii des Mauerwerks 
"Wegen der chemischen Crampiindichken der Frro-kieuge wird аш 
hiermit versahenes Meuerwerk vor Kehinckenkotrosionen bewährt 


1) Yertriéb durch L. Gorges B5boc, Halle a. d. Saale, 
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1000 


Beraronung 
zur Zurdjüljmug bei Spenerbejiattimmgsgejches *). 
Wom 10, Kugnft 1938, 


Uni Grund bes § 10 bes Өнігиз über Cie Feuer 
bejtatiung vom 15, Mai 1934 (йге. 1:2, 380) 
miró рр: 

8I 

Sie bor Smfrafereten bes Gefrbes anf Дога 
eines KeurrbeftaitungSvereins abgegebene, едеп 
untevidiriebene Erflärung, Рита) die deu auf Heuer 
beftattung gerichtete Wille befuabet Ti, bleibt, aud) 
wenn fie wicht eigenhändig gefchrieben ijt, wirtiam. 


52 

D) Die Polizeibehirbde Be Einäjcherungsottes bat 
über alle поп ifr genehmigten Feuerbeftattungen, 
egebenenfall3 für jebe feibftandige Әліде gejontert, 
ein зеттеу gu führen, in баё unter fortlaufenden 
Nummern einjutragen find: 

1, Ou: und Borname bes Verftorbenen, 
- Geburtstag und Geburtdort, 
. обе а und Sterbeort, 
. letter Wohnort, 
. Stand ober Beruf, 
. Ronfelfien, 
. Tobkedurjade, 
. Sag unb Shunde der Einafcherung. 
. изре танаа und Rammer ber 
Genefinigungsurfun&e, 
10. 3Beijrbunasoxt Ser Michenzefte, 
11. Änderungen bes Beilebungsorkes ber 
Stidenrejte (S 10 Ab], 2). 

(г) Dad Verzeichnis ijt mit den ber Genehmigung 
quatunte Legenden Beicheinigungen unb Kaweifen 
30 Shee nach ber legten im Verzeichnis erfolgten 
Eintragung aufjubensahren, . 


-1 Пі CO a LO M3 


us 


$3 
3 
(1) Die naf $3 91061. 2 Nr. 2 без Gefekes nor 
ge[diricbene amtsärztfiche Beldeinigung ift turé ten 
für ben Sterbeort ober für Ben Oct ber Einäfcherung 
|... әң шіден Bim, ober Seridtäarzt nad) anfiegendem 
DD Mafter auszuftellen. 








а ` (3 Cie oberjten Canvestehorten fónnen, оез 

atig quc Ботпафше ber бейбел фай und zur Aus 
Telung der Befheinigema auch andere fryte түтө, 
tigen, bie die amtäärztfihe Griifuug a(3 eii, 
Бейс. ober Geridisargt beflanben ober an einem 
E Sonderlehrgang mit Erfolg teilgenommen haben, 
ЮЙ durch ben bie йін die gerichtliche бейет фан erforder 
E lichen Renutuijfe vermittelt werden, oder die bereits 
тес Sntrajttreten bed Gefeges mit Wahrnehmung 
biejer Berrichtungen betraut waren. 


* {ш niht Dez Sand Biterreid, 








сізде воп, Заоа 1938, Teil T 


сі 

Bei Beiden, die au dem MuHand pic Cinäfcherung 
eingeliefert werben, enkfcheidet bie Holijeibehörde bes 
Cindfderungzertes, ob ber gemäß ben Beftinnnungen 
be3 Suternationalen Ablymmens aber Beihenbejör- 
derung ausqeftetfte Leichenpaß für den Nachweis ber 
Зоінӛцгіофе ausreicht, Choa beftehende Слое find 
turh Bopmahnte бет amtsargtlichen Ceihenfdhan ge 
map $3 Ubi. 2 Per. 3 bed Gefebes zu Hären, 

55 

Die auf Feuccbeftatiung gecidbtete Willensbekun- 
bung tann wikeerufen iverden. Dev Wiberruf mat 
einwandfrei nadgemiejen werben; al omoanbiro 
nachgemiefen gilt dev Widerruf insbefenbere bam, 
menn er in einer ber ponen dei § 4 ти. 1 bis 3 
Юз бее erfhirt ijt. М 

Bür bie Feurvbeftattungzanlage muh eine Leihen: 
balle vorhanden fein, in беу die Prien vor der Gin: 
äfcherung untergebracht werben fónmen. Sufertew 
muf cin Raum für bie Vornahme ber Leichen 
ifuungen zur Berfügung Ребел, бет bie für tiefen 
Сөзі erforderlichen Einrichtungen zu enthalten bat, 


ER 
Die Feuerbeftattungsanfage unb beren Betvich 
unterliegen bevXuffüht ber Dolizeibehörbe des Ortes, 
in bem die Anlage fih befinbet. Der 3Betrirb regelt 
f nad einer von ber ober[ten ConbesbrBorbe zu 
genehmigenben Betrieh3ovdnung, in ber aud bie Ge 
bühren feftsujeben find. Я 
5 
Der für Ben Betrieb ber Fenerbeftattungsanlage 
verantwortliche Leiter ijt pon der Ме Mufficht fahren 
ben Tiolizeibehörhe ausbrüdTid) in УШИ gu nehmen. 


59 

Die Einüfcherung barferfterfolgen, wenn die frt, 
lige Genehmigung ber Volizeibehörbe bes Einäfche- 
vungierte3 (53 bed беред) bem für ben Betrieb 
ber Weuetbeitattunasanfage berantwertliden Leiter 
vorgelegt worden if. Die Сіпа бесит ift innerhalb 
dreimal 24 Gtunben nad) erfolgter polizeilicher Ge 
nehmigung vornehmen. Rann die Së nit сіп 
gehalten werden, fo Dat ber für ben Betrieb ber 
gyeuerbeftatiungsanlage berantieottfihe Leiter unter 
Angabe bes Grunde der Bergögerung bei бет Бейіні. 
bebërbr eine Verlängerung ber Frift zu beantragen. 


810 - 

(е) Der fur die Feuerbeftattungsanlage verant 
twortlińe Betriebsleiter hat bie Einäjcherung forte 
die Beifehung ober Werfendung ber #фептейе un 
berzüglid} ber zultindigen Dolizeibehirbe mitzuteilen. 
Stecher find anzugeben: Zu und Vorname без Gin 
geäfcherten, Rummer unb Wirsftellungstag ber pofi 
zeitlichen Genemignnasurtimbe, Zeitpunkt ter in 





Document 92: “Ordinance for the implementation of the Cremation Act” of 10 Au- 
gust 1938. Source: Reichsgesetzblatt, Jahrgang 1938, Teil I, pp. 10007 
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Эт, 126 


абатыны nie Seit unb Dri ter Berlekung ber 
Sicenrete, im Palle ihrer Gerjendung ЯЙ, 
шщ ber bie Mfchenrefiz үран worben fink, Der 
Berjand voa {фени tarj if erfolgen, reci 
tan егіні eine Befhenigung der ги hots: 
vevwattung über dir Genehmigung zu ihrer Bei fesung 
тт. 

(2) Zinb die Шбек seeks “ейин nad) 
tinem anderen Cede perfantt werten, fo bai Die 
Beiebbetéeenieafrung oter die Dolijeibehörbe бї 
Әп der Yolizeibehörde bes Cinajdjecunggeries bie 
erfolgte Beifegung anzuzeigen. Mud) cine Berjenduug 
bereits beigefebter Эбелек ijt tee Violieibeporee 
de} Einäfcherungsertes mitzuteilen. 

{9 Die AWwEhAnsigung ber Hichentefte an bie Mn 
gehörigen обет teren Beanfivagte, audi needs Bei: 
jebung an einem anderen Orte, HE vorbehaluich ber 
MUnsnahure im $ 9 NE. 3 bes Gefekes nicht забоі. 

{a} Ste Жибер іші Ме Midenrefie Белі 
20 Fabre, wenn für bie Gibbejiattuna am gleichen 
Әле eine шегін von 20) "abren oder mehr vor: 
gejehen ijt; im alien übrigen Gallen ijt bie ирек 
für Midenzejte mintejtens auf den ala Ruhefrift bei 
Eröbeftattungen am gleichen Orte norgejebenen Seit- 
roum zu bemeffen, Nad {апр Ser Rubefrift find 
bie alSbann nod porhandenen unb als folme exten 
baren Mjdjenvefte und ibre Behältniffe in einer Ger 
meintehaftsgrabftelle tem Erbboben eiujuvevieiben. 


$11 

(0 fiber die in ter Feuerbeftattunagoilage vot 
genommenen ECinäfcherungen ijt ein Verzeichnis nad 
~ beigefügten Mufter (Einäfherungsverzeicnis) zu 
führen. a3 Verzeichnis ( am Enbe ез Kalender 
jabra abzufchließen unb mit bem von ber Polizi 
Behörde geführten Berzeichnis (S 2) absnftimmen. 

(2) Баз Ginájderungsvergridinis mit ben ibi gu 
grante (едепбеп Genehiniguugsartunden ift 30 ate 
nad Fer Testen im Berzeichnis erfolgten Eintragung 
anfjuberpahren. 

12 - 

IO Die eden find in ten Garam oder Ginjab- 
färgen cingudidiern, іп benen Пе zur Feuerbefkuttungs. 
опіаце. gefangen. Cie Carge mijien aus büneem 
Sol; oder Sinfbleh bebebe und frei bon Metall: 
Берден fein. edh darf zer Ahbichtung dev Fugen 
nicht verwendet werben, Y Unterlage fite бір Leiche 
Tome als Hülfmaffe für etwaige Kiffen find Gage: 
oder Sobeljpäne, Solzwolle oder Tocfmull zu be. 
nahen. Die Nuskfeidung bes Barges fomie Ме Be 
Heibung ter Leiche fann in Ser übliden "Бер erfolgen, 
боф find zur Befeftigung ter Auskleibung Metall. 
Не und qum ереп ber Rfeitung Wtabeln, Gaten 
ober jen unzutäffig, dagegen einfadje umfponnene 
Sinopit geftatict. 

(2) Der Reihsminijter be 2nnerp tann mr per- 
ftelfung bon Zärgen {оме of Unterlage für die 


«лл 


Sieifaaejegbi, 1023 L 


-- Sag ber Muägabe: 12, Эди 1938 
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Heide unb al& Sutlinafie für bie Kiffen an Selle ber 
im Hb}. 1 genannten Stoffe cud andere Etoffe zu: 
Із Ті, 

SI) 

a jeder Einäfcherungsfanmner barf jemeifig пир 
eine Eride тіндей бет) werden. Mn ben Sirgen ifi 
bor ter Einbringung in den Berbvennungänfen ein 
burd bie См nicht дейігі Schild дауа 
bringen anf melden die Nummer, unter ber bie 
Eintragung in bas Emafderungdverzidnis erfolgt 
ift, їое ber Mame bev Fenerbeftattungsanlage deut: 
lid} fichthar eingejchlagen fein muß. Die Michenvejte 
jeter Peide find mit beat Nummernjdklb in einem 
miderftanbapibiges, bauerhaften, ІШЕ und wafer 
dichten Behälinis zu fammeln, bas burd eine amtlich 
Фере Werfen zu еті еве if. Der Dedel brs 
Behäliniffes іп mit einen feigfikenden, bauerbaften 
Нб gu verfehen, das in deutlicher geprägter Schrift 
folyente Hugaben zu enthalten Bat: 

1. bie mit dern Einäfherengäpegeichnis unb ben 
Rammernichild in der Ache Mhereinftinuaente 
Einäfherunggnummer, : 

9. Su undBocname foie Stand беа гот бепн, 

3. Ori, Tag unb Fahr Teimer Geburt, 

4. Ort, Lag und Jahr feines Tods, 

5, Dre und ад ber Giná[djeruna. 

$14 

(1) Die buch bie amtsárgHide Рейбеті фаш ent 
Prbrpben Rofen find пай Pen Minbeftjägen ter 
Gebüfrenotbnung für amtè ober gerictsär;tide 
Berriditungen zu berechnen. Anßerben find He not: 
menbigen Же еке zu crftatten. Die entfefenben 
Rojen fallen tem Beftattungspflichtigen zur бай. 

(2) Soret für bad роге Genehmigungs. 
verfahren Gebibren erhoben werden, follen fie ben 
Betrag von Ёт батат richt Aberfteigen. 

515 

а) Dieje Verordnung teitt mit bem auf eie Ber: 
fünbang folgenden Tage D Kraft. 

(ә) Öleidgeitig treten außer Faft: 

bie ерии gue Buchführung des Feuer 
brjtattungsgefees von 26. Suni 1934 (Heide: 
grithbi. T S. 519), 

bie Serovénuny fiber die Anderung bec Ber 
ering jur Durhführung bes Feuerbeitat- 
hingégefebes vom 16. Oftober 1936 (Reihs 
ЧЫ. 1 ©. 884) und 

bie Seile Bevorenung über die Anderung ber 
Rerovbnung jur Гитф шад &e3 Feuer: 
bejtattungzacjebes нн 13. Oftober 1937 
(Meichägefegbt. I ©. 1132). 

Berlin, Gen 10, шті 1933. 


Der Reichöminifter Вей Сілнеги 
Jn есета 7. 


Dr. &tudart 
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Document 92: continued 








130 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 





Gerzeichnis 


ee er — 








|! 


Document 92: Reproduction of a cremation register. Annex to the "Ordinancefor 
the implementation of the Cremation Act.” Source: ibid., p. 1003. 
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Document 93: Field cremation furnace, system FRIEDRICH SIEMENS. Source: as 
Doc. 20, illustration outside text. 
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Document 95: ADOLF MARSCH shaft cremation furnace for mass cremations; verti- 
cal setion. Source: “Masseneindscherung von Kriegerleichen im Felde als Schutz 
gegen Seuchengefahr und später fühlbar werdende Verkehrhindernisse, " Phoenix. 
Blätter für wahlfreie Feuerbestattung und verwandte Gebiete, Vienna, XXX. Jg., 
1917, Nr. 2, columns 397 
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41 1917. Phoenig Ar. 2. 42 





btossenev Verbis den 134 
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Orundriä des Ofenbaufes {йт Slafitsperbrennung pon Leiden. 
Document 95a: as above, horizontal section. Source: ibid., columns 41f. 
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Document 96: “Shaft furnace for the simultaneous cremation of a larger number of 


human corpses or animal carcasses ” (Schachtofen zur gleichzeitigen Einäscherung 


einer grösseren Anzahl von Menschenleichen oder Tierkadavern). Patent ADOLF 


MARSCH, no. 331628, of 30 September 1915. Fig. 1: vertical section; Fig. 4: a load 


of 9 cadavers; Fig. 5: loading grate. 
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Zu der Галын 33515628 


2% 
Document 96a: as above. Fig. 2: horizontal section along the line А-В of Fig. 1; 
Fig. 3: horizontal section along the line C-D of Fig. 1. 

















- Figure 1 (Doc. 96) is an axial section of the furnace. 

- Figure 2 (Doc. 96a) is a section of the base along line A-B, in figure 1. 

- Figure 3 (Doc. 96a) is a section of the base along line C-D, in figure 1. 

- Figure 4 (Doc. 96) represents a рИе of corpses constituted by three layers of 
three corpses each placed опе on top of the other. 

- Figure 5 (Doc. 96) shows the wooden grate on which the pile of corpses is ar- 
ranged and on which it is introduced into the furnace. 
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Document 97: FEIST furnace for mass cremations (standard model). Source: W. 
Heepke, “Die Kadaver-Vernichtungsanlagen, " Verlag von Carl Marhold, Halle 
a.S., 1905, p. 46. 
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Document 98: H. KORI cremation furnace for incinerating animal carcasses апа 
slaughterhouse refuse. Source: as Doc. 97, p. 39. 
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Document 99: H. KORI cremation furnace for incinerating animal carcasses and 
slaughterhouse refuse at Liegnitz. Source: as Doc. 97, p. 41. 
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Document 100: H KORI cremation furnace for incinerating animal carcasses апа 
slaughterhouse refuse for combined operation (connected to the flue of a boiler 
system). Source: as Doc. 97, p. 44. 
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Document 101: H.R. HEINICKE cremation gas-fired furnace system VOLCKMANN- 
LUDWIG. Longitudinal section. Source: Heinicke Feuerungs- und Schornsteinbau, 


H.R. Heinicke Einäscherungsofen, undated commercial brochure. 


1: Extraction hood; 2: Introduction door; 3: Thermocouple, 4: Exit air vents; 5: 
Combustion chamber (muffle); 6: Refractories and insulation; 7: Gas or naphtha 


burner; 8: Inspection hole; 9: Muffle damper; 10: Closure of post-combustion 


chamber; 11: Post-combustion chamber; 12: Gas or naphtha burner; 13: Grate; 


14: Ash removal; 15: Smoke discharge. 
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Document 102: ASEA BROWN BOVERI electric cremation furnace, operating princi- 

ple. Documents 102-1046 were kindly provided by that company. 

1: Oven; 2: Oven door; 3: Cremation chamber; 4: Ash plate and post-combustion channels; 5: Obser- 

vation of temperature and of draft; 6: Ash removal; 7: Blower for primary air; 8: Blower for secondary 

air; 9: Blower for air on ash plate; 10: Cupola: deaeration; 11: Door control; 12: Introduction trolley; 
13: Discharge gas channel; 14: Observation of discharge gas; 15: Chimney damper; 16: Chimney- 
damper-raising device; 17: Damping chamber; 18: Chain curtain; 19: Electricity-control board; 20: 
Ash-preparation cabinet; 21: Injector blower; 22: Control valve; 23: Injector tube; 24: Electrostatic 

dedusting device; 25: Closure; 26: Inspection valve; 27: Chimney 
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Document 103: ASEA BROWN BOVERI electric cremation furnace, model RK1 Ki 
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Document 103b: Doc. 103 enlarged, right-hand half. 
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Document 104a: Cremation hall equipped with two ASEA BROWN BOVERI electric 
cremation furnaces. 
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Document 104b: ditto. 
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Document 105: FERBECK-VINCENT gas-fired cremation furnace, model C411. 
Source: Fours de crémation. Modulaires, type С 411. Undated promotional bro- 
chure kindly provided by that company. 

1: Introduction door; 2: Manual emergency control; 3: Preheating burner; 4: Air- 
feed tubes; 5: Manhole; 6: Post-combustion burner; 7: Secondary hearth; 8: Mo- 
bile grate; 9: Built-in spray; 10: Urn; 11: Air-heating circuit; 12: Control panel. 
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LA CONCEPTION DU FOUR TABO 


L'ossature métallique, Les équipements électriques, 
renforcée du four est reolisse à partir de profilés mécaniques et thermiques sont regroupés de façon 
également utilisés pour la distribution ele l'air primaire, rationnelle et facilement accessibles du саю service, 


secondaire et tertiaire, 
L'utilisation de bróleurs, 


La structure réfractaire et isolante, industriels permet de déplacer les ventilateurs dons un 


du four est constituée de 3 parties essentielles ; local appropri&. 
- la chambre de crémation А 
- les chambres de mélange La conception, 
= lo chambre de posl combustion du four TABO permet indiffáremment son assemblage 


sur place ou en usine, 


De la chambre de er&mation, 

les gaz issus da l'nutecombustion sont, selon un 
procédé exclusif, intimement mélongés à l'air 
secondoire dans la double paroi du four pour 
permeltre un processus pyrolifique contrálé par la 
sonde à oxygène, l'air tertioire et le brüleur dens la 
chambre de post-combution, 








L'utilisation de réfractaires denses, 
contenant de 47% à 64 DG d’olumine, de matériaux 
isolarts modernes, et de l'ézhangeur de chaleur 

introduit par TABQ, assurant une crémation parfaite 
dans des conditions économiques d'explottafion. 


1. Porte d'introduction 33. Air secondaire 7. Lucarne d'inspection 11. Sale du Four 

2. Може de la chambre Ф А: primaire ішрегеу D Trémie 12. Registre 
de combustion 5, Air primaire {inférieur} 9. Grille mabile 13. Commande gaz 
emmagasinnage de la chaleur. 6, Porte de service 10. Cendrier ou foul 





Document 106: TABO gas-fired cremation furnace. Source: Equipements de créma- 
tion Tabo. Undated advertising brochure kindly provided by that company. 
1: Introduction door; 2: Vault of the combustion chamber, heat accumulation; 3: 
Secondary air; 4: Primary air (upper); 5: Primary air (lower); 6: Manhole; 7: In- 
spection window, 8: Funnel; 9: Mobile grate; 10: Ash container; 11: Oven floor; 
12: Register (smoke damper); 13: Gas or oil supply. 
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-fired cremation furnace. Source: Fred A. Leuch- 


An engineering report on the alleged execution gas chambers at Auschwitz, 


Birkenau and Majdanek Poland, Fred A. Leuchter, Associates, Boston, MA, April 5, 


TEK II gas 


Document 107: ENER 


H 


Тек, 


1988, р. 122. 
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Document 108: Multi-storey furnace (Etagenofen, left) and flat-bed furnace 
(Flachbettofen, left) with market share in Germany (73.9% versus 26.1%). Source: 
R. Sircar, “Untersuchung der Emissionen aus Einäscherungsanlagen und der Ein- 

satzmöglichkeiten von Barrierenentladungen, " PhD thesis, University of Martin- 
Luther, Halle-Wittenberg, 28 June 2002, p. 14. 





148 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 














Document 109: RUPPMANN cremation furnace (without 
smoke filter). Source: G. Schetter, H. Burk, “Das 
Krematorium Dresden. Ein Beispiel für umweltgerech- 
te Einäscherung unter betriebswirtschaftlichen Ge- 
sichtspunkten, " Friedhofskultur, Jg. 96, October 2006, 
in PDF, p. 5. 
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Document 109a: THERM-TECH gas-fired cremation furnace at Tualatin, Oregon, 
USA. Source: http://thermtec.com/sites/default/files/pdf-library/SOC- 
400 SPECS.pdf. 





150 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


П. ТОРЕ, СіуШап Activities 














Die Gründer бег Sirma. 


Document 110: The founders of the company J.A. Topf & Söhne: J.A. Topf and 
his sons Julius and Ludwig. Source: Stadtarchiv Erfurt, 5/411 4-76. 
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ЕТАР ОТАТ ТЕА ТОДО je v 5 eM ЕЛДА ШИ 






J. A. Topf & Soehne 


Maschineufabrik « Neuerunastedinisches Baugeschäft 


Teucrungsicdun. Iaharasorim > Dee Wersudisstalion 


ERFURT 


І ік Fiara wurde un Jatue 1475 dureh Herrn J. A. ін ` dun beiden Bampealilerlamgen ir Entwurf 
Рр Topi keuwründet, der sich bereits vorher kange nud — Assiührung zeitgcmäller Dampikessel-Anlagen 
Zeit mit der Verbesserung tdustetellee Peieringen. sowie die Einrichtung kompletter Málzereien sind 
еш егш eiat haiie, nazlutent er qui Cirura[ seiner die dares belaugehen tiebiele іп einer Wei Ev- 





Tätigkeit als ІЗгшегеі-Расһипана zu der Veberzen- ` lot warden, dal es der Tirma gehunmes ім. Sich 
иим gelangte, daf das newirtschaftliche Arbeiten der nieht nur du Бағана, миеги auch іп allyn áhrüeu 
ін diesez Ze angewendeten Feueningen cine Ver-  Cediteilen einen Namen zu verschaffen. 

lesseruny der damals vorhandenen Einrichtungen er- Газ Arbeitigeliet der Abteilung (Dr Pounptliessel- 





În 
ı 


erlch machte, [n seinen Söhnen waren Шин tal- Anken алата. den Uintwort ні die Аичи 
ize Mitarheile: erstanden, 50 dal das iebied aller fenerangstechnischen Bestandteile, 
Wer PFeserungsteclnik ` duch Zisammenagbeit des — Netzwirkung and бсб сату ИКЕ sc 
Clemikers mil dem Techniker erfolgreich bearheilet — mafurebenden: Га ansiber Es 
werden hole, зіме; 








ie suf dic 
ver Аахен 
id dws dnshe- 






















Tool Ас Vochlenstungcuerueg ant dendi Aer orergesungsechalt an eisen Steilrahrle sc 
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Document 111: Description of the Topf company s activities. Source: Deutschlands 
Stádtebau: Erfurt, Bearbeitet im Auftrage des Magistrats von Stadtbaurat Boegl, 
Erfurt. "Dari", Deutscher Architektur- und Industrie-Verlag. Berlin-Halensee, 

1922. 
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Übersicht über die 







с 
Е 
55 
ма Ta 1:4 
Se Ort der ER Ofensyslem und Bautirma 
` Erölfnung ў 2 
zv 
a 
E 
P 











1) Friedrich Siemens, Dresden 
1 | Gotha a 2) Richard Schneider, Dresden 
2 | Heidelberg 1 | Klingenstierna (Gebr. Beck), Offenbach а, М. 
3 | Hamburg 2 | Richard Schneider, Dresden 
4 | Јели 2 | Klingenstierna (Gebr. Beck), Offenbach а, M, 
5 | Offenbach a. M. 1 | Klingenstierna (Gebr. Beck), Offenbach a M. 
Ü | Mannheim 1 | Richard Schneider, Dresden 
7 | Eisenach 1 | Richard Schneider, Dresden 
8 | Maing 2 | Klingenstierna (Gebr. Beck), OfTenbael a. M. 
u | Karlsruhe 1 |Richard Schneider, Dresden 
10 | Heilbroun 1 |Klingenstiernu (Gebr, Beek}, Offenbach а, М, 
' ӘҢ) Klingenstlerna-Beck | | 
11 iUm A 2) Gebrüder Deck f Offenbach a. М, 
) А 1) Riehard Schneider, Dresden 
H n Р + 
12 [Chemnitz °{ 2) Gebr. Beck, Ollenbach a. М, 
i —— ofl 1) Klingenstierna-Beck, Olfenbach a. M. 
13 | Bremen 4 2) Alfred Schmidt, Bremen 
: | Д Klingenstierna-Beek, Offenbach а, M. 
I$ | Stuttgart 2 2) Wilhelm Ruppmann, Slultgarl 
15 | Coburg 2 |Gebr. Beck, Offenbach а. M. 
15 | PóBneck 1|Gebr. Beck, Gifenbach а, M. 
17 | Zittau i | Rich. Schneider, Techn. Olenbaubüro, Berlin 
18 | Baden-Baden 1 | Серг. Beck, Offenbach a, M. 
1% | Zwickau 2 | берг, Beck, Offenbach a. M.. 
20 | Leipzi 3 |R. Schneider, Stetliner Chamotie-labrik 
21 | Libec 2 | Gebr, Beck, Ollenbach a. M. 
‘ 1} Toisul & Fradet, Paris 
22 [Dessau 2) Gebr. Beck, Offenbach a. M. 
23 | Gera 2 | Gebr, Beck, Ölfenbach a. M. 
24 | Reutlingen 1 | Wilhelm Ruppmann, Stuttgart 
эк, af| 2) R. Schneider, Stelliner Chamolle-Fuhrik 
25 | Dresden HID A A. Topf < Soehne, Erfurt 
26 | Göppingen 1 | Wilhelm Ruppmann, Stultgart 
27 | Meiningen 1 |Gebr. Beck, Offenbach а, М. 
1) R. Schneider, Stettiner Ghamotte-Fabrik 
28 | Weimar . в 2) J. A. Topf 4 Sochne, Erfurt 
2U | Sonneberg i. Th. 1 Ж Der iere e M. 
а p ) Gustodis, Dissetdor 
30 | Magen i. W, 2 2) Көгі, Berlin 
+1 |Eranklurl a. M. 2 |R. Schneider, Sietliner Chamotle-Pabrik 
32 | Berlin Gerichitsstr] 28, 11.12] 3 |R. Schneider, Sieltiner Chamolie-Fabrik. 








Document 112: The German crematoria as of 1927. Source: ТУ. Jahrbuch des Ver- 

bandes der Feuerbestattungs-Vereine Deutscher Sprache 1928. Herausgegeben zum 

22. Verbandstage am 4. bis 8. Juli in Bremen vom Verbandsvorstande. Königsberg 
Pr., 1928, pp. 82-87. 
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deutschen Krematorien. 





Reine ltaukoslen 
des Gebäudes bzw. 
der durch den 
Qfenelnbuit nel- 
wenigen Um- 
bunten 
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11127 












Kosten der 
Ofenunlnge 





А 1)12000,— "n 
ға 000,— 2) 18 000. 703 
34153— 0537,— 134 
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10 000,—* 20 000,— 749 
( OO, 10 500,— 331 
25 000,— 12 000,— JGR 
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160 000,— 22 DOD,— 905 . 
^0 000,— 11 AD 100 
32 000,—- 11 000,— 114 
33 000,— | 22 (ХЮ, 192 

290 (KK), -- 21 000,— 1392 

225 (000,— | 30 000, — 1169 

" | D 10000,— 

250 (КЮ, 2) 1 Bid c: 1010 
12 500,— 24 905,— 2025 
17 000, — ТО O9, — 125 

114 500.— 11750,— 323 

100 (0,— . 11 604,— 8ü 

100 000, — 20 500,.— 578 

1 130 149- 30 000,— 2048 

47 000,— 20 500,— 153 

: 1) 16 500,— ВИ 

0 000,—- 20 000,— 746 

21 640,— 10 027,— 56 

o I224976,— UN 

1 000.000, ТАВ SQQ 2945 

м 300,— 10 000, — 44 

31 000,— 10 000,— 153 

sow... JU) 0000, ие 

25 000, en 1 271 

33 700.-- 13 688,— 178 

140 00, 12 000, — 237 
30 800, — 

то 000,— elnsehl, Yersen- ac 
kungsapparnl 

= = 6195 












Einüsclie- 
rungen seil 
FErótffnung ` 


17977 
4 300 
25 880) 
8 057 
a TIU 
6 875 
4.006 
^o A0 
4710 
1611 


4 170 
18313 
15 844 
12 482 

5132 

2325 

5916 

1614 

5301 
22 638 

1948 

3 430) 


G BRI 
448 


23184 
778 


1733 


3 410 
1 055 
1413 
3 903 
54 526 


Gebühren für die 
Binascherung nebsl 


Aussehmückungund [Jad 


Beleuchtung der 
Trauerhalle sowie 
Orgelspiel 


I:inheim, 30,— 
Fremde 48, 
%,- 

Bu bis 90,- 


70,— 
unentgettlich 
70,— 


102,50 
unentgeltlich 
48,— 


20,20 
Ш. Klasse 55,— 
23,00 
80,-- 
140,— bis 300,— 


ШІ. Klasse 34,50 
50,-- 
170,- einsehl.Sarg 
und Überführun 
П. K1. 180,- einschl. 
Sarg ER 
4- 


KEE 
Zi bis 305,— 
40,— 
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Ort 


München 
Wiesbaden 
Nürnberg 


Rerlin-Treplow 


Tilsit 
EBlingen 
Greifswald 
Görlitz 
Freiburg i. Br. 
Darmstadı 
Danzig 
Augsbur 
Braunschwei 


Hirschberg i. Schi. 


Krefeld 
Hnlle a. d. 5. 
Kiel 


Tag 
der 
Его 


28, 11. 12 
ith 12. 12 
11, 2,13 
au, 6,13 
8, 6.13 
1.10.13 
£0, 10. 13 
28. 11. 13 
15. 4.14 
10, 10, 14 
15, 10, 14 
25. 5.15 
1. 7.15 
22, 815 
4, 10. 15 
23, 12. 15 
14. 2.10 


Friedberg i,llessen| 15. 3.17 


Pforzheim 
Plauen i, V. 


Kónigsberg i. Pr. 


Konstanz 


Rudolstadt 1, 'Th. 
Bin. Wilmersdorl 


Ilimenau 
Hannover 
Erfurt 
Suhl 
Magdebur 


Grünberg d Sehl. 


Dortmund 
Arnstadt i. Fh, 
Guben 

Selb i. B. 
Bernburg 


Stettin 
Apolda 


Wilhelmshaven 


Breslau 
Cassel 
Höchst a. M. 
JAegnitz 
Gießen 


Brandenburg (11.) 
Weißenfels a. У. 


Tuttlingen 


1 

4 

1.10, 24 
19. 11. 24 
7. 2.25 
2. 25 


17. 2.25 


18, 4.25 
2. 20 
4. 20 
21. 5.20 
1. 6.20 
8. 7.20 
Т. 8.20 
17. 19. 2 
7, 2,97 
14. 8.27 


E 
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Б 
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А Mes isa ЫТ ВО > hä не Mee ка ONE ка m һа ка майка къ а 2 Б Р CO 


%2 
went en 


кі кені көзі kat. ké ra Eh Fb 


Ofensyslem und Baufirma 


R, Schneider l’echn.Ofenbaubüro, München 
R. Schneider, Sleltiner Chamotte-Fabrik 
Wilhelm Ruppimann, Stuttgurt 

Gebr. Beck, Olfenbach а. М. А 
В. Schneider, Stettiner GCliamotte-l’ahrik 
Wilhelm Ruppmann, Slutlgart 

Gebr, Beck, Ollenbach a. M. 

В. Schnelder, Stettiner Chamotte-Fabrlk 
J, А. Topf & Soehne, Erfurt 

Gebr. Beck, Offenbach a. M. 

В. Schnelder, Stettiner Chamotte-PFabrlk 
Wilhelm Rüppmaun, Stuttgart 

R. Schneider, Stettiner Chamotle-labrik 
J, А, Topf & 5oehne, Erfurt 

В. Schnelder, Stettiner Chamotte-Fabrik 
І. А. Topf < Soehne, Erfurt 

Gebr. Bech, OlTenbaeh a, М. 


Gebr. Beck, Olfenbach а. M. 


Witheli Ruppmann, Stutigart 

R. Schneider, Stettiner Chamotle-labrik 
Withelm Ruppmann, Stuttgart 

Gebr, Beck, Offenbach a. М. 

В, Schnelder, пег Chamotle-Fabrik 
R. Schneider, Stettiner Chuamolle-Pubrik 
d Erfurt 
Егінгі 
Erfurt 
Erfurt 


Suehne, 
: Soeline, 
x oeme, 
t Soehne, Егінші 
с Soehne, Erfurt 
А. : Soeline, Erlürt 
A. : Soehne, Erfurt 
A. t Soehne, Erfurt. 
^. Тор! & Soehne, Erfurt 
R. 


А. 
LA" 
А, 

1, А 


4 
4 Topf & Soehne, Erfurt 
Schneider, StettinerChamoite-Fabrik 
езгі, (verbesserte Konslruktion) 
. Topf & Soehne, Erfurt 
. Topf & Soehne, Erfurt 
Beck, Offenbach a. M. 
‚ Topf & Soeline, Erfurt 
Topf & Soelme, Lrfurt 
. Topl < Soeline, Erfurl 
. Topf < Soeline, Erfurt 
‚Тор & Soenne, Erfurt 


) 
) 


d 
1, А 
1, A 
Gebr, 
А 
1. A 
ТА 
А 
А 


1 
1 
J 
1 
2 
J 


H 
e 
D 
. 


d 
1. 
Kory, Berlin 

Wilhelm Ruppmann, Stutlgart 
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` buten 
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ZU O0, — 
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20 0(4),— 
84 500, — 
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51000, 


GEH, — 
1 300 000,— 
Inflation 
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desgl. 
desgl. 
desgl. 
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24 900,— 
295 000, — 


44040,— 
860 000,— 
400 000,— 


150 000 - 
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Einäsche- 
тих Ver 
1027 
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Kosten der 
Olenaulage 










































— 1084 8228 naeh 5 КЇ, gestufl 33 
20 X) — 881 4503 135,-- KÉ 
20 DR 532 4 880 100,— 45 

— 4020 24 070 40,-- ot 

S (UU, — 30 582 74,— bis a |37 
12800,— яй 804 20,— ЗЕ 
86 UO0,— (2 885 00,— 39 
A MR — 258 2 398 33,— bis 05,— 4n 

— 110 1315 81,-- 11 
10 (00,— 108 1025 (U,— bzw, 70,— | 42 
20 "kt. 614 3 320 - 49 
11 IK — 74 Tu 53,75 4l 
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13 300, — 142 1 826 б2,-- 40 
11 SN эла 1 385 Wh 47 
17 LE GBH + 701 45,— 48 

D AD, — 240 [ 033 70,— i) 
H7 5 ч! Einheim. 40 — |. 
и 517,67 50 519 Auswürlige 40,— a 
13 (000,— 104 1 261 De 31 
О 500, — 479 2731 60,— 22 
30 000,— 40) 3050 55,— bis 176,— | 54 
Inflation 88 293 48,— bis 58,— |m 
desgl. 255 1129 S3,— bis 87,— |55 
desl. Es 26 ED 
desg). 37 
desgl. аң 
desgl. м} 
desgi, ILU 
desgl, un 2586 7. — til 
desgl. 27 87 70,— bis 30, 2 
desgl. 68 987 63, — bzw. 66,— | Өй 
= 3 B4 
[2 ОП), — 65 
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14 000, — 67 
Sift, d, Olen- ; 
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— og 
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Tag 
der 
Erölfnung 


Ofensyslen: und Baufirma 





denen Oefen 


Anzahl der varhan- 









2%, 0,27 
22.10.27 
87.10,27 
2, 3.28 
iU. 3.28 


Eisfeld 

8t | Ludwigsburg 
81 |Hildburghausen 
82 | Frelberg i. S. 
81 | Quedlinburg 


1 |J. A. Topf & Soehne, Erfurt 
1 | Wilhelm Ruppimann, Stuttgart 
1 fi. A. Торг боеп Erfurt 
1 
1 






Gebr. Beck, Offenbach а, М, 
J. А. Topf & Soehne, Erfurt 






Durch nachträglichen Ofencinbau wurden lriedhofskapellen in Kremaz 
torien umgewandeli in Jena, Offenbach, Eisenach, Reutlingen, Göppingen, 


Weimar, Sonneberg i. Th., Frankfurt a, M, München, Wiesbaden, Pforzheim, 
Konstanz, Ilmenau, Erfurt, Suhl, Magdeburg, Grünherg, Arnstadt i. Th., Berns- 
burg, Stettin, Apolda, Wilhelnshaven, Liegnitz, Gießen, Weißenfels, Eisfeld, 
Ludwigsburg und Quedlinburg. | 
Als Ileizmaterial verwenden die meisten deutschen Krematorien Koks, 
(Gas-, Kammerolen-, Zechen-, Schmelz-, Hütten- Grob-, Destillations-Koks)., 
Braunkohle und Koks vermischt findet in Gotha Verwendung, Koks und Holz 
werden verfeuert іп Göppingen, “Илеп, Freiburg 1, Br, — Mit Gas werden 
Krematoriumséfen beheizt in Dessau, Dresden, fudwlgsburg und l'reiberg і. Sa. 





Reine iuukesten Gebühren für «lie 
des Gebludes baw, " T Kbngschamug pel) 
der dureli den lesten der power тею Ausselinteking ul IL, 
Ofeneinbuu nol- Ofenanluge makas eilei ишкен zen Beleuchtung der kr. 
wenigen Ume Der Eröffnung "Тешпегішів souje 
Daute 22 Orgelspict 
E E, O E NN 
21 300,— E 79 
47 000,— 50,-- 80 
24 000,— 5o, — R1 
145 000,— 210), — "a 
50 000, — 70,— RÄ 





4 752,— 334 138, — 


Die Zeitdauer der Einäscheruug sehwankl zwischen 45 Minuten bis zu 
3 Stunden. An Koks werden verbraucht 11 bis 81 Zenter für die Lin- 
äscherung, an Gas 33 bis 260 cbm. Die gewaltigen Unterschiede der Zahlen 
sind dadurch zu erklären, daB seitens der Krematorien zwischen der Посһ- 
heizung des Ofens und der Nachheizung des noch warmen Ofens bei den 
Zahlenangaben nicht unterschieden worden ist. 

Die Tubelle verdanken wir zum größlen Teile dem Volksleuerbeslallungs- 
verein V. V. a. С. іп Berlin, der den Nachdruck gütigst gestatlete, Für die 
Zwecke des Jnhrbueha wurde Ше Tabelle vereinfacht und zeitgemäß erginzt, 
2. Т, unter Benutzung der Slelistik der „Deutsche Momme*, i 
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Einäscherungsöfen für 


Krematorien 
System Topf 





TT 


0р 


Modernste Konstruktion 
Kontinuierlicher Betrieb, 


Avt Wonslamer Temperaturhöhe gehaltene WerbrennungslsHt 
und cater schnellste Eindscherung, — Voilknnsmene Wer- 
brennung mittels hocserhitzier Мтоврһӛгізеһег 
Ші. Wolständig rauch- und geruchlas. 
Aygienisch einwandfreisr Betrieb. Ge. 
ringster Brennmaterialaufwand, 


Einfachsig Bedienung. 


AN 


J] А, Topf & Söhne, Erfurt 


| Maschinenfabrik — Feuerungstechnisches Baugeschäft. 
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TOPF’sche ` 
Feuerbestattungs-Ofen 


entsprachen allen neuzeitlichen 
Anforderungen bezüglich rauch-, 
geruch- u. geráuschlasem Betrieb 


Umbau bestehender Anlagen 
nach neuesten Erlahrungen, 





auch besonders für Gasbeheizung i| 


Über 60 Öfen seit 1922 ausgeführt 


bzw, in Auffrag erhalten. damnach fast sämt- 
Deche neugrbaulen Kremalorien ausgastallat 


+ 


Wir lielern terner lür die Einsegnunghallnn 
Luftheizungs - Anlagen 

[Ausnulzeng der Rauchgase] 
* 


Fordern Be 
kaslpales nac unvariintlich Yarsch Age. Регупыте und 





Hanlalilitalz-Berecnnurnen san bevy oni 








J. A. TOPF & SÖHNE, ERFURT 


Maschinenlabrik, feuerungstechnisches Baugeschäft 





жыны 


Ee 


EE 





GC ан ыт, ыык ER: 














Document 113: “Cremation 
furnaces for crematoria, System 
Topf. "Advertisement of the first 
decade of the 20th century. Source: 
Ш. Jahrbuch des Verbandes der 
Feuerbestattungs-Vereine Deutscher 
Sprache. Druck von Carl Wull, 
Heilbronn a. N., 1913, p. 175. 





Document 114: “Topf cremation 
furnaces.” Advertisement from the 
early 1930s. Source: R. Nagel, Die 
Vorzüge der Feuerbestattung. self- 

published, Vienna, 1931, p. 27. 
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Topf'sche 


Feuerbestattu ngsófen 


Feen mias бнаа авая Aare 
Майы pan, рае аа Ре o А etam Benno 


Umbau beilehender Anlagen nach 
atersan Érlahrunges. auch 
hesaaders lr Gasbekelrung 

Kamie Аа йр: Prindi, Kolben Pülsack, Sondaciuman 


чылын ps bosseg, ud ылы жылын ei, Pw. 
— eg EE 


J.A.TOPF & SÖHNE, ERFURT 
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Feuerbeflaftungsöjen 


Hir Вата. dp кы} П йыз 


pri Ba dg er hen 
шыдай азай. jiti һый er 
тата — ені іне баны 


Да bam brides 4m Лайғға 
alirim über sa Eis andl bed. 
кїт. ка тайған aiheiërg 


delubranarn ісенітен He Gre. шай атт 
нйн Jumah 

Құлы г A алшы] ai oum Rh Zog An, Dom 
p" —i лаат ыы. Ben reenen DES ee curii c 


A3. Topi & Söhne 


БЕТЕРЕР ТЕЕ С ski 


itrfart daga ESTA 








Так 
Document 115: “Topf cremation fur- 


naces. " Advertisement from the early 
1930s. Source: V. Jahrbuch des Verban- 
des der Feuerbestattungs-Vereine Deut- 

scher Sprache. Königsberg Pr. 1930. 





Document 116: “Mechanical cremation 
furnaces for operation with electricity, 
gas and coke”. Advertisement from the 
mid-1930s. Source: 
www.topfundsoehne.de 
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remationsolenbau- 27777 7 





Öfen für Feuerbestattung 
“genen Symems für Dei. ved Қи Kosafeuecung 


reet — oe 
Dr. Ernst Asbrand, "MZ 


HANNOVER LINDEN 


—— l'usage sa an IER ———— 





ПОТПИ ишш 
¥. Holmeister < Frankfurt a. M. 
i Stetewerke, Harigestein-Dreberel 

'  Spezialitüt: Нвсһе-Птпеп, 


- Flew prede Aral Modele miot Geterter, — 
54 Vomslnine 

"on: А» ӛуеейтені Meiate. Prostrate 
| Toi. TEL, Am 1. 


Feuerbestattungs-Üfen 
System RUPPMANN 


un Jahren еее К енн гаа 


Dn Менее, Виља tees, 


deg: еме roert wad сен» 

— бөө Deinen. 
сымына is ұйызыз Oshii Anlagen Im 
Je. ond Mine mm Минь тылығы рта. 
u... ыт mp кемік © 


Wilhelm Ruppmann, Stuttgart, 


u 





г" ы-і 


Sdiorniteinbau Cullodis 


алат 


2  Disseldori — 


Eindidterungsüten 
Komplette Anlagen 











Document 117: Advertisements by vari- 
ous companies active in the cremation 
sector at the beginning of the 20th cen- 

tury. Source: ЇЇ. Jahrbuch des Verbandes 

der Feuerbestattungs-Vereine Deutscher 
Sprache. Vereinsbuchdruckerei, Pyr- 
mont 1912, p. 147. 





Document 118: “Cremation Furnaces 
System Ruppmann. " Advertisement from 
the first decade of the 20th century. 
Source: as Doc. 113, p. 176. 
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зұзтты FUP FF el AR 91 





[m m ты шой ктт sa in 
Koks- Gensrator -Gasinusrung 


sorge fa: ehe аш! tearm ia tan Leasing Eet sten nd шол weichen, pst baren brates 


STSTEM HUFFHANH — | | меңі eke tg мі шғ іше tees. ғай Meg sees, d o amem 
! іне іа Gereke ні ғытта J ағына aes нші ët and жз Ma КОС” Сн be, 
De wg 
тні Бага nemh med рала ні mr mè gie re GS ra dura Hem en [Dae Verbrennungsrsum 
` 


pees 2 mihim Макта Plea piere zé 


hmc.) ды інен -era ің Petey ee cer aas bere Lad 


ia aA тіне Zei ae іне Gee Ze. D eier des cue Ange Hr Faáussbe- 
Ваніна Нарын. (isn, ый TREE тән ішер BH түт her xd FIL sem bus! aed 
Hase puces qamiblImumam [a.m Le dum piwne eee, Ege ses pph тшт brga DDR] ттш 
rete чый COO Fe ae]. 





Пе а pm Тада peg dete ж lege aeei beia Ги иен 
bir téit Far Ha ашыңны: silia Ват ыгы ra kzmichiagallom агат іа 
Meum ылымы ra einen Gea pasa Tapar imaa олын алал ана, бы. 
acm ыы 

Yolkemnnmma Wurboknmurg іп rein дента iuf 

hea Гаага von Fauerganen aum dar l'ausrurg! 

















Document 119: “The Cremation Furnace System Ruppmann.” Advertising bro- 


chure published around 1918. 
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Der Sarg wird mit Handwagen oder 
millelst mechanischer Einlührungs -Vnr- 
richtung angelähren und automalsch auf 
elnon Schamolernst abgasatrt,worauf dar 
Wagen sofort wieder zurückgeführt wird. 

Zum Verschluss des Yarbrennungs- 
raumes dem ain zwerlössiger, іп Eison 
armlerter, vollständig gasdicht abarhligs- 
sander Schamotte-Schtaber, Ausserdem 
wird als Abschluss nach aussen noch eln 
schwarer Winkelrahmen mit zwelflügeliger 
Tūra in Kunstechmiadgarkell angebracht. 


Unter dem Worbrennungsrauce ізі cin 


Nachglühraum 





angeordnel, аш dessen Herd die durch 
den Schamsttaraet Jallonden Aschenteilo 
des menschlichen Körpers ausploten. 

Vom Nechglühraum aus galaagen dip 
Feusrgase іп біле wärmeausglaichend 
wirkanda Fiückheirkammer, durch welche. _ 
der Herd des ersteren auch von unten 
gründlich beheizt wird, worauf die Abgase 
in den Rowuperator alntrelan. 








э] #иизитычрызн Тлек 

М млн ` d Klee ` H Atserkenn 

=] адары 4 Tas desst 1] стн ыыы т] імченігін 
А s 





, Einer der wichtigsten Оінпікін Ist der 








Rekuperator 








System Ruppmann 


watcher durch eine’ grössere ТАМ anger. Lutthandle und weier Feverkandle neben- und Lüereirandar 
gebildet wird. Harsgibe diant dazu, die Abhlize des (Мапа, soweit praktisch Irgerld mägli 
Yarwärmang dar Verbrennungsiof auszunlizen, 


bh, zur 





Bei dam Im Gogenstramprinzip arbeilenden Ruppmengschen Rekwperator wird dis Luli in 
enge Berührung mit dan @ihenden Sehamatte-Winden gebracht, wodurch allein die Gawdhe für hohe 
Erhitzung grösserer Lulfmengen gobalen ist. 

Mm auch dis nach aussen dringende Strahlwärme des oberen Yerbrennungsraumes [йг die 
Verbrannungsluft zu gewinnen wird latziera zu beid nn Seiten des Verbrennungsraumts hin- und her- 
geleitet und dann ats hochlemperlerte Luft in den Basbrenner, glelchmisatg verteilt, ringeltihet, 

Dersgesamte Dien Ist 2usserst kráfiig konsiruisrt od wird durch nur eigenes, gulgaschultes 
Baupersonal unter Yarwendung ersikfassiger Materialien sorgfältig aulgebaut pnd solid verankert. 





Zur genauen Élnregulierung des Ofenbetriabs sind verschledena Schieber іп tewlührter 
Anordnung eingebaul, 











У alle Yerwandun gsrwecka 





Allgemeinas. 

Die Werbrenrung spielt sich |n der 
Weise ab, dass nach Einiükrung des 
Barges der Körper inlalge Eimwirkareg cer 
Strahlwärme aufgelöst und іл (iasiorm 
һһагїйїуг1 wird. Dim dabei nrz&uglen Gaza 
werden ia glühendem Lulisirom voll- 
shindig ше Verbrenaung gabrachl 

Ба bei Baginn des Eindzcherungt- 
prozesses dio Kakslöllung Im Generator 
{2 Biunden vor einar Kramalon wird köln: 
Brannstall mehr пасе] bis awl elnan 
kleinen glehenden Rest verzehrt ist, war- 
den keine Gasa und Flammen im Bena- 
railor mehr enbwickall Der Korper kommt 
demzufolge mit irgendwelchen Feuno- 
gasan Gherhsupl nich mn Berilhruns, wird 
` vielmahr In rein glähander Left varzahrl, 

weiche in reichlIcher Mange ron meinem 
Rokuperalor gelieferl wiet. 

Main Qlongysten eist dadurch din 
sicherste Gewdbr ddr aina vollständig 
sinwandérelé Feuerbestattung Io denkbar 














Баш von der Firme WILHELM RUPPM ARN, STUTTRATIT 
--- Dia sich Im Nachglühraum Am reln- 


aen Ueberreste vergliben aui dassen Herd zu rein weisser Asche, welche nach гїн шї von 2 Siunden 
dem Men eninannien werdan kann. Die Сес der Verbrennung beirsgt normal 1 Ца — 17/4 Slunden, 





Anici dea Varhréhtangechen ілі Mrwmatoriuc: Es gës 3. M. | asinetschaer Farm, 








u Ausgeführte Anlagen: те 
AUGSBURG, BERN, BIEL, ESSLINGEN. ӨЗРРІНЕЕМ, KBNIGSBERH, LUGANG 
PFORZHEIM, NÜRNBERG (2 Usfon), REUTLINGEN, STUTTGART, WINTERTHUR, 


Ingenigur&eauch and Profekt-Aussrbeileng Бегай uad kostanlon. 
Gegabenenialls wird dig vollständiga Glananloge in berolts vorliegende Baupläna gingezeichnel, 
Häts-Schametlewerk. HE Eigenes, geschulles Baupersonal. 
Eigene Armaturen-Werkstatlen, 


ABTEILUNG 


SCHAMOTTEWARCAFABRIK VAIHINGEN YFILDERN 


M ABTEILUNG 11: WERKSTATTE FUR OF ENBAU-ARMATUREN UND EISENKOHSTRUKTIONEM 








Qualitäten {Ur grässte 
Dauerhesnspruchung 


Hachleuerdeste Steina tir 











Document 119: continued. 
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zx ү | 
i Krematiensanlagen 
System Ruppmana- System Ruppmann- 





Neueste 
patentierte Konstruktion 


für Leuchtgas, Öl oder Koks 


sämtliche 
maschinelle Zubehöre: 











Surgeinführongs- Wagen mir | landhetrich 


Automatische. Sargeinfülheung айс eleh- 
1rischem Апае S 


Da, цеце pnennere Llniisaduezmipissesfaliren. ach 
System Rappmann” ан sich sus duh 
ch, Verkürzung ihor 
i nt. Herchen Буп. 


| 
| 
1 
| 
lielere ich | 
| 
1 
| 







uen Beastollwerh 









engere ин] vas 








Sargrersenkungseinriehtungen, elekirisch il 
oder hyılranliart апре» N 


Көшрісгіс Saugsugaalagen (peräuschinser 
Вече 





і o " 
. Seuechestodtungsófen System Ruppmann Énilültongsanlagen 
: anb de redyenaunen Keematerien in leirit: Anlngen zur Áusnützung der Almwärme 
і AJspsburp, orn, Hie, Jiresteshumen, {Tear EH. 
Pagen ` Cant інде. Кір K. debata. Lugo, . " 
iudi LC MN P UL Me В оци Komplette Intwürle amd Disposilions- 


| Фанд kene, Araber, өен Тили, Кенгінедег, 


ыда га, Не Шығ. anlagen für Brvanneorien 








Aatiagen v beten au. 


Wilhelm Reppmant-- Suittgact 


Postfach 34 


БЕРДЕН ЕГЕТ) 


Wilheim Auppmana- ~ Mattgact- 


Postfach 54 


à 
Заоа Kontroll- und Meßapparate | 
і 


NEZ amm. nd. Lord am virt, Muecht Бейім, Eé, жалы. E 


WEN .. йын. жшн. тшш. жшн шыш RE таны EE, Жыш: пик: ЕИ: ИШЕ: ГЕ. mL mS 
"ШЕШ SE "mg РАНИЛ іі іе ET 2 Ett ШОН ПАШ [NY ИС ТТИ T 


| 
| 








Document 120: “Cremation Furnace | Document 121: “Cremation Facilities 
System Ruppmann.” Advertisement System Вирртапп.” Advertisement 
from the early 1930s. Source: as Doc. from the early 1930s. Source: as 
114, p. 28. Doc.114, p. 29. 
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Em 





Pla Ausführung vun 


Apparalen zur Feuerbesiailuig 


шеп Қлдотийыта - Beck'ucheen, бып la Deche am ruht B 

тетігінің Zeep, тәй omtürlichenm ofar Saugzrug, wil 

Kokagas, Leuchtgas- oder Сега шатаа т. Ubamlmenl dig Lee 
zu Allein bercchüets Firma: 


Gebrüder Beck, Offenbach a. IR. 


`7 Spurialpsechsft für Feuechesiällungsanisgen. 








` Bisher ausgelährte Apparate. 
Най 


Bremen 2 ініне | pm 2 ени Wick 
Oirebech Chamotiz Fäßnsch Gera 2 Dalin 
Bergin i Rane, | Нин Фиша Btvehhalen 
Шаша 2 Daten | Соту 2 Сеш | БАП Піар 

Баны Бойіп кш 2 би — | basretung 


Ausarbeitsr von Prolakten, Voranachlägen «te. 
Übernahme von machamlschen Einfiihrungaworriehtungea 


jenna a Er a a: ининин вит 
FL ERO SPCC eee ee Ase 


PF ES, 


| Feuterbestattungs-Öfen 
. System RICH, 5БОНПЕТВЕК 


das beste and bewäbrteste, daber verbrel: 
1131 System der bei, Aber LG Masfübrungen, 





Башт aster Garawiteletstung : 


Bureau tir jerbuische Feuerangsanlagen 
Rich. Schuelder 


Stettin D. mw. b H. Schwarz 


Damm 15а 

Verbrennung nur vermittelot glübender Duft, poll- 
kommen taud- uud еты. 
Cinfadistrr und billigater Sietriab. 








Ше%%ее% еее 999999599099 9 969 859% 
- - - Die Ausführung uen — 


Apparaten zur 
Seuerbestattung 


ды, Deck disini. Zon, dom im Шаа маа 





em meisi aerkrefelsften Scsbern, mitnatliellehem oder Saugrug, 
mit Kehegas-, Cenditgas- oder @1мшгтшад, übernimmt die 
hierzu allele bereehtigte firma: 


Gehrüder Beck, Offenbach tt. M. 


Snezintgeschift Mr ТШШЕН, 


ee er rt pee = 








Е 


Betta e rer Here pibe Oe TEST ettet 





Bisher аша ое bezw. in der Pusführurg 
beguificne Apporate in Folgenden Slödlen: 
Reidelberg Chemuit 
Jena D defen] Baden-Baden 
Offenbach a. IH раскош [2 Өмен) 
Mainz (2 (rien! бега (2 Qefeu) 
fciièrenn | [ай 12 Gefen} 





Utm a. D. (2 Gehe Meininger 

Stuttgart Surneherg 

Bremen (2 Geleet Berlir-Trepism (2 Geben) 
Coburg (2 deier? Огейкюай 

Bergen in Norwegen Darmstadt 

Bössnece I Friedberg 











Ausarbeiten oan Profjchlen, Voransdudgen etc. 
Übernnhmuw von rmedinlgden £infülirungsbarrhhtengst. 


Atte bet)? 44469bét449496 44449 india теменгі тж еее еее еее 


Wetettoo te bet bte I EU ST 50460004 








Document 122: “Cremation devices” 


by GEBRÜDER BECK and “Cremation 
Furnaces System RICHARD SCHNEI- 
DER.” Advertisement from the early 


20th century. Source: as Doc. 117, p. 


146. 





Document 123: “Cremation Devices” 
by GEBRÜDER BECK. Advertisement 
from the early 20th century. Source: as 
Doc. 113, p. 172. 
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т i ih ben. Aii № ee 


Rich, Schneider Dauubia 4.6. 


1 G. m, b. H Schwarzer 
Stettin i La Carne EI TUTA NCS U MISAPARA TE H 


Damm lia 
erlaut anler Gärantieleislung 

WIEN, ХІХ. 
KROTTENBACHSTRASSE 89-88 











Feuerbestattungs - Oefen 
System Rich, Schneider. 


Ез ist diag daa beste, bewlhrteste, 
dalher verbeelteiste System der Wels. 








pange узы Ate А ГЕТЕ Am al fra LA 



























Қар Ausführungen 
Hamburg (2 OGeien Braunschweig 
i Mannheim Sénilz 
` Berlin гате 
Eisenach Kopechagen | Б m h of 
Hartsruhe Khnziania 
München (2 Oelen} Gent i Inasc €rungso en 
баһа (Ofen ІҢ Base: [2 Gelen) 
Chemnilz St. Galea d 
zülau ` Bers | sowie sämtliche 
Manchen Lausanne 
DEZ С Очы e Chaug de Fonds М 
resden шеп | Aarau s . ** 
"RM NAE Demas 1 Industrieöfen 
Framklatt a M. (2 Celen | Ya'ence i 
Wiesbaden (2 Geten) "3 Fransie із Оеп | ғ 
Serin (2 Oefen) Oakland 12 Deen Е 
Тізі bieria © 2 безі D * р jl 
Die Vorhresnangen erfalgen nur vermitselst glühen- : mit Саз-, Ö = 
der Luft, raach- und geruchios Е 
Ausser den obengenannten Сенед иет kefen wir | | e : 
aughdie Sarg-Einrichtunga- Vorrichtungen көзіне | ^ und elektrischer Feuerung 
Lei den sneisien Krenmatersen nritgren Wersenkungen, ` : 
Aaskuufte, Projek ond Rostenvorans Шара LN u pi н 
sichen zs ema, i RT ENT хан 




















ee | 
Document 124: “Cremation Furnaces | Document 125: “Cremation furnaces 
System RICHARD SCHNEIDER." Adver- | as well as all industrial furnaces” by 
tisement from the early 20th century. | Danubia A.G. Advertisement from the 
Source: as Doc. 113, p. 173. early 1930s. Source: as Doc. 114, p. 
30. 
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іт kreeg, 








ал шй: СЫ: Lg 
ING. JULIUS SCHMALZ 
Ол, РИ, UD АМЫН НЕМ»: 
REECH 


OLMOTZ 6 


A LIEN T GR 
TELEPH ОМ Mi. 055 


aM 








YT NEU! NER 





LEICHEN'VERBRENNUNGSEINRICHTUNGEN EIGENEN SYSTEMS 


ERSTE Firm БЕР 
TSCHECHOSLO WAKER 


BISHERICE CHEMBAUTIN IN FOLGENDEN ORTEM 
PRAG, MAHR.-OSTRAU, PARDUBITZ, В. BUDSVEIS, NYMBURK 


IN OLMUTZ EIN ОНЫ FUR LEUCHTGASFEUERUNG 


WERNER tee aE SET ТСС) 


"iik re MIT 374 T | 








DER НАНТ AH. Ra," t Lak. 








UERUNGSTECHNIK 


EPEAL- BAUEN! MUNG CES М, M H. 
WIEN, IX., GRONE TORCASSE 2 і 


Abteilung: 












Паш son KAUMATENTUMSOFEN (Banari 
Sdimabe; fur Kiha- Cias- und Kalvollenenung, 


A dührte Anlagen. 
Böhm Budweis, Mahr “агаш, Mmburk, Pardubirz, Prag u. a. п; 


1. | 
(e weng ace | 


Schocestein— und Industrieefen bau i 








WILHELM WOLLMANN 
KUPPER-URNEN-ERZEVQGUNG 
WIEN, X., VAN DER NOLLGASSE HR. 98 - TELEPHON R-12-5-41 


RRE E ERR EREER ERR KREE RRR ERR AS RRE E ane eh шаышығ 











INGENIEUR 


Franz Cart W. GAAB 


DÜSSELDORF-OBERKASSEL 
TELEGK -ADR INGERIEDR GAABETSSELDOKF-OBERR ASSEL, 


HUERGO FÜR TECHNISCHE FEUERUNGS-ANILAGEN 


PROJEKTIERUNG | GAUAUSFÜEHRUNG 
usp INBETRIEBSETZUNG уок 
KREMATORIEN 





Eigene Entwhrie für Beisetzungs- und Urney Halten 
Eigenes Ofensystem bester Konsiruktion іш Koks-, 


Gas- und Oelfewerung, sowie mi natarlichen oder mit 





Saugrug 








А Einsscherung nur in glühender ілі 
| Vermeidung von Rauch und есесі 








Document 126: Cremation Furnaces 
System JULIUS SCHMALZ. Advertise- 
ments from the early 1930s. Source: 

as Doc. 114, p. 31. 





Document 127: Cremation Furnaces 

System FRANZ CARL W. GAAB. Adver- 

tisement from the early 20th century. 
Source: as Doc. 113, p. 174. 











Document 128: Photo of the opf engineer 
Kurt Prüfer probably dating to the 1930s. 
Source: www.topfundsoehne.de 
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Zeitschrift zur Förderung der Feuerhestattung 
Monatliches Insertions-Organ 






sind an (era. Findeisen, 
Meilen, Melzeratrate 3, zu richten, 





im .Zenitalblati für Peuerbestaltung Jahrgang 1930 No, 5 
erschien ein Aufsatz des Herrn Öberhaurat Dipl.-Ing. Yolkmanı 
Hamburg, über „Ein neues Einäsckerungsverfahren,“ auf den 
im Interesse der Feuerbestaltungs-Sache näher eingegangen 
werden uf, 

Zunächst, wer ist der Verfasser, der den Nichteingeweihlen 
alg der ideale neutrale Verfechter einer neuzeitliehen Entwick- 
lung der-Feuerbeslattungs-Öfen erscheinen muß, wenn ihn die 
inneren Zusammenhänge meht bekannt sind. Herr Cherbaurai 
Dipl.-Ing Volkmann ist dienstlich Dezernent für die Fenere- 
statting in Hamburg und mit Herra Dipl.-Ing. Ludwig Unter- 
nehmér eines Patentes über ein Éindscherungsverlahren. Beide 
versuchen das Paten! zm verwerlen und zwar pegen eine Ver- 
gutung, wie sie auf diesem Gebete nicht nblictiwar (pro Jahr 
wurde eine Mindesllizenz von 30000 JA verlangt), -- 

Der Titel des Ariikels ist irreführend, denn „Ein neues 
Einaseherinpgsverfahren" sieht nicht zu: Debatit, wenn der 
Verfasser nicht wesentliche Punkte verschweigl- DaB man die 
Eimáüscherunj mit möglichst geringem Luftüberschufi auslülirt, 
isl allgeniein bekannt und еге sich schen aus dem Bestreben, 
den Gasverbrauch niedrlg zu halita und mit geringem. Zug 
auszukommen. Die Idee ist also durchaus nicht neu und wenn 
тал bisher auf Methoden, wie.sie in Hamburg angewendet 
werden, verzichtet tal, sa geschah dies wahl aus den Be- 
streben heraus, die Feverbeslattumg nicht auf die Stufe der 
Cacaververnichteng sinken zu lassen, sondem berbe nicht 
allein. den Brennsiolf-Verhrauch, sondern vor allem Grinde 
der Hygiene und der Piest zu hertcksichligen. Dab beleteres 
іп Hamburg nicht ausreichend geschieht, obt sich schon 
daraus, daB während des Rindscherungsvorpanges win Gas- 
rahr bis ан die schwer verbrennbaren Körperteile kerange- 
schoben and letztere mit Druckluft angeblasen werden. Ein 
weiterer Kommentar Inerzir ist wol! überfilssig 

Der Verfasser птиц das Verbes für sich in Anspruch, 
daB seine Untersuchungen den Nachweis erlracht halfen, vun 
der Vergleichbarkeil der wirtschaftlichen Grundsätze für Ein- 
ds¢henings- und andere Ofen. Wenn der Verfasser diese Uber- 
tragbarkeit der für die Wirtschafllichkeit maßgehenden Cründ- 
забе. fätsachlich herausgefunden halle, so wäre das keme 
Uberwalligende Entdeckung Man muß aber sehr vorsichlig 
seln, Wenn man Krematoriumshelsiebée mit industriellen Feue- 
rungon, oder mit Kadawer-Vernichlungsbien vem Standpunkte 
der: Wirtschaftichkent m Vergleich setzt. Der. Vergleich. wird 
aber game bedenklich im punkio Lihüberschuß, also vom rein 











Meißen, März 1931 


Nachrichtenblatt des Feuerbestattungsvercins 
Meißen und Umgebung 


mit seinen Ortagruppes Weinhölla, Coswi 
Rossen, 





Lömmatzech, 
Verst 










Seuhafikstelle: Paul 5 





tugasse Mr. 
Meißen Mr. 3117 


Redaktlanelle Einsendungen und Inserate blu spätestens 26, jeden Monats erbeten. omm Inseratenpeeis; 1 Feld (55:35 mm) 5 RM. 


Der Verein ist politisch und kircklich neutral 








4. Jahrgang 





Ein neues Einäscherungsverlahren. 


Da wir unsere Leser von dem neuen Binäscherungswerfahren Беген unterrichtet haben, mussen wie 
zwecks Klärung der Frage auch die Gegenseie zu Worte ттеп lassen, ghne zur Sache selbst 
Stellung zu nehmen. Dies ist zunachst noch eine Angelegenheit der Fachleute. 


Ihe Sehrifleibung. 


technischen Ciesichispunkie, dean шап kann sclhstverständfich 
die Eindscherung Liner Leiche mit den Betriebe eines [ndu- 
strieofens nicht vergleichen. weil die Materie zu große Ver- 
schiederheilen aviweisi, 

Auf Seite 66 Absatz | weist der Verfasser darauf hin, daß 
in den Olen der bekannien Systeme die Verteilung der Yur- 
brennunpsluft insoferie mangelhaft. wäre, als after prerade dori 
Liftmangel herrselie, wo Sauerstoff dringend bendligt würde 
und ап anderen Stellen zum Schaden der Warnmne-Okanoinic 
tin Überschuß daran festzustellen sei. Das Шінгі der Verlasser 
auf eine bei den Industric-Öfen bezw. Feuerungen beobachtete 
Erscheinung aimiich die mangelhaity Onrchinischung der Pener- 
gase mil der Yerhreanungsioft zurück. Die Darstellung der la- 
minaren Ste&mimgen - paralleles aebeneinanderflieBen von Feuer- 
gasen und Verhrewnungsluft ist praktscl ganz nhwegip. In 
tinem Einäscherungsofen treien durch die vielen Umlenkungen 
der Stromuagsrichlung ganz überwiegend turbulente Sirömun- 
gen аш, die ein pentigendes Darehemandermischen der Case 
zur Falge haben. 

Im Absalz 2 gehi der Verfasser näher aii den Verbrennurgs- 
vorpang selbst em Er behauptel, nach Zerfallen des Sarges 
verschlechtere sich die Luftzufuhr zur Leiche und damit deren 
Verbrennung, deshalb, weil von da ab der in der Mulfel für 
die Lull verfügbare Raum ungleich größer geworden sei und 
mit fortschreilender Einäscherung weiler wachse Dieser Satz 
zeugt von ganz verschwonnatenen leverungstechnischen Kennt- 
nissen. Es müßte eine iixplosian, alsa eine blilzschvelle Yer- 
brennang statffinden, wenn man nicht im Stande sem sollte, 
das Luftqeantum, welches dem Sargvoalumen тирае, pre- 
пей schnell zu ersetzen. Außeriem bat ja der Sarg von 
vornherein auch Lukinhalt: 

Au meisten antechlbar ist der folgende Satz: 

„Ba aber von der duch die Ми stecichenden Luft 
aur ein verschwindent Kleiner Teil mit der Leche solos 
іп Berühenug konnen kana, s0 watt die clieimische Ver- 
bindung ches Auflösungspeuzesses nidwendterweise uu 
vollköramen verlaufen und wir erhalt gas Il dus 

‚fauchenden Schorasteins 7 

Dues würde genau zuirtHen, wenn man «Пе Leiche auf eine 
massive Date (ері und Kuhllatt folie Rekuperalion? oben 
darüber streichen 1981. Dann ergibt sich naire af cin Schwel- 
len und kein Verbrennen Das dürften als die Eriahzungen 
sein, die man mit einem rostlosen Öfen ohne Rekuperalion 
machen müßte. 





Document 129: “A Novel Cremation Procedure”. Article by Kurt Prüfer. Source: 
Die Urne, 4. Jg., Nr. 3, March 1931, pp. 27-29. 
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was ganz anderes ist es, wenn die Leiche in jede 
dium der Einäscherung  allseilig von Fouergasen t 
wird, weil sie auf einem itosi Пері, uud wenn man dafür 
sorgi, dab diese Fouergase einen Überschuß von Luft haben, 
der zur resilosen Verbrennung der aus der Leiche sellis! enl- 
wickelten Kohlen- Wassersloffe ausreicht. Waren soll man das 
der Миће! хыг геп е Lultquanlun nicht genau regulieren 
können? 

Es wird beliauplel, dab in Hamburg 3507. Einäscherungen 
vorgenommen worden sind ині einem CGasverbianch von iig- 
gesamt nur HH chin Gas. Dies wk zunachst bestellen werden, 
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dom ach den Aussagen, die mir іп Hamburg persönlich 
durch 2 den (ien bedienende Heizer völlig unabhängig von 
thunder gegeben worden sind, werden im allgemeinen са 
T chin Gas zupeseizl, vielleicht auch elwas mehr. 

Um diese Frage zu. prüfen, mal man sich elwas eingehen- 
der inl dent Proplen befassen, ob eine menschliche Leiche 
to viel brennbare Beslandicile сілі, dal bei koulinaier- 
lichen Betriebe des Ofens nach dem Anheizen und Er- 
reichung des Beharmmngszuslandes keine Wärmezufluhr von 
außen nolwendig ist. Nach mehreren medizinischen Autoren 
ешһай der menschliche Körper durchschnitllich: 


Nr 3 








Wasser 65'a d. h hei 70 ke Körpergewicht A5 ku 
Fen 254 2. a E 84 kg 
Eiweibstotle КЛ 9 Е 108 ky 
and. chem Slaffe 359%, |, М = AS hu 
Asche 45M n e e 3.2 ka 

Sa. 166%, Sa. 60, hg 


Es ІЗІН sich danach Iech errechnen, daß allein der Felge- 
halt mit einem Heizwerl хол 7500 WE ausreichen wie, 
um das Wasser zu verdimplen wad die Abrigen "Tele аш 
Entflammungstemperalur zu erwärmen, wenn keine Aussiralt- 
tug nach Auben in Frage кошті. Es kann also in Krema- 
torien, bei denen die Eindscherungen laufend hinlereinander 
erfolgen und bei guter Isolierung der Dfenwände zur Herab- 
minderung der Watinieveriuske mil nur ganz geringen Gaszusalz 
gerechnet werden. 

Das ist aber durchaus nichts neues, denn diese Erfahrung 
ist schon lange in Kremalarien mil kontinuierlichem Betriche 
gemachi worden. 

Wenn die Behauptung der Einäscherung ohne jeden Gas- 
zusatz zutreffen sollie, so табе die Abgastemperalu: -- 
Raumtemperatur sein, was wohl егей Ген ein Fewerungstechniker 
nicht behaupten wird, denn die unvermeidlichn Abpasverluste 
und die beim Einführem des Sarges einströmende katie Luit 
sind gewisse Passivposten іп der Wärmebilanz, die sich nicht 
umgehen lassen. - 

Ich hatte übrigens Gelegenheit, det Hamburger Ofen nach 
eingeholler Genehmigung zu besiehligen und mehreren Fin- 
üscherungen beizuwohnen und knüpte hieran noch folgende 
Bemerkungen. 

Im Einäscherungsraume befindel sich ein kleiner Ofen, der 
nach erhallener Erklärung den Versuchsofen darstelll, ferner 
ein in Bau befindlicher Öfen, der bis zur halben Mulichhähe 
lertiggestelld ist. Der nen im Bau befindliche Ofen weii in 
seiner Konstruklion erheblich von dem ersten ab, ізі also 
ebenfalls wieder ein Versuchsofen, weil damit meines Erach- 
tens Betriebserfahrungen noch nicht vorliegen. 

Im Großen und Ganzen bielet der Hamburger Ofen, ah- 
gesehen von dem Wegfall der Rekuperalion nicht viel neues, 
sondern er ist їп seinen Einzelheiten vielfach von Konkur- 
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renzáfen entlehm. Weshalb sind die Herren Yalkımann und 
Ludwig het dem im Hau bchindlichen Ofen von der in rer 
Patentselwilt gekontzeichneten Bauart bereils wieder ahge- 
kommen, dom davon ізі nicht mehr. viel übrig geblieben? 
Doch wall nur deshalb, weil der Versuch nicht restlos ge- 
glückt isl, wie man erwarlet hal! Der erste Ofen isl mit einem 
engen Rost versehen, während bei dem zweiten pach nicht 
fertigen (Hen statt des Hosios cine Schamoticplalte vorgesciien 
ist, welch letztere. sabczu dis einzige isl, was von der palen- 
terion Einrichteng noch beibehalten ist, 

Ber neuesic Ofen hat am Kopfende 4 Sch Hochdruck- 
brenner, wie dies andere Systeme schon lange vorgesehen 
und ап der Seife 2 senkrecht zur Maufel stehende Brenner 
tsogenannte Sporrheeuners; bezlere sind in der Schweiz be- 
Teils зей 1918 angeordnel (siehe Patentschrift von Ludwig 
Heller, Enti, Pateninummer 81680). Diese Einrichtung ist also 
alles andere als neu! 

Auffallend ist, daß ber dem letzten Ofen die Einführung der 
Luft von oben nach unten angewendet isl, eine Angrdnung, 
die der Verfasser in Spalie 4 seines Arlikels als imifgiticklen 
Versuch einer anderen Firma veriteilt. 

Diese vorerst verurteilte neuerdings. aber angewendele An- 
ordnung „vom Muffelgewolhe etwas peneipl, sonst senkrecht 
zur Leiche Luh ғазаби" ist von der Dos LA Topf 6 
Söhne, Erfurt, bereits hei zahlreichen Glen angewendet, ebenso 
der ftir den Hamburger Ölen angewendete Nachverbrennungsrost. 

Wenn in Hamburg angestrebl worden ізі, eine rauchlreie 
Verbrennung zu erreichen, so muß dieser Versuch als geschei- 
ieri angesehen werden, deua es konnte bei der Besichtigung 
ein zeitweise sehr slarke Rauchenbwicklung beobachtet 
werden, wie sie bei denibisher bewährlen Topfschen Ofen 
nicht aufiseten. 

Die Einäscherung emer Leiche nimmt im Hamburg durch- 
schniltlich 80 — 90 Minuten in Anspruch, sodaß auch in dieser 
Hinsicht ein Forischritt nicht zu verzeichnen ist. 

Ales im Allem muB ich sagen, daß der Hamburger Ofen 
den Erwartungen, die ich nach den sensationellen Veröffent- 
lichungen gestellt halle, nicht entspricht, 





К.Р. 
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Document 130: “Topf around the world” during the 1930s. Source: 
www.topfundsoehne.de 
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Eme 


"Abteilung * 


4 таста für Getreide: wid. көтеру gét. 
у "Rohrleitungen für Luft. und Staub, sowie: Zyklon. 7 
22 „(Arbeitsweise копбіпшіегі4гҺ).......2......2.... 2. 
+ Trocknungs-Anlagen,- Spezial, einschl. “Еоһг1е1-. GER 
© tungen für Luft und Staub, sowie Zyklon, P 
(Arbeitsweise регісбіңеһ2і.....22..2...1. eredi м” 


8310-Веравиндәяшіздеп.................ь 221. namae Сі, RR 
Silo-Belüftungsanlagen....a м. 20 00- 
` Водеп-Ве1йїбип вап1адеп,..;.................... 7” 
Егезізбеі1е.:..........2.2.2..222......0мД 0 

` Bezogene Gegenstände {laut inte )ssssusossuusene ae: 


MOWERS ККК ee : 


HEIZUNG Ы rom. ШЕН 


TEEN „eu. 


eiss. B - 


| DUE ere 
- Bezogene Gegenstände , (laut Ligte).. ШУ ТЫЛ 


: Montagonss (eesociksneésabésnseuss n es 


D Stahlkonstrukt open 
ai Behälterbeu. S 














Document 131: Technical departments of the EC during the 1940s. 
Source: Stadtarchiv Erfurt, 5/411 A 174. 
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Planrostfouerüngen. bodes 
^: Baibmechanische : Feuerüngen,. vee 


уз Binzelne Résttéile, Feuorungsarzatüren.. v tm m 


- Binnauärungen. und neue Bauarbeiten. für E d 


Yol inechaniséhe Feu SE otine e Btaaduerumg) 
„Einzelne Rostteile: ,rHusrunge&imaturen,; Fran charta 
+ BE 
s Schlosser Montagen. . 












Sonstige” Fouerungeniii. Een 
Bostbeschiöker.. SCH DEE 





Überhitzer, : F.A And Anderes eigener. Bauart.l.... tl 


Dampfkessel,: Economiser und Zubehör : ` - 
( ohne Finmàuerung)... ue 








A н. PR > їй йт... I 
бөлігі се: Ersatzteile mctu NN ал 
( ohne Roststäbe und ee 527 
Bezogene Gegenstände (laut збе)... Ve 
Schiosser-Montagen..... else .жааатаһтаағайаға V, 3 
диннен I YazeRbene MD ы та RK u 














ЕСЕ BAH o e 
"Abteilung 5 


EH 


"Abteilung “Би. 
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Гад | Grünnslegflüge, ` en "Тейпепйердег. . 22121. 
50 s Keimtrommeln, einschl. M c alier Art 
51. Keimkasten,. Wender, - ГІ он. ue 

52 Plandarren (Kompletter hauc ГЕ taban). : 

53 , Vertikaldarren (Kompletter. Heu- u. Waben). 

54. "Einzelne Darrwender, Abräumer +, ы... 


"55 Zinzelne lüftungs- "und: “Heizapparate, 
"für Filañ- und Nertikaldarren.l.........y.. 


6 | Einzelne. Rostbeschicker Für Darren, : Pfanne 
57 “Einzelne. ee оше. 
für It 











арек. 


EEE SE 
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Б EE 'Einriehtungsteile, einach plei 
pit Zyklon ohne ‚ohne das Жүні. сасна i ы; 


nzeine ` Bodenspéicher-Binrichtungén | fir Gerste. 
ilos(Massiv), iischapparate. — 


клк dees Тазы жа жа как жаака ж Уту 


ЕН ККЕ 


© Bazogene Gegenstände(lat ане. 6. евна ваен 
AMontajgen. HUND: 


"wessen... 


= "Abtei Ting | E III. 


i адыр ЕЕЕ Pneumati sche-Förderanlagen. und, Eins еї— 
organe für Ебтпег...2................1...1,...... 


3 Komplette. Pneumatische-Förderänlagen und Binzel- 
bad für andere Sabübbeiten eet yee es Sea daw ee 


donis ina AGER 


arc эп сщш Leena SC 


„Abteilung. EIV 


" Komplette und Einzelné Gase ‘Sortiert. - 
>. un&-Éntstauburigsanlagen, einschl. Rohrleitungen V. 
“(Holz oder Eisen) mit. Zyklon oder Staubkammer, |... 

А ‚Jedoch! Obbe- die Үбгаегогвале., en 


i Komplette: und Einkeine "Malzréinigüngs-, “Pütz 
| unf.-Poliermeschinen, einschl .: Rohrleitungen: - 
(Holz. “der Eisen) Arlon doch ` Ohne: die 
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. MEC BARESORE- FSDERANTAGEN- 


SaaS SER SST oT eee 


bteilui Р 


Transportahlagen für sonstige. Güter... 


Ee li adu eer ы акен 
Bezogené Gegenstände (laut Liste)...... 


GEELEN 


EH 
| Sonderfertigurigen. eer 
Е Abfälle und Altmaterial. 


“Maschinen, ` Anlagen, Vorrichtungen, - Lehren 
Werkzeuge nnd dergi. für eigenen: Bedarf, 


Reparaturen - and tee 
Ge Regen ; 
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ORGANISATION 
UNTERE MUNG KATALOG БЕН SONDERAKTEN bi 
1. А. ТОРЕ & SOHNE 
Znpékneer: 31 GBESTHÄFTSLEITUNG 1 












Tachninche Abtei- 


ZWEITE EAUPTGRUPPE — 
ica 2% AER aee 








BIR ABTEILUNGEN UND STELLEN о... 


— PM 














Ordnungs- 


Kummer ` Gegenstand | Anzahl 


der Akten 
GESCHÄFTSINHABER 
GESCHÄPTSLEITUNG 
BETRIERSFUHRUNG 
LT/ET . 
g SEKRETARIAT andakt en- 


| (Hauptverbindungstelle der Führung taile 
$ des Betriebes) | 


Postleitstelle/Sonderaktanstelle/Reiseplan- 
stelle/Tagesprogranistella der Betriebs- 
'führer/Besuch- und Basprechungstelle/Konfo- 
benstelle/Rorrespondenzstells/Protokoll- 
stelle für Entscheidungen und Anordnungen/ 
Berichtstelle für Geschäfts- und Betriebs- 
'gehelmnissa/frnennungen/Beauftragungen/ 
'Pérsonsnausweis- und Paßstalle 


Bemerkung 





2a Yorschlagregisterstelle 


Verwaltung der Auswertungen und Prämien- 
stelle ' 


2b Sozialstelle "Ludwig-Topf-Pondg" 
Innerbstrisbliche Unterstützungen/Ranten/ 


£c Pensionierungen 


2 e Stelle Aufenspendan ' 
Beiträge für außerbetriebliche Soniale Zwecke 


3 VERBINDUNGSTELLZ DER DETRIEBSFUHRUNG 








dakten- 
GEFOLGSCHAPTSABTEILUNGG не 
Stolle für Bewerbung und Anstellunz/ bk 
Arboitsbuehstolle/Abreohnung/Sozinlversiche- 1 


rungstolle/Gefolgschaftshauptragistar (Lohn- 
und Gehaltaonpfanger) Auftsilungsregister/ 
Xriegsvorsehrt enregistor/Beurlaubungs-, "Abe 
und Anusldestalle(Passierschein) Personal-.. 
aktonstelle/Fanilienstandweldast elle/Ausland- 
reisepaßstslle B - ps ` 








Document 132: General structure of the Topf company during the 19408. Source: 
Stadtarchiv Erfurt, E, 5/411 A 163. 
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ORGANISATION 
UNTRNEIMUNG KATALOG DER SONDERAKTEN | 
4. A. ТӨРЕ & SOHNE 
GESCHÄFTSLEITUNG 
Katalog 
Шай Mr. > 





` Ordnungs- Anzahl 








Hummer Gegenstand der Akten Bemerkung 
Il/A Betrigbsobrann Handaktan- 
Büro für Betreuung ез 
5 Wirtschaftsstella 
Tarkküche/Gonuünittellagerstolle/Einkello- Handakt on~ 
rwigsstalle/Üeceinschaftsraun/Stella Düro- stelle, 
reini sung/Reinigungsmaterialverwaltung Karteisteilo 
6 Gartonstelle ` . Handalt on- 
Landwirtsehaftlicho und gürtnerischa ln 
Mutzung der Freiflächen Draysestraßs 
Konnenrain 
& b Gartenstalle 
Hirnzigemrog 
7 Narbeabtsilung . Handakten- 
Büchersi/Fachzeitschriften/Drucksachen/ агае; 
Inserate/Fotoarchiv/Dokunontanarchiv Kartoisteile 
8 Fotolabor Kartzistclle 
und Lagerstelle für Negativ und Pasitiv 
9 AUSLANDABTEILUNG | Handakton- 
Protokollstsile/Auslandsreisprüfstells/ aan; 
Kundenkorrespondonzstelle/Ausiandangebot- Earteistolls 
und Auftragverwaltung/Tortragstsllo/Aus- 
landprovisionsvorprüfstelle/Auslandzarkt- 
baobachtung/suslandvortreterkorrespondenz/ 
Vorvaltungskorraspondenz/Prifungs- und Yor- 
prüfstellan dor sürtlichen Wirtschafts- und 
Fachgruppen 
10 HAUPTSTELLE ALLGZMZINZ VERSALTUNG Handakton- 
i (Yerbindungstolle. der Kaufnännisohen stalle. 
Abtajlungen) 
11 Verraltungskostenprüfstslte Earteistalls 


Plankostenstelle 


- 
fa 


Provisionsprifststis 
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ORGANISATION ' 
UNIEENEEMUNG KATALOG DER SONDERAKTEN 
1. A. TOPF 6 SOHNE | 


GESOHÄFTSLEITUNG 


Katalog 
Blatt Nr. ., 
A 











| Er Gegenstand | Bemerkung 
Із Finangstolls 
Zahlungsnittolbersitstallung/Bonititsbeab— 
achtung/Liquiditätsbeobachtung 
14 Devisenstalle andakten- 
toilla 
15 Recht stsllo andaktan- 
(Frozeßbeobachtung und Verwaltung) talla 
16 Steuerstsils . Bandakter- 
(Finanzant} > segs 
17 Yersicharungsstelle andakten- 
(Sach- und Forsonsnversicherung) telle 
18  Kaufnünaischa Lehrlingsausbildune 
FEnehwuehslenkusg und Auslese 
19 Aligencine Rogistratur. lanüaktcon- 
tells 
20 Telefonstella 
| (Besuchsanneldsstalle) 
21 Schreibstellan 


(Sehroibraschinonkrüfte süntlieher Abtoilungen) 
ай Postausganestollo 
23 | Papier- und Drucksachenlazorstello 
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ORGANISATION 
UNTERNEHMUNG KATALOG DER SONDERAKTEN | [on] 
1. A. ТОРЕ & SOHNE 


"uEHCHAFTBLEITUNG 


4 


Katalog 
ВАН Ne, oe 











Ordnungs- 
Hummer 


Geganstand А Tu Bemerkung 












RAUPTYERDINDUNGSTLLLE DER GDZSCHAPTSLZITUNG 
FÜR AUFTRAGYERPPLICHTUNGEN 

(Planungstolle der Erzoumung/Korrespondonz- 
und Frotokoliatoilo siimtlichor Doscehaf- 


fungsbahórdgn und di Dienatstellon/Reichs- 
anzeigorauswertung 


` STALLE . GENRRALPLAN andakt on- 
Я tolle, 
Kontingent stolle : arteistoll 


für Hoh- und Hilfsstoffe 





25 


26 Hauptzaterialstelle 


: (Hauptriatorialplamung) 
Rohmatorial, Halbfertigztaile und Bazogene 
Gosonstände 





27 Haupttorinstelle 


{ 
(Haupttoruinplenung/Fertigungs-Quartelplan) 
Registorstelle | 


Unsore dynauischon Register: ' 


1.) Hauptregistor Anfragon-iinzang 
(Inland) ` 


2.) Hauptregistor Anfragon-Eingsng 
(Ausland). 


5.) Nebsnroristor für Anfrasenabaick~ . 
lung dor 12 Technischen Abteilungen 


4.) Hauptrogister Auftrasbestand 


5,) Nobenrogzister dor Auftragabwick- 
‚lung dex 12 Tochnischen Abtoilungen 


Hauptroegister Fabrikanlieforung 
| Hauptregister Warcnausgang. 


) 

8;) Nebonragistor Harenrücklauf 

9.) Nebenregistor Ynronrücksenduugen 
) 


 Dauptzegiater Montageabricklung der 
` 12 Technischen Abtoilungan 


22.) Hauptragister M-Tostollungen 
` 12.) Hauptregister MR-Bestsllungen 
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ORGANISATION 
инт мине KATALOG DER SONDERAKTEN |) 
1. А, ТОРЕ & SOHNE 


GEBGHÄFTBLEITUNG 








Katalog 5 

BaH Nr. _ 
Ordnungs- ан 
ele) Gagenstand А der Akten Bemerkung 


Hauptregister V-Dastollungon 
Hauptregister Rachnungseingang . 
Hauptrogistor Rachnunzsausgang 


Auftoilungsregistor der Auftrag- 
werta (Wirtachaftszruppen) 


iuftsilungsrozistor із Xrzeugungs- 
katalog (Anfraze- wnd Auftregbestand) 


Frovisionsrasister 


Rogister der OC-Auftrige und Gut- 
schriften 


Finanzplan II (Voraussichtliche 
Zehlungseingänge) 


Finanzplan ILI (Voraussichtliche 
Zahlunssverpflichtwizen)} 


Register Fabrikplanungon 


Register dor Dotrisbseigenen Bo- 
stsllungen und Aufträge | 


Rerister dor Bosuchor 
Roisoplanregistor 


Register Sonderberichte (Übergaben, 
Abnahron, Auswertungen) 


87.) Rogister Verbrauch Wirtschaftsstclle 
28.) Rosistor Verbrauch Schreibstollen 


29.) Registar invontar (Hobillen) 


30.) Register Kohle- und Enargiaverbrauch 


29 Stolle Statistik - 


Asldewosen für Hauptaussehüsse, Sondaraus- 
schiisse, Arboitsausschüsse/Tirtschafts- 
und Fachgruppon/Gaunrboitsant/Arboitsent/ 
Gewrlrtschaftskerror/Innoro Statistik, 
Ristungsobrana/Wehrkreisbeauftrazter ` 

30 Grundstückstslie 


(Vorvaltunz dor Grundstücks) 


al Inyontarstulle 


(Verwaltung des Invantars) 
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ORGANISATION 


UNTERREEMUNG KATALOG DER SONDERAKTEN 


1. A. TOPF & SOHNE 


#EECHÄFTSLEITUNG 





DEER 


Fabrikplanung 


(Yorvaltung der Frojektiorungen 
' des Botriobas) 





1/32 


GETRIEBS ABRECHNUNG 


Kostonprüfstello/Eontenplenstslle/Dowor- 
tungsstelle/Invanturstallg/Gesoinkoston- 
Prüfstalle/Üirtschaftlichksitsstatistik 


2% 


Betrisbsbuchführunm 





Stsllo Rechnunssprüfung 








Stelle Nachkalkulation 


Allgeneino Lohnabrechrung 
Arbaitsbuchstalla/Sozialvursichorunzs- 
stcllo/Urlaubs- und Krankheitsvervaltuag/ 
Personankartaistclle (Lohnenpfäager) 





HAUPIBUCHHALTUNG 
Finsnzbuchführung/Bilanzstalle 


Hanptkasss / 





RECHNUNGSS TS LLE 


HAUPTEINKAUF 
infrage und Bestellung Lieferanten) 


42 - BAUR INEAUP 


Anfrage und Bostellung({Liaforanton) 
"VERSAND 


Stella Fahrwason 
Stello Yersandlagor 





‘Garage 


TF 


Blatt Mr, e, 





Handakton- 
stelle, 
Kartoi- 
stelle 


Lagorbe- 
standkartsi 


Handakten- 
512110 


Handakton- 
stollo 


Handektan- 
stelle, 
Zartai- 
stelle 


Handektan- 
515118, 
Eartoistalle 


Handakton- 
stelle 
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ORGANISATION y 
————— — 
ан мине KATALOG DER SONDERAKTEN 


1. A. ТОРЕ а SOHNE 


GEBCHAFTSLEITUNG 

















5 daunas- Gegenstand ere Bemerkung 
II/44 HAUPTVERDINDUNGSTZLLE Handakton- 
BETRIESSFUHRUNHG - DETRIZD Ve 
e Kartei- 
H REX 
BETRIELSDIRZTTION stelle 
Detriebsleitung/Betriabssekretariat/ 
ligldewesen Rüstungskorr:ando und Tahr- 
Lozirke/Pabrik-Einsetzstolle/DBetriebs- 
lonforanzstello/8tolle Dauaufsicht ` 
(Uchau ~ Neubau 
45 Stelle Betriebsainrichtung Handakten- 
Botrisbs-Ingeniour/Reparaturstalle/ stalle 
Eigene Meschinencontage/tverwachung 
betriebseigonar Anlagen/Instandhaltung/ 
kaschinen- und Werkzgugkartaistells 
46 Sotriensverwiltung Haada:tun-— 
Yerbindungstelle der Ausländereinsatz- ` Lut 
verraltung/Arbaitskraftanforderung/ Se 
Fabrikroinigung 
47 Lehrworkstatt ` Rardnkten- 
Stello Lohrlinzsasusbildung ЕЕ 
Pacherbeit ornacheuchsférderung/ stolle 
Anlarımaßnahmen/Unsschulung | 
48 Haupt larervormaltung Yandakten- 
Tispositiona-Kartoistelle . stelle 
48 a Hauptlaserstellen 
48 b Zwischenlazarstelle 
48 o Baulasersteile 
18 d Hof- und Transportstells 
45 в Brennstofflaser 
49 Botrisbsinspektion Handaktern- 
"Tarkstellen (Fartisungsstollen) atolle 
. Stolle Unfallverhütung/Stelle 
` bLeistungsstelgarung/Qualitütsprüfung/ 
Abnahna 
50 Tiohla*or wid küche : landaktur- 
Lagarführer/Xüchenlaiter/Zwizchen- Pont 
lagerstallo stalla 
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ORGANISATION | 
UNTERNENMUNG KATALOG DER SONDERAKTEN n 
1. A. ТОРҒ & SOHNE 


GEHROHAFTBLEUTUNG 





Kalalog 
: Hanne. 
ЕГ o oe ERE соз 
11/51 orkpfürtner Handekten~ 
stelle, 
Kartoistolle 
52 Ferksanitätssisila Hendakten- 
stelle, 
narteistalle 
58 ARDSITSVORZSRZITUNG Handaktene 
| TPianungstolle dos Betriebes 2. 
(Verbindwigstslle des Generalplanas) Eee 
Plankostenstolla ee 
тоз ТТА, Stolle 
54 Stelle Lohn . Xartgi- 
Lohnvorkalkulation (Akkord) steile 
Lohngruppenvormaltung 
55 ‚Stelle Material Kartei- 
Materialauszug und Deraitstellung/ stelle 
Kleimwtaterisl und Gußbustellunz 
Bu Stelle Termin | - Kartoi- 
Pertigungsterinkontrolle stella 
57 Stelle Konstruktion ' Kartoi- 
(Verbindungstsile dor Techzischan stelle 
Abteilungen} 
Zinzellisten-und Stücklistonaufbersitung/ 
Zeichnungsbsreitstsllung 
58 Stelle Vorrichtung | Kartei- 
(Vorrichtungs-Xonstruktion und Rows SES 
vorbersitung) - 
59 MONTAGESIT ILUSG Handahten- 
А К А stelle, 
Technische Stolle Disposi- 
59 Montzgsstsllenloitunz tisnai re 
59 Torzinstelle tedstellse 
59 Ausrüstung 
59 Inspektion 
ag Einstztzstolle 
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ORGANISATION 
UNTERNENMUNG KATALOG DER SONDERAKTEN 0p 





Ј. А. ТОРЕ & SOHNE 


GEGGHAFTS LEITUNG 


Kaleeg 9 
Blatt Mr, 




























Ordnungs- 
Nummer 


Anzahl 


Gegenstand der Akten 


Bemerkung 





Mont sscabteiiung Hantakten- 


е1? 
Abnahunestells stelle, 
eS ase a aartaj~ 
80 a Zusamnenbau/Montagefertisprüfun; stelle 
50% Hontagematerialvarbercituny und 


Texkzeugzinstaudhaltung 


61 liontageabtoilung Handalten- 
Verwaltungs- und Abrechnungsst.lle stata, 
kertei- 
Stella 
ва TECHNISCHE VZRTALTUHU Handaktan- 
(Zentralstelle der Technischen 2. 
Gsschäftsieitung/Verbindunr- ei 


stelle der Technischen Abteilunzen) 


Protokolisteils 

Hauptstolle Tochnisch: Organisation und 
Zentrale Ausrichtunz/Tochnisehe Mittei- 
lungstollo/Stelle Rationalisisrung des 
Fabrikationspropgromms/3tello Speziali- 
siorung und Aktivierung des Zrfahrunzs- | 
potentials der 12 Technischen Abteilungen/ 
Stalle Untsrlisferungspragrum der gesam- 
ten Industrio/Gataloı dor Dezogcnen Ge- 
genstände/latalog dor Hilbfortinfabrikato/ 
Stelle Sigonerzourungskatalog/Stelle 
Technischer Aulenbettbowerb/Stclle Inner- 
betriebliche Vorschlagauswertunz/Tooh- 
nischa Zeichner Anlornunt/Spozialislerunz 
und Nachmuchsförderun: der Technischen 
Abteilungan/lbor- und innorbetriobliche 
Technische Schulung/Tochnisches Ausstel- 
lungswesen/Technischs Schrifttumcuswartung/ 
Auswertung Technischor Verordnunon 








8% Погмепуів110 Hendatton- 
Typisiarung/Normung/arknormonkatolomstollo/ stelli, 
d ЕЕ : ра fTurtcol- 
Zailchnung- und Stuücklistonprüfstolle т 
500114 
G4 Entwieklungsstollo Tanda tune 
Erfahrungsausmwortun:ssstollo doy Tachnischan N 
Abteilunsen/Vorsellagauswert uns/Nzukoust ruk- n lls 


tionan 
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ORGANISATION 
uNTERNERMUNG KATALOG DER SONDERAKTEN 


J. A. TOPF & SOHNE 


BESGHÄFTSLE:ITUNG 





[eem юй 


Vorsuthstation 





11/55 


Gu Praisstalla 


Vorkalkulstionsprüfstollse für Maschinen- 
ben, Stahlbau und Dawuntarnohnung/Nor- 
Lalisisrungsstollo Frassbogen, Angobots- 
text und Gewährleistungen/Preisbuch- 
stello für Eigenerzouswig und Bazogans 
Gegenstände 





Fotokopist 
68 Lichtpausatells 


59 Zeichnungsregistratur 


70 ELERIROSTELLE 


Projektiorung, Ausführung und Entwicklung 
für die Technischon Abteilungon/Trüfungs- 
und Kontrollstello des sigenan Betriebs 


7l PATEBISTZLLE 


Fatontamzeläungs- und Dearheitunzsstolle 
Patontvarveltung/Lanfende Patontprüfun 
Fiznspruchstslle 


72 AUSSBNSTZLLEN 
Technische Zwaigbiiroa 


7% AUSEZHSTELLEN 


Tochnische Vortratungen 


74 Techiische Abteilung A 
` (Gotroidopflage-Apparatohau) 


Voranschlagung/Projektierung/"o: struktion/ 
dus fithrung/iontageplanang 





Шаң Hr, 0. 


17 






Bemerkung 


Handakt sn- 
stille, 
Eartei- 
stelle 
Handokton- 
stelle, 
mart oie 
stolle 


Handskten- 
Stelle, 
Kartaistello 
Hasdakton- 
stolle, 
Eartaistelle 
Handaltun- 
atolls, 
Eartuistelle 


Handakten- 
atslla, 


Rarteistelle 


Handekten~ 
stelle, 


, Kartoi- 


štelle 


‚ Handakton- 


stolle 


Tandakton- 


stelle 


BHazdeiktea- 
stelle, 
кегігі- 
stvlle 
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ORGANISATION . . 
uwen Eve KATALOG DER SONDERAKTEN lop] 


J. A. TOPF & SOHNE 


@ESCHAFTSLEITUNG 





Katalog 11 
Blat М, 








С тше [Юй 





II/75 Technische Abtoilun;z. D Handaktan- 
(Liftungs- ond Heizungsbau stelle, 
Entstaubungsanlagoz} | pios 

stolle 


Voranschlatung/Projektiexung/Sonstrukt ion/ 
Ausfünruupg/Montano2lauung 


76 Tochnischo Abtollung б Handaktea- 
(Stahlbau) proin 
: Aaryt2i- 
Varansehlagung/Projektiorwiwu/ionstruktion/ | stella 

Ausführung/Tiontaraplanung 

7 Ieenaisehe Abteilung D I Handakten- 
Qaopfiossel-Anlazon, Fouorungsbau, atollo, 
Einnaucrung) ABTAUi- 
atolle 


Veranschlazung/Projeltiorung/Konsteuktion/ 
Ausführung/Hontagenlame:s 


7B Zochsische äbteilwır D II Handaktan- 
(Feuerungsbeu, Hoch, ТОРР-2о5%) a 
IO ais 
Veranschlasung/Projektiurwig/Ronstruktion/ stella 
Ausführung/Meatapenlaaung 
79 Teehnischa Abteilw:z р Lil Handakten- 
Schornsteinbau d stelle, 
) Kartei- 
Verazschlerunr Projoktiarung/Xonstruktion/ Stella 
Ausführung Tiontareprlanumng 
бо Tochnische Abteilung D IY .  Handakten- 
(Ofonbau) stelle, 
. Шагісі- 
Verangeblazung/Projektiorw:g/Konstruktion/ stalle 
Ausfihrucg/Montazeplanung - ` 
81 Tachnische Abteilung EI Handaktan- 
ml zoreiban stelle, 
( ) g Kartei- 
Voranschlazung/Projaitiorwg/Xonstruktion/ : stella 


Aus fithrung/Moutagoplanuna 
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ORGANISATION 
UNTERREHMUNG KATALOG DER SONDERAKTEN bi 
1. А. ТОРЕ & SOHNE 


SESCHÄFTSLEITUMG 


Katalog 
Blatt Nr LE. u... 


Ord. 5- Anzahl 











ix/og Тесіпізедә Abteil-cnz 8 T Handakton- 
(Speicherbau) 22. 
Veranschlagung/Projaktierung/Tonstruktion/ stelle 
Ausführung/Montageplanung 
88 Isshnische Abteilung E III Hancaktan- 
(Luftförderanlagen) 5. 
Veranschlagung/Projaktierung/Tonstruktion/ stolle 
Ausführung/Montageplanung 
B4 Technische Abteilung E IV Handekton- 
, x ; stelle, 
(Kornbsarbeitungs-Haschinen) Kartell 
Veranschlagung/Projektiorung/Konstruktión/ ` stelle 
Ausführung/Montageslanung 
85 i Technische Abteilung Р | Handektan- 
, BH gcng AR RRG £ all 
es : 8 stells, 
{Mechanische Fürderanlagan) | Kartei- 
Veranschlagung/Frojektisrung/Konstruktion/ stella 
Ausführung/Montage 
аб HAUPTSTELLE VERKAUF:- KORRESPONDENZ . Nandalt en- 
11] 
(Verbindungsstelle der Zwölf Tech- . 22. 
nischen Abteilungen) i stelle 
Stelle inland-Angsbotkorrezpondenz und тандай 
Auftragannahmo/ Angsbotausstattung/ ас 
Inland-Angebot- und Verkaufbericht/Roiso- stelle 


bericht-Verwaltung/Inland-Angebat- und 
Basuchterminstolla/Stelle Refarenzen- 

listen/fundenanerk ennung/Kundenreklama- 
tion/Konkurrenzbeobachtung/Inlandnarkt- 
beobacht ung 
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ORGANISATION . — 
nn ы = nn = 
UNTERNEHMUNG KATALOG DER SONDERAKTEN lap] 
1. A. TOPF & SUHNE 


SESGHÄFTSELEITUNG 









Katalog 
Blatt Mr. 















Ordnungs- 
Hummer 






. Gegenstand 





Hauptstellg Sonderfertirung Handalıt sr- 
ата Arbsitsplanung к 
87 b Fartizungslsitung belle 
87 o Kontrolle stelle 
а? d Abnahma 


85 а Senderfortigung } І 
(Fertigungsmeldungen) 


BB b Sonderfertigung L II 
(Fertigungsmeldungon) 


88 c Sonderfertigunz Н _ 
{Pertigungswsldingen} 


89 Sondarprogramme 
(Planungon und Ausführungen 
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Absperr- Isolierung 
schieber Н 











Schauluke 
Einäscherungs- 
Füllschacht kammer 


Asche. Engra 
Asche-Entnahme 


Generator 


Reaugerehon 








Rekuperation 
Luft-Eintritt 


Rauchkanal 











Document 133: TOPF coke-fired cremation furnace (early 1920s). Source: B. Rei- 
chenwallner, Tod und Bestattung. Katakomben-Verlag/B. Reichenwallner, Munich, 
1926, p. 27. 

Isolierung: thermal insulation; Schauluke: inspection hole; Einäscherungs- 
Kammer: cremation chamber; Absperrschieber: damper closing duct from gasifier 
to cremation chamber; Fillschacht: coke loading shaft; Generator: gas genera- 
tor/gasifier; Asche-Entnahme: ash-extraction door; Rost: gasifier grate; Rekupe- 
ration: recuperator; Luft-Eintritt: air access to the recuperator; Rauchkanal: smo- 


ke duct. 
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OFEN FUR 
KREMATORIEN 


System Topf 


Krematerum Halle а. 4. Saale 


Tr 


J.A.TOPF & SOEHNE 
ERFURT 


Maschinenfabrik und feusrungstechnisches Baugeschälft 














Document 134: “Furnaces for Crematoria System TOPF”. Promotional brochure 


of 1926. 
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D er Pouerbestitioagicles System Тәр!" ні dan Шгттімін pabaru Iëralseiëkeger Lilahurusres 
aa! barangna Gebi шый ілі жона! lùr dimiis sb жоні кнтте Lieder eng 

geeignet. [hes Oben bericht аша dem Қойнұяжагайст шой Umleitung der Кә Қызан ла, dem 
fui uch ahgenchiosuraen Блада: Һаага [Mohi eed dem duunia asqsordnetes Каля рне 
реге), өтіне We die Уын deg Йе dis Kisisshersng erlarderliceen Lott diem (siehe 
Ah. 21. Dese seeps іші! keent ep den Heacrkeretrea тікі эз Бнр, den e 1ай 
kasile sind von dem Hanchkankles vollkommen geireent, ініні aan die Einkicherung bei ігейтеіНгте 
Batrigh мы mE reiner аиык гыбы Lef, welche ғат sr dem Wege пы rie) bench 
КТШ eriin wird, аа. 


Ашык 1 Krematesiuss Estevt, Бавари даһа 
Жаназаға des Тісті із Hibe des ГаПшы ыйыы She Waskémbamgi 


Zeite dem imsaren sel Aeren Гра аанча гі wird über dis тилин Liege пі Hõbe deg 
Meet sis alarka ішігін aus аа аена шарынын, durch welche dia Warwcanntrabburg 
ваї en Meer Letckabshi wed Del der Га ыар apntézer Fësgaiga Brain Бына 
wir ұғын im бағын Баай ышына, энени фа ігі Егіз ығына enteprechend vermutet. [ha 
к bette ergebenden Мағ kommen haephidcklih dae per Сей-ер, pen ga Olen ашы iig 
Bi brais жз. De Кікегіріг-ікеіненнінін ЫН dec Оба mrih lamps Бәй mira әні bai Wanker 
ішінезігіннігшер wird entsprechend четтпртт Heireaier-A Бава. Audlerdem rerhfeng тҥй ше dir 
Hocktetëspäsdeseg ранг Беца 

Dua. Асыйы den Hei mas meh еы Ыналын Тфа Нәреғаучіғты ашара 
end ғыз ін der Weise, dall das Шана in Foren siekesdler (сен інінің парен Winkel 


eel [Ei ri mirquapanni sird [hesr Hansi greäheleirel rise seht ін-ұт Lekeagdescz arel 
тегтнінінң Баа аран, dis aces! inkolgm dar boksa Тантра аана, beicht menim eiden [e 
Armsteres sardas aur {чытен рш Gai әры 
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[ш dem іы Jahren habes wir für zie pinnt Kee bheimerrr Ste Vreserhses'ararphaslages 

im Anode am bereits vorhandene Einssenungshullen oder "егі. ertichtet. [here Лагін, bei 
der in den meisten Fällen auch keine Versenkungsvorrichtung notwendig ist, gibt allen den Städten, 
die die Errichlung eines besonderen Krematoriums aus finanziellen Gründen immer wieder zurück- 
stellen mußten, nunmehr die Möglichkeit, sich eine Einäscherungsanlage mit verhältnismäßig geringen 
Mitteln zu schaffen, Nach diesem Prinzip sind die Krematorien in^ 

Erfurt (siehe Abb, 1) 

Grünberg 

Guben 

Hiksi a Ы 

Ferna 

Magürbarg 

Sahl (siehe Abh. 3--%) 
гіне шынға 


Abiddaeg X. Lëëësscheligt durdh den CHan 


Менен ordnen жы mur Aussutpssg der Abyasa Lalisrhitzer an) det ged Apparate, Ше m 
den Fecha шз тіл des Занта ciegebeet wire Bir Бенінһен аша айана WObrmsannkansch- 
körper mil einer großen Anzahl sogenannter Taschen, in denen Rauchgase and Luft separat zrkunzren, 
ein davor geschalteter Ventilator saugt Frischluft an und drückt dieselbe durch die Lufttaschen. Durch 
die danebenliegenden Taschen werden die Rauchgase geleitet, die Luft wird auf diese Weise erwärmt 
und kann in Rohrleitungen nach der Einsegnungshalle geführt werden und dient gleichzeitig zur Hei- 
zung der Letzteren. Hierdurch wird eine besondere Zentralheizungsanlage überflüssig. Abgesehen 
davon, daß sich die Anschaffungskosten viel niedriger als diejenigen eines besonderen Heizkessels 
stellen, entstehen durch den kleinen Ventilator so verschwindend geringe Helnebskosten, daß die 
Heizung fast kostenlos möglich ist. 
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Krematuriem Мапкатғғ 


1926 


Le Bee де ье арнага më Topf- 
ніл Enkscharangeblen сағы der dars- 
ратура ғазы ыты Aalagéni 
толымы 1 жа 
DÉEN [Es 
ns 1 Сб 
Бай ҰН habes wir айы 24 (Rea ын 
қайшы ыш ve Аме MeL wer 
Шығ ашы іне lalag 


Ж 


АҺыҺым=р T. Bopesmabarhum Mappeszer 
Musgréisdrgsemagshalle 
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Abba 3 


De Abkülhaagen Bound " séries die 
Еа kirche gen Deogtrit-Eredlscles 
is Moaksa Цаг, ja dar CR von um 


2 Feuerbestattungálen 


engia! erer, 


"ur 


Aled bboy ? 
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Der Stadtdirektor 
Arnstadt i, Th. 
Abteilung РУ, 

Firma J. А. Торі & Snehne, Erfurt. 

Am 1, Oktober 1924 ізі der von der Firma |. A Topf & Sochne 
in Erfurt ausgefahrle Ein&scierungsafen übergehen und in Betrieb 

nommen worden. Bis heute haben 57 Einäscherungen statigefunden. 
Die Einäscherungen finden unregelmäßig statt, deshalb ist die Hosh- 
heizungsdauer und der Koksverhraudh für die einzelnen Verhrenn- 
ungen nicht gleichmäßig, Als Heizmaterial Eindet Gaskoks Verwen- 
dong. THe enee des Öfene erfolgt in 2.2210, Stunden. 

om Anheizen bis zur Hochglut und reatlosen Verbrennung ist 
folgender Koksverbrauch feslgestellt worden: 
Hei Einiischerang eines Leichnama 189. 260 ky «езі 
“ D von 2 Leichen an einem Tage 231. 314 kg ў keent 
Die Einäscherungen erfolgen rauch- und geruchlas in einem Zeitraum 
von *, bit 1%, Stunde für jede Leiche, Der 13,0 m hohe, von der 
Firma |, А. Topf 8 Bache erhaute Scharnslein gibt zu Éinwen- 
dungen keinerlei Veranlassung, Daaselhe gilt von der Versenkungs- 
vorrichlung, die gleichfalla von der Finn hergenteilt ist. 

In Verbindung mit dem Kanal für die Abiührung der Gase vom 
Einäncherungsofen nach dem Schornstein ist von der Fa. LA. de 
& Sachne eine Lufterhilzeranlage für die Beheizung der Friedhofs- 
kapelle eingebaut worden. Die Lufttemperatur an den Austeilla- 
SH nangen іп der Kapelle betragt dorchechniltlich 50° С, Bei Ein- 
üscherungen ist die Kapelle оһпе jeden Aufwand für Brennstoffe in 
kurzer Zeit erwarmt. Das Friedhofsamt, 

ger: Unterschrift, 


Arnstadt, den 10. Februar 1925. 


Garan- und Frledhotsamt Р 
der Stadt Erfurt. Erfurt, 25. Juni 1925. 


Firma J. А. Topf A Sochne, Erfurt. 

Am 11, April 1923 wurde die von der Firma J. A Topf & Soehne 
ausgetihrte Einäscherungsanlage mit zwei Ofen in Betrieb ge 
nommen. [n dieser Zeit bie zum heutigen Tage sind im gangen 
700 Einfscherungen erfolgt. 

Nach zweijkhriger Benutzung der Öfen aind Betriebsstörungen 
hielang nicht aufgeleeten. 

Infolge der besonderen Bauart der Dien und ihrer guten Isnligrang 
sind веће geringe Tempernturschwankungeo zu verzeichnen, was auf 
«Ше Haltbarkeit dea Mauerwerkes von großem Einfluß ist, Schaden 
irgendwelcher Art sind bis jelzt nicht festgestellt worden. Die 
außerordentlich einfache Bedienung der Öfen verdient hervorgehoben 
zu werden. ` 

Leider sind die Verbernoungsöfen noch nicht täglich in Benutzung. 
Infolgedessen ist die Menge an Verbrennungsmalerialien für eine 
Leiche noch nicht gänzlich Eestatehend. 

Nach den gemachten Aufzeichnungen ist bislang unter Verwendung 
von Ciaskoks, gerechnet vom Anheizen bis zur Hachgluk, restlos Yer- 
brensung und Hersusnahme der Ascheresle, unter Berücksichtigung 
Чай die Öfen nicht taglich geheirt werden, ala Verbrauch festgestellt: 
1. Bei Einäscherungen von | Leiche an einem Taye 311, Zir, Gaskoks 


a ZLeichen hintereinander 5 
Ty, 


Die Einrichtung des Topfschen Systems gestattet es, daß dic Ein- 
Ascherungen vollständig rauch“ und peruchlos erfalgen, 
Die Hochstdauer einer Einfscherung beleägt 14, Stunde, 
Das städtische Garten- u. Friedhofsamt 
get: Unterschrift, 


Der Stadtdirektor А А 
der Landeshauptstadt (Bauamt) Weimar, 30, Mai 1925, 


Firma J, А. Topf & Sehne, Erfurt. 

Auf Ihr Ansuchen vam 22, d. Мін. teilen wir [hnen mit, daß der 
von Ihnen im hiesigen Krematarium erhaute Einüscherungsofen sich 
bis jetzt got bewährt. Die Einäscherungen finden, um den Betrieb 
wirtschaftlicher zu gestalten, nur Dienstage und Freitags statt. Die 
Hochheizungsdauer beträgt 2. 3 Stunden, die Zeit einer Einäscheruug 
1—1', Stunde, Zu den letzten 24 Einäscherungen wurden im Dorch- 
schnitt je 2,7 hl Gaskoka verbraucht (einschl. Prochheizung). 


Beigeordneter, 
ger! Unterschrift, 


Yerwaltung des 3 
Genranden-Frledhotes, Halle а. d. 5., 7- Oktober 1924. 
Firma J А. Topf & Soehne, Erfurt. 

Алі [hr Schreiben vom 3. ds. Mts, bestätigen wir Ihnen gern, de® 
die im Jahre 1915 ven Ihnen erhayten Ein&scherungsofen bisher zu 
unserer vollsten Zufeiedenkeil gearbeitel haben, Die Anlage istam 
15. 12. 1915 in Betrieb genommen und sind bis heute in beiden Ofen 
zusammen 2670 Leichen eingenschert. Zur Erzielung einer Tempe- 
tabur von 1000 1100 Grad Cels, hendtigeo wir beim vorher kalten 
Gien en 211, bis 4 Ztr, Hüttenkoks, während zum Hochheizen des 
jan Betrieh befindlichen Ofers rur | Ztr. des gleichen Arennstolfes 
henatig! werden. Wie Zeitdauer der Einüscherung richtet sich nach 
der meer des Verstorbenen und Beschaffenheit des Sargen, 
sie beträgt hier #, his 11, Stunde. geni Unterschrift, 


Städtische Betrlebswerke. 
Heizungs- u. Mauchinenwenen. Hannover, 10, Oktober 1924. 
Firma |. А. Topi E Sorhne, Erfurt. 

Auf thr Schreiben vom 3, da. Mts, teilen wis Ihnen mit, daB der 
Hetriel sich in unserem Krematerium noch nicht au entwickelt hat, 
um über Ше Verkrennungsüfen ein Zeugnis ausstellen zu können, wie 
es für Sie erwünscht ist. Wir können vorläufig nur bestätigen, дай 
wir mit den gelieferten (Men zufrieden sind und nach den bisher 
vorgenommenen 300 V erlirennungen keine wesentlichen Abnutzun, 
festgestellt haben. Infolge der xchwadien und ungleichmäßigen Be- 
nulzung werden vorläufig für jede Verhrennung noch 190 Kilo Zechen- 
koks verhraucht. Wir Fetter, Чай nach Fertigatellung der ganzen 
Bauanlage die Benutzung der Сеп eine stärkere werden und damit 
such die Brennstoffmenge geringer wie. 

Jedenfalls sind wir mit den Öfen so zufrieden, daB wir auf die 
schen wiederholt an uns gerichteten Anfragen кісің empfeblend Aus 
kunft gegeben haben. ges, ` Unterschrift. 


tgemelndeworstard. А 9 
Der Stacigenvalndey: Ilmenau i. Th, 2. August 1921. 
Firma J. А, Topf & Soshne, Erfurt, 

Wanschpemif hestätigen wir Ihnen gern, daB wir mit der von 
Ihoen im fahre 1922 errichteten Ofensnlage im hiesigen Krema- 
terium zufrieden sind. Die Anlage hat sich in hezug auf die Yar- 
schriflen der Leichenverhrennung und einer sparsamen Wärmewir- 
schaft sehr gut bewährt, Fine Geruhbelfstigung der Anwohner ist 
bei sachgetaBer Bedienung des CMens bis heule noch nicht einge- 
treten. Trote teilweiser starker Inanspruchnahme des Ofens haben 
sich bisher keine Mängel an der Anlage gezeigt. 

ges: Unterschrift. 


Verein für Feuarbestettung e. V. , 
Suhl 


Suhl, 20. Oktaher 1923. 


Fiema J. А. Topf & Sechne, Erfurt. Ж. 

Wir bestätigen gern, dab wir mit der von Ihrer Firma іп unserem 
Krematorium gusqeführten Anlage in technischer Hä scht zufrieden 
sind Der Ofen arbeitet gut und bedarf eines verhältnismäßig ge- 
ringen Kakgverbrauches. Die Arbeitaweise der Saugzuganlage ist 
vorzüglich und mit dieser verbunden betätigt sich auch der Schörn- 
sein besonders befriedigend. Die Ausführung der ganzen Ein- 
äscherungsanlage ist in exakter Weise erledigt worden. 

жегі! Unterschrift. 
Magistrat 


zu Hirschberg |, Schl. Hirschberg. 26, Mai 1923. 


Firma T. А. Topf & Soehne, Erfurt. 
Auf [hr Schreiben vom 19, ds. Mts bestätigen wir Ihnen, daB der 
im fahre 1914 gelieferte Einascherungsatzn zur Zufriedenheit arbeitet, 
ie Bedienung ist bequem und einfach. Die Konstruktion hat 
sich gut hewührt. Berüglich der Ausführung haben sich bis jetzt 
keine Mängel gezeigt, 
An Koks werden verbraucht: 
Für die erste Einäscherung 5 Zentner 
zweite " 3 “ 
2 04 drikke m І E 
A wu vierte D EE D 
Die Einnscherungsdauer кер ca. I, Stunde, Für die Hoch- 
heizung sind 2—3 Stunden erforderlich, Der Generatorschieber wird 
bei einmaliger Hochheizung geschlossen. Da sber bei Dauerein- 
äscherungen hei jeder weiteren Einäscherung Nachschittungen er- 
falgen mussen, mub auch der Generatorenschieber geöffnet werden, 
gez: Unterschrift, 








Document 134: continued. 
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n furnace, Model 1934. Source: H. Etz- 
bach, Der technische Vorgang bei einer Feuerbestattung. Johannes Friese, Colog- 
ne, 1935, p. 4. 
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Abb. 17. 


System 
i J.A.Topf u, Söhne 


Gasbeheizter Ofen. 








‚new 


red Cremation Furnace System J.A. TOPF & SÖHNE”; 


ir 


model. Source: F. Schumacher, Die Feuerbestattung. J. M. Gebhardt's Verlag, 


Document 136: “Gas-f 


Leipzig, 1929, p. 26. 
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Magintzrat 22 





Firsa п D | ы” беды Gär? 
k. To pt uiine : 
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ar 4 Ze 
i ÀÀ ` Ананка Urn 

Au мна Фи limia emp +. Get, уу E 

dnd — А Auen 27 29.12.1949 
77 Xinlsuchsrungsofan. “7 de С» 


= 


“By wird Ihnen biereit bestätigt, dase Herr Ohoring.Dettner 

den vorgesehenen Usban den Xinlscherungsofens іп 2 1/2 Wochen 

durebgefibrt und hierhei VTerbeanerungen nach Ihren neusstn Er- 

Т en berücksicht tat. 

Herr Elattnar bot der Шал is Betrieb worgefthrt GZ nach ürei- 
e Бтбовсвігіш; pit insgesamt 15 Е nharurrpen Imm unserer 

rollen “nfriedexhelt heute Übergeben. 

Dio Leistung des Docs, insbesondere kiíinsicttlich Gen егестінт- 

lichen Brezngtoffvarbr&uckeg, übertraf alle Benzer, Ап 

dritten Tage nach Isbetriebodkee warden bereite Erässteruirgereiter 

теп 40 Hipotesa ersiglt cir: jaglickaez Brac-stoffvartranck Super 

Ze Sir dan Acheizer wrerlerlicken, 


Be stebt Шис frei, der (es Ігізгенвеліні neck тітезтісег 
rechtzeitiger Ancel$jcrp rorzefübren, 





Eins F sworatekenien Schreibers ohne vorberiga 
dienseitige іші nicht gestattet. 
= 
Im Tage: 
E із ы. 





d 
ба. 


Document 137: Letter from the municipal administration of Wiesbaden to the Topf 
company of 19 December 1949 regarding improvement work done by chief engi- 
neer Klettner. Document kindly submitted by J.M. Boisdefeu. 
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An die Ztadtkossendep kor, Oberlt. Proskurin 6.4.48 E 


Ancherungsöfen oind in jedem Ға11е in Verbindáng mit den be 
etebenden Friedhofsaniagen Баят. Einlecherungshallan ainge- 
richtet worden. 


Diese Gp sichtspunkte gelten іг der heutigen fait sehr denn 
je, тая das grosse Interesse aller Stadtrorwaltungen % den 
Finünscharungalfan beweist, 


Sez"glich das Falles Fisubaien teilen wir Ihnen mit, imas 

Lieferungen won шптатта Werke nicht #rfolgen, dia in- 
lage wird nur nach unseres Plan gebaat. Wir baten is Fabrum 
dieses Jahren eine vorläufige Bauzeichrung anzefertigt, die 
aber eine Änderung erfuhren bat. Die endgliltige Daureichnun, 
wird gegenrirtig nmungsnrbeitat, Irgnnawelche Zeichnungen su 
diesgm Bauvorhaben sind bei uns n i oh t in den Betrieb 

gegeben und iut dianas auch garnicht notwendig, weil unser 

Erfurter Werk für sina Fabrikation ni oh t in Anspruch 

genommen тігі. Alle Lisferun-em und Fertigungen. sind mus de 
Wastsone vorgesehen, Unsere Leistung be teht alao in diesem 
Falls in der Ingenieurarbeit, Se liegt ein gestellschrciben 
der Stadtverwaltung in Wliesbeden vor, ins aber nicht endgil- 
tie iat. Топ uns пыз ist das Geschüft noch nicht verbucht - 
und auch die Auftrigsunnashgme noch nicht schriftlich bestüti, 


` Die Bearbeitung dienen Projektes int boi une sine rein kos- 
marsielle Angelegenheit, da wir auf Verdienst zur Aufrecht- 
erbaltung unserer Fires angewiesen aind und bei Ablehnung 
unsere Firma mit dem Projekt eino Konkurrenzfirma -mhr- 
scheiälich aus dem Testen = beauftragt wirde mit dee Esmul- 
tat, dass das Üeschüft unserer Firma tnd damit der Ontzone . 
verloren gant. H däi 


Dep толы қасы етінін bearbeiten in ereter Linie dà. — 
Techniker (inter Hann unter Leitung von Herrn тарану 
Hane Streichardt. 





Eine Verpflichtung sur Meldung derartiger Aufträge, gieieh | 
mis aus dar Oat- oder Wantzone вЕншені, oder die Einhaltung 
-b.w.- | 











Document 138: Letter from the Topf company of 6 April 1948 to the city соттап- 
dont e office, First Lieutenant Proskurin, Stadtarchiv Erfurt, 5/411 A 100. 
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Abb. 2. Lüngssehnitt des Ofena. Abb. 6. Sklzze der Luftzuführung. 
Document 139: TOPF electric cremation furnace as installed at the Erfurt cremato- 
rium in 1933. Fig. 2: longitudinal section. Fig. 6: sketch of the combustion air 
channels. Source: K. Weiss, “Der erste deutsche elektrisch beheizte Eindsche- 
rungsofen im Krematorium Erfurt,” in: Gesundheits-Ingenieur, 57. Jg., Nr. 37, 
1934, pp. 453, 455. 
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TOPF-FEUERBESTATTUNGS-OFEN 1934 


Fir Das. sr adskiriarha Fahairunnl 
Document 140: First TOPF electric- and gas-fired cremation furnace of 1934. 
Source: Stadtarchiv Erfurt, 4/411 A 97. 
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Document 141: as above. 
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Abb Ё, Temperaturen und Laistungsaufuuhme des Ofen bal den Abnahzerrersaehben. 








Document 142: Temperature diagram for cremations conducted on 17 and 18 April 


1934 in the first ТОРЕ electric cremation furnace at the Erfurt crematorium. 


9, p. 456. 


Source: as Doc. 13 


1; the temperature at the center of the muffle; 


2: the temperature in the rear por- 


tion of the muffle; 3: the temperature of the inclined ash plane; 4: the temperature 


E 


of the combustion air; 5: the temperature of the flue gases; 6: the power consump- 


tion. 
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Document 143: Second TOPF electric cremation furnace at the Erfurt 
crematorium of 1936. Fig. 1: longitudinal section. Fig. 2: vertical section. 
Fig. 3: horizontal section c-d. Fig. 4: horizontal section e-f. Source: K. 
Weiss, "Die Entwicklung des elektrisch beheizten Einäscherungsofens im 
Krematorium Erfurt," in: Gesundheits-Ingenieur, 60. Jg., Nr. 11, 1937, p. 
159. 
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Document 144: as above, longitudinal section. Source: R. Jakobskótter, "Die Ent- 
wicklung der elektrischen Einäscherung bis zu dem neuen elektrisch beheizten 
Heissluft-Einäscherungsofen in Erfurt,” in: Gesundheits-Ingenieur, 64. Jg., Nr. 43, 
1941, p. 581. 
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Bild 8. Querschnltt des swellen elektrischen (fe: 








Document 145: as above, vertical section. Source: as Doc. 144, p. 582. 
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Abb. 5. Temperaturkurven, 


Document 146: Temperature curves of two cremations conducted in the second 
TOPF electric cremation furnace at the Erfurt crematorium (1936 or 1937). Source: 
as Doc. 143, p. 160. a: first cremation; c: second cremation. The other curves indi- 

cate the temperature of the combustion air and that of the spent gases. 














Document 147: Vertical section of the 
- . i second (and third) TOPF electric cre- 
Bild 9. Querschaltt des dritten elektrischen Ofens. | Mation furnace at the Erfurt cremato- 
rium. Source: as Doc. 144, p. 583. 
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Bild 14. Zeltlicher Verlauf, Zug und Wärmegrade топ 3 hinterelm4 
ander folgenden Einäscherungen. 








Document 148: Diagrams of three cremations conducted in the third 
TOPF electric cremation furnace at the Erfurt crematorium of 1939. 
Source: as Doc. 144, p. 586. 

In the upper diagram, the vertical axis shows the draft in mm of wa- 
ter; the curves depict the course of the cremations. Letter a indicates 
the beginning of the cremation, b the end of the combustion of the cof- 
fin, and с the end of the combustion of the solid parts of the corpse. 
The temperatures shown at the top are those at the beginning of each 
cremation. 

The lower diagram refers to the temperature of the spent gases in the 
flue-gas channel. 
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Document 149: ТОРЕ electric cremation furnace. Standard model of the late 1930s. 
Source: as Doc. 144, p. 587. 
1. Prunktür: decorative muffle door; 2. Isolierabsperrschieber: insulating closing 
slider; 3. Muffelabsperrschieber: muffle's closing damper; 4. Lufterhizter: air hea- 
ter; 5. Rauchkanal: smoke duct; 6. Einäscherungskammer: cremation chamber; 7. 
Heizspulen: heating coils; 8. Lufteintritte: openings of combustion air channels; 9. 
Aschewagen: ash cart; 10. Luftverteiler: combustion air distributor; 11. 
Schauluke: inspection hole; 12. Luftverteiler: combustion air distributor; 13. 
Drehrost DRP: patented tiltable grate; 14. Schauluke: inspection hole; 15. 
Drehrost für die Nachverbrennung: tiltable grate for post-combustion; 16. 
Ascheentnahmetür: ash-removal door. 
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DEUTSCHES REICH 







AUSGEGEBEN 
AM 24. AUGUST 1920 


JA Topf & & Söhne in Erfurt. 


Sargeinführvorrichtung für Verbrennungsüfen mit heb- und senkharem Fahrgestell 
für den Sargtráger. 


Patentiert im Deutschen Reiche vom 24. April 1965 ab. 


Die Er&ndung bezieht sich auf Sargeinführ. und Schließen der Ofenschieber während der 
vorrichtungen, bei denen ein heb. und senk- Fabrbewegung angebracht. 
bares Fahrgestell für den zur Einführung in ; Die Zeichnung zeigt in Umrissen ein Aus- 35 
` den Ofen dienenden Sargtrager rur Verwendung ; führungsbeispiel der Erfindung in Fig r in 
5 kommt. Sie bezweckt eine Erköhung der der Seitenansicht nnd in Fig. 2 und 3 iu 
Betriebssicherheit derartiger Vorrichtungen . senkrechten Schnitten nach den Linien X-X 
durch Anwendung möglichst einfacher und ' und vc, (Fig. 1). 
sicher wirkender Antriebsmittel, die von einer Die Hub- und Senkvorrichtung für das 
einzigen Antriebswelle aus bewegt werden , Fahrgestell besteht aus vier paarweise unter 
іе können. Diese Mittel sind im wesentlichen ^ dem Fahrgleis H angebrachten doppelarmigen 
dadurch gekennzeichnet, daß ein entsprechend ! Hebeln К, deren feste Drehpunkte Кі sich 
der Hin- und Rückfahrt des Sargträgers in ^ am Aufstellungsgerüst 4 befinden. Die kürzeren 
entgegengesetzlen. Drehrichtungen bewegies ^ Hebelenden tragen das Gleis, während die #5 
Antriebsvorgelege einerseits mit einer auf die längeren durch Gelenke C mit der oberen 
15 Fahrgestellbebe- und senkvorrichtung unmittel- Achse einer Rollenführung К! für die Zahn- 
bar einwirkenden Zahntrie e, anderseits triebslange verbunden sind. Die Rol'entüh- 
mit einer Zugvorrichtung verbnuden ist, die rung К! ist in einem Gerüstrahmen senkrecht 
einen zwischen zwei Anschlägen des fahrbaren verschiebbar und trägt ein infolge der Hebel. ze 
Sargträgers bin und her bewegten Mitnehmer verbindung gleichmäßig auf das Fahrgesteli 
зо besitzt. Diese Teile wirken in der Weise — einwitkendes Gegengewicht L. Ihre Verschiebung 
zusammen, daß während der toten Bewegung und das dadurch mittels der Hebelübertragung 
des Mitnehmers der Zugvorrichtung zwischen bewirkte Heben” und Senken des Tahrgestelis 
den Anschlägen des Sargträgers die Triebstange erfolgt durch eine Triebstange, die als Zahn- 55 
verschoben und dadurch die Hub- und Senk- stange 0 mit einer winkligen Verlängerung 5 
as vortichtuog betätigt wird, jedoch beim Auf- ausgebildet ist. Letztere wirkt als schiefe 
treen des Mitnehmers auf einen der An- Ebene für die Rollenführung Ё1 und veranlaßt 
schläge und damit bei beginnender Fahr- daher beim Verschieben der Stange das Heben 
bewegung des Sargirigers die Zahnstange in oder Senken des Fahrgestell. Die Stange бо 
ihrer jeweiligen Grenzsteliong bis zur Beendi- gleitet außerdem ап beiden Enden іп Grad- 
зо gung der Fahrbewegung in Ruhe bleibt. Ferner fübrungen R. Der Antrieb erfolgt in weiter 
sind auf der Vorgelegeachse durch den Sargträ- unten näher becchriebener Weise durch die 
ger bewegte Zughebel zum selbsttätigen Öffnen von Hand oder mechanisch betriebene Vor- 


Document 150: Patent J.A. Topf & Söhne in Erfurt, no. 324252. “Device for the in- 
troduction of the coffin for cremation furnaces with support cart that can be raised 
and lowered.” 24 April 1915. Source: Deutsches Patentamt. 
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еертее В cities einer Furnkterrzahnumg Fo trise F winien de Pete H reg Өсім ре 
am der de Zugrorrichtung Hr den аген drängt. wobei dle Rolen F am den entire 
Sargträger P betthigerien Vorgeleorimomure! T. Piden den Ше Gegesgewielvte des 1 
De Zupésennehtung wird тез dem Wb frisera E agenden Eivengerüstei enile dy 
3 Rolen АЁ und die Тате T. pelührten nach- gleiten (sche strichpunktierte St егіп Fig. 1) 
араат Zeeglel D gebildet, weichen nicht — Der wal diese Wer Шеги“ me Линн ыас 
Iert тай dem Sarpiriger F verbunden, минет, бе Hebel W wird dureh : ойг Ketlening 
Есі beweglich darb тшш іп benimmiem | wel eise Holle V Ghertragen, sul denen Acker 2 
Abstande vomrizander e Schllise Q am бін Geilsebeibe Y! ror Bewegung des unter ҙа 
i жант Мебаніме шіні ін, [е Schär, | Geeichpabkeng stehenden Cas für dic 
witken gleichaedtic als Апае für | Obenschieber шін. Durch deese Немеш 
*inen zwischen beiden liegenden; am Sell bes | wird bewirkt, бай de Ofemehieber mit Be- 
{ей gien Mitnehmer N iir den Sarptüger | (Aan бєз ба rechubes schnell гейбпеі 
Mitnehmer und Anschläge künnem asch іп | und sefort m Wiedersusritt des Fahr- fi 
ag anderer geeigneter Welse aungebidet ыйа, Der | рейін Am dem Ofen ыша! geschlossen 
Weg, den der Mitnetzner wachen den beiden | ger 
Linge ENEE | 
e d = n 
Dua Zusammenwirken der Hub- A | CET HEP NERURS іш 
as worrehrung mi der Шынар für den t, Sarpeim[Éhrvorriehtung fir Verbem- 
бы Қыр men RA vu жа: ень 1 Far dan Serine, Anden a 
і pese Г . d 
dia қанға nirre den Zahntrieb veage= вістей, dal sin estiprechend de Fut. 
кӛзбен und ишет бөлісер der rich; den Sargiräger (EI beuwnges 1; 
аҙ langen Hebelenden K dus giare Fahrgestell Antriebwvongelegs ІН, T, Р) durch eine 
angebebes wird (sehe dir punktierten Sellin: | Zahntriehriasge th, EI sai ше Hub und Senk- 
pus Fig. h ee der Mitnehmer № verehtumg (КЛ, С, EI fdr das Fahrgestell 
і mun gegen&berlegenden Anschlag O des UH, Fi und durch ein, mit eses Feschen 
Sargtrikgers. Sobald er ан! deen елін, ім Anschlägen (0) des базга (FE) him жа 
жа die Мены der Triketingse жа Ende | und bet bewegten Mi ix) 
und wind dadusch aufgehoben, dad die ZEhne Zuggbed UP ami den Earptrüger LEI dn- 
der Vor an jedem End бете) wirit, derart. dab wihrend der otin Бе 
құтан Т à er. ww aul - жершщ МіБ (N] meischen den 
ж low Zakniade g frëen, die durch Ans: | KE (0) dia Аер өз 
їз woche cine W der Siege ылып und dadurch die Hub- usd Senk- 
im gleichen Sinne werbindere, dagegen ба worrichtung (Rt, С, Кү i Tüligkert шегені 
Verschieben iem prem enigegpengesetzien würd, während heim des Hii 
балы релі, ilueirung der Stage cken (IN) aud einen der beiden Anschläge 
wird der lahrbare Sasgrriger F zit Hille de (D) die Tricbutange 0 5) in ihrer киыр H 
ve gegen dem 1 wirkenden Grenzgiellung bin var Beendigung der Fakt- 
Mitsehesers M ір die Oienpëännng eirgefakren bewegung ausgeschaltet, wird. 
end daderch ug über den Қой der 2 Ausführung mach Anspruch 1, 
ная E MEM Ды Moi Dod m aie: dal ee 
жіті, Bekbewegung. . T, Pj einerseili бегі, Penkreerzaknung 
o durch Erdanschlipe А des Gissa Ы begrenzt. Im anl ane Tahmiamge (01 eimwirkt, ree 
Nachdem зо der Suetäcer eingefahren jut, mittel einer schrägen Verlingerang |5) 
жігі das Verzeege Шш esi xr Rih- eine des Fuahrpkn [Н] tragende Kaik- 
tung ронем, to бай der Mitnehmer N 





vorangegebemer Weise, der Sarpir wieder i Anschlägen. {0 
DÄ de V wele ds E wid. | gen (F) pene 
: Gr i йаг + Amfübrungiorm each Amprech I аза 
be noch en Hebeipaar WF mit Rellen V ami obestn | und z, dadurch қамынан dil inl ` 
Ende gelagert. Vorlahren Sarg der Worgebspeachse |Н) feat dechber gn 


so dal, ene St betrung de Trrebstange in 


beigi cad ап 
Triebenden аған Zahsüankes (di 
fer Begrenpang ihrer Welterbewegung im 
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A 
oder mehrere Hebel (W, V) angebracht des Sargeinführens kurz vor Eintritt des 
sind, die durch eine Zugvorrichtung (Y, Y!) Sarges in den Ofen das schnelle Ofinen 
mit den Ofenschiebern in Verbindung stehen und gleich nach Wiederaustritt des Sarg- 
und durch den Sargträger (Е) bzw. das tragers aus dem Ofen das schnelle Schließen 
5 


Fahrgestell bewegt werden, um während der Schieber selbsttätig zu bewirken. 19 


Hierzu 1 Blam Zeichnungen. 
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EUTSCHES REICH 


AUSGEGEBEN AM 
5. MÄRZ 1930 


ATENTSCHRIFT 


№ 493042 


KLASSE 244 GRUPPE 1 
T 36626 Viogd 
Tag der Bekanntmachung über die Erteilung des Patents: 13. Februar 1930 


J. A. Topf & Soehne in Erfurt 


Vorrichtung zum Nachverbrennen der Rückstände in Leichenverbrennungsöfen 











Document 151: Patent J.A. Topf & Söhne in Erfurt, no. 493042. “Device for post- 
combustion of residues in corpse-cremation furnaces.” 13 February 1930. Source: 
Deutsches Patentamt. 
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493042 


J. A. Topf & Soehne in Erfurt 


Vorrichtung zum Nachverbrennen der Rückstände in Leichenverbrennungsüfen 


Palentiert im Deutschen Reiche vam 24. Marz 1939 ab 


Die Erfindung bezieht sich auf eine Yor- 
richtung zum Nachverbrennen der Rückstände 
in Leichenverbrennungsáfen. hauptsächlich zu 
dem Zweck, die mir der Leichenasche sich 
mischende Holzasche zu verbrennen. Von be- 
kannten Nachverbrenaungseinrichtungen unter- 
scheider sich der Erfindungsgegensiand da- 
durch, daß der am Ende der geneigten Sohle 
des Aschenfalls angeordnete, herausnehm- 
bare Sammeibehäher für die Verbrennungs- 
rückstände mit einem Siebboden versehen 
und über der 
Verbrennungsiuftzuleitung aufgestellt ist. 
Diese Anordnung besitzt den Vorzug der 
Einfachheit. Des weiteren ist über dem 
Sammelbehalter unterhalb der seitlichen Gas- 
abzüge cin den. Aschenfall des Diens 
gegen den Behälter absperrender gasdurch- 
lässiger Schieber angeordnet, wodurch bei 
unmittelbar aufeinanderfolgenden Einäsche- 
rungen die währenddessen im Sammelbehäl- 
ter noch der Nachverbrennung ausgesetzten 
Rückstände von denen der nächsten Ein- 
äscherung getrennt gehalten werden können. 

Die Zeichnung zeigt schematisch rin Aus- 
führungsbeispiel in Abb. ı im Längsschnitt 
durch den Ofen. Abb. 2 ist eine Stimansicht 
der zur Nachverbrennung dienenden Vorrich- 
tung. 

Am Vorderende des Ofens ist unterhalb 
des Aschenfalls / ein Behälter а eingebaut. 
der mit einem Siebboden 5 und einer unter- 
halb desselben einmündenden Verbrennungs- 
luftzuleitung c versehen ist. Letztere ist durch 
Klappen 4 o. dgl. regelbar. 


Die Verbrennungsrückstande werden kurz” 


vor Beendigung des Einäscheringsvorganges 
in den Behältere eingeholt und unterliegen 


Mündung einer regelbaren 





dort einer Nachverbrennung, wobei die Ab- 
gase durch die seitlichen Abzüge g des Ofens 42 
entweichen. 

Dany: in den Behälter т nicht zugleich 
die Rückstände aus zwei aufeinanderfolgen- 
dea Einäscherungen gelangen können, ist 
über dem Behälter а unterhalb der Абру р 45 
eine ausziehbare Absperrplatte ғ angebracht, 
durch die der Behälter gegen den Asche” 
fall / abgeschlossen werden kann. Diese 
Platte ist gasdurchlässig, 2. B. fein gelocht, 
in der Weise. dab wohl die Nachverbren- 
nunzsgase abziehen, aber keine Rückstände 
aus dem Aschenfall / in den Behälter а ge- 
langen können. infolgedessen kann mit einer 
weiteren Einischerung begonnen werden. be- 
vor die Nachverbrennung der Rückszande aus 
der vorhergehenden Einäscherung im Be 
halter а beendet ist. 


59 


PATENTANSPRÜCHE: а 
e 
r. Vorrichtung zum — Nachverbrennen 
der Rückstände in Leichenverbrennungs- 
öfen, dadurch gekennzeichnet, daß der 
am Ende der geneigten Sohle des 
Aschenfalls (f) angeordnete, herausuchm- 
bare Sammelbekälter (2) mit einem Sieb- 
boden (5j versehen und über der Mün- 
dung einer regelbaren Verbrennungsluf 
zuleitung (ес, d) aufgestellt ist. С 
2. Vorrichtung nach Anspruch 1, da- ‘7a 
durch gekennzeichnei, daß über dem 
Sammelbehalter unterhalb der seitlichen 
Gasahzüge ір) ein den Aschenfall des `- 
Ofens gegen den Behälter absperrender 
gasdurchlässiger Schieber (e, angeordner 75 
ist. 


55 


Hierzu 1 Blatt Zeichnungen 
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DEUTSCHES REICH 


AUSGEGEBEN AM 






> | e ae 
“PATENTSCHRIFT 
At 561643 


KLASSE 24d GRUPPE 1 
Q 1735 Vja4d 
Tag der Bekanntmachung über die Erteilung des Patents: 29. September 1932 


umgeschrieben auf: 
Vi > Т.А. Topf & Söhne, 
ra Erfurt. 17.5.1934. 


Feuerbestattungsofen mit drehbaren Rosten 











Document 152: Patent Viktor Quehl in Gera, no. 561643, transferred to J.A. Topf 
& Söhne on 17 May 1934. “Cremation furnace with tiltable grates. ” Source: 
Deutsches Patentamt. 
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561643 


Viktor Quehl in Gera 


Feuerbestattungsofen mit drehbaren Rosten 


Patentiert im Deutschen Reiche vom 15. April 1931 ab 


Bei den bisherigen Feuerbestattungsöfen 
sind die den Sarg und die einzuüschernden 
Leichenteile rragenden Ofenteile — der Muf- 
Есі- und der Aschenrost — als feststehende 
Ofenteile ausgeführt. 

Dies hat den Nachteil, daß die Leichenteile 
nach ihrer Einäscherung mittels eines Kratz- 
gerätes von diesen Ofenflichen herunterge- 
scharrt werden müssen. Ein derartiges Ein- 
greifen in den Einäscherungsvorgang ent- 
spricht nicht einer würdigen Form der Feuer- 
bestattung. Weiterhin wird beim Einbringen 
des Kratzgerätes in den Ofen durch das Of- 
nen von Türen ein beträchtlicher Wärmerer- 
lust durch die einströmende kalte Luft her- 
vorgerufen. Auch treten leicht Beschädigun- 
gen des glübenden Mauerwerkes durch die 
eisernen Kratzgeräte ein. 4 i 

Nach der Erfindung wird die Anwendung 
von Kratz- und Schürgeräten dadurch vermie- 
den, daß der den Sarg tragende Muffelrost 
und der dazugehórige Aschenrost von außen 
schwenkbar um eine oder mehrere Achsen 
angeordnet sind, wobei die Roste in mehrere 
einzeln abschwenkbare Flächen mit beliebiger 
Achsenanordnung unterteilt sein können. 

Es ist dadurch die Möglichkeit gegeben, 
ohne Zuhilfenahme von Kratz- und Schür- 
geräten je nach Fortgang der Einäscherung 


die verbleibenden Einäscherungsreste von 
außen ohne Öffnen des Ofens durch einfaches 
Abschwenken der Flächen ganz oder teilweise 
von dem Muffelrost und dem Aschenrost zu 
entfernen. 

In der Zeichnung ist ein Ausführungsbei- 
spiel der Erfindung dargestellt. Es sind be- 
zeichnet mit m der um eine Achse & dreh- 
bare Muffelrost, mit 5 der in einzelne, für sich 
schwenkbare Flächen f unterteilte Aschenrost, 
wobei die Flächen / um die Einzelachsen ¢ 
geschwenkt werden können. 

Der Erfindungsgegenstand kann in einzel- 
nen Teilen auch anders ausgebildet sein, so- 
lange das Wesen der Erfindung, die drehbare 
Ausbildung des Muffel- und des Aschenrostes, 
gewahrt bleibt. 


PATENTANSPRÜCHE: 


1. Feuerbestattungsofen mit drehbaren 
Rosten, dadurch gekennzeichnet, daß der 
deu Sarg und die einzudschernden Teile 
tragende Muffelrost und der Aschenrost 
von außen schwenkbar angeordnet sind. 

2. Feuerbestattungsofen nach Anspruch 1, 
dadurch gekennzeichnet, daB der Mufe- 
rost und der Aschenrost in mehrere ein- 
zeln abschwenkbare Flächen unterteilt sind. 


Hierzu ı Blatt Zeichnungen 
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KL24d Gr.1 











Schnitt: A-B. Sene 
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5 luft die Verbreanung verbessert wird. führung der Verbrennungsluft mittels Düsen 4o 
Das Zuführen der Luft bei Eináscherungs. | geschieht, die von der Seite wie von oben 
öfen mit Kost oder geschlossener Grund. | auf den Verbrennungsgegenstand’ gerichtet 
platte ist bekanntlich mit Mängeln verbun- | sind. 
den, und zwar sind diese Mängel durch die Diese Arr der Luftmführung ist schon er- 

to Feuerführung im Einäscherungsraum begrün- | heblich wirksamer, jedoch besieht auch hier 45 
det, die sich aus der konstruktiven Gestal- | der Nachteil, daß der Einischerungsgegen- 
tung der Platte oder des Rostes ergibt. Die | stand zunächst nur oben und an den Seiten 
Grundplatte hat infolge ihrer Geschlossen- | von der Verbrennungsluft umspüh wird, die 
"heit den Vorteil der Wärmespeicherung. Sie | Luftzuführung an der Unterseite des Ein- 

15 hat aber dabei den großen Nachteil, daß | àscherumgsgegenstandes fehlt dagegen. Ge- $e 
Ше Verbrennungsluft nicht zu den mittleren | rade an dieser Stelle ist aber Ше Luftzufüh. 
Teilen des Verbrennungsgutes gelangen kann, | rung besonders wirksam, weil die dort ent- 
weit der Zerfali desselben nur außen statt. | s:chenden Flammen um den ganzen Einische. _ 
findet, wo der Sauerstoff Zutritt bat. Da der | rungsgegenstand berumschlagen und diesen 

аз Sarg mit seinen mittleren Teilen fest auf der | so m Flammen vollkommen einhüllen. 55 
Grundplatte aufliegt, ist dort Ше Verbrennung Die Erfindung sieht daher vor, die Ver- f 
eine unvollkommene bzw. verlangsamte. DHe: | brennungsluft durch in der Grundplatte an- 
sen Nachteil vermeidet der Rost. Hiermit ist | gebrachte Düsen zuzuführen. Die Grundptate 
es möglich, die Luft auch zur Mitte des | ist deshalb mit talfórmigen Verüefungen aus- 

25 verbrennenden Sarges zu keiten und damit | gerüstet, so daß sie eine rostartige Oberfläche бө 
Ше Eimäscherung zu beschleunigen. Aber | erhält In die Vertiefungen zwischen den 
auch hierbei zeigten sich Nachteile: Rosibalken münden die Lufidüsen. 

i. Weil der Rost offen ist, werden die Sırö- Zweckmalig wird die Bodenplatte aus ein- 
imungsverbältnisse der Heizgasc in der Muffel | zelnen Steinen aufgebaut, die durch ihre 

3e nicht mehr beherrscht, Farm und in ihrer Gesamtheit der Platte die 65 

2. während der Einäscherung der mittleren, | rostartige Gestalt geben. Zwecks Unterbrin- 
schwerer verbrennenden Teile des Einäsche- | gung der Preßluftleituagen versieht man фе 
Tungsgutes strömt weiterhin durch die seit. | Steine innen mit einer Aushöhlung. Die Luft- 
lichen Öffnungen des Rostes nutzlos Luft zu. | zuführung zu den Düsen kann so ausgebildet 

35 die den Ofen abkühlt, sein, даб jede Düse cinze!ln regelbar ist. Auch 70 


DEUTSCHES REICH 





AUSGEGEBEN AM 
19. NOVEMBER 1936 


TSCHRIFT 


Ж 638582 


KLASSE 244 GRUPPE 1 
В 163300 V[24d 
Tag der Bekanntmachung über die Erteilung des Patenis: 29. Oktober 1936 








-—WilhelmBasse an Hamburg 


Einäscherungsofen 





Ч.А. 


Patentiert im Deutschen Reiche vom 9. Septernber 1933 ab 





Gegenstand der vorliegenden Neuerung ist 
eine Einrichtung an Einäscherungsöfen, und 
es soll damit u.a. erreicht werden, даб durch 
eine besondere Zuführung der Verbrennungs- 


3. der Kost hat eine geringe Wärme- 


-speicherfähigkeit. 


Man hat indessen auch Öfen mit geschlos- 
sener Grundplatte gebaut, bei denen die Zu- 


angeschrieben auf: 
Topf & Söhne, 
Erfurt. 27.11.1937. 








Document 153: Patent Wilhelm Basse in Hamburg, no. 638582, transferred to J.A. 
Topf & Söhne on 27 November 1937. “Incineration furnace.” Source: Deutsches 
Patentamt. 
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ke 


HI 
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II 





KE 


kaan man Ше Düsen ғи diesem Zweck ги 
Gruppen zusammen алгі 

Bei Gor Anordnung nach der Erfindung ёт 
zeug die aussirumende РтеЙінің unser dem 
Sarg eins kräftige Flammentildung, wedarch 
die Конрізіс die auzkue Bebeiumng cr 
labri umd dee Wärme ітісіре der peschii 
nem Auslfübrung der Bodenplaise Ету: 
сімгі wird тей iar M Wiech 
tigkeit, ан Шенімеһ die Dauer der mach. 
falgenden Eindechcrumgen wesendleh abge 
kira wird 

In der Zeichnesg ін ein Ausführungebei 
Spe? агре, 

Fig. t ін ein верен балів durch 
den бет. und 

Fig. a ін eine Deachicht aud Ше Cep 
ршн. 

Ез berezckaen daria a die die Rornpisie 
bildenden Steine, b den Unterbau der Dien 
oe с de Mußlelwände, d, d, dic 

Шениекеп, # die Cursgehörigen Lama 
abdiehrumprn, / die im den ӛлген 


Düsenlácber. 
kn Fig. a nd die Seine mit den Bien ` 
bis ao beseichnet ` 


venmimeibar аш! des Verbe 
iiit. Hierin liegt die Errelung der wirk- 
алет und 


E яз daf die Luftnulukr rum Brenn: 
ga eine vollkcenmene und gleichmäßige іні. 

Die Einrichtung beier, mech den Veri, 
Чай infolge der an den schrig liegenden Teil- 
füchen der Вор befindlichen ыдан. 


gen der Düsen eiser ote durch das darüber 
Brgende Шеп enrmehenden Verunpfung 
vorgebeugt wind. [Не Lage der Düsen kasura 
imeolerm pech ru maton, ан man ШеыШын 
bei der Agchenenznahme much, апае еп 
und dami die beine Flasche, die dann vem 
tnm aegvsoyem тігі, füriblasem 


Die im den Swinen befmüliche kanalaszige 
Assihöhleng ў kann sich (Fig. 21 aul die Linge 
ише eines Seines, wie L libel Өлсең б und ra, 


| erwmecben, jedoch auch ішінен aud mehrere 


Steine, өле айы bei бөгіп і und $ baw, Stein 
гу wed. 17. н 
Als Ргейініндігіните kans ің jedem dieser 


| Falle mer еше cinrige Leiranpd, dienen, 


wükrnesd natitlich peder einselne Stein noch 
e en Anschiufk an die Luitruleitumy 
habes mað. 


Die жаасы berussellenden — Fermsteine 
können bei ereaiger Auaheiaaerung. bedingt 
durch Abbraná eder mechaniche Beschädi 
gung (Abertcen des Sanpes). leicht elmeein 
xuspewechselt wenden, wine dal der Verband 
der Kosplane dadurch gelockert wird. 


ParrxTARSPRÉCHE: 

eenegen mir den Ein- 
Fa атасы алны Ы етіс 
алар шый шш eg eg die аш 


und dab in die 
peris di Lufidüwen (pi münden. 
even naeh Arapruch 1, 
daher prbennseichnez, dal die Form- 
"tele [a] reece Unterbri der Prel 
get ele Zeg ota ric 
Finischerungwxoben mach 1 
und 3, doderch gpekennseichnes, Ше 
іліммен (г) самы ойе Reger 
regelbar angeoednct wind. 


Натри р Шап achampa 
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КІ. 241 Сг.1 


Fig. 2 
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DEUTSCHES REICH 


AUSGEGEBEN AM 
4. MAI 1938 





M 659405 
KLASSE 24d GRUPPE 1 
T 47769 Vj24d 
Tag der Bekanntmachung über die Erteilung des Patents: 7. April 1938 








+ Hans Geerhardt in Erfurt + 


ist als Erfinder benannt worden. 





LA Topf & Söhne in Erfurt 


Beschickungseinrichtung für Einäscherungsöfen 











Document 154: Patent J.A. Topf & Sóhne in Erfurt, no. 659405. "Loading device 
for incineration furnaces. " 7 April 1938. Source: Deutsches Patentamt. 
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639 405 


LA Topf & Söhne in Erfurt 
Beschickungseinrichtung für Einäscherungsöfen 


Patentiert im Deutschen Reiche vom 20. November 1936 ab 


Gegenstand der Eründung ist eine Be. ! Haupitragplatte b 


»chickungseinrichtung für Einäscherungsöfen 
mit am Sargeinführungsuagen befesiigter : Sarg- 
tragplaue, durch die alle Mängel, die zur Zeit | 
5 savehl hinsichtlich der Vorbereitung als auch 
der Ausführung der Sargeinführung bestchen. 
eseitligt werden sollen, Durch die Erün- 
tung kommen in Fortfall: 

1. das Auflegen von Holzlatten oder Eisen- 
suben auf die Tragarme des Wagens, 

2. das Aussparen der Raststeine für die 
Tragarme des Wagens, 

3. das Entfernen der Sargfüße, vor der 
Einführung des Sarges in den Ofen, 

4. das Festhalten des Sarges {beim Heraus- 
aiehen der Tragplatte aus dem Ofen). durch 
duhiniergelegte Stempel. gleich welcher Art, 
mechanisch oder von Hand. ` 

Die Eründung ist im wesentlichen dadurch 
gekennzeichnet. dab mit dem Wagen eine 
Загрітарр!апе verbunden ist. auf der cine 
zweite. verschiebbare Platte angeordnet ist, 
die bei Einführung des Sarges das hintere 
Sargende stützt und sowohl ein erschütre- 
rungsfreies Absetzen des Sarges auf dem 
Rest als auch das freie Herauszieben der 
Tragplatte ermöglicht. 

Die Zeichnung zeigt ein Ausführungsbei- 
spiel in Abb.r in Ansicht, Abb.z ist сіп 
Querschnitt durch die beiden Tragplatten. 
Abb. 3 bis 6 zeigen schematisch den Vorgang 
der Sargeinführung und der Entfemung der 
Tragplatte aus dem Ofen. . 

Mit einem von Hand bewegbaren Wagen a 
ist in bekannter Weise eine heb- und senk- 
hare längere Sargtragplatte & fest verbunden, 
die eine zwei auf ihr verschichbare kür- 
еге Plate e trägt, Das Vorderende ғ der 


Hierzu t Blatt Zeichnungen 


| 


ist unter Beibehaltung 
einer ebenen OberBäche so gestaltet; dab 
es nicht unter der Hilfsplatte с hindurch- 
gezegen werden kann. 

Der Sarg wird so auf die Platten gestellt, 
daß der hintere Sargteii d auf die obere 
Platte є zu stehen kommt. während der Vor- 
ЧецеЦ е etwas. über die Haupttragplane b 
übersteht (Abb. 3). In dieser Lage wird der 
Sarg in den Ofen eingefahren (Abb. 4). Dar- 
auf wird die Platte 5 gesenkt, bis sie sich 
dicht über dem Ofenrost / befindet und der 
Vorderteil des Sarges sich auf den Rost 
stützt (Abb. 5). Bei dem nun folgenden Her- 
ausziehen der Tragplatte b aus dem Ofen 
bleibt die Lage der Hilfsplarte c infolge des 
auf ihr ruhenden Gewichts des hinteren Sarg- 
endes unverändert, bis sie durch das vordere 
Ende g der Platte В nach vom gezogen und 
dadurch aus dem Ofen mit herausgenommen 
wird (Abb. 6). Da die Platte c nur dünn ist. 
macht das hintere Sargende beim Herrar- 
ziehen der Plate nur eine ganz geringe Serk. 
bewegung. Der Sarg wird also im ganzen 
ohne Erschürterung auf den ‘glatten Rost 
aufgesetzt. 


| PATENTANSPRUCH: 


Beschickungscinrichtung für Einäsche- 
rungsöfen mit am Sargeinführungswagen 
befestigter Sargtragplatte, dadurch pge- 
kennzeichuet, daß auf der Tragplatte (5) 

‚ verschiebbar eine kürzere Platte (г) an- 
geordnet ist, die beim Einfahren und Ab- 
setzen des Sarges auf den Rost das hin- 
tere Sargende stützt und beim Zurück- 
ziehen der Platte (5) durch deren vorderes 
Ende {g) mit herausgenommen wird. 





5e 


55 


т 
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Zu der Patentschrift 659 405 
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ы КІ. 244 Gr.1 























Abb. 5 





Abb. 6 
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ng - 
Ж ПАТОРЕ a SOHNE ERP TRE N а Mi 





бина, A “т етер 4.4401 
мее 
ў Aurakhreribunz A7 


(dinlege 2 cum hea tiges Antrag) 
für Maseenbetries, 


In den durct dan Erieg uni seine Folgen bedingtes Bamsellagerm 
der besstaten Östgebiete mit ihrer unrerseldbar bebe Biarh- 
liahksii ini die Erébesiaitung der groben Big тагаћегіываг 
Lagsrinsaasam nishi йшгеһіШЕтһат, ПШінеттеііз mus Namge] am 
Fiata und Personal, andererseits geren der Befuhr, Ais der 
mEharen und weiteren Umgebung durch die EribestaiUumng dar тізі- 
fanh am Infektisnskrasktsites Те. wierbaman ummitialbar und 


mittelbar drebt. 
H 


Ша besteht daher баг Drang, Lie алдый amfullemds grade besti, 
тәп Leichen бигә Einiseherung выла, айкашат жәй riseg 
alme frei та baesaidigum. Dabel keen ваа іга nihi жый dem 
für das reishaimtsche (Мей geltaaden gesetallsban riim- 
gen verfahren varim, Ша Каша alsa nicht jeweilig mar 1 ойны 
wingelscheri und dar Kinlsaharmngepremal kam michi ekme Easb- 
and Puséiahsigung durehgefEnr! werden, Тізіғеһт gege furi 
1ла авй gleichseitig mehrere Lalshan gemeinsam eingélacheri 
erim ced wihrend der Kosemtinu ar daa вй ва nappies 
müssam dia Flaman und die Peuargasa atf die alnzhleeha тейен 
leisten ummitwibar simwirktem. Eins Bobslégng der peba dar 
mehrsrem, gleiahseitig Eingwüacharien kann ah erfolgen, На 
Lleishanasaha Fann nur gemeinsam verwahri werde Шап кана Gë: 
mii bel den Terrishtungen, dis zar rergesahilberten Beseiti mg 
йат Leisten dienen, nieht тыш einar "Шісйзсһа газ" aprochat, 
sondern sa handali gie tatalahiiah um aime Baísbexrerbremnanüg, 


«зі, cle emeng Fragen Perth werd шы pen 











Document 155: J.A. Tod Sóhne in Erfurt, patent application for ` ‘Continually 
operating corpse-combustion furnace for large-scale ореғайоп.” 4 November 
1942. Source: Deutsches Patentamt. 
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IU 


Infolgedessen bafriedl;yar А1 ева Öfen soeh might Fell, denn die 
ferbrennung gent in diesem asak sisht achnall депар тат miah, 
um dis laufend anfallende grola Ansani von Leiaham im mügliatat* 
kurzer Fait au basai tipem. 


Lateteres kauen mir geschaben darah Öfen, die ksnitizuiarliah be ^ 
ahlaki warden können und dann sbense erhalten, a denken sire 
а.В. am solahe із Form топ Тията1-ОГев. Hai diesen wirken dia + 
zu rerkremenden Leieren ја en тегістеп Ends eines Lesggeeireebten 
imwandlg bheistean Фалпа1й mif sine bewsgia Auflagper&rrishiung mmi 
батам variam, dia sioh in der LAngarishtung durch йаш Gre 
himiufuhbawsgi, ініні dia Laishan dureh віва Ashais-Icone in dis 
Terkrausenze- Гава führt uni am binteren Есіп des fena dia Lei- 
ehamamahs eugirigt, Eimer pelhan Повага ев азат aber Ша 
bai anderem Qalaganbaitam oft festgestellts Bahwiarigksiti ae 
Gren, mi beragenis Natallialle, dia der Eimwirkung тап fear daz 
Eauahgasan auzgesaizri шіні, auf iia Beer bawaglich пч erhalten, 
ашай eem = wis is vrorlisreniam Fall = die beregian Tails веттій 
als irgend mOglish mii Botamaite- elir Bonstlgem feuerfesiem 
Material rertleidet wirian.  kulardem bereitet op Ersabhwurmimsd, 
bai Peusrungzuanlagan, dis = тіз gush im angensmmaman Pall = mit 
Ғад, alas вії rarsahiledanem aft- Fang, QOasürsak in dan simnsalmam 
Zeilen arbeiten, dis keggrtten Teils Gerten dia farkaiahandam mé 
тіз métrendi; ebeediehten, Ferner vire sin siksdlgper Eratibé- 
darf тіз Anirisb dar bewegten doflagererrishtung métwanlig, | 
Bahlisllish тага auch dia Anarüàmung der RKanchgaasügs ver, wert 
lish, ep йаз er allum vargenaxntam Oründan feomei-Agen für Lai- 
ühanverbreznca; niaki жа expfahlam шіні. 


Па dia verqenann tel “Wile теп Nuffal- und Tamnal-Üfam zu wer 
mailen, (gece aber alls Fertelle der кенібіппіттізеһен Iesstik- 
Kunz wel йгъайїштөїнө ашаб bel Leishanrerbrenumageüfam, Terhune 
wit baadadgliahar Anamutmung dea orferderlishes Erwmrsatariala, 

ша erreia, ashlAgi dis Erfindung sinam kwrkinmnierlish arbeite 
Aen Öfen rer, bei walaham eier Perifall тов ін Puer па unge 
den Lomstrukiionsieilem die Pertberagung der aa oberen Eade den 


-%- 
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Ж. АТОРЕ А SOHNE ERFURT 18 BLATT 


4.11.42 1 
шамын, Berlin ay 61 € 
VIP стен 
Отава singaführiam Laishan irnerhalb des бева ваї be їйї 
arfslgi. Dis Leichen gleiten durch eigens Баһтетітайі mif 
anisprestandl censigten шай geforeten Unterlagam in den bakais- 
Тан Öfen hinein und dam welter һатав, geraten ші ipsa Тегі 
ina Brennen, um ashliallionh am gesigneter Btalla des Ofeninne ree 
ка ваш танап und oo Tar&sahan, 


Fig.1 aaigi sin Ausführungsbeispiei in senkreshiem Behmiti, 
Tig.? ist sin Batnitt mash 4-8, Fip.!. 


Pis Erfindung sieht belapislawaise einen біз вій mehreren 

ін der Längsrichtung gages He Wearsreshte geneigte imere 
Sleitbahmen тот — in der Eniahmung sind davon dred m, a, af 
nme =, die alaük-sanb-&rktig aufeinander falgpan. Jada 
ülalibahn basteht aus gebreren Batamedte-LEngsbiükan b, die 

mar beasaran Haltbarkeit durah darunter angserümais бәзы 
rippa a сафаге ал eis, Ітізшып den BaameidLargabelkwm È 
sind Quertrageteina d angesrürat, ве бай jede Шітіз ына ГАШ» 
rentariig saapebilliat іні, Die Behasette-Lingsbalies b Lagem- 
mit ihrem oberen Ende im Unfassungusauerwerk s баа Оваа; mii 
dem unteren іп antapreshenàáam Bahamoita-Hamarwerh-—Quarbügem f. 
Pis oberen Qlsijbahnam sind је теп eines im der Lingariah tong 
sbanfalla regen die Tuagarsehis geneigten Jeskengewülbe д über 
apami, das mit Purühkruchaüffmunzren reregben іні. Me Ji 
Aeskumg Über dem vordaren Tull der obersten Qlaiibakm arhEl4 
keine Ba rehbre che’ ffeanges , 


был, ws am (fün sims eg аламба Flattfors h Har дат, 
angesrünet ist, befindet sich аш Anfang der bereien білімін а 
sins genügend seite Eiaführöttfnung i, die mermalerweise tote 
багай sime in des Torr&um aumwaishanéda, aalbadashliaabda 
Elapptür k rerashlaseem ізі, Dareh disses Шаттыгул тал» 
dam die mu Terbremramdam Ізізһеп ger mur LEngariahtamg бай 
EBrpers іші dia okerete Klalibahn a ofp pe, Ша tisse Quam 
aufgsha zu ermöglichen, iai der Ofen mii aniapredhamndar Lieber 
Zeite mageführi. Dis saltiliaham AbsiEmis der Bia бағ 
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"E \.ATOPF & SOHNE ERFUR' 


а San 
апат 4 
һал заразел 1лн1, сца а 6 ET A 
' ect tT 


Stelios ті caa ence bas lalotam 1: ізі Ge ricki тібі 
mast iam А) ва йат eevee, die ja dureh die Elrem— 
ori den Offene mü;lintai bamskhleunigi werden mall. 


is unteren Ende dar ereiten @1з1+Һаһп m achliali айаһ am Aer 
EÜmkshratalle in anigegengesstster Beitrag de uni duie 
hat a! аң, an disse die mAshate af uni am Раба der Le tote - 
isi der waagerecht liagwnüa Bahamétie-lusbrexnroat 1 mit der 
darunter rorgasaberman lèste- Dame linear m angeordnet. ТЕР 
diesem іштігтенгоні тігі йін Төзағынд m umtergsbrashi, dida 
terier als Flanroet-, treppenrest-, башегайште, doe, Bis, 
blar sonstiger Peusrung auagwiükri werden en, ja nach Ge 
Erenrmaterial, welahen rorteint werdan шей, Bis Fimma- bern, 
Heisgasführumg iat se mgeordnet, бай вотаһ) der йлавтчияуаәті 1 


als шаһ dia Baatariig nuagebildaten оте тма m, SI ай 


und alle durshbrechamen Deskemqesülbe g dam Famm пей is- 
gasen ian Durabgung von unten mach oben armÜglisban, Im ohera 
Ends des Ofensa, der Rinfühgzüftnung і gegeniiber, liegt ile Ad 
tritiaüffnung s für die ahbsuleitendan Kechphsa, die dort im 
gselgseiar Faire іл den Babarnajein p «іліттінв. Me Еш 
аза können na Wirliah ver dem Eintritt ін dem Boherustain 
mah arsi dureh ainam im dar jeilchnung sieht міз йлтрығын іа 
Raushgas-Llufiverwürmer aaxtapreshamder basari lee varim, 


um ka darin anihaliama Wires bum Tarwürmem fer Тетіғенаныша- 
Luft enum ise, 


lis su rerkreneien Leisten sind oles et Ihrem Bee битен 
den Üfen талы! den Einwirkungen der ihres Bewegungeri st ng 
entgugenstreiehendes Равад bere, Шеійдалай egpëegeket, bere 
ssitlish v-rashisbhafe tad sbanés bDaliurha cé, аң Aen Wakskr-. 
stellen unter den ehren Bede der oberen іама a, кі, 
sngeerinsie mahrieilige Betamette-Behisber | ken aine Бынан 
eder Untarkreskxmng das Llelshandwrekhgrxsaqms farb dem бна gg 
felgen, Ferner каша dureh entsprechend азда ёди Kusel 
| ҰҒанлрта т bai sinam єтїї, Pesibaakem oder Pastkiabem der 
Terwremungseb]skie ren жайға mashgebelfan werlen, Мий, din 
beim TorkremmngaTorgsag immerhalı des бінде amfEllY, өші 
= = 
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wowed wis mOgliah urob dia Öffnungen der Шізійзараап а, ai, 

af. шый DearangswSlha g nach unten hia выг Àashe-Basmalkamser m 
4zrehfallam. inch, die slob umnt-rwegs avril, auf der Eüsksalts 
Ten Hausrwerksisilan der durcohbraoachanen DeckangewSlba g oder 
pomimo abet, Fann durch entsprechendes Amélhs-RaimigpangalffÍ€ungesm 
& mach aulam algsasgun warden, Die Hanpiaschbe фани] slab 

unter dem insbrennresi 1 der agban arwühntam дао Вани галат m 
we mia am ihrer Oberfläche mèb Amami dar Einwirkung der Репат- 
жата unterliegt, ве dal erti. noch niahíi pans auagabrexnis Raetia 
der Yarbraemuungseeb]akis mah in diesen Далһаттав moon nash- und 
muüskramnnem Ебилеп, Bures aniaprechamd angeordnete, nosh dem 
üfeninzsrem offense Lafia.fütrrunaranBis t riri auf ism pamita 
Wages der TYarkbranmungssb]akia батон den Ofen für ausreiashamis I- 
fuhr таң Lufi mur Fürüarang isa Тетітевппвдетогдалдан баг Laiakam 
gssergi. Diese Luft kam vor des Eintritt in dos OGfenimmare 

weh im sinam in der Lalabnun; sieht mit dargestellten Rauahgas- 
Lurftrarwürmer rargpewürm: werden, Піс Lufuhr етері dar Faite 
ala eat der rürqgwwürmtan Loft kann wich unter Brust erfolgam, 

um aine stEndige gute Durohwirbelung der Emuohggsa au erreichen, 


Bar Ofen kann am dem Stellen, we іп der Geiskming Fig.! Nasibe 
atedjffzungjen г amgeorinat alni, amah шїї ja posh einer Him- 
fübriffnung i mii! aslbaüsehllaBendsr Llappidr k тағанын werden, 
um = тап dori ansuérünendem Flattformen аша = dem Ofen muah mur 
tailwaias béschisken vu betreiben zu können, webei je noch dam 
Umfang das Tallbatrisbem der sima gier beide mahrisilige Bobs 
meite-Bahiasber perl en rm; 

ы r 


zem е) ` 
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"Ғ.ЛАТОРҒ & SOHNE ERFURT TAG BLATT 
LES ou 41 4 E 
Р 4.11.42 Bi 
Fre mma 


Р tant Шаһ e 7720 


RE инана на аалы ыыы. а-а. а келе EE 





1.) Kontinuierlich arbeitender Lailscan-Terbrennungsefan 
Tür Hassanbeirish, йкіптеһ декеппятісілай, бай in diesen 
mehrere, in der Langsrisntung gepen die Waagarachta ge 
feigte restartig susgekildete ülaitbahnan (a, al, af) 
angeordnet sind, die aiob-sask-artig sudeinander felgen 
und auf denen die mi rerbrenpenien Leisten, dis durch 
sins obere Einführüffrung (1) aufgersban werden, infolga 
ihrer eigenen Bahwara in Aen Öfen hinain- und dem harab- 
gleiten, bei dam шеті каш Durekhkang durch dan (fan 
gon den ihrer Rawsgungarioktung antgecensireilahbandam 
Fauergasen ber in Brand geraten, um auf dem am Bede der 
untersten Oleiibahn (а?) angweréneien Ausbremurest (1) 
auamuhrennan und mu varaagntem, 


2.) Öfen nach Anspraeh 1,), üaduroh gekennaeiehnat, бай die 
Sleitbaknan je ші mehreren Bohametie-LEngs)dken (5) 
mii daswisaben amgpsorénatan Queriragsisimen |4) Warten, 
vebei die Balkam (b) dureh darunter mmjpesrünste BemElba- 
тіррті (а) опфатат та? almi. 


3.) Ofen nach Anspruch 1,) und 2,), йьйштеһ gakennzaishmet, 
йай die oberen ülsitbahnam (а, al) dureh mit Durai- 
hruehaüffruüngan тегеяһана Des »smquwülba (g) Gere 
тіні, 


4.) Ofen nach dneprush 1.) = 9,), іӛшінгеһ ракашпвей білігі, 
йай über jedem Deakengevülbe (д) Lasha-lbsugüffsengen (s) 
angeordnet sind, 





Document 155: continued. 








C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 231 





W JATOPF& SÖHNE ERFURT 


TAG ВАЈТ 
К ES SOR Wë ! e 4.11,42 2 

2.002] “өл 
5.1 


Tel 





gie nash ineprush 1.7 und 2,),dadureh gekemxnasichnei, бай 
am dan Qekehretelien unter йән unteres Bede йат stern 
ülasitíbatsen (а, al) seitlich mu verséhisbaxüs umi азап 
ка bediananis Bahamstie-Behishber (4) шағ ecg oder 
Ünterbreohung das Lal ёһапйштаһдаылдей андейтіӛгей шіні. 


Отан sesh Апарга! 1.) = і,), dgdureh gakexxasiahzmai, 
Чай im Barsich der @leithahnan Kanäle (4) für Zusatalufi 
ша вайа ён, 


8Теп ваай іларгавһ 1.) = 6,), іһінтеһ gakennzaiaknat, бай 
am Stelle der Шағатай ҒҒншаста (ғ) Einfahrt mmga (i) 
zit selbetechliekender Elapptär (k) vergasehen werden, um 
тан Gert anszuerüinamndem Flaitferees аша Aen Bien wash eg 
salleeilee besehinken ei betreiben ша kimman d 


` et, 
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гэ, 
DEUTSCHES REICH Ж 
AUSGEGEBEN AM 
19. MÄRZ 1930 
REICHSPATENTAMT 
PATENTSCHRIFT 
№ 494136 
KLASSE 24f GRUPPE 10 
Т 35607 Vjagf 


Tag der Bekanntmachung über die Erteilung des Patents: 6. März 1930 


J. A. Topf & Soehne in Erfurt 


Ausfahrbarer Schlackenrost für mit Unterwind batriebene Feuerungen 











Document 156: Patent J.A. Topf & Söhne in Erfurt, no. 494136. “Retractable slag- 
grate for hearths with air feed from below.” 6 March 1930. Source: Deutsches Pa- 
tentamt. 
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. 494 186 


J. A. Topf & Soelne in Erfurt 
Ausfahrbarer Schlackenrost für mit Unterwind betriebene Feuerungen 
Patentiert im Deutschen Reiche vam 22. August 1928 ab 





Für Unterwindfeuerungen mit hoher Brenn- 
leistung ist es besonders wichtig, daß diese 
auch während des Abschlackens des Rostes 
erhalten bleibt. Dies ist aber nur dann möglich, 
wenn der Verbrennungsvorgang auch während 
des Abschlackens nicht gestört wird, was ein- 
tritt, wenu der Unterwind während des Ab- 
schlackens abgestellt werden muß. 

Gegenstand der Erfindung ist em ausfahr- 
barer Schlackenrost, welcher ein schnelles 
Abschlacken während des Betriebes gestattet, 
ohne daß hierbei der Unterwind abgestellt zu 
werden braucht, Zu diesem Zweck ist am 
hinteren Ende des ausfahrbaren Schlacken- 
Tostes eine Abschlußplatte angelenkt, Durch 


hinteren Rostende ein breiter Spalt freigelegt, 
durch welchen hindurch die Rückstände schnell 
in den unterhalb des Schlackenplanrostes be- 
findlichen Schlackenschacht abstürzen kännen, 
wobei sie über die dabei schräg stehende Ab- 


schiufplatte abrotschen. Diese AbschinBplatte 
Überstrómen 


verhindert hierbei ein unmittelbares 

von Luft aus dem Windraum unterhalb des 
Restes durch den freigelegten Spalt in den 
Feuerrsum hinein Ein Abstellen des Windes 
während des Abschluckens ist also nicht er- 
forderlich, 

Die Anordnung einer zweiten Abschlufiplatte 
am vorderen Schlackenrostende ermöglicht es, 
den Windraum unterhalb des Schlackenrostes 
vom Hauptwindraum unterhalb des Brenn- 
rostes zn trennen, Beide Windráume können 
also unter verschiedenen Druck gesetzt werden. 
Ist beispielsweise der Schlackenrost aus irgend 
einem Grunde жа stark bedeckt, so kann man, 
um einen schnellen, guten Ausbrand zu erzielen, 
den Luftdruck unterhalb des Schlackenrostes 
verstärken, ohne gleichzeitig den Druck unter- 
Һа} des Brennrostes steigern zn mfissen. Um- 
gekehrt Lann man bei schwach bedecktem 
Schlackenröst, beispielsweise unmittelbar nach 
dem Abschlacken, den Winddruck unterhalb 
des Schlackenrostes vermindern oder ganz ab- 
stellen, um hierdurch unwirtschaftlichen Luft- 
überschuß zu vermeiden. Es ergibt sich also 
durch die Anordnung der beiden AbschluB- 


platten eine sehr günstige Zonenreglung der 








Luftzufuhr getrennt für den Brennrost und 
Schlackenrost, 

Die Abbildung zeigt ein Ausfiibrungsbeispiel 
der Erfindung. Es bedeutet ғ den Hauptrost 
und s den Schlackenrost, an welchen hinten 
die Abschlußplatte а und vom die Abschluß- 
platte 6 angelenkt ist. Wird der Schiacken- 
rost s von Hand eder mechanisch durch die 
Zügstenge 2 із der Pfeilrichtung nach links 
ansgefahren, so kommen die Abschlußplatten 
in die punktierte Lage e und 5. In diesem 
Falle stürzt die sich vorher auf dem Schlacken- 
Tost s befindliche Schlacke nach dem Schlacken- 
schacht ¢ ab, wobei sie über Ше Abschluf- 
platte « abrutscht. Gleichzeitig verhindert 
diese Abschlufplatte o Überstrómen von 
Wind aus dem Raum А unterhalb des Rostes > 
dorch den vom Schlackenrost freigelegten Spalt 
in den Fenerraum f. 

Dieam vorderen Schlackenrostende angelenkte 
Platte b trennt den Hauptwindraum А unter- 
halb des Brennrosies ғ von dem Windranm 
unterhalb des Schlackenrostes s. Beide Wind- 
räume erhalten еше gesonderte Lufteufubr, 
wobei der Winddruck in jeder Zone unabhängig 
voneinander durch Drosselorgane d bzw. с ein- 
gestellt werden kann. - 


PATENTANSPRÜCHE: 


т. Ausfahrbarer Schlackenrost für тай 
Unterwind betriebene Feuerungen, dadurch 
gekennzeichnet, daß am hinteren Ende des 
Schlackenrostes eine über die ganze Rost- 
breite reichende, sich unten auf eine Quer- 
wand des Aschenfalles stätzende Abschluß- 
platte (а) angelenkt ist, welche bei aus 
gefahrenem Schlackenrost verhindert, daB 
Luft ans dem Windraum (4) durch die 
Öffnung far den Schlackenrost unmittelbar 
i den Feuerraum tritt. 

2. Ausfahrbarer Schlackenrost nach An- 
spruch x mit getrennten Windräumen unter 
dem Hauptrost und dem Schlackenrost, 
dadurch gekennzeichnet, daB auch am vor- 
deren Ende des Schlackenrostes eine solche 
Abschlußplatte (5) angelenkt ist, welche 
den besonderen Windraum unterhalb des 
Schlackenrostes vom Hauptwindraum un- 
вав ES ‘Hanptrostes abgrenzt. ; 


Hierzu r Blatt Zeichnungen 
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DEUTSCHES REICH: 


AUSGEGEBEN AM 
ао mal 
24.5.1988. 





REICHSPATENTAMT 


PATENTSCHRIFT 


№ 576135 


KLASSE 241 GRUPPE 12 
T39364 Vjz4f 
Tag d der Bebaxhimochung aber die Erteilung der Pateat: 20. р. April 193 3 





LA Topf & Söhne in Erfurt 
Düsenplattenrost 
Patentiert im Deutschen Reiche vom 27. August 1931 ab 


ре воке Беш! ЫС ani eng 








- i sind, 
verlegt werden, damit ge sich bei der Er, Die Exfindung ist durch die Zeichnungen 


Abb. т ein Längsschnitt durch den Rost, 2-0 

Ahb.z «ің Querschnitt nach Line А-А se 

in Бірі, ` 

; „ABS фа in größerem Maßenb gehalte- 
durch die benachbarten vor, 

deren Eadem zweier Düsenpaten und den 












гір angeschlossen, 
bei einer Vorwärtsbewegung der Plattenrei- 
‚bei e, с nsw. Ше. darwischen angeordneten та 





bereits vorgeschlagen 
#5 wesentlichen T-fürmig ausgebildeten cigent- 





Document 157: Patent J.A. Topf & Sóhne in Erfurt, no. 576135. "Plate-grate with 
nozzles. " 20. April 1933. Source: Deutsches Patentamt. 
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576185 


Plattenreihen 5 usw. eine Rückwärtsbewegung 
ausführen, ‘und umgekehrt. 
Um den Platten die Möglichkeit einer 
ohne Gefahr von Verklem- 
mung zu geben, sind ge im kalten Zustand 
in der aus Abb.3 für die Platten a’, а er- 
sichtlichen Weise mit einem gewissen Spiels 
verlegt. Um einen dauernden Brennstoffver- 
lost durch den Spalts zu verhüten, sind unter 
der Stoßfuge schalenformige Auffangkürper f 
von U-farmigem Querschnitt gelegt, die sich 
mit Unterseite am vorderen Ende auf 
die Querträger auflegen, auf denen auch die 
zugehörigen Platten aufruhen, während die 
hintenen Enden, ebenso wie die Rostplatten, 
anf dem Rücken der folgenden Plattenreibe 
aufliegen. Die Anffangkörper besitzen seit- 
liche Zapfenz, die in Ausschnitte hinein- 
ragen, welche durch nach unten vorsprin- 
gende Lappen! der Rostplatten gebildet sind, 
mait demen un 
durch sie mitgenommen werden. 


PATENTANSPRUCE: 


Düsenplattenrost für feinkörnigen Brenn- 
stoff, bei. dem die іш gegenläufg beweg- 
ten Querreihen nebeneinanderliegenden 


` Platten sich an den vorderen, der Breng, 


stoffzufuhr zugekehrten Enden auf schwin- 
gende Querträger und зп den anderen 
Enden auf die іп der nächstfolgenden 
Reihe liegenden Platten stützen, dadurch pe- 
kennzeichnet, daß schalenförmige Auffang- 
körper (f) die in an sich bekannter 
Weise die Stoßfugen (s) seitlich benach- 
barter Rostplatten nach unten abdecken, 
am vorderen Ende sich auf die Querträ- 
ger (е) für die zugeordneten Platten, 
am hinteren Ende ebenso wie diese auf 
die t Platten stützen, wobei sie 
durch seitliche Zupfen (z), welche in durch 
nach unten vorspringende, den Quertriger 
umfassende Lappen ( gebildete Aus- 

schnitte himeinrapen, mitgenommen werden. 


Hierzu 1 Blatt Zeichnungen 
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DEUTSCHES REICH 





Bibliotheek AUSGE 
Bur. Ind. Eigendom з. OKTOBER ioe 
20 DEC. 1933 
REICHSPATENTAMT 
PATENTSCHRIFT 
M 587 149 


KLASSE 40a GRUPPE 15« 
T 41416 Рос 
Tag der Bekannimachung über die Erteilung des Patents; 12, Oktober 1933 








LA Topf & Söhne in Erfurt 
Verfahren und Ofen zur Zurückgewinnung von Blei und Kupferdraht aus Kabeln 
Patentiert im Deutschen Reiche vom 29. September 1932 ab 











15 


In Betrieben, in welchen ite Kabel und 
Kabelreste anfallen und sich ansammeln, 
macht sich neuerdings das Bestreben geltend. 
diese Reste und alten Kabel abzubrennen, um 
die Metslle zurückzugewinnen. — - 

Bisher wurden zu diesem Zweck offene 
Fenerstellen errichtet, uber welche ein Blech 
gelegt wurde, Auf diesem wurden die Kabel 
stückweise aufgeschichtet und infolge der Er- 
hitzung von unten her zunächst abgebrannt 
und dann in flüssiges Blei und Kupferdraht 

Das Blei Воб іп einen daneben- 
stehenden Bieikessel, der noch besonders be- 
heist wurde. Durch die hierbei frei werden- 
den Bleidämpfe warden die Bedienungsmann- 
schaften vielfach. gesundheitlich schwer ge- 
schädigt. Die gewonnenen Kupferdrahte 
waren teilweise noch stark mit Bleikrätze be- 
haftet, auch “am das Blei unsauber in den 
Bleikessel, Der Gewinn an Metall war unge- 


nügend, . 

Nach der Erfindung бой die Zurückgewin- 
nung der Metalle durch unmittelbares Ab- 
brennen der Kabel ін einem geschlossenen 
Ofen ohne besondere Fenerung erfolgen. Hier- 
zu wird der Ofen der nachstehend beschriehe- 





Abfallwachsdraht in Brand gesetzt werden. 
Dadurch werden gleichzeitig die Schamotte- 
wandungen 5 und auch die Abbrennplatten a 
selbst so weit erwärmt, daß die Bestandteile 
aus Papier und Jnte verbrennen, Bei der Ver- 
breunung dieser Bestandteile wird so viel 
Wärme entwickelt, daß der Bleimantel der 
Kabel schmilzt und der Kupferdraht frei wird, 
Das geschmolzene Blei läuft von den geneigt 
angeordneten Abbrennplatten a in eine dahin- 
terliegende Bleirione с, deren Auslauf nach 
außen hin ebenfalls schräg gelagert ist. Unter 
dem Rinnenauslauf ist ein von den Abgasen 
beheizter zußen angebauter Bleikesseld an- 
Е (Fig. 3), іп welchem das Hüssige 


gesammelt wird. Innerhalb des Ofens ist- 


eine Abdeckplatte ё über der Bleirinne с vor- 
gesehen, damit beim Herausziehen des Kup- 
ferdrahtés nicht Schmutz in die Rinne ge- 
langt und dauernd freier Ablauf für das Blei 
gewahrt bleibt, ` 

Die in der Mitte vertieften oder" als flache 
Rinnen ausgebildeten Abbrennplatten а haben 
seitliche Abweiser g, wodürch das Hiefende 
Blei іп die Mitte ‘der Brennbahn geführt 
(Fig. 2) und somit das seitliche Schamotte- 





de 


nen Bauart verwendet. . : 

Eine Ausführungsform des Ofens ist in 
Fig. t im Längsschnitt und in Fig. 3 im Hori- 
kontalschnitt dargestellt. Fig. 2 zeigt eine Ab- 
brennplatte im Querschnitt ` ^ 

In den Ofen sind schräg liegende Abbrenn- 
platten a.eingebaut, auf welchen dic durch die 
Aufgabeöffnung 5 eingeführten Kabel durch 


aauderwerk nicht beschädigt wi 


` Der von Вісі und Jute befreite Kupferdraht 
wird über die Abbrennplattenbahn a nach 
unten auf einen. innerhalb des Ofens angeord- 
neten Abklopfrostg gezogen, hier von dem 
noch anhaftenden Blei und sonstigen Rück- 
standen befreit und dann durch die der Auf- 


gabeöffnung gegenüberliegenden Entnahme- 


5 





Document 158: Patent J.A. Topf & Söhne in Erfurt, no. 587149. “Process and fur- 


nace for the recovery of lead and pieces of wires from cables.” 12. October 1933. 
Source: Deutsches Patentamt. 
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öffnung А mittels eines Schürhakens aus dem 
Öfen entfernt, 

In der Zwischenzeit werden frische Kabel 
durch die Aufgabe weiter zugelegt, so daß 
der Öfen dauernd auf Temperatur und somit 
in Betrieb gehalten wird. Durch die Aufein- 
anderfolge der Teiles,c und e und das Gegen- 
überliegen der Öffnungen i, k wird ein un- 
unterbrochener Betrieb sowie ein gutes und 


"geschütztes Bedienen des Ofens ermöglicht. 
.Die gebildeten Abgase steigen уоп den Ab- 


brennplatten а nach oben in einen seitwarts 
angeordneten Капа! #9, werden in diesem 
schräg‘ nach unten gezogen, gehen um eine. 
Sperrmavers herum unter die Bleirinne c, 
streichen um den Bleikessel d herum, um das 
Blei flüssig zu halten und gelangen dann unter 
den Aschensack p zum Schornstein о. Durch 
diesen langer Weg werden die Abgase voll 
und wärmewirtschaftlich ausgenutzt, 


PE&TENTANSPRÜCHE: 


I. Verfahren zur Rückgewinnung von 
Blei und Kupferdraht aus Kabeln, da- 


2. Ofen zur Ausführung des Verfahrens 
nach Anspruch г, dadurch gekennzeichnet, 
daB hinter einer Aufgabeöffnung (i) für 
die Kabel geneigt liegende Abbrennplatten 35 
(а) angeordnet sind, auf welchen dieKabel 
unmittelbar епізілдеі werden und an 
welche hintereinander eine mit Überdek- 
kung (А) verschene Bleisammelrinne (с), 
die in einen außen befindlichen Bleikessel 40 
(d) mündet, und eine der Aufgabeöffnung - 
{D gegenüberliegende Entnahmeofnung 
(A) für deri Kupferdraht anschließen. 

3. Ofen nach Anspruch., dadurch ge- 
kennzeichnet, daß die Abbrennplatten (а) 45 
in der Mitte vertieft oder als lache Rinnen 
ausgebildet sind. 

4. Ofen nach Anspruch 2, dadurch ge- 
kennzeichnet, daf die Abbrennphatten (а) 
mit seitlichen Abweisern (0) zum Schutze ze 
des Mauerwerkes gegen korrodierende 
Wirkung des Bleies versehen sind. 

D Ofen nach а рико 2, dadurch ge- 

daß zwischen Bleisammel- 
tinne (c) und Entnahmeóffnung (й) ein 55 
(g) zur Reinigung des Kup- 





i gekennzeichnet, daB die ена 


Substanz der Kabel in einem nicht beheiz- 
ten geschlossenen Ofen abgebrannt und 
das abgeschmolzene Blei und der entbleite 
Kupferdraht getrennt aus dem Ofen ent- 
fernt werden. 


Hierzu 1 Blatt Zeichnungen 





чега alites tuiniriralb des Ofens angeord- 7] 


net ist. 

5. Verfahren zum Betriebe des Ofens 
nach Anspruch 2, dadurch net, бо 
daß der Bleikessel (d) von den Abgasen 
des Ofens beheizt wird. 
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The: рле, 
18,11,48 1 





a taabi i 


W /АТОРҒ A SOHNE ERFURT 
[osi нот 
Мазетгтеізінве, 


baftgerüblte жала г tir maghanisone Yerschsbroate, 


In |айат Pederang ist maist der Roaibalag dam grülten Теттерілій 
unterwerfen. Je nach der Bremmatoffsorts шый den dedureh beting- 
tan Tarbrammungs-fesperaturem ізі dis Lebensdauer des Hésibalages 
verschieden, gleichesitig spielt auch die Bauart йен Erstes sima 
wasentliste Belle, gut bediente Beate mas Hostaiäben besitzen 
meist sina тетінійлізшійіш lenge Lebensdauer, wann dis lariwrewnmnyg 
daft dureh Eühlrippem во кизакиййід gefUkri wird, dad eins 
gleichmääig gute Diklung der Feststäka Ober die direh &iase ge- 
kildete Gemantronkflächs gesährlaistet Let, Dabei 1st es жён = 
gültig, аз dia VYarbremmumgalufi durch natürlianan eder kënnt: 
listas Шад zngesaugi sdsr eet ala Гайаттігі = alas mit Freaeumg = 
zugeführt wird, 


Werden dagegen біз Rosie aus mii Mesen für беп Loféénrcohtrité rer 
mahamen Epsiplaitan hergestellt = waa bal mechaniseben Tre 
төзімі Überclagená der Fall ist —, so тігі sins дізіснейііг gri» 
EHhlung der Gesestrostflichs іп Frage гетізі1%, weil dis bei 
diesen Besten &iais als Unterwind mii Freergng шафа нгі Yar- 
branmungslufi infolge der stufenfSreigen Amsrünung umi der Be 
bar allgsmeim Ubliches Agsbildung der RestplattenkÜrper kaum wit 
deren Date im Ковші. Infolgeimeren werden matung- 
вай dia Шіріз der Rssiplaiíen, dia ja anBerdsa den käebgten fsi- 
peraturen ausgeséirt sind, шійін art Br. Жедеп fen de 
dureh bedingten війткеттн Naierialvarbransh шай den iuufwrién 
hohem Destandasizumgakosaien waren daher sechanische Torachub- 
reste für dis Тегіттіплад ven bëeteertitren Erennateffan Mater 
mishiü geeignet, 


Eis Белірізізтакбгрег wissen alse 5e maagsbildat mein, Get dm 
wieder Stellung dieser such deren E?pfe vun def kr 
srengxlünfig kühland beaplli werden, bersr tiari darii YEN 
geeehene ge im den Pewerrwam Vriii, Die Erfiséuxg рт 
leistet dere kesgnie ze Amabilicmg der RestpluitznhOrper ший 








ar ==. ыш až 





Document 159: Patent application J.A. Topf & Söhne in Erfurt of 16. November 
1942. “Air-cooled grate plate for mechanical push grate.” Source: Deutsches Pa- 
tentamt. 
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W ..ATOPFASÖHNE ERFURT 


Té BLATT 
16.11.42 1 
ыт кысы 
Мана мана, Berlin И 1 402703, 


dadureh bevirkis вена сваі Führung der TYarbremnumgslufti 

aima gl ianmikig guts Plang der (esaritrostflioha - imabeseniare 
amah баг Esaiplatiam-EOpfa = sg bel mashanisahen Tara» 
Totten, Je eteräsg jè mast paiar saber dar TYarbramuungnlufi 
mash Pasata-E2hlluft ваг nachhaltigeren Шісіші fen Reaibelages 
zugeführt werden ram, iat аз moglish, Toreshubrests minh miti 
heohsartigen Brust wu bairwibem, 


He igsata-Ennlluf* шығ maahhaltigeraen E3^luag des барав бта 
lages amwanüan m kimia, iai ferner in ап sich barauniar Етіне 
aima Totertellung dea Жанып unter dieses із тізязіте Балақ gët 
graskham, die sich eterien für sime wirtschaftliche PReuerführwq 
Tériaillhafi алый тїгї. 


Is der Ітіяйтынд көзді Ahh, 1 eisen (сегесіті?і% інтей eines 
luftgekihl ten Voreshubreat mii Ienmunterteilang tad deren 
fortetebenden und beweglisnen Веча Ларга. генй ізі, 
die Bastzlarte einer fortatghaglen Restbelagreiba in der Drag 
aishi wiedergibt, stelli Abb, J simam Імінійі quer durah &isse 
Bratglaiie und ibb, 4 eisen Babniti parallel Шезірімізез- 
&harflüahe бат. Abb, 5 вазда dam gleichen Bobniti dureh Ga 
Bertplatte aimer beweclighen Reatbelagsreihe, | 


Best Abb. 1 мегі |зйе Lama аша eines Setrsemmgikarten m шій 
durskgehenden втейізі1ігта Haute b und m," Wber jedem Left 
Semmeikanten a befindet oleh je sine beyuulighe Безда ача 
4 umà size deagladenen fgwisiebemüs е. You Gebläse aum tritt 
бін Laft durch die Öffnung f in dan oberen Teil b der Rixlhbmdem 
den Lafisensslknaiens a und van dert in бең Rum unter bee мез» 
blag. Hier teilt b dis Seftonun, Wh er tte бен. зм 
duvet die Bffsrkmgem g (49.4) der Тәгікгініттісе EnadplAt 

reiha e жый dar andere Teil dureh dis Üffuungen h (135,9) dur 
bewedliaben Aeetplatianreiba d із беп REeaibelag selbst eim, 

Ans dam Blige 4 тый 9 ізі der weitere Weg Olster айм 
nungen ersishilian, der із beiden Millen Ge Lett wre 
Wher die Ғілаһе jeden Bertplatienkörpers unl imabesendere am dem 


== 
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ынан 16,11,42 A 


ben ent rl 61, 242 25 


EBpfan der Restplattanreilhan kühlená vorbaifUührt, Bel dam 
faatatahendasn Roatplattenrsihen e tritt die Luf* dareh die 
Öffnungen i uni bei den bawagliohen Roatplatitenraihan d dareb 
die Üffnungan Е wieder mua den Савќани dor Raostplaiiem шай, 
abziglioh der Luftmen;an, waloha айа Tarbrannungslufi dureh 

dis Lafidüsen 1 = Abbildungen 2 und 7 = іп den Peuerra&um riit, 
fis ілесіпшгш der Lafidüaan 1 erfolgt aweoksRNig іл Gen Die 
abfünremias Eanülam, alae hinter der an den Bssiplatien-pfan 
tafimiliahan ÜUmlenkung, йа së siwaiger Rostüurcobhfall 1ө4йһ% 
durch dis lusata-Eühlluft auagetragen тігі, Nash Varlassam 

Zen Rostbaslages wird dis Iuaatz-Klüh!luft ir dam unteren Zeile 
dar Einbauten das luftaammelknatena а gasammelti, von ws sia dam 
durah dis an dessen Елін befindlicne Öffnung m ima Freie tretun 
айаг = da gie тегденігій iat - durch das бела rückgssaug!i 
und топ Mauss verwendet warden kann, Eie: mitgeriasanar Beet: 
durenfall wird im Ваши п den Luftaummelraa tans а snptssobieen 
und duret Aschaabnatma-Torrictiuncen o von dori abgedagen, 

азда йай ап dissar Btelle Lufi austreten кадм. 


Us für jadis Loma die Yarbramnungalufitsamgs einstellen ва kinunan, 
тігі am der kuatrittadffnumg m im unteren Tell а der Einbauiem 
dan Luftammaelkaaianm m sina (nieht gez-ciannata) Drosselklappe 
angeordnet, Wird diese Klappe 1.5. gans gslüffmel, вә (sat 

die gesumis Lufimangs выг war Eühlung das Enaíbelpgas, well 

Ше Üffnangám m dem Luftüurahíiritt weniger Adern dos 
Seiten, als die Laufiaustritts-Düsaen 1 des Esatbelagaa, Dr 

dia Харра dagsren папаша gwsschlsasen, ыр ist fost die reese 
Laftecnge рәйтынден, dureh dis Dissen 1 wu treten umi damit 

der Yerbremmung wu dienen, Hisse EinatallmOglishke!i gewtatied 
für jede Тоқа das Terhülinis zwiachan Zumsais-ENhllufimenge umi 
Tarbrannungsloftsengs Гентіпіздеп, Dabei шай jedosh mit Кыш 
sieht auf den Roítéurehfall steta so тізі fusaíis-Kühlluft mam 
tretem, dal кісі dis Camila der Rssiplattam nieht mit isaba 
eier Kohlatallshan zumsizan komnan., 


‘Pie dureh Anwendung der Erfindung nashgewiesena NÜglishkeit, 
mesnanisuüne Torschübreste auch wit bochwartigpem Rrennateffad 
=й = 
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WF J.ATOPF&SÖHNE ERFURT та ват 
16,11,42 4 
ig, Berlin B 61 002709 


m betreiben, hat in der Jetztasit besendere Bedeutung, In Get 
Zéiten der Belieferung wit gl-ichbleibenden Brenseteffen, 
herrasute das Bestreben vor, Leistung und Wirtungsgred cimer 
Уна гиз bei Yerwendug einer bestimsten Kohlenserie su steig 
Route gilt es dagegen, die Brennetoff-¢rendlage einer Pewerwung 
те su verbreitern, ‚daß der Feurrungedetried aush mit ursprüng- 
Lieb nieht vorgesehenen Brenceteffen durehgeführi werden кана 
und dabei doch see gute Firkungarrede zu erreishex kind, Be 
Erfindung gestattet, Torectub-Penerungen nach jeder Richtung 
hin mit einem groden Spielrmm in Вова; suf dan Rreugateff e 
betreiben und gewührieiísteta dabei durch die Verwendung бөз be 
sohrístenen Restbelages in Verbindung mit der Ionemsinteilung 
sinen PFeuerungsbeirisb mit heehpresentiges Virkwngsgced, Тотем» 
Weirung ist ustirlict, dad sich „in Bremnzteff Iherkampt sur 
Verbremung anf eines nechanischen Verwehs treet ety 
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Erteilt auf Grund des Ersten Überleitungsgesetzes vom 8. Juli 1949 
ANGEL 5.179) 


BUNDESREPUBLIK DEUTSCHLAND 


AUSGEGEBEN AM 
5. JANUAR 1953 





MEN 
ZEN 
DEUTSCHES PATENTAMT 


PATENTSCHRIFT 


№861 731 
KLASSE 244 GRUPPE] 
T rade Руз 





Martin Kletiner, Recklinghausen 


ist als Erfinder genannt worden 





J. А. Topf & Söhne, Wiesbaden 


Verfahren und Vorrichtung zur Verbrennung von Leichen, 
Kadavern und Teilen davon 
Patentiert im Gebiet der Bundesrepublik Deutschland vom 24. Juni 1950 an 


Patentanmeldung bekannigemacht am 31. Oktober 1951 
Patenterteilung bekanntgemacdit am 13. November 1952 





Die Erfindung betrifft ein Verfahren zur Verbren- 
nung von Leichen, Kadavern und Teilen davon durch 
rekuperativ erhitzte Verbrcnnungsluft und eine Vor- 
richtung zur Durchführung des Verfahrens, 

5 Fast alle bisher bekanntgowordenen Einäscherungs- 
verfahren verwenden im Rekuperativverfahren er- 
hitzte Leit als Verbrennungslutt für die Verbrennung 
der Leichen. In der gleichen Weise wie bei allen 
Verbrennungsvorgängen in der Wirmetechnik soll der 

зо VerbrennungsprozeB durch die Vorwärmung der Luft 

thermisch auf eine höhere Stufe gehoben und damit 
die Verbrennungstemperatur gesteigert werden, 

Der Heizwert einer Leiche bzw. ihr Brennwert 
wurde bisher grundsätzlich nach dem Fettgehalt der 

15 Leiche beurteilt, Die im Fettkörper der menschlichen 

Leiche enthaltenen CH (Kohlewasserstoff)-Verbin- 


dungen (Бене) weisen zum Teil eine sehr niedrige 
Zündtemperatur auf und verbrennen bei höchsten 
Termperaturnn, Dagrgen ist es bisher nicht gelungen, 
die im EiwciBkárper in Verbindung mit N (Stickstoff) 
enthaltenen CH-Verbindungen bei Fehlen von reinen 
Fettkörpern und damit reinen CH-Verbindungen 
exotherm zu verbrennen. Der Eiweißkörper setzt mit 
seinem relativ hohen N-Gehalt {etwa 2595) seiner 
Verbrennung heftigsten Widerstand entgegen. Seine 
Zündtemperatur liegt bei etwa Boo" C, 

Bei bisher erreichten Lufttemperaturen von. 400 
bis 500° C konnte somit die im Eiwcilkörper enthal- 
tene Stickstoffkomponente in ihrer die Verbrennung 
hemmenden Wirkung nicht aufgehoben werden. 

Erfahrungsgemäß vermag erst die Einwirkung von 
Luft von Soo bis 900° die Trennung des N von den 





Document 160: Patent J.A. Topf & Sóhne, Wiesbaden, no. 861731. "Process and 
device for the combustion of corpses, carrion, or parts thereof." 24 June 1950. 
Source: Deutsches Patentamt. 
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CH-Verbindungen zu vollziehen, trotzdem es sich Die Abbildung zeigt einen Ofen zur Durchführung 
auch im Eiwe ißkörper nicht um eine chemische Wer- | des Verfahrens, 66 
bindung von N + CH handelt, sondern nur um eine Die den Sarggrößen angepalite und in den Normal- 
jeter dockeren Werbindwngn von N, wie sie dieser, | malen апер führte МЫЙ А ist als Verbrennungsraum 
5 als sbr träge bekanntes Gas, viellach eingeht. Daß | nur so lange wärmewirtschaftlich wirksam, wie der 
but der Ausschaltung des N auch eine gewisse Wärme- | Muffclraum von den Verbremungsgasen voll ausge- 
menge verbraucht wird, ist anzumhnin. Jedoch | file ‚wird. Der bisherige ausschii Ulich in der Matel тө 
wird aber niemals der große Wärmeverbrauch aul- | durchgeführte Verbrennungsproze muß Trocknungs- 
tren, der notwendig ist, um N aus einer festen | prozeli werden und als seicher beendet seu, subuld 

1e chemischen Verbindung frei zu machen. Es werden | nach Verbrennen des Sarges und Abfällen des Kopfes 
auch bei der Verbrennung der CH-Verbindungen im | und der Gliedmaßen die пиг aus zwei Steinen be- 
Eiw.ißkörper nahezu dic Wärmemengen fri, welche | stehende Rostanlage die Teile des Rumph s sibstiatig ze 
bei der Verbrennung von reinen CH-Verbindungen | in den khinen über der Drebplatte liegenden vigent- 
ihrer Zusammensetzung entsprechend entbunden | lichen Verbreinungsraum Я durchfallen läßt, Dauer 

тр werden. dieses Prozesses in der Muffel 20 bis 30 Minuten. 

Für cine menschliche Leiche von etwa 70 ke Ge- In diesem kluinen Vorbrennungsraum kommt die 
wicht, nm Gibalt von etwa 12 kg C, etwa z kg Hy | auf Зоо bis goo? C erhitzte Luft innig mit din noch go 
und etwa ms Ед P, Мі etwa 55,5 kg H,O +N er- | unverbrannten. Eiwilstoffen in Berührung, trenat N 
rechnet нісін сіп Mindesthe izwert von etwa 160 ооп WE, | von den CH-Verbindungen und bringt CH lxi Tem- 

дә wom noch die Sargverbnrunnungswárme zu rechnen | peraturen bis über rzoo* C restlos zur Verbrennung. 
ist. Dieser cig: ntliche Verbrennungsprozeß dauert to bis 

Das endgültige Ziel in der Kremation mußte dem- | 13 Minuten, Die Dnhplatte kann gedacht werden, 8% 
nach sein, die jeweilige notwendige Verbrennungs- | und die gesamten Aschereste fallen zum Sachglihen 
huftmenge ohne zusätzliche Würmczufuhr, ikdiglich | in den dritten Verbre nnungsraum auf den Ascherost C. 

as unter Ausnutzung dr Abgase auf Воо his goo” zu Die notwendige Verbrennungsluft wird in einem 
erhitzen, um die im Eiweißkörper enthaltenen. be- | aus Schamöttesteinen gemauerten oder metallischen 
trachtlichen, aber an N gebundenen CH-Mengen | Lufterhitzer D auf Soo bis фос? C erhitzt. Biim An- go 
restlos zu verbrennen und durch Prebwerdung dieser | fahren des Ofena liefert ein Heilluftgasbrenner E 
Wármcmengen die Verbrennung jeder menschlichen | Verbrennungsgase von 1200 bis 1300° C für das Hoch- 

зе Leiche ohne zusätzliche Wärmezufuhr zu ermöglichen, | heizen des Lufterhitzers. Die Ней wird regelbar 

Mittels des Einäscherungsverfahrens gemäß der Er- | in die Mufiel, über der Drehplatte und unter dem 
findung ist dieses Ziel erreicht, Es werden nicht nur | Ascherost zugeführt, Auch der HeiBluttgasbrenner 95 
die notwendigen Wärmemengen für die Verdampfung | wird vom Lutterhitzer mit Luit von max, боо? C be- 
und den Abtransport des Wassers in der Leiche ver- | liefert. 

35 dügbar, sondern auch diejenigen für das Verbrennen Sobald der Ofen Beharrungszustand erreicht hat, 
und Veraschen der Leiche selbst. Abzüglich der | wird der Gasbrenher abgestellt, und die Beheizung des 
Warmemengen, die im Abgas verlorengehen, ver- | Luiterhitzers erfolgt nur durch die gleichfalls sehr ise 
bleiben noch immer bedeutende Watmemengen dispo- | heißen Abgase insbesondere während der eigentlichen 
nibel für das Hochheizen des Ofens bzw. die Erhaltung | Verbrennungsphase auf der Drchplatte, bei der die 

49 seines Beharrungszustandes, EiweiBkórper lebhaft verbrennen, 

Ein eingangs crwáhntes Verfahren wird gemäß der Die gesamte Einäscherungsdauer wird durch das 
Erfindung derart durchgeführt, daB die Leiche mit | neue Einäscherungsverlahren bis 45, oft bis 30 Mi- 105 
dem Sarg in einer Muffel auf einem Balkenrost so lange | nuten reduziert. 
der Einwirkung cines unter Aufwand von Brennstoff Die Qualität der Asche kennzeichnet diese als voll, 

45 rekuperativ beheizten Lultstromes und/oder der Strah- | kommen verbrannt, keimfrei und von so та кет 
lungseinwirkung erhitzter Muffelwände ausgesetzt | Volumen, daß die normale Urne selten ganz gefüllt 
wird, bis der in Brand geratene Sarg und die durch | wird. tig 
die Verdampfung ihres Wassergehaltes brenntühig ge- 
wordene Leiche zerfällt, und daß die Teile аш einem PATENTANSPRÜCHE: 

go darunter befindlichen kleinen Ausbrennrost mit der 
auf боор bis goo" C rekuperativ, hauptsächlich durch 1. Verfahren zur Verbrennung von Leichen, Ka- 
die Verbrennungswärme der Leichenteile erhitzten davern und Teilen davon durch rekuperativ er- 115] 
erforderlichen. Verbrennungsluftmenge exothezm ver- hitzte Verbrennungslutt, dadurch gel nazcichnet, 
brennen, wobei die sich bildenden Verbrennungsgase daß die Leiche mit dem Sarg in сіпеў МОНЫ auf 

53 von oben nach unten durch den Ausbrennrost ab- einem Balkenrost so lange der Einwirkung cines 
strömen und sich zwecks vollständiger Verbrennung unter Aufwand von Brennstoff rekuperativ be- 
der Büchtigen Bestandteile mit unter dem Ausbrenn- heizten Luftstromes und/oder der Steahlungs- але 
tost zugelührter heißer Verbrennungsiult mischen, einwirkung echitzter Muffelwände ausgesetzt wird, 
und daß die Verbrennungsgase unmittelbar in den bis der in Brand geratene Sarg und die durch die 

бә Rekuperator geleitet werden, in welchem sie ihren Verdamptung ihres Wassergehaltes brennfähig ge- 
Warmeinhalt an die Verbrennungsluft abgeben, зо wordene Leiche zerfällt, und daß di: Teile anf 
daB die Verbrennung ohne weiteren Aufwand ап einem darunter befindlichen kleinen Ausbrennrost ias 
Brennstoff unterhalten wird. | mit der auf too bis goo*C rekuperativ, haupt- 
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sáchtich durch die Yerbrenmungswärme der Lej- 
chenteile, erhitzten erforderlichen Verbrennengs- 
luitmenge exotherm verbrennen, wobei die sich 
bildenden Verbrennungsgase von oben nach unten 
durch den Ausbrenntost abströmen und sich zwecks 
vollständiger Verbrennung der Rüchtigen stand- 
teile mit unter dem Ausbrennrost zugilührter 
heißer Verbrennungsluft mischen, und дай die 
Verbrennungsgasc unmittelbar in den Rekuperatar 
geleitet werden, in welchem sie ihren Wärme inhalt 
an die Verbeennungsluft abgeben, то dall die Ver- 
brennung Ош weiteren Anfwand ап Brennstoft 
unterhalten wird. 

2. Ofen zur Verbrennung von Leichen, kadavern 
und Teilen davon mit rekuperativ erhitzter Ver- 
brennungsluíft mit unter dem  Balkenrzost einer 
Мана beändlichen abklapp- oder einfahrbarcm 
Ausbrennrost aur Durchführung des Verfahrens 
nach Anspruch r, dadurch gekennzeichnet, daD 
der Balkenrost nur aus zwei Balken besteht und 
über einen Trichterboden angeordnet ist. dessen 





Böschungsflächen zur Beförderung der Sarg- und 
Leichentiile auf den aufklapp- oder einlahrbaren 
Ausbrennrost dienen und daB über dem Ausbrenn- 
rost Zuführungsöffnungen für die Erstluft und in 
dem Raum unterhalb des Ausbreennrostes der 
Verbrennungsgasabzug in den Rekuperstor, cin 
Hiiluftgzisbregner zur zcitweisen Beheizung des 
Bxkuperatoes und Öffnungen zur Zuführung von 
Zw itluft angeordnet sind und sein Boden сілеп 
ebenfalls abklappbaren, entsprechend der fort- 
geschritterun Verbrennung. kleineren Ausglührest 
bilder, zu dem ebenfalls Hısßluftzuführungsöff- 
nungen führen. 

3. Ofen nach Anspruch 2, dadurch gekenn- 
zeichnet, dal der Feuerraum mit einer verhältnis- 
mäßig dünnen Auskleidung von geringer Wärme- 
kapazitir ausgestattet ist und von einer starken 
Isolierschicht umgeben ist. 


Angezogene Druckschriften: 
Deutsche Patentschrift Nr. 669 645. 





Hierzu ı Blatt Zeichnungen 





a5 


qa 


3 


4р 





Document 160: continued. 











+ 


сл с 


Z 


a 








m 


C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART2 
oi 








K1.24d Gr.i 





Zu der Patentschrift 8 6 1 7 3 1 





252 





3: 
5 
5 








Document 160: continued. 





253 








С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


КІ.244 Gr.1 


Zu der Patentschrift 8 6 1 7 5 1 


2. 7 








Document 160: continued. 











254 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART2 





ABFALL-VERNICHTUNGS-OFEN 


| 














Document 161: Maschinenfabrik J.A. Topf & Söhne, Erfurt, “Topf Waste Incinera- 
tor." Promotional brochure of 1940. Source: КАТА, 502-1-327, pp. 161-164. 
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TELLER VON TOPF-ANLAGEN ZUR ABFALLVERNICHTUNG 













Krankenhaus Friedberg Chirurgische Universitatsklinik Heidelberg St-Hedwigs-Krankenhous Berlin 
Heil. und Pflegeanstalt Frankenthal Krankenhaus Neustadt/Haardt Chirurgische Universitatsktinik Heidelberg 
Krankenhaus lImenau;Thür. Kreiskrankenhaus Schweinfurt Mercedes Biromaschinentabrik Zella- 
Rotes Kreuz Athen: Griechenland Krankenheus Harburg Meblis 
Universitàtsklinik Gottingen Universitatsklinik Leipzig Reichsbahndiraktion Erfurt 
Heilanstalt des Johanniterordens Sarge? Karl-Olga-Krankenkaus Stuttgart Meerel С, Bolle, А. G., Berlin 

Harz ! Staat, Frauenklinik Dresden А Burghatet „Kyffhäuser“, Bad Franken. 
Lungenheilstatte Ramhild Städt. Hautklinik Bremen ; hausen 
LungenheilstáHe Bad Berka Landeskrankenhaus Coimbra/Portugal Rothenburg ,Kyfthduser’, Bad Franken- 
Stadtkrankenhaus Eisenach Ruhrknappschaft Bochum hausen , 
Elisabeth-Krankerhaus Frankfort/Moin St. -Joseph- Hospital Wuppertal -Elbarfaid Rathsfeld „Kyffhäuser”, Bad Frankenhausen 
Stadt. Krankenhaus Erfurt x . Fichtei & Sachs, 
Kreiskrankenhaus EIN ZEUGNIS Schweinfurt 

Sondershausen Primus А. G, Slockhoim- 
Landesheilanstalt Stadt- : "a m P ^ Emingen 

rada А 5 ierfeud фай : M. Schaerer A. 5, für Peru, 
Kronkenhous Lucken- ^o Staate Siten ` Bern 

walde für Жийрен * А - Oberpostdirektion Erfurt 
Städt. Krankenhaus Erfurt ке кшй wor er: Oberpostdirektion 
Krankenhaus Fürsten- ———— гет тері Ni en Erud, Pasing München 

walde co VES P x А 2X M Öberpastdirektion Berlin? 
Katholisches Krankenhaus u Thr Schreiben um Überweisung dar Strass für don Ofer Tempelhof 

U^ арра do an die амалро 5-4118 Bit Лау Mitte us I4fchl&u- ren 

Erfurt nigang neltsrgernben, Ach benkätige homo gerre, дай wir mit NeumnyerA,&,Nörnberg 

KrankenhousDelmenharst der Arbeilewelse das тол Jhnen nintellien Kndavorvarnichkungs- Kobelwerk Reinhagan, 
Гата dibr zufrieden wind. Din Евфгиағ varbtérëer ап 

Evang. Krankenhaus il дй NEEN Ekel Leriehntalistipingen rivi Wuppertal-Rensdert 

Oberhousen Ма Aart siat nufgarsatan. EES Я Lond- und Seekabelwerke 
Kreis-Krankenhaus 1-12 Beek Un M А B i К : K&ln-Mippes 

MilbitziGera Ute, 20° Kupfer und Drahtwerke 
Städt.KrankenhaysAthen? . 3 ` А . gs Osnabrück 

Griechenland | Oberposttirektion Кагы 
Medizinische Klinik E ruhe ` 

Heidelberg E А Telegrafenzeugamt Berlin 
Friederiekenstift Hannover $ - ‚ёш. Schlachthof Erfurt 
Krankenhaus Passau Seege Я ФапН. Veterinar Unter- 
Knoppschoftskronkenhous ж DI с оул suchungsamt 

Eisleben Landsberg ^W. 
Kreis-Krankanhaus Annabergi Dresden Kreiskrankenhaus Eschwege Staati.VeterinárUntersuchungsamt bei: 
krankenhaus HafjBayern Chirurgische Universitälsklinik Tübingen Gaswerk Elbtal, RadebeulDresden 
Sanotorium Sonnenblick Marburg luitpold Hospital Würzburg Stantl, Veterinär Untersuchungsamt 
Landeskrankenhous Meiningen Städt. Beteiebswerke Hannover Frankhurt/hAain 
Kraiskrankenhaus Hameln ` Kaappschaftskronkenhaus Bochum Georg-Speyer-Haus, Fronkfurt'Main 
Landeskrankenhaus Rudolstadt Städt, Krankenhaus Erfurt Schlachthof Fravenfeld/Schweiz 
Landeskrankenhaus Getha Ап verschiedenen Standertlozeretten Stootl, ¥eteringr Untersuchungsamt 
landeskrankenhaus Р&ёйпеск 14 Stück Potsdam 
Koisec-Wilhelm-Institut Beriin-Dahtem Universitatsklinik Coimbra;Portugal Staatl, Veterinär Untersuchungsamt 
Vinzenzkrankenhaus Berlin Badische Heil- und Pflegeanstolt Emmen- Königsberg Pr, 
Knoppschaftskrankenhous Legpofdshall- dingen Siontl, Veterinar Untersuchungsamt 

Staßfurt Schleiflheim 
Landesversicherungsanstalt Weimar für Staatl, Veterinár Untersuchungsamt Berlin 

Bad Colberg Зоні. Veterinär Untersuchungsamt 


Heil- und Pilegeanstalt Eichstedt Nürnberg 





MASCHINENFABRIK 


J. A. TOPF & SOHNE . ERFURT 


FEUERUNGSTECHNISCHES BAUGESCHAFT, ABTEILUNG OFENBAU 





Document 161: continued. 
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ТОРҒ 
ABFALL-VERNICHTUNGSOFEN 
HIT ала - OEL -ODER &ORBFEUERUNSDS ТҮРЕ АМ 











Document 162: TOPF gas-, naphtha- or coke-fired waste incinerator, model AV. 
Source: www.topfundsoehne.de. 
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Ш. ТОРЕ, Correspondence with the SS 





ЎР lien Batterien ACL, Maul hausen 


J А. Topf & Söhne 
Erfurt 


Л 58173 










1 "^ 2 | Бен ті riang 
| tal | 
(|| 19 
= e т 


i 
ER 1 











Document 163a: J.A. Topf & Sóhne drawing no. D 58173 of 6 January 1941 coke- 

fired “single muffle cremation furnace” for the SS New Construction Office of the 

Concentration Camp Mauthausen. Longitudinal vertical section; Source: BAK, NS 
4/Ma 54. Numbers added by the author. See text of Part 1 for details. 
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Document 163b & c: as above. Top: transverse vertical section through the smoke 
flue; bottom: horizontal section at the height of the grate. Numbers added by the 
author. See text of Part 1 for details. 














E said uaa 
vallstandiger KezaelhBusar 
Verbesserungen и, WmSeuren 
be nicht wirschaklider 


DQampieneugung 


Abtellung DI 
Wormewiraghattliche Unter. 
suchungen undbachmönnische 
Beretung. 

к] 
Eiger-Herstellung und Lele 
sung Mrallicher wörmelechn. 
Anlagen. Apparate und Yor 
итде 

Tapf-Spezial-Feuerungan Гое 
alle Brennstoffe; Sleinkohle, 
Braunkohle, Schmeikots, Torf, 
Söogespäne, Hol; ww, 

Yollmechentsche Topf. Roste 

Halbmech, Topl-Feuerungen 

Topf-Wurfbeschicker „Байың“ 

ToptSpesial-Reanabe 
Feuetungsarmatusen 

Olfawerungan Für оле 
industrielle Betriebe 

VarwBrmer, Lufterhiter, 

Dompfüberhiger, Flugascha- 

Ausblaas-Verrlchtungen 

Zugverstörkungsanlogen 

Einmautrungen von Compl- 
keueln von Industriellen Feue- 
rungen bis zu den größken 
Abmessungen usw. 

Industrie-Schornsteinbau be zu 
den größten Abmessungen 
Schmiedeelserne отете 


Industrie Henbau zuräbfalver- 
richtung, Mülberbrennung, 
Kobeberwertung Verciadiung 

Feuerbestattungs-Elnelch- 
tungen mit moderner elek: 
lescher- oder Car Babezuag 
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J. A. TOPF & SOHNE 
MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 
60 JAHRE 
UNSER. A безе? ERFURT 


POSTFACH 532, 
FABRIC UND VERWALTUNG 
DREYSESTRASTE 71; 


zum 


DRAHTWORT 
TOFFWERKE ERFURT 
ELenaur 

жіг5 2526 2527 фур 


UNSERE ABTEILUNG: 
D/Prf. 
ANGEBOT Nr. 


40/1159. 


HAUSAFFARAT Hr. 


123. 


DATUM; 


6.1.41. 


Kosten-Anschlag 


Titl. п 


heichsführer 58, 
Hauptamt Haushalt п.Зацтеп, 
55-Neubauleitung EL 


Mauthausen, 


Bam i koksbeheizten T o p $ ~ zinüscherungs- 
ofen mit einer zinásoherungsirammer 


wahlweise: 


1 koksbeheizien T o p f - Einäscherungs- 
ofen mit doppelter Einäscheringskamzer 


1 Т o p f ~ Baugzug-Anlage 


качак: PLE, ез. 
A 


Gih: D 


Die блегіз еи Por degennzsec ite Anlagen ТОРЕ 
hat Zehnteusende von TOPF-Feverungen geeiert, 
Hervorragende sechzigjährige Speziolerfahrungen. 

Eigene Versuchsstotion und feuerungstedhnisches Laboratorium. 
Untersuchung von Brennstellen, Äsche, Speisewosser. 
Eigene Lehrheizer, 








Document 164: 


“Cost estimate,” by J.A. Topf & Söhne of 6 January 1941 for the 


SS New Construction Office of Mauthausen Concentration Camp regarding a sin- 
gle- or double-muffle coke-fired cremation furnace. Source: Bundesarchiv Ko- 


blenz, NS 4/Ma 54. 
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LA ТОРЕ & SOHNE 2. Blatt des Kostenanschlages vom 6,1. 41. 
ERFURT 


"P tar „authausen, 














Gegenstand der Veranschlogung 








Lieferung eines koksbeheizten 
T o p f - Einäscherungs-Ofens mit 
einer xuffel und Druckiuft-Anlage, 













wozu folgende Arbeiten und Lieferun- 
gen gehören: 






Fundament zum Ofen und Kauchkanal 
müssen bauseitig nach unseren Anga- 
ben chne Kosten für uns durchge- 
führt werden. 






Zum wauelwerksmantel Ziegelsteine, 
Sand, Kalk олі Zement, Die besten 
Steine werden zur Verblendung her- 
ausgesucht. | 






Das erforderliche Schamottematerial, 
bestehend aus Normal-, Form- und 
Keilsteinen und lonolitstanpfmasse, 
sowie dem dazu gehörigen „örtel. 







Zur Isolierung des Ofens die erfor- 
derlichen Kieselgursteine, Schlacken- 
wolle und Kieselgurmörtel, Н 






Die schmiedeeisernen Verankerungs-Ei- 
sen, bestehend aus T-, U- und Winkel- 
Risen, Ankern, Schrauben und Mut- 
tern, 











Die guß- und schmiedeeisernen Arma- 
turen, wie: 






schmiedeciserne Xnffelabsperrsenie- 
ber-Einbindung, die mit Monolit aus- 
gestampfi wird, einschließlich den 
erforderlichen gußeisernen Rollen, 
Drabtseil und einer Handwinde, 


gußeiserne Luftkanalvérschlüsse, 
gußeiserne Ascheentnahnetür, 


gußeiserner Generatorfüllschacht- 
verschluß, 


schmiedeeiserne Aschebehälter, 
gußeiserne Feuertür, 


schmiedeeiserner Planrost aus Vier- 
kantstäben mit nost-Auflager, 




































Document 164: continued. 
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J. A. TOPF 8 SOHNE 


ERFURT 


ia Mauthausen, 


7, Blatt des Kostenonschloges vom 


6.1.41, 








2). d 





Yahlweise; 


Anzahl 


die 


" 


Gegenstond der Veranschlagung 


erforderlichen Schürgeräte, 


Druckluft-Anlage, bestehend aus 
dem Druckluft-Gebläse mit 1,5 F5- 
Drehstrom-liotor, direkt gekuppelt, 
und der erforderlichen Rohrleitung, 


schmiedeeiserne Leicheneinführungs- 
Vorrichtung, bestehend aua dem Sarg- 
einführungswasen und den erforder- 
lichen Laufschienen, 


montage des Ofens. 


Monteurgestellung zum Bau des Ofens, 
einschlie@lich Reisekosten, Tage- 
gelder, einschließlich der sozlalen 
Abgaben, 


Freis Fos. 1). 
Kennziffergewicht: 1 750 kg. 


koksbeheizter Т о pf- Einäsche- 
rungs-Ofen mit Doppelmuffel und 
Druckluft-Anlage, 





wozu folgende Lieferungen und Arbei- 
ten gehören: 


Fundament zum Ofen und Rauchkanal 
müssen bauseitig nach unseren Апра- 
ben ohne Xosten für uns ausge- 
führt werden, 


Zum wauerwerksmantel Ziegelsteine, 
Sand, Kalk und Zement. Die besten 
Steine werden zur Verblendung her- 
ausgesucht, 


Das erforderl iche Schamottematerial, 
bestehend aus Nermal-, Form- und 
ÉKeilsteinen und &onolitstampfmasse, 
sowieden dazu gehörigen airtel, 


Zur lzolierung des Ofens die erfor- 
derlichen iieselgurateine, Schlacken- 
wolle und £ieselgurmüórtel. 














Document 164: continued. 
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LA ТОРЕ & SOHNE 4, Blatt des Kostenanschlages wm 6.1.41. 
ERFURT 
Kr к Mauthausen, 







































Gegenstand der Veranschlagung 


Die schniedeeisernen Yerankerunss-£Ei- 
sen, bestehend aus Т-, U- und Winkel 
Eisen, Ankern, Schrauben und kut- 
tern. 


Die guB- und schmiedeeisernen Arma- 
turen, wie: 


guGeiserne Einführungs-Türen mit guß- 
eisernen Rahmen. Die Innenseiten 

der Türen werden mit Konolitstampf— 
maase ausgeatampit, 


gußeiserne Lnftkanalversohliüsse, 
gußeiserne Ascheentnahmetiiren, 
gubeiserne Generatorfülltüren, 
schmiedeeiserne Aschebehälter, 


schmiedeeiserne Hauchkanalschieber- 
rahmen mit Zonolit ausgestempft, 
einsehlie&lich der erforderlichen 
sollen, Drahtseile und Gegengewichte, 


erforderlichen Schürgeräte, 
gabeiserne Feuertüren, 
£flanroste, 
Drückluft-Anlage, bestehend aus dem 
Dxuekiuft-GeblZse mit 1,5 PS-Drei- 


sirom-uotor, direkt gekuppelt, und 
der erforderlichen kohrleitung. 


Montage des Ofens. 


lonteorgesteilung zum Бап des Ofens, 
einschließlich der Reisekosten, Tage- 
geider, einschließlich der sozialen 
Lasten. 


schniedeeiserne Leichene infiihrongs~ 
Vorrichtung, bestehend aus dem Sarg- 
einführunzswagen und dem schniede- 
eisernen Verschiebewagen mit den er- 
forderlichen Laufschienen, 


Freis Pos. 2), 
Kennziffersewicht: 2 боо kg, 

















Document 164: continued. 
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J. A. ТОРЕ & SOHNE Б, Blot ды бының vom 7,47. 
ERFURT 


"әр fü Мац}һацнеп, 




















Gegenstand der Veronschiaguag 





з), T o p f - Sangzug-Anlage 


für са. 4 ooo cbm Abgase, beste- 
hend aus: 


1 Saugzug-Gebläse mit 3 PS-Drehstrom- 
Motor und Anlasser, mit dem erfor- 
derlichen Saug- und Druck-Stutzen und 
einer Пгенкіарре, die den Saug- von 
Druckraun trennt, 


Preis Pos. 3). 








Unserem Monteur müssen während der 
Bauzeit zwei Hilfskräfte, ohne Ko- 
sten für uns, zur Verfügung zestelit 
werden, 















Ііві,Зей,А4. 60.6.40. 1 ооо, L 0204. 














Document 164: continued. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 269 


Tram ee E аа 


Fahrbarer Verbrennungsofen 
System „Topf“ 


Der machete Ваа Бъ оь еа 
(on ma Фаг сатамын, 
мдын ss don некеш be. 
de ef ылгын Пай es das Fir 
rima aha kr чанрын 
wardes Lama Des Cum Ий bes 
werner Bir Саръ неа Era 
алы) Ұтамыз ің weh Dez 
pa њав ҺЫ, da Ja dee 
Наарын an Т.дан gr 
ШП Wirk шы жанны 
red kinn, obre азы ыг rmi 
wed га Bae paar. 

De “ағар doses Ort, мі 
kelir uml kapara Бәсе. 
hejmis adds Hedes, 
тебе Маа usd тайы 
Fakepeuall Der Көзе! тый 
rn т la Заан" 
тайт аара зен Н, deg ртт 
nag аннга зр. Гане Он 
мая zech вәл CH- шый Gë: 
тастық piihia е Де 


D ж 


Ят ааа і echoes 


J. A.TOPFZSÖHNE ERFURT 


MASCHINEHFADRIX U, FEUVERUHOSTECHMISCHES DAUGBESCHAFT 
Fösärsagslschalachen һарағайағіне | Eigans Манаа ра ваа 
Va Fa Fe Be BERE. Dihi, Phas Бай 






























































Document 165: Mobile cremation furnace system Topf. " Source: 
www.topfundsoehne.de. 
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Document 166: TOPF naphtha-fired mobile cremation furnace. 
Source: www.topfundsoehne.de. 




















Document 167: TOPF naphtha-fired mobile double-muffle cremation furnace. 
Source: www.topfundsoehne.de. 
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] ` Р F T т т үт шу. 











Expedition | Versand | Fakturist | Comm. Buhh. i . Kontrolle ! Mantagebureau Kalkulation | 
| па. } | | 
i 
|]. А. Topf « Söhne Auftrag Nr. 40 1263 
Maschinenfabrik 
EE Eeer Der Reichsführer 55 , Hauptent Taushelt und 
Tr Beuten , 55- Neubauleitung F.L. Keutheusen ` 
Erfurt тоты б лант SE с, 


else зә, ann Ө Kautheuse n/Oberdonen 


А ; Hierdurch deilen wir Ihnen mit, daß wir heute folgende Sendung 
“аш den Weg brachen: р. ПОСЕКАО — Eilgut nah Station: 


` E WW t. Georgen Meda. Gusan. d Oberdonau. ап Lager Unterkunft. 








34i ^ Cusen. 


-| SL, Tr, 34512 Stuttz, J. A. Top й 


Versan 












Gewichte in kg 
Gegenstand 





Reto | Brutto 










| fahrberor Sindecherungs)fen mit 
аап _ 2833 2833 
Bobra 


Hesltranb 


Bleshrohr 12a d .mit 2 Krüzmern 8,5| 8,5 
wegl. ы 10,5) 10,5 
gen fur dia Coblise-Sietion шїї | 637 1697 
goblnsen. 120/900, 180/300 u. | 
oo E. ваја: 8.01. Yotoren 5,5,Р8 
ALPS. 2801, oT. 





сейтезге 120 d ul 1l 
SlLoebatoatazen 2830/4358 43, 

schekesten................ AS. 13 

ишан ess : m -- bertrag = А P ah 3572,5 











Document 168: Bill of lading of 12 December 1940 to the SS New Construction Of- 
fice of Concentration Camp Mauthausen about the parts for a TOPF naphtha-fired 
mobile double-muffle cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 


54. 
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Ei.zelliste Mr. 


Js 


Auftrag Nr... 








; Signum 


е DA AJ AS, 


Helirana 











-| 97644 1]. 


Ап der 
Fabrik- | Verpakung 
Mr. [кшщн- 

zahl 








26786 












Gewichte in kg 


Ше Gegenstand 


Мейо | Brutto 


ы 22222222122 .3973,5 


47,5 47,5 
Al AL 


.|Rahren. nit uollen ..zur.rinführunzs 
Lzortiehtung nun oo 












.|Linfehrungsrenne........caanaeuu 
4. Ge... Seuer tren. 350/280... 
-|Ge..Luftksnalverschlüsse.. 108/128 
Vierkenteisen..._30/20.,..600..18...... 
desgl...S4o-1g... ce id 








JLëschetutzen — 
-ikon..Blechrohr. — 


KI Qn. Aebestëdstten. |. put 





Eg. Schleckenrolle.. 






E ысымы Ша esL 0,8 


4 


-[div.-Dich tungen... ИЕ от 














Document 168: continued. 
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2.13 





J. A. TOPF & SOHNE 


MASCHINENFABRIK 


SELDVERKEHE 


kEICHFBANE- 
SIEGLONTO eu 


DEUTSCHE BANE EEFDE 
DRESONER BANE, ЕРЕ 


FOSTSCHEC KONI 
ERFURT 1202 






19 РЕВ Sa 


K. L. f aurhausen 


ad e 


ТІ DT far AAN uat 
Rechnüng - пг. 8 41/107 
An den : 
іш Haren Reichsführer 5.5. ыны D 


Haushalt und Bauten 
Berlin - Lichterfelde - est E 


+ 


DRAHTWORT 
KORFWEREE ERFURT 
FERMRUF 


maus зым Au en ING 
"CODES 


туй, MOUSE CODE 
ARC CODE 
STAUDT а HUN OILS 


ERFURT, 2« 1942 


POSTFACH Siy 
FABRIE UHD VERWALTUNG 
BREYT3ESTEASSE 2 


Fol. 79/66 


оон 
schr. 










a 


betr: Konzentrationsiager Kautkaus 


Läef mag eines fahrbaven Tiaäsche: 
ungsofens mit 2 Suffer, bastehend 
aust : 

. üem schmiedeeis. Ufenmantel mit 
‚Unterstützungsgdrist und Rollen- 
gestell, schniedeeis umlegbaren 
Schornstein von A m Höhe, Sang-. 
'zuganlage, Üohamottesusmauerung 
und Isoliefıng, den puss- und 
schziedeeis, Ofenarmaturen und 
Ger Oelbrenneranlage, im übrigen 
1t. Beschreibung ia uns, Kosten- 
anschleg von 23.2.1950 
Anbau von swel Koxszeneratoren 
en den Zsurberen Toppelmffel- 


| 
| 
| 
8,9504-- 
| 


üinäscherungsofen und zwar: 
Lieferung von: 


1.000 Schamotte Normal- und Kell 
steinen 5.K. 34 


Soo kg Scharotte-iörtel 


380,—— 
9.529-- 





Hieron enflen ARE .... 
aut Frot md Wersicherungen 8 pr 
4 des 0 SO. 


libertragi 
= 2 

















Document 169: Invoice by J.A. Topf & Söhne of 5 February 1941 for the delivery 
of one ТОРЕ naphtha-fired mobile double-muffle cremation furnace to the SS New 
Construction Office of Concentration Camp Mauthausen. (Rechnung Nr. D 
41/107). Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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LA Topf & Söhne 3. Blatt der Rechnung vom 5.2.1991 Ne, 107 
Erfurt 


CH kirden Herrn 3eicusführer 5.5., Berlin - Lichterfelde/kest 


Auftrag 
Nelo D 


264 





460 Isollersteinen 
Zoo kg Isoliermürtel 


20 zchmiedeeis. Vierkantstäben : | 
mit Auflagereisen für die Gene- ! i 
ratorroste | 


^ gusseis, Luftkanalverschlüsserd 


Anderungesrbeitcna an der schnie- 
deeisersen Ummanteluns des Ofens 
und an den Verenkerungseisen 
Verpackung und Frachten rei i 
Mauthausen, Cen, uns, і05сепзп- Н 
schlag vom 1.10.1940 к 1o.114,— 
Gesteilung unseres Wontórs willing f 
in der Zeit vom 26,12,40 bis 4.2.41 | | 
zum Anbauen der Generatoren lt. be~ 
scheinicten Tagelohnzetteln | | 
31 Relsestunden а 2,-- : 
269 Arbeitsstunden а 2,-- | 
48 x Überstundenzuschlag a -,50 | 
38, х Sonntagsstundenzuschlag a 1,-- 
29 Tage Auslösung а Pp 
Reisegeid Erfurt-Masuthausen-Dachau 
Auslagen, Werkzeugtransport etc. 





521,90 








. 10,655,408 


кш жэ шш mra meme си === 


durch; 5.5, Neubauleitung h.Z-Lw* 
Hauthausen, X ws 














Document 169: continued. 
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Fig. 49. = Camino (Ing. Pellizzari) а tiraggio meccanica 
con wenillalore centrifuge, 
(In funzione Società Uva а Bagnoli). 











Document 170: Forced-draft chimney with centrifugal fan. Source: A. 
Cantagalli, Nozioni teorico-pratiche per i conduttori di caldaie e genera- 
tori di vapore. G. Lavagnolo Editore, Turin 1940, p. 90. 
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1 IO & SOHNE ` 


I MACHINENFABRIE "NB "ча INOSTECHNISCHES 257, ap 





төбетті a ft tu, Bauten 
t Erssnuleitung Buhenmeid 





DATUM; 


21.12.1939. 


T | 
= 
T dn die su ue 
gere igang ‹ ы. : 
Laizar: ; 
L | Е ; 
Rinüsoherungs-Ofen m1%_Doppelmffe) 
uft- ' 
М 
Aprel Prf/fa. ` 


Die Sperioliuheik für Isumungeischnische Anlogen ТОРЕ i 
hot Тайата von TOPF-Fausrungen gelielert, i 
Eigene Уйтакһайобов und Isuerungstschnuchee Laborokatum. ! 
, Боке Мше. 1 








Document 171: 


“Cost estimate” by J.A. Topf & Söhne of 21 December 1939 for 


the SS New Construction Office of the Buchenwald Concentration Camp regarding 
a coke- or naphtha-fired double-muffle cremation furnace. Document NO-4448. 
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А. Topf A Söhne Be е det Кашаган, vom 11.17.59. 
Erfurt 


BOO nmm No- gyet 


bg m Oeganıtand der Varanichinguang ШЕШ 


Ein dl- oder koksbehsister Zinlache- 
rungeofen- uit пеоакта клад аде CT? 
deng : ais TEL age, 
bieren gehören: 


Der Mauerwerkruantel, bestehend aus 

normalen Siegeleteinen, wovon die 
eaten Steine zur Verbiendung des 

Dfens hersusgesucht werden, ein- 
gGhlieBligh dea erforderlichen Zement 

kelkes und Sanies, das Schamotteus- 

terial bestehend gus Normal-, Form 
па Keilsteinen, der Monolit-Biampf- 
азе und den Sahaaottestrtel, 


ineagesemt са. 10 200 kg für Schanott 
Material. 


Die eokmiedesisernen Verankerungs- | 
eisen, bestehend aus T-, U- und Fin- j 
keleiasn, Ankern, Sohrauben und 

Muttern, 


insgesamt да. 800 kg. 
Die gul- und schmisdselsernen Arma- 
turen, bestebend ausi 


2 [яек eisernen Zinführungstüren 
mit guleisernen Hahmen, die Innen-' 
spiten der Türen werden mit Nopolit- 
masse ausgestampft, 


T gußeisernen Asoheeninahmetüren, 
з |guieisernen Luftkanalversohlüseen, 


1 penu Rauchkamelschieber in 
uftdioht schlisdender Führungshülse 
laufend, einschließlich Zellen, Draht 
aeil und Gegengevicht, ` | 


2 |Stüok schmiedenisernen АвсһезеіШ1%6 
Die erforderlichen Sohürgerlie. 
4 Immökluftgeblise direkt gekuppelt mit 


einen 1,5 PS Drehatrom-Moter und die 
erferter ohe Robrlei tung. 








Document 171: continued. 
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ER | Шая de Колага Мары vom 
Erfurt 


11. 





a uU " MM ыш 





Divrenner-Anlage,s bestehend аш ` 
Stick Ülbresnern von je 6 bis е мл 
tiok Absperrventilen, i ` 
Eiüock Handflügelpumpen, аа” R 
Bttiok Windaruckwsssern, `". "o 
DrooRluftgeblüsa ait einen Sf m- 

: oter, direkt gekuppelt, 
er erforderlichen Ol-fu- und esto 
Reufleitung, 
Sven se іле 250 liter DA | 
ohnledeeiserne Leicheneinfuhrungs- 
orrightung. | 
] өшілденісіе ға. 1325 kg. 2 
Mentece 46% Ofen: | f Co 
Die Menteurgestellung {3 Hann) pas 
Bau deg Ofens einnahlisslich der se- 
uislen Abgaben, Omar und Reise- 
Кой» AL. 
ту einen Ingebieurs sur Ben 

<rolle und Inbettiebasbne Asa 

re 
Frsshten und Anfuhrkosten frei ar — 
*eftastella Buchenwald. | 
Preia Fasiten І 2222952220 009 m. 1:753\— 


9» | 11. 12:9 


D No- e 


Gegenstand der Veranschlag ung 


1 А 
für en. 4000 cha Abgase nit 5 PE-D: ә ' 
strom-Meter und E ait Sang- 
und Druskstutsen und einer j 
610 den Saug- vom Drookrauw treant. 7 
Qesentgewieht oa, 260 kg | . 
Preis Peattien II ЕТТТ... Р. . 








Document 171: continued. 
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A fei & Stine 4. а ааыа ма Е NE 
Brtvn e : N | Е МЕ 
‘Fo. ee Oe he yP 


‚ |тваагев Konteuren müssen zn der 
Benseit drei Mann ale Eelfer ehne 
Konten ffir uns gestellt dan, Tür 





weighan "Z*, dis una bei’ Aufiragsar- . 
teilung sofort bekanntgegeben worden 


mus. 


Ideferungsbelingungen А. 
60.8.59. 000. Cv. 











Document 171: continued. 
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Document 172: Drawing by J.A. Topf & Söhne D 56570 of 21 December 1939 
“Naphtha-fired double-muffle cremation furnace” for the Buchenwald Concentra- 
tion Camp. Document NO-4444. 
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кет рүү 











Document 172а: as above, detail; numbers added; see text of Part 1. 
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32 
31 
30 























Document 172-b « с: as above, redrawn details with numbers added; longitudinal 
(top) and traverse vertical section (bottom). See text of Part 1. 
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Document 17 : Crematorium of the Buchenwald Concentration Camp (December 
1939). Document NO-4444. 
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Document 174: Drawing of the crematorium at Buchenwald (January 1940). Doc- 











итепі NO-4445. 
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== 5i ан 8 = 


1-7 








Document 175: Crematorium at the Plaszów camp. Number and date illegible. 
Source: www.topfundsoehne.de. 
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Bai 1" D 


£ ee ën 





des fj-0scha, Po 1 1 о kin der Fizenschsft als 


Sackhearbeiter für baupolizelliche Anze 





erenneiten, 


Am Schornstein des Erematoriums im Е.Б, Auschwitz 
hat sich der Yamineinband gelöst, Dieses ist auf eine 
unsachgemésse Ausführung, sowie teilwaise Überhitzung des 
Senornsteines zurückzuführen, Die Einbände sind nicht den 
Zweck entsprechend als Rahmen ausgebildet und sind des- 
halb unwirksam.Da der Schornstein bereits starke Risse 
aufweist, dis zwar äusserlich wieder verfugt, im hauer- 
werk meines Erachtens nach noch vorhanden sind,. besteht 
die Gerahr, dass der Schornstein bei swärkeren Wind ein. 
stürzen kann, Um unabsenbare Folgen zu varmeiden, titte 
ісп den Leiter der Zentrelbeuleitung veranlassen zu wollen, 
dass sofort Massnarmen zeiroffen werden, um die Mängel 
zu beseitigen. Debei wire zu beachten, dass alle Tinbände 
entfernt und durch Rahmeneinbände sath- und handwerksze- 
mäss ersetzt werden, 


Auschwitz, den 30-Mai. 1942 


(peset, 


#-Oberscharfünrer. 


Kenntnis genommen: 
m den 30.5.42 


LAL 


#Ustur.($) 














age to the chimney of Crematorium I at Auschwitz Main Camp. Source: RGVA, 
502-1-312, p. 64. 
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Standfestigkeitsberechnung Қ-А 
D “ MI 
eines gemauerten Schornsteins ЇЧ 
vonh 215 mHöhe über Gelànde und 2 r, =l, 20 m oberer Uechter Weite. 


Bauherr,  9nitralbauleitung der Waffen SS und Polizei іп Auschwitz 0/8 


Bauunternehmer: . ru 


Jager Auschwita 


Bauart: Damplikesselnummet ; 


Der Schomstein dient zum Betriebe einer Anlage. 


Berechnungsgrundlagen : 


Grundlagen für die Ausführung freistehendar Schornsteme DIN 1056, Blatt 1-2 u. DIN 1057 (Ausg. 1940). Erläuterung 
des Vordrucks in: Н. Jahr, Die Febrikschomsteine, 8. Auflage, Verlag Otto Hammerschmidl, Hagen +. W, 1940. 








+ 

E Abmessungen und Baustoffe: (voi. anliegende Zeichnung Nr. ' vem X la." ) 
B Schaft | 

M Schaithalbmesser | Innen ъ= 2,60, I Uslerar innerer Schafthslbmesser r . . —-90,8D,. 
is . an der Mündung | auhen Ry „9,84 т: Unterer йиӊегег Schafthalhmesser R . , =1,09 т 
€ Die Schaffháha hy `... e, m Die Halbmesserzunshme Ee 3 m Höhe beträgt Qa 04. 
E Mauerwerk: hy i2 m -Ziegel; Ziegel-Drucklestigk.: 2,186 Коуст; Mauerwearks Drucktestigk,: т 7 karem? 
3 Mauerwärk: h"g -Ziegel; Ziegel-Druckfestigk.: d, kg/em?; Mauerwerks-Druckfestigk.: 0, ‚ kgfemt 
$ laut beil. Prüfungszeugnis. Mörtelmischungsverhältnis: 7 — Raumieile Zement zu ~ ЁН. Kalk zu 22 Spy. Sand, 
а қ MauerwerksRaumgewicht: v, „1800 кеті; gröhte zulässige Druckspennung: SA sol I Ste 7 . Бегет, 
= Mauerwarks-Raumgawicht: ty = Қайт; gröhte zulässige Druckspannung: а, katcmd, 
Së 3 Sockel 

2% Höhe: hy = LET NEM р außen: — Gusdrat 

52 Querschnittstorm: u 

E Mauerwerk: ; -Ziagel i innen: EE 
3 Жедел Мез Кей: е, = 150 ЖҰ kg/cm*, MauerwerksDruckfestigkeit: Dä 7 kg/cm*; Mörtelmischumgs- 
gh verhältnis: ` RH. Zement zu 7 EH. Kalk zu * RH. Sand; Mausrwerks-Raumgewicht: + „1800 ‚kam; 
53 größte zulässige Druckspannung: ou 7 Ка!ет?, 

58 : Grundbau 

55] Fom dar Soblenitiche: IM; Tiete: b, Be © m; Вали: . Beton, Mischungsverhältnis — 146 , 
SS Mauerwerk: normal- Ziegel, Mörtelmischung = 14418 А Raumgewicht: Y „1800 Ка/стї?; 
5% gröhle zulässige Druckspannung für Mauerwerk: oj = lo kgfem?; desgl. für Beton: a, = 29 Котт, 
5: f Isoliermantel 

28 Höhen: 4,69 | ia = FRE m: -— А 
53 Wandstarken ee | 18 л} EC inus єт, ! «т, 000200 са, 
зі Baustoff: Normalzie; „ече! Raumgewicht: y Ice“ kg/emft. 

жі 

DEI 


 Erlüáutorung zur Berechnung des Schornsteins: 


1. Gewichtsberechnung. Das Gewicht einer Trommel fächaft- oder Sockelteil von gleicher Wanddicke] ist 
Gerd: rR riy Ка, 
wobei d die Wanddicke, z dia Trommelhöhe und Ra und ғ den äukeren oberen bzw. inneren unteren Trom- 
malhalbmesser bedeulen. Auberdem isl bei Kreisquerschnitt x oz = 31416, bei Achtecken x = 3,314, bei 
Luadraten x = 4,00 


2. Windlastherechnung. ist h fin m) die Schomsteinhöhe über Gelände, dann ist die Winclast, bezogen auf 


1 m? AchsschniBHache w= 120 + 0,6 h fin қалта). 
Ist ferner bei runden Schornsteinen п к= 0,57, bei оа n = 071, bei viereckigen п = 1,0, dann ist 
der gesamte Winddruck auf de Säule W = n - w - F und das Winddruckmament M = W ^ s, wenn E die 


senkrechle Querschnittlache und s den Abstand dis Schwerpunktes derselben über der betrachteten Lager: 
luge bezeichnen. 


Мгс, Auch auifagiweise, verboten. — EnButerurgeanm der sind enthalten in Jahr: Dia Fabnkchorsleine B. Auflage 194) 
Yarlag Ot Hommarschmigt, Hagen i Wert 


-- "7 02. DL NE 











Document 177: Static calculations for the new chimney for Crematorium I at 
Auschwitz performed by R. Koehler on 20 June 1942. Source: RGVA, 502-1-316, 
pp. 44-46a. 
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Rauminhalte und Eigenlasten 





Barei Ain des Schorn- 
меней: (chatt, Futter- 
abst, Sockel, Grundbau) 


v 











B 





ТІ m Zen Rauminhaft 
. B.: т (Re+ грім mi 
Léi. тіні A Ew I 





Abaatz I. 


Bockel 


Taolisrmantel 
Mauerv¥erk 
Schamott 








12xo,25(0,84«0,85) 


4х3хо,58(1,22-0,%о) 


4,08xo,l2x1l2' o 


Ge o8xo, 12х4 “+, 9xo,9xo ла» D RL ЈЕ 





хо; ;51х@). 


Fundanentbetoh $,6x5,60xl 


Insgesamt: 


































Gewicht 
dar ainzelmen 
Зерне іі 
In ko 





























Document 177: continued. 
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Berechnung der Fugenspannungen . C 


Für jeden Schomsteinquerschnitt ist h die Hohe des darüberliegenden Sehermsleinteiles in m." "е 
Für die Mündung das Schornsleines ist Ry = © Bam, „= 0,668. SC 





Säule über Fuge I .h-12 m Sdule über Fuge 





= 0,84 
el o ,84+0 ,85 )21800736 ,504 
125{0,84+1,09 )х12=2,895 








1. Gewicht G über der Fuge я in e 








2. Windlasl W in kg 








G 
a Der betracht, Querschi 


in m 





ы 9,45 


ы Zulässige Grane des. pal б, жн о9+о, Sen Ga? 


= zwaitg Kernweita е 























Ds а kleiner ізі als е, so ist die Bedingung erfüllt, dab sich die Fugen. wicht weiter als bis zur Schwerpunktachse öffnen. 


73. Pressung durch Eigengewicht L^] 55504 
"a m G c (F. 10000] in кагат 18800 























` 0,95 

а Hilfs- sw [11 L еш) = 4,01 
Spannungen 1. _ 

Sem eral- Dhont ео 

9. Gröhte Kantenpress, in kg/cm? 


с,45-о,42 2 


4,01r0,14(, a9-0,42) =4,0 





m 


а-қ)! 


a aor tele 


10 Zulässige Kanlenpress. in kg/cm? 

оа = 040 > Sya H OAS H с,4х7ғо,15х12 
Säule über Fuge II,h= ӛт 
Unterer äußerer Halbmassar кі inm dio. о4х35%2,18.26) = 1,58 


= 0,90 


= 4,66 













Für nabanbezalehn. Schornibelnleile iat | Säule über Fuge ah- m 













| метке = een 


16753»3х(2895%695)-20479 


в. Zulässige Әке des дина Маден | 
7 zweile Kemweite а 





















Da a kleiner ist als e, so ist die 4. елші, Паһ sich c die Fugen | nicht weiter als bis zur Schwerpunktachse eth 


7. Pressung durch Eigengewicht Ae 55910 
ар = Q idF. 10000] in kgíem? 53200 = Lef 


1 «620142245 SE 
9148 


=a P -ilja «6201-56455 ods 

9, Grähte Kantenpress, in ka/em* 
" takt? 
tech) 


10. Zulässige Kanlenpress. in kafem® 
2, = 040 ` Seat ish 























8. Hills- je = [i 2) 
spannungen 
in Баста 


9 













5,49— а,45,2 
5,3860, (7 ol-o, 45) = 
















4051045 











Document 177: continued. 
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Beanspruchung der Grundbauschle 
Tiete des Grundbaues hy = 2,60 
amarkungan.- 
Durchmesser der runden oder Abstand zweier geganüber- 3.6 
liegender Seiten der eckigen Grundplatte D = a o 2 m 
Е ej 
1. ‘Flèche der Grundbauschle F. = -— s 12, 96 


m 
ІпһаН des Grundbaves V, = e e 20 „16 2 obn Der Grundbau bestaht sus dem In- 
i i . Һай» dar Bodenplatte und dem Ir- 
" halla der Pyramide oder Stilen ab- 
fDglikh der &ussparungen. Der In- 
= Schaftgewicht E hall der Pyramide lat = i h^ [87 
i Leergawicht _ -= Ron м2), wenn h” dia Hohe 


» der Pyramide, Ry und rj dis Halb- 
= Inte-Behälter gefüllt) — m = massar der ainbsschrlabenen Kreise 


BE Wax Und toben schier 
17.406,= — zchniles der Pyramida sind. 


Sackeigéwicht =, 
Isoltermantel = 


Са = Grundbaugewicht =. 





Ge 


2 Gesamt-Schomsteingewicht ЕС- 


3. Windmomert, bezogdn auf die Grundbauschle $ . Ist W = Windtast und М = Wind- 7 


w,-26.499:8,6(2,8054698)  — титаннан ina 


Moment auf dia Sockalsohle, ze in 
. MET k das аш а Cyundbausohla wlr- `` 
ыы Kéi ^ : kenda Windlastmoment 
4. D ch itte ist: EOS М-ы Tt bs DN LW 
; Der Ausschlag des Druckmitelpunkies von dar Mitte ist: Ны der Schomslein kainin Sockel, 


an ~ Me 55.815 so is 
d 56 7111,647 ETE қ 5 Me = + bm 
5. Die kleinste Kernweile der Grundplatte ist: Dia klainzte Kernweile der Grond- 


malta baiz3gl bei: 
k = 9 118х5,6 дәмі. Form ky 0,118. D 


achteek. „ ke 0132.0 


| under — be 0025, О 
, Da а, << ky, hebt sich die Grundplatte nicht vom Boden ab! . 


5. Beanspruchung durch Eigenlasi: 
_ _ Gink) 111,647 
%- Fin ath 10000 — 129.6500 
7. Randspamnung an der Windschattanggites o 
ts = (1 + 2) = °,86{1+о, 2) | TE 


Art des Baugrundes: 











Zulässige Bodenbeanspruchung: б, 


Erklérung 


Bauherr unc Bauausführender übernehmen dis Gewähr dafür, dah die in der Standfestigkeitsberechnung einge- 
sehlen Gewichte mit der Wirklichkeit übereinstimmen und die zu verwendendan Baustoffe hinsichtlich ihrer Güte 
und Fähigkeit unseren Angaben entsprechen und technisch richtig angewandt warden. 


Hyslowitz Sp, dun) 


‚Чеп 
Der Antragsteller: Der Bauunterréhmer: 


f 
Sng. Robert geed 
"seamen LA.» 


Mystowit 














РА —Á PP 


Document 177: continued. 
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Document 178 (top and bottom): Document 178: Drawing by R. Koehler of the 
new chimney for Crematorium I at Auschwitz for the Central Constrcution Office. 
20 June 1942. Source: RGVA, 502-2-23, p. 17. 
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Document 179: Drawing Бу R. Koehler of the Йие ducts to the new chimney for 
Crematorium I at Auschwitz for the Central Construction Office. 11 August 1942. 
Source: RGVA, 502-2-23, p. 18. 
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Document 180: Summary of labor performed during the construction of the new 
chimney for Crematorium I at Auschwitz Main Camp (Schornstein-Krematorium 
BW. 11). 7 December 1942. Source: RGVA, 502-1-316, p. 5. 
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Siten, Nr. 40 Do Hi, 


Bericht 


des H-Obersoharführer Pollok in der Rigenschaft . 
#15 Sachbearbeiter für bsupoliseiliche Angelegenheiten, 


Bei der baupolizeilichen Überwachung dor Bauarbeiten mm Krematori- 
um wurde festgestellt, dag der alte Sohornstein 4n der Horizontal. 
sowie Vertikalrichtung neue Risse erhalten hat, біп zum Binsturs 
des Schornsteines führen müssen, Dieses ist darauf zurückzuführen 
daß der Schomstein weiterhin übernüssig beansprucht wurde, trotz 
dem die Zentralbauloitung der Vaffen-j) und Folisei mit Schreiben 
vom 4.Juni 1942 Bftgb.Hr. 8195/42/Po/Qu. an die Eonmandantur des 
E,L, die Benittgung desselben verboten hat, 


Ich bitte den Dienststellenleiter der Zenkralbeuleituog dia wei- 
"tere Benützung dea Sohornsteinen erneut en verbieten und veran- 

Jassen mu wollen, daß der Sehornstein sofort abgetragen wird,. 

da sonst unabsehbare Folgen entstehen können, 





AusehwitB, den 6,7411 1942 


überscharführer ` 





f-Hauptsturnführer (5) 











Document 181: Report by SS-Oberscharführer Pollok to the head of the Central 
Construction Office of 6 July 1942 on the danger of collapse of the old chimney of 
Crematorium I at Auschwitz. Source: RGVA, 502-1-312, p. 31. 
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13. august 1942 


Bfigb. = Nr. 44745 ола 77/27 


Betr.: E,L, Auschwitz, neue Schornateinarlage Krematorium 


Bezug: Telefongesprich zwischen fee tuf (8) Blachoff und 
ü-Hatuf, Mulka am 12.8.1942, 12" Uhr 


Anlg.st - 4-7 


£n die 
Kommandantur des X.L, 


ete ee a BP PE 


Auschwitz 0/5, 


Auf Grund о,а, Telefongsspräches wurde der Komandantur mit- 
geteilt, dass durch das zu rasche Ausheizen der neuen Schorn- 
steinanlage des Kremätoriuma ( esasind alle 3 Öfen in Betrieb) 
bereits Soh4den am Mauerwerk aufgetreten aind, 


Da die Inbetriebsetzung der 3 Verbrennungsöfen noch vor Ere 
härtung des Kaminmauerwerksmörtels in vollem Unfange erfolgte, 


muss jede weitere Verantwortung für das Bauwerk abgelehnt wer- 
den, 


i Der Leiter der albauleitung 
der Waffen-H olirel Auschwitz 


5-Hauptsturm er (5) {/ 











Document 182: Letter from the head of the Central Construction Office to the 
camp commander of 13 August 1942 about the damaging of the new chimney of 
Crematorium 1 at Auschwitz. Source: RGVA, 502-1-312, р. 27. 
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42 645° /аз/жа/ға 


Potrat Зағаскеп für die politische Abteilung - 34-92 = 


Зө ПЛ? reünliche Lückgproche wricchen Ugtuf.Orab 'und 
збаў. (Р) Kirschnock се 


лігі keino 


Жа dan +elter der 
DU-D5tundortveresltun;s 
S5-0ntübsf. вокі 


Ға Fale Aucolwits- 


Die Liesi e Lionsistello teitt : £t, daca dor Single 


Ё Giese азы kalten Iopaghen Dir die politisone рлер insbenon- 






dave бог Schweizer Lorscrs oa Ger Forausgetzung: atiogch hend fect- 
cet сот wurde, dass dus Lrocntorium I ocinen Retrich vollnt: quii 
cinstcilon wirü, wie Gen auch Dol dor ou, LÜUcuOprSeho von 


SS-üntuf, Srebncr versieoncru шуба, 

"achden: die -reciton en den harschen fast beendet 
sind, Brio fectgestelit, tug дав Eremavoriun Trotzdem newer 
Gingo in Deirieb рено сохсо, 

Тіс loichte Tntzündbarkeit біссег Znuwerke vérlan- 
zen dio ^ussgorbotriobnetzung den Erenatoriung-I, widrigenfalla 
für eieh dercus orzebonde Fouerseniden Jede Vorantzertung abzo- 
lehnt verlor гало 





ntrnlb.uloitung 
2 .OLiscd Auschsitz 


DR A алың коғ 














Ранма 1 83: Letter from the head of the Central Construction Office to the head 
of the garrison administration of 16 July 1943 regarding the suspension of activi- 
ties at Crematorium I at Auschwitz. Source: RGVA, 502-1-324, p. 1. 
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 Lagerstiüzze. | 
= тда беп: (R я der Worten 4 in ‚Auschwitz | 
Sr, T 


amt Fass ind ba Желе. Qi. 
En Lorie West mah 4 



































„тат. ШІН 






























































са clc = 
= cole 

E Ca еше 
Gd Ale "e 
SS. Spe [1 
= етіс» E 
= ols = 
= is = 
= he = 
ale. : 
= ofc = 
ша cun == 
a ota [2 
































DEELT 


we 














eem 184: Drawing of the Birkenau camp. October 1 941. (Lacation sketch of 
construction objects BW 21 e 22 “Einfriedigung”, fences). Source: RGVA, 502-1- 
235, p. 13. 
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Document 185: Section enlargement of the “Lay-out plan of the PoW camp at 
Auschwitz, Upper Silesia, plan no. 885,” drafted by SS-WVHA on 5 January 1942. 
Source: RGVA, 502-2-95, p. 7. 
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Vint 5, 


J. AOPF & SOHNE 


penu CEN, 0р 
me d 


rmm 


An dis 


Nauleltung jar .nffan-zu 
und Folleol, 





Aë halt Za =й, 

PETHI re 

ben, 
чк. шен шын қатер 
thr Gobreiben v, 22.10.41, Bfig.-Hr.215/ D iv/rrf 
Bestellung von Topf-Drei- iis Е = 
SE алав 4 ғал | 
und 2opf-Kallverbrennungs- 1122 

Ene 


Wir Жазаны Ihnen Fenteng für den апа erteilten Auftrag 
auf Liafarunr van 





4 Bap fall іш 
1 Tonf-Xlll-Yarbrsnnuünca-cfen 


Dem Auftrag nahmen wir ап asufgrumi umnneras beiliegenden 
Kosissarachlages umi damitan Fedipraperp zm Gezgstnrelsg 
тін - am 


а) Fir die 5 Tapf-2reimuffel-Einümsherungs-Üfar die Fespgten 
Zahmssitis- end Isöliereateriallen, die pañ- uri schmisda- 
тізеттіг Armaturem, die Orackluft-Anlagen mit Kotoren 
umi die Lostes smulor hoBlsuüre für dia ВешіГелені 1 mane 
йат Bauarheiten, 





L шешіл Amen 








Document 186: Order confirmation by J.A. Topf & Söhne to the SS Construction 

Office at Auschwitz of 4 November 1941 regarding 5 coke-fired triple-muffle cre- 

mation furnaces for Crematorium П at Birkenau with auxiliary equipment and а 
waste incinerator. Source: RGVA, 502-1-313, pp. 81-83. 
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EF JATOPF & SÖHNE ERFURT ge eu 
‚ - 4.11.41. -2- 
ПЕРА Bauleitung ‚der Waffen-Si uni Fellesi, M 


h) Bis 2 SZargp-Einfübrungs-Vorrichtungen mit Vormchiebe- 
warten, slmsehliedlleh der BSohienan-Anlage für die 5 
Btüok Einüacharungs-Üfen, 


=) Ме 2 Topf-Esugzug-Anlages mit Zotoren und die Montsur- 
gualellung sus Klnhas der Anlagen. 


4) Tür die Topf-MUll-Verbrenmumgs-Anlage dis gsaumten 
Brhasstita- und Iscliersaterialien, sinschlisdlich der 
pal- und schmledseisernam Armateren, sinsoblieüllch 
Stellung eines Montsurs sur Bamufaiahiilgnnp dar Raumrbai- 
tàn. 

а) Тағ Haachkansl-Anlags dio goanetes Schasottesaterialien 
шай Stellung білет Wonteurss 


2 piii Late J 
Та den Öfen unà der Bauobkanal-Anlare die gosamtep Hangr- 
mAterinli&n, wis Ziogelateilne, Sand, Ealt und Zement, deren 
Mengen zus dee Essntsnanachlag si srasben alnd, Awie ach 
die gesamten, scheledsolsarnen Verankarungs-Elasn kostenlos 
für usa. 

Fermer atellen Сіз әнейтеп Monteuren ohne Кәйінг für una 


genigend Helfer zur Verfügung. 


Ble тор urs vorgesehene Suuzeit für die Anlagen darf B gn- 
sham nloht Überschroiten, da wir Ale Stellung unserer 

laste nur Flr diene Zeit berscheet baban, Sollte dis vorge 
schene Bauzeit Übersahrltiton worden, aimi die sbgeleiateten 
Stenden im Tazelohm mu verreshnen, 


Da die fortgeschrittene Jahrorseit dem Bau der Üren in 
ungshairtam RAumen nicht rullast, аз wollen Sie für baldise 
Erstellung Zen Gfanrnusas und für Heizung dassalban Borge 
raren, 


шаш а ш. Lea me 











Document 186: continued. 
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"BF JATOPF & SOHNE ERFURT më BLATT 
elei: EA? 
ыер Bauleitung der Waffen-55 end Polizei, 
Шала ыы oo 00 0 0 0 0 0 0 0. 


Db 


Atert 

Die von Ihnen декікепһін Lieferzeit von 1 Monaten für die 
Отеп warden шїк versuaben einzuhalten; Dabei ist Vorgug- 
setzung, dad іп der Malsrimibaschaffung keine бшщ 
eistritt und яға belce weiteren Arbeitskräfte anteapec werden. 


* 
ġ Tir homütipen & Frachtbriofe mit don erforderlichen War- 


руди Ікгегзейін, ша deren baldigs Zuatellung wir Sis 
bitten, 
| К 






Wir bittan, dafür ta argan, dal die Bekanntgabe einer 
selaham Wher IT бой ke schnellatena erfolgt. 


i 1 ! "ew 

Für dis Erstellung der Ofenfundomente mosis tur Anferti- 
gang der Vernzksrumes-kiaen erhalten Sie von uns іп Dres 
die erforderlichen Zalzhmumzen, 


Der Пазнейріне mit slagsisichneten Öfen, Buuchkanal- шей 
Entiäftunes-Aniags, dengieichen eine Öfanzeichrune das 
Dreimuffel-Ofens liegt bel. 


Aarne 

Erwühsan schen wir, dad die ТілНалһағшаранканатп in des 
Öfen jetzt größer рени werden als bei den biaherigen 
Ofen. ІМетйитаһ wollen wir eine erüßere Leistung ектеі- 
chen, Jim йел eleloben Grands Баһеп wir goth statt 2 
Esugzug-Aningsn fares 3 vorgesehsr, Sobol ober auch berück- 
sichtigt, And gefrorene Ілісһен sur Elnlscherung gelangen, 
dis mehr [islemnterinlaufennd believes, wodurch die Abgase- 
mange Sich өтһіңі,- Mir sichern Ihnen die Ereteilung 









kalsgucız sinar smchezemülsm und pat ee: Inge ru und тарГаһ- 
L Eontenanachz, ` 145 Uns mit Пн 1 уд г | 

2-fnch, 3 b = 

Eisennuf 












ET. E | Ж 7 


Document 186: continued. 
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Biete, ME ern — 057 04 


D - | в Те а Bühne 
EK Prüfer der Ра, Topf u 
Auschwlta 
Herr Ing. Früfar sprach am 19.0.1942 um 14,00 Uhr bed hise 
Тилла SE A Nur a EA e 


3 Euffel-EFinBscherengsófan із Erasatorius беп E,G.L. шәй 
EKauarlags von 2 Srëek 2 Muffelifen in einfacher Pauvaiss 


1%. 


Eingalheiten zu beaprecham, 


Hierbei wurde folgendes fenigelagts 


1 


з.) 


2 
is? 


Akispvarmerk 


ia Y.3.L. 
vor, um 


Flan Wr. D 53 = 570 най Ет, D 29 599 die erforderlichen 


Spitestenr 26, = 7T, August trifft der Momteur Halik mus 
Zuchsumaid bier зіп, der Manteur Esch in ea. 14 Тарап. 
Mit dem Аика der 5 Stück 3 Kuffelüfan іш K.0.L, wird 
sofort begonnen, Die Fa, Kühler Eyalowliz fuhrt dis 
Auszausrung der Öfen und Püchee,scmie die Errichtung dem 
Bcharnaiainam lt, Flünan und Angaben der Та, Topf os 
thee durch, 


Bernglieh Aufstellung той je 2 Dreizzffelüfen bei den 
"BRajeanataltan für Sonderaktionen" wards ron Ing. Trüfer 
Torgeschiagen, dis Üfen aus einer bereite fertiggestall- 
ten Lieferung nach Eogilew abcurwelgen unt wurde so- 
gleich der Dienstatellenleiter welcbar bein j-Nirtachafts- 
Verwaltungskaugtami in Berlin azwesend war, hiervon 
tel. in Kenntnis gaestst und gebeten das weitere veran- 
lassen zu wollen. 


Basüglieh Errichtung einen 2. kramatoriusa mit 5 Drei- 
muffalüfen, sowie Dè- und Entltftungeanlagen шы өтей 
баз Ergebeis der bereite laufenden Verhandlungen mit 
des Raichasicharhaitatauptast besdgl. Tuteilung von 
Lontingenteiabgesartat werden. 

=i = 








Document 187: “File memo" by SS-Untersturmführer Ertl of 21 August 1942. 


Source: RGVA, 502-1-313, рр. 159f. 
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4.) Bach Auschwitz werden won der fa. Topf ш. Bäkne 
irrtislich dis Teile sinas Doppeimiffol-Eindacharungi- 
ofens gesandt, welche jedoch für Mrutbsunen bestin 
waren. 5 

e Pëtzer. веш For, den Ofen hier rur. Aufetellong 
th= T ee Die до 2 Einführtüren und 2 Аайһе- 
pericu кіші entraimetiren können inmwischen der Lieferung dar 
н 5 Draisuffiel-Einiusharungpsüfen entnommen warden, 


5,) Dis Bokäden іп des nsu gemmuertan Dchornmtaim fir Bau 
tertshénis Eresntoriun wurden cemsissos mit Harm 
ry EBhler ней H-Unterscharfehrer Кігасіпек besichtigt, umi 
dis Еш orgreifenden Mafnahmen teaproohen, = ра das 
Echornsteinfuttar infolge der großen Eitse arbeitet, 
тшй em oben frei derchguhen und darf nicht mit dem 
Aalemmantel fest verbunden еріп. 


6.) AS Donnerstag den 20.Augemt THI wurde gemsinnan mit 
Hätze, Janisch ы. Herrn Ethier Жіп Baustelle don 
5 Dreimuffelofaen im K,G,L, haüirhtigt, шей die érfor- 
derlichen Eineelheiltes durchbesprochan. 





7.) Ing. Prüfer bat um suhriftliches Auftrag Über die 
Lieferung der 2 Dick 3 Éuffel- und den Dogpelmuffel- 


ri. Us .Einliasharangnofen, nowis ws baldige Mitteilung, 
ob die Ofen der Lieferung Hogilew nhgerweigt werden 
мы | kunnen, 
ik РЕ A 8,] fes Antrunsport Aen fehlenden Echasstte- und monstigen 
CES " 


Hase Pete Breu Materialon Bini der Ға, Topf u, 
[e EE at. Briefe sinzusenden, j 
Жа Padi fas. em fne Zoch 
Mop mg ande Art daa Me | 
Huh ы bee cmi, рб Ze abus ҚЫН, | 

ei ee cc Zë, f-Untersturmfükrer (8) 


s nogilsich 10 Prucbi- 








Auschwite,den 2].Xuypsmt 1542, 








Document 187: continued. 
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5 jenírat Ban i 


wt fe m 
Do PerdDajen-RF ov Боде 
casio, ШРІ, BIZ, TE 
Betrifft: FF-Reubauleitung R. 9 ЫЕ. 
SR fi. £1043, барі aisi Sen уе 








Sr 


über 





"dä, D.O pt E Söhne 


Er fur “tyleeysestr. 7/4 





ВАСЯ 





Document 188: Final account to J.A. Topf & Söhne of November 1943 regarding 
the construction of 5 triple-muffle cremation furnaces for Crematorium II at Birke- 
nau. Source: RGVA, 502-2-26, pp. 226-228. 
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3entrai-Bauloiftung 
еч e zé -$h u. Polizei 











Bnmerhaben 
fausbelb č 77725 ар: gy heared 
Baumer (HW); 20 = Smenntorie IE 
Boamusebeieg ін: Tlr. 2 
Arr beng 
Sthlufredinung zum Dertrag fle. 7:55: 

Saos 22010041 элес... UT 1 

Шайга som „шшш бетпе AIR. 

Madizag som es Gem, Ш en 

Hladjrag вот Comm Wen 0 0 1 0. 

Tiadjrag sam == Gmm A a oo 

Tadirag тат Gene "map а 

Ttachlsug гат Geom Hi —— 

Raging sem Gomme Hal 

Thadizog sum Gomme Wit 


am 21.437,- е — 


emm 


Zumme ber Schiufgrechaung Ginierbckee 9 22-24 47.212,- 
herum] fin Gent beigefügten етот ип рн 
Üblchlagszahlungen (Unirii 1р. 2... ‚ ЖШ _ #д0„бббу— Ae 


mithin nod) TR Tale ^ ашвущуйп. 


Sm anmiana pecgemerit Beile lmijrzse fir. 2 
Tidlig und [eitgejtetii? 
ілшестізш „ма 11-Готесвес wii 


Тат Геі ser цес Sentral bewl ed tung 
бас іһіТап-д und Разісеі Augchei tz 











"au 
Gg 
H. zeeekäant — San — 13  Gëivstrzeunt pam Ті” шынылы КЫЗ мада 





Document 188: continued. 
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Derjeidinis der geleifteten Abfchlagssahlungen 
yum -Deeteag- Ne. 7:27: 








1. nao | oc | 4 
2. | ила; | + | 4 

i 

| 

| 

| 

| 

| 

| 

| 

“= ei І 


U-Belcn ne: E 


ГД ЕРТЕ ае — 8 ыыы ben tien tet a IHE к 











Document 188: continued. 
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Danbala SPN нани мр a 
Die Kaffe der Baukıiveftion іе зец» пй 
Don ae Юй, шие 


EZ. BE тон 


Husgace 


РЕКЕТІ 19 ac Mio, 











Document 188: continued. 
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= > 3entra!-Bauleitun 
- ber Ша)за-і u Dei 
Gomes AS, 
Suse ffrae E € Seiti 
башын ft L rA got. sw Pl Se EE 


|L89 & 0 xm. Hd. 
йй. Жж. E41] 
EGL” 


Schlugabrechnung 


über 


Errichtung ven 5 Brick Zemsizoffel-IinRackesurgacfan 





„АТ B у Е 5uührnssw 


Zr fur %.Теаувегіс.7/3 





Sr 








Document 189: Final account to J.A. Topf & Söhne of November 1943 regarding 
the construction of 5 triple-muffle cremation furnaces for Crematorium Ш at 
Birkenau. Source: RGVA, 502-2-26, pp. 211-213. 
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zenteai-Bauleit: 
ber Waffen- 2 а. 


A 
` E 


D 





Eruoarhaben 


fiausbalt; . 
Baumerk (BW): - 


SBanausgabebud) Geile: i 5 “ Ke 
.L. 











Anfttrer 

Schlusredinung zum Berteeg- Пе. 
ыты. E LL. rm 53.702,-;2 
Фафігар vom ous аас Summe WM... E 
Жаға pom cse Summe PM nn nn 
Фафітад пот Summe KIR eee una u 
Тафітад wom `. ae Summe AM __. 
Rahfrag pom . AT = Summe AM. .. 
"todlrag vom — ilo тісі Summe KW o ae 
Фа тай pom re = Summe AM 2h 
Ttachitag vom `. м Summe om 

















Summe der Schlußrechnung (Unferbeieg З) 2... AM... sry 


hierauf find daui heigefügter Sujammeniteliung geleiftet an 








Ubiehlagsgahtungen (Unterbeleg D). - . 2.22... 4% 2  3:.500,-,2 
mithin nod RM... 21.202,- /шәршіреп. 
Im Garanfteleiftungsverzeichnis vorgemerkt Geilez .......... laufende är. 


Richlig und fefigestertet 


iusctwitz 





“reiben ER 
ember 43. 





"TU, раз | | FELL ea 


Ff -Gormblatt — Bay — 15 „Schluhrehngng gum Vertrag”. Waiennaws-udnckerni Kasso! (И) Bin Ad 











Document 189: continued. 
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Derzeichnis der geieifteten Abfchlagssahlungen 
jum Beeteag Mr. ^ 





U-Balag Ne.: 


НН Format: — fun — [à Ber ës ber kein lange", кыы. аы Ене |М 1 











Document 189: continued. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 


311 





or Текес Ерден 


fi, mirt әздигіген, 


Petija 5 Reich « SE 
e T - und“ 
periit шалу 





отерао Ип wt mie felgt үп perbudpen: 24 202 00 


Ve 2 Ausgabe Ra LÁ 


Р 





ion аа ken S НЕ ^ lır Lea r 





Document 189: continued. 
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/ am 
U Р 


Жыз d 
ı\bscehriftt 





höhere ------------------ Krakau, den 18.44.1843, 
“ірі Folizeifuhrer, Aussenringllb 
"Generalgaurernement Sarmel-Nr. 15085 

$5 Wirtschafter 


De, 6/C 2/84 a./s. 


Retr. Einäscherungsöfen für Krezatoriun 
Seef d du $9 DD 


Quah 4-9: pu a к 
дайт: —— 
EE 2. т 
EE 


t E Я 
{т “ f a б 


E D ce 
- м 
et HO te Ze 


25 uw 


D И Aud ам ns a йы Rad tee 8 
A 444 48. ien у fh, (Уға дб, eg, 
ju % 


é 
" by “ 4 

















Thiory AP w Lublinie 
Document 190: Copy of a letter from the SS business manager at the Higher SS- 
and Police Leader e office of the Government General of 16 August 1943 regard- 
ing TOPF cremation furnaces ordered for Mogilev (one and a half 8-muffle furnac- 
es). Source: WAPL, Central Construction Office, 268, p. 132. 
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Т sx БРА 
socius | : 


теуші, den 3, Sept. 19437 REF: 





Betr.. Binäsche rudgsofen für Krenatorium 

Bez, Vorteilar dee SS Wirtsahafters in Erakeu v.16. 8.42. 
Ав. SE 2а / ‘Me / Là. 

dnla ges l - 


án die Zontralbauleitung 
der Waffen 98 ц, Polizei, 


— Án ee 


Anliegend wird der Verteiler dés 38 Hirtschafters suviok- 

gesandt. Bin ironatariun dal, im hiosigea ‘Lager nicht vorhanden. | 
Dieser- Zustand wurde bereits. öfters, beanstandet, bie Errichtung 
wines Kranatoriuns wire jedoeh Т erforderlich: Ob aller- 
dings die der Ant 0-3 zur Yertigung stélenden "BÉMMRET inis chor 


ungs Ofen für Trawlkki in Prags komuen- -k5nh Len miusta топ 


-dart entsonieden worden. 








fer АР w Lublinie 





Document 191: Letter from the Head of Constructions of the Trawniki Camp to the 
Central Construction Office of the Lublin Concentration Camp of 2 September 
1943 regarding the Topf furnaces of the Mogilev contract. Source: WAPL, Central 
Construction Office, 268, p. 147. 
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HUTA Tagelohnliste Nr. 1 #) 
4/ тт в Cp, "E eet ia” Ha au T КҮЛ, ‘Pad 


(ваш di d, Е, levees ser мей а Riosev ole баба ' 
37 d Жабы. 


EE Ea 


Ei, 


y gar 











Lm 


ai 


8 a En 
СА u ///25 Ж МЕ Seal, дА 
7н ы: “Ж, ун Ham, 


"Aaumatumem gegen Шы Hobnqbed des Ші Шыт Lee ees ceri ger "хы pmi амы ege, i 


rw 











Document 192: First list of day wages of the Huta company for initial work per- 
formed at the construction site of Crematorium IV from 23 September to 3 October 
1942. Source: RGVA, 502-2-54, p. 45. 
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J. A. TOPF & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 






л 
пан 





«йе казы 





Verben ior nen vu. meanen 
Зе лыла watttemartiicnar 


Damafezeugung 


Арката DI 
Wermewirtschaltliche Vater. 
nrkungenundtachmans 
Beratung 
Warnebilongen 
Бел азыр und Lite 
Tung sämtlicher wormetedhn 
Anlagen, Apparate und Yor- 
rungen 

Таре разі -Fauerangsa für 
ole Brennstoffe: Stenkohle. 
Braunkohle, болна оба. Тай, 
Sögepäns, Но usw. 

Vellmachonische Topf-Roste 

Halbmech. Topt-Fauerungen 

Topf-Wurfbeschiıker „Ballin“ 

Topl-Spezin -Rozttübe 
Fauerungsormaturen 

Ollsusrungen ` Jor mice 
industriele Betriebe 

Yorwärmer, баги, 

Dampiüberhiter, Alugasche- 

Ausblose Vorrichtungen 

Zugverstärkungsanfagen 





Einmauerungen won Dampi- 
keselna von indusnellen Fewe- 
rungen bis zu den größten 
Abmessungen usw, 

industris- Schorsteinbau bn ги 
den größten Abmessungen 
Schmedeeene Schornstene 

Industria-Ofanbau zurAbföiber- 
richtung, — Müllverhrennung, 
Eabeleereertung Wererockung 

Fauenbastatrungs-Einrich- 
tungen mit moderner elek- 
irischer- oder Cor Beheueg 

1pmiiung ОП 

у Же Transporte curn 

ie Sekanung vg 

mang 

Abteilung DIN 





ina 








a бергиз. 


Abteilung ЁШ 





EL 





60 JAHRE 
4 
«MIND ERFURT 
Ct E E ілді FOSTEACH а 
Z0 See FABRIC ОНО VERWALTUNG 
Lewd DREYSESTRASSE 7), 
А Cranwell 
TOPFWEREE ERFURT 
FEENEUE 


Kosten-Anschlag 1/2. 


Вет: 


тібі. Е 


220125 зым 2527 24028 


UNSERE ABTEILUNG, 


D/TPrf. 


40/999. 
HAMSAPRAZAT N, 
123, 


DATUM; 


13.11.40, 


Reichsführer 55, 

Chef der deutschen Folizei, 
Bauptant Haushalt und Bauten, 
55-Neubauleitung KL Auschwitz, 


Auschwitz /Q8. 


1 koksbeheizten T o p f - Doppelmuffel- 


Bináscherungs-Üfen mit Druckluft-Anlage, 


Durch Herrn Oberinzenieur Prüfer ! 


Prf/Hes. 
P 


а 


Ше Spencósbre iur меттоиестмде ӛлешеп КОРЕ 
hot Zehntausende von TOPP-Feverungen geliefert. 
Herverrogende sechzigjährige Sperinlerfahrungen. 

Eigene Versuchsstahon und feuerungstechnisches Labaratarium. 
Untersuchung von Brennstofien, Asche, Speitewasser. 
Eigene Lehrheizer. 








Document 193: “Cost estimate” by J.A. Topf & Söhne of 13 November 1940 re- 
garding the second TOPF coke-fired double-muffle cremation furnace for Cremato- 
rium I at Auschwitz. Source: RGVA, 502-1-327, pp. 168-172. 
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LA TOPF à SOHNE 2 , Blatt des Kostenamdiloges vom 13.11.40. 2 
ERFURT 
m für KL, Auschwitz /05. 
uc nd Gegenstand der Veranschlaqung 








1 [|koksbeheizter T o p ? - Einäscherungs- : 
Ofen mit Doppelmoffel und Drackluft- ' 
Anlage, 


wozu folgende Lieferungen und Arbeite 
gehören: 


Fundament zum Ofen und Rauchkanal 
müssen bauseitig, nach unseren ånga- 
ben, ohne Kosten für uns ausgeführt 
werden, 


Zum Mauerwerksmantel MES porn 
Sand, Kalk und Zement, ie besten 
Steine werden zur Verblendung her- 
ausgesucht, 


Das erforderliche Schamottematerial, 
bestehend aus Norzal-, Form- und 
Keilsteinen und wonolitstanpfnasse, 
sowie dem dazu gehörigen Zürtel, ^ 








Zur Isolierung des Ofens die erfor- 
derlichen Kieselgursteine, Schlacken- 
wolle und Kieselgurmirtel, 


Die schmiedeeisernen Verankerungs-Ei- 
sen, bestehend aus T-, U- und Winkel- 
Eisen, Ansern, Schrauben und Mut- 
tern, 


Die zuß- und schmiedeeisernen Агша- | 
turen, wie: 


2 Igußeiserne Einführunss-Türen mit gul- 
eisernen Rahmen. Піе Innenseiten der 
Türen werden mit Nonolitstampfmasse 
!ausgestanpft, 


gußeiserne Luftkanalverschlisse , 
gu&eiserne Agcheentnahme-Türen, 
gußeiserne Generatorfüll-Türen, 
schmiedeeiserne Aschebehälter, 


DO M 4- Ch 











| 
| 
i 








Document 193: continued. 
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1 A ТОРЕ & SOHNE : 3, Blatt des “ostenonschlages vom 17.11.40. 
ERFURT 
m für EL, Auschwitz /03. 















wal Gegenstand der Veranschlaguna | | 





2 | schmiedeciserne Reuchkanalschieber- 

rahmen, mit Monolit ausgestanpft, 

einschließlich der erforderlichen 

san Drahtaeile und Gegengewich- 
е, 


die | erforderlichen Schürgeräte, 
2 | gußeiserne Feuer-lüren, 
2 | Flanroste, 


1 | Druckluft-Anlage, bestehend aus dem 
Druckluft-Gebläse mit 1,5 rS-Dreh- 
strom-Motor, direkt gekuppelt unà 
der erforderlichen Rohrleitung, 


Montage des Ofens, 


Monteurgestellung zum Bau des Ofena, 
einschließlich der Reisekosten, Tage- 
gelder, sowie einschließlich der во- 
zialen Lasten, 





1 schmiedeeiserne Leichen-Einrührungs- 
Vorrichtung, bestehend aus dem Sarg- 
einführungs-Weagen und dem schmiede- 
eisernen Verschiebe-Tagen mit den er- 
forderlichen Laufschienen, 





Frachten frei Auschwitz /05, 
Freis für den Ofen: Reichsmark! 7 753.~~; 


Kennziffergewicht: 2 боо Kg Eisen. 
Sei bon 
Т МЕРГЕН 
Unseren Monteur müssen während der 
Bauzeit nehrere Hilfskräfte, ohne 
Kosten für uns, zur Verfügung er 





werden, 














Lief.Bed.À. 60.6.40. 1 осо, L 0204, 





Document 193: continued. 
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J. A. ТОРЕ & SOHNE 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 





60 JAHRE 
AI ER 222 See "ET: 
... eec 00 -— ERFURT 
Елші acd Аагар c 78 d POSTFACH 3534. 
vollatandiger Kesrelhasser — FABRIK UND VERWALTUNG 
Verbessorungen u. Umboutan DREYSESTEASSE Tg 
Ын nicht wirschöflicher DEAHT WORT 
Dampleaeuquag TOFFwERKE БЕРЕТ 
НЕМЕЕ 
Abteilung DI i515 Фур ты? реа 
Wermewirtschettliche Lines, 
suchungen Joch ménnisdua 
Beratung 
Wermebilanzan * UNSERE ABTEILUNG: 


Е Пай. Т /:rf 
rung зға wäiter, Ze 
EE Kosten-Anschlag — ... 
richtungen E SC р 
Topt-$paztal-Feuerungen für 40/264. 
olla Erennstofle: Steinkohle, 
Braunkohle, Schwelkots, Tod, MAUSAPPAEAT м 
ЪздязрФте. Holz use. 127 ы 
¥oilmechanische Topi Roche 
Halbmach. Topl-Feuerungen 
Topf-Wurfbeschicker Вай” 1.11.40. 
Topí-Spazlal-Eostrtába 
Fauerunesarmaglurmn 
Olfeserungen [ос здать mi = 
Induattrelle Betriebe Titl. = 
Vorvetirmer, Luftarhiper, Der neichsfitrer 55, 
Dampfüberhiner, Fiugosche- Chef der ze ¿tacten Polizei, 
Ausblase Vorrichtungen Eauptact Euushalt a,3auten, 
Zugrermärkungsanlogen 5S-keubenlsitung £ 
Elwnauenumgen von Dompt 
` kasseln von industriellen aut- Hauthause pn, 
rungen bis zu den größten Sr EE EE E ee ee DR e 
В Abreu uegen uye- — a 
Induztrle-Schernsteinben bi zu 
den größten Abmessungen 
Schmiedeciserne Schomateina 
їтйшага-©ТепЬаи zur. - 
n&hiung,  Müflverbrenmung, 
- — Kabelverweriung Vercackung 
Feuerbeitottungs- Enri- 
kungen mi moderne alek- 


DATUM; 


1 op tf - gin- 


ie sl und Druck- 






Beudi: ` а a 
zsere rüngs-Cf ens Se Dopplr 
left- inlegg, 


rocker. oder Сузз-Веһешиму 1 T oum 
Abteilung m 


Tap - Zuzverslzrknn;s-hnlzze, 


zrf/ies. 
brenge, em i ü 


ИШЕ. 
Серан. «ГІ 


De fosso: іл ет Time Aniggen ТОРТ 
hot Zehntausende von FOPF-Feuerungen geliefert, 
Hervorragende sechzigjährige Spezialerkahrungen. 

Ergene Versuchsstation und Teserungstechnisches Laboratorium. 

E Untersuchung von Brennstoften, Asche, Speisewassen, 


Einepe Lehrhaizet 




















Document 194: “Cost estimate” by J.A. Topf & Söhne of 1 November 1940 regard- 
ing a TOPF coke-fired double-muffle cremation furnace for the SS New Construc- 


tion Office of Concentration Camp Mauthausen. Source: Bundesarchiv Koblenz, 
NS 4/Ma 54. 
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LA ТОРЕ & SOHNE 2 „Blatt des Kostenanschloges vom — 1, 11,40. 
ERFURT 
Тер ік KL, мар%һарзел. 











koksbeheizter T o p ~ Einäscherung 
Ofen mit Doppelmoffel und Druckluft- 









vozu folgende Lieferun_en und Arbeits: 
gehören: 





1 


Zum zaneruerxszantel Zies 
Sand, Zelk und Zement, 2 
Steine werden zur Verblendun 
aussesucht, 










Des erforderliche Sehsmo 
besteheng aus Nornal-, Form una 
zeilstsinsn und nolitstzupizassee, 
sowie den dazu zekorigen Xorbel, 


naterial, 








Zur Isolierung des Ofens die етісі- 
Serlichen iieselgursteins, Schlacken- 
wolle und Eieselzurmörtel. 








Die sonmiedeeisernen Verankerungs-Ei- 
sen, bestehend aus T-, U- und Winkel- 
Eisen, Anxern, 3chreubsn und Mut- 
tern, 







Die дп2- und sechmiedeeisernen Arna- 
turen, wie: 
























2 Eubeilseroz Einführungs-Jüren тіз gug- 
eisernen bahnen, Die Innerseiten der | 
Türen werden zit шопо11ї1забатргдланзе : 
suszestsempft, 

5 zußeiserns Luftlanslversehlisse, 

4 lga&eiserne à -Füren, 

2 sußsiserne Ga Sulltüren, 

2 зситізбееізеуле Aschsbehälter, 

2 schLmisdeeize i 
rabren vit Lənslit ausgestemp, ` 
einschlis!lich der er’siderlicken hol 
ain, Draliseilsund Gerenzetichte, 

die 
2 pgulBsiserze Pe; 
2 Flanroste, 








Document 194: continued. 
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LA ТОРЕ A SOHNE 5. Blatt des Kostenonschloges vom 1.11.40, 


ERFURT 


AL, -„autkeusen, 

















Gegenstond der Veranschlagung 


Ursckluft-Anlage, bestekend au: A 

Drroxlort-Sebl£se mit 1,5 P3 Dretstrom- 
Otor, Girekt gekoppelt und de ! 
fomerlichsn Zokrleifons, | 


Wé 
n 
Фф 

xl 





Lonvage des Ofens, 


wonteurgestelluns zum Bau des Ofens, 
eisschlisilich der Reisekosten, Tare- 
Belder, und einschlisälich der zozia- 
lez Lasten, 


веллівдезівегпе Leichan-sinithrunzs- 
Vorrichtung, bestehend sus dea targ- 
einiührunzs-Wezen und dem schmiede- 
eisernen Verachiebe-Wazez mit den er- 
Soiderlichen Laufsohisnen. 


frechten und Anfubrkosten frei 
„autbausen, " 


тк>ке1 в für den Ofen; 


T o pf - Savugzug-Anlage 

гбх са, 4 ооо cbn Abgase, bastebrend 
aus: ` 

1 Sauszus-Gebläse mit 3 Fä-Drekstrom- 
Motor und Anlasser, mit den erforder- 
lichen Jarg- und Druck-Sta*zen und © 
einsr Drehxlappe, die den 3suz- von 
Drockraum trennt, 


Preis für die änlage: 











Unsere: konter соз während der Beg- 
zeit ein bis gei Lilfskz£fte оппа 
Lozten rir une zur Verfüzungz gestellt 
werden. 
ubt СЕ Ы Se 870 
? р ` f 
Licf.BSed.£. 60.86.40. 1 оро, D 2204, 
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Wr. 








Lid), Stück- 


En. 
Abschrift, Т.А-Т0рї E Söhne, Erfurt 





Zahl 





Pin bs) 
Oegenstand Geldbeirag 
Ix 
Ba гъа s—Reviergebäuds, 
Д ‚suthausen. Deeg 


Lieferung eines koksbeheizten 
T ор? -Einischerungs- Gfens mit einer 
Euffel und Druckluft-Anlage, 
















bauseitig nach unseren Angaben ohne Kosten 
für ung durchgeführt werden. 


Zum Manerwarksmantel Ziegelsteine, Sand, 
Kalk und Zement. Die besten Steine wer- 
Gen mur Verblendung herauszesucht. 


Das erforderliche Schamottematerial, 
bestehend aus Normal-, Рогш-, und Keil- 
steinen und Monolitstampfmasse, Bowie 
dem dazu gehörigen Mörtel, 















Zur Iselierung des Ofens die erforder- 
lichen Kieselgutsteine, Schlackemolle 
und Kieselgurmórtel. 










Die schmiedesisermen Verankerungs-Eisen, 
bestehend aus T-, U- und Ur eaa 
Ankern, Schrauben und Hutter. 


Die guß- uni schmiedeeisernen Armaturen, 
bestehend aus 3 

















schniedeeisernen Muffelabsperrschie- 
ber-Einbindung, die mit Monolit ausge- 
atampft wird, einschliesslich den 
erforderlichen gußeisernen Rollen 
Drahtseil und einer Handwinde, · 


gußsisernen Iuftkanalverschlüssen, 
gußeisernen Astheentnahnetür, 











gußeisernen Generatorfüllschacht- 
Verschluss, 


schmieäseisernen Adchebehältern, 
guBeisernen Feuertür А 


schmiedeeisernen Р1апгов% zus Vierkant- 
stäben mit Roat-Auflager, 


den erforderlichen Schürgeräten, 
Druckluft-Anlage, bestehend sus den 
Druckluft-Gebläse mit 1,5 Р5- Drehstrom- 


қофог, direkt gekuppelt, und der er- 
Forüerlichen Rohrleitung, 






























Übertrag - 








d wA 








Document 195: “ Co st estimate” by J.A. Topf & Söhne of 30 April 1941 regarding 
a TOPF coke-fired double-muffle cremation furnace for the SS New Construction 


Office of Concentration Camp Mauthausen. Source: Bundesarchiv Koblenz, NS 
4/Ma 54. 
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-2- 2. А. Top? & Söhne, Erfurt, 


Einhelts- Idberr. 
Gegenstand Preis Geldbetrag 


ШЕТІ 2 EK Lë 








: Übertrag 
schmiedeeisernen Leicheneinführungs- 
Vorrichtung, bestehend aus den Sarg- 
einführungswagen und den erforderlichen 
leufschienen, 


kontage des Ofens, 

lonteurgestellung zum Bau des Gfens, 
einschliesslich Reisekosten, Tagegelder 
einschliesslich der sozialen Abgaben. 





Preis Pos, I) ` RM 


Kennziffergewicht: 1,990 kg 


Wahlweisest: 


koksbeheizter T o p f ~ Rinüscheruugs- 
Ofen mit Doppelnuffei und Druckluft- 
Anlage, 


wozu folgende Lieferungen und Arbeiten 
gehóren: 

Fundament zum Ofen und Rauchkanal missen 
bauseitig nach unseren Angaben ohne Kosten 
für uns ausgeführt werden. 


Zum Mauerwerksmantel Ziegelsteine, Sand, 
Kalk unà Zement. Die besten Steine werde 
zur Verblendung herausgesucht. 





Des erforderliche Schamottenaterial, be 
stehend aus Normal-, Form- und Eeilstei 
und Monolitstampfnasse, sowie den dazu 
gehörigen Mörtel. 





Zur Isolierung des Ofens die erforder— 
lichen Kieselgursteine, Sohlackenwolle 
und Kieselgutmórtel. 


Die schniedeeisernen Verankerungs-Eisen, 
bestehend aus T-, Пе und Winkel-Risen, 
Ankern, Schrauben und Muttern, 


Die guss-und schuiedeeisernen Armaturen, 
bestehend aus; 


gusseisernen Einführungs-Türen mit guss- 
eisernen Rahmen. Die Innenseiten der 
Türen werden mit Monolitstampfmasse aus- 
gestannft, 


gusseisernen Luftkanalverschlüssen, 


gusseisernen Aschenentnahnetüren, 


gusseisernen Generatorfülltüren, 








Übertrag 





His Doerendvertag W. E. More. Wiese (Baar abani) IHR 
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c dm J.AiTopf & Söhne, Erfurt, 


Einheils- 
Gegenstand Preis Geidbetrag 


Übertrag 
schricdeeisernen Aschebehältern, 
schnieäeeisernen Bauchkanalschieber- 
rahmen, mit Monolit ausgestempft, ei De 
schliesslich der erforderlichen Rollen 
Drahtseile und Gegengewichte, 
erforderlichen Schiirgeraten, 
gusseisernen Feuertüren, 

Planrosten, 

Druckluft-Anlage, bestehend aus den 
Druckluft-Geblase, mit 1,5 F5S-Drehstrom 
Motor, direkt gekuppelt und der erfor- 
derlichen Rohrleitung. 


Montage des ОҰеп5» 

zonteurgestellüng zum Bau des Ofens, 
einschliesslich der Reisekosten, Tage- 
selder, einschliesslich der sozialen 
lasten. 

schnisdeeiserne Leicneneinführungs- 
Vorrichtung, bestehend aus dem Sarg- 
einführungswagen und dem schmiedesiserng 
Verschiebewagen mit den erforderlichen 
Laufschienen. 

Preis Pos Ii). 

















Eennziffergswicht: 2.700 kg 


Тор? -Saugzug-Anlaze 
T са, 1000 chm Abgase, bestehend aus: 


1 Baugzug-Gebl&üse mit E PS-Drehstrom- 

Motor und Anlasser, mit den erforderlichen 

Saug-und Druckstutzen und einer Dreh- 

klappe, die den Saug-vom Druckraun treint. 

Preis Pos. III). EM____L._1 1:20: 


Kennziffergewicht: 650 kg. 

Lieferzeit: 

Са. 5 Renate nach Eingang der Materialien. 
Unserem Monteur müssen während der Bau- 
zeit 3 Hilfskräfte , ohne Kosten für ung, 
zur en: gestellt werden, 
Ilief.Bed.4.60.11.40. 1000. L. 220%, 


Preise geprüft! 


£f-Unterfdia oj тот 8 Баш Pt. 


Für die Richtigkeit der ibschriff: 
Nauthausen, den 50. Arril 3941, 





Übertrag 
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).А.ТОРЕ & SOHNE * 


А 5 I 








GEGR, 


Dirawi Et 
TOTEM ERLE ЕТ 





"cert 

hun. MOSSE.CODE 
AEC COTE 
һата UR Ds 








` Ап den 


Reichsführer 55, 
Chef der Deutschen Polizei, 1 
Езірфал% Eaushalt und Bauten, 





SS-Bauleitung XL Eauthausen, ERFURT. 31.10.41. 
. und Bausbsshmitt A.-D. Tusen, POSTFACH 3324 
FABRIE UNG VERWALTUNG 


ERETSESTRASSE Fig 


а utheusen-Cberdonau. 


p» hes. 
SETRIFFT: IHR ZEICHEN UNSERE ABTEILUNG: 
Ihr Schreiben у. 16.10.41, 5/1.-Я. D 74 


Ке.3 718, Zinäscherungs-Öfen, 
Ihren Bestelischein Kr. 474, 
Bauabschnitt 350/25. 





Kostenanschlae 


auf 





1 koksbeheizten Fonf-zinäscherungs-Ofen 
mit Donpelmuffel und Lrüuckluft-Anlage 
sowie der Zinf’ührunes-Vorrichtung, 

Document 196: “Cost estimate” by J.A. Topf & Söhne of 31 October 1941 regard- 


ing a TOPF coke-fired double-muffle cremation furnace for the Concentration 
Camp Mauthausen. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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J. А. ТОРЕ & SOHNE 2. Blot des Kostenonschloges vom 31.10.41. 
ERFURT 
"Br ы  -*2uthsusen-Überdonau. 








1 koksbeheizter Torf-Zinäscherungs-_ 
Cfen mit Doprelmurfel und Druckluf 
änlare sowie der Ziniührungs-Vor- 

richtung 


wozu folrende Lieferungen und Arbei- 
ten gehören: 













Fundament und aauchkanal müssen 
tauseitir, nech unseren Angaben, 
ohne Fosten fir uns ausgeführt wer- 


den. 











Zum “auerwerismantel Ziegelsteine, 
Zend, Kalk und Zement. Die besten 
Steire werden zur Verblendung her- 
susresuent. 







Des erforderliche Schemottenaterial, 
bestehend zus Normal-, Torm und 
neilsteinen und Konolitstampfnasse, 
sowie dem dazu gehörigen Mörtel. 







Zur Zeolieran-: des Cfens die erforde 
lichen Kieselfursteine, Schlasken- 
volle und Zieselgarmortel, 











„ U- unà 
ninzel- isen, Amzern, Schrauben und 
„uttern. 


tie semmiedesziserren Verankerunrs- 
Lisen, bestenend aus T-, U 






11 Oe ay der 
mom га 






ujeiseree Luftcen-lverschlisse, 





и 


rufsiserne Lscohne-Entrahmetürer, 





euleiserne Gererator- Hlitiren, 


BB M h On 
> 
ct 
D 


sıhriejeeiserze \schebehälter, 
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J. А. ТОРЕ & SOHNE 3. Blot des Kostenanschloges vom 31.10.41. 
ERFURT 





für Yauthsusen-Cheräoneu, 








Gegenstand der Veranschlagung 


echmiedeciserne dsuchkansl-Senieber- 
rohmen, mit Lonolit seusrestampft, 
einschlieälich der erforderlichen 
Rollen, Drahtseile und Gegenge- 
wichte, 27 а 
erforderlichen 3chürgerBte, 
zuSeiserne Feuertiüren, 

rlanroste, 


Druckluft-Anlage, bestehend aus dem 
Eruskluft-Sebläse mit 1,5 rZ-Dreüstr 
Kotor, direkt zekuppelt, und der 
erforderlichen Rohrleitung. 


kontage des Ofebs, 


Xonteurgestellunz zum Bau des Cfens, 
einschließlich der Reisekosten, 

Tagegelder, sowie einschlieälich der 
sozialen Lasten. 










schmiedeeiserre Leichen-Einführungs- 
Vorrichtung, bestehend aus dem Sarg- 
zinfüihrungs-raren und dem schmiede- 
eisernen Verschiebe-"agen mit den er 
foréerlichen Laufschienen, 


rreis für den Ofen: HR 


Yernzifferrewicht: 2 820 xg. 





Unserem Konteur misser 
Beuzeit mehrere „ilfskräöfte, ohne 
Xosten für uns, zur Verflicune ge- 
ег “ T 
stellt werden. 2 
4 


Ізгі.Ееб.А. 60.5.41. 2 ооо. L 0204, 
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Expedition : Versand | Fakturist Comm Bucht. | Kontrolle 2-1 Montageburea Kalkulation | 
i | gl | i | ve 
1. A. Topf & Söhne Auftrag Nr. Aen 263, 15%, 892 
Maschinenfabrik _ 
| Feverungstehnlsches Daugescalt An. Ger Reichsführer 83. Ки 
2 0 = auptamt Haushalt und Bauten — 
EE ES eubauleitung KL. ite 


деп 217 Januar.,.i4 L 


| Hierdurch teilen wir Ihnen mit, dad wir heufe-folgende Sendung 
аш den Weg brachten: р. МЕД ДИУ-.- ‹ x nach Station: 
Auschwitz Q/8. {Oswiecim} |/ бб 


me E E 


Vaggon-Hr. 152799 Deutsch С. 












Gewicte In ba 





Мейо | Bnrila 











deng je toro lg. ^ 
222. 





Tlickeisen 56/8," жы EECHER 











TM. 11,40. Bond. Loi, Hierzu Rn 








Document 197: Bill of lading by J.A. Topf & Söhne to the SS New Construction Of- 
fice Auschwitz of 17 January 1941 regarding the parts of the second ТОРЕ coke- 
fired double-muffle cremation furnace for Crematorium I at Auschwitz. Source: 

RGVA, 502-1-327, pp. 201-203. 
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1 | Auer 























Не гап 











ТАТТЫ на ы 


ман, b. ар. қын. 





; : Vierkenteisen Ho/to je 630 HL... 


| Daufschienem-5o/5ofS-mit Ankern. P... 


F Drahtseil To d, 1o.m.1g. [5,5 


Awitz 


^ 
Auftrag Nr. |. ; 






Gewichte in kg 


Gegenstand , 
Мейо | 





ferner 


Rauchkunsischi cher oje 
Gehäuses dazu 


Laftkana lverschlüs ве 108/1 28_ 


Breite 


Aschebehälter 350/20 | |. 






Sehürgeräte са. 5000 Ee 


desgl. jo Mo lgs —— — 





„1560 ige... 





2... ..12036 | 2036 
_Robrleitung KoA кес жа еке 


| Siederobr 82/89 f, 
| desgl. 1660 lg. 


Füllschachtverschlüßse о ТИКО M 








Asbestplatten 5 mm. stark. 


.Ochamotte ~ Roststeine.56o. 1g,----| 460! 


Stelnschrauben 3/8 x 150 . E BCE 





‚Gebläse 120/200 mit. Elektro-Hotor|.---- 
50. 37/2, 5, 5.Р2 s sss 9o 1: 


Sterndreieckschalter.......... o oan oos 


m 
Schanbtte-Steine fiir. Feuartir...f 4g. 


Seilkauschen , 8 Kionmen - 445 ETT 


. div, Schrauben u. Scheiben: - 8 


Übertrag 


Os 
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Einzeiliste 





Signum 


Ar 


Auschwitz Aufirag Me 





ES 








Fabrik- § 
Nr. 


Verpackung 
Кай. 
zahl 


Gegenstand 





LAT AS. 





Heltrand 



































„Übertrag; |... 


Steinschrauben 3/4", 250 lg. 


Steirschrauben 3/8 x 100 22 . 


4. Bellroilen 150/125 ge 


1. kompl..Beschriftuegs-Apparat...- m 

















Gewichte in kg 


Мено , 




















Bruto 
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J.A. TOPF & SOHNE 77% 


MASCHINENFABRIK UND FEUERUNGSTECHNISCHES BAUGESCHAFT 








CODES GEGR, 0n 1878 DRAHFWORT 
JUD. MOSSE.CODE £f" TOFFwEREE Cis iT 
„С CODE А EERHRUF 


STAUDT & HUNDTUS 
1525 тыта 29427 fh zh Фитр ' 


GELDVEREEHE 
or RECCHABANE- 
E ТІ GIROKONTO 
FOSISCHECEKONTO 
An den А ERFURT ve 


Reichsführer 55 
und Chef der deutschen folizel, 
Bauleitung Waffen-55, 
ERFURT, 25.9.41. 


ui .-8, POSTFACH Sëch 

uschwitz /0.-5 FABRIK UNO VERWALTUNG 
DREYSESTRASSE Tg 

L ~ hes. 

KETEIFET: ІНЕ ZEICHEN unsere ABTEILUNG; ЕРІУ 

Binksctherungs-Cfen. - 57 


ainar koksbehsisten 7022-шінізслекдпев- 





Cfen mit Donnmelmuffel und griuakiurt-aniage. 









ri a 
FEN dame vu ы df 
Sigang: | E 
a r i 
i 22528149411 4 


; are ached иг а! екн Set" 
Бл iet dey А | Аш. ; 
енен 


Da ui mas. an 











Document 198: "Cost estimate" by J.A. Topf & Sóhne of 25 September 1941 re- 
garding the third TOPF coke-fired double-muffle cremation furnace for Crematori- 
um I at Auschwitz. Source: RGVA, 502-2-23, pp. 264-267. 
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LA TOPF & SOHNE 2 
ERFURF 


TF аг Auschritz /0.-5. 








Geqensland der Veranschlagung 


1 koksbeheizter TopZ-zinácscherungs- 
Ofen mit Donpelmuffel und Druckluft 
Anlage, 





wozu folgende Lieferungen und Arbei- 


an maasr-ant 
ten gerären: 


Fundament zum Ofen und Rauchkanal 
müssen bauseltig nach unseren Anga- 
ben ohne Zosten für uns ausge- 
fnrt werden. 


Zum YMauerwerksmantel Ziegelsteine, 
Sand, Хаіх und Zement, Die besten 
Steice werden zur Verolendung her- 
ausgesucht. 


Das erforderliche Scnamottematerial, 
bestenend aus Nornal-, Form- uni 
Reilstsinen und konolitstamr 

sowie der daszuventrizen à 


Zur Isolierung des Ofens die еггог- 
derlichen Kieselzursteine, Sshlacken- 
wolle unà Zieselmurmörtel, 





Die schuiedeeisernen Versnkterungs- 
Zisen, bestehend aus T-, Gr und 
Jinxel-Eisen, Ankern, Schrauben und 
Muttern. 


Dis wu5- und schriedeeiserren Arna- 
turen, wie: 


gu2eiserne Einführungstüren mit gus- 
eisernen nahmen. Die Innenseiter 
der Tiren werden mit onolitstamri- 
masse auszestamprit, 





guleiserne Iuftkanılverschlüsse, 
zuJeiserre Ascheentnenmetiren, 
guBeiserne Generator-ülltiren, 
sohmisdesiserna Aschebshälter, 


schniedesiserne Nauchkanslschieber- 
rahmen, mit Мопоіії susgestampft, 
einsehlieälich der erforderlichen 
Rollen, Drahtseile und Gegengemwichte, 











$8 X 41 EO Logo Шы) 
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LA ТОРЕ A SOHNE 5. Вон des Kastenanschlages wm 25,2,41 
ERFURT 


Тар für ‚uschwitz /0.-3. 





Gegenstand dar Varanschiagung 


erforderlichen Schürgeräte, 


uertüren, Ы 


rucklu?t-^Anlsge, bestehend aus dem 
DrucEluft-Gebläse mit 1,5 PS-Dreh- 
strom-zoior, direxit gexuppelt, unà 
der erforderlichen Aohrleitung. 


Montare des Üfers, 


Monteurzestellung zum Bau des Ofens, ! 
einschließlich der Reisekosten, 
Tagegzelder, einschließlich der 
Sozialen Lasten. 





schmiedeaiserne Leichenein?ührungs- 
vorrichtung, Sestehend aus dem Sare- 
ein?Harungswaszen und dem schmiede- ] 
eisernen Versenisoevagen mit den er- i 
forderlishen Loufso^ienen, ein- і 
schließlich einer Drehscheibe, ; | 








ies Sterne: 











Xenngiffarsewicht: 2 870 


Der reis gilt ab werk Erfurt, ohne 
Verpackung, einschnlieflich Xonteur- ! 
gestellunr. ! 


Für die Dauer der Uontage sind 
unseren Monteur bauseitig, kosten- 

ios für uns, drei Helfer zur Ver- 
fügung zu stellen. 





Lie?.2e4.À. 60.5.41. 2 oon. L о204. 











93.041. Wig, Lorem ite 
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3. A.TOPF & SOHNE 


ERFURT, den 21. Oktober 194]. 


1 
Maschinenfabrik PA Po E 7 D ы 
Feusrungsiechaisches Baug взен. d zou ME E я = 
FE o wë at tor Ja ! 4220. _ d 7 


ersandanzeige 


Ir 


uf epo ; 
“е ART au Ke 





1E Top. dgsstamt Taushal und Bauten. 222. 
TEA L. Auschwitz — 
Auschwitz 6/83 


Hierdurch teilen wir Ihnen mit, dah wir heute folgende, Sendung auf den Weg 
brachien: p. Waggon — hier biastosErmmeinockseltmagen nach Station: 


franko Auschwitz..(/5,. AnschluBgleis ы Тасман E 
Жерри. 5225, ‘Miinchen. .. AG}. . — TT 
; LATOS 5 SOHNE 


e vESÉANCMUTRE! LUNG 
Par. 


‚Ай der Ж 
Unsere Yerpackun Gewichte in ni 
Signum Autfrag-Nr. Kalli- d Genenztafd 
zahl Netto 


ТАТЕ, 


477713301 і Helle zum kokabcheiztem ТОРҒ- 








lv|Flacheis. 7o/lo, 2520 lg. 15 | 13 
ya" 80/8, 790 gestr „Ige.|13 | 19 

4 2 ыны 27o/ 125 126 

- 1.1. ; 
р в ЕТ tHe Lets ertrag Hierzu cO YES 
Document 199: Bill of lading by J.A. Topf & Sóhne to the SS New Construction Of- 
fice Auschwitz of 21 October 1941 regarding the parts of the third TOPF coke-fired 
double-muffle cremation furnace for Crematorium I at Auschwitz. Source: RGVA, 

502-1-312, pp. 104-105. 


orrelmuffsl-Kinäscherungsofeh, | Br 
3131 2 |lose| Р.]?їпке1еїг.®о/9, 2000 lg. 6з ga 
Hin а 3 82/8, 1235 ie. | 57 D 
2 |" | 2, Einführunsstüren 600/500 425 1425 
4 i" | & }Winkelsis, 50/5, 1235 le, 19: 19 
2 | * | 24 Feuertiren 280/350. 9o | 9o : 
l|" | 1JWinkel 50/5, 2330 lg. 8,5 8,5. 
6 | " | 6-|Luftkanalverschlüsse 108/126| 5o | 5o 
li" | 24Winkeleis.60/6, 1945 15 SE: 24,5 24,5. 
f nieta : 
15. * |154 Rundeisen-Anker 16 d 85 58.7 
4.” | 4 I-eisen ЕР 12, 2000 lg. So | go | 
6 i " | 64Winkeleis. 50/5, 824 lg. 18 | 18 ` 
2: 24 Тігісеігіз, 90/9, 2000 lg. 56 | 56 
aos ЕГІ " . 50/5, 1150 lg. 8j 8 
Ll yl lv|Flacheisen ?o/lo, 2520 lg. 13 | 15 
21 2r(finkeleis. 80/8, 1600 le. 3a 3e | 
2 ы 24 ' desgl. 30,5; 30,8: 
4 "jy 1 5o/5, 1235 lg- 19,51 19,4 
2 * 2 4Еелетілігеп 280/350 9e, | So 
я 
Ke 
2 и 
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А inzeliste на... Auitrag Nr. : SS E 

" | Ша K 4] Art der 5 ж | "an un | Gewicte іп m 

ce Е num Ed Verpadcung me Gegenstand 
1 i Por і Meng — Brutto 


UN. 








| JAT-A S. 


























Ir ee «Века 0002 | _ 1.1298 
23131 2 lese| 24Flacheis. Zeite, 770 lg. ` 8' в 
2; " | 24 Flacheisen-Biigel mit jc 2 Seilrollen 27 27 
2 * |2 Rauchkanalschieber-Rahmen 19: 19 
2" |294) ` zenzuge 3 3 
2" |а Uogengewichte го É.. 72.. 92 
2" |v2|Aschebehlter | 12.] A 
2 " |*2|Schürgeráte.. 12i.. 12 
EN H (|55 Тіегкалбеізеп. Sa 630. le. "m 255 | ‚255 
à" |, VE Pi TIS EH 52. E 
2 ut ups BEE 12e 16 46... BG 
1o...^...|À0 |Schamotte-kKoststeine E 6 650 lg... ditio. Aio 
25154 IEN lo |Laufschienen.. 2.d.Einführwagen 85 85 
1" |1 |Verschiebewagen... loo-'. lea 
І * 7 L|Einführsagen... mit Abstreifer. 303 . 303 
6 " |*6\Gegengewichte 500/190/210 264 26h 
l ^"..i"ljGeblise 120/300 mit Dreh&trom- 50 50 
motor-l,5 Pu... : 
lo Tose. rio./Schanotte-Rostzsteine К ба. » 650 18.010 — Die 
1 Loge | МІ-ейвев NP-12,-2000 ig. " 22,5 22,5 
vl Kiste. Firmenschilder nn - al 3e ` 
Шын Drahtseil-lo-f-mit Esuschen u. 5 
div; "Schrauben ~ a i Se a | 





TEE 
| 2548, 5 
ae tes шшш 
А 2 , е ` 
Arge PER ні a 
г г i SET ы = 
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SE Ашту SÉ 















Betr. Neubau $L ытын Buggi 6-1, ішпе; qoc шінші | fefe 7 
Saushait 5t. 4049 Stap. Башан. TA Ir 4 Kapitel , Zitel 
Senehmigungverfügung vom 77+ HIT. Paupthud Ar...) Beleg Arc... n 
Аллан ай pom ` . n eres mit e Жж 
` 1 ärt ber Gergebung: 

zg bet. АҢ 

. Tribe 13 Du 
Yuffrag Яг, рт `. mit а. Ы г 
Bertrag He. ......... pem ou... Mit... 








Schluß-Rechnung 


KAldırygulreflenaeh if фа Ертенгі) aum {йг 
‚Firme ritempel 


bec Firma .2.А.Тор%.8 Söhne Erfurt... а. ркі? 
bet Kb, Auschwitz 


Зато: Rekchsbank—Girokto. 75/831 | __. Zurt.... ‚ben 16.124. 









робе опір: „Ёлки ЧӘ no... . 


Qelbbetrag 














Anzahl Sogenfond Ns m 
pingeline ganzen 
Sa жа 















Lieferung und Errichtung eines КОК 
beheizten Topf- Doppelmuf tel- Bin- 
Asch runssolen ohne Fundament und 
"Asuckkanel und wart 

















ULhieferung der Zrezelsteings ора der 
Lirtelmaterialien. für den kaner- 
werksmantel, der erforderlichen 


Schamottematerialien, ‘der donolit- 
"gtanpfuadsse" der iieselzursteine, 


a а | : | | 











зе . „дев Kieselzurmürtels and der Senl 
kenwolle zur Isolierung des OZens,. 
der schmiedesis. Verankerung, der 
бы denn ы ала -Rsscu. Smets 
sowie der „ruckluftinisge bestek 








i se mit Drenst-üm 





4essen-deiseküsten, Tagexclaer und 





in Su, 


B aW. 








| E 





Document 200: “Final invoice’ JIA Topf & Söhne back-dated to 16 December 
1941 regarding the third ТОРЕ coke-fired double-muffle cremation furnace for 
Crematorium I at Auschwitz. Source: RGVA, 502-2-23, рр. 261-261a. 
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Anzahl Gegenfané 




















Ufens. 


Lieferung einer schzisüeeis, Leiche 
einführungsvorrientung bestehend 








jim übrigen natn Jassgabe.unseres..uo 


mde gE yee 25.9.5 Hl und uns 








" 1941. 


Eiszeit 
21.10.41 


_ Anke Gas Ss SCH SC BE 


ОВИЕ ТИНЕ 





Auftr.=ör. 4] D 1980 _ 


Rechnungsnr. 2305 


Au den 





a m E Eeer ER 
Chef.der.deutschen Polizei es 
oe pas clea und Bauten. 











S0zisien Lasten zur Errichtung..ües. |. 


‘jas SargeiuTühnrüngczswazeu, Verschiebe-" 
— iow. [wagen Laufschienen unü.Drebnscheibe.]....- 


gui Rrgsänahmeschreiben voi 5.9... 








Fracht auf die &b Erfurt verlgGenen| ` 
eile, li. Fracktorief. vom... 





im 
einzelnen 


im 


sangen 


Geldbetrag 





le 





TR 








DESEN | 





ЖЕТЕН селен” атын "ERTIIETER Зан ы а E 
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LA ТОРҒ & SOHNE 8. 12, ‚ Zenner 3 


ERFURT, den... rm 


Maschinenfabrik Е 
Feusrungstechnischs. Bauunternehmung Va WM 
WP Й aen 
Versandanzeige / aut rot, 


i der #а?Їєп-55 und Polizei 


“ЗЕ Georgen 


же T = ee КО Т GC 


itr Schrb, v, ЭНЕ 42 
SC e 1257 а/42 












OHNE 

















| іздер orkcinsel? „ur. 1849 v,25,11.42 - À, Он 
LE 
` zahl u . Neto Brutto 
JATESIAL EEE [teile zum poppe iautfiei=tin І : 
Fabr ir, aischerunesofen: . PE 
27 741 Verankerune: 
D B lose |2 | finkeleisen 90/9 x 2000 mm- 
417 4 " Bo/8 x 1235 7 - 
VE 5 50/5 x 1235 " ^5 
qe ng 1 в O Bo/6 x 2330 " |! | 
|" 2 m 60/6 x 1945 " | 
1|" |1 Í Bundeisenanker 16 ma d, С 
2520 mm lang 
A1" |4 | I-sisen NP 12, je 2005 та lg 
ег" 5 їн leiden Do/5 x 824 7 | 
ER 2 90/9 x Росо " 
mit ee en E f 
4j» 4 | Kundeisenenker 16 mm d, je | 
2350 on lang | 
Si P 2 desgl. је 2840 mm lg. 7 
Z|" | 2| Yinkeleisen 50/5 х 1130 m-f 
6." 6 | Kundeisenenker 16 un ў, je. 
2570 xm leng | 
li 7 1 | Wlecheisen 70/10 x 2520 mm l- i 
2i 7 | 2| tinkeleisen 80/8 х 1600 " |- | 
iy 7 Z| desgl. vermietet 
4! m A * боб 1035 en _ 
1! " 1!” Flacheisen о/о x 2520 mm i 
4 n 4| dgl. Во х10 x 79o um gesir, ie | 


TOR 5,42. 10000, еп 








Hierzu жб. d seet 


Document 201: Bill of lading by J.A. Topf & Söhne to SS ET Office Gus- 
en of 12 January 1943 regarding the parts for a TOPF coke-fired double-muffle 
cremation furnace. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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1 
Baiblatt Мғ................. Auftrag Nr... en 


5770 АН der ` — 

кам véi Sch : | 
zahl Natle Brutic 

АТ. 65.3 
Febr, йт, | 2|lose| 2} Fischeisen 70/10 x 770 mm Ig 


27 Tal 210" 2 e loof/io x 1220 " 
ges Länge nit 4 Bellen 20 
ae loo mm teng | 
il o7 1 1-Fiaen ЕР 12, Zooo mm lang i 


| 
| mit Knotenblech 


Gesamtgewicht vorstebender 
Teile 








бой боз | 
2l" £ | hehmen zu den knuzhkansl- . 
| sahiebern - 1 19 
CAR 2 | milsen dazu « 38 38 
|" 2 | Gegengewichte 2“ 88 
21 2 | Aschebehilter ~ м 1 
21" |2 | Schürgeräte ^7 13 13 
3o, " 3o| Vierkanteisen 40/40 x 630 mm 228 225 
4i" 4 | desgl. je 7do mm lang "m 34 34 
ІІ f1 | leebrohrl itung : (Blechro 2 23 
А в, &rümrer) 
21" [2 | Siederohre a ша f, іобо 
Е und 1660 zx lang . 28 28 
Fe by Er " |2 |g.e, sinfilbrttiren 500/5оо ma | 
eeng 1.15, Dx or., box lks. 4431 443 
27 395 4T 4 lg,e, leuertüren 280/350 mm 176] 176 
в" 161 шнен | 
abr,lir 2;" |а |= Finfubrturen 600/600 mm iL. | 
1хг, x links 443} 443 
27 735 D | 
615 |6 |" Luftksnelversehliüasse | 
j 108/126 zn. 47| 47 
git 2 |" Füllschechtverschlüsse „ш | 
| 2703440 mm i. Le 128, 128 
al" [а In zeueriüren 280/350 mm 176. 176 
27 743 flo; " По |ieufschienen zum Kinführwegen 38; 83 
1 , " l|Verschiebewbegen c 9]! 91 
ii " | 1 [Yinföhrungsregen «^ 182! 182 
i: * I 1 |ziech 480/2765 mm gestr. Le, | 
| rit 2 Stegblechen 72 72 
6|" 6 | 31echkásten w 24| 24 
1! * | 1 jäbstreifer — all 4l 
| Uebertrag i 8040 
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339 
Beiblatt Ne... i pate Nr. 
Ап der 
ТЕР zahl + Netto Brutto 
j Ges > | Vebertrag Božo 
БЫШКАНЫ 32 lese | 32 Vierkanteisen 30/30 х боо mme|l?8 | 128 
44 pl. 1 i 
1/2205/3 |11" |1 [Gebläse нг, 120/308 wit kl, 
Fabr, Är 27 735 : kotor 350 Volt, 1, 5 PS Do Бо 
| 1/1052 l1 ^" І [Gebläse Hr. 450 für kotore Ф|. 
n be 694 Antrieb 263 | 269 
D. 1 |Drickstutzen z^ 4o 4о 
| 28 1" 2 [Tiskeleisen mit en "s 
Ankern | ? 7 
| 1 i" ‚1 |Gegenrakhmen 500/350 im 71, ei 7 7 
1 I" 1 |Rauchkanalsehieber s. ча | 74 
l i" -|t [Gegengewicht Blo më ae 28 28 
| 25 762 |l i" |i (Gebläse Hr, 120/590 mit El, 
| . i kotor 1,1 PS, 380 "Volt 118 118 
41/2235 | А S | 
Ж ш 27 742 |ә | " 20 Schenotte-Rostateine K88 i"4o | 74o 
1 0,1652 | 1 Kiste| 4 |Steinsckreuben 3/8" x Zoo па) 1 | 78 
SN PRADA ! 4 |Streifen kreftregelplette — 0,5 
| 26 716 1 | Zternäreieckschälter | 4 
25 674 6 |Steinschreuben 1/2" x 150 +] 1 
i 1 | Sterndreieckechalter 3 
| civ. Schrauben l| 
| | 1 |irichter m. hohr 0,0 
i i1|z.e. Seilrolle, Fig. 2 1,5 
j 1 | Srehtseil 6,6 m, Ser d 1 
| | 1| z.e, Seilrolle Fig. Z ` 2,5 
- | В | n tsbestschnur 8 ше d о,В 
: 1 2219 1 : o |n Crahteeil, lo mm f 3,5 
er 741 2 |Firmenschilder 0,1 
: div. Schrauben i" 
" 27 Tu d35 | 1 g-e, Seilrollen 125/150 mu d 5,5 
i 16 |26 зк „Зоћгаць. 3/4" x Бо ва Á; 
1/1980 | 4 |zcilrollen 150/125 ma d f 5,5 
" [27 395 2 |с.с. vebel Қой. 19 829 3. 
| A579 
| | 








Document 201: continued. 
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Роситепі 202: Drawing by J.A. Topf & Söhne по. Р 57253 “Coke-fired cremation 


furnace and foundation plan," 10 June 1940. Drawing of the first furnace for 


Crematorium I at Auschwitz. Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 202a: as above, longitudinal section. 
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Document 202b: as above, horizontal section. Numbers added by Carlo Mattogno. 


details. 


See text of Part 1 for 
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Document 202c & d: as above, vertical sections. 202d (bottom): section through 


the flue ducts. Numbers added by Carlo Mattogno. See text of Part 1 for details. 
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Document 202е: as above, setup of the chimney. Numbers added by Carlo Mat- 
togno. See text of Part 1 for details. 
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Document 203: “List of materials for a ТОРЕ double-muffle cremation furnace” for 
the SS New Construction Office of the Gusen camp on 23 January 1943. Source: 
Bundesarchiv Koblenz, NS 4/Ma 54. 
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Document 204: Drawing by J.A. Topf & Söhne no. D 57999 of Crematorium I at 
Auschwitz. 30 November 1940. Source: RGVA, 502-1-312, p. 135. 
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Document 205: Drawing by J.A. Topf & Söhne по. Р 59042 “Installation of a cre- 
mation facility for Concentration Camp Auschwitz.” 25 September 1941. Drawing 
relating to the third cremation furnace of Crematorium I at Auschwitz. Source: 
APMO, negative по. 20818/1. 
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Document 205а: as above, labeled by the author. 
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Document 206: Drawing by Central Construction Office no. 
1241 “Inventory plan of building no. 47a, construction object 
11. Crematorium.” 10 April 1942. RGVA, 502-2-146, р. 21. 
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Document 206a: as above, section enlargement with floor plan, labeled by the au- 
thor. Koks: coke; Urnen: urns; Ofen: furnace; Leichenhalle; morgue; Waschraum; 
wash room; Vorraum: Vestibule; Aufb[ahrungs]-Raum: examination room 
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Document 206b: as above, section enlargements with front view (top) and vertical 
cross section (bottom), labeled by the author. 
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Document 206с: as above, section enlargements with side view, labeled Бу the au- 
thor. 
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Document 207: Drawing by Central Construction Office по. 1434 of 3 July 1942 
regarding the new chimney: “Construction of a new chimney at Crematorium B.W. 
11 at Auschwitz Concentration Camp.” Redo of drawing no. 1241. Source: J.C. 
Pressac, Les crématoires а” Auschwitz. La machinerie du meurtre de masse. CNSR 
Editions, Paris 1993, document 8. 
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Document 207a: as above, section enlargements with floor plan. 
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Document 207b: as above, section enlargements with front view (top) and verti- 
cal cross section (bottom). 























Document 207c: as above, section enlargements with side view. 
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Document 208: Bill of lading by J.A. Topf & Söhne to the SS Construction Office of 
the Gusen camp of 24 February 1943 regarding square bars for the gasifier grate. 
Source: Bundesarchiv Koblenz, NS 4/Ma 54. 
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Belriebsvorschrift über die 


„TOPF'- Saugzuganlage 


Falis der Zug im Ofen nicht ausreicht, muss die 
am Schornslein eingebaute Saugzuganiage in Betrieb ger 
nommen werden. 

Hierbei beachten, dass zuerst der Motor ange- 
stelit wird und dann erst darf die Drehklappe im | 
Schornstein geschlossen werden. Die Wasserzufuhr 
zum wassergekühllen Lager muss auch sofori laufen. 

Nach Schluss des Einäscherungsbefriebes 
muss zuerst die Drehklappe im Schornstein geöffnet 
werden und dann den Motor und die Wasserzufuhr 
abstellen. 

Zu beachten ізі fernerhin dass immer ge- 
nügend Wasser im Behälter vorhanden Zei. 

















Document 209: J.A. Topf & Söhne, “Operating instructions for the ‘Topf’ forced- 
draft device. " 26 September 1941. Source: АРМО, BW 11/1, p. 2. 
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Betriebsvorschrift des 
koksbeheiz ten Topf-Doppelmuffel-Einäscherun gsofen, 


Vor Beschickung der beiden Koksgeneraloren mil Koks müssen die 


NO beiden Rauchkansischteber am Ofen деб пе! werden, desgiauch der Haupt- 
г; rauchkanalschieber bzw die Drehklappe am Schornslein. 

EN Nunmehr kann in den beiden Generatoren Feuer angefacht und 
e unterhalten werden, hierbei beachten, dass die Sekundärverschlüsse rechts 


und links der Ascheentnahmetüren (koksgenerator) geGffnet sind. 
Nachdem die Einäscherungskammer guf rolwarm (ca 800°C ) ist 
können die Leichen hintereinander indie beiden Kammern eingefahren warden. 
Jefzf ist ез zweckmässig das seitwarts am Ofen stehende Druck- 
tuffgebläse anzusfeilen und ca 20 Minulen laufen zu lassen, Hierbei ist zu 
beobachten, ob zuviel oder zu wenig Frischluft in die beiden Kammern ein- 
tritt. 





Die Regulierung der Frischluft erfol gt durch die Drehkiappe die 
sich in der Luftrohrfellung befindet. Weiterhin mussen die rechts und links 
der Einführtüren angeordneten Lufteintritle, halb geöffnet werden. 

Sobald die Leichenteiie vom Schametteros! nach der darunter 
lregonde Ascheschräge gefallen sind,müssen diese mittels der Kralze nach 
vorn zur Ascheentnahmelür gezogen werden Hier konnen diese Teile noch 
20 Minuten zum Nachverbrennen lagern, Dann wird die Asche in den Aschebe- 
hàller gezogen und zur Abkühlung beiseite gestellt. 

Zwischendurch werden neue Leichen in die Kammern nach einander 
eingeführt. 

Dig beiden Koksgeneratoren müssen von Zeit zu Zeit mit Brenn — 
stoff beschickl werden, 

Jeden Abend muss der Generatorrost von den Koksschlacken be - 
freit und die Asche herausgenommen werden. 

Zu beachten isi ferner, das nach Belriebsschluss, sobald der 
Generafor leer gebrannt ist und Glutlede nicht mehr vorhanden sind; alte 
Luftschreber und Türen desgi, auch die Rauchkanal schieber am Ofen geschlos- 
sen sein müssen um den Ofen nicht auszukühlen. 

Nach jeder Einascherung steigt die Temperatur im Ofen. Daher 
bitte beachten, dass die fonentemperatur nicht über HOD'C kommt (Weissglut) 

Dieze Temperatursteigerung kann durch Luftembiasen verhindert 





werden, 


D. 26, SEP. 1941 | | | 











Document 210: J. A. E bf & ‚Söhne, “Operating instructions for the Topf coke-fired 
double-muffle cremation furnace.” 26 September 1941. Source: АРМО, BW 11/1, 


D: 3. 
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@srackenlager: Für Wachtruppe { 1 Bataillon } werden 6 lufiwaffen- 


Lagerhaus: 


Nebenanlagen: 


ilfabetriebe: 





| rium р gelangt auf dem Gelände des Е.-І. zur Aufstellung. 


-5- 


baracken, 1 Wirtschaftsbaracke, 1 Waschbaracke und 

1 Abortboracke aufgestellt. Die Baracken erhalten elektr, 
licht, Wasseranschluss und Ofenheizung. 

{ Die Lieferung der Baracken wırde vom Hauptamt Haushalt 
und Bauten Amt II zugenagt, jedoch sind diesa bia heute 
noch nicht eingetroffen ).- 


Ausserhalb des Lagers am Anschlussgleis für Lebensmittei— 
lagerung mit Rampe. Planung noch nicht durchgeführt. 


Die Wasserversorgung erfolgt durch 3 eigene Prunnenanlagen 
mit Pumpanlage für Nutzwasser und 3 Brunnen für Trinkwasse; 
Die Beseitigung der Abwässer erfolgt durch je 3 beitungen 
an der Breitaeite des Lagers, Über den Abfiußleitungen 
sind die Wasch- und Abortbaracken angeordnet. Die 3 Lei- 
tungen werden zusammengefasst, die Abwässer in 3 Brisch- 
wasserklärgruben geklärt und durch einen Yorflutgraben 

zur Weichsel geführt.—Die Stromzufuhr erfolgt von der 
Dachpappenfabrik іп Birkenau bis zum Transformator im 
Quarantänelager ~ Eingangsgebáude als Freileitung, von 
dort wird der Strom in Kabel weiter geführt. 

Die Lagereinfriedung besteht aus ca 3,20 m hohen Beton- 
pfosten іп 3,50 m Ábstand,an welcher der mit 2000 Volt 
Hochspannung geladene Stacheldraht angebracht wird. Um 
ein Untergraben des Drahtzaunes zu verhindern, wird eine 
Erdsicherung eingebaut. 

Anschliessend wäre zu bemerken, dass die neue Zufahrts- 
strasse vom К.І. die Reichsbahn schienengleishdurchkreuzt, 
Diesbezügliche Verhandlungen mit der Reichsbahn eind im 
Cange, ebenso bezüglich des Gleisanschlusses.— 

Infolge des grossen Belages ( 125000 Gefangene ) wird ein 
Krematorium errichtet, Es enthält 5 Stück Muffelüófen mit 
je 3 Muffeln für 2 Mann, sodass in einer Stunde 60 Mann 
eingeäschert werden könne. Ausserdem wird ein Leichen- 
keller und 1 Müllverbrennungsofen erstellt, Das krenato- 
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Document 211: Page 5 of the "Explanatory report for the preliminary draft of the 
new construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia" of 
30 October 1941. Source: RGVA, 502-1-233, p. 20. 
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Document 212: Page 6 of the “Cost estimate for the preliminary draft of the new 
construction of the PoW camp of the Waffen-SS Auschwitz, Upper Silesia" of 30 
October 1941. Source: RGVA, 502-1-233, p. 27. 
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Document 213: “Bill EGRE by J.A. Topf & Sóhne to the Centr al Construction 
Office at Auschwitz of 16 April 1942 regarding “Parts of TOPF triple-muffle fur- 
naces " for Crematorium II at Birkenau. RGVA, 502-1-313, pp. 167-170. 
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Document 213: continued. 
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id fem |8 1" Bv |" 225g B y 
LE aw" 550 ad, ca, 959 le 25 : 25 
8а i" v| * доо Sé 65 165 
Bi" ||" 350 88, " 25 - 23 
yin ay] 250 Sé " 20 2o 
lo T ovy" 225 Sg, " 52 52 
5 m 52р" 18о Se п 2о 20 
до" Ши" зоо BÓ " ?6 — 06 | 
ИРЕ ТН Übertrag 10939 








Document 213: continued. 
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Zen 
BeibiaM Ne. 3. © Auftrag Ме б... 
Signum Gegenstand ыы 
А Мече | Brno 
TALES 
| Übertrag 0929 
6 lose| 6 |versch. Abzweigstutzen 43) 43 
ДЕ” um. Krüaser 56. 3 
18, " |18 |Rohrachellen 38| 38 
19 " 119 iBickmeschelle. q 11: 11 
| ‚Kiste 1 | Sterndrelecksobalter- np B? 
div, Schrädben 1! 
Im {1880 2 Steinschrauben 5/8", 200 lg | 1 
27448 div, Schrauben 1 
27405 | io |lfdm, Drahtseil 1o E mit 5 
| Kauschen в, Klemme i 
| 2 | Firmenschilder 0,1 
| div. Schrauben & Scheiben > 16 . 
41/3249 | ‚20 [Sechskantschr. 5/16 x 20 0,5 
28089 20 |Steinschrsuben Mio x 100: 1 
27621 . 4 |Fl.-Anker 2. 
i12 Sechskantschr. 3/4" x 5o 5,4 
| А 
ы... Е э М 11143 
2, = m NM ee 
үлт у ЫШТ i Serien дж CAESA sone ven 
Fa NIE ME 
be vr Pw ud 
Pr | 
| 
| 
| | 








Document 213: continued. 
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FY ¥ 


ДА „ТОРЕ & SOHNE ERFURT, den ..12 . ionic... .194 2 


Yu 
Жанан са» Baugeschall y БК 
ж FO V 


"Wr V do А 


 Versandanzeige BP 


Е 
I 
| 
I 
Д 


rete Ares Uu 
g Sot 






T 


Lonzenirat а huschaitz. . БЕСТЕ 
Auschwitz o/s, 





Hierdurch teilen wir Ihnen mit, dal wir keuta Касяка Sendung aul den Weg 





brachen: p. Waggon rA т j Кут nach Station: 
Auschwitz о/з. a cc nee a ЕГЕСІ 
Waggon-Nr, 93413, Erfurt Жолақ tetos 5 E 














Art der 
А Unsere Verpackung | Sidck- 
Signum Aufirag-Mr | Koli- zahi 
zahl 


LA T&S. 




























| itos |1105 
: зе 108/128 | 120 | 120 
d II. 270 х | оса | 268 
| auchkaasalsehieber 660/700 91 99 
| ane sinstsigeschechtver- 179 ; 179 
| schlüsse Ho x Sto 1,1, : 
| айтеп mit “boppeldeckeln) ; 
: lose | 2 /jinkeleis. 50/5, Soo lg. 4204 
| Kebtenrollen nit Msuerbolzen| 17 : 17 
| Schneckenrad-jandwinden 421042 
lose | 2y [Gebläse 625р, 2x5 rechts, o. [1490 | 1490 
| desgl. 1х5 links, #07 | 775 | 775. 
| 3 /iDruckstutzen 870/595 auf 435. 435 
1600/870 j 
| Wasser-Zu-u, AbfluBrohre 5,51 
i div.gchrauben u.Steinschr, 115 | 
| 4 |Steinschrauben 112 x 200 1: 
3 Beilrollen u,.averbolzen 5,5 | 
42 liteinschrauben #12 150 lg. Ту 
; 3lkalibr.ässten 8 ди je ba KE 
| vbartrag : 4534 
T. z 42. чаи. Lut! Hierzu. BeibláHer 





























20.008 E ЖАР, 
Document 214: "Bill of lading" by JA. Topf & Sóhne to the Central Construction 
Office at Auschwitz of 18 June 1942 regading "Parts of 5 TOPF triple-muffle fur- 
naces " for Crematorium II at Birkenau. Source: RGVA, 502-1-313, pp. 165f. 
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Be-klatt Mr. 1 мй гы fu 
Gegenstand 
z] EE re 4.22 Vt шшш ыы ! 
в1/2249/11 дъ. : Übertrag Dn 
9 | --Kisie 3 Шгаһбвеі18 § nd mit Kleumen 3,5 
u. Kauschen о, 
7521 40 3echsk.-Schrauben 3/4" x 5o | 11 
h1/2289/1 | 
43 61 
1 los 25 
2. " [|2yRlotzlager Se Bohrg. 109,4 10,5 
1; " | 4viGesrohr 2", 450 lg, 2, 2,5 
3: " | ZViRostplatten 350/275 42 | 42 
2. " |Zujflacheisen 60/25, Goo lg. 20 | Zo 
1: " |1,[Rutschplatte 700/250 24 ' 24 
1: " :1,mahmen für den Aufgabe-Ve- ? ? 
| ¥ Ischlußdeckel 
qe cum A väiffelbiechleoksi m.Scharnien 22 | 22 
35. " |55 Roshet be Yoo ig. glatt Zon ! 200 
| sod. 15156 
Dip 
| жШш-лтм 
Rt 
fer 
Z Aa fy Ee 
f 
H 














Document 214: continued. 
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EES егі 


' Bawoochaben: 4 6 4 bert 0. Baunerk (ivy. AAS E 





Sraushnlt Taf 3 жаг 


Banausgabebuch Seite . . ..... Me. 





Genehinigungsperfügunig nom ; 
. Art ber Bergebung: 


ituri Arbea itreitben || 


Койеп рог) олт (ад oom EE X aan ` d Bin 
Wee den HET PAFA epe) freihändig 
"Тарта Ee Qum 33.975 mi FIIT. RA рай 


ZS, Ter Ho gom ЖЖ. Ø. HH, mie SHIP — ny Heute Эрленд 












Unsere sere Berhaungs-Np 69 


| | Ae Let / Sdilu-Redinung Ne. о 


EM [Riinan |f ра irren f Жақ 








ber Firma. Fehr Topf 6 5Dühne Erfurt ` 
ber. .....Watfen-S5 Auschwitz... 0... 








Lens ТЕ Gelbbettag 


| Bow | 910, ken 1 ber Tuae 


| Ge = Fang Anzahl Gegenftand . im e 
ЕНЕР Arbei | : с " eingelnen ganzen 
Ihlages beten - EZA MP - EI Ed over ж. ЖА Regt Жи ілу 


Ber Е 


AL D 2249 — 








Ўз гап 





Errichtung von 5 Stück Dreimuaffel 
Ein&schernngsüfen und zwar? 


I 

| 

І 

| 

| Lieferung der Sohamottenormal- 

| Keil» und Formsteine des Schamat- | — 
temirtels und der Monolitstaempf- | 

! masse zur Herstellung des fewer- 

! festen Gfenrauerwerks 

1 


der борі астеттоііе, Kieselgurstei d | 
ne und des Isoliermirtels „zum Iso 
lieren der U2 теп» 


Ё 

| der guss-u. schmisdeeiz. Ofenarma 

| turen und der Druckluftanlagen 
it. Beschreihg. in uns. Kosteran- 

| schlag vou 4.11.41 Pos.T. 

| 

1 

1 


Gestellung uns. onrteurs zur Be’ 
aursichtigung der 3euarbeiten en 

‘den Öfen,einschl. der .Tazepelder, 

Reisekosten und sozizlen Angaben t 

"me 285 тйг ner „aus P A i -— : 
qM. Erfurt zum HB:hnhof Erfurt  ào3[8. | [21.8994 =- 
| Lieferung vor 2 Serzeinführunzs- vs 

i РА vorrichtungzen ап bestehend aus je 
| Wa einen Sergeinfinr “эдеп, Uen Ver- 
T 
| 








war белел шл! 

















Fai ША ^ ү i Sagesk ees 








" uaborvciE: 
ı ÉF-Sormblati — Sar— 13 „Einzel Teile / flus Kehmang’, Titelblatt. Wwacgaka-t-Sechdrud pre! Kosal (1241.) 
Jurublat 139 — шадды, 1 Ы * 
| қ 1 Beien fir.: 
Document 215: “Final invoice" of J.A. Topf & Söhne of 27 January 1943 regard- 
ing 5 triple-muffle furnaces (and the waste incinerator) of Crematorium II at 


Birkenau. Source: RGVA, 502-2-26, pp. 230-230a. 
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Caufenbe | Зей Geltbeirag , 
Eau- | We. deo [her Suse Se, аш — 
inbe | Rotter: | führung | азар Gegenfland im тә f 
Dir, ane імг : 
Leen | Arbeiten eingefnen fangen 
JEN "ZS Sa la 3 
Übertrag: ! 23. med- 









































Bestellung unseres ionteurs zur 
Herstellung der Rauchkerclenle: 


Se von 3 Topfseuszus 
bestehend аца je 


1 5глгтістетдііве zur Fürdering 
мой вла. 42 006 com Raucngasen { 
gegen 3D-mm wo a6582V0XeESUnE пыт i | 
Сту ө ӨЛГӨН Srußetutzen, 
L Dr Drucks tatzen 








1 Hauctkenalebsperrschiever 0,4. 
1,2 m, mit luftdicntsenliessender 
Führungshülse, Rollen, Drantsei 1. 
und Handwinde ` | 


1 Drebstrommoter für 380 Volt, 

50 Perl. tropfuarserzes GEO zi, CS, 
із PS mit Sonleizrincarkter, Yolı- 
‘astenlasser д. Mulssanuf arme : 
lung і i i 
Gestellung uns. oónteurz тш. Zir- І 


| n i 
bauen à Olpe | da 9.048.-< 
ісі eines : sl 


ofens und Zwar: 


orens unu омат; ы 
der Achamotte-igrmal-ieii uni 
Formsteine, aes Schamottentrte.s 
цайат Monclitstampimasse. der Die 
Betmntsteine, tes Isoliermbruiels- 
а. der Sehleckemiolle zur Herstel 
dang und Isolierung des feuerfe- 
Bion Of apmaderwerce. 


far ss-un?t sehmiedesis, fenger- 
seien, des sehnisissis. Aufgabe- 
kastens uni tes Heuchranalsshie— 





muy pads 






































Gestellung uns. Hobteurs z.Bepufs 
tig. + Ger Bau arbeiten. Antsensung 
sin, Ingenisturs zur Inbetriernenm 
pom. ung. Kostenanschlag vom 4.1. 
41 u,UuhBsS, ScPTRYV ed. 1.41. ` 
Betr, Bestellg.v.22.11.41 а, Неттп 
gSefchsführer 55-Haupt amt-beushalt 
.Beuten-Neubsileitu K.bp.Lusch— 
sitz Bstg. wr. 21971 зог 
ұз ES 











































Document 215: continued. 
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ҒА t ле тал un am wël 
: Bauvorhaben: Ze Entf. ааа. 7 Air. Bauwerk (D). DC -AFE 
: Soushalt E mo 1910 ңар BeF? gin ge: 


Gauansgabebudi Seite Ar. 


| f earum 
| Tenis net 
| 













- Benetymigungenerfügung vom 4 # а. са. dé 
_Soen (vor) anjglag om ҰЯ # #8. чыш £ 

| ноп WE 444 MY. mil $2224 — жу 
Seng T . vom 26. Oe. — mit ізь = Re 


(iate тә» Herten || 
ee | 1 


Yean f. JUNI | 94 








finel-/ Teit-/ Schluß-Redhnung Ne. 78 “оқа 


Reg тив AR pa Kreiz р Dmm 
Hr Tirer esy. 


unb Ramet eg 


er Firma J-A.Tüpf & Bühne Erfurt T 
М BEE жа A.TOPF & SÖHNE, ERFURT 
nn «Aus 
` Banhikonta ber Firma: Retchsb exkefro.851.. 


| Poftidhhedt-Ronto bec Firma: Erfurt .1192._..._.| 









БЕТІ . re 21. Mad 19 47 





i Laufenbet Zeit 

` Cour | Dir, bes | her Ure- ` 

` Enbe | Rojes | Fihrmg | Anzahl 

_ от үн пай Gegenítanb 


асер | белел ЖО GO A 25 Ao 2 


PELLEA Yar тағу (# 


Gelbbetrag 












im 
ganzen 
Жа ty 


im 
einzelnen 
РА (Lë 


касап 











42 D 1454 


Errichtung von 5 Stck. Dreimuffel 
=" ——- .—-— 
Einäscherungsöfen und zwar: 


! 
Lieferung der Schemotte—-Normal- 
.Keilund Formsteine des Schamotte- 
mórtels іші der feuerfesten Stamp- 
Masse zur Herstellung des feuer- 
festen Ofenmauerwerks, Lieferung | 
der Isöllerstoffe zum Izülieren 
der Öfen. i 


Lieferung der guas-u.schmiedeei= 
semen Ofenarmaturen und der 
Druckluftanlagen, der Verankerungs- 
teile für das Ofenmauerwerk und 
je einer Leicheneinfuhrvorricht 
aks Trage ausgebildet, mit Füh-" 
rungsrollen und Befestigungselse 
versehen, frei Bahnhof Erfurt 








Gestellung unseres „boteurs zur 
Beaufsicntung der Bauarbeiten 
im übrigen lt;uns. Anmgetat v, 
30.9.n.uns. Senrp.v.20.9.42 
Lieferung und ЕїпЬйї лт Л Topf- 
Sengzuganizore besteherd aus je 


1830j--| 39150. |-- 








Überirayr | 33.3501 - 


fhe Spell — Bou — 13 Eingl; Teil. ив "Redyrruna `. Tilciblalt. Wensnhoyr Во тегт donal 11941.1 


Formblatt 13a — {нїп ман. UL Bel 19 [с;з + 











Document 216: “Final invoice” of J.A. Topf & Söhne of 27 May 1943 2 
triple-muffle furnaces of Crematorium III at Birkenau. Source: RGVA, 502-2-26, 
рр. 215-215а. 
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Pauferide 
Te, bee 
Жойеп, 
ап- 


ichlages 





































Oegeujlana 





Geldbetrag 











anker Еш.са. 15 





1 Sau;zusgenizge mit eingenauten 
Tausstutzen, 1 Druckstutzen, 1 
Rauchienrlansperrschieber mit 
Rollen, Drentse21 and Нөбніпіе 

і oreustrumutar mii. бӛспівіггісе- 
PS für 350 Volt 
50 Per. 1 Voilf#esaniasser 


1 eiastisen- isolierenden Bolzen- 
d'püfferkupplang,. 3 


ee unseres Monteurs zum. 
Засавица einer а на шаш 
i8 gs t aie 5 Rindscherungséfen und 
es Lieferung der erforderlichen 
Schamottesormal-n. Keilsteine und 


des nötigen Schamottemirtels 


Gestellung unseres lonteurs zur 


Üvermaohung üer Bauarbeiten an 
Gen Rauchkanälen, Б gemäss uns. 


Anzehot vor 30.9.u.uns. Sohrb.v. 


2009-82 


matorium. 


Betr. Ihre Bestellg. v. 25.10.42 
Bestgb.Nr, 10496 
Е.Һ.Апвсітнііт К. G.E. Zweites Ere- 





im ! 
einzelnen ganzen 
Ші SN TA 
| pol 30. == Be 


1 
i 
І 
І 
1 
t 
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quai 

















Document 216: continued. 
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Documents 217 (top) & 217a (bottom): Topf coke-fired triple-muffle cremation 

furnace. Top: Vertical section. Bottom: Longitudinal section of a lateral muffle. 

Labeled by Carlo Mattogno based on the drawing by J.A. Topf & Söhne no. D 
57253. 
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Document 218: as above, horizontal section. 
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Documents 219 (ор) & 220 (bottom): as above, horizontal section. Top: vertical 
section, design ofthe combustion gas ducts. Bottom: as above, Bottom: Longitudi- 
nal section of the side muffle. 
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Document 221: Project of the new crematorium at Auschwitz (future Crematorium 
ПШ at Birkenau). Drawing 933 by the Central Construction Office of 19 January 
1942. Source: APMO, negative no. 20957. 
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Document 222: Project of the new crematorium at Auschwitz (future Crematorium 
IVII at Birkenau). Drawing 933 by the Central Construction Office of 19 January 
1942. Source: APMO, negative no. 20818/4. 
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Document 222а: as above, section enlargement with labels by the author. For a 





description see text in Part 1. 
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\ Bülbeerbrennungsalen 










ПЕ ..бузјаввев ав cpm D 


ER 
zug 


RT) 





b 8 VK Wei "arr ала dt baak 


EEE lu Le! 










14 Т ЕТТЕ | 
(емен мне, Ei РНЫ к күт” 
Document 223: as above, horizontal section. Layout ofthe smoke ducts апа the 
chimney. Source: APMO, negative no. 520. 

1-5: Ofen=furnace; 13/1-6: smoke ducts/flues; 14: Rauchkanalschieber=smoke 
duct damper; 22 (D1-5): Druckluftgebläse=combustion air blower; 30: Rauchka- 
nalschieber=chimney e smoke duct damper; 31: Zug=chimney duct; 33: Müllver- 
brennungsofen=waste incinerator. 
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Document 224: as above, vertical section through the chimney. Drawing 933 by 
the Central Construction Office of 19 January 1942. Labelled by the author. 
Source: APMO, negative no. 518. 

Ofen=furnace; 13: Rauchkanal=smoke duct/flue; 26: connection channel of the 
force-draft blower; 27: closing plate of the force-draft blower’s connection chan- 
nel;28: Saugzuganlage=forced-draft device; 29: connection shaft of forced-draft 
blower with chimney; 30: Rauchkanalschieber=chimney 's smoke duct damper; 31: 
3 Ziige= 3 chimney ducts; 32: Schornstein=chimney; 33: Müllverbrennungs- 
ofen=waste incinerator. 
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Schamotte ZZZlsolierung Ziegelsteine 














Document 225a (top): Compare the TOPF waste incinerator MV (see Doc. 161) 
with Document 255b (bottom): the cremation furnace for large-scale operation in- 
vented by Fritz Sander (see also Doc. 155). 





Zur Patentanmeidung v. 26. 10.42. 
2 тех 373% 
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[ етед байыт Сда зл гече amt Цера werir ea. Abschrittt 
D UE NEIEN 
Boyvarnaben: 
Haushalt: ........... Zap: 220. Tei 
d Genehmigungsverfugung vom: 
kosten eor] anshlag vom: 
Auftrag Mr: vom ma EM 
"Vertrag He: ,, vom ven. An US EM 
sen dos Erplängers: 
Bauwerk [BY] 
An die | Я 
Zentral-Bauleitung der Bayourgababuch Sai: Me. | 
Waffen-55 und Polizei Freihäindige Vergebung 
Auschwitz / Ost-Oberschles. ташап че Ашаган 
Sfentliche Ausschreibung 
inzel- й- ы Q 
Einzel- / Tail- / Schluß 1514 Maser Hausinn Umasre Auftrags Nr. y. Zeichen KE TOL, 25.8. 43 ” 
Rechnung wr. 257 — 132 43 р 150 Dreysestr. 1/9 











Unsere Raichsberneby Nr 





Ihre Bestellung Nr Taga | | | 


Жай dei Leitung, Varsonmeq 


| Ihre beareltende Diensisrelle PS 





Й анчага Гг 











Yesandangaber 














Preis 
je Einhear 


Bech 
I Vermerke 


Hr, Nr. gei 


KOS-A. меме 


Gegeninnd Вега 





Lieferung und Errichtung eines 
Topf-üüllverorennungseofens іш 
£rematorium III und zwar: 


Lieferung der 


а) } zum Mauarwerxsmantel nötigen Ziegel- 
Steine und sonstigen Baustoffe 
erfolgt für uns kostenfrei durch 
die Bauleitung. 


b)! der erforderlichen Schanstte-Nor 
mal-, Zeil- und Formsteine, der 
Schamottaplatten, des Schamotte- 
Wörtels und der feuerfesien Stampf- 
masse für das feuerfeste Ofen- 
mauerwerk, 
der notwendigen Schlackenwolle 
zur Isolierung des Ofens, 
С} | der schmiedeeis. Cfenverankerung 
der gub- u. schmledeeis. Оғепаг- 
maturen 1%. Beschreibung іп uns, 
Kostenanschlag vom 5.2.45 
a) | Gestellung eines Monteurs zur Be 
aufsichtigune der Bauarbeiten 
(Lohn-u.Tagegelder}soziale Abga- 
ben und anteilige Reisekosten | 


Document 226: Invoice of Topf no. 1314 of 23 August 1943 for the Central Con- 
struction Office at Auschwitz regarding the waste incinerator of Crematorium II. 
Source: RGVA, 502-1-327, pp. 13-13a. 
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us Gegenstand мез | wem | beroa | d 
eJiEntsenüung eines Ingenieurs zur 
Inbetriebnahme des Üfens, 
f}!Anlieferung der Baustoffe frei 
Versandstation, gem. uns.Zosten- . 
anschlag und uns. Schrb.v.5.2.43y 5. T91.-- Pd 
Ihre Zahlungen: 
31.8.1945 ЕМ 2,900.--." 
29.11.1945 ВМ 2.,891.--1/ 2 } 


ЕШ 5.791.-- „7 


EE EE 

















Document 226: continued. 
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BETRIEBSVORSCHRIFT 


des koksbeheizlen Topf-Dreimuffel- 
Einäscherungsofen 


Vor Beschickung der beiden Koksgeneratoren mit Koks 
muss der Rauchkanalschieber am Ofen geöffnef werden. 

Nunmehr kann in den beiden Generatoren Fever angefacht und 
unterhalten werden, hierbei ist zu beachten, dass die Sekundärver- 
schlüsse rechts und links der Ascheentnahmetüren (Koksgeneratoren) ge 
öffnet sind, 

Nachdem die Einäscherungskammern gut rotwarm (ca 800*CJ 
sind können die Leichen hintereinander in die drei Kammern einge- 
fahren werden. 

Jetzt ist es zweckmässig das seitwarts am Ofen stehende 
Orucklufigebläse anzustellen und са. 20 Minuten laufen zu lassen. 
Hierbei ist zu beobachten, ob zuviel oder zu weng frischuft in de 
drei Kammern eintritt. 

Die Regulierung der Frischluft erfolgt durch die Orehkiappe 
die sich in der Luftrohrieitung befindet. Weiterhin müssen die 
rechts und links der Einführtüren angeordneten Lufleintrilie dala 
geöffnet werden. 

Sobald die Leichenteile vam Schamotterost nach der dar- 
unter liegende Ascheschrage gefallen sind, müssen diese mittels 
der Kratze nacn vorn zur Ascheentnahmetür gezogen werden. Hier 
können diese Teile noch 20 Minuten zum Nachverbrennen lagern. 
Dann wird die Asche in den Aschebehalter gezogen und zur Abkühl- 
ung beiseite gestelt. 

Zwischendurch werden neve Leichen in die Kammern 
nach einander tingefanrt. 

Die beiden Koksgeneratoren müssen von Zeit zu Zeit 
mit Brennstoff beschickt werden. 

Jeden Abend müssen die Generatorrosie von den Koks- 
schlacken befreit und die Asche herausgenommen werden. 

Zu beachten ist ferner, das nach Betriehsschluss,. sobald 
die Generatoren leer gebrannt und Glutteile nicht mehr vorhanden 
sind, alle Lufischieber und Taren, desgi. auch der Rauchkanalschie- 
her am Ofen geschlossen sein müssen um den Ofen nicht ays- 
zukühlten. 

Nach jeder Einäscherung steigt die Temperatur im Оеп. 
Daher bitte beachten, dass die innentemperatur nicht über 000°. 
kommt (Weissglut). 

Diese lemperaturstejgerung kann durch Luftenblasen 
verhindert werden. 











Document 227: “Operating instruzctions for the TOPF coke-fired triple-muffle 
cremation furnace. " Source: M. Nyiszli, Im Jenseits der Menschlichkeit. Ein Ge- 
richtsmediziner in Auschwitz. Dietz Verlag, Berlin 1992, p. 33. 
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Abschrift/Go ` | v 


Ich. Topf und Söhne 


An die 
.Zentral-3auleitung der Taffen-S3: 
und Polizei, 


Auschwitz /Ost-05, 


Erf ге 


Betrifft: Ihre Zeich, Uns.Ihbetlüng: D IV 


Zrenatoriunm, ТЕР. 
Lisdscherungs-.fen 





auf 


Lieferung von 7 Stück Dreimuffel-Fin- 
Sscherunss—.Tten und Eerstellun« сөл 


Schornsteinfutvers ziv Пеіпісылып 2 ғ. 














Document 228: “Cost estimate” by J.A. Topf & Söhne for the Central Construction 
Office at Auschwitz of 12 February 1942 regarding a simplified TOPF coke-fired 
triple-muffle cremation furnace. Source: APMO,BW 30/34, pp. 27,32,29 (sic). 
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J.A.Topf u,5öhne 
Es$furt 


Absenrifi/Go. 2.Blatt deg Kostensnschlages т 








- - „2.42 1 
Ski Einheils- = 
Das B Gegenstand | Dicis Сања 
і ай Ja + | у 
т). | 1 | koksbeheizter Einäscherungs-Ofen | 























nit 3 Muffeln, 


wozu folgende Arbeiten und Lie- 
ferungen gehören: 


Das erforderliche Schamottematerial, 
bestehend aus Normal-, Form- und 
Keilsteinen und der Monolitstampf- 
masse sowie dem dazugehörigen MNür- 
tel, 


Zur Isolierung des Öfens die erfor- 
derlichen Eieselgursteine, Schlak- 
kenwolle und Kieselgurmórtel. 


Die guss- und schmiedeeigernnan 
Armaturen, wie: 


schmiedeeiserne Absperrschieber, die 
mit Monolitstanpfmasse suagestampft 
werden, einschließlich eines Riffel- 
blech-Belages en der Vorderseite des 
Schiebers und Einrichtung einer Seba 
luke, 

gusseiserne Eettenrollen, 
gusseiserne Lager, 


gusseiserne Wandwinden für je 
500 kg Tragkraft, 
erforderlichen Drahtseile und 
4 Ketten für die Schieber, 


gusselserne luftkanalverschlüsse, 
gusseiserns Agcheentnahmetiiren, 
schamottegefüttert, 

gusseiserner Generator-Füllachacht- 
versch]uss, mit Isolierkappe 
schmiedeeiserne Aschebehälter, 


seiserner Reuchkanalschieber, in 
iuftdicht schliegender Führungs- 
hiilge laufend, einschließlich Hol- 
len, Drshtseil und Gegengewicht, 


erforderlichen Schürgeräte für den 
Generator, 


Pianrost, bestehend aus schmiede- 
eisernen Yierkant-Eisen, ein- 
schliesslich den Auflager-Eisen, 





U= 














Document 228: continued 
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3.Blatt des Kostenanschisges vom 
12.2,42 
















` 8 Einheils- uni 
Gegensland Preis Geldbeirag 
ж tee AA ШЕТІ 





I1) 








Das 





LA 











I 
schmiedeeiserne Sarg-Einführunga- | 
varrichtung, bestehend aus einer | 
Trage vad 6 Stück Laufrollen mit 
Befestigungs-kisen, 


konteurgestellung zum Bau des i 
Ofens und Stellung eines Ingenieurs : à 
zur Abnahme des Ofens, ) 

Freis Pos. I) für 1 Ofen RM |1.106,—-- | 
Preis Fos, I) für 2 Öfen RM : 14.212,-- 


Schamottefutter für den Schornstein 
bis zug m Höhe und 12 cm Stärke, 
1 400 Schamottenormalsteine SK 30, i 
Too kg Schamottentrtel M 2 i | 
| 


1 gusseiserne Einsteige- und 
Reinigungstür. 


Preia Pos, ТІ) RM | 440,-- 


Die zum Ofen erforderlichen Ver- 
ankerungs-Eisen sind nach unserer 


|: Zeichnung bauseitig, ohne Kosten 


für uns, zu stellen, Weiter 
sind bauseitig, kostenles für una, i 
zu liefern: Für jeden Ofen | 


са. 4 ооо Stück Ziegelsteine, | 
6 cbm Maversand, | : 

1 200 kg Kalk | i 

боз kg Zenent. ' 


Diese Materialien gehören zum 
uauerwerksrantel. 


Für die Dauer der Montage sind 
unserer Monteur bauseitig, kostenlos 
für uns, 3 - 4 Helfer zur Verfügung 
zu stellen, 


Kennziffergewicht insgesemt: 3450 ke 





Die Preise unseres Angebotes gelten 
ab Werk, ohne Verpackung. 


Lier, Med, A, 6о.5,41 2 coo, L 02041. ! 











Document 228: continued 
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Document 229: Simplified TOPF coke-fired triple-muffle cremation furnace. Hori- 
zontal section. Labeled by Carlo Mattogno. 
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Document 229a: as above; combustion gas ducts. 
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Document 229b: as above, outside wall. 




















Document 229c: inside wall. 
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J. A. TOPF & SOHNE nb 


MASCHINEHFAEEIE UND. FEUERUNHGSTECHHISCHES BAUOESCHAFT 


eps — 


An dis e Nds 
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Tentrm]l-Bas leitung der Mum 


Tuffun-55 end Polleei, 
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ERFURT, 16.11.42 
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- Des, 
nt 
dicii mem norem isn bua ті. D Iv 
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тар Err шаа 
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Document 230: “Cost estimate” for а Topf wood-fired eight-muffle cremation fur- 
nace of the Mogilev contract of 16 November 1942. Source: RGVA, 502-1-313, pp. 
72-76. 
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La TOP & SOHNE TE Er 2 


Ki Auschwitz. 













| тола Eobären: 
Hnereerkaeaptel 


са. 9 оро Super Tiogelsteise (Hormel = 
zc format), 

ens 14 m' Mauersosd, 

B. 3 Ramsrkalk, 

ей. wa Ер Zeman 


| (Diese Bateristien sind unseren 
Manteuren kostenlos zur Verflgung 

























Sehnactiiemnterinllan, und zwar: 


1 без Stick Schusottekmilzsreinn St X3 

Yusa Stück Schasottenormalsteine Sk Wiid, 

1 55e Stick Schmanttensranläteine 5E Б, 

| 3 ano s Schazottesirtel Ш I, | 
A & 


Hal 5ehamstterbat-PFormasteine, 
БЕ Schaaottefarestaieplatten 
2 ous Eg Panslitstampfensse. 
Euss- und scofSisdaainarnam &rmaturum, 
шігі 













Sg, bantehand mam йаг 

Masnizergen Беңгідгевтеп, den gurs- 
"isernen Flanrosten, den DL) scbnaeht- 
Zezkelo aus Aiffelblech ait Ver- | 
stlürkungs-Eisam ani den nchmiederiser 
nen Aufiager-risen für die Hoate, 


saselassrna Emuskkasalschleber, in 
uftdicht sachkiiatkendar - 

hilse laufend, eimnschlieDlich Bei 
len, Druhtnetle шей Cagengewichis, 


schmiedaeiseres Kuffelubsserr- 
schleber mit Ketter usd Au! 

Einen (diesa Soblebormrden mit 
Monollt muxgestamptt), 
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Document 230: continued. 
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LA TOR А SHE 
ERFURT 
E = Auschwite, 


Gags dur Vrronscblugaag 





16 | gusseiserns Eettemrollen umi die 

Ze | hierfür erforderlichen gusseiser- 
nen Lager mit eobminderisersen Wellen 
oobmiehesiserne Schärgeräöte, be- 
otehand mis Eratce Schlir-Eisan, 


die | erforderlichen Drahtseile, Fetter: 
-| umi Seilrallen serie Gegergewichia, 
Alaj Unterstütwengs-Zisen rur Befestigung 
—| der Dritten und Seillrollen, 


submimieriserngs Aschekisten mii Ver- 
stärkungs-Eisen шәй je 2 Eandgriffen, 

Ze. gusseiserne Luftkanalversoklüzae, 

B | gusselserns Anchweentsahsatiren 

“| schumeitegefultert, mit Rahmen "und 
Spiral-Eanderitfen, 

z | Sarg-Einführrorrich m, bestehend 

ке) mus je einer mehmiedesiseroen Srage, 

| den frallen mit 3sfaatinimgs- 
Eisen für jede Vuftei, 


TEX T T 


| dar TAkwgelier, паяйа1 
der Belsekonten. 
- Freis das Ofensi 


| eit; n ht 
kr. 
Der MA ili De Lieferung fret frei 


prema 

Unseren Wontear müssen wihrend der 
linuzeit dem Ofensas gerirend Belfer, 
shoe Konten für ums, tar Үагї апе 
gastallk werden; Bol Eintreffes 
auf der Baustelle mössen dis Ofen= 


hasnritir сезін а 
EE fe Sie zur Erstellung der 


апше анты Ба 
Ee wastes pigura sur 
Se Zeg Ер ра евреев да, На- 


г: ==. чат i 


=. Ж үлен 


Lief, iid: 6.1.42. 5 sog. L/ozll. 


жа ББ od Lii лал 
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Document 230: continued. 
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Document 231: “Bill of lading” by J.A. Topf & Söhne to the Central Construction 
Office at Auschwitz of 8 September 1942 regarding two eight-muffle cremation 
furnaces. Source: RGVA, 502-1-313, pp. 143-143a. 
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Document 231: continued. 
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Document 232: “Final invoice” no. 380 by Topf of5 April 1943 re- 
garding the delivery of two eight-muffle cremation furnaces. Source: 
RGVA, 502-1-314, pp. 29-29a. 
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Document 232: continued. 





394 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 











To T = 
| ТТР TR 
" nes — 
LA TORFA Aa, #1 m umm e a" 
i itap р | 








-— ma 
= Ба 
| ке pe mes --- 
Am die 
Zentral-Bauleitung der — hie D 
Watfen-55 und Poliwai 
ЛА га 





= epee E Hmm isa Не u mcm Am. biede 243.43 
4 Rechnung Мі. 42 D 1421 Dreysestr. уз 


Тіп lisfartan ша 25.1. bezw. 
19.3.45 


4 s. Türen mit 
See 

тж Senlatzemaslle anstelle 
gan Tmöllnsatelses usi 
1200 кд ichlackenwolls 


4 Generatorrüste ман Zanteilaen 
4ü/4O $e 1200 mm lang, 


qu unp.K.A-w.2.3. шй una 
bas vum 22.9.42 etr. Ihre 
Bagtellusg vom 15.9.42. 





Шаты . ken, © DB алй [Tm da io^ Cu mcr Racing femmen Eech. Lars n 
Tee mM - 











Document 233: "Final invoicee" no. 322 by Topf of 12 July 1944 back-dated to 23 
April 1943 regarding cast-iron doors, insulation material and gasifier grades. 
Source: RGVA, 502-1-327, p. 22. 
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Document 234: Project Crematorium IV/V at Birkenau. Drawing no. 1678 (r) 
by the Central Construction Office of 14 August 1942. Source: APMO, nega- 


tive no. 20946/6. 
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Document 235: Project Crematorium IV/V at Birkenau. Drawing no. 2036 by the 
Central Construction Office of 11 January 1943. Source: APMO, negative no. 
6234. 
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Document 235а: as above, section enlargement showing 
the eight-muffle furnace. 
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Document 236: Project Crematorium IV/ Уа! Birkenau. Drawing по. 2036(p) by 
the Central Construction Office of 11 January 1943. Source: APMO, negative no. 
20818/10. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 2 399 

















Document 237: Anchoring parts for one Topf eight-muffle furnaces from the Mogi- 
lev contract. List compiled by J.A. Topf & Séhne on 4 September 1942. Source: 
RGVA, 502-1-313, р. 141. 
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Document 238: Author’s sketch of the ТОРЕ coke-fired eight-muffle furnaces of 
Crematori IV and V at Birkenau. Arrangement of the furances (Ofen), gasifiers 
(Generator) and smoke ducts. 




















Document 239: as above. Horizontal section. 
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Document 240: as above. Longitudinal section through the pair of external muffles. 
Based on drawing D no. 58173 by J.A. Topf & Söhne. Numbers by the author. See 
text of Part 1 for details. 

















furnace at the Сизеп camp illustrating the structure of the Topf eight-muffle fur- 


nace. 
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bfam Zar Жар 





Erashetring getreten let, und der laat Dericht des Eerrn Prüfer 
wieder ru Фіваг Baatellung auf ТОБЕ Dreizuffol-Ofen 

führte = veraniaaste mich zu einsr Früfung der Frage, ob das 
bisherige Qfennralen nii Kuffel für cbencenannis Stellen ven 
dos richtige ізі. Beier Ansicht nach geht in den Euffel-Üfen 
die Einásoharung nicht schnell remug vor sich, ша sins groba 
Anzahl ven Leichen is winschenmwer& kurzer Zeit mu beseitigen. 
Man hilft aich also вії aiser Vielzahl von Ofen beer. Huffeln 
шы nit einem Vollatopfen dor elnzelmen Euffel mit zehraren 
Leichen, ohne aber damnit Ais Grundursache, nämlich die Binge) 
des Maffelaystenes, zu behaban. 


Diese Hingel der Euffel-dfen, die шасы durch Zussssartsetrung 

zu Visleufiel-Ofen [Drel- berg, Acht-Muffelüfen) und durch das 
gleichzeitige Belegen dar einzeinen Muffeln mii makraraen Leichen 
nieht aufgehoben werden, sini пан. folgenie: 


1). Enterbrochener Betrieb. 

Jede Buffel saas Le beatiasten Zeitrüzzen паш gefüllt, 
gereinigt, йлеп wieder gefüllt und wieder gereinigt wer- 
den, uni so setti шісі das Spiel während Aer Esser Aen 
Üfesbatriebes fort, Zu jeden Spiel шапа jefesual die 
werdere EinfUhrtür gasffrot und die Lelöben müssen von 
ver durch diese Tür in die Euffel elmreschoben worden. 
TEbrend der Dauer dieser Eandlang ziskt kalte Luft in die 
Ofen ein, kühlt dle Nuffel ав, mus die Haltbarkeit dleser 
herabectst, uni verursacht aulerden Würneverlusis, dis 
dedeceal durch erhöhten гетата йл fent 


Ез iat jedenfalls eins karte und unange- 
nabme Arbeit, die Leichen їп der Mingi- 
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Document 242: Letter from Engineer Fritz s Sander of. 2 A. T opf & Söhne from 14 


September 1942. Source: www.topfundsoehne.de. 
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Step, Se, 227/ P даз/го/лаһа, 


Batini Erwnzrtarium ТІ. 
Bezugi - eine = 
aale 1 Elazmar, 


іп ёза 
Llagarkcemazdantun 
1 = Cbermtzrmbansführag Ца A 


Gater Bezugnahas auf dle Urcterredung des Untar- 
fertigtan шай без Ingenisur Psptaz made Bilzen 
Topf und Шай аз 22,1.43 mmis die Planung ainas 6,1г4- 
müturiwams {eins offans Tarbrecningm mer mit den lus 
талеп von 48,72 x 3,75 m) in IrTiguzg geingan. Dis Zam- 
trulogulaltumg Beste daracfhia dia Fires Topf шый Ehe 
tmauftragt, ainam Pmtwurf fip diana cffana Tartranmumps- 
stütte anzufertigen, dar in dar imlage beigafügt wird. 

Gallta Gar Zen disses G. c rmmatoriuma durchgafUnrt 
worden, a0 wird gebeten, sinas extaprechenden intreg durch 
fis Autagrupgs D ал die imtagru;pe C zu stellen, 

Hai вілаг svastusllén Тег ылкы dieser inlage 
тілі вцпваг бал jetzt im Гіслайш tefi-Jlicham Lrbeita- 
Kräften mus Arbaltukrtufte баглы dia Cocmandumtur rur 
TarfUgung ша mtellen, zs нісі hiarsu orfordarlichi 

150 БЕРЕЛ і ьралллтег 
200 HAftlingsbashilfmarteiltar, 

Die Durchführung dar Been Zeabeg iat abhängig 

тош der Gastallung тагара паг ігімісшкейгін, 


Zeien _ ee, 
W-dataf.Pollok 

Месића Талі 

Wdelatuf.Rirmsihnack = 5 ашЁШгаг, jf 


С Begi;tratur (dit Eresateries КОП ВЕ 50) 











Document 243: Letter from the head of the Central Construction Office Bischoff to 
the camp commander Hoss of 12 February 1943 regarding “Crematorium VI”. 
APMO, BW 30/34, p. 80. 
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740 IV, 04. L Азыз». Keramik und Olas, 1 Orbem 


Man теле әзі Lef Bressren ХОНЫ Bet 00 т Впала ant Коган пан 
von 3 bis 5 mn WE sett der дбае Feoertertechetit өстен 6 ж. 
Otenlelstung nach der Niherungstormel: £= ¢ + 300/10. 
Dabei Ist 2 Төрмігімікед In NSL 
qnan on омео DA, 


De Seger Brea ғарғы girgge Zug vip wn kamer. Kohlemverbraush sive 
150 ug езе» je 1000 bit 

Emptingtiches Gut mað langsam gebrannt werden, Es ist off zweckmäßig. 
abwechselnd mii einem Cache von sawerstoliveicher Luft (oxydierend) und 


r mit einem Mangel ап 
г Sauerstollireduskerend) 

zu brenmen. Besonden 
beim Brennen von 
y f Eisenschmelsklinikern 
en ist dies wichtig, weil 
ННН ҸӘ dech — nedurlerendes 





















AA oni] 


Ur EE · 






EA S o MG 
“ "зке тз nit 


P t Ó 
C m mi I 





Sberge!ühri wid end 
dieses den dunklen 
Metsliglanz des Kiis- 
ken erzeugt, 
Verlärbungen 
Aus den 
können аш! dem frischen vad 
kühlen Einsatz H,O und 50, 
niedergeschlagen und dadurch 
Verfärbungen erzeugt werden. 
Um dies zu verhindern, leitet 
тал angewirmie, reine Luit 
ie = den Kühliammermm des 
fens hinter dem Feuer ta 
an. D. - 4 as merscaner 
Шерим c ea Samen besonderen Schmauchkanäden 
(Abb. 17, £) an der Feuerzone 
бө Ringolens vorbei In die vorderen, 
zwischen Paplerschisbern abgeschlossenen 
Abie ҮД, Vormauersieine S. 742. 
Zickzackölen, Abart des Ringolens 
(Abb. 18), besuch! wenig Raem und 
hat weniger Wireseveroste durch Strahlung 
Mae teen im fepigenaies азан бена 
und deshalb mehr Wärme әсі дез Räis өз 
Trocuesauquhev emiarbmen. 
\ in den bisher genannten Ölen wind das 
„бш Im Brennkanal selbst durch menschliche 
Ardeitikrälte eimgesetet und ausgebracht; 
nach jedem Brande müssen die Wände so welt abgekühM werden, das das 
Arbeiten Im Ofen erträglich wird. Das bedeutet Warmeverluste, und außerdem 
sind жш schwer dle erforderlichen Arbeiter Шегійг zu beschallen. Beide Ом) 




















Document 244: “Ringofen” (ring furnace) for the sintering of bricks. Source: 
“Hütte” des Ingenieurs Taschenbuch, Berlin, 1938, vol. IV, р. 740. 
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В 155 Kostenvoranschlag der Fa. Topf 
für einen Verbrennungsofen, 1943 
L A. Topf & Söhne Kowlenanachlag vam 1. 4. 43 
Erfurt 
für Auschwitz 
Lid Ми. Anzahl Gegenstand der Weranschlageng 


die 





вейгімтпег Rawchkanalschieber mit Pollen, Drahtieil 
und Handwinde, 

erforderlichen Schürgeräte. 

Monteurstellung 


zum Bau des Geen, einschließlich Reisekosten, Tages 
gilder und sozialer Abgaben. 


Preis dea Gena: AM 25 iii- 
Kennalfiergewicht: 4037 kg 


Während dew Bauri slad unseren Monieuren genügend 
Helier, kostenlos für une, cur Verfügung ru stellen. Die 
gesamten Miauermaterialien, wie Zirgeliteine, Sand, 
Kalk und Zement, müssen rechtzeitig auf der Baustelle 
zur Verfizgung stehen; diese Materialien sind uns eben: 
falla kostenlos beizustellen. Es handelt sich am 


xa. 19 000 Stick Ziegelsteine, 
жа. 29 chm Mauersand, 
са. BOO kg Zement, 

са. 8000 kg Kalk. 


Der Preis für den Öfen gilt frei Bahnwagen verladen 
as Station, 


ppa 1. А. Тері & Söhne 
ger: zwei Unterschriben 
[vermatlich: Sender, Erdmann) 


Lif. Bed. A. #0, L 42 SO ІНЕН 


Mi 





Document 245: Last page of a cost estimate by J.A. Topf & Sóhne of 1 April 1943 
for the Central Construction Office at Auschwitz regarding a “cremation furnace”. 
Source: В. Schnabel, Macht ohne Moral. Eine Dokumentation über die SS. Röder- 


berg-Verlag, Frankfurt/Main, 1957, p. 351. 
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я. Hi et 


Т. IER, 


J.A. TOPF A SOHNE f 


MASCHIMENFABEIE UND. FEUTRUNGSTICHNITCHES BAUGETCHEFT 


SAH 


mue 
ЛЕГІ 


"pum 
ER Gem Fee талын 


Ve 
тақ ыгал DIG 





FEL 

тізі. Se 
heinta ГЦ 

Шеісенбіһгет i, era 


Chef der Dautrokas та11®вї, 
Eauptazt пацех вії ent aotig, 
Е-е лыс інізыз EL Es 





| torn 
. His mr aene n 
| т -=a BÉ AE KEE 


Heart ваш таа 1 905? ef ij eae 
| iuum 


egene, ооо кў тати 
инь mj нін 
Krasatzrium, - D a 
Eiränpzerees-DRp, 


ur Angebot grado H, 





Wir seheen Besug auf die Cnbertedung гтісеһеп Ihrem sebr 
ұлағтіан rarrn zeuletter J Hc ha # runi ver Term 
Coaringenlaor РГО Та т ша nihmn daran Camntnir, бий 
is noe* eines Тар! Пара ы Ге eat el für 
Шан Lager Gosti Беа. 


Seilisgezd Шыга пал vir Thom vurachperkü тілеп Toatar- 
&nsshlag Ebert 


1 каше Бей ап f = De isuffel- 


Eipiüputaruxra-Ofen tit Druskluft-ipjars 


l Ta E- here leak Anlage 





Silben Jia £i Qfanvaersm^erung, wafür wir kan тіле Aüfstal- 
lung mit Eberreleben, heursitig ar]hat anfertigen, so araligi 
eich Шат Ilzspe&botspreis из Eï igg.--. | Wir айгы інге, iia 
zzter!nlitn sum Qfr& ғә фы liefern, dal dar Ofen іп вв. Ei 
ква fertis теніеііт Let, 


PRP Perr drifter fette Іздеп bereite mitgeteilt, йек La 
ı жашт asgebstenin Grp wid lice mwi Teleken zur [in- 








Document 246: Letter from J.A. Topf & Söhne to the SS New Construction Office 
ofthe Mauthausen Concentration Camp of 1 November 1940 regarding a cost es- 
timate for а ТОРЕ coke-fired double-muffle cremation furnace. Source: Bundesar- 


chiv Koblenz, NS 4/Ма 54. 
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"BF А ТОРЕ 8. SOHNE, ERFURT pe Ram 
1.11.40, <= 
ПТЕР 


Baichaflhrar 55, Heubacleltung КІ, 
Hantbaggg в, 


Enekatung bomen Ұйым, 


Dasit Bie dis Vorarbeiten rum Бап Zen Chena jetat schon 
treffen изелеп, übersenden wir Ihnen gleichfalls einen 
Abrug onserer Palchraag D S7 251, 


"ir bitten um Erteilung Інген gesctü*ztan Auftragen. 


Hatt Hitler Е 
JA TODPF БОННЕ 


“де “®= 


delaganı 

i epi m $ 

1 Eslohnung D 57 233, 
1 dufetellong 


2619 











Document 246: continued. 
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TE ML 


‚„A.TOPF & SOHNE 


MASCHINENFABRIL UND FEUERUNOSTECHNISCHES BAUQESCHEFT 







БЕТТЕГІ 

[LITT 

ВП irum me^ gm. qure 
Poetic 


LZ] Р 
ЕТЕТІНІ 
іл den 
Eelchafübrer 3,2,, Gef 
Se dautechen Feileet 
П ирЕва& Hamshalt шы! Bauten 
3.5. Saubauleitusg Kaztkausen 


LEE 


ze 
акша жы 


в 
кая 
ia. 


EM ғ. 





1 ; Sea sten ананы. D TT/Irf,. 
Ihr Schreiben vos 4.7.01 M/L, = Ee, Y 
Xinlmscharuzga-Ofan, 

«а физ c 2 


Та Verfolz unseren nhan angeführten Schreibens Dbereen- 
an wir Талап wunschgesias sins Hedienungs-Yorwchrift - 
in drwifacher dusfertigung mit der Bitte, aine hiervon 

+ im Gëearsan sa slebtberer Gtelie sufeuhineen, Jie belium 
an"araz Bienen Jie zu Ihren Akten nehmen, 


Sa (442 In dem Keastenelsten TORF-Doppelauffel-Elnäscherungs- 

йү ya ofen Ейелес In ra, fo Stond Leben zur 

А е Beie Einischarung gelangen. Toratebende Anzahl kann ohne wai- 

| d teres 1271105 tur &in&scherung Езшшар, оа dan Ofen xu 

„Юю lbarlaatez, Za matet such nichta, wenn der Betrieb ep 

I  rfordert, dans Tag und Nacht Einlscherungen binterela- 
ander тогулот serian, Üie Tatsache Seatent, база 

318 nae алые гаа еп. iÉnger miten, wenn із Gan 


dauernd gieiepngkäteg Teaparatur herruche, 


Tir haften, ait Torstebeodas bastano кейінгі zu haben шы 
ampflahlas unm Dasa Logelsebap, 


Heil Hitler) 


ышы TOP^FASOHNE м 
de 


е Ec Е P 














Document 247: Letter from J.A. Topf & Sóhne to the SS New Construction Office 
of Mauthausen Concentration Camp of 9 July 1941. Source: SW, LK 4651. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: РАВТ 2 409 





зазнае. = 


Dairi Wertiguieliung d, Kreastoricas III | 
alu = = : e 
An das 


IHFirtschafte-Teranltunge- E 
ішшріней, etngruppemchel d А d 
arias 


Barlin- Lichterfelüs = fast 


rid p сыл. 
Unter den Eishen 126 - 135 в 


Welde die feriigetellung dew Егешеістінде- ТЇЇ mit dem 
* JEG HJ Eithin sind süsilichs befstlenen Eramatähien. fertig- 





gestellt. Е =. к: 
ei KE ME 
bsi ainar 24 m vitesse . 
5 x2 taffelsten H 38 Теге шан Н 
Kë L | 
5 x 35 Maffelifes і4іс — Jurasnam 
3.] neuem Ersmatorics [ii d 4 
B z 3 Naffelbfen 14140 — Parsonez 4 
4.) пғпей Dresatorium IY. 
a Muffslofen Tis Тага пай 
ЕА] T. А тёп + Permck&n 
DI Buffalafen 
Іледен, bed 74 gi ünülgsr Arbeltaseit 4755 Berane 
Tarteilar Dar Laitar dar fentralbaullitung 
Akt = daebeph _ Y , oe "uffrn-k шай Tolimsi Aongbeiig к 
* e Brehm E ' 
Yan Е.Ы» BY. 36 
-Etursbarnführer,; 











Document 248: Letter from Bischoff to Kammler of 28 June 1943. Source: RGVA, 
502-1-314, p. 14a. 
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sR ee 
Document 248a: Letter from Bischoff to Kammler of 28 June 1943. Source: 
www.topfundsoehne.de. 
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Тер An LA ТОРЕ & SOHNE Erfurt |ж. 8.9.42. 


Жама 81%, 
Шан Zeus" D Tiret, deg, 
ke iadan: Шатона гет 00, Berlin-Lichterfsläs-Huni, _ 


һы Егепаўагіцат КЕИДЕ len ИПЕРАКТЕМ 
Xarirmulish! Sahla [oUm SPAD 
резе e ie 


8.9.42. Herr бітткіңгеПінгег Егепе ruft nn und erklärt, dass ат 
жып Brlendeführer Dimer bestellt sei нге Über solne Be 
slehtigeng des Eranaicriuss in iugcheitz, von der ar pesteru 
wuürüstreksnri sel, eu berichten habe. Aus der Anlage in 
Auschwitz wire er nicht klug ¢oworden und wollte нісі dèn- 
Balb danan inforeimgrsm, wievial Euffelm dort таг Zeit in 
Astrieb salam, шай wiariel Ofen mit Nuffein wir wur Zeil 

Aart Әсер uni шы Llefers, 


Ich gab ап, dass sur Zeit 3 Dick Dwmi- 
| шш1451-07е5 mit einer leistung von 

P2n ja Tag in Betrieb seien, Farrar 
wären jotet іп ыш 5 jiber Drrpmiffel- 


Шалы 








Document 249: File memo by Kurt Prüfer of 8 September 1942. Source: 
http://veritas3.holocaust-history.org/auschwitz/topf/. 











| an ung von бер, Bum Versand Lien 
a тареп е ellen 
e лит етут тас мыр einer Leistung von на. 
Herr rElärte Жағаһ! Kıffaln noch пілі! ang 
u чр weitere Ofen sohnellstern liefern, 
наз 


ich mm Пюппягп%аб Voraittag nach 
| I 1 tere Lieferanten Еп apra- 
then. Ізі moll храна Meer 4 miig mit! | asit ған 





Document 249: continued. 
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Cremation # 2 3 4 5 6 7 8 
1 780 °С | 820°C | 9 min. 690 °C |16шіл. | 870°C |75 min. 
2 750 °C | 1050 °С | 16 шіп. | 780°C |52 шіп. | 820°C |56 min. 
3 700 °С | 980°C | 12 шіп. | 750°C |20 min. | 960°C |68 min. 
4 950 °C | 1050 °C | 9 min. 800 °C |24 тіп. | 920 °C |62 min. 
5 880 °C | 1100 °C | 12 min. | 830°C |20 min. | 830 °C = 
6 690 °С | 950 °С | 10min. | 800°C |24 шіп. | 830 °C |44 min. 
7 800 °C | 930 °С | 16 min. | 820 °C |36 min. | 1080 °C | 40 min. 
8 810 °С | 1100 °С | 13 min. | 800°C |24 шіп. | 830 °C |40 min. 
Mean Values | 795 °C | 997.5 °C | 12% min. |784.75 °C | 27 min. | 892.5 °С | 55 min. 





Columns 

2: Initial temperature. 

: Maximum temperature during coffin incineration. 

: Duration of coffin incineration. 

: Temperature at the beginning of corpse cremation. 

: Duration of corpse water evaporation. 

: Maximum temperature during corpse cremation. 

: Duration of the cremation until the maximum temperature of corpse cremation 
(main combustion phase). 

Document 250: Summary table of data derived from cremation experiments con- 
ducted by engineer R. Kessler on 5 January 1927 at the Dessau crematorium 


со У Ch tn Б оо 























(coke-fired). 
Temperatura °C 
1000 ; әр 
/ ` 
soo! / М, wéi 
| j і \ "E. ^ 
| / | N "s ef 
sno, №7 
Tempo P — LK En 








Document 251: Graph of the mean muffle temperature in the course of cremation 
experiments conducted by Engineer R. Kessler on 5 January 1927 at the Dessau 
crematorium (coke-fired). 
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Figure 1 Phase of crean oomini 


Table 1 Combuition charssteriic іл each phase 











Prone Time Conditiont Giwer 
made 

(T) i ü-2 Combustion begin. Тһе coffin in burning. 

i bec і The temperature ЕТШЕ the Mats within the: cone in 
тыгае із ee Eet iren. 

ан-а &-7 The temperature iride Ga The corpia bagirmi to burn 
ктт di согда (ar dos із Feat). 

pi dee 7-11 The corpas із burning. Ful-icale combien 

ан 11-13 The гр іп burning, Flares parti Funes been Dem 

хыл. 

(8) 2g тн The cones ін burning. The bely aed ісіп parts are burning. 

UF} gets 14-18 ‘The temperature h decining Тһе Бейу andi ісіп parti ane burning, 

Ы IE AMD Нан preuereaticn The corpas іп bart cui. 





Document 252: Summary of the cremation process in a modern cremation furnace. 


Source: Douglas J. Davies, Lewis H. Mates (eds.), Encyclopedia of Cremation, 


Ashgate, London, 2005, p. 133. 
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Document 253: Condition of a corpse after thirty minuts of cremation. Source: Mi- 
chael Bohnert, Thomas Rost, Stefan Pollak, “Тһе degree of destruction of human 
bodies in relation to the duration of the fire,” in: Forensic Science International, 

95, 1998, р. 15. 














Document 254: as above, after forty minutes. Color reproductions of these photos 
сап be found at the end of Part 3 of this study. 
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ілін... a 


тынан m I 








DiAarmenaa Dr Tel wed Тама БЫЛГЫ нагі 


р 


d ^ = = 
таша - ША нй шаны, ғ. бой 











Document 255: List of cremations at the Сизеп crematorium between 26 Septem- 
ber and 12 November 1941. Source: ÖDMM, Archiv, B 12/31. 
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Date dd/mm|kg of coke|corpses|kg/corpse| min | min/corpse |kg coke/h 
26/09 20 | 480 | 275| 28 | 105 — 
29/09 14 51.4 165 24 131 
01/10 25 48.0 
03/10 11 70.9 
06/10 25 48.0 155 12 232 
08/10 12 50.0 
10/10 21 45.7 
13/10 23 41.7 | 
14/10 19 44.2 
15/10 960 23 41.7 120 10 240 

Totals/Avgs| 9,180 193 49.0 11,685 19 163 
26/10 840 20 42.0 
27/10 34.0 
28/10 36.0 
29/10 36.5 
30/10 39.2 

Totals/Avgs| 4,800 129 33.2 
31/10 33.3 
01/11 33.2 
02/11 30.0 
03/11 27.1 
04/11 28.2 
05/11 29.3 
06/11 35.8 
07/11 28.7 
08/11 29.2 
09/11 1,140 34 33.5 
10/11 28.0 
11/11 33.1 
12/11 28.3 

Totals/Avgs| 20,700 677 30.6 

Columns: 

1: Date of cremations. 

2: Total coke consumption (in kg). 

3: Total number of cremations. 

4: Mean coke consumption per cremation (in kg). 

5: Total time (in minutes) of each day according to the times recorded in 
the first column of Document 255. 

6: Mean duration of each cremation (in minutes), assuming that the time 
recorded in column 5 refers to cremations. 

7: Coke throughput of each gasifier (in kg/h), assuming that the time rec- 
orded in column 5 refers to cremations. 





Document 256: Explanatory table of the data contained in the list of crema- 
tions at the Gusen crematorium (Document 255). 
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nmm 25 7: List of cremations conducted at the Westerbork crematorium be- 
tween 4 June and 1 July 1943. Source: ROD, C[64]392 
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Document 258: as above, cremations оп 7 June 1943. Source: ROD, C[64]392 
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Nu 


Vig. 61. = Gli arnesi del funchistaz La fanela бева per atilzzare 
И Fuoco; lancia a ganclo per attizzare H fusca di sotto aliraverso 
alle barre delia griglia: la pala, H вебе ed Al tirxhrare. 













uoce fnm 
м 














Document 259: Stoking tools. Source: А. Cantagalli, Nozioni teorico-pratiche per 1 
conduttori di caldaie e generatori di vapore. G. Lavagnolo Editore, Turin 1940, p. 
110. 








Tabelle HI 











5 | 

4 1 | Жанат» [Er 71) тынар ER SE нава dmm | Geste 
i 4 KE? - sehe | Preece ы 
г E | Vio mh Teese тырк ba ruber | мі nalen Sat 
I | En | Peles | Tiley 

1 | Шікін Laspe ian Lings гі 

"t == GI? | = u kp èp fica kr 


= p = 


FEZPEREE 





Е Е 











Document 260: Operational results for eight carcass-destruction furnaces built Бу 
the Kori Co. Source: W. Heepke, Die Kadaververnichtungs-Anlagen. Verlag von 
Carl Marhold. Halle a. 5. 1905, p. 43. 
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een 
-Ahuehrirsp 
Hamm Kari, Dees Berlin, dam 4,2,44 


Fin Betrieb ete tiesirer Prusitoclen Sai mitar 
Batrisbabeolinhtuns auf cinan wahr serien Vorhrouch 
werden kunt dann Tarhrennumen wt пайіні Ehr ja im wuseutilghan 
dureh peime jute Breunbarkeit& ma oleer DBronnüleffurspurnim bed, 
die apars im Torcracnumcaius das E-52i5-iuma тісі ша Too ж 


Für dle Boreiizstellun; теп Breeeesterisl Tür sina Ырп шшк Geile 

рагі Keen mim vëeebas- dose pus Lrhftprz cini ana $0 ke, Tome 

mna "T ele ress 19 kr Koks qebrags)$ worden. Drusus arib: 

minh ein Tms ven т 

Ee iet йсімі unbansunan, of scm nur ait Бано arbeitot,oder mit einam 
тізі man 150 kr en 

150 Ез verfahren, "Mit ciser pleiches Hreiriü.fom чоп 500 ky 

für тілеп Inesbeiriah lass sich auch en т5155г-н em 20 Eine 

Enshrruün;en srleSizon, тепа gn шор Pinseleinfurür;sw Авай nima, 


In der Lrwariusn;, dnas Ihnen zit u-swras autin codient imt, 
maisknn ijr ett 
Hail Hitler 
io Ford Zeg Bel, 


бег Ekichrif& badshalsirt pittig- rya ш влріпешіініГен = 
Tub1in,dan Ennmantrztionailnwr Lublin 
podpis niesz tela 
ЕЗ. Фаиг ыг 
фе d, En йй 
k i sckich ] 
Ж т lublinis 














Document 261: Letter from Hans Kori to the headquarters of the Lublin camp of 4 
February 1944. Source: APMM, sygn. VI-9a, vol. 1, p. 27. 
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Üpueerem uo Ёрүчалї gg gg радар Betray 
CM itera? тора братва Яр биер STAX 


Ё бен аит dam ops {т т cras on c йг = 
7 ene Man EH man 
2 Тағы Синга 


2 Хы ней дера 





p len Жо йе Жо ана eg ЛЫМ уым тіс sin уыш E 
Fieri em A Sa rec 














Document 262: “Guidance graph for determining the cremation time of corpses in 

various crematoria as a function of temperature” as prepared by the Soviet Com- 

mission of Inquiry about the Lublin-Majdanek camp. Source: САВР, 7021-107-9, 
p. 247. 
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— - 


Bëtch, Vote, £infchreiben 


Betr.: Птибац тісті ігтесіегінші fir бал EIL. Ita 
Bezug: Dort, Ichreiten rom 15,6,42 "ab.Nr. 2Ё1/ш Ару, A 
Anmlg,: 8 Pläne 


Ап die 


Beulsl tung der Tarifen} 
und Tolisel 


Stagë = 


in der Anlage werden dia тізпа für sin Lrematorium fur 

70.000 Biftlinse überreicht, Die anlage ist mit 5 tiok 
Оғаш а1-Тогыгтапилдаб оп eusgerüstet, faci ілпазе der Piran 
Topf > Mius Imt dauert sina Yerhrentzung ca, 4/2 Stande, 
Gio Seiler wurden deeheib gehoben, da an der ізітісі12 тїп 
habar тла ланки аза iat, 


demizlich der tocnniscaam “ілтісізплдар wird плей деніз11%, 
sich mit dor Pirma Too? A ОЧлла Sefort іп ?әсһілішад ші setsi. 


Зат Leiter dar Zantfralhaulaeitun 


dar "affsn-l and Polised Jusaltritz 


klei (8) " 











Document 263: Letter from the Central Construction Office at Auschwitz to the 
Bauleitung at Stutthof of 10 July 1942. Source: RGVA, 502-1-272, p. 168. 
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Stege: 24 TS UNE IE Au chat, ав 17.2.1047 





Atten varnare LL 


талған Sohlteung des loksrwrbrauchaa für Crematories 11 ЕСІ = 
mach bam der a, Topf ы. Mina (Zrbeuar der | fen) 


тон 11.27.42 
із muar CA mtd 
Au it mi, = 12 „ 350 = 4 Дер Ба, 2 Lrwpaicrien demnach 0 492 Aë 


Pai Imzarbeiriab Tercindert fish disse Henge wasantlich, poiras 
mii 2/3 dar beage gurweülrai warden kann, Für Erematoriua II ш. 


Ill&ammanh Tarbrawnh in 12 ume - +» Shee . to Shee 
кш 


[е ТТЕ йа + D 


шїї ja 4 Teuarungen = 0 Poeerangen rusa-smm = 
Ш.А ne це ‚т 2240 Ae in 12 Stunden (1 төтен) 


Erasatoriua II = 2 Ben kg 


А III = 2 beo " 
Ы IT ei 120 * 
Ы T =] 12а" 


каз, = Т Dia kg in 12 reat. (1 Tmgsaleir,] 
ncc 


Тізе sing "pitzrenlsistungsn| Ein Jakrsabedarf Missi «Шаһ nieht 
angeben; da Torbar nicht bakannt іші, wleviel Stunden bemw, Tage 
gshalgi warden впав. 


а а а а eg ш 8 BO aah ө 
242: 
Yariailéri 
2 Yarwaltung LL 
7 facghtearceltaz 
I mgintr, Pr Setzt 


ыт, dzee p HS 








Document 264: “File тето” by Jährling of 17 March 1943. Source: АРМО, ВИ 
30/7/34, p. 54. 
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WARMEWIRTSCHAPTLICHE 


NACHRICHTEN МІ, Jg. 1932/13 Hel? 


=s =. 


1 
i 
| 














Document 265: Experiment to burn out а chimney. Temperature graph. Source: 
Kristen, "Ausbrennversuche an Schornsteinen, ” іп: Wärmewirtschaftliche Nach- 
richten für Hausbau, Haushalt und Kleingewerbe, 6. Jg., Nr. 7, April 1933, р. 84. 
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H.KORI .... 


BERLIN W57- DENNEWITZSTRASSE 35 


es feet anti th Екизгімта нт Шоиста ав Бата iar ie tems bot 
fee hers, blimaa быз torts be GT bia eee Бър dass 


> | "А 1 ` 255 
Die dliesie Spezialliima lor Bau und vollständige Lielerung von 


Einzel-Verbrennungsöfen fürMüll und Abfälle allerArt 








Document 266: Promotional brochure by the D Kori company, Berlin 1927, re- 
garding incinerators for waste and all kinds of refuse. Source: APMM, sygn. VI-9a, 
vol. 1. 
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KORI -Gha Typm i io H Ha W УІ OX Taa темен 


КОВІ -Oien Typus! ін ІШ Ша V X e 


КОВІ ег Types V X| XH —— 


КОВІ -Gra Тура IN W Wi Ұй Vili ———' 


КОВІ -Otsa Typus X) ХИ T ЗЧШШИРНРА 





MRERBEZEICHMUNG UND VERWENDUNGSZWECKE DER ECHIT-CIFEN 





“ат hese, milli urn yma grein Beek ee Eden arses Sailer Да-а ая вач, 
rriduisiiohe, bpgesisdee und ten каа aka істін, Desoto ener’ phen күшін 

Fus Binii-, PÄ djk- anl mem lan bunten Badenn bee кєз ln mm ven Е Ета Еа 
Пән ark IaRm та лашық ы таға éi kr туса da ee Ch e cha 
татал талы en pos le bett бан er Dumme Бағ талы апта 


ань ааа y greba Ти йш ын НЬ Га Webbie Wetrrrcürinirituiw Herbert 
dibelaan ачыта Dash Gales a rer le В пее те теба ее 
ал Feen nun тыыр ЫГЫ тізі іл Й лала шаа ee sag eine Cami 
ani coupes arabar W.dgckhuka- met rigen oct балада dpe ушл Ko baing „ад pung 


Тыз gewertliheirefihnlehen, Amiens mii beg ана, 

тетти, Mise Mesh: oral oris м.м 
berets. Назен. Éealmaruni: vend Yee gel рало вай пабе інін snd Vasuaenemrizrigniemlin m. 
se jeie тан Kr шей Байынын» das ee Ao, Pome шей Fui 
ur, Peg rh Quad eee lëtze: a ets Haero riot rb 


Für Mark Hs gilla кезгі eich, Ақат ilga gira Dea, Ы ачаа ранча тайа, Се т-ра ва а au juat- 


алт Emhemenme ити Amies lapten „ыт peeves дбае ові gp um Yooh 
ааба. ыла Le сей Dumpu wg sph Debs Жараты; smj westge diemm ьп 
d È Sr Ip] Ros Рашат pag 


oh Ehari taipei баа. Hi Bären, Озан авна, Finmnidmber кешін Tee 
Writer 


pem rbag әсе Fipa-rüdes Géi aeUéuéejeee кен tee Temes ад 
wg Heute: Alle pees ылығы 


m^ Сайаана Be hen ons ваза eg 
E Lem Fa es т Lower tg ir 
iP (тымен A 





Dis BEBi^SnSRpa Em! іші l'iiuluni^h Siuuus Foni 





а пінки Ha 
aáia Ш pee mik так азана м me em mn ni ` Est ШО kees: аа Ei лаа gre 
reese bremen Bea 1 ee Чаласа лафа лаз ees hermenn der 8 Prem 
ЕСЖ SEN Piedi LE 1.-----,---4- 0900Ж 








Document 266: continued. 
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A. KORI Ss BERLIN а 
Tale: Ad Karin MET, Пеппғанігліғайе 35 Frege AF Linee ECK 
Тесла füro шай Fabrik für Entworf end vollständige Líiefermmg com 


Verbrennungséfen für Abfälle aller Art 


Einäscherungsöfen für Nrematorien 
Стал, Schmelz» ш. Märteäfen, Kesseleinmauerungen, Fchornsteinbaa 
—————————— RÉGIS. 


male ызың! am werde 

Naalis ees ame Pm Lap sem dde ИР Гайнә: Timely de waaa boe 
Legale palja werden. dia überall pur gr des Def adele anlem der! қытта Alters 
вайа Veran leerer werden 

Deel тойлады, кісіге. damd erii ға Aala жай ied glitch dem Данајаца ший 
zënter Vurasüreaa аП Дег ces Abfall riea шалына ehren ы du сайтыма 
Ammer die Ліған für "Dance e. diera auem der іт Ver ene Zoe sm 


einge eundi 
Unsere Verbrennungsofen 
Каза daie та rn Veran! Worsening fee) 
. Айдағы, baime. Шана. а в re l'usririra 


d 

F 

a 

d 

a 1 s had 

b Mar ЫП ы Faia eee ee А ааа end aerae 
Li abiremaamalaliem Ж.Ш-таһарға тіралы саты 

a 

Ё. 

Li 


H. а-на, peter гиди чей бый 
л. Raro. Kawawraara CVarguegumariehaln. Theme. Zackseitch Giwa 
D Май, Аана Парана, Дадана, Hafani Midis wd deet 


rat, ша сайы Abdias жыныма Er шақта ives ұнағаны ызғары ын Papen 
shaft piar ғой Әта ыныр verlegen ale dran Gap stie Jg e Terra irc 
Кыты Medes Ала aruraki Me aer еннай den Шен Mhi, allen 
Авай de: Mypiret шы qemdgem Пай ызам ғә die Vedere sch жөтан арі al 
dan Ынна Melen, көй dis Жәһл de (Мек ping айай. dis Bien вавай sud dar 
Канни белан ze uly на (gen gums Бе, daf dee СГ ајла mud Пабеда 


FAS КӨРЕСІН... 
Майы мый wiele der guida. Vater із йе жый buchen, ҒА КАЙАША 
Mariik leds Ëss dass Lea шай И ыала а Ла hen ges іш: ern owe ta ТШ 











Document 267: Promotional brochure by the Н. Kori company, Berlin 1927, re- 
garding incinerators for all kinds of refuse. Source: APMM, sygn. VI-9a, vol. 1. 
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ілімінде og. da Frage WE таз dem АЫ 
тіпті eem МИШ embee, шз erbäi фы Dien de 


homers Zen meiga Kedérizisam sapnem ішім. 
Тура Уы Wees май Gere Tale 
Тере ses II теті фе кімге Vi 














Document 267: continued 
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Н. Kori GmbH., Berlin W 35 


Е Пааа вагай DN 
«OR» vw (50) шалы өле 
Пяна mes іі. каза P 
Vagrüader ПГ 


Aisiki Helzunjl 

Жагабы йаша, Warm saserberetrag 

Ше Jeumpa vom der Biwi bier bue rur "Wars 
wur тə) Teskeserg Priangan für euren, Tim, Wale: 
шай Газга ааа. jji [ebir жәй ee а айа 
ser Art [шїн ompéehhamgrm Bei Mikire інінен ap) [ringen 


Lebäeieenën-Aräsien 

przhesgekez ынтаны иван Ны ПІЛ amat eed Fondo Sah, 
Weri. Gorges arm Шананын dee Rer lernen ter 
appanns, а JEM D; reiki asane gl fam іні ip, ache 
sad тыны ba, à. bist. шені [кыы Gäns 

kebe Verin Han rm Jet gertzsgepg Бышмһыйы4; 
bra ftir Нааш |а erstem Cox ae Ling | rimum, 
sangebemh Hgg balre malie Pr bass bs 





Kirt рыта ета 

Visier. Киба фатва sl dee arabe Viele Наа дне таш 
Айтты jem (misge жа fle шый hami be Бота zen аан 
жі feel ніны ный із cms N гада іса фаи һи. 
Гааль ыы alt H inisddéabksmiueg biam kä: um] Дана рі ар bo, 
Lirsetölen 

Moai Си жашт An mcd (riëts war end dime Mate? st ag 
Breäbrt Für бінен. kleine Kais, Kursen, Leiste, Cribar. 
Brekuues, Palakas Теніз. Verge Mes kra gg 


Lälteungs- шай Treckesrinrihrmagss - Afs Arte rrna 
Pea beret tile 


Stern іні jiems ml 1 алын наара Ers) Dekalb per, Жылы 
sera, [upisani ire Vewole, [haie Ponpa Litter wg 


Amela Feuerung 

Màj- end Abati. Vatbremmngsilan ga)" 

[м bewährte Bop tee ігі (ша Но азе Қи тәнін ager ыы at- 
rt rette bat jinarag aller Gemkbur-m ЖЫЛДЫ. Wiech teddies 
den Елтрытты ger Attert жоғы dar Шам й аьаан ng іш Wanze: 
таман бен апа. assa pe (ëss ріні La 

Шағын ый Шыда kasaha Kara |) зіліп өші ынйы dere, ныш. 
Шамнан, В-ар дала Раде, Warn- eh онаа, Kom 
reremm keer Serienamn. Parsckesnuger, ы %1- шей ымы 
Anke Laures, Marbrzsfss. Гена адь даа Baktläk- Ass 
ми Шы фе ылы Freies Klang Tears аа ант 
Шейыағғылаы!ігы für Frurrbewsaitumd "Dat 1: 

ны ДАНА ЕТТЕН ТТТ ec а 
Feiere ғыз fies Breeretofien (кіл Gii Балға. Like 
«ита H Таһа kän Fucmülihe быдта krus V. aru трт» генез fuian 
laluri 

Tih, сінік, Hine saj Kratiienzies, Манана. Jri әла 
Кенан фе und Scheer 

Мапа kapisëen ШЫ di 

Манай es ұғы beni іе Т rte Шы egtzees Datt Les Ge belo 
Гына ан Baken maj ша Ben ke girini Beszckar Sckë ke Tu МЫ! 
іші. Pura mni Wästa Vertes іе ала ав mel reinis 





Баі 4 





kırsienlienet 

Kon ke ergai Meine, ы лыла Ган Ташый кор Amelie pages rum "іа faji 
Ab кыз Clais Karius Шей ren шел) ирите. Апуш. білеті vier Stagen neering ген ент 
інін "ep Вране, rariss, | (ные утта ШЫТ asiria А Г frt анта ейік bat a fi 


bna ы. dem Home Hane Jab perg т 











Document 268: Promotional brochure by the Н. Kori company, Berlin 1937. 
Source: APMM, sygn. VI-9a, vol. 1. 
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Einäscherungsofen System „Kori“ 


im 
Krematorium der Stadt Hagan Westt. 


Rabaranzick! den Srurrairciemia 
жый dun Fried ны —Duadibed 
Пан 


Ammirks Ger addas Канына 
Ете Fab uro quaii 


Н. KORI G. M. B. H., BERLIN W 57 


Talalan: &smmeslnumener Litres 5464 Dennewitraik. 34 














Document 269: “Сғетайоп Furnace System 'Kori' at the crematorium of the city 
of Hagen/Westfalia. " Brochure of 1927. Source: APMM, sygn. VI-9a, vol. 1. 
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Einäscherungsofen System „Kori“ 


іт 


Kremalorlum der Hauptstadt Schwerin 


Жазалалтызғ daa Krweeghanues 
met dem Dcbegrieg уан Һа 


Агай! rich Kor Ermisch 
Ges mái ына ғына адан 


ген рты КЫЗ Пғыгшінғылр dee Bargiemmer mr бы Кулш 


erp wp (ЬШ + Lue ài: ligu dag Camera "a Dia Batti әсі 
hh mar giess, rus Bugëikeuso bam, wurde räich ірі ыгыта 


[Babe Sech resini od Men шы! berpederer Sia) 


Н. KORI G. M. B. H., BERLIN W 57 


Telefon: Sammelnummer Lützme 54654 Denngnitrzir. 35 














Document 270: “Cremation Furnace System ‘Kori’ at the crematorium of the capi- 
tal city of Schwerin.” Brochure of 1927. Source: APMM, sygn. VI-9a, vol. 1. 
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Einäscherungsofen System „Kori“ 


im 
Krematorium der Haupisiadi Schwerin 


Loud 


Н. KORI G. M. B. H., BERLIN W 57 


Таја: Gamesieumsmgr Lütgsw Safi Dennesctzatralle 35 








Document 270: continued. 
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Н. КОКІ GmbH © De 


ati? rm ÉN "Wi 33, den ШЕ. mal RTR 
mhelscham Büro und Fabrik мз 
Т = 


Ahfalivarbrannsngatdlen aller A 

















ja. fer ҰҒЫ 


a asilekaführwf der ij und 





onen Foliget 


Bipi. Ing meting Д 


Bakim i ачи Degen BI yi el ішім =} 


Wegen ` dein Pi ің ін. 
Таза. F sat Fastis NH 






Im sarfülg der mii Ihneu gakabüam windlichen Біспя;гасыя sagen def Ва. | 
schaffung almar üinketnsrumgasmulaga іп einfacher Auster Егғіндей тіз 
Tores anasram еніптеешілдастағшар айтп sait Lohlenfegareng Tor ү 
теріне, йін sich Siehar іп dar Freis beatene bewährt habsm,- Wir br 

an fuf dax іш ала епа gids LauTurhabam swai siatt 


fen Le Tvürach. * lan азат, durch EWckfrags nochmals festoung 
lan, ай diese tedden Gefen für баз Bedarf ausreichend sind. Auch Lei 
cosh die Dfenanordwungafrags klarauaiallan, wall батаа dis A 







dar ігазізтізііа aseia dee apania arippes abhängig lat, Die 
i ж ізі веса im tipsa algsachlaassenen neua unfterwahringen жай 
am "his атлі, тағат dehornstsin an&uschliwassn,- Falls sim Lufe 
sislluzrcsraum bereits im Aussicht gercomemen iat, bitten wir ois, uns 
hisrram tings Plia -inaesendss, Wait wir іңген «inen %тиасһВатап Ав 
stünus етатаеһ. unterbreiten können, Den erforserlichen Plaiakadarf | 
ar eren git Dedi ъ= thd jehüradamé ker. „ie жый den Re "rr 
Tajchmangsm fathan, Die Ieleknumg = J, 6896 = w«ranachaullah aia 
алағ4тысы тай Етті зате, segui mach dar Leirnnuagt = dEr BEE = fuf 
Дай важаты чт "ler яң шыт Ausfü--ung pexümmen 4 . Kis. ! 
жалт МГЕ M — ТЕТ 4,87,0080 geilen arn d * іліге МАЛА pi" 
gert айя “іл ien чай Етеі wingsbmulen Ae leno, 


Was mum die дежет ane Aë tem "Er pesi aresatorlen янізігі”Ү%, sb Fis 
ann "ir Denen dieses the 19-34 mi 


Ы E atack AO? ore Bint a ce tung fee nrusabrr кап- 
алғазлі8і mil gewdleter ,ағыйзжағ" Unc borista- 
tier Деан авон е «ілесһі4я ызійсг nt ge Ж 
fan атвайатісііж, dun xlmfbhfungs-, е әпшу rh 
ыт kelmigum)V Рат, Eur ee ee, Gen d i 
Геи РЕ геа fnr ais Haupifeuerurg uid Фет. 
Anre Агава, dem т011-тізеішеп Wetaukm ager lh pee 
жаз rifti en Шінігініз-тзсі,1- тән ext beni ste 
тее чеп A lnewergüur s тагісгіст, асаа jäi 
кола” аач 5 "талынан Aën з. walten usd 
Ега але ша, Hier], jgresis- und Him- 
баталы гщл илл еШ, Ramguregrt: пей ва асаа өстің 
ali der қонаай-п аай ъди marct Ure Fer гг ња 
‚ШЕН ык enter ern "Та Шш вав ії гпег niil iag” ta 
1+ ld, Bn, 






Palle gie iufstell dem resitan Wena im enech led ite: er 
— jT ie em, іт sith der frria für enne UQPE 
LU? - a ж 








Document 271: Letter from the H KORI company to Engineer Waller at Office СІП 
of SS WVHA dated 18 May 1943. Source: KfSD, 660/41. 
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© aay 
із diese Beer зіні jedoch Bis resten for Frei) + г Bas 
twrieiian fret Nersumdang-ate.ie sowie die Hctuekükien fur den Banieur 
un? Ка! шапряянш arja Lazëzukscg niehl авои сл. bless Essia wirden 
wir ұебезеіеті aum bvacrieren zat^-eim іп anrertnung Bringen, 


dheres schliesst unser ingabet sum dis haulicken Nasbenarüsiien аш iuf- 
siellengssrt, тіп crüwamtwb, Glmälungwaunt, Harsisliung des Сапаш 
alelluzgarusuuem soris dis Hauchzzckls тад Шеп ueIen bim Rum оғтагды 
тінің шәй den Hchernalbéin salbat, 


Sebald die Ддаейп afr. für die Ofenanlags klarpestellt worden ist 
reichen wir Innan aber ts тіп фөліяғылдер0і über die Haratellung dat 
Kürckkanils narh, 





Fir dis Harda ы der Leirken im dis Terbremsungakemier der Dafen ble- 
Yen wir Innen ишиас uni 
11 Pappen Einderherumgeeagen, шері агац nusgebilded, 
‘mit ballen und Handgrifien! jar Hilden Е5,140,-- ABD, == 
B) È Amien solientäicke mur Auflagsrumg der EinfUk- 
тилдттасеп, раг ӘЛІГЕ HETE, == ы = 
артырып mm 


Fir den Effect der ан Шіғітетідір Éin&mchsrungssfas өйтіп für deren dia 
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Document 271: continued. 
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Document 272: Draft of crematorium at Neuengamme Concentration Camp. 
Drawing no. 8998 by KORI of 6 February 1941. Source: САКЕ, 7445-2-125, p. 90. 
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Document 273: Draft for cremation furnaces the Dachau Concentration Camp. 
Drawing по. 9122 by KORI of 12 May 1942. Source: САВЕ, 7445-3-125, p. 91. 
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Document 274: Drawing of the cremation furnaces for the Sachsenhausen 
Concentration Camp prepared by the Soviet Commission of Inquiry in June 1945. 
Source: САКЕ 7021-104-3, p. 5. A: top view of the ovens; B: front view; C: lateral 
view (right side of the fourth furnace). 
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Document 275: Sketch of the cremation furnaces at Sachsenhausen Concentration 
Camp, prepared by the Soviet Commission of Inquiry in June 1945. Source: GARE 
7021-104-3, p. 6. A: longitudinal vertical section of the furnaces; B: horizontal 
section. Labeled by the author. 
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Document 275a: Sketch of the KORI furnaces’ smoke-duct 

system in the crematorium at Sachsenhausen camp, drawn 

by the Soviet Commission of Inquiry in June 1945. Source: 
GARF, 7021-104-3, p. 29. 
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Document 276a: Sketch of H. KORI coke-fired double-muffle cremation furnace at 
the Stutthof Concentration Camp; front view. Soviet drawing of 1945. GARF, 
7021-106-4, p. 26. 

















Document 276b: as above, side view. 
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Cremation facility for the Lublin PoW camp.” Kori drawing no. 


9080 of 31 March 1942. Source: GARF, 7445-2-125, p. 89. 
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Document 277: 
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Document 278: Sketch of the crematorium at the Lublin Concentration Camp. 
Longitudinal section with front view of the furnaces. Drawing by the Polish-Soviet 
Commission of Inquiry of August 1944. Source: САҺЕ, 7021-107-9, p. 252. 
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Document 279: Sketch ofthe cremation furnaces at the Lublin Concentration 
Camp. Drawing by the Polish-Soviet Commission of Inquiry of August 1944. 
Source: GARF, 7021-107-9, р. 254. Labeled by the author. 
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Document 280: Sections through one of the cremation furnaces at the Lublin Соп- 
centration Camp. Drawing by the Polish-Soviet Commission of Inquiry of August 
1944. Source: GARF, 7021-107-9, p. 254. 280/2. Labeled by the author. 
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Document 281: Floor plan of the crematorium at Lublin Concentration Camp 
showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 
August 1944. Source: GARF, 7021-107-9, p. 252. 281/2. Labeled by the author. 
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Document 282: Crematorim at the Lublin Concentration Camp, longitudinal sec- 
tion showing the flue ducts. Drawing by the Polish-Soviet Commission of Inquiry of 
August 1944. Source: GARF, 7021-107-9, p. 252. Labeled by the author. 
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Document 283a: as above, labeled by the author. See text of Part 1 for details. 
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Document 284: KORI furnace at the Lublin Concentration Camp: sketch of the wa- 
ter heating device. Source: Z. Lukaszkiewicz, “Obóz koncentracyjny i zagłady 
Majdanek, " in: Biuletyn Głównej Komisji Badania Zbrodni Niemieckich w Polsce, 
1948, pp. 80f. 
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Document 285: KORI naphtha-fired cremation furnace іп the crematorium at 
Trzebinia Concentration Camp. Drawing by the Institute of Heat and Fuel Tech- 
nology at the Mining Academy of Cracow. Source: APMO, negative no. 6671. 
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Document 285а: as above, labeled by the author. 
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Document 286: “Operating instruction for cremations” for the naphtha-fired KORI 
furnace. Source: ROD, C[64]392. 
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Document 287: Letter from Didier-Werke AG to Boriwoje Palitsch of 25 August 
1943. Document URSS-64. 
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Document 287: continued. 
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Document 288: “Cremation facility for the Belgrade SS.” Drawing Бу Didier- 
Werke no. 0.913 of 23 August 1943. Source: GARF, 7445-2-125, p. 92. 
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Document 289: List of names of corpses cremated at the Terezín crematorium on 
11 October 1943. Source: PT, A 1194, p. 33. 
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Document 290: Numerical summary of cremations conducted at the Тегегіп crema- 
torium on 11 October 1943. Source: PT, A 1 194, p. 32. 
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Document 291: Registry по. 6 of the Terezin crematorium, 
spanning from 1 July to 15 November 1943. Source: PT, А 
1194, p. 1. 
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Document 292: Official form for the cremation of an inmate’s corpse. Stutthof 
Concentration Camp, 6 December 1944. Source: AMS, I-IIIC-2. 
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Document 292: continued. 
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3, Amtstiradiche Bescheinigung 
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Jen ‚ 194 
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(53 Abs 2 Ziffer A des Gesetzes über Peuerbestattung vom 15. 
Mai 1934]. 


Шеп , 154 


Хамзе Kriminalpolizei. 
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Document 293: Official form for the cremation of an inmate’s corpse. Auschwitz 
Concentration Camp. Source: N. Blumental, Dokumenty i Materialy, Lodz, 1946, 


vol. I, pp. 106f. 
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Document 294: Registry of the crematorium at Stutthof Concentration Camp, 
March 1944 (extract). Source: AMS, I-II-9. 
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Document 295: Official form informing family members of a deceased inmate 
about the death and cremation of their relative. Source: AMS, I-VD-1. 
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Document 296: “Shipment ofurn” by Mauthausen Concentration Camp. 7 Octo- 


ber 1941. Source: ÖDMM, 3 12/49. 
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Document 297: Letter from Topf to the SS New Construction Office at Auschwitz of 
3 June 1940 offering urns, an imprinting device for the urn lids, and fireclay mark- 
ers. Source: RGVA, 502-1-327, pp. 226f. 
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Document 297: continued. 
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Document 298: Letter from the Head of the Political Department of Auschwitz Соп- 
centration Camp to the camp e SS New Construction Office of 29 April 1941 about 
storing urns with the ashes of deceased inmates. Source: RGVA, 502-1-314, p. 1. 
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Document 299: Political Department of the Auschwitz ee 
Camp. Order of 100 urn boxes from the SS New Construction Office’s 
carpentry workshop of 6 January 1941. Source: RGVA, 502-2-1, p. 29. 
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Document 299a: Political Department of the Ausch- 
witz Concentration Camp. Order of 100 urn boxes 
from the SS New Construction Office’s carpentry 

workshop of 5 February 1941. Source: RGVA, 502-2- 

1, p. 46. 
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Document 300: “Labor time card” of 27 November 1941 on the manufacture of 50 
shipping boxes for urns. Source: RGVA, 502-2-1, p. 34. 














HOLOCAUST 


HANDBOOKS 





Most of them are based on decades of research from archives all over the world. They are heav- 


"T ambitious, growing series addresses various angles of the "Holocaust" of the WWII era. 


ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol- 
lowing books have appeared so far and are available from THE Barnes Review and CODOH/CasrLE 


HILL PUBLISHERS: 


SECTION ONE: 
General Overviews of the Holocaust 


The First Holocaust. Jewish Fundraising Cam- 
paigns With Holocaust Claims During and Af- 
ter World War One. By Don Heddesheimer. This 
compact but substantive 
study documents propagan- 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro- 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed- 
ing suffering Polish and Russian Jews but actu- 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. #6) 


Lectures on the Holocaust. Controversial Issues 
Cross Examined. By Germar Rudolf. Between 
1992 and 2005 German 
scholar Germar Rudolf lec- 
tured to various audiences 
about the Holocaust in the 
light of new findings. Ru- 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen- 
ers, as they were presented 
in a very sensitive and schol- 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec- 
ond edition, 500 pages, b&w illustrations, bibli- 
ography, index.(#15) 


Breaking the Spell: The Holocaust, Myth & 
Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger- 
man “Enigma” code. Hence, іп 1942 and 1943, 
encrypted radio communications between Ger- 
man concentration camps and the Berlin head- 
quarters were decrypted. The intercepted data 
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Pictured above are all of the scientific studies that comprise the se- 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 





refutes, the orthodox “Holo- 
caust” narrative. It reveals 
that the Germans were des- 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata- 
strophic typhus epidemics. 
Dr. Kollerstrom, a science 
historian, has taken these 
intercepts and a wide array 
of mostly unchallenged cor- 
roborating evidence to show that “witness state- 
ments" supporting the human gas chamber nar- 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi *Holocaust" has been written by the 
victors with ulterior motives. It is distorted, ex- 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il- 
lustrations, bibliography, index. #31) 


Debating the Holocaust. A New Look at Both 
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Sides. By Thomas Dalton. Mainstream histori- 
ans insist that there cannot be, may not be a 
debate about the Holocaust. But ignoring it does 
not make this controversy go away. Traditional 
scholars admit that there 
was neither a budget, a plan, 
nor an order for the Holo- 
caust; that the key camps 
have all but vanished, and 
so have any human remains; 
that material and unequivo- 
cal documentary evidence is 
absent; and that there are 
serious problems with sur- 
vivor testimonies. Dalton 
juxtaposes the traditional 








Allbooks are 6’x9” paperbacks unless otherwise stated. Library discounts are available for the whole set and all subsequent volumes. 
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Holocaust narrative with revision- 
ist challenges and then analyzes the 
mainstream's responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win- 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio- 
graphy, index. (Summer 2015; #32) 


The Hoax of the Twentieth Century. 
The Case against the Presumed Ex- 
termination of European Jewry. By 
Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. #7) 


Dissecting the Holocaust. The Grow- 
ing Critique of ‘Truth’ and Memory.’ 
Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth- 
ods of detection to investigate the al- 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener- 
ally accepted paradigms of the “Holo- 
caust." It reads as exciting as a crime 
novel: so many lies, forgeries and de- 
ceptions by politicians, historians and 
scientists are proven. This is the intel- 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog- 
raphy, index. (#1) 


The Dissolution of Eastern European 
Jewry. By Walter N. Sanning. Six Mil- 
lion Jews died in the Holocaust. San- 
ning did not take that number at face 
value, but thoroughly explored Euro- 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So- 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as “Holocaust victims," had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta- 
lin to Siberian labor camps. 2nd, cor- 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain- 
ing important updates: ca. 220 pages, 
b&w illustrations, bibliography (829). 























Air Photo Evidence: World War Two 
Photos of Alleged Mass Murder Sites 
Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti- 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un- 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in Conner: 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”х11”, b&w illustra- 
tions, bibliography, index (827). 


The Leuchter Reports: Critical Edi- 
tion. By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu- 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri- 
ously considered to function as execu- 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. #16) 


The Giant with Feet of Clay: Raul Hil- 
berg and His Standard Work on the 
“Holocaust.” By Jürgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan- 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jürgen Graf 
applies the methods of critical analy- 
sis to Hilberg’s evidence and examines 
the results in light of modern histori- 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (83) 


Jewish Emigration from the Third 
Reich. By Ingrid Weckert. Current his- 
torical writings about the Third Reich 
claim state it was difficult for Jews to 
flee from Nazi persecution. The truth is 
that Jewish emigration was welcomed 
by the German authorities. Emigra- 




















tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger- 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 


Inside the Gas Chambers: The Exter- 
mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse- 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa- 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau- 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main- 
stream Holocaust hagiography is beat- 
ing around the bush rather than ad- 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. (825) 


SECTION TWO: 
Books on Specific Camps 


Treblinka: Extermination Camp or 
Transit Camp? By Carlo Mattogno and 
Jürgen Graf. It is alleged that at Treb- 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori- 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. #8) 


Belzec_in Propaganda, Testimonies, 
Archeological Research and History. 
By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 




















been used: diesel gas; unslaked lime 
in trains; high voltage; vacuum cham- 
bers: etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drillings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 


Sobibor: Holocaust Propaganda and 
Reality. By Jiirgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibör camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se- 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu- 
ments the general National Socialist 
policy toward Jews, which never in- 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. #19) 


The “Extermination Camps” of “Aktion 
Reinhardt”. By Jürgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono- 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince- 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti- 
tutes a comprehensive update and ex- 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus- 
trations, bibliography. (#28) 


Chelmno: A Camp in History & Propa- 

ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million—were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro- 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 




















аге discussed. 191 pages, indexed, il- 
lustrated, bibliography. #23) 


The Gas Vans: A Critical Investiga- 
tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor- 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem- 
edied the situation. 
Are witness state- 
ments reliable? Are 
documents genu- 
ine? Where are the 
murder weapons? 
Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il- 
lustrations, bibliography, index. (#26) 


Concentration Camp Majdanek. A 
Historical and Technical Study. By 
Carlo Mattogno and Jürgen Graf. 
Little research had been directed to- 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor- 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground- 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ- 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig- 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. #5) 


Concentration Camp Stutthof and Its 
Function in National Socialist Jewish 
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Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. (#4) 


SECTION THREE: 
Auschwitz Studies 


The Real Case of Auschwitz: Robert 
van Pelts Evidence from the Irving 
Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof. van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi- 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra- 
tions, glossary, bibliography, index. 
(422) 


Auschwitz: Plain Facts—A Response 
to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni- 
cal methods. For this he was praised 
by the mainstream, and they pro- 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac's 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra- 
phy, index. (#14) 


The Rudolf Report. Expert Report 
on Chemical and Technical Aspects 
of the ‘Gas Chambers’ of Auschwitz. 
By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter's work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
“gas chambers" of Auschwitz. His re- 
port irons out the deficiencies of “The 
Leuchter Report." Second edition, 457 
pages, b&w illustrations, bibliogra- 
phy, index. (#2) 


Auschwitz Lies: Legends, Lies and 





























Policy. By Carlo Mattogno and Jürgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp іп 1944. Based mainly on archi- 
val resources, this study thoroughly 
debunks this view and shows that 








Prejudices on the Holocaust. By 
Carlo Mattogno and Germar Rudolf. 
The fallacious research and alleged 
“refutation”of Revisionist scholars by 
French biochemist G. Wellers, Pol- 
ish Prof. J. Markiewicz, chemist Dr. 
Richard Green, Profs. Zimmerman, 
M. Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his- 
torians. In this book, facts beat propa- 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (#18) 


Auschwitz: The Central Construction 
Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro- 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter- 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus- 
trations, glossary. (#13) 


Garrison and Headquarters Orders 
of the Auschwitz Camp. By C. Mat- 
togno. A large number of all the orders 
ever issued by the various command- 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic- 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 2016; #34) 


Special Treatment in Auschwitz: Ori- 
gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger- 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show- 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan- 
guage” by assigning homicidal mean- 
ing to harmless documents — a key 
component of mainstream historiogra- 
phy — is untenable. 151 pages, b&w il- 
lustrations, bibliography, index. (#10) 


Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch- 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri- 
ate health care for the inmates. This 
is frequently described as special mea- 























— 
sures to improve the inmates' health 
and thus ability to work in Germany's 
armaments industry. This, after all, 
was the only thing the Auschwitz au- 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 2016; #33) 


The Bunkers of Auschwitz: Black Pro- 
paganda vs. History By Carlo Mat- 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid- 
al gas chambers at Auschwitz specifi- 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air- 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex- 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra- 
tions, bibliography, index. (#11) 


Auschwitz: The First Gassing—Ru- 
mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac- 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in- 
dex. (#20) 


Auschwitz: Crematorium I and the Al- 
leged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato- 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat- 
togno proves that its morgue was nev- 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
(#21) 


Auschwitz: Open Air Incinerations. 
By Carlo Mattogno. Hundreds of thou- 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con- 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 























these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus- 
trations, bibliography, index. #17) 


The Cremation Furnaces of Auschwitz. By Car- 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma- 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de- 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre- 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. #24) 
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Holocaust High Priest: Elie 
Wiesel, Night, the Memory 
Cult, and the Rise of Revi- 
sionism. By Warren B. Rout- 
ledge. The first unauthorized 
biography of Wiesel exposes 


HOL 
ШЕП, 











both his personal deceits апа ы кисы = 
the whole myth of “the six 


million.” It shows how Zion- 








ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew- 
ry, while at the same time forcing school chil- 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. #30) 


Auschwitz: Confessions and Testimonies. By 
Jürgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit- 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
scrutinizes the 40 most important of these wit- 
ness statements by checking them for internal 
coherence, and by comparing them with one 
another as well as with other evidence such 
as wartime documents, air photos, forensic re- 
search results, and material traces. The result 
is devastating for the traditional narrative. 
(Scheduled for summer 2016; #36) 


Commandant of Auschwitz: Rudolf Höss, His 
Torture and His Forced Confessions. By Rudolf 
Hoss & Carlo Mattogno. When Rudolf Héss was 
in charge at Auschwitz, the mass extermination 
of Jews in gas chambers is said to have been 
launched and carried out. He confessed this in 
numerous postwar depositions. Hence Höss’s 
testimony is the most convincing of all. But 
what traditional sources usually do not reveal 
is that Héss was severely tortured to coerce him 
to “confess,” and that his various statements 
are not only contradictory but also full of his- 
torically and physically impossible, even absurd 
claims. This study expertly analyzes Höss’s 
various confessions and lays them all open for 
everyone to see the ugly truth. (Scheduled for 
summer 2016: #35) 


An Auschwitz Doctor’s Eyewitness Account: The 
Tall Tales of Dr. Mengele’s Assistant Analyzed. 
By Miklos Nyiszli & Carlo Mattogno. Nyiszli, a 
Hungarian Jew who studied medicine in Ger- 
many before the war, ended up at Auschwitz 
in 1944 as Dr. Mengele’s assistant. After the 
war he wrote an account of what he claimed to 
have experienced. To this day some traditional 
historians take his accounts seriously, while 
others accept that it is a grotesque collection 
of lies and exaggerations. This study analyzes 
Nyiszlis novel and skillfully separates truth 
from fabulous fabrication. (Scheduled for spring 
2016; #37) 
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scrutinize eyewitness accounts from, e.g., Fil- 
lip Miiller, Rudolf Vrba, Henryk Tauber, Yankiel 
Wiernik, Richard Glazar. Scholars interested in 
taking on any of these or other witnesses, please 
get in touch using the contact form at www. 
codoh.com/contact-us 
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Photograph 45: Rear of the furnace, right-hand side. At the top of the gasifier, 
the rear part of the original oil tank sticks out, which was recklessly walled- 


in. The furnace's original body is mounted on metal wheels. ............................ 48 
Photograph 46: Rear side of the furnace seen from the right: Fuel tank (top left) 
and metal wheels of the furnace body (bottom), 48 


Photograph 47: Rear view of the furnace; base of the chimney with an open 
service door at the right-hand side. The square metal sheet welded to the 
chimney's bottom closes the opening for the original forced-draft blower. ....... 49 


С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 11 


page 
Photograph 48: Central part of the chimney. нинен ев 49 
Photograph 49: Top part of the chimney. ........ ы 50 
Photograph 50: Left-hand side of the furnace; background: open service door 

for the pilot flame at the chimney’s Баве. 2... 50 
Photograph: 51. Furnace font... unse en astra er 51 
Photograph 52 & 53: Left-hand muffle. On the left muffle wall four holes for 

introducing combustion air can be seen. The grate bars are visible beneath 

the corpse-introduction stretcher. nennen 52 
Photograph 54: Left-hand muffle with four holes for introducing combustion 

апасы EN ы ананын аларны 53 
Photograph 55: Right-hand muffle. On the right muffle wall four holes for 

introducing combustion air can be seen, 53 
Photograph 56: as above. nennen 54 
Photograph 57: Combustion-air channel of the left-hand muffle, closed with the 

door visible in the next photograph. 000 000ə ЫЫ 54 
Photograph 58: Door for the combustion-air channel of the left-hand muffle.......... 55 
Photograph 59: Door for the combustion-air channel of the right-hand muffle........ 55 
Photograph 60: Vaulted ceiling of the left-hand muffle; outlets of pipes 

connected to the DlOWF. «sot rete stre i t ee e n ийй 56 
Photograph 61: Vaulted ceiling of the right-hand muffle; outlets of pipes 

Connected to the blower. ыдын. ннен нина en 56 
Photograph 62: Right-hand muffle; the three inter-muffle openings сап be seen 

Mosi 57 
Photograph 63: Left-hand muffle; the three inter-muffle openings can be seen 

ТОЕТ ING eco UT 57 
Photograph 64: as above, close-up. еден н иды нин риканын нышына ыннан 58 
Photograph 65: as above, close up... 58 
Photograph: 66: The müftle doors..........:.: 5 eee recettes 59 
Photograph 67: Left-hand muffle door, inside, and stretcher. .................................. 59 
Photograph 68: Left-hand muffle door, outside. sss 60 
Photograph 69: Left-hand muffle with open ash door, 60 
Photograph 70: Right-hand muffle with open ash door. 61 
Photograph 71: Ash chamber of the right-hand muffle. ..............u nennen: 61 


Photograph 72: Ash chamber of the left-hand muffle; at the top the bars of the 
muffle grate. On the left in the rear part of the wall are two small square 
openings of a combustion-air intake connected to a channel which opens on 
the left side of the furnace (see Photos 73f.). In front of those openings is 
the large opening of the flue-gas outlet; to the right the large opening 


connects to the ash receptacle of the right-hand muffle. е. 62 
Photograph 73: Left side of the furnace: Door of the combustion-air-intake 

channel leading into the ash chamber of the left-hand muffle. ........................... 62 
Photograph 74: as above, close up... 63 


Photograph 75: Rear side of the furnace with the gasifiers. ..................................... 63 


Photograph 76: Air pipe originally connected to a Ыожег....................................... 64 
Photograph 77: Rear side of the furnace with the gasifiers and service pit. ............. 64 


Photograph 78: Rear side of the furnace with the gasifiers sporting the coke- 
loading doors (top) the ash-chamber doors (large door at center bottom) and 


the combustion-air-intake doors (bottom, small doors). ..................................... 65 
Photograph 79: as above; coke-loading door of the gasifier heating the right- 

Пай "Em 65 
Photograph 80: as above, the gasifiers’ ash-chamber аоогз..................................... 66 
Photograph 81: as above; the left-hand combustion-air-intake door. ....................... 66 
Photograph 82: Grate of the left-hand gasifier (viewed from the rear). ................... 67 
Photograph 83: Loading system of the right-hand muffle: rod mounted to the 

frame, movable roller device, and stretcher for the согрѕе................................. 67 
Photograph 84: as above, left-hand ті Ее.........-ш-ш 68 
Photograph 85: as above, viewed from top: the movable roller device on which 

the bars of the corpse stretcher rests. ниен нинин ыннаны. 68 
Photograph 86: Crematorium I or Old Crematorium at Auschwitz. The chimney 

isa post-war 1econstruchion:. 2 aod eee ED t REM ар ырын Ме 69 
Photograph 87: Furnace no. | with two corpse-introduction carts. .......................... 69 
Photograph’ 88: a8 ароўб: uiii eine een an 70 
Photograph: 89:45 above... acciri сара Пе aa 70 


Photograph 90: Furnace no. 2. The reconstruction omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in 


addition, the muffle doors were reversed. Compare Photo 51............................ 71 
Photograph 91: às above... icc ieri ne deer tene aan 71 
Photograph 92: Furnace no. 1: inside of a muffle. The masonry was artificially 

DlACK uestre Reese see 72 
Photograph 93: Furnace no. 2: grate of the left-hand то Йе.................................... 72 
Photograph 94: Furnace no. 2: inside the right-hand muffle. ................................... 73 
Photograph 95: as above; grate of the right-hand muffle. ........................................ 73 


Photograph 96: Furnace no. 1, right-hand side. Original doors of combustion- 

air channels. The Polish reconstructions did not include those channels. The 

number, type and position of the doors are also wrong. The larger door 

originally belonged to an eight-muffle furnace, and the smaller door was 

located lower: Cf. Photo e 1: inania cita dee en an 74 
Photograph 97: Furnace no. 1, rear side. The furnaces were reconstructed 

without gasifiers. The gasifiers’ coke-loading doors are therefore 

necessarily in the wrong position over those of the ash-chamber doors. See 

Photo: В an ante ды аны мА na on oat 74 
Photograph 98: Furnace 2, rear: same reconstruction errors as for Furnace no. 1.... 75 
Photograph 99: Furnace 2: original gasifier grate with seven longitudinal bars 

and two transverseDars-. дылар алары ымыны НЫН 75 
Photograph 100: Ruins of the foundations of Furnace no. 3: service pit and the 

gasifier hearths’ seen from е top... orem bi e eir ie Ree 76 
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Photograph 101: as above, seen from the rear: original grate of the left-hand 

gasifier and the two transverse support bars of the right-hand grate. The bar 

with the rollers, originally attached to the ceiling, was used to operate the 

furnace’s two flue dampers. шиа en uet ы e ERR nennen 76 
Photograph 102: Ruins of furnace no. 3: flue-duct opening of the left-hand 

UE 77 
Photograph 103: Ceiling of the furnace һай: ventilation opening over Furnace по. 

RE TEE ана RR ET CM NER 77 
Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the 

cremation furnaces (black and grey). nennen 78 
Photograph 105: Transverse rails and rotating platform (turntable). ........................ 78 
Photograph 106: Turntable for corpse cart. ............ sse 79 
Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored 

in the former coke-storage room. ныны ныннан занынын ныны ныны 79 
IN ere Ee 80 
Photograph 109: as. above: a... ee tace eee la ede e page 80 


Photograph 110: Commemorative plaque in the furnace hall of Crematorium 1. ..... 81 
Photograph 111: SS photo of the TOPF coke-fired triple-muffle furnaces at 


Crematorium П at Birkenau. APMO, microfilm no. 287. ............... sse 82 
Photograph 112: ТОРЕ triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp... 82 
Photograph 113: SS photo of the TOPF coke-fired triple-muffle furnaces at 
Crematorium II at Birkenau. APMO, microfilm no. 290. ................................... 83 
Photograph 114: ТОРЕ triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp... 83 
Photograph 115: SS photo of the TOPF coke-fired triple-muffle furnaces at 
Crematorium П at Birkenau. APMO, microfilm no. 290. ................................... 84 
Photograph 116: ТОРЕ triple-muffle cremation furnace in the Crematorium at 
Buchenwald Concentration Camp... 84 
Photograph 117: as above, coke- or naphtha-fired furnace, front view. ................... 85 
Photograph 118: as above, left-hand front view, 85 
IN er ORK 86 
Photograph 120: as above, right-hand front view, 86 
Photograph 121: as above, right-hand віде...2........еееаәш- 87 
Photograph 122: as above, coke-fired-only model (no oil tank on #ор).................... 87 
Photograph 123: as above, left-hand front view, 88 
Photograph 124: as above, close-up of the furnace’s left half. ................................. 88 
Photograph 125: as above, right-hand front view, 89 
Photograph 126: as above, left-hand rear view. with coke-loading door of the 
ТУРСКЕ esaet leto m ООЛО ОКОЛО ЛК ГС 89 
Photograph 127: as above, door of the left-hand muftle nennen: 90 


Photograph 128: Muffle door from a ТОРЕ triple-muffle cremation furnace 
previously installed in either Crematorium П or Ш at Birkenau......................... 90 


раве 

Photograph 129: ТОРЕ coke-fired triple-muffle cremation furnace at 

Buchenwald Concentration Camp. Interior of the left-hand muffle door. ......... 91 
Photograph 130: same location as above, interior of the left-hand muffle of the 

ТОРЕ coke- and naphtha-fired triple-muffle cremation furnace. ......................... 91 
Photograph 131: as above; in the left-hand wall four openings of combustion- 

air channels are visible; below this the remnants of the muffle-grate bars 

and the walls slanted toward the ash chamber; in the back at the bottom is 


the opening to the бавінен E 92 
Photograph 132: as above; the apex of the vaulted ceiling sports four square 

openings which open into tubes supplying the muffle with combustion air. ...... 92 
Photograph 133; as above, close-up. ................ serene 93 
Photograph 134: as above, right-hand muffle wall with rectangular openings 

connecting this side muffle to the center ше... ы. 93 
Photograph 135: as above, central muffle. Both side walls have three 

rectangular openings connecting it to the side muffles. ......................... sss 94 
Photograph 136: as above, close-up. ............... sese 94 


Photograph 137: as above, showing five of the rectangular inter-muffle 
openings, four square openings in the ceiling and one in the back wall for 
COMbUSHMOM= ait TE 95 
Photograph 138: as above, rectangular inter-muffle openings in the right-hand 
EE а meer К акы ыр АВ 95 
Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner сап be seen in 
the wall an thé Васкотоцпф..2.220 аме аласы терен namen an 96 
Photograph 140: Coke-fired triple-muffle furnace, left-hand muffle. Left wall: 
square openings of the combustion-air feed. Bottom: wall sloping into the 
ash chamber). Center bottom: opening to the gasifier. Right-hand wall: 
rectangular inter-muffle openings. The muffle-grate bars have been ripped 


QUE, нонни ТТТ ТК RER ERRFEERTR 96 
Photograph 141: as above, left-hand muffle wall sloping into the ash chamber 

with bottom rear opening into the gasifier. знн нен 97 
Photograph 142; as above, right-hand wall with rectangular openings to center 

ІШІНЕ; Lm 97 
Photograph 143: as above, vaulted muffle ceiling with square openings for 

combustion-air Supply... «3 aceti t n e kan 98 
Photograph 144: as above, center muffle, right-hand wall with rectangular 

openings to the right-hand muffle sss 98 
Photograph 145: as above, right-hand muffle, left-hand wall with rectangular 

openings tothe center mulffle............ ice а ыт де е tess белден таби nn 99 


Photograph 146: as above, vaulted muffle ceiling with square openings for 
combustion-air suppl. 99 


Photograph 147: as above, right-hand square openings of the combustion-air 
feed. Bottoni: muffle ea ee 100 


Photograph 148: TOPF coke- or naphtha-fired triple-muffle cremation furnace. 
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Right-hand muffle. Doors closing the combustion-air channels of the muffle iis 
(top) and of the ash chamber (bottom), 100 
Photograph 149: as above, the muffle's combustion-air-supply channel. .............. 101 
Photograph 150: as above, left-hand muffle. To the left of the large muffle 
door: doors closing the combustion-air channels of the muffle (top) and of 
the.ash chamber (bottom). u.a iie лы pe RR eere 101 
Photograph 151: as above, the muffle’s combustion-air-supply channel. .............. 102 


Photograph 152: as above, the ash chamber’s combustion-air-supply channel. ..... 102 
Photograph 153: as above, both doors of the combustion-air channels. ................. 103 
Photograph 154: combustion-air-channel door with the Topf insignia, close-up. .. 103 
Photograph 155: TOPF coke-fired triple-muffle cremation furnace. Front-side 


service pits with the left and center muffle's ash doors. ................................... 104 
Photograph 156: as above, central muffle's ash chamber with the two lateral 

openings to the flue duct and a combustion-air-supply hole in the back........... 104 
Photograph 157: as above, ash chamber of the right-hand muffle.......................... 105 


Photograph 158: ТОРЕ triple-muffle cremation furnaces; right-hand rear view 

with the gasifier's coke-loading doors (top) and ash doors in the service pit 

(DOTON BEE 105 
Photograph 159: as above, left-hand rear уіеуу........ ете 106 
Photograph 160: TOPF coke- or naphtha-fired triple-muffle cremation furnace. 

Rear view, left-hand muffle. Naphtha burner (top) and the gasifier’s coke- 


loading door (bottom). ганнан аала ana: 106 
Photograph: 161: as. above: элыш eese ette iet к над тер НААН: 107 
Photograph 162: as above, with opened coke-loading door. .................................. 107 


Photograph 163: as above, view through the coke-loading door into the gasifier. . 108 
Photograph 164: as above; inside of the gasifier. The masonry shows signs of 


TRUES TOA EE 108 
Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the 

door of the gasifier's combustion-air channel (top right).................................. 109 
Photograph 166: as above, close-up of the gasifier’s combustion-air channel. ...... 109 


Photograph 167: as above, view into the gasifier's ash chamber with the grate..... 110 
Photograph 168: as above, central muffle. Crank operating the smoke-duct 


damper (top) and the door to the muffle's rear combustion-air channel. .......... 110 
Photograph 169: as above; doors to the muffle’s (top) and the ash chamber’s 

combustion-air channel (bottom), 111 
Photograph 170: as above; close-up of the muffle's combustion-air channel. ....... 111 


Photograph 171: as above; close-up of the ash chamber’s combustion-air 
саппен ын Мыны ананы лынан ape ERE oet: 112 


Photograph 172: as above; cement counter weight of the smoke-duct damper. ..... 112 


Photograph 173: as above, right-hand muffle. The gasifier’s ash-chamber door 
(bottom) and the door of the gasifier's combustion-air channel (top left). ....... 113 


Photograph 174: as above; view into the gasifier’s ash chamber with the grate..... 113 
Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, 


раве 
right-hand muffle: the gasifier’s ash-chamber door (bottom) and its 


combustion-air-channel door (top Jet), 114 
Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door 
(bottom) and its combustion-air-channel door (top right). ............................... 114 


Photograph 177; as above; view into the gasifier's ash chamber with the grate. ... 115 


Photograph 178: as above, front view, central muffle. The lowered movable 
roller device. The device is threaded through the mounting bar, can pivot 


vertically and moye horizontally... 2: tie e (onere иы ме 116 
Photograph 179: as above, movable roller device put into pace for operation. ...... 117 
Photograph 180: as above, view into the muffle across the rollers. ....................... 117 
Photograph 181: Corspe-introduction cart, left-hand ѕ1йе...................................... 118 
Photograph 182: Corspe-introduction cart, right-hand $1йе.................................... 118 
Photograph 183: Corspe-introduction cart, rear view, 119 


Photograph 184: Corspe-introduction cart, rear view, bottom part with wheels.... 119 
Photograph 185: view across the corspe-introduction cart with stretcher inside 


the multtle o as ee ae us deat peters ER pnus cm den de LM DE Ur 120 
Photograph 186: Corpse-introduction cart, viewed from below. Edges of the 

loading stretcher running on the rollers. ......................... ае 120 
Photograph 187: às: above, closé-üp. ...... oues аранга Аары 121 
Photograph 188: Blowers located between the two furnaces. ................................ 121 


Photograph 189: The furnaces' combustion-air blower, front view; the left tube 
feeds the furnace heated with either coke or naphtha, the right tube the 


coke-fired one (see Photo 188)... ласты nee a 122 
Photograph 190: as above, rear view. 122 
Photograph 191: as above, close-up. ............... eene 123 


Photograph 192: Blower tube connected to the furnace heated with either 
naphtha or coke. At the tube's end, close to the furnace's wall, sits a valve 


for regulating the air flow... eerte ek ea 123 
Photograph 193: Blower tube connected to the coke-fired furnace........................ 124 
Photograph 194: Tube from the combustion-air blowers to the furnaces; 

butterfly valve in the right-hand tube for regulating the air flow. .................... 124 
Photograph 195: Combustion-air blower for the oil burner of the furnace heated 

with either naphtha or coke. Rear view. ............ucnesesseenseensennsenneennnnnennnnnennnen 125 
Photograph 196: as above, front view. ....и.ызи ныннан нинин нини ныны Нн 125 
Photograph 197: as above, right-side rear view, with the combustion-air blower 

m the background... inician minem tite n nies 126 
Photograph 198: as above, left-side rear view with tube running into the 

Turnácesam aotem pede ыы ына найман ыла ы bod А 126 
Photograph 199: as above, tube detail, 127 
Photograph 200:7а&абохе. «oed tee oe ere tete tte EES 128 
Photograph 201: as above, right-side rear view; tube connection with naphtha 

DUI? itr Ones ew eb reote sai enin РИНЕ не ана 129 


Photograph 202: TOPF coke- or naphtha-fired triple-muffle cremation furnace; 


С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 17 


page 
falta tank Year View ы ee EE 130 
Photograph 203: as above, left-side view. ................ sse 130 


Photograph 204: as above, rear view, naphtha burner of the left-hand muffle; 

connected to the naphtha burner are from above, the tube feeding oil from 

the naphtha tank, and from below, the tube from the combustion-air blower... 131 
Photograph 205: Rear view of the two TOPr triple-muffle cremation furnaces...... 131 
Photograph 206: A U.S. soldier in front of the central muffle of the TOPF coke- 

or naphtha-fired triple-muffle cremation furnace. U.S. Army photo of 1945... 132 


Photograph 207: Crematorium at Buchenwald Concentration Camp. .................... 132 
Photograph 208: as above, сіове-пр.........::еттпПи еее е 133 
Photograph 209; as above; hatch of the corpse chute into the underground 

apu Mm 133 
Photograph 210: as above; basement morgue, wooden corpse chute. .................... 134 
Photograph 211: as above; on the back wall, on the right, the manual controls 

for operating the freight elevator.................... sse 134 
Photograph 212: as above, freight elevator, front... 135 
Photograph 213: as above, геаг...................1..244002.204004222.-0 nennen 135 
Photograph 214: as above, elevator door in the cremation hall, ground floor. ....... 136 


Photograph 215: as above; elevator cage viewed from the cremation hall above... 136 
Photograph 216: Ruins of the furnace hall of Crematorium II (direction east- 


GH 137 
Photograph 217: as above; rails for the corpse-introduction сагі............................ 138 
Photograph 218::88 aboVe....n..un. anna as 138 


Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction 


GE 139 
Photograph 220: as above; direction west-east. ыы 140 
Photograph 221: as Photo 219; hole with the foundation of the chimney. ............. 140 


Photograph 222: Ruins of Crematorium V. Wrought-iron frame of the TOPF 
eight-muffle furnace and service pit. Polish photo of May 1945. APMO, 


negative no. 21334/14]. . iiia iussit deett idiotas i detis 141 
Photograph 223: as above, viewed from the other side. APMO, negative no. 
2133493 EE 141 


Photograph 224: as above; right-hand (northern) service pit. Polish photo of 
May 1945. The man with the hat is the Polish investigating judge Jan Sehn. 
APMO, negative no. 21334/82... a idee cap inne iain i aides 142 
Photograph 225: as above; APMO, negative no. 21334/81.................................... 142 


Photograph 226: as beofre. Ash-chamber doors of the northwestern A pair of 
ти ез. Foreground: iron tools (pokers, scrapers) and square grate irons of 
HEET ae 143 
Photograph 227: as above, ash chamber" s door frame of the muffle located in 
the north-western corner. Visible on the right is the door ofthe ash 
chamber's combustion-air channel, 143 


раве 

Photograph 228: Ruins of Crematorium V (1997). Wrought-iron frame of the 

Topf eight-muffle furnace (direction west-east). 22... 144 
Photograph 229: as above, direction south-north. 2... а... 144 
Photograph 230: as above; behind the iron frame: access ladder to the gasifier’s 

весе EE 145 
Photograph 231: as above. Detail of the northern gasifier’s frame irons 

(direction south-north). The two brackets visible below were used for 

mounting the gasifier’s hearth door, 145 
Photograph 232: as above. South service pit and access ladder. ............................ 146 
Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys 

of the Topf eight-muffle furnace: north chimney in the foreground, south 


chimney in the backgroürid. 5. н tr rtr ere ынын tee eR e e ih 147 
Photograph 234: Ruins of Crematorium IV (1991). Gasifier's service pit 

(direction north-south). ceci лы Шен re or Er тен oerte ынын ыды 148 
Photograph 235: as above. Framework fragments of the TOPF eight-muffle 

furnace in the foreground (direction north-south)........................ sss 148 
Photograph 236::frohl VIEW; eter rre pter tege knee tre те ет кендер нетеді нін 149 
Photograph 237: as above, close-up of the corpse-introduction stretcher. ............. 149 
Photograph 238: as above, right-hand side; in the wall the chimney damper. ....... 150 
Photograph 239: Inside the тише... аана ныны наннын ни ынын 150 
Photograph 240: as above; left-hand muffle wall with opening for the 

combustion-air suppl... 151 
Photograph 241; as above, close-up of combustion-air-supply holes..................... 151 
Photograph 242: as above, right-hand вібе..2......ые ыы 152 
Photograph 243: ash chamber seen through the ash-chamber door........................ 152 
Photograph 244: feat VIeW 2er араа ee 153 
Photograph 245: left-hand side view; the gasifier's coke-loading door (top) and 

ash: door (bottom)... niet centi i oin ied таны али анын 153 
Photograph 246: gasifier grate; ыиеоысовииованиаеввигенимерны ааа ғи» 154 


Photograph 247: Information sign on the support column of the furnace hall 
stating in German, French, Russian and Italian: “First cremation facility. 
This first Mauthausen cremation facility was operating from 4 May 1940 


until 3 May 1945.77 5.525 аманмын tite p aree D te iiie tee levies 154 
Photograph 248: New crematorium building at Dachau (“Baracke X?) ................ 155 
Photograph 249: Location of three of the four Ёагпасезѕ......................................... 155 
Photograph 250: the fourth furnace, muffle door, 156 


Photograph 251: as above, ash-chamber door and ash receptacle іп the ash 
chamber; to either side: combustion-air inlets; foreground: metal stand with 


rollers for the corpse-introduction stretcher..................... sse 156 
Photograph 252: as above, close-up of the muffle door... 157 
Photograph 253: Second furnace, inside the muffle; left-hand side with three 

opening for combustion-air suppl. 157 


Photograph 254: as above, right-hand side........................ sess 158 
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Photograph 255: Fourth furnace, front view: metal housing of the muffle door’s 

corpse-retaining plate made of refractory clay; wire rope, pulley and 

counterweight for its operation. аенын ининин eni eerte 158 
Photograph 256: аѕ'абохе, ыи иинин denoted e ы матаны ыма: 159 
Photograph 257: First Ғагпасе, right-hand side: two doors of the auxiliarly 

hearth (center bottom): coke-loading door (rear center), and main-ash- 

chamber door of the main gasifier (rear bottom). .................... sess 159 
Photograph 258: Rear view of Furnaces nos. 2 through 4 (front to БасК).............. 160 
Photograph 259: Rear view of the first furnace; inspection door of the vertical 

smoke duct. Wire and pulleys for operating the smoke-duct damper, visible 

in Photo 258 on the floor at the bottom of the fumaee, ГІ. 160 
Photograph 260: First furnace, the auxiliary gasifier’s service doors: loading 

door (top) and ash-chamber door (bottom). ее 161 
Photograph 261: Coke-loading door of the main gasifier. е. 161 
Photograph 262: Ash-chamber door of the main ваѕіЙег....................................... 162 
Photograph 263: View into the main gasifiers. ннн ннн 162 
Photograph 264: View through the main gasifier's ash-chamber door onto the 

Coke Bfale: aot dem КЕТКЕ ТТК ТЕ ТЕТЕ 163 
Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 

corpse-retaining plate made of fireclay. ................. sse 163 
Photograph 266: as abDOVE. eee enne 164 
Photograph 267: First furnace. Muffle without stretcher and raised refractory 

corpse-retammb» Plates EE 164 
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I. Photographs 1-35: Gusen 


TOPF double-muffle mobile cremation furnace, heated with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Gusen. 
July 1991. O Carlo Mattogno for all photographs. 











Photograph 1: Original furnace body made of coated sheet 
metal with added masonry gasifiers at both sides. 
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| Photograph 3: Ash doors of the muffles. At the sides the original combustion-air- 
intake holes. 
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Photograph 4: The furnace % left-hand gasifier with coke-loading door and the 
gasifier’s primary air-intake door (with the shutter missing). 
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Photograph 5: Lefi-hand gasifier: Inside view, with the first opening connecting it 
to the lefi-hand muffle. The refractory brickwork shows evidence of fusion. 
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Photograph 7: Left-hand gasifier: slag/ash-removal door апа service pit. 
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Photograph 8: ТІ he furnace’ s right-hand gasifier with coke-loading door and the 
gasifier’s primary air intake. 














Photograph 9: Right-hand gasifier: coke-loading door. 
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Photograph 10: Right-hand gasifier: primary air-intake door, ash-removal door 
and service pit. 
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Photograph 11: Left-hand muffle door: outside. 
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Photograph 12: Left-hand muffle door: inside. 

















Photograph 13: Right-hand muffle door: outside. 
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Photograph 15: Left-hand muffle. 
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Photograph 16: Left-hand muffle: ash compartment with two openings connecting 
it to the gasifier. 

















Photograph 17: Left-hand muffle: inside. 
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Photograph 18: Left-hand muffle: ash compartment. Visible at the bottom left is the 
first opening connecting it to the gasifier. 


Photograph 19: Left-hand muffle: Va 
the pipes connected to a blower. 
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Photograph 20: Left-hand muffle: partition wall with inter-muffle openings. 








Photograph 21: Right-hand muffle. 
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Photograph 22: Right-hand muffle: to the left the partition wall with three inter- 
muffle openings. 





hand muffle: detail of the partition wall with inter-muffle 
openings. 
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Photograph 25: Right-hand muffle: rear wall with opening for the flue gas. 
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Photograph 26: Right-hand muffle: Vaulted muffle ceiling with the outlet of one of 
the pipes connected to a blower. 


Photograph 27: Right-hand muffle: ash compartment with an opening connecting it 
to the gasifier. 
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Photograph 28: Right-hand muffle: lateral wall of muffle and ash 
with an opening connecting it to the gasifier. 
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Photograph 29: Left-hand gasifier. 
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Photograph 32: The rear of the furnace with chimney going through the ceiling 
(right-hand side). 
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Photograph 33: The rear of the furnace with chimney (left-hand side). 
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Photograph 34: Тһе rear of the furnace with chimney (left-hand side) with ап ас- 

cess door to a pilot flame at the chimney’s base. The circular sheet metal welded to 
the chimney’s base closes the original opening for a forced-draft blower. 
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ide of the furnace (from the right). 
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Photograph 35: Upper s 
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П. Photographs 36-50: Dachau 


ТОРЕ double-muffle mobile cremation furnace, heated with naphtha, 
converted to a stationary, coke-fired furnace at Concentration Camp Dachau. 
December 1990. © CARLO MATTOGNO for all photographs. 
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Photograph 36 (top) and 36a (bottom): Original furnace body of coated sheet met- 
al with masonry gasifiers added to its sides. 
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Photograph 37: Original furnace body with left-hand masonry gasifier. The fur- 
nace body (with muffle doors, ash doors and original combustion-air-intake holes 
bolted shut by two discs) is the same as that at the Gusen Concentration Camp. The 
gasifier sports the large coke-loading door and the small doors for the primary air 
to the hearth (bottom) and the primary air to the gasifier (top). The ash door is lo- 


cated in the service pit closed by the grate visible at the foot of the gasifier 
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Photograph 38: Original furnace body with right-hand masonry gasifier. 
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Photograph 39: Left-hand gasifer: large coke-loading door (right), small doors for 
the primary air to the hearth (bottom) and the primary air to the gasifier (top). 
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Photograph 40: Inside of the right-hand muffle with muffle grate. 
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Photograph 41: Vaulted ceiling of the left- 
hand muffle; to the right: outlets of pipes con- 
nected to the blower. 
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Photograph 42: Vaulted ceiling of the right-hand muffle; to the left: outlets of pipes 
connected to the blower. 
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Photograph 44: Outside of left-hand muffle door. 
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Photograph 45: Rear of the furnace, right-hand side. At the top of the gasifier, the 
rear part of the original oil tank sticks out, which was recklessly walled-in. The 
furnace 's original body is mounted on metal wheels. 








Photograph 46: Rear side of the furnace seen from the right: Fuel tank (top left) 
and metal wheels of the furnace body (bottom). 
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Photograph 47: Rear view of the furnace; base of the chimney with an open service 
door at the right-hand side. The square metal sheet welded to the chimney’s bottom 
closes the opening for the original forced-draft blower. 
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Photograph 48: Central part of the chimney. 
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Photograph 49: Top part of the chimney. 
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Photograph 50: Left-hand side of the furnace; background: open service door for 
the pilot flame at the chimney e base. 
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III. Photographs 51-85: Mauthausen 


ТОРЕ coke-fired double-muffle cremation furnace at Concentration Camp 
Mauthausen. December 1990. © Carlo Mattogno for all photographs. 
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Photograph 51. Furnace front. 
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Photograph 52 & 53: Left-hand muffle. On the left muffle wall four holes for intro- 


ducing combustion air can be seen. The grate bars are visible beneath the corpse- 
introduction stretcher. 
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Photograph 54: Left-hand muffle with four holes for introducing combustion air. 











ducing combustion air can be seen.. 
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Photograph 56: as above. 














Photograph 57: Combustion-air channel of the left-hand muffle, closed with the 
door visible in the next photograph. 
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Photograph 58: Door for the combustion-air channel of the left-hand muffle. 
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Photograph 59: Door for the combustion-air channel of the right-hand muffle. 
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Photograph 60: yum en of the lefi- hand muffle; outlet of pipes connected 
to the blower. 











Photograph 61: Vaulted ceiling of the right-hand muffle; outlets of pipes connected 
to the blower. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 57 









Photograph 62: Right-hand muffle; the three inter-muffle openings can be seen to 
the left. 
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Photograph 63: Left-hand muffle; the three inter-muffle openings can be seen to 
the right. 
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Photograph 65 : as above, close-up. 
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Photograph 66: The muffle doors 
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Photograph 68: Left-hand тї 


Photograph 69: Left-hand muffle with open ash door. 
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Photograph 71: Ash chamber of the right-hand ти е. i 
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Photograph 72: Ash chamber of the left-hand muffle; at the top the bars of the muf- 
fle grate. On the left in the rear part of the wall are two small square openings of a 
combustion-air intake connected to a channel which opens on the left side of the 
furnace (see Photos 73f.). In front of those openings is the large opening of the 
flue-gas outlet; to the right the large opening connects to the ash receptacle of the 
right-hand muffle. 














Photograph 73: Left side of the furnace: Door of the combustion-air-intake chan- 
nel leading into the ash chamber of the left-hand muffle. 
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Photograph 75: Rear side of the furnace with the gasifiers. 
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Photograph 76: Air pipe originally connected to a blower. 
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Photograph 77: К 
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ear side of the furnace with the gasifiers and service рїї. 
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Photograph : Rear side of the furnace with the gasifiers sporting the coke- 


loading doors (top) the ash-chamber doors (large door at center bottom) and the 
combustion-air-intake doors (bottom, small doors). 
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Photograph 79: as above, coke-loading door of the gasifier heating the right-hand 
muffle. 
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Photograph 80: as above, the gasifiers’ ash-chamber doors. 
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Photograph 82: Grate of the left-hand gasifier (viewed from 
the rear). 











Photograph 83: Loading system of the right-hand muffle: rod mounted to the 
frame, movable roller device, and stretcher for the corpse. 





68 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 





Aw Y 
: i 








bars of the corpse stretcher rests. 
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IV. Photographs 86-110: Auschwitz Main Camp 


ТОРЕ coke-fired double-muffle cremation furnaces at Crematorium I at 
Auschwitz (postwar reconstruction). July 1992. © Carlo Mattogno for all 
photographs. 





E 


Photograph 86: Crematorium I or Old Crematorium at Auschwitz. The chimney is 
a post-war reconstruction. 
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Photograph 87: Furnace no. 1 with two corpse-introduction carts. 
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Photograph 88: as above 











Photograph 89: as above. 
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Photograph 90: Furnace по. 2. The reconstruction omitted the transverse anchor 
bars and the combustion-air-intake channels next to the muffle doors; in addition, 
the muffle doors were reversed. Compare Photo 51. 
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Photograph 91: as above. 
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Photograph 92: Furnace no. 1: inside of a muffle. The masonry was artificially 
blackened. 








Photograph 93: Furnace no. 2: grate of the left-hand muffle. 








С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 73 











EN € 
Photograph 94: Furnace no. 2: inside the right-hand muffle. 




















Photograph 95: as above; grate of the right-hand muffle. 
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Photograph 96: Furnace no. 1, right-hand side. Original doors of combustion-air 
channels. The Polish reconstructions did not include those channels. The number, 
type and position of the doors are also wrong. The larger door originally belonged 
to an eight-muffle furnace, and the smaller door was located lower. Cf. Photo 73. 








Photograph 97: Furnace no. 1, 
rear side. The furnaces were re- 
constructed without gasifiers. The 
| gasifiers’ coke-loading doors are 
4 therefore necessarily in the wrong 
| position over those of the ash- 

| chamber doors. See Photo 78. 
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Photograph 98: Furnace 2, rear: same reconstruction errors as for Furnace no. 1. 
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Photograph 99: Furnace 2: original gasifier grate with seven longitudinal bars 
and two transverse bars. 
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Photograph 100: Ruins of the foundations of E urnace no. 3: service pit and the 
gasifier hearths seen from the top. 








Photograph 101: as above, seen from the rear: original grate of the left-hand gas- 
ifier and the two transverse support bars of the right-hand grate. The bar with the 
rollers, originally attached to the ceiling, was used to operate the furnace's two 
flue dampers. 
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Photograph 102: Ruins of furnace no. 3: flue-duct opening of the left-hand muffle. 




















Photograph 103: Ceiling of the furnace hall: ventilation opening over Furnace no. 1. 
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Photograph 104: Roof of Crematorium I: The two ventilation chimneys of the cre- 
mation furnaces (black and grey). 














Photograph 105: Transverse rails and rotating platform (turntable). 
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Photograph 107: Crematorium I at Auschwitz: cremation-furnace parts stored in 
the former coke-storage room. 
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Photograph 108: as above 
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Photograph 109: as above. 
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Photograph 110: Commemorative plaque іп the furnace hall of Crematorium 1. 
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V. Photographs 111-215: Buchenwald 


TOPF coke-fired triple-muffle cremation furnace (one heated with naphtha) at 
Concentration Camp Buchenwald. July 1991. © Carlo Mattogno for all 
photographs (unless stated otherwise) 
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Photograph 111: SS photo of the ТОРЕ coke-fired triple-muffle furnaces at Crema- 
torium II at Birkenau. APMO, microfilm no. 287. 
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Photograph 112: TOPF triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp. 
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Photograph 114: TOPF triple-muffle cremation furnaces in the Crematorium at 
Buchenwald Concentration Camp. 
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Photograph 115: SS photo of the ТОРЕ coke-fired triple-muffle furnaces at Crema- 
torium II at Birkenau. APMO, microfilm no. 290. 

















Photograph 116: ТОРЕ triple-muffle cremation furnace in the Crematorium at 
Buchenwald Concentration Camp. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 85 




















Photograph 118: as above, left-hand front view. 
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Photograph 119: as above 























Photograph 120: as above, right-hand front view. 
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Photograph 122: as above, coke-fired-only model (no oil tank on top). 
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Photograph 124: as above, close-up of the furnace’s left half. 
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Photograph 126: as above, lefi-hand rear view. with coke-loading door of the gasi- 


fier. 
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Photograph 127: as above, door of the left-hand muffle. 














mmm 128: Ми е door from a Т OPF E cremation furnace previ- 
ously installed in either Crematorium II or Ш at Birkenau. 
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Photograph 129: ТОРЕ coke-fired triple-muffle cremation furnace at Buchenwald 
Concentration Camp. Interior of the left-hand muffle door. 











— 


Photograph 130: same location as above, interior of the left-hand тийе ofthe 
ТОРЕ coke- апа naphtha-fired triple-muffle cremation furnace. 
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Photograph 131: as above; in the left-hand wall four openings of combustion-air 
channels are visible; below this the remnants of the muffle-grate bars and the walls 
slanted toward the ash chamber; in the back at the bottom is the opening to the 


gasifier. 














Photograph 132: as above; the apex of the vaulted ceiling sports four square open- 
ings which open into tubes supplying the muffle with combustion air. 
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Photograph 133; as above, close-up. 
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Photograph 134: as above, right-hand muffle wall with rectangular openings con- 
necting this side muffle to the center muffle. 
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Photograph 135: as above, central muffle. Both side walls have three rectangular 
openings connecting it to the side muffles. 

















Photograph 136: as above, close-up. 
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Photograph 137: as above, showing five of the rectangular inter-muffle openings, 
four square openings in the ceiling and one in the back wall for combustion-air 


supply. 
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Photograph 138: as above, rectangular inter-muffle openings in the right-hand 
muffle wall. 
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Photograph 139: as above; right-hand muffle. Foreground: the stretcher of the 
corpse-introduction cart. The opening of the naphtha burner can be seen in the 
wall in the background. 


Photograph 140: Coke 
square openings of the combustion-air feed. Bottom: wall sloping into the ash 
chamber). Center bottom: opening to the gasifier. Right-hand wall: rectangular in- 
ter-muffle openings. The muffle-grate bars have been ripped out. 
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Photograph 141: as above, left-hand muffle wall sloping into the ash chamber with 
bottom rear opening into the gasifier. 
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Photograph 142; as above, right-hand wall with rectangular openings to center 


muffle. 
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Photograph 143: as above, vaulted muffle ceiling with square openings for com- 
bustion-air supply. 














Photograph 144: as above, center muffle, right-hand wall with rectangular open- 
ings to the right-hand muffle. 
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Photograph 45 : as above, right-hand muffle, left-hand wall with rectangular 
openings to the center muffle. 























Photograph 146: as above, vaulted muffle ceiling with square openings for com- 
bustion-air supply. 
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Photograph 147: as above, right-hand square openings of the combustion-air feed. 
Bottom: muffle grates. 














Photograph 148: TOPF coke- or naphtha-fired triple-muffle cremation furnace. 
Right-hand muffle. Doors closing the combustion-air channels of the muffle (top) 
and of the ash chamber (bottom). 
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Photograph 149: as above, the muffle’s combustion-air-supply channel. 
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Photograph 150: as above, left-hand muffle. To the left of the large muffle door: 
doors closing the combustion-air channels of the muffle (top) and of the ash cham- 
ber (bottom). 
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Photograph 152: as above, the ash chamber combustion-air-supply channel. 
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Photograph 153: as above, both doors of the combustion-air channels. 
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Photograph 154: combustion-air-channel 
door with the Topf insignia, close-up. 
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Photograph 155: TOPF coke-fired triple-muffle cremation furnace. Front-side ser- 
vice pits with the left and center muffle’s ash doors. 

















Photograph 156: as above, central muffle’s ash chamber with the two lateral open- 
ings to the flue duct and a combustion-air-supply hole in the back. 
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Photograph 157: as above, ash chamber of the right-hand muffle. 

















the gasifier’s coke-loading doors (top) and ash doors in the service pit (bottom). 
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Photograph 159: as above, left-hand rear view. 



































Photograph 160: ТОРЕ coke- or naphtha-fired triple-muffle cremation furnace. 
Rear view, left-hand muffle. Naphtha burner (top) and the gasifier’s coke-loading 
door (bottom). 
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Photograph 162: as above, with opened coke-loading door. 
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Photograph 164: as above; inside of the gasifier. The masonry shows signs of fu- 
sion. 
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Photograph 165: as above; the gasifier’s ash-chamber door (bottom) and the door 
of the gasifier’s combustion-air channel (top right). 
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Photograph 166: as above, close-up of the gasifier e combustion-air channel. 
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PIDE 168: as above, central muffle. Crank operating the smoke-duct damper 
(top) and the door to the muffle's rear combustion-air channel. 
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Photograph 169: as above; doors to the тие e (top) and the ash chamber e com- 
bustion-air channel (bottom). 











Photograph 170: as above; close-up of the muffle’s combustion-air channel. 
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Photograph 171: as above; close-up of the ash chamber e combustion-air channel 


























Photograph 172: as above; cement counter weight of the smoke-duct damper. 
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Photograph 73: as above, right-hand muffle. The gasifier’s ash-chamber door 
(bottom) and the door of the gasifier’s combustion-air channel (top left). 
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Photograph 175: Topf coke-fired triple-muffle cremation furnace. Rear view, right- 
hand muffle: the gasifier’s ash-chamber door (bottom) and its combustion-air- 
channel door (top left). 

















Photograph 176: as above, left-hand muffle: the gasifier’s ash-chamber door (bot- 
tom) and its combustion-air-channel door (top right). 
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Photograph 1 77; as above; view into the gasifier’s ash chamber with the grate. 
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Photograph 176: as above, front view, central muffle. The lowered movable roller 
device. The device is threaded through the mounting bar, can pivot vertically and 
move horizontally. 
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Photograph 180: as above, view into the muffle across the rollers. 
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| Photos aph 182: EEE cart, right- hand side. 
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Photograph 183: Corspe-introduction cart, rear view. 
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Photograph 184: Corspe-introduction cart, rear view, bottom part with wheels. 
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Photograph 185: view across the corspe-introduction cart with stretcher inside the 


muffle. 
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Photograph 186: Corpse-introduction cart, viewed from below. Edges of the load- 
ing stretcher running on the rollers. 
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Photograph 187: as above, close-up. 














Photograph 188: Blowers located between the two furnaces. 
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Photograph 189: The furnaces’ combustion-air blower, front view; the left tube 
feeds the furnace heated with either coke or naphtha, the right tube the coke-fired 
one (see Photo 188). 

















Photograph 190: as above, rear view. 
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Photograph 192: Blower tube connected to the furnace heated with either naphtha 
or coke. At the tube’s end, close to the furnace’s wall, sits a valve for regulating 
the air flow. 
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Photograph 194: Tube from the combustion-air blowers to the furnaces; butterfly 
valve in the right-hand tube for regulating the air flow. 
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Photograph 195: Combustion-air blower for the oil burner of the furnace heated 
with either naphtha or coke. Rear view. 
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Photograph 196: as above, front view. 











126 C. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 








Photograph 197: as above, right-side rear view, with the combustion-air blower in 
the background. 














Photograph 198: as above, left-side rear view with tube running into the furnaces 
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Photograph 199: as above, tube detail. 





128 С. MATTOGNO, THE CREMATORY FURNACES ОЕ AUSCHWITZ: PART 3 














Photograph 200: as above. 
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Photograph 201: as above, right-side rear view; tube connection with naphtha 
burner. 
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Photograph 202: ТОРЕ coke- or naphtha-fired triple-muffle cremation furnace; 
nafta tank, rear view. 
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Photograph 203: as above, left-side view. 
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hotograph 204: as above, rear view, naphtha burner of the left-hand muffle; con- 
nected to the naphtha burner are from above, the tube feeding oil from the naphtha 
tank, and from below, the tube from the combustion-air blower. 
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er 206: A U.S. soldier in front of the central muffle of the ТОРЕ coke- or | 
naphtha-fired triple-muffle cremation furnace. U.S. Army photo of 1945. 

















Photograph 207: Crematorium at Buchenwald Concentration Camp. 
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morgue. 
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Photograph 210: as above; basement morgue, wooden corpse chute. 

















Photograph 211: as above; on the back wall, on the right, the manual controls for 
operating the freight elevator. 
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Photograph 212: as above, freight elevator, front. 

















Photograph 213: as above, rear. 
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Photograph 214: as above, elevator door in the cremation hall, ground floor. 














Photograph 215: as above, elevator cage viewed from the cremation hall above. 
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VI. Photographs 216-235: Auschwitz-Birkenau 


Ruins of the Crematoria II through V at the Birkenau camp. 1991-1992. © 
Carlo Mattogno for all photographs (unless stated otherwise). 
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Photograph 216: Ruins of the furnace hall of Crematorium II (direction east-west). 
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Photograph 218: as above. 
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Photograph 219: as Photo 216; rails for the corpse-introduction cart to the first 
three furnaces and location of the transverse rails for the turntable (direction east- 


west). 
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Photograph 221: as Photo 219; hole with the foundation of the chimney. 
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Photograph 222: Ruins of Crematorium V. Wrought-iron frame of the ТОРЕ eight- 
muffle furnace and service pit. Polish photo of May 1945. APMO, negative no. 


21334/141. 
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Photograph 223: as above, viewed from the other side. APMO, negative no. 
21334/83. 











142 С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 

















Photograph 224: as mU right-hand (northern) service pit. Polish photo of M 
1945. The man with the hat is the Polish investigating judge Jan Sehn. APMO, 
negative no. 21334/82. 























Photicrauh 225: as above; APMO, "me no. ), 21334/81. 
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Photograph 226: as beofre. Ash-chamber doors of the northwestern A pair of muf- 

fles. Foreground: iron tools (pokers, scrapers) and square grate irons of the gasifi- 
ers. 
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Photograph 227: as above, ash chamber’s door frame of the muffle located іп the 
north-western corner. Visible on the right is the door of the ash chamber’s combus- 
tion-air channel. 
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m 228: Ruins Sof omo; Hr 1 997, 7. mer pen Eng оў the Т opf 
eight-muffle furnace (direction west-east). 























Photograph 229: as gem direction south- north. 
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Photograph 230: as ; above; behind the iron frame: access adde to the emm ler e 
service pil. 














Photograph 23 1: as alie Detail of the 
northern gasifier e frame irons (direction 
south-north). The two brackets visible below 
were used for mounting the gasifier's hearth 
door. 
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Photograph 232: as above. South service рїї апа access ladder. 
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Photograph 233: Ruins of Crematorium V (1997). Ruins of the two chimneys of the 
Topf eight-muffle furnace: north chimney in the foreground, south chimney in the 
background. 
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Photograph 234: Ruins of Crematorium IV (1991). Gasifier % service рїї (direction 
north-south). 











Photograph 235: as above. Framework fragments of the TOPF eight-muffle furnace 
in the foreground (direction north-south). 
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VII. Photographs 236-332: KORI Cremation Furnaces 
A. Photographs 236-247: Mauthausen 


Coke-fired cremation furnace at Concentration Camp Mauthausen. 
December 1990. © Carlo Mattogno for all photographs. 

















Photograph 237: as above, close-up of the corpse-introduction stretcher. 
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Photograph 238: as above, right-hand side; in the wall the chimney damper. 

















Photograph 239: Inside the muffle. 
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Photograph 240: as above; left-hand muffle wall with opening for the combustion- 
air supply. 
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Photograph 241; as above, close-up of combustion-air-supply holes. 
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Photograph 242: as above, right-hand side. 
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Photograph 243: ash chamber seen through the ash-chamber door. 
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Photograph 245: left-hand side view; the gasifier’s coke-loading door (top) and 
ash door (bottom). 
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Photograph 247: Information sign on the support column of the fur- 
nace hall stating in German, French, Russian and Italian: “First cre- 
mation facility. This first Mauthausen cremation facility was operating 
from 4 Мау 1940 until 3 May 1945.” 
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B. Photographs 248-269: Dachau 


Coke-fired cremation furnace at Concentration Camp Dachau. December 
1990. © Carlo Mattogno for all photographs. 





























Photograph 249: Location of three of the four furnaces. 
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Photograph 251: as above, ash-chamber door and ash receptacle in the ash cham- 
ber; to either side: combustion-air inlets; foreground: metal stand with rollers for 
the corpse-introduction stretcher. 
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Photograph 252: as above, close-up of the muffle door. 

















Photograph 253: Second furnace, inside the muffle; left-hand side with three open- 
ing for combustion-air supply. 
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Photograph 254: as above, right-hand side. 
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Photograph 255: Fourth furnace, front view: metal housing of the muffle door e 
corpse-retaining plate made of refractory clay; wire rope, pulley and counter- 
weight for its operation. 
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Photograph 257: First furnace, right-hand side: two doors of the auxiliarly hearth 
(center bottom): coke-loading door (rear center), and main-ash-chamber door of 
the main gasifier (rear bottom). 
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Photograph 258: Rear view of Furnaces nos. 2 through 4 (front to back). 
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Photograph 259: Rear view of the first furnace; inspection door of the vertical 
smoke duct. Wire and pulleys for operating the smoke-duct damper, visible in Pho- 
to 258 on the floor at the bottom of the furnace. 
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Photograph 260: First furnace, the auxiliary gasifier’s service doors: loading door 
(top) and ash-chamber door (bottom). 


Photograph 261: Coke-loading door of the main gasifier. 
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Photograph 262: Ash-chamber door of the main gasifier. 

















Photograph 263: View into the main gasifiers. 
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Photograph 264: View through the main gasifier’s ash-chamber door onto the coke 
grate. 


Photograph 265: Second furnace, front view. Muffle with stretcher and lowered 
corpse-retaining plate made of fireclay. 
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Photograph 267: First furnace. Muffle without stretcher апа raised refractory 
corpse-retaining plate. 
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Photograph 268: as above, close-up of muffle wi 
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th corpse grate. 
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Photograph 269: Staff at the new crematorium at work. SS photo of 1 944. 
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C. Photographs 270-284: Stutthof, Coke-Fired 


Coke-fired cremation furnace at Concentration Camp Stutthof. Juni 1997. © 
Carlo Mattogno for all photographs except no. 270. 
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Photograph 270: The furnaces after the war іп 1945. 
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Photograph 271 : The furnace іп 1997 in the crematorium reconstructed by the 
Poles. 
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Photograph 272: The inside of the left-hand muffle. 























Photograph 273: The ash chamber of the left-hand muffle. Top: underside of the 
muffle’s grate bars. On the left wall: opening connecting it with the auxiliary 
hearth. At the back: the gasifier’s pit. 
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Photograph 275: as above, ash chamber. 
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Photograph 276: Right-hand furnace. То the left: coke-loading door (center) and 
ash door (bottom) of the auxiliary gasifier. Center: double-leaf coke-loading door 
ofthe main gasifier with the ash-chamber door beneath. 
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Photograph 277: Inside the right-hand furnace’s main gasifier viewed through the 
ash-chamber door. The hearth’s grate has been damaged, with only four remaining 
bars leaning against the outer support bar. 
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Photograph 278 гаѕ above, seen through the coke-loading door. 1: door frame; 
2: muffle; 3: muffle grate; 4: gasifier pit; 5: ash chamber. 

















Photograph 279: Inside of the muffle seen through the main gasifier’s coke-loading 
door. In the right-hand wall: openings for combustion-air supply. Top in the back- 
ground: the opening of the smoke-gas outlet. 
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Photograph 280: Left-hand furnace; doors of the auxiliary gasifier. 
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Photograph 281: as above. View into the auxiliary gasifier. Background: the wall 
ofthe muffle’s ash chamber. Foreground: the end of an iron bar from the auxiliary 
hearth grate. 
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Photograph 282: as above. The тие e ash chamber seen through the auxiliary 
gasifier e ash-chamber door. 
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Photograph 283: Right-hand furnace, inside of the auxiliary gasifier with the muf- 
fle’s ash chamber wall in the background and the muffle grate above. 
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Photograph 284: as above; right-hand wall of the muffle’s ash chamber as seen 
from the auxiliary gasifier’s ash chamber; top: vaulted muffle-grate bars. 
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D. Photographs 285-317: Majdanek, Coke-Fired 


Coke-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs except no. 286. 
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Photograph 285: Polish reconstruction of the crematorium at the former 
Lublin-Majdanek concentration camp 











Photograph 286: The cremation furnace after Soviet capture in July 





1944. 
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Photograph 286a: as above, section enlargement: the crematorium ruins. 




















Photograph 286b: as above; the furnaces. | 
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Photograph 287: Row of cremation furnaces with five muffles, front view. 
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Photograph 288: as above, first furnace from the left. 
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Photograph 289: as above, first recuperator. 
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Photograph 291: as above, third furnace from the left. 
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Photograph 292: as above, fourth furnace from the left. 
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Photograph 293: as above, second recuperator. 
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Photograph 294: as above, fifth furnace from the left. 





















Photograph 295: as above, close-up of the muffle. 
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Photograph 296: The center furnace, close-up of the muffle. 























Photograph 297: Vaulted ceiling of the first muffle; in the side walls the openings 
of the combustion-air-supply channels can be seen. 
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Photograph 298: as above, second muffle. 























Photograph 299: as above, third, center muffle. 
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Photograph 300: as above, fourth muffle. 
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Photograph 301 as above, fifth muffle. 
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Photograph 302: Vertical duct of the flue-gas outlet. 

















Photograph 303: Access door to the post-combustion area. 
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Photograph 304: Ash-extraction door with the first bar of the post-combustion 
grate visible. 














Photograph 305: Right-hand rear view of the five-furnace device. 
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Photograph 306: as above, from the left-hand side. 
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Photograph 307: as above. 
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Photograph 308: as above. Hot-water pipes of the recuperator. 
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Photograph 309: Front view from the right-hand side. The brick structure at top 
contains the smoke duct, with an inspection door on the side. 














Photograph 310: as above, smoke duct with inspection door. 
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Photograph 311: The gasifier grate. 








Photograph 312: as above 
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Photograph 313: Inside of a furnace seen from the gasifier’s coke-loading door. 


Foreground: the gasifier; behind it: the ash chamber with the ash doors in the 
background; above that: the muffle’s fireclay grate; top: the muffle. 
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Photograph 31 4: as above; bottom: the ash chamber with the ash-chamber-access | 
door in the background; above that: the muffle's fireclay grate; top: the muffle. 
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Photograph 315: Inside of the gasifier of the ТОРЕ furnace at the Gusen concentra- 
tion camp. The refractory lining shows extensive fusion. 


Photograph 316: as above. 
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Photograph 317: Sign displayed in the crematorium of the Lublin Concentration 


Camp stating in five languages: “The crematorium was built in autumn 1943. It 
was heated with coke. The bodies were cremated at a temperature of about 700°C. 


The daily yield was about 1000 bodies.” 
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E. Photographs 318-327: Majdanek, Naphtha-Fired 


Naphtha-fired cremation furnace at Concentration Camp Lublin (Majdanek). 
July 1991. © Carlo Mattogno for all photographs. 
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Photograph 319: as above; top: the muffle door; bottom center: ash-chamber 
door; bottom left and right: combustion-air inlets. 
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Photograph 320: Inside of the muffle. Bottom: the refractory grate; on the back | 
wall: the main burner’s nozzle; on the side walls: openings of the combustion-air- 
supply channels. 


























Photograph 321: as above; the vaulted muffle ceiling with the smoke-duct opening 
in the foreground. 
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Photograph 322: as above; the refractory grate; bottom: ash-chamber door. 
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Photograph 323: Ash chamber; top: the underside of the muffle’s refractory grate; 
background: the auxiliary burner’s nozzle. 
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Photograph 325: as above. In the upper part of the furnace can be seen the com- 
bustion-air pipe for the burners (left), the support bars for the fan and its motor 
(center), and the base of the chimney (right). 
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Photograph 326: right-hand side; bottom right: side inspection door beneath a 
combustion-air inlet. 

















Photograph 327; rear view; combustion-air pipe with main (top) and auxiliary 
burners (bottom). 
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F. Photographs 328-329: Stutthof, Naphtha-Fired 


Naphtha-fired cremation furnace at Concentration Camp Stutthof. 
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Photograph 329: The furnace as exhibited in the camp museum in June 1997. 
© Carlo Mattogno 
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G. Photographs 330-331: Trzebinia 


Naphtha-fired cremation furnace at Trzebinia sub-camp. October 1991. © 
Carlo Mattogno. 
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Photograph 330: Front view of the furnace. The interior of the furnace was 
completely destroyed. At the top the conical chimney (center), the blower 
(left) and the naphtha tank (right). 








Photograph 331: Right-hand side of the furnace with the naphtha tank in the 
foreground. 
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Н. Photograph 331a: Blechhammer 





Photograph 331а: Naphtha-fired cremation furnace at Blechhammer sub-camp. 
Source: http://commons. wikimedia. org/wiki/Image: 
Arbeitslager_Blechhammer_-_krematorium1 jpg 
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I. Photographs 332-334: Groß-Rosen 


Naphtha-fired cremation furnace at Concentration Camp Groß-Rosen. March 
1999. © Carlo Mattogno for all photographs. 
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Photograph 332: Furnace on the foundations of the former cremation hall. 




















Photograph 333: Front view. In the foreground the stand with the two rollers for 
introducing the stretcher. 
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Photograph 333a: rear view. Left-hand side: naphtha tank; below it: combustion- 
air inlet and access door; right-hand side: combustion-air pipes; rear end: main 
(top) and auxiliary burner (bottom). 
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Photograph 333b: as above. The air pipes were originally connected to a blower 
installed on the shelf to the right. 
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Photograph 333c: rear view, main (top) 
and auxiliary burner (bottom) 
































Photograph 334: Interior. The introduction stretcher moved with four metal rollers 
on two angle irons. The opening in the back wall housed the main burner. The re- 
fractory lining has been completely removed. 
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VII. Photographs 335-344: Кові Furnaces in Other Camps 

















Photograph 335: KORI coke-fired cremation furnace at the Flossenbürg Camp. 
Source: http://commons.wikimedia.org/wiki/File:Crematory oven - Flossenbürg.jpg 
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Photograph 336: KORI coke-fired cremation furnace at the Ebensee Camp. 
Source: www profit-over-life.org/teachers_guide/austria/mauthausen_kz/mauthausen- 


ebensee_crematorium.html 
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Photograph 337: Ruins of the КОКІ coke-fired cremation furnace at the Sachsen- 
hausen Concentration Camp. Source: 
http://snapeatrepeat.com/tag/sachsenhausen-concentration-camp/ 


























Photograph 338: KORI coke- and naphtha-fired cremation furnace at the Ravens- 
brück Concentration Camp. Source: http://mmlorusso.blogspot.com/2011/03/his- 
will-is-our-hiding-place-cont.html 
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Photograph 339: KORI naphtha-fired cremation furnace at the Bergen-Belsen Con- 
centration Camp. Source: http://galleryhip.com/bergen-belsen-liberation.html 
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Photograph 340: KORI naphtha-fired cremation furnace at the Dora-Mittelbau 
Concentration Camp. Source: 
http://commons.wikimedia.org/wiki/File:210509 Krematorie_Dora_Mittelbau_01.JPG 
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Photograph 341: KORI naphtha-fired cremation furnace at the Natzweiler-Struthof 
Concentration Camp. Source: http://commons.wikimedia. org/wiki/File.: Natzweiler- 
Struthof_krematorium.JPG 
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Photograph 342: KORI naphtha-fired cremation furnace at the Neuengamme Con- 
centration Camp. Source: www.kz-gedenkstaette- 
neuengamme.de/typo3temp/pics/5{467c62d5 jpg 
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Photograph 343: KORI naphtha-fired cremation furnace at the Sachsenhausen 
Concentration Camp. Source: Sachsenhausen, Kongress-Verlag, Berlin 1962, p. 
84. 
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Photograph 344: KORI naphtha-fired cremation furnace at the Vught 
Concentration Camp. Source: http://ww2today.com/wp- 
content/uploads/2014/11/vught-crematoria.jpg 
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IX. Photographs 345-362: Terezin 


IGNIS-HÜTTENBAU naphtha-fired cremation furnace at Terezin Ghetto. 
February 1999. © Carlo Mattogno, unless stated otherwise. 
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Photograph 345 : The four furnaces viewed from above. On the right-hand wall, 
top, are the naphtha tanks. 








Photograph 345a: as above, viewed from eye level. 
Source: http://en.wikipedia.org/wiki/Theresienstadt concentration camp 
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Photograph 346: Left-hand furnace of the front pair, front view, with the corpse- 
introduction cart. 

















Photograph 347: as above; left-hand side and rear of the furnace. 
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Photograph 348: as above, rear view. 
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Photograph 349: as above, on the right, next to the wall, is the naphtha preheater 
behind a long scraper. 
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Photograph 350: Right-hand furnace of the front pair, rear view, naphtha burner. 
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Photograph 351: Left-hand furnace of the front pair, rear view, the three service 
doors: for the muffle (top), the post-combustion chamber (center) and the ash 
chamber with the ash receptacle (bottom). 
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Photograph 352: as above; the muffle’s inside seen from its rear service door. In 
the foreground the front part of the corpse-introduction cart. 




















Photograph 353: as above, with the introduction cart pulled out. In the foreground, 
the shaft of the scraper to move cremation remains. 
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Photograph 354: as above; inside of the post-combustion chamber seen through its 
rear service door. 














Photograph 354a: as above; close-up. 
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Photograph 355: as above; inside of the ash chamber seen through its rear service 
door, with the corroded iron ash container. 














Photograph 356: Forced-draft blower of the front pair of furnaces, with suction 
duct (left), chimney duct (center) and the motor (right). In the background left and 
right the two combustion-air blowers. 
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Photograph 357: as above, side view. 
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Photograph 359: Closing damper of the right-hand furnace of 


naces. 
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Photograph 360: left-hand furnace of front pair, front view; the damper’s steel ca- 
ble and pulley attached to the ceiling. 
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Photograph 361: Left-hand furnace of the rear pair, front view, with the corpse- 
introduction cart. 
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Photograph 361a: Left-hand furnace of the front pair, front view, with the corpse- 
introduction cart. 
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Photograph 362: Rough wooden coffin for cremation, left of the above furnace. 
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X. Photographs 363-365: Urns 


Cremation urns at the concentration camps. © Carlo Mattogno, unless stated 
otherwise. 

















Photograph 364: Urns stored in a showcase of the Buchenwald Concentration 
Camp 
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Photograph 365: Urns found in the crematorium of the Natzweiler-Struthof Con- 
centration Camp in 1945. From Jean-Claude Pressac, The Struthof album, Beate 
Klarsfeld Foundation, New York, 1985. p. 56. 
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XI. Photographs 366-367: Stoking Tools 





мәз)” 
Photograph 366: Stoker tools іп the crematorium of Stutthof Concentration Camp 
(June 1997): two stokers and a scraper. © Carlo Mattogno. 





С. MATTOGNO, THE CREMATORY FURNACES OF AUSCHWITZ: PART 3 229 





Photograph 367: as above, close-up. 
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XII. Photographs 368-370: Cremation Experiments 


Cremation experiments with animal fat. © Carlo Mattogno 

















Photograph 368: Combustion experiment of animal fat conducted by the au- 
thor on 21 October 1994. 
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Photograph 369: as above, 10 January 1995. 
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Photograph 370: as above. 
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XIII. Color Documents from Part 2 

















Document 253: Condition of a corpse after thirty minuts of cremation. Source: Mi- 
chael Bohnert, Thomas Rost, Stefan Pollak, “Тһе degree of destruction of human 
bodies in relation to the duration of the fire,” in: Forensic Science International, 


95, 1998, p. 15. 




















Document 254: as above, after forty minutes. 








HOLOCAUST 


HANDBOOKS 





Most of them are based on decades of research from archives all over the world. They are heav- 


"T ambitious, growing series addresses various angles of the "Holocaust" of the WWII era. 


ily footnoted and referenced. In contrast to most other works on this issue, the tomes of this 
series approach its topic with profound academic scrutiny and a critical attitude. Any Holocaust 
researcher ignoring this series will remain oblivious to some of the most important research in the 
field. These books are designed to both convince the common reader as well as academics. The fol- 
lowing books have appeared so far and are available from THE Barnes Review and CODOH/CasrLE 


HILL PUBLISHERS: 


SECTION ONE: 
General Overviews of the Holocaust 


The First Holocaust. Jewish Fundraising Cam- 
paigns With Holocaust Claims During and Af- 
ter World War One. By Don Heddesheimer. This 
compact but substantive 
study documents propagan- 
da spread prior to, during 
and after the FIRST World 
War that claimed East Euro- 
pean Jewry was on the brink 
of annihilation. The magic 
number of suffering and 
dying Jews was 6 million 
back then as well. The book 
details how these Jewish 
fundraising operations in 
America raised vast sums in the name of feed- 
ing suffering Polish and Russian Jews but actu- 
ally funneled much of the money to Zionist and 
Communist groups. Second edition, 142 pages, 
b&w illustrations, bibliography, index. (#6) 








THE FTERT 
HOLOCAUST 





Lectures on the Holocaust. Controversial Issues 
Cross Examined. By Germar Rudolf. Between 
1992 and 2005 German 
scholar Germar Rudolf lec- 
tured to various audiences 
about the Holocaust in the 
light of new findings. Ru- 
dolf’s sometimes astounding 
facts and arguments fell on 
fertile soil among his listen- 
ers, as they were presented 
in a very sensitive and schol- 
arly way. This book is the 
literary version of Rudolf’s 
lectures, enriched with the most recent findings 
of historiography. Rudolf introduces the most 
important arguments for his findings, and his 
audience reacts with supportive, skeptical and 
also hostile questions. We believe this book is 
the best introduction into this taboo topic. Sec- 
ond edition, 500 pages, b&w illustrations, bibli- 
ography, index.(#15) 


Breaking the Spell: The Holocaust, Myth & 
Reality. By Nicholas Kollerstrom. In 1941, 
British Intelligence analysts cracked the Ger- 
man “Enigma” code. Hence, іп 1942 and 1943, 
encrypted radio communications between Ger- 
man concentration camps and the Berlin head- 
quarters were decrypted. The intercepted data 

















Pictured above are all of the scientific studies that comprise the se- 
ries Holocaust Handbooks published thus far. More volumes and 
new editions are constantly in the works. 





refutes, the orthodox “Holo- 
caust” narrative. It reveals 
that the Germans were des- 
perate to reduce the death 
rate in their labor camps, 
which was caused by cata- 
strophic typhus epidemics. 
Dr. Kollerstrom, а science 
historian, has taken these 
intercepts and a wide array 
of mostly unchallenged cor- 
roborating evidence to show that “witness state- 
ments” supporting the human gas chamber nar- 
rative clearly clash with the available scientific 
data. Kollerstrom concludes that the history of 
the Nazi “Holocaust” has been written by the 
victors with ulterior motives. It is distorted, ex- 
aggerated and largely wrong. With a foreword 
by Prof. Dr. James Fetzer. 256 pages, b&w il- 
lustrations, bibliography, index. #31) 


Debating the Holocaust. A New Look at Both 
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Sides. By Thomas Dalton. Mainstream histori- 
ans insist that there cannot be, may not be a 
debate about the Holocaust. But ignoring it does 
not make this controversy go away. Traditional 
scholars admit that there 
was neither a budget, a plan, 
nor an order for the Holo- 
caust; that the key camps 
have all but vanished, and 
so have any human remains; 
that material and unequivo- 
cal documentary evidence is 
absent; and that there are 
serious problems with sur- 
vivor testimonies. Dalton 
juxtaposes the traditional 








All books are 6’x9” paperbacks unless otherwise stated. Library discounts are available for the whole set and all subsequent volumes. 
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Holocaust narrative with revision- 
ist challenges and then analyzes the 
mainstream's responses to them. He 
reveals the weaknesses of both sides, 
while declaring revisionism the win- 
ner of the current state of the debate. 
2nd, revised and expanded edition, ca. 
300 pages, b&w illustrations, biblio- 
graphy, index. (Summer 2015; #32) 


The Hoax of the Twentieth Century. 
The Case against the Presumed Ex- 
termination of European Jewry. By 
Arthur R. Butz. The first writer to 
analyze the entire Holocaust complex 
in a precise scientific manner. This 
book exhibits the overwhelming force 
of arguments accumulated by the 
mid-1970s. It continues to be a major 
historical reference work, frequently 
cited by prominent personalities. This 
edition has numerous supplements 
with new information gathered over 
the last 35 years. Fourth edition, 524 
pages, b&w illustrations, bibliography, 
index. #7) 


Dissecting the Holocaust. The Grow- 
ing Critique of ‘Truth’ and Memory.’ 
Edited by Germar Rudolf. Dissecting 
the Holocaust applies state-of-the-art 
scientific technique and classic meth- 
ods of detection to investigate the al- 
leged murder of millions of Jews by 
Germans during World War II. In 
22 contributions—each of some 30 
pages—the 17 authors dissect gener- 
ally accepted paradigms of the “Holo- 
caust." It reads as exciting as a crime 
novel: so many lies, forgeries and de- 
ceptions by politicians, historians and 
scientists are proven. This is the intel- 
lectual adventure of the 21st century. 
Be part of it! Second revised edition. 
616 pages, b&w illustrations, bibliog- 
raphy, index. (#1) 


The Dissolution of Eastern European 
Jewry. By Walter N. Sanning. Six Mil- 
lion Jews died in the Holocaust. San- 
ning did not take that number at face 
value, but thoroughly explored Euro- 
pean population developments and 
shifts mainly caused by emigration as 
well as deportations and evacuations 
conducted by both Nazis and the So- 
viets, among other things. The book 
is based mainly on Jewish, Zionist 
and mainstream sources. It concludes 
that a sizeable share of the Jews found 
missing during local censuses after the 
Second World War, which were so far 
counted as "Holocaust victims," had 
either emigrated (mainly to Israel or 
the U.S.) or had been deported by Sta- 
lin to Siberian labor camps. 2nd, cor- 
rected edition, foreword by A.R. Butz, 
epilogue by Germar Rudolf contain- 
ing important updates: ca. 220 pages, 
b&w illustrations, bibliography (829). 























Air Photo Evidence: World War Two 
Photos of Alleged Mass Murder Sites 
Analyzed. By John C. Ball. During 
World War Two both German and 
Allied reconnaissance aircraft took 
countless air photos of places of tacti- 
cal and strategic interest in Europe. 
These photos are prime evidence for 
the investigation of the Holocaust. 
Air photos of locations like Auschwitz, 
Majdanek, Treblinka, Babi Yar etc. 
permit an insight into what did or did 
not happen there. John Ball has un- 
earthed many pertinent photos and 
has thoroughly analyzed them. This 
book is full of air photo reproductions 
and schematic drawings explaining 
them. According to the author, these 
images refute many of the atrocity 
claims made by witnesses in connec- 
tion with events in the German sphere 
of influence. 3rd revised and expanded 
edition. Edited by Germar Rudolf 
with a contribution by Carlo Mattog- 
no. 168 pages, 8.5”х11”, b&w illustra- 
tions, bibliography, index #27). 


The Leuchter Reports: Critical Edi- 
tion. By Fred Leuchter, Robert Fauris- 
son and Germar Rudolf. Between 1988 
and 1991, U.S. expert on execution 
technologies Fred Leuchter wrote four 
detailed reports addressing whether 
the Third Reich operated homicidal 
gas chambers. The first report on 
Auschwitz and Majdanek became 
world famous. Based on chemical 
analyses and various technical argu- 
ments, Leuchter concluded that the 
locations investigated “could not have 
then been, or now be, utilized or seri- 
ously considered to function as execu- 
tion gas chambers.” 3rd edition, 242 
pages, b&w illustrations. (#16) 


The Giant with Feet of Clay: Raul Hil- 
berg and His Standard Work on the 
“Holocaust.” By Jürgen Graf. Raul Hil- 
berg’s major work The Destruction of 
European Jewry is an orthodox stan- 
dard work on the Holocaust. But what 
evidence does Hilberg provide to back 
his thesis that there was a German 
plan to exterminate Jews, carried out 
mainly in gas chambers? Jürgen Graf 
applies the methods of critical analy- 
sis to Hilberg’s evidence and examines 
the results in light of modern histori- 
ography. The results of Graf’s critical 
analysis are devastating for Hilberg. 
2nd, corrected edition, 139 pages, b&w 
illustrations, bibliography, index. (#8) 


Jewish Emigration from the Third 
Reich. By Ingrid Weckert. Current his- 
torical writings about the Third Reich 
claim state it was difficult for Jews to 
flee from Nazi persecution. The truth is 
that Jewish emigration was welcomed 
by the German authorities. Emigra- 




















tion was not some kind of wild flight, 
but rather a lawfully determined and 
regulated matter. Weckert’s booklet 
elucidates the emigration process in 
law and policy. She shows that Ger- 
man and Jewish authorities worked 
closely together. Jews interested in 
emigrating received detailed advice 
and offers of help from both sides. 72 
pages, index. (#12) (cover shows new 
reprint edition in preparation) 


Inside the Gas Chambers: The Exter- 
mination of Mainstream Holocaust 
Historiography. By Carlo Mattogno. 
Neither increased media propaganda 
or political pressure nor judicial perse- 
cution can stifle revisionism. Hence, in 
early 2011, the Holocaust Orthodoxy 
published a 400 pp. book (in German) 
claiming to refute “revisionist propa- 
ganda,” trying again to prove “once 
and for all” that there were homicidal 
gas chambers at the camps of Dachau, 
Natzweiler, Sachsenhausen, Mau- 
thausen, Ravensbriick, Neuengamme, 
Stutthof... you name them. Mattogno 
shows with his detailed analysis of 
this work of propaganda that main- 
stream Holocaust hagiography is beat- 
ing around the bush rather than ad- 
dressing revisionist research results. 
He exposes their myths, distortions 
and lies. 268 pages, b&w illustrations, 
bibliography. (825) 


SECTION TWO: 
Books on Specific Camps 


Treblinka: Extermination Camp or 
Transit Camp? By Carlo Mattogno and 
Jürgen Graf. It is alleged that at Treb- 
linka in East Poland between 700,000 
and 3,000,000 persons were murdered 
in 1942 and 1943. The weapons used 
were said to have been stationary and/ 
or mobile gas chambers, fast-acting or 
slow-acting poison gas, unslaked lime, 
superheated steam, electricity, diesel 
exhaust fumes etc. Holocaust histori- 
ans alleged that bodies were piled as 
high as multi-storied buildings and 
burned without a trace, using little 
or no fuel at all. Graf and Mattogno 
have now analyzed the origins, logic 
and technical feasibility of the official 
version of Treblinka. On the basis of 
numerous documents they reveal Tre- 
blinka’s true identity as a mere transit 
camp. 365 pages, b&w illustrations, 
bibliography, index. (88) 


Belzec_in Propaganda, Testimonies, 
Archeological Research and_ History. 
By Carlo Mattogno. Witnesses report 
that between 600,000 and 3 million 
Jews were murdered in the Belzec 
camp, located in Poland. Various 
murder weapons are claimed to have 




















been used: diesel gas; unslaked lime 
in trains; high voltage; vacuum cham- 
bers: etc. The corpses were incinerated 
on huge pyres without leaving a trace. 
For those who know the stories about 
Treblinka this sounds familiar. Thus 
the author has restricted this study to 
the aspects which are new compared 
to Treblinka. In contrast to Treblinka, 
forensic drilings and excavations 
were performed at Belzec, the results 
of which are critically reviewed. 138 
pages, b&w illustrations, bibliography, 
index. (#9) 


Sobibor: Holocaust Propaganda and 
Reality. By Jiirgen Graf, Thomas Kues 
and Carlo Mattogno. Between 25,000 
and 2 million Jews are said to have 
been killed in gas chambers in the 
Sobibör camp in Poland. The corpses 
were allegedly buried in mass graves 
and later incinerated on pyres. This 
book investigates these claims and 
shows that they are based on the se- 
lective use of contradictory eyewitness 
testimony. Archeological surveys of the 
camp in 2000-2001 are analyzed, with 
fatal results for the extermination 
camp hypothesis. The book also docu- 
ments the general National Socialist 
policy toward Jews, which never in- 
cluded a genocidal “final solution.” 434 
pages, b&w illustrations, bibliography, 
index. (819) 


The “Extermination Camps” of “Aktion 
Reinhardt”. By Jiirgen Graf, Thomas 
Kues and Carlo Mattogno. In late 
2011, several members of the exter- 
minationist Holocaust Controversies 
blog published a study which claims 
to refute three of our authors’ mono- 
graphs on the camps Belzec, Sobibor 
and Treblinka (see previous three 
entries). This tome is their point-by- 
point response, which makes “mince- 
meat” out of the bloggers’ attempt at 
refutation. It requires familiarity with 
the above-mentioned books and consti- 
tutes a comprehensive update and ex- 
pansion of their themes. 2nd edition, 
two volumes, total of 1396 pages, illus- 
trations, bibliography. #28) 


Chelmno: A Camp in History & Propa- 

ganda. By Carlo Mattogno. The world’s 
premier holocaust scholar focuses his 
microscope on the death camp located 
in Poland. It was at Chelmno that 
huge masses of prisoners—as many as 
1.3 million— were allegedly rounded 
up and killed. His book challenges 
the conventional wisdom of what 
went on inside Chelmno. Eyewitness 
statements, forensics reports, coro- 
ners’ reports, excavations, crematoria, 
building plans, U.S. reports, German 
documents, evacuation efforts, mobile 
gas vans for homicidal purposes—all 




















аге discussed. 191 pages, indexed, il- 
lustrated, bibliography. #23) 


The Gas Vans: A Critical Investiga- 
tion. (A perfect companion to the 
Chelmno book.) By Santiago Alvarez 
and Pierre Marais. It is alleged that 
the Nazis used mobile gas chambers 
to exterminate 700,000 people. Up 
until 2011, no thor- 
ough monograph 
had appeared on 
the topic. Santiago 
Alvarez has rem: 
edied the situation. 
Are witness state- 
ments reliable? Are 
documents genu- 
ine? Where are the 
murder weapons? 
Could they have 
operated as claimed? Where are the 
corpses? Alvarez has scrutinized all 
known wartime documents, photos 
and witness statements on this topic, 
and has examined the claims made by 
the mainstream. 390 pages, b&w il- 
lustrations, bibliography, index. (#26) 


Concentration Camp Majdanek. A 
Historical and Technical Study. Ву 
Carlo Mattogno and Jürgen Graf. 
Little research had been directed to- 
ward Concentration Camp Majdanek 
in central Poland, even though it 
is claimed that up to a million Jews 
were murdered there. The only infor- 
mation available is discredited Polish 
Communist propaganda. This glaring 
research gap has finally been filled. 
After exhaustive research of primary 
sources, Mattogno and Graf created 
a monumental study which expertly 
dissects and repudiates the myth of 
homicidal gas chambers at Majdanek. 
They also critically investigated the 
legend of mass executions of Jews in 
tank trenches (“Operation Harvest 
Festival”) and prove them ground- 
less. The authors’ investigations lead 
to unambiguous conclusions about 
the camp which are radically differ- 
ent from the official theses. Again 
they have produced a standard and 
methodical investigative work, which 
authentic historiography cannot ig- 
nore. Third edition, 350 pages, b&w 
illustrations, bibliography, index. (85) 


Concentration Camp Stutthof and Its 
Function in National Socialist Jewish 
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Stutthof was in fact a center for the 
organization of German forced labor 
toward the end of World War II. Third 
edition, 171 pages, b&w illustrations, 
bibliography, index. (#4) 


SECTION THREE: 
Auschwitz Studies 


The Real Case of Auschwitz: Robert 
van Pelts Evidence from the Irving 
Trial Critically Reviewed. By Carlo 
Mattogno. Prof. Robert van Pelt is 
considered one of the best mainstream 
experts on Auschwitz and has been 
called upon several times in holocaust 
court cases. His work is cited by many 
to prove the holocaust happened as 
mainstream scholars insist. This book 
is a scholarly response to Prof. van 
Pelt—and Jean-Claude Pressac. It 
shows that their studies are heavily 
flawed. This is a book of prime politi- 
cal and scholarly importance to those 
looking for the truth about Auschwitz. 
2nd edition, 758 pages, b&w illustra- 
tions, glossary, bibliography, index. 
(422) 


Auschwitz: Plain Facts—A Response 
to Jean-Claude Pressac. Edited by 
Germar Rudolf. French pharmacist 
Jean-Claude Pressac tried to refute 
recent findings with their own techni- 
cal methods. For this he was praised 
by the mainstream, and they pro- 
claimed victory over the “revisionists.” 
In Auschwitz: Plain Facts, Pressac's 
works and claims are debunked. 197 
pages, b&w illustrations, bibliogra- 
phy, index. (#14) 


The Rudolf Report. Expert Report 
on Chemical and Technical Aspects 
of the ‘Gas Chambers’ of Auschwitz. 
By Germar Rudolf and Dr. Wolfgang 
Lambrecht. In 1988, execution expert 
Fred Leuchter investigated the gas 
chambers of Auschwitz and Majdanek 
and concluded that they could not 
have worked as claimed. Ever since, 
Leuchter's work has been attacked. 
In 1993, Germar Rudolf published 
a thorough forensic study about the 
“gas chambers" of Auschwitz. His re- 
port irons out the deficiencies of “Тһе 
Leuchter Report." Second edition, 457 
pages, b&w illustrations, bibliogra- 
phy, index. (#2) 


Auschwitz Lies: Legends, Lies and 





























Policy. By Carlo Mattogno and Jürgen 
Graf. The Stutthof camp in Prussia 
has never before been scientifically 
investigated by traditional historians, 
who claim nonetheless that Stutthof 
served as a ‘makeshift’ extermination 
camp іп 1944. Based mainly on archi- 
val resources, this study thoroughly 
debunks this view and shows that 








Prejudices on the Holocaust. By 
Carlo Mattogno and Germar Rudolf. 
The fallacious research and alleged 
“refutation”of Revisionist scholars by 
French biochemist G. Wellers, Pol- 
ish Prof. J. Markiewicz, chemist Dr. 
Richard Green, Profs. Zimmerman, 
M. Shermer and A. Grobman, as well 
as researchers Keren, McCarthy and 
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Mazal, are exposed for what they are: 
blatant and easily exposed political 
lies created to ostracize dissident his- 
torians. In this book, facts beat propa- 
ganda once again. Second edition, 398 
pages, b&w illustrations, index. (#18) 


Auschwitz: The Central Construction 
Office. By Carlo Mattogno. Based upon 
mostly unpublished German wartime 
documents, this study describes the 
history, organization, tasks and pro- 
cedures of the Central Construction 
Office of the Waffen-SS and Auschwitz 
Police. Despite a huge public inter- 
est in the camp, next to nothing was 
really known about this office, which 
was responsible for the planning and 
construction of the Auschwitz camp 
complex, including the crematories 
which are said to have contained the 
“gas chambers.” 182 pages, b&w illus- 
trations, glossary. #13) 


Garrison and Headquarters Orders 
of the Auschwitz Camp. By C. Mat- 
togno. A large number of all the orders 
ever issued by the various command- 
ers of the infamous Auschwitz camp 
have been preserved. They reveal 
the true nature of the camp with all 
its daily events. There is not a trace 
in these orders pointing at anything 
sinister going on in this camp. Quite 
to the contrary, many orders are in 
clear and insurmountable contradic- 
tion to claims that prisoners were 
mass murdered. This is a selection 
of the most pertinent of these orders 
together with comments putting them 
into their proper historical context. 
(Scheduled for early 2016; #34) 


Special Treatment in Auschwitz: Ori- 
gin and Meaning of a Term. By Carlo 
Mattogno. When appearing in Ger- 
man wartime documents, terms like 
“special treatment,” “special action,” 
and others have been interpreted as 
code words for mass murder. But that 
is not always true. This study focuses 
on documents about Auschwitz, show- 
ing that, while “special” had many 
different meanings, not a single one 
meant “execution.” Hence the practice 
of deciphering an alleged “code lan- 
guage” by assigning homicidal mean- 
ing to harmless documents — a key 
component of mainstream historiogra- 
phy — is untenable. 151 pages, b&w il- 
lustrations, bibliography, index. (#10) 


Health Care at Auschwitz. By Carlo 
Mattogno. In extension of the above 
study on Special Treatment in Ausch- 
witz, this study proves the extent to 
which the German authorities at 
Auschwitz tried to provide appropri- 
ate health care for the inmates. This 
is frequently described as special mea- 























— 
sures to improve the inmates' health 
and thus ability to work in Germany's 
armaments industry. This, after all, 
was the only thing the Auschwitz au- 
thorities were really interested in due 
to orders from the highest levels of the 
German government. (Scheduled for 
early 2016; #33) 


The Bunkers of Auschwitz: Black Pro- 
paganda vs. History By Carlo Mat- 
togno. The bunkers at Auschwitz are 
claimed to have been the first homicid- 
al gas chambers at Auschwitz specifi- 
cally equipped for this purpose. With 
the help of original German wartime 
files as well as revealing air photos 
taken by Allied reconnaissance air- 
craft in 1944, this study shows that 
these homicidal “bunkers” never ex- 
isted, how the rumors about them 
evolved as black propaganda created 
by resistance groups in the camp, and 
how this propaganda was transformed 
into a false reality. 264 pages, illustra- 
tions, bibliography, index. #11) 


Auschwitz: The First Gassing—Ru- 
mor and Reality. By Carlo Mattogno. 
The first gassing in Auschwitz is 
claimed to have occurred on Sept. 3, 
1941, in a basement room. The ac- 
counts reporting it are the archetypes 
for all later gassing accounts. This 
study analyzes all available sources 
about this alleged event. It shows that 
these sources contradict each other in 
location, date, preparations, victims 
etc, rendering it impossible to extract 
a consistent story. Original wartime 
documents inflict a final blow to this 
legend and prove without a shadow 
of a doubt that this legendary event 
never happened. Second edition, 168 
pages, b&w illust., bibliography, in- 
dex. (#20) 


Auschwitz: Crematorium I and the Al- 
leged Homicidal Gassings. By Carlo 
Mattogno. The morgue of Cremato- 
rium I in Auschwitz is said to be the 
first homicidal gas chamber there. 
This study investigates all statements 
by witnesses and analyzes hundreds 
of wartime documents to accurately 
write a history of that building. Mat- 
togno proves that its morgue was nev- 
er a homicidal gas chamber, nor could 
it have worked as such. 138 pages, 
b&w illustrations, bibliography, index. 
#21) 


Auschwitz: Open Air Incinerations. 
By Carlo Mattogno. Hundreds of thou- 
sands of corpses of murder victims 
are claimed to have been incinerated 
in deep ditches in the Auschwitz con- 
centration camp. This book examines 
the many testimonies regarding these 
incinerations and establishes whether 























these claims were even possible. Using aerial 
photographs, physical evidence and wartime 
documents, the author shows that these claims 
are fiction. A must read. 132 pages, b&w illus- 
trations, bibliography, index. #17) 


The Cremation Furnaces of Auschwitz. By Car- 
lo Mattogno & Franco Deana. An exhaustive 
technical study of the history and technology 
of cremation in general and of the cremation 
furnaces of Auschwitz in particular. On a sound 
and thoroughly documented base of technical 
literature, extant wartime documents and ma: 
terial traces, Mattogno and Deana can establish 
the true nature and capacity of the Auschwitz 
cremation furnaces. They show that these de- 
vices were cheaper versions than what was 
usually produced, and that their capacity to cre- 
mate corpses was lower than normal, too. Hence 
this study reveals that the Auschwitz cremation 
furnaces were not monstrous super ovens but 
rather inferior make-shift devices. 3 vols., 1192 
pp., b&w and color illustrations, bibliography, 
index, glossary. #24) 
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SECTION FOUR 
Witness Critique 


Holocaust High Priest: Elie 
Wiesel, Night, the Memory 
Cult, and the Rise of Revi- 
sionism. By Warren B. Rout- 
ledge. The first unauthorized 
biography of Wiesel exposes 


HOL 
ШЕП, 











both his personal deceits апа ы кисы = 
the whole myth of “the six 


million.” It shows how Zion- 











ist control has allowed Wiesel and his fellow 
extremists to force leaders of many nations, the 
U.N. and even popes to genuflect before Wiesel 
as symbolic acts of subordination to World Jew- 
ry, while at the same time forcing school chil- 
dren to submit to Holocaust brainwashing. 468 
pages, b&w illust., bibliography, index. #30) 


Auschwitz: Confessions and Testimonies. By 
Jürgen Graf. The traditional narrative of what 
transpired at the infamous Auschwitz camp 
during WWII rests almost exclusively on wit- 
ness testimony from former inmates as well as 
erstwhile camp officials. This study critically 
scrutinizes the 40 most important of these wit- 
ness statements by checking them for internal 
coherence, and by comparing them with one 
another as well as with other evidence such 
as wartime documents, air photos, forensic re- 
search results, and material traces. The result 
is devastating for the traditional narrative. 
(Scheduled for summer 2016; #36) 


Commandant of Auschwitz: Rudolf Höss, His 
Torture and His Forced Confessions. By Rudolf 
Hoss & Carlo Mattogno. When Rudolf Héss was 
in charge at Auschwitz, the mass extermination 
of Jews in gas chambers is said to have been 
launched and carried out. He confessed this in 
numerous postwar depositions. Hence Höss’s 
testimony is the most convincing of all. But 
what traditional sources usually do not reveal 
is that Héss was severely tortured to coerce him 
to “confess,” and that his various statements 
are not only contradictory but also full of his- 
torically and physically impossible, even absurd 
claims. This study expertly analyzes Höss’s 
various confessions and lays them all open for 
everyone to see the ugly truth. (Scheduled for 
summer 2016: #35) 


An Auschwitz Doctor’s Eyewitness Account: The 
Tall Tales of Dr. Mengele’s Assistant Analyzed. 
By Miklos Nyiszli & Carlo Mattogno. Nyiszli, a 
Hungarian Jew who studied medicine in Ger- 
many before the war, ended up at Auschwitz 
in 1944 as Dr. Mengele’s assistant. After the 
war he wrote an account of what he claimed to 
have experienced. To this day some traditional 
historians take his accounts seriously, while 
others accept that it is a grotesque collection 
of lies and exaggerations. This study analyzes 
Nyiszlis novel and skillfully separates truth 
from fabulous fabrication. (Scheduled for spring 
2016: #37) 

















Further Projects 

Further studies we propose to publish would 
scrutinize eyewitness accounts from, e.g., Fil- 
lip Müller, Rudolf Vrba, Henryk Tauber, Yankiel 
Wiernik, Richard Glazar. Scholars interested in 
taking on any of these or other witnesses, please 
get in touch using the contact form at www. 
codoh.com/contact-us 





For current prices and availability see outlets like Amazon.com or Amazon.co.uk, and: 
Distribution USA: THE BARNES REVIEW, P.O. Box 15877, Washington, D.C., 20003; 1-877-773-9077; www.Barnes- 


Review.org 


Distribution UK: CASTLE HILL PUBLISHERS, PO Box 243, Uckfield, TN22 9AW; shop.codoh.com 


BOOKS BY AND FROM CASTLE HILL PUBLISHERS 


Below please find some of the books published or distributed by Castle Hill Publishers in the United 
Kingdom. For our current and complete range of products visit our web store at shop.codoh.com. 


Wilhelm Stäglich, Auschwitz: A Judge Looks at the Evidence 
Auschwitz is the epicenter of the Holocaust, where more people are said to have been 
murdered than anywhere else. At this detention camp the industrialized Nazi mass murder 
is said to have reached its demonic pinnacle. This narrative is based on a wide range of 
evidence, the most important of which was presented during two trials: the International 
Military Tribunal of 1945/46, and the German Auschwitz Trial of 1963-1965 in Frankfurt. 
The late Wilhelm Stäglich, until the mid-1970s a German judge, has so far been the only 
legal expert to critically analyze this evidence. His research reveals the incredibly scan- 
dalous way in which the Allied victors and later the German judicial authorities bent and Б 
broke the law in order to come to politically foregone conclusions. Stäglich also exposes 
the shockingly superficial way in which historians are dealing with the many incongrui- 
ties and discrepancies of the historical record. Second, corrected and slightly revised edition with a new preface 
and epilogue. 
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422 pp., 6“x9“, pb, ill. 
P. Angel, J. Tiffany: Fountain of Fairytales: А Scholarly Romp Ti ош the Old Testament 


Some say the Old Testament is a collection of valuable parables with no basis in histori- 
cal fact, while others have made a living of trying to prove that it is an accurate history E" 
of early man. Fountain of Fairytales takes us on a whirlwind tour of the Old Testament, 
telling us which stories are pure balderdash and which may have some basis in real ar- 
cheology and authentic history. And also which tales seem to have been borrowed from 
other primary cultural sources including the Egyptians. If you want proof the entire Bible 
is a faithful transcription of the word of God — straight from mouth to Jewish scribe’s 
pen — read no further, for this book is more of a light-hearted yet scholarly tour of the 
Old Testament, not a dense religio-historical treatise. If you’re ready for a tour of the Old 
Testament like none other, get a copy of Fountain of Fairytales. 
178 pp. pb, 5.5”x8.5” 


Abdallah Melaouhi, Rudolf Hess. His Betrayal and Murder 

In May 1941, Rudolf Hess, Hitler's right-hand man, flew to England to make peace. His 
plane crashed, and he was made a prisoner of the Allies and kept in solitary confinement 
nearly the rest of his life. What truths about the war did Hess possess that were of such 
danger? The author worked as a male nurse caring for Rudolf Hess from 1982 until his 
death in 1987 at the Allied Prison in Berlin. Minutes after the murder he was called to 
the prison. Ask by the author what had happened, an unknown U.S. soldier replied: “Тһе 
pig is finished; you won't have to work a night shift any longer." What he experienced Ё 
there, minutely described in this book, proves beyond doubt that Mr. Hess was strangled 
to death by his Anglo-Saxon captors. 

300 pp. pb, 6”x9”, ill 


Curtis B. Dall, FDR: My Exploited Father-in-Law 

The author was FDR's son-in-law and spent much time in the White House. He had an 
insider's view of who came to see FDR and Eleanor and how often. Dall also was a Wall 
Street banker and knew the tricks and tactics the financial predators use to deceive the 
public. The book is loaded with personal anecdotes of the people Dall met during his life. 
This included such notables as Franklin and Eleanor Roosevelt, Bernard Baruch, Henry | 
Morgenthau Jr., Harry Dexter White, the Warburgs, Rothschilds, and more. Dall views the | 
stock market crash of October 1929 as “the calculated shearing of the public triggered by 
the sudden shortage of call money in the New York money market." He views the Federal 
Reserve and their globalist cheerleaders as being against the interests of Americans. They 
plan and execute the wars that line their pockets and ravage the world. Dall portrays FDR [ 
as a man who began his career as an optimistic ladder-climber and ended up as one of the 
most manipulated presidents in U.S. history. Reprint with a foreword by Willis A. Carto. 

298 pp., 5.5*x8.5*, pb 


For prices and availability see www.shop.codoh.com or write to: CHP, PO Box 243, Uckfield, TN22 9AW, UK 

















Herbert L. Brown, The Devil's Handiwork. A Victim’s View of “Allied” War Crimes 
An amazing compilation of war crimes committed by the “good guys” against the “bad 
guys.” Many of the events covered in this book аге to this day censored or twisted in ИТ 
mainstream history books. Chapters cover: Death camps іп the Civil War; concentra- ШАШЫ 
tion camps in the Boer War; The Dresden Massacre - the worst war crime in history; 
the Ukrainian terror famine; the gruesome harvest in Eastern Europe; the myth of the | 
6 million; Operation Keelhaul; the Nuremberg Trials; the Katyn Forest Massacre; the 
Stuttgart Atrocity; bastardizing the Germans after WWII; the use of the atom bomb; Cuba 
betrayed; the Invasion of Lebanon; the policy of de-Nazification; the Malmedy Trial; the 
Dachau Trial; the Vinnytsia genocide; crimes during the occupation of Germany; FDR's 
Great Sedition Trial; the Morgenthau Plan; the propaganda of the Writers War Board; 
myths of civilian bombings; the Lend-Lease fiasco; truth about Auschwitz; Pearl Harbor; 
the Soviet genocide across Europe; much more. 
275 pp., 5.5“х8.5“, pb 


Ralph Grandinetti, Final Solution. Germany's Madagascar Resettlement Plan 
Everyone “knows” the Germans had a “final solution" for their so-called “Jewish Prob- 
lem." But Adolf Hitler's final solution did not involve homicidal gas chambers and blaz- 
ing crematory ovens. Instead, Hitler's final solution offered Jewish leaders the island of FINAL 
Madagascar, back then a French colony. In a meeting with Vichy French Prime Minister DOLT 
Pierre Laval, Laval agreed to turn Madagascar into a new Jewish homeland where, ul- 
timately, all of Europe’s 4,000,000 Jews might be settled. This new Madagascar was to 
be governed by a joint German-French board with representation granted to any govern- 
ment cooperating. What a paradise Madagascar could have become, but instead Zionists 
insisted on occupying the “Holy Land,” where they knew strife and conflict awaited them. 
What was the Madagascar Plan, and why did it fail? Which world leaders supported it — 
and which did not? Why was the plan eventually abandoned? 
108 pp., 5.5“x8.5“, pb 


John Tiffany, A Short History of the Balfour Declaration 
Few have heard of the Balfour Declaration, the history of which is known primarily to шашта 
students of global affairs. What general knowledge there is surrounding its origins is 
usually limited to dry accounts in diplomatic histories. But here is a case where truth is 
stranger than fiction. The issuance of the Balfour Declaration set the stage for American 
entry into World War I and thereby laid the groundwork for World War II and the many 
consequential global convulsions that followed. And, ultimately, of course, it’s the foun- 
dation of the tension in the Middle East today that points toward further war and destruc- 
tion. Here is the secret history of the Balfour Declaration, laid out in no uncertain terms 
and devoid of euphemism and political correctness. Those who have any serious desire 
to understand the sources of world conflict need this precise and candid analysis — the 
facts — about the behind-the-scenes machinations that brought the Balfour Declaration 
into being — and why. 











118 pp., 5.5“x8.5“, pb 
Germar Rudolf: Resistance is Obligatory! 


In 2005 Rudolf, a peaceful dissident and publisher of revisionist literature, was kidnapped 
by the U.S. government and deported to Germany. There the local lackey regime staged 
a show trial against him for his historical writings. Rudolf was not permitted to defend 
his historical opinions, as the German penal law prohibits this. Yet he defended himself 
anyway: 7 days long Rudolf held a speech in the court room, during which he proved sys- 
tematically that only the revisionists are scholarly in their attitude, whereas the Holocaust 
orthodoxy is merely pseudo-scientific. He then explained in detail why it is everyone’s 
obligation to resist, without violence, a government which throws peaceful dissident into 
dungeons. When Rudolf tried to publish his public defence speech as a book from his 
prison cell, the public prosecutor initiated a new criminal investigation against him. After 
his probation time ended in 2011, he dared publish this speech anyway... 
376 pp., 6“x9“, pb, colour ill. 











For prices and availability see www.shop.codoh.com or write to: CHP, PO Box 243, Uckfield, TN22 9AW, UK 


